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Description

[0001] The presentinvention relates a system or struc-
ture and a method to anchor a plaster layer to a wooden
plaster-holding timber frame of the ceiling of an ancient
building, as for instance a mansion or a church; to which
the following description refers purely by way of example.
[0002] It is known that in antiquity, meaning until the
nineteenth century, the technique used to effectuate
building ceilings (for example mansions or churches)
which were intended to be frescoed, was after all com-
mon and essentially foresaw: first of all to prepare, in
correspondence of the ceiling, a wooden plaster-holding
timber frame made by a number of small wooden beams
or wooden laths (usually designed by the Italian term
"arelle") stretching rectilinear, and parallel and spaced to
each other in order to form grooves and slits; apply a
layer of plaster of prearranged thickness made by lime,
mixed with silicon sand, the latter composed of calcium
carbonate, onto the inferior surface of the wooden plas-
ter-holding timber frame in order to cover completely the
inferior surface and causing part of the plaster to pene-
trate in the slits, entering/seeping into in the slits forming
crests or anchoring rigid ribs, partially overabundant onto
the superior surface. Thanks to the process of hardening
and consolidation of the plaster (also known as process
of carbonation of the plaster), the ribs remain held by and
anchored to the laths. In this case, each of the ribs od
the plaster layer presents an end coming out, meaning
that the end stretches onto two consecutive laths and it
is shaped in order to form an anchoring tab leant on the
laths, so to prevent the rib in slipping out from the slits,
anchoring in such way the plaster layer to the timber
frame.

[0003] Itisalsowell known thatrecently, in many build-
ing ceilings made based on the above explained tech-
nique, cracks and fissures/splits have occurred, and it
has been found that remarkable parts of the plaster layer
have come off the timer frame. This detachment, not only
putsindanger heavily both people and things underneath
the ceiling, butalso damages remarkably the fresco, gen-
erating many and multiple problems concerning the ar-
tistic damage provoked, as well as in economic terms.
[0004] Studiescarried outbythe Applicanthave shown
that the causes of the detachment of the plaster layer
from the timber frame are associated both to the vibra-
tions generated by the multiple noise sources present or
transiting in correspondence of the buildings, such as
motor vehicles (non-existent in antiquity), both to wide
thermic fluctuations originated inside the buildings by the
use of heating systems, which also were not used in an-
tiquity.

[0005] More specifically, external vibrations investing
the building stress mechanically the structure of the roof
which, is also performing in many cases a load-bearing
function, supporting the timber frame, transfers part of
such solicitations to the layer of plaster of the ceiling caus-
ing it to be damaged.
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[0006] Moreover, the sudden thermal shocks caused
by heating systems inside the building, determine, espe-
cially in relatively crowded buildings such as churches,
also relevant humidity variations in correspondence of
the ceiling. The moisture is absorbed and released cy-
clically by the laths and by the layer of plaster, causing
on both different dimensional variations determining a
progressive crumbling oftheribs, in particular of the ends,
and therefore weakening the mechanical anchoring of
the plaster to the timber frame until the anchoring be-
comes inexistent.

[0007] The technique known to date used to consoli-
date the anchoring of the plaster layer to the frame, es-
sentially provides to pour on the top surface of the frame,
i.e. on the so-called extrados surface, a certain amount
of consolidating liquid resin of film forming kind. The liquid
resin gradually penetrates into the cracks/fissures
present in the layer of plaster, in the space between the
ribs and the laths, and through the slots of the boards
themselves and, once solidified, makes the portions of
plaster, and the laths impregnated, mutually holding.
[0008] The consolidation technique to anchor plaster
by pouring consolidating resin, as described above, has
many technical problems, unsolved to present.

[0009] In the first place, the distribution of the resin on
the surface of the extrados and the degree of penetration
of the same within the layer of plaster is hard to control.
Therefore it happens quite often, in particular in ceilings
with a thin layer of plaster, that the resin soaks completely
through the plaster layer until reaching its outer surface
and impregnate accidentally the fresco as well, incorpo-
rating with the surface of the latter and oxidises the par-
ticles deposited over time on the fresco. The presence
of resin consolidated above the fresco causes an irre-
versible damage and most importantly a damage on the
fresco itself. In fact, the removal of the resin is possible
only using solvents, which on the one hand allow to re-
move oxides and/or particles embedded in the resin, but
on the other heavily affect the pigments of the fresco,
deteriorating them.

[0010] Furthermore, havingthe resinacomposition so-
called "film-forming", it produces a skin that covers the
plaster layer and the laths, reducing their transpiration
and dehumidification and thus causing, on the one hand,
aprogressive oxidation on the fresco, which darkens over
time, and on the other a barrier preventing the humidity
present inside the building to properly penetrate the ceil-
ing and flow freely towards the external environment.
[0011] In cases where the technique of application of
the resin is carried out properly, the resin penetrates se-
lectively between the crumbling portions of the ribs so as
to form a partial waterproofing of the ceiling which covers
the ribs, leaving nevertheless uncovered the laths.
[0012] However, in this case the humidity present in
the ceiling concentrates in the laths resulting in an im-
portant change in their dimensions and thus causing a
greater erosion on the ribs.

[0013] GB 475 347 discloses a system designed to
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suspend or support heating or cooling pipes embedded
in the concrete or material forming the wall, floor or ceiling
of the building.

[0014] US 2007 0029 025 discloses a method for ad-
hering a first structure to a second structure wherein the
method comprises: applying an adhesive composition to
the surfaces, the adhesive composition comprising a first
polymer or another polymer, and allowing the adhesive
composition to bond the surfaces.

[0015] GB 475 347 and US 2007 0029 025 fail to dis-
close a structure and a method for anchoring and/or con-
solidating the anchoring of a frescoed layer of plaster to
a plaster-holding timber frame in wood of a building,
which is designed to overcome the drawbacks above
technical described.

[0016] On the contrary, GB 475 347 discloses anchor-
ing members for anchoring a pipe to a ceiling wherein
anchoring members have a shape completely unsuitable
to be used for anchoring of a frescoed plaster layer to a
wooden plaster-holding timber frame of a building,
whereas US 2007 0029 025 suggests to use an adhesive
composition, i.e. a "film-forming" polymeric composition
which, if applied to a frescoed plaster layer, would pro-
duce the same technical problems disclosed above, i.e.
a progressive oxidation on the fresco and a barrier pre-
venting the humidity present inside the building to prop-
erly penetrate the ceiling and flow freely towards the ex-
ternal environment.

[0017] US 2,598,984 discloses a system for repairing
a cracked wall in which a reinforcing road is clamped in
the eyes of cotters arranged in holes.

[0018] Aim of the present invention is therefore to pro-
vide a structure and a method for anchoring and/or con-
solidating the anchoring of a layer of plaster to a plaster-
holding timber frame in wood of a building, in order to
overcome the drawbacks above technical described.
[0019] This aim is achieved by the present invention
since it relates to a structure and a method for anchoring
alayer of plaster to a plaster-holding timber frame in wood
of a building, as defined in the attached claims.

[0020] The present invention will now be described
with reference to the accompanying drawings, which il-
lustrate a non-limiting example of the possible realization
in which:

- Figure 1is a schematic perspective view of a portion
ofaceiling of a building provided with the mechanical
anchoring structure according to the teachings ofthe
present invention;

- Figure 2 is a schematic perspective view of the me-
chanical anchoring structure used in the ceiling
shown in Figure 1 and built according to the teach-
ings of the present invention;

- Figure 3isafrontin-elevation view of the mechanical
structure of the anchor shown in Figure 2, with parts
in section and parts removed for clarity;

- Figure 4 schematically shows one embodiment of
the mechanical anchoring structure shown in Figure
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3, in two different operating configurations;

- Figure 5 schematically shows a view of one embod-
iment of the mechanical anchoring structure shown
in Figures 1, 2 and 3, with parts in section and parts
removed for clarity;

- Figure 6 is a longitudinal section of the mechanical
anchoring structure shown in Figure 5 along the line
I-1;

- Figures 7, 8, and 9 are just as many schematic em-
bodiments of the mechanical anchoring structure
shown in Figure 1 and 2;

- Figures 10 and 11 show two schematic views in front
elevation of one embodiment of the mechanical an-
choring structure in two different operating condi-
tions, with parts in section and parts removed for
clarity,;

- Figures 12 and 13 show two schematic views in front
elevation of one embodiment of the mechanical an-
choring structure in two different operating condi-
tions;

- Figure 14 schematically shows a view of one em-
bodiment of the mechanical anchoring structure
shown in Figures 1, 2 and 3, with parts in section
and parts removed for clarity;

- Figures 15,16, 17, 18, 19 and 20 show just as many
operational steps of the method for anchoring the
plaster layer to the timber frame, according to the
teaching of present invention; while

- Figures 21 to 23 schematically show just as many
views of one embodiment of a mechanical anchoring
structure which does not form part of the invention,
with parts in section and parts removed for clarity.

[0021] With reference to Figure 1, the number 100 in-
dicates ceiling of a building as a whole, for example of a
villa or of a church (shown only partially) having a lower
surface 110 (intrados) preferably but not necessarily fres-
coed, facing the base of the building, i.e. the floor (not
shown), and an upper surface 120 (extrados) facing the
roof of the building.

[0022] Inaccordance with one embodiment, the ceiling
100 comprises a wooden parget-bearing frame or plas-
ter-holding timber frame 200 connected in a known man-
ner to the walls and / or to the roof of the building (for
example through a supporting structure formed by the
holding beams connected together and to the building),
and a plaster layer 300 of predetermined thickness,
which is anchored to the plaster holding timber frame 200
and it extends in such a way as to cover the bottom sur-
face 200a of the latter so as to form the lower surface
110 of the ceiling 100.

[0023] In accordance with one exemplary embodi-
ment, the plaster-holding timber frame 200 extends in a
plane preferably horizontal, and comprises a plurality of
beams or wooden laths 210 (Italian term "arelle"), ex-
tending preferably parallel to a longitudinal axis A in such
a way as to be substantially/ preferably coplanar among
them, and they are spaced apart from one another so as
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to determine between them grooves or embrasures 220.
In accordance with one exemplary embodiment, each
lath 210 mat have preferably although not necessarily a
roughly rectangular section and is preferably but not nec-
essarily about 2-5 cm wide, while the embrasure 220 has
a predetermined width among the two strips 210, prefer-
ably, but not necessarily, of between about 1 to 2 cm. It
should be understood that according to a different pos-
sible embodiments not illustrated, laths 201 may have a
different section from rectangular section above dis-
closed and the ceiling 100 may have the shape of a vault
and therefore the plaster-holding timber frame 200 may
have an arcuate/curved shape.

[0024] As far as the plaster layer 300 is concerned, in
accordance with one embodiment, it may comprise a sol-
id mixture based on lime and calcium carbonate (lime-
stone), and has an upper surface 300a (opposite to the
bottom surface 110 in sight), which covers the lower sur-
face 200a of the plaster-holding timber frame 200, in such
a way as to form a homogeneous layer of coverage of
predetermined thickness which seeps into/partially pro-
trudes towards plaster-holding timber frame 200, inside
the embrasures 220, in order to form stiff crests or ribs
310 among the laths 210, structured to anchor the layer
of plaster 300 to the timber frame holding the plaster 200.
[0025] Preferably, crests orribs 310 may be comprised
in a render (render-float) sub-layer of the plaster layer
300 (in ltalian "strato di intonaco di rinzaffo e/o arriccio").
[0026] In accordance with one embodiment illustrated
in Figures 1, 2 and 3, the present invention is essentially
based on the principle of providing an anchoring mechan-
ical structure or system 1, which is structured to be con-
nected to the upper surface 300a of the plaster layer 300,
preferably to the render (render-float) plaster sub-layer,
in correspondence of a plurality of fixing points, and it
extends above the upper surface 200b of the plaster-
holding timber frame 200 in such a way as to lean/rest
on the same in order to mechanically anchor the plaster
layer 310 to the plaster-holding timber frame 200 and/or
consolidate the mechanical anchoring of the same.
[0027] According to the invention, the mechanical an-
choring member 2is structured to be connected integrally
with the plaster layer 300, preferably with the ribs 310,
and extends on either side of the ribs 310 above the upper
surface 200b of the plaster-holding timber frame 200 in
order to lean on the same, so as to realize a mechanical
anchor from above onto the plaster layer 300.

[0028] Inaccordance to one embodimentshowninFig-
ures 1, 2 and 3, the mechanical anchoring structure 1 is
provided with a plurality of anchoring members 2 com-
prising an anchoring portion designed to be coupled in a
stable manner with the plaster layer 300 in correspond-
ence to the fixing points, and a support portion, which is
shaped so as to extend above, and leaning on the upper
surface 200b of the plaster-holding timber frame 200 so
as to at least partly lean on the same.

[0029] In accordance to one embodimentillustrated in
Figures 1,2 and 3, the anchoring portion of the anchoring
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member 2 comprises a preferably straight anchoring
stem 3 realized in hard and/or elastic material, for exam-
ple a metallic material preferably steel or carbon fiber or
any other similar material, which is inserted in a blind
hole 5 preferably made in the rib 310, and it is firmly
fastened, i.e. in an integral manner, to the body of the rib
310 through a fixing mixture injected into the hole 5.
[0030] The Applicant has found that a fixing mixture
comprising calcium carbonate, gypsum, and an acrylic
or vinyl resin advantageously enables on the one hand
to ensure the fixing of the anchoring stem 3 to the rib 310
of the plaster, and secondly ensures a certain degree of
elasticity of the anchor.

[0031] Preferably, according to the realization shown
in Figure 3, the hole 5 may be preferably formed in the
central part of the top of the rib 310 and it extends inside
the rib 310 towards the lower surface 110 along a pref-
erably transverse direction to the longitudinal axis A and
to the laths 210, while the anchoring stem 3 is inserted
into the hole 5 in such a way that its upper end at least
partially comes out from the mouth of the hole 5 itself.
[0032] In accordance with one embodiment shown in
Figure 3, anchoring member 2 is further provided with a
support portion comprising a support beam 4, which is
connected in the middle to the upper end of the anchoring
stem 3, extends on either side of the rib 310 in a direction
preferably substantially transverse to the anchoring stem
3, and is structured in such a way as to lean at least
partially on the upper surface of the support laths 210
which are adjacent to the embrasure 220 containing the
rib 310.

[0033] In accordance with one exemplary embodi-
ment, the support beam 4 and the anchoring stem 3 may
be made of hard and/or elastic material such as steel or
carbon fiber or any similar material, and may be connect-
ed firmly to one another. For this purpose the anchoring
element 2 may comprise a T-shaped element designed
to be inserted in the hole 5 according to the example
shown in Figure 3.

[0034] According to one embodiment shown in Figure
4, the support beam 4 may be structured to be connected
firmly but still in a easily removable manner to the an-
choring stem 3. In accordance with one embodiment, the
upper end of the anchoring stem 3 may be conveniently
shaped in order to present a hole passing throughout
crosswise the anchoring stem 3, inside of which is pos-
sible to insert/withdraw the support beam 4. Therefore,
the support beam 4 can be joint/disjoint advantageously
just as quickly and easily to the anchoring stem 3 and
enables to obtain a reversible anchoring. As above de-
scribed, it should be understood that in accordance with
other embodiments (not illustrated) the support beam 4
may, however, be joined in a stable but removable man-
ner to anchoring stem 3 through any mechanical joining
system (not shown).

[0035] The method for consolidating the anchoring of
the plaster layer 300 to the frame 200 may include the
following operative steps. With reference to Figures 15
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to 20, preferably but not necessarily, the method may
include the step of removing, from the embrasures 220,
the portions of crumbled plaster belonging to the ribs 310.
Preferably, but not necessarily, the method may include
the step of filling the empty spaces presentin the embra-
sures 220 caused by the disintegration of the ribs 310,
through the use of a consolidating dough (shown with
inclined lines in Figure 16). The Applicant has found that
by using a consolidating mixture including mostly calcium
carbonate and gypsum, on the one hand we may obtain
a high degree of fixing of the rebuilt rib 310 to the plaster
layer 300 and/or to the existing part (and not crumbled)
of the rib 310, and on the other the mixture determines,
after its solidification, a narrowing of the width of the rib
310 which, consequently, decouples/detaches itself from
the external surfaces of the laths 210 thereby making the
mechanical anchoring structure 1 independent from the
plaster-holding timber frame 200.

[0036] The method furthercomprises the steps of form-
ing at least one blind hole 5 on the ribs 310 preferably in
correspondence of the predetermined fixing point (Figure
17), and preferably of injecting a certain amount of con-
solidating resin in the hole 5 so as to increase both the
hardness of the part of rib 310a which surrounds the hole
5, and the elasticity of part itself 310a (Figure 18). The
Applicant has found that by injecting into the hole 5, 1-4
milliliters consolidating of resin, preferably 3 milliliters of
acrylic or vinyl resin, one may obtain a considerable in-
crease in the hardness and elasticity of the portion of rib
310a subject to the anchor. The consolidating resin in-
jected into the hole 5, thanks to its composition, is ab-
sorbed by the portion of rib 310a in particular by the
render sub-layer, which surrounds the hole 5 by deter-
mining the localized increase of hardness and elasticity
of the portion.

[0037] The methodfurtherincludes the step of injecting
the fixing mixture into the hole 5 (Figure 19) and inserting
the anchoring stem 3 of the anchoring device 2 into the
hole 5 in such a way that it is embedded/drowned in the
fixing mixture, contextually putting the supporting beam
4 leaning on the laths 210 (Figure 20). The fixing mixture
preferably comprises calcium carbonate and/or gypsum,
an acrylic or vinyl resin and it is enriched with oxygen.
The Applicant has found that by enriching the fixing mix-
ture with oxygen there is the achievement of a major in-
crease in the number of air macromolecules present in
the structure of the mixture which confers to the latter a
high elasticity.

[0038] With reference to Figures 1, 2 and 3, in accord-
ance to one embodiment, the dimensions of the anchor-
ing stem 3, in particular its diameter and length may be
varied depending of the physical and mechanical char-
acteristics of the plaster to be anchored, i.e. the thickness
of the layer of plaster 300, the height of the ribs 310, and
the weight of the portion of the plaster layer 300 that the
anchoring element 2 must support.

[0039] According to one exemplary embodiment, the
diameter of the anchoring stem 3 may be roughly be-
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tween about 0.1 mm and 0.3 mm, preferably 0.2 mm,
while its length may be between about 1 and 5 cm, pref-
erably 3 cm. It should be however understood that the
size of the hole 5 must be such as to accommodate the
stem of anchor 3.

[0040] Preferably the hole 5 may have a diameter com-
prised between about 1 mm and 5 mm, preferably 3 mm.
[0041] Laboratory tests carried out by the Applicant
have shown that one anchoring stem 3 having a diameter
of 0.1 mm is designed to support a layer of plaster weigh-
ing 20 kg, while an anchoring stem 3 with diameter 0,3
mm is designed to support a layer of plaster weighing
roughly 30 kg.

[0042] It should be understood that, the number and
distribution of the fixing points on the upper surface of
the ceiling 100 may vary depending on the intensity of
the vibrations to be damped down, and on the distribution
of the weight of the plaster layer 300 to be consolidated.
Laboratory tests carried out by the Applicant proved that
the number of fixing points and thus the number of anchor
members 2 used per square meter may be between
about 20 and 60 elements/ m2,

[0043] The mechanical anchoring structure 1, in addi-
tion to being extremely simple and inexpensive to put in
place, it makes the whole operation of anchoring com-
pletely reversible, and enables not to affect the fresco in
any way, differently from what happens in the known so-
lutions in which it is made use of a consolidating resin. It
should be understood that anchoring is preferably made
on the render sub-layer without causing weaken on the
other plaster sub-layers.

[0044] Furthermore, the mechanical anchoring real-
ized on the ribs 310 by the anchoring members 2 allows
to dampen the vibrations transmitted to the plaster layer
300 by the plaster-holding timber frame 310. In fact, dif-
ferently from the known techniques in which the consol-
idating resin completely sticks and unites the plaster to
the framework creating a unique body therefore making
them both subject to the same vibration, the anchoring
members 2 made in accordance with the presente inven-
tion remain leaning on the laths 210 and, consequently,
is able to move smoothly on themselves thus reducing
the vibration transmitted to the anchored rib 310.
[0045] Also thanks to the achievement of a controlled
decohesion of the ribs from the plaster holding frame
200, and to the use of the consolidating mixture and of
the fixing mixture conferring greater elasticity and hard-
ness to the rib portion 16, the micro-grinding of the rib
310 is significantly reduced.

[0046] With reference to Figures 1, 2 and 3, the Appli-
canthas also found that preferably by interposing a shock
absorbing element 6 between the supportbeam 4 of each
anchoring device 3 and the upper surface of the lath 210,
it is possible to lower a great deal of the vibrations trans-
mitted from timber frame 200 to the plaster layer 300. In
accordance with one example, the shock absorbing ele-
ment 5 may include, for example, a cylindrical spring or
an annular rubber bearing or anti-vibrating neoprene or
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any similar material fitting in the anchoring stem 3.
[0047] With reference to Figure 5, the Applicant has
also found that preferably by interposing a reticular struc-
ture or supporting net or grid 7 between the support
beams 4 of the anchorage elements 2, and the upper
surface 220b of the plaster holding timber frame 200, the
structural elasticity of the ceiling 100 is further increased,
and consequently the capacity of the same to withstand
mechanical stress caused by high intensity vibrations.
For this purpose, the Applicant has realized a different
embodiment shown in Figures 5 and 6, in which the me-
chanical anchoring structure 1 comprises the flat grid 7
which is arranged leaning/resting on the upper surface
200b of the plaster holding timber 200. In accordance
with one exemplary embodiment, the upper end of the
anchoring stem 3 is put inside an opening in the grid 7
in such a way as to stick out at least partially above the
grid itself, while the support beam 4 is coupled to the
upper end of the stem 3 and is disposed resting on the
upper face of the grid 7.

[0048] Itshould be understood thatthe grid 7 increases
the elasticity of the mechanical anchoring structure 1 as
well as the ability to maintain the anchored layer of plaster
300 even in case of high vibrations. In fact, it should be
understood that thanks to its reticular mail, the net or grid
7 is able to make slight shifts on the upper surface 220b
of the plaster holding timber frame 200 and simultane-
ously enables the ends of the anchoring stems 3 to shift
freely a few millimeters within the openings of the grid 7
and enables the beams 4 to slide a few millimeter or the
surface 220b of the grid. Therefore in the case of major
vibration, thanks to the combining of the anchoring mem-
bers 2 to the grid 7, the anchoring structure 1 shows an
elastic behavior which allows to dampen the vibrations
transmitted from the frame 200, while ensuring a stable
anchoring of the plaster layer 300 below.

[0049] In accordance with one embodiment illustrated
in Figure 6, the grid 7 may be preferably shaped so as
to present one or more transversal sections to the longi-
tudinal axis A, shaped as an inverted V forming cross
channels for ventilation/air passage designed to in-
crease, on the one hand, the degree of transpiration of
the plaster layer 300 and of the laths 210, and on the
other hand, the carrying capacity of the anchoring struc-
ture 1. In accordance with one exemplary embodiment
the grid 7 may be made in metallic or plastic material
such as polyvinyl-acrylate and/or glass fiber and/or car-
bon fiber or similar. According to one exemplary embod-
iment the grid 7 may be metallic and correspond, for ex-
ample, to the one called "Pernevometal" (registered
trademark), made by Logitec System SRL.

[0050] In accordance with one embodiment shown in
Figures 5 and 6, the mechanical anchoring structure 1
may comprises preferably although not necessarily a lay-
er of carbonate mortar 9 made mostly by calcium car-
bonate, gypsum and an acrylic resin. The mortar layer 9
extends on the upper surface of the grid 7 of predeter-
mined thickness, and is permanently fixed to the latter or
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to the ribs 310, if present, through the openings in the
grid 7 itself.

In accordance with one embodiment shown in Figures 5
and 6, the mechanical anchoring structure 1 may also
comprise preferably although not necessarily atleastone
net or mesh 10 of elastic and flexible material, for exam-
ple of elastomeric material, which may be embedded
within the layer of carbonate mortar 9, if the latter is
present, and is arranged on a flat surface substantially
parallel to the metal grid 7. The Applicant has found that
the use of the mesh 10 in elastic and flexible material,
also gives a certain elasticity to the layer of carbonate
mortar 9 and, consequently, increases the overall elas-
ticity of the mechanical anchoring structure 1.

The method for consolidating the anchoring of the plaster
layer 300 to the plaster holding timber frame 200 based
on the example shown in Figures 5 and 6 comprises the
following steps. Preferably but not necessarily, the meth-
od may involve the step of removing the portions of crum-
bling plaster belonging to the ribs 310 from the embra-
sures 220. Preferably but not necessarily, the method
may include the step of filling the empty spaces present
in the embrasures 220, caused by the disintegration of
the ribs 310, with the consolidating mixture, in order to
rebuild or complete the crumbling ribs 310 within the em-
brasures 220. The method may further comprise the step
of forming holes 5 on the ribs 310 in correspondence of
the predetermined fixing points.

In accordance with one embodiment, the method may
further comprises the steps of:

- injecting preferably a given quantity of consolidating
resin 15in the hole 5 so as to increase both the hard-
ness of the portion of rib 310a surrounding the hole
5, and the elasticity of the portion of rib 301a;

- disposing the m grid 7 leaning on the upper surface
220b of the plaster holding timber frame 200;

- injecting the mixture into the holes 5;

- inserting the anchoring stems 3 of the anchoring el-
ements 2 in the corresponding blind holes 5 in order
to immerse them in the mixture;

- coupling the support beams 4 to the anchoring stems
3 so as to arrange them leaning on the upper major
surface of the metal grid 7;

- producing the layer of carbonate mortar 9 onto the
metal grid 7 drowning simultaneously the flexible
mesh 10 of elastomeric material, in the layer of car-
bonate mortar 9.

According to a different embodiment shown in Figures
7, 8 and 9, the anchoring element 2 of the mechanical
anchoring structure 1 comprises a screw 12 in which the
anchoring threaded stem 3 screwed to a nut 13 trapped
in the hole 5 and preferably a head 12a (corresponding
to the support portion) arranged outside of the hole 5 and
is structured/dimensioned so as to be put leaning on the
laths 210, preferably through the interposition of the
cushioning element 6 according to the example shown
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in Figure 7, or by the interposition of the grid 7 according
to the example shown in Figure 8.

In accordance with one embodiment illustrated in Figure
9, the screw 12 may be arranged in a manner such as
to present the head 12a or at least the threaded stem 4
trapped inside the hole 5, and the nut 13 disposed outside
the hole 5 and shaped to be disposed in the support laths
210, preferably through the interposition of the cushion-
ing member 6, similarly to the example shown in Figure
7, or through the interposition of the grid 7 according to
the example shown in Figure 9. The Applicant has found
that using a screw 12 and a nut 13 it is possible, from
one side, to adjust the traction force imparted on the rib
310, and consequently on the plaster layer 300, and the
other to detach the anchoring mechanical structure 1
from the plaster layer 300 in a quick, simple, and ex-
tremely cheap way.

[0051] In accordance with one embodiment illustrated
in figure 10, an end of the anchoring stem of the threaded
stem 4 extends outside from the mouth of the hole 5 and
is sliding inserted inside of an striker element, i.e. a wash-
er, which is preferably arranged in abutment/rest on the
layer of carbonate mortar 9, if the latter is present, i.e. on
the upper surface 220b of the plaster holding timber
frame 200, whereas a first elastic damper element cor-
responding for example to a spring is fitted in the anchor-
ing stem 4 between the head 12a of the screw 12 and
the washer 14 and is designed to elastically oppose the
movement of the head 12a toward the washer 14, i.e.
the anchoring stem toward down under the action of the
weight of the plaster layer 300.

[0052] The Applicant has found that using an elastic
damper element 16 arranged between the head 12a and
the washer 14 allows to further increase the damping of
vibrations that plaster holding timber frame 200 transmits
to the plaster layer 300.

[0053] The Applicant has further found that first elastic
damper element 16 allows to detect/determine based on
of its compression a critical condition indicating a possi-
ble detachment of the plaster layer 300 from plaster hold-
ing timber frame 200. In one embodiment the critical con-
dition may be detected/determined when the distance
between the head 12a and the washer 14 is preferably
lower or equal to D1.

[0054] The Applicant has found that it is possible to
regulate/control the damping degree/level of the plaster
layer 300 and signal the critical condition, by calibrating
the elastic constant spring of the spring 16.

[0055] To the aim of improving the signaling of the crit-
ical condition, the first elastic damper element 16 may
be provided with annular colored portions, which, during
the spring compression, superimpose one to another in
order to highlight a prefixed color such that reaching of
critical condition is signaled.

[0056] In accordance with one example illustrated in
Figures 12 e 13, anchoring element 2 corresponding to
the screw 12, differs from anchoring element 2 of the
embodiment illustrated in Figures 10 e 11, because it
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comprises a second elastic damper element 19, i.e. a
spring, which is fitted in the portion of anchoring stem 14
which is in turn inserted in the hole 5 and is arranged
between the nut 13 and the washer 14.

[0057] The Applicant has found that combined using
of the first 16 and second elastic damper elements 15
further increase the damping of vibrations that plaster
holding timber frame 200 transmits to the plaster layer
300.

[0058] In accordance with an embodiment illustrated
in Figure 14, the anchoring portion of the anchoring mem-
ber 2 comprises a first segment/portion 20 of at least one
metal wire inserted in the hole 5 and embedded in the
latter preferably by means of the fixing mixture, whereas
the support portion of the anchoring member 2 comprises
asecond segment/portion 21 of the same thin metal wire.
[0059] In accordance with one exemplary embodi-
ment, the second segment/portion 21 extends upon the
wooden laths 210 and connect the first segment/portion
20 of two or more anchoring members 2.

[0060] In accordance with one exemplary embodi-
ment, the first 20 and second segments/portions 21 of a
number of anchoring members 2 may be parts of a single
wire and are obtained by folding said metal wire in more
points in order to be inserted in the hole 5. In accordance
with one exemplary embodiment an free end of the first
segment/portion 20 arranged outside from the hole may
be substantially shaped as an eyelet, whereas the sec-
ond segments/portions 21 is partially inserted in the eye-
let.

[0061] Inaccordance with one exemplary embodiment
illustrated in Figure 14, the mechanical structure of an-
choring 1 comprises the flexible mesh 10 interposed be-
tween the second segments/portions 21 of the wires and
the upper surface 200b of the plaster holding timber 200.
[0062] Inaccordance with one possible exemplary em-
bodiment illustrated in Figure 14, the mechanical struc-
ture of anchoring 1 further preferably comprise a thin lay-
er of carbonate mortar 9, which extends upon the flexible
mesh 10 to embed the latter, such that an elastic and
stable connection is provided.

[0063] The Applicant has found that by using a thin
steel wire, a simple and cheaper anchoring mechanical
structure is obtained, imperceptible to see and thus not
aesthetically degrading, wherein the vibration are re-
duced and at the same time anchoring in the ceiling pre-
senting a thin plaster layer is assured.

[0064] Figures 21-23 illustrate anchoring structures
which are not in accordance with the present invention,
wherein the mechanical structure of anchoring 1 may
comprise one or more blind holes 5, which instead of
being made in the ribs 310, as disclosed in the several
embodiments illustrated in Figures 1-20, are made in the
wooden laths 210 and each of them presents a first por-
tion, which extends inside of the lath 210 and a second
portion which protrudes under the lath 210 and extends
in the plaster layer 300 beneath. In Figures 21, 22 and
23, the anchoring portion of the anchoring member 2 is
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inserted in the blind hole 5 and is assigned/set such that
it extends at least partially inside the second portion of
the blind hole 5 made in the plaster layer 300, whereas
support portion of the anchoring member 2 which is outer
of the first portion of the blind hole 5 extends upon the
upper surface 200b of the plaster holding timber 200 to
lean on the latter.

[0065] The anchoring portion of the anchoring member
2 may be further made integral with the plaster layer 300
inside of the second portion of the hole 5, by the fixing
mixture in the analog manner of the embodiments dis-
closed above.

[0066] In accordance with one embodiment not illus-
trated, the anchoring members 2 may be conveniently
connected one to the other by one or more profiles, pref-
erably straight and preferably made in flexible material,
which are arranged to rest on the upper surface (300a)
facing the plaster-holding timber frame (200).

[0067] The advantages of the mechanical structure of
anchoring are evident.

[0068] First of all, the anchoring mechanical structure
assures fixing of high loaded, i.e. heavy plaster layer to
the plaster-holding timber frame also when itis subjected
to external vibrations/mechanical stress, granting an high
security for people inside the buildings.

[0069] Moreover, differently from the known tech-
niques using consolidating liquid resin, anchoring me-
chanical structure made according to the present inven-
tion allows transpiration of the fresco that does not dete-
riorate. Moreover the anchoring mechanical structure is
reversible, i.e. is uncoupled from the plaster layer at any
instant and allows therefore to recover and/or remove
the plaster layer from the ceiling.

[0070] Moreover, the anchoring mechanical structure
is cheaper to be made and being very simple it may be
quickly installed from not-skilled operators.

[0071] While the presentinvention has been described
with reference to the particular embodiments shown in
the figures, it should be noted that the present invention
is not limited to the specific embodiments illustrated and
described herein; on the contrary, further variants of the
embodiments described herein fall within the scope of
the present invention, which is defined in the claims.

Claims

1. Ananchoring structure (1) designed to anchor a plas-
ter layer (300) to a wooden plaster-holding timber
frame (200) of a building ceiling (100); said anchoring
structure comprising a wooden plaster-holding tim-
ber frame (200) and a plaster layer (300); said plas-
ter-holding timber frame (200) being structured so
as to have slots (220); said plaster layer (300) being
structured to have an upper surface (300a) facing
the plaster-holding timber frame (200) and is shaped
so as to slip/be at least partially inserted in the slots
(220) to form anchoring ribs (310);
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said anchoring structure (1) further comprising a plu-
rality of mechanical anchoring members (2) compris-
ing anchoring portions (3); and

a fixing mixture;

characterised in that said mechanical anchoring
members (2) are firmly connected only to the ribs
(310) and/or to the plaster layer (300) at a plurality
of fixing points placed on said upper surface (300a)
of the plaster layer (300) itself, and extend over the
plaster-holding timber frame (200) so as to rest on
the upper surface (200b) of the plaster-holding tim-
ber frame (200) ;

said anchoring portions (3) being firmly inserted in
blind holes (5) which are made in the ribs (310)
and/or in the plaster layer (300) in said fixing points;
wherein said fixing mixture is injected in the blind
holes (5) to embed said anchoring portion solely in-
side the hole (5) to cause the anchoring member (2)
to be fixed only to the plaster layer (300) in order to
realize a mechanical anchor from above onto the
plaster layer (300).

An anchoring

structure according to claim 1, wherein said anchor-
ingmember (2) further comprise a supporting portion
(4)(21), which is shaped to be arranged essentially
astride of at least a rib (310) and extends over the
plaster-holding timber frame (200) so as to at least
partially rest on the upper surface (200b) of the plas-
ter-holding timber frame (200).

An anchoring structure according to claim 2,
wherein said supporting portion (4) and said anchor-
ing portion (3) of said anchoring member (2) are con-
nected to each other in a firm, yet easily removable
manner.

An anchoring structure according to any one of the
preceding claims, comprising atleast one supporting
netorgrid (7), which is arranged/interposed between
said supporting portion (4) of said anchoring member
(2) and the upper surface (200b) of said plaster-hold-
ing timber frame (200) .

An anchoring structure according to claim 4, wherein
said supporting net or grid (7) has crosswise V-
shaped segments which form air passage channels
between the plaster layer (300) and the plaster-hold-
ing timber frame (200) .

An anchoring structure according to claim 4 or 5,
comprising a calcium-carbonate-based carbonate
layer (9), which extends over said supporting grid
(7), and/or at least one mesh (10) made of flexible
material, which extends parallel to said supporting
grid (7) and is connected to said mechanical anchor-
ing members (2).
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A structure according to any one of the preceding
claims from 2 to 6, wherein the anchoring portion (3)
of said anchoring member (2) comprises an anchor-
ing stem (3) inserted/engaged in said hole (5) ; said
supporting portion of said anchoring member (2)
comprises a supporting beam (4), which is connect-
ed to the anchoring stem (3) and extends in a direc-
tion locally essentially crosswise to the anchoring
stem (3), and is structured so as to at least partially
rest on the upper surface (200b) of the plaster-hold-
ing timber frame (200).

A structure according to any one of the preceding
claims, wherein said anchoring portion (3) of said
anchoring member (2) comprises a stem having a
first threaded end screwed to a nut (13), and/or a
head (12a) which is firmly connected to a second
end of said stem opposite to the first end; either said
head (12a) or an inner portion of threaded stem or
said nut (13) being firmly entrapped within said hole

(5).

A structure according to any of previous claims
wherein the anchoring members (2) comprises at
least one damper element (6) interposed between
the support portion (4) and the upper surface (200b)
of the plaster-holding timber frame (200).

A structure according claim 8, wherein the anchoring
member (2) comprises afirst elastic damper element
(16), which is fitted in the anchoring stem (3) so as
to be arranged outside the hole (5) between either
the first or the second end of the anchoring stem (3)
itself and a striker member (14) supported by the
upper surface (200b) of the plaster-holding timber
frame (200).

A structure according to claim 10, wherein the an-
choring member (2) comprises a second elastic
damper element (19), which is fitted in the anchoring
stem (3) so as to be arranged inside the hole (5)
between either the first or the second end of the an-
choring stem (3) itself and said striker member (14)
supported by the upper surface (200b) of plaster-
holding timber frame (200).

A structure according to any one of the previous
claims, wherein said anchoring portion of said an-
choring member (2) comprises a first segment/por-
tion (20) of at least one metal wire engaged/inserted
in said hole (5) and embedded in the latter by means
of said fixing mixture, whereas the supporting portion
of the anchoring members (2) comprises a second
segment/portion (21) of a thin metal wire firmly con-
nected to the first segment/portion (20).

A structure according to claim 12, wherein the sec-
ond segment (21) of the metal wire extends over the
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14.

plaster-holding timber frame (200) and connects the
first wire segments (20) of two or more anchoring
members (2) to one another.

A method for anchoring a plaster layer (300) to a
wooden plaster-holding timber frame (200) of a build-
ing ceiling (100); said plaster-holding timber frame
(300) being structured so as to have slots (220); said
plaster layer coat (300) being structured to have an
upper surface (300a) facing the plaster-holding tim-
ber frame (200) and shaped so as to slip/be inserted
in the slots (220) to form anchoring ribs (310);

said method comprising the steps of:

arranging a plurality of mechanical anchoring
members (2) resting on the upper surface (200b)
of the plaster-holding timber frame (200), and
firmly connecting said mechanical anchoring
members (2) only to the plaster layer (300) at a
plurality of fixing points placed on said upper sur-
face (300a) of the plaster layer;

said anchoring members (2) comprising an an-
choring portion designed to be firmly coupled
either to a rib (310) and/or to the plaster layer
(300), and a supporting portion, which is shaped
so as to extend on the upper surface (200b) of
the plaster-holding timber frame (200) to at least
partially rest on the upper surface (200b) of the
plaster-holding timber frame (200);

said method being characterized in:

making a blind hole (5) in the plaster layer
(300) at a fixing point;

injecting a given amount of strengthening
resin (15) into the hole (5) so as to increase
both the hardness and the elasticity of the
plaster layer (300) which surrounds at least
one segment of the hole (5);

engaging the anchoring portion of the an-
choring member (2) within the hole (5) so
as to place the supporting portion resting on
the plaster-holding timber frame (200);
injecting a fixing mixture into said hole (5)
so as to embed said anchoring portion of
the anchoring member (2) in the hole (5) to
make the anchoring member (2) integral
with only the plaster layer (300) so as to
specifically realize a mechanical anchor
from above onto the plaster layer (300) .

Patentanspriiche

1.

Verankerungsstruktur (1), die ausgebildet ist, eine
Putzschicht (300) an einem hélzernen Putzhalte-
holzrahmen (200) einer Gebaudedecke (100) zu ver-
ankern; wobei die Verankerungsstruktur einen hdl-
zernen Putzhalteholzrahmen (200) und eine Putz-
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schicht (300) umfasst; wobei der Putzhalteholzrah-
men (200) derart aufgebaut ist, dass er Schlitze
(220) aufweist; wobei die Putzschicht (300) aufge-
bautist, eine obere Flache (300a) zu haben, die dem
Putzhalteholzrahmen (200) zugewandt ist, und der-
art ausgeformt ist, dass sie in die Schlitze (220) glei-
tet/wenigstens teilweise eingefugt ist, um Veranke-
rungsrippen (310) zu bilden;

wobei die Verankerungsstruktur (1) ferner eine
Mehrzahl von mechanischen Verankerungselemen-
ten (2) mit Verankerungsabschnitten (3) umfasst;
und

eine Fixiermischung;

dadurch gekennzeichnet, dass die mechanischen
Verankerungselemente (2) nur mit den Rippen (310)
und/oder der Putzschicht (300) an einer Mehrzahl
von auf der oberen Flache (300a) der Putzschicht
(300) selbst platzierten Befestigungspunkten fest
verbunden sind und sich tUber dem Putzhalteholz-
rahmen (200) derart aufweiten, dass sie auf der obe-
ren Flache (200b) des Putzhalteholzrahmens (200)
aufliegen;

wobei die Verankerungsabschnitten (3) fest in Sack-
lI6cher (5) eingesetzt sind, die in den Rippen (310)
und/oder in der Putzschicht (300) an den Befesti-
gungspunkten ausgebildet sind;

wobei die Fixiermischung in die Sacklocher (5) ein-
gespritzt ist, um den Verankerungsabschnitt aus-
schlieB3lich in das Loch (5) einzubetten, um zu errei-
chen, dass das Verankerungselement (2) nur an der
Putzschicht (300) befestigt ist, um von oben einen
mechanischen Anker an die Putzschicht (300) zu
schaffen.

Verankerungsstruktur nach Anspruch 1, wobei das
Verankerungselement (2) ferner einen Trageab-
schnitt (4)(21) umfasst, der ausgeformt ist, um im
Wesentlichen aufsitzend auf wenigstens einer Rippe
(310) angeordnet zu sein, und sich iber dem Putz-
halteholzrahmen (200) derart aufweitet, dass er we-
nigstens teilweise auf der oberen Flache (200b) des
Putzhalteholzrahmens (200) aufliegt.

Verankerungsstruktur nach Anspruch 2, wobei der
Trageabschnitt (4) und der Verankerungsabschnitt
(3) des Verankerungselements (2) auf eine feste,
aber einfach ablésbare Weise miteinander verbun-
den sind.

Verankerungsstruktur nach einem der vorhergehen-
den Anspriiche, umfassend wenigsten ein Stiitznetz
oder -gitter (7), das zwischen dem Trageabschnitt
(4) des Verankerungselements (2) und der oberen
Flache (200b) des Putzhalteholzrahmens (200) an-
geordnet/eingeflgt ist.

Verankerungsstruktur nach Anspruch 4, wobei das
Stltznetz oder -gitter (7) V-férmige Quersegmente
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10.

1.

aufweist, die Luftstromkanéle zwischen der Putz-
schicht (300) und dem Putzhalteholzrahmen (200)
bilden.

Verankerungsstruktur nach Anspruch 4 oder 5, um-
fassend eine auf Kalziumkarbonat basierende Kar-
bonatschicht (9), die sich Gber dem Stitzgitter (7)
erstreckt, und/oder wenigstens ein Geflecht (10) aus
einem flexiblen Material, welches sich parallel zu
dem Stitzgitter (7) erstreckt und mit den mechani-
schen Verankerungselementen (2) verbunden ist.

Struktur nach einem der vorhergehenden Anspri-
che 2-6, wobei der Verankerungsabschnitt (3) des
Verankerungselements (2) einen Verankerungs-
schaft (3) umfasst, der in das Loch (5) eingesetzt/mit
dem Loch (5) in Eingriff ist; wobei der Trageabschnitt
des Verankerungselements (2) eine Tragestrebe (4)
umfasst, die mit dem Verankerungsschaft (3) ver-
bunden ist und sich in einer zu dem Verankerungs-
schaft (3) lokal im Wesentlichen queren Richtung
erstreckt, und derart aufgebaut ist, dass dieser we-
nigstens teilweise auf der oberen Flache (200b) des
Putzhalteholzrahmens (200) aufliegt.

Struktur nach einem der vorhergehenden Anspri-
che, wobei der Verankerungsabschnitt (3) des Ver-
ankerungselements (2) einen Schaft umfasst, der
ein erstes Gewindeende aufweist, das mit einer Mut-
ter (13) verschraubt ist, und/oder einen Kopf (12a),
dermiteinem dem ersten Ende gegeniiberliegenden
zweiten Ende des Schafts fest verbunden ist; wobei
entweder der Kopf (12a) oder ein innerer Abschnitt
des Gewindeschafts oder die Mutter (13) festin dem
Loch (5) verfangen sind.

Struktur nach einem der vorhergehenden Anspri-
che, wobei die Verankerungselemente (2) wenigs-
tens ein Dampfungselement (6) umfassen, das zwi-
schen dem Trageabschnitt (4) und der oberen Fla-
che (200b) des Putzhalteholzrahmens (200) einge-
flgt ist.

Struktur nach Anspruch 8, wobeidas Verankerungs-
element (2) ein erstes elastisches Dampfungsele-
ment (16) umfasst, das derart in den Verankerungs-
schaft (3) eingepasst ist, dass es aullerhalb des
Lochs (5) zwischen entweder dem ersten oder dem
zweiten Ende des Verankerungsschafts (3) selbst
oder einem Schlagelement (14) angeordnet ist, das
von der oberen Flache (200b) des Putzhalteholzrah-
mens (200) getragen ist.

Struktur nach Anspruch 10, wobei das Veranke-
rungselement (2) ein zweites elastisches Damp-
fungselement (19) umfasst, das derart in den Ver-
ankerungsschaft (3) eingepasst ist, dass es inner-
halb des Lochs (5) zwischen entweder dem ersten
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oder zweiten Ende des Verankerungsschafts (3)
selbst und dem Schlagelement (14) angeordnet ist,
das von der oberen Flache (200b) des Putzhalte-
holzrahmens (200) getragen ist.

Struktur nach einem der vorhergehenden Anspri-
che, wobei der Verankerungsabschnitt des Veran-
kerungselements (2) ein erstes Segment/einen ers-
ten Abschnitt (20) von wenigstens einem Metalldraht
umfasst, der mit dem Loch (5) in Eingriff/in das Loch
(5) eingesetzt und in diesem mittels der Fixiermi-
schung eingebettetist, wobeider Trageabschnittder
Verankerungselemente (2) ein zweites Segment/ei-
nen zweiten Abschnitt (21) eines diinnen Metall-
drahts umfasst, das/der fest mit dem ersten Seg-
ment/ersten Abschnitt (20) verbunden ist.

Struktur nach Anspruch 12, wobei sich das zweite
Segment (21) des Metalldrahts Gber dem Putzhal-
terahmen (200) erstreckt und die ersten Drahtseg-
mente (20) von zwei oder mehr Verankerungsele-
menten (2) miteinander verbindet.

Verfahren zum Verankern einer Putz schicht (300)
an einem holzernen Putzhalteholzrahmen (200) ei-
ner Gebaudedecke (100); wobei der Putzhalteholz-
rahmen (300) derart aufgebaut ist, dass er Schlitze
(220) aufweist; wobei die Putzschicht (300) derart
aufgebautist, dass sie eine obere Flache (300a) auf-
weist, die dem Putzhalterahmen (200) zugewandt
und derart ausgeformt ist, dass sie in die Schlitze
(220) gleitet/in die Schlitze (220) eingesetzt ist, um
Verankerungsrippen (310) zu bilden;

umfassend die Schritte:

Anordnen einer Mehrzahl von mechanischen
Verankerungselementen (2), die auf der oberen
Flache (200b) des Putzhalteholzrahmens (200)
aufliegen,

und festes Verbinden der mechanischen Veran-
kerungselemente (2) ausschlieRlich mit der
Putzschicht (300) an einer Mehrzahl von Befes-
tigungspunkten, die an der oberen Flache
(300a) der Putzschicht platziert sind;

wobei die Verankerungselemente (2) einen Ver-
ankerungsabschnitt, der ausgebildet ist, mit ent-
weder einer Rippe (310) und/oder der Putz-
schicht (300) verbunden zu werden, und einen
Trageabschnitt aufweisen, der derart ausge-
formt ist, dass er sich Uber der oberen Flache
(200b) des Putzhalteholzrahmens (200) aufwei-
tet, um wenigstens teilweise auf der oberen Fla-
che (200b) des Putzhalteholzrahmens (200)
aufzuliegen;

gekennzeichnet durch:

Ausbilden eines Sacklochs (5) in der Putz-
schicht (300) an einem Befestigungspunkt;
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Einspritzen einer vorgegebenen Menge
von Verstarkungsharz (15) in das Loch (5),
um sowohl die Hérte als auch die Elastizitat
der Putzschicht (300) zu erhéhen, die we-
nigstens ein Segmentdes Lochs (5) umgibt;
In Eingriff bringen des Verankerungsab-
schnitts des Verankerungselements (2) in-
nerhalb des Lochs (5) in Eingriff, um den
Trageabschnitt zu platzieren, der auf dem
Putzhalteholzrahmen (200) aufliegt;
Einspritzen einer Fixiermischung in das
Loch (5), um den Verankerungsabschnitt
des Verankerungselements (2) indem Loch
(5) zu verankern, um das Verankerungse-
lement (2) nur mit der Putzschicht (300) in-
tegral zu verbinden, um von oben einen me-
chanischen Anker an die Putzschicht (300)
zu schaffen.

Revendications

Structure d’ancrage (1) congue pour ancrer une cou-
che de platre (300) sur une ossature porte-platre en
bois (200) d’'un plafond de batiment (100) ; ladite
structure d’ancrage comprenant une ossature porte-
platre en bois (200) et une couche de platre (300) ;
ladite ossature porte-platre (200) étant structurée
pour avoir des fentes (220) ; ladite couche de platre
(300) étant structurée pour avoir une surface supé-
rieure (300a) faisant face a l'ossature porte-platre
(200) et est formée afin de glisser/étre au moins par-
tiellement insérée dans les fentes (220) afin de for-
mer des nervures d’ancrage (310) ;

ladite structure d’ancrage (1) comprenant en outre
une pluralité d’éléements d’ancrage mécaniques (2)
comprend des parties d’ancrage (3) ; et

un mélange de fixation ;

caractérisée en ce que lesdits éléments d’ancrage
meécaniques (2) sont fermement raccordés unique-
ment aux nervures (310) et/ou a la couche de platre
(300) au niveau d’une pluralité de points de fixation
placés surladite surface supérieure (300a) de la cou-
che de platre (300) elle-méme, et s’étendent sur I'os-
sature porte-platre (200) afin de s’appuyer sur la sur-
face supérieure (200b) de l'ossature porte-platre
(200) ;

lesdites parties d’ancrage (3) étant fermement insé-
rées dans des trous borgnes (5) qui sont réalisés
dans les nervures (310) et/ou dans la couche de pla-
tre (300) dans lesdits points de fixation ;

dans laquelle ledit mélange de fixation est injecté
dans lestrous borgnes (5) pour enfoncer ladite partie
d’ancrage uniquement a l'intérieur du trou (5) afin
d’amener I'élément d’ancrage (2) a étre fixé unique-
ment sur la couche de platre (300) afin de réaliser
un ancrage mécanique depuis le dessus sur la cou-
che de platre (300).



21 EP 2 696 009 B1

Structure d’ancrage selon la revendication 1, dans
laquelle ledit élément d’ancrage (2) comprend en
outre une partie de support (4) (21), qui est formée
pour étre agencée essentiellement a cheval sur au
moins une nervure (310) et s’étend sur I'ossature
porte-platre (200) afin de s’appuyer au moins par-
tiellement sur la surface supérieure (200b) de I'os-
sature porte-platre (200).

Structure d’ancrage selon la revendication 2, dans
laquelle ladite partie de support (4) et ladite partie
d’ancrage (3) dudit élément d’ancrage (2) sont rac-
cordées entre elles d’'une maniére ferme, mais faci-
lement amovible.

Structure d’ancrage selon 'une quelconque des re-
vendications précédentes, comprenant au moins un
filet ou grille de support (7) qui est agencé(e)/inter-
calé(e) entre ladite partie de support (4) dudit élée-
ment d’ancrage (2) et la surface supérieure (200b)
de ladite ossature porte-platre (200).

Structure d’ancrage selon la revendication 4, dans
laquelle ledit filet ou grille de support (7) a des seg-
ments en forme de V en diagonale qui forment des
canaux de passage d’air entre la couche de platre
(300) et 'ossature porte-platre (200) .

Structure d’ancrage selon la revendication 4 ou 5,
comprenant une couche de carbonate abase de car-
bonate de calcium (9) qui s’étend sur ladite grille de
support (7), et/ou au moins une maille (10) réalisée
avec un matériau souple, qui s’étend parallelement
a ladite grille de support (7) et est raccordée auxdits
éléments d’ancrage mécaniques (2).

Structure selon 'une quelconque des revendications
2 a 6, dans laquelle la partie d’ancrage (3) dudit élé-
ment d’ancrage (2) comprend une tige d’ancrage (3)
insérée/mise en prise dans ledittrou (5) ; ladite partie
de support dudit élément d’ancrage (2) comprend
une poutre de support (4) qui est raccordée a la tige
d’ancrage (3) et s’étend dans une direction locale-
ment essentiellement en diagonale vers la tige d’an-
crage (3) et est structurée afin de s’appuyer partiel-
lement surla surface supérieure (200b) de I'ossature
porte-platre (200).

Structure selon 'une quelconque des revendications
précédentes, dans laquelle ladite partie d’ancrage
(3) dudit élément d’ancrage (2) comprend une tige
ayant une premiére extrémité filetée vissée sur un
écrou (13) et/ou une téte (12a) qui est fermement
raccordée a une seconde extrémité de ladite tige
opposée a la premiére extrémité ; ladite téte (12a)
ou une partie interne de la tige filetée ou dudit écrou
(13) étant fermement prise au piege al'intérieur dudit
trou (5).
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Structure selon’'une quelconque desrevendications
précédentes, dans laquelle les éléments d’ancrage
(2) comprennent au moins un élément d’amortisse-
ment (6) intercalé entre la partie de support (4) et la
surface supérieure (200b) de I'ossature porte-platre
(200).

Structure selon la revendication 8, dans laquelle
I'élément d’ancrage (2) comprend un premier élé-
ment d’amortissement élastique (16) qui est monté
dans la tige d’ancrage (3) afin d’étre agencé a I'ex-
térieur du trou (5) entre la premiere ou la seconde
extréemité de la tige d’ancrage (3) elle-méme et un
élément de percuteur (14) supporté par la surface
supérieure (200b) de I'ossature porte-platre (200).

Structure selon la revendication 10, dans laquelle
I'élément d’ancrage (2) comprend un second élé-
ment d’amortissement élastique (19) qui est monté
dans la tige d’ancrage (3) afin d’étre agencé a l'in-
térieur du trou (5) entre la premiere ou la seconde
extremité de la tige d’ancrage (3) elle-méme et ledit
élément de percuteur (14) supporté par la surface
supérieure (200b) de I'ossature porte-platre (200).

Structure selon’'une quelconque desrevendications
précédentes, dans laquelle ladite partie d’ancrage
dudit élément d’ancrage (2) comprend un premier
segment/partie (20) d’au moins un fil métallique mis
en prise/inséré dans ledit trou (5) et enfoncé dans
ce dernier au moyen dudit mélange de fixation, alors
que la partie de support des éléments d’ancrage (2)
comprend un second segment/partie (21) d’'un filmé-
tallique fin fermement raccordé au premier seg-
ment/partie (20).

Structure selon la revendication 12, dans laquelle le
second segment (21) de fil métallique s’étend sur
I'ossature porte-platre (200) etraccorde les premiers
segments de fil (20) des deux éléments d’ancrage
ou plus (2) entre eux.

Procédé pour ancrer une couche de platre (300) a
une ossature porte-platre en bois (200) d’un plafond
de batiment (100) ; ladite ossature porte-platre (200)
étant structurée afin d’avoir des fentes (220) ; ledit
revétement de couche de platre (300) étant structuré
pour avoir une surface supérieure (300a) faisantface
a l'ossature porte-platre (200) et formé afin de glis-
ser/étre inséré dans les fentes (220) pour former des
nervures d’ancrage (310) ;

ledit procédé comprenant les étapes suivantes :

agencer une pluralité d’éléments d’ancrage mé-
caniques (2) s’appuyant sur la surface supérieu-
re (200b) de l'ossature porte-platre (200), et

raccorder fermement lesdits éléments d’ancra-
ge mécaniques (2) uniguement a la couche de
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platre (300) a une pluralité de points de fixation
placés sur ladite surface supérieure (300a) de
la couche de platre ;

lesdits éléments d’ancrage (2) comprenant :

une partie d’ancrage congue pour étre fer-
mement couplée a une nervure (310) et/ou
alacouche de platre (300), et une partie de
support, quiestformée afin de s’étendre sur
la surface supérieure (200b) de l'ossature
porte-platre (200) pour s’appuyer au moins
partiellement sur la surface supérieure
(200b) de I'ossature porte-platre (200) ;
ledit procédé étant caractérisé par les éta-
pes suivantes :

réaliser un trou borgne (5) dans la cou-
che de platre (300) a un point de
fixation ;

injecter une quantité donnée de résine
de renforcement (15) dans le trou (5)
afin d’augmenter a la fois la dureté et
I'élasticité de la couche de platre (300)
qui entoure au moins un segment du
trou (5) ;

mettre en prise la partie d’ancrage de
I'élément d’ancrage (2) a l'intérieur du
trou (5) afin de placer la partie de sup-
port s’appuyant sur I'ossature porte-
platre (200) ;

injecter un mélange de fixation dans le-
dit trou (5) afin d’enfoncer ladite partie
d’ancrage de I'élément d’ancrage (2)
dans le trou (5) afin de rendre I'élément
d'ancrage (2) solidaire uniquement
avecla couchede platre (300) pour réa-
liser spécifiquement un ancrage méca-
nique depuis le dessus sur la couche
de platre (300).
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