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Description

[0001] The present invention relates to a water dis-
pensing device with spray head, particularly for sinks or
similar hygienic-sanitary fixtures, with improved manoeu-
verability.
[0002] Water dispensing devices with spray head for
sinks or similar hygienic-sanitary fixtures are known.
Such devices, generally, incorporate a flow control ele-
ment with a mixing cartridge, which can be manoeuvered
by way of a control lever or knob associated with the
device body.
[0003] Among the various devices currently present on
the market, a device is known which is provided with a
longitudinally extending body that is intended to be fixed
to the hygienic-sanitary fixture with one of its ends so as
to rise substantially vertically from the apparatus. A rigid
arm is connected to the upper end of the device body
and extends substantially at right angles to the device
body and is provided with an area for coupling a flexible
arm that is also connected to the upper end of the device
body. Inside the device body, and also inside the flexible
arm, there is a water passage duct that constantly con-
nects them, and the flexible arm has, at the end opposite
to the end connected to the device body, a spray head
that offers, generally, by way of a manual control, the
possibility of dispensing a compact water jet or a water
jet spread out in a shower.
[0004] In another type of device, the spray head offers
only the possibility of dispensing a water jet spread out
in a shower, and a dispensing spigot extends from the
device body, below its upper end, substantially at right
angles to the device body, and inside this dispensing
spigot there is a corresponding water passage duct that
leads to the outside through a dispensing outlet.
[0005] In this type of device, between the water pas-
sage duct of the dispensing outlet and the water passage
duct of the device body there is a valve element with
which it is possible to selectively actuate the connection
of the water passage duct of the device body with the
water passage duct of the flexible arm or with the water
passage duct of the dispensing spigot, so as to obtain
the dispensing of a water jet in a shower, through the
spray head, or in a compact water jet, through the dis-
pensing outlet.
[0006] In these two types of devices, the flexible arm
is pivoted to the upper end of the device body about the
axis of the device body itself.
[0007] In both of these types of devices, the flexible
arm can move from an inactive position, in which it is
coupled, by an area thereof that is proximate to the spray
head, to the end of the rigid arm opposite to the device
body, to multiple positions for use, in which it is decoupled
from the rigid arm and can be manoeuvered, taking ad-
vantage of its flexibility and its pivoting to the device body,
in order to vary the inclination of the water jet and/or in
order to bring the spray head closer to the area to be
struck with the water jet.

[0008] These devices exhibit the drawback of allowing
a limited manoeuverability of the spray head, since mov-
ing the spray head arranged at the end of the flexible arm
away from the device body can make use of only the
deformability of the flexible arm which, among other
things, inevitably modifies the inclination of the water jet
emitted by the spray head.
[0009] For this reason, with these devices, it is difficult
to reach regions of the hygienic-sanitary fixture which are
a certain distance from the area to which the device body
is fixed.
[0010] US 2007/023094 discloses a water faucet hav-
ing a combination of elements as set forth in the preamble
of the appended claim 1.
[0011] Documents US1530050 and WO2008/136959
relate each to a water dispensing device, but they do not
disclose a dispensing spigot. In these documents water
is dispensed through the spray head of an arm. The aim
of the present invention is to solve the above-mentioned
drawback, by providing a water dispensing device with
spray head, particularly for sinks or similar hygienic-san-
itary fixtures, which offers increased manoeuverability
with respect to conventional devices.
[0012] Within this aim, an object of the invention is to
provide a water dispensing device with spray head, par-
ticularly for sinks or similar hygienic-sanitary fixtures,
which makes it possible to appreciably increase the
range in which the spray head can be moved in order to
easily reach the various regions of the hygienic-sanitary
fixture with its water jet.
[0013] Another object of the invention is to provide a
water dispensing device with spray head, particularly for
sinks or similar hygienic-sanitary fixtures, in which it is
possible to move the spray head away from the device
body without necessarily varying the inclination of the
water jet emitted by the spray head.
[0014] Another object of the invention is to provide a
reliable device that can be produced at low cost.
[0015] In accordance with the invention, there if pro-
vided a water dispensing device with spray head, partic-
ularly for sinks or similar hygienic-sanitary fixtures, as
defined in the appended claims.
[0016] Further characteristics and advantages of the
invention will become more apparent from the description
of a preferred, but not exclusive, embodiment of the de-
vice according to the invention, which is illustrated by
way of non-limiting example in the accompanying draw-
ings wherein:

Figure 1 is a perspective view of the device according
to the invention, in an active condition;
Figure 2 is a perspective view of the device according
to the invention, in another active condition;
Figure 3 is a lateral view of the device according to
the invention, in the active condition shown in Figure
1;
Figure 4 is a rear view of the device according to the
invention, in the active condition shown in Figure 1;
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Figure 5 is a cross-section of Figure 4 along the axis
V-V;
Figure 6 is an enlarged detail of Figure 5;
Figure 7 is another enlarged detail of Figure 5;
Figure 8 is a plan view from above of the device
according to the invention, in the active condition
shown in Figure 1;
Figure 9 is a plan view from below of the device ac-
cording to the invention, in the active condition
shown in Figure 1.

[0017] With reference to the figures, the device accord-
ing to the invention, generally designated by the refer-
ence numeral 1, comprises a device body 2 that can be
associated, by one of its ends, with a hygienic-sanitary
fixture such as a sink or the like and in which at least one
duct for the passage of water 3 is defined.
[0018] Preferably, the device body 2 has an elongated
shape and is intended to be associated with the hygienic-
sanitary fixture, not shown for the sake of simplicity, with
its axis 4 substantially vertical.
[0019] The device in question further comprises a dis-
pensing spigot 5 that is connected, by one of its ends, to
the device body 2.
[0020] Preferably, the dispensing spigot 5 is connected
to the upper end, which is opposite to the end to be con-
nected to the hygienic-sanitary fixture, of the device body
2 and, on the inside, a corresponding water passage duct
6 is defined which leads out through a dispensing outlet
7 that is arranged in proximity to the end of the dispensing
spigot 5 that is opposite to the end connected to the de-
vice body 2. This water passage duct 6, which is defined
inside the dispensing spigot 5, is connected to the water
passage duct 3 defined inside the device body 2.
[0021] The device in question also comprises an arm
8 which is associated, by one of its ends, with the dis-
pensing spigot 5 and which terminates, at the opposite
end, in a dispensing spray head 9. A corresponding water
passage duct 10 is also defined in the arm 8 which can
be connected to the water passage duct 3 that is defined
in the device body 2.
[0022] According to the invention, the arm 8 is articu-
lated to a region of the dispensing spigot 5 which is
spaced apart from the end of said dispensing spigot 5
that is connected to the device body 2.
[0023] Conveniently, the device in question is provided
with means for removable retention 11 of the end of the
arm 8 that is provided with the dispensing spray head 9,
which are proximate to the end of the dispensing spigot
5 that is connected to the device body 2.
[0024] The dispensing spigot 5 is connected, by a first
end thereof, to the device body 2, and its dispensing out-
let 7 is arranged at its opposite end or second end. The
arm 8 is articulated to the dispensing spigot 5 at this sec-
ond end of the dispensing spigot 5.
[0025] More specifically, the dispensing spigot 5 is
screwed to a collar 12 that is inserted in the upper end
of the device body 2. The collar 12, which acts as a con-

nection between the water passage duct 3 of the device
body 2 and the water passage duct 6 of the dispensing
spigot 5, is provided, on its lateral surface, with a pair of
annular seats 13 inside which corresponding gaskets 14
are arranged, for example of the O-ring type, which en-
sure the outward seal of the water that flows through the
device body 2 and through the dispensing spigot 5. The
collar 12 is retained inside the device body 2 by means
of a threaded grub screw 15 that engages an anti-friction
ring 33 that is inserted in an annular groove 16 defined
in the lateral surface of said collar 12. In this manner,
although the collar 12 is axially locked inside the device
body 2, it can rotate in relation to said device body 2
about an axis 17 that, preferably, coincides with the axis
4 of the device body 2. Due to this, the dispensing spigot
5, which extends preferably at right angles to the axis of
the collar 12 and thus at right angles to the axis 4 of the
device body 2, is pivoted to the device body 2 and can
be rotated in relation to the device body 2 about the axis
17 of the collar 12 which constitutes its pivoting axis.
[0026] The arm 8 is pivoted to the dispensing spigot 5
about a pivoting axis 18 that is substantially parallel to
the pivoting axis 17 of the dispensing spigot 5 to the de-
vice body 2. Such arm 8 can move from an inactive po-
sition, in which it extends in an arc-like shape from the
second end of the dispensing spigot 5 to the first end of
the dispensing spigot 5 and is retained with the dispens-
ing spray head 9 in proximity to the first end of the dis-
pensing spigot 5 by the aforementioned removable re-
tention means 11, to multiple positions for use, in which
it is disengaged with its end provided with the dispensing
spray head 9 from the first end of the dispensing spigot 5.
[0027] More specifically, the end of the arm 8 which is
opposite to the end that is provided with the dispensing
spray head 9, is screwed around an axially-perforated
connecting element 19 that is inserted, with a portion
thereof, in the dispensing spigot 5. The connecting ele-
ment 19 passes through a hole 20, which is defined in
the second end of the dispensing spigot 5 and aligned
with the dispensing outlet 7. The connecting element 19,
which can be inserted into the dispensing spigot 5
through the dispensing outlet 7, has, on the portion there-
of that is designed to remain inside the dispensing spigot
5, a flanging 21 that has a diameter larger than the hole
20 so that the extraction of the connecting element 19
through said hole 20 from the end opposite to the dis-
pensing outlet 7 is prevented. Conveniently arranged be-
tween the flanging 21 and the edge of this hole 20 is a
gasket 22 that prevents leaks of water between the arm
8 and the dispensing spigot 5. This gasket 22 is clamped
by screwing the arm 8 around the connecting element
19, which constitutes the assembly of the arm 8 onto the
dispensing spigot 5.
[0028] The connecting element 19 also acts as a con-
nection between the water passage duct 6 of the dis-
pensing spigot 5 and the water passage duct 10 of the
arm 8.
[0029] Preferably, on the dispensing outlet 7 a conven-
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tional aerator 23 is arranged which is not described in
detail for simplicity.
[0030] Conveniently, the water passage duct 10 of the
arm 8 is connected to the water passage duct 6 of the
dispensing spigot 5 through a valve element 24 that is
adapted to selectively connect the water passage duct 6
of the dispensing spigot 5 to the dispensing outlet 7 or
to the water passage duct 10 of the arm 8.
[0031] More specifically, the valve element 24 is con-
stituted by a conventional valve element that operates
as a result of a difference in pressure upstream and
downstream of the duct portion along which it is arranged.
Such valve element 24 is arranged between the dispens-
ing outlet 7 and the connecting element 19 and its position
is switched following the opening/closing of the dispens-
ing spray head 9, as illustrated in particular in Figure 6.
[0032] The dispensing spray head 9, connected to the
end of the arm 8 opposite to the end thereof that is con-
nected to the dispensing spigot 5, can be constituted by
a conventional spray head provided with a button 25 that
controls the opening/closing thereof. The dispensing
spray head 9 is constructed in such a way that it is closed
if the button 25 is not pressed.
[0033] Advantageously, the means of removable re-
tention 11 of the end of the arm 8 that is provided with
the dispensing spray head 9, at the first end of the dis-
pensing spigot 5, are of the magnetic type.
[0034] More specifically, there is a permanent magnet
26 inside the dispensing spigot 5, at its first end, and the
end of the dispensing spray head 9 which can face the
dispensing spigot 5 is made of ferromagnetic material,
or there is a ring of ferromagnetic material around this
end of the dispensing spray head 9.
[0035] The permanent magnet 26, as illustrated, can
be provided as a block arranged within a basket 27 that
is accommodated inside the collar 12. Between the bas-
ket 27 and the collar 12 there are passages 28 for the
water so as to ensure the connection between the water
passage duct 3 of the device body 2 and the water pas-
sage duct 6 of the dispensing spigot 5, despite the pres-
ence of the permanent magnet 26, as illustrated in par-
ticular in Figure 7.
[0036] Advantageously, at least one portion 8a of the
arm 8, preferably an intermediate portion of the extension
thereof, is flexible.
[0037] Conveniently, in the device body 2 there is at
least one intake 29, 30 that can be connected to a water
supply duct of a plumbing system, and a flow control el-
ement 31 is interposed between this intake 29, 30 and
the water passage duct 3 of the device body 2.
[0038] Preferably, in the device body 2 two intakes 29,
30 are defined which can be connected respectively to
a cold water supply duct and to a hot water supply duct.
Interposed between these intakes 29, 30 and the water
passage duct 3 of the device body 2 there is a flow control
element 31, which can be actuated by way of a knob or
lever 32 and comprises a mixing cartridge, which is con-
ventional and not shown in detail for the sake of simplicity.

[0039] The operation of the device according to the
invention is as follows.
[0040] Upon opening of the flow control element 31,
without pressing the button 25 arranged on the dispens-
ing spray head 9, the water flows through the water pas-
sage duct 3 of the device body 2 and through the water
passage duct 6 of the dispensing spigot 5 and exits
through the dispensing outlet 7, as shown in Figures 1
and 6.
[0041] When the user wants to use the dispensing
spray head 9 instead of the dispensing outlet 7, he or
she grips the dispensing spray head 9 and, overcoming
the magnetic attraction exerted by the permanent magnet
26 on the dispensing spray head 9, proceeds to orient it
according to requirements, using the rotation of the arm
8 about the pivoting axis 18 relative to the dispensing
spigot 5 and optionally using the rotation of the dispens-
ing spigot 5 relative to the device body 2 about the piv-
oting axis 17, as well as the flexibility of the arm 8 itself.
[0042] Once the desired position for the dispensing
spray head 9 has been reached, the user actuates the
delivery of water through this dispensing spray head 9
by pressing the button 25. Opening the dispensing spray
head 9 automatically results in the switching of the posi-
tion of the valve element 24 which cuts the connection
between the water passage duct 6 of the dispensing spig-
ot 5 and the dispensing outlet 7 and opens the connection
between said water passage duct 6 of the dispensing
spigot 5 and the water passage duct of the arm 8.
[0043] In this manner, the water is delivered through
the dispensing spray head 9, as illustrated in Figure 2.
[0044] When the user releases the button 25 of the
dispensing spray head 9, the latter is closed and the po-
sition of the valve element 24 is switched again, and once
again results in the delivery of water through the dispens-
ing outlet 7.
[0045] In practice it has been found that the device
according to the invention fully achieves the set aim
since, thanks to the fact that the arm with the spray head
is articulated to the dispensing spigot in a region thereof
which is spaced apart from the device body, it makes it
possible to move the spray head away from the device
body to a larger extent than is permitted by conventional
devices while offering, furthermore, the possibility of ex-
ecuting this operation without deforming the arm itself
and thus maintain a direction of the water jet that is par-
allel to itself.
[0046] The device, thus conceived, is susceptible of
numerous modifications and variations, all of which are
within the scope of the appended claims; thus, for exam-
ple, the flow control element may not be integrated in the
device but instead be associated with another part of the
body of the sanitary fixture and can be of a type different
from that described. In this case, the water passage duct
that is defined in the device body is connected by way of
a tube to the outflow duct of the flow control element
which is in a position remote from the device according
to the invention.
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[0047] In practice the materials employed, and the di-
mensions, may be any according to requirements and to
the state of the art.
[0048] Where technical features mentioned in any
claim are followed by reference signs, those reference
signs have been included for the sole purpose of increas-
ing the intelligibility of the claims and accordingly, such
reference signs do not have any limiting effect on the
interpretation of each element identified by way of exam-
ple by such reference signs.

Claims

1. A water dispensing device with spray head, particu-
larly for sinks or similar hygienic-sanitary fixtures,
which comprises:

- a device body (2) that can be associated, by
one of its ends, with a hygienic-sanitary fixture
such as a sink or the like and in which at least
one duct for the passage of water (3) is defined;
- a dispensing spigot (5), which is connected, by
one of its ends, to said device body (2); in said
dispensing spigot (5) a corresponding duct for
the passage of water (6) being defined which
leads out through a dispensing outlet (7) and is
connected to said water passage duct (3) that
is defined in said device body (2);
- an arm (8), which is associated, by one of its
ends, with said dispensing spigot (5) and termi-
nates in a dispensing spray head (9); in said arm
(8) a corresponding water passage duct (10) be-
ing defined which can be connected to said wa-
ter passage duct (3) that is defined in said device
body (2);

said arm (8) being articulated to a region of said dis-
pensing spigot (5) which is spaced from the end of
said dispensing spigot (5) which is connected to said
device body (2);
said dispensing spigot (5) being connected, with a
first end thereof, to said device body (2) and said
dispensing outlet (7) being located at its opposite
end or second end; said device body (2) extending
around a corresponding axis (4), said dispensing
spigot (5) extending substantially at right angles to
said axis (4) of the device body (2) and said arm (8)
being pivoted to said dispensing spigot (5) about a
pivoting axis (18) that is substantially parallel to said
axis (4) of the device body (2); characterized in that
said arm (8) is articulated to said dispensing spigot
(5) at said second end of the dispensing spigot (5)
and in that said dispensing spigot (5) is pivoted, with
said first end, to said device body (2) about a corre-
sponding pivoting axis (17) that is parallel to the piv-
oting axis (18) of said arm (8) to said dispensing spig-
ot (5).

2. The device according to claim 1, characterized in
that it comprises means (11) for the removable re-
tention of the end of said arm (8), which is provided
with said dispensing spray head (9), in proximity to
the end of said dispensing spigot (5) that is connect-
ed to said device body (2).

3. The device according to one or more of the preceding
claims, characterized in that said water passage
duct (10) of said arm (8) is connected to said water
passage duct (6) of said dispensing spigot (5)
through a valve element (24) that is adapted to se-
lectively connect said water passage duct (6) of the
dispensing spigot (5) to said dispensing outlet (7) or
to said water passage duct (10) of the arm (8).

4. The device according to claim 2, characterized in
that said arm (8) can move from an inactive position,
in which it extends in an arc-like shape from said
second end of the dispensing spigot (5) to said first
end of the dispensing spigot (5) and is retained with
said dispensing spray head (9) in proximity to said
first end of the dispensing spigot (5) by said remov-
able retention means (11), to multiple positions for
use, in which it is disengaged with its end that is
provided with said dispensing spray head (9) from
said first end of the dispensing spigot (5).

5. The device according to claim 4, characterized in
that said removable retention means (11) are of the
magnetic type.

6. The device according to one or more of the preceding
claims, characterized in that said arm (8) has at
least one flexible portion.

7. The device according to claim 3, characterized in
that the position of said valve element (24) can be
switched by the opening or closing of said dispensing
spray head (9).

8. The device according to one or more of the preceding
claims, characterized in that an aerator (23) is ar-
ranged on said dispensing outlet (7).

9. The device according to one or more of the preceding
claims, characterized in that in said device body
(2) there is at least one intake (29, 30) that can be
connected to a water supply duct, a flow control el-
ement (31) being interposed between said at least
one intake (29, 30) and said water passage duct (3)
of the device body (2).

10. The device according to claim 1, characterized in
that in said device body (2) there are two intakes
(29, 30) that can be connected respectively to a cold
water supply duct and to a hot water supply duct, a
controllable flow control element (31) being inter-
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posed between said intakes (29, 30) and said water
passage duct (3) of the device body (2) and com-
prising a mixing cartridge.

Patentansprüche

1. Ein Wasserabgabegerät mit Sprühkopf, insbeson-
dere für Waschbecken oder ähnliche Hygiene-Sani-
täreinrichtungen, welches Folgendes umfasst:

- einen Gerätekörper (2), der durch eines seiner
Enden mit einer Hygiene-Sanitäreinrichtung,
wie zum Beispiel einem Waschbecken oder der-
gleichen verbunden sein kann, und in dem min-
destens ein Kanal für den Durchgang von Was-
ser (3) definiert ist;
- einen Abgabehahn (5), welcher durch eines
seiner Enden mit dem genannten Gerätekörper
(2) verbunden ist, wobei in dem genannten Ab-
gabehahn (5) ein entsprechender Kanal für den
Durchgang von Wasser (6) definiert ist, welcher
nach außen führt durch einen Abgabeauslass
(7) und mit dem genannten Wasserdurchgangs-
kanal (3), der in den genannten Gerätekörper
(2) definiert ist, verbunden ist;
- einen Arm (8), welcher durch eines seiner En-
den mit dem genannten Abgabehahn (5) ver-
bunden ist und in einem Abgabesprühkopf (9)
endet; wobei in dem genannten Arm (8) ein ent-
sprechender Wasserdurchgangskanal (10) de-
finiert ist, welcher mit dem genannten Wasser-
durchgangskanal (3), der in dem genannten Ge-
rätekörper (2) definiert ist, verbunden sein kann;

wobei der genannte Arm (8) gelenkig verbunden ist
mit einer Region des genannten Abgabehahns (5),
welche beabstandet ist von dem Ende des genann-
ten Abgabehahns (5), welches mit dem genannten
Gerätekörper (2) verbunden ist;
wobei der genannte Abgabehahn (5) mit einem ers-
ten Ende davon mit dem genannten Gerätekörper
(2) verbunden ist, und der genannte Abgabeauslass
(7) an seinem gegenüberliegenden Ende oder zwei-
ten Ende angeordnet ist;
wobei sich der genannte Gerätekörper (2) um eine
entsprechende Achse (4) herum erstreckt, wobei der
genannte Abgabehahn (5) sich im Wesentlichen den
rechten Winkeln zu der genannten Achse (4) des
Gerätekörpers (2) erstreckt, und wobei der genannte
Arm (8) zu dem genannten Abgabehahn (5) um eine
Schwenkachse (18), die im Wesentlichen parallel zu
der genannten Achse (4) des Gerätekörpers (2) ist,
geschwenkt wird;
dadurch gekennzeichnet, dass der genannte Arm
(8) gelenkig mit dem genannten Abgabehahn (5) an
dem genannten zweiten Ende des Abgabehahns (5)
verbunden ist, und dass der genannte Abgabehahn

(5) mit dem genannten ersten Ende zu dem genann-
ten Gerätekörper (2), um eine entsprechende
Schwenkachse (17), die parallel ist zu der Schwenk-
achse (18) des genannten Arms (8), zu dem Abga-
behahn (5) geschwenkt wird.

2. Das Gerät gemäß Anspruch 1, dadurch gekenn-
zeichnet, dass es Mittel (11) für die lösbare Halte-
rung des Endes des genannten Arms (8), welcher
mit dem genannten Abgabesprühkopf (9) bereitge-
stellt ist, in der Nähe des Endes des genannten Ab-
gabehahns (5), der mit dem genannten Gerätekör-
per (2) verbunden ist, umfasst.

3. Das Gerät gemäß einem oder mehreren der vorher-
gehenden Ansprüche, dadurch gekennzeichnet,
dass der genannte Wasserdurchgangskanal (10)
des genannten Arms (8) mit dem genannten Was-
serdurchgangskanal (6) des genannten Abgabe-
hahns (5) durch ein Ventilelement (24) verbunden
ist, welches angepasst ist, um selektiv den genann-
ten Wasserdurchgangskanal (6) des Abgabehahns
(5) mit dem genannten Abgabeauslass (7) oder mit
dem genannten Wasserdurchgangskanal (10) des
Arms (8) zu verbinden.

4. Das Gerät gemäß Anspruch 2, dadurch gekenn-
zeichnet, dass der genannte Arm (8) sich von einer
inaktiven Position, in welcher er sich in einer boge-
nähnlichen Form von dem genannten zweiten Ende
des Abgabehahns (5) zu dem genannten ersten En-
de des Abgabehahns (5) erstreckt und zurückgehal-
ten wird mit dem genannten Abgabesprühkopf (9) in
der Nähe zu dem genannten ersten Ende des Ab-
gabehahns (5) durch das genannte lösbare Halte-
mittel (11) zu mehreren Positionen für die Verwen-
dung bewegen kann, in welchen er mit seinem Ende,
das mit dem genannten Abgabesprühkopf (9) bereit-
gestellt ist, von dem genannten ersten Ende des Ab-
gabehahns (5) gelöst ist.

5. Das Gerät gemäß Anspruch 4, dadurch gekenn-
zeichnet, dass das genannte lösbare Haltemittel
(11) vom Magnettyp ist.

6. Das Gerät gemäß einem oder mehreren der vorher-
gehenden Ansprüche, dadurch gekennzeichnet,
dass der genannte Arm (8) mindestens einen flexib-
len Abschnitt hat.

7. Das Gerät gemäß Anspruch (3), dadurch gekenn-
zeichnet, dass die Position des genannten Ventil-
elements (24) durch das Öffnen oder Schließen des
genannten Abgabesprühkopfs (9) geschaltet wer-
den kann.

8. Das Gerät gemäß einem oder mehreren der vorher-
gehenden Ansprüche, dadurch gekennzeichnet,
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dass ein Belüfter (23) auf dem genannten Abga-
beauslass (7) angebracht ist.

9. Das Gerät gemäß einem oder mehreren der vorher-
gehenden Ansprüche, dadurch gekennzeichnet,
dass in dem genannten Gerätekörper (2) zumindest
ein Einlass (29, 30) ist, der an einen Wasserversor-
gungskanal angeschlossen werden kann, wobei ein
Flussregelungselement (31) zwischen den genann-
ten mindestens einen Einlass (29, 30) und den ge-
nannten Wasserdurchgangskanal (3) des Geräte-
körpers (3) zwischengeschaltet ist.

10. Das Gerät gemäß Anspruch 1, dadurch gekenn-
zeichnet, dass es in dem genannten Gerätekörper
(2) zwei Einlässe (29, 30) gibt, die entsprechend an
einen Kaltwasserversorgungskanal und einen
Heißwasserversorgungskanal angeschlossen wer-
den können, wobei ein steuerbares Flussregelungs-
element (31) zwischen den genannten Einlässen
(29, 30) und dem genannten Wasserdurchgangska-
nal (3) des Gerätekörpers (2) zwischengeschaltet ist
und eine Mischpatrone umfasst.

Revendications

1. Dispositif de distribution d’eau avec tête de pulvéri-
sation, en particulier pour des éviers ou appareil sa-
nitaires hygiéniques similaires, qui comprend :

- un corps de dispositif (2) qui peut être associé,
selon l’une de ses extrémités, avec un appareil
sanitaire hygiénique tel qu’un évier ou équiva-
lent et dans lequel est défini au moins un conduit
pour le passage d’eau (3) ;
- un manchon de distribution (5), qui est connec-
té, par l’une de ses extrémités, audit corps de
dispositif (2) ; dans ledit manchon de distribution
(5) un conduit correspondant pour le passage
d’eau (6) étant défini qui débouche en sortie à
travers une sortie de distribution (7) et qui est
connecté audit conduit de passage d’eau (3) qui
est défini dans ledit corps de dispositif (2) ;
- un bras (8), qui est associé, par l’une de ses
extrémités, avec ledit manchon de distribution
(5) et qui se termine dans une tête de pulvéri-
sation de distribution (9) ; dans ledit bras (8) un
conduit de passage d’eau (10) correspondant
étant défini qui peut être connecté audit conduit
de passage d’eau (3) qui est défini dans ledit
corps de dispositif (2) ;

ledit bras (8) étant articulé à une région dudit man-
chon de distribution (5) qui est à l’écart de l’extrémité
du manchon de distribution (5) qui est connectée
audit corps de dispositif (2) ;
ledit manchon de distribution (5) étant connecté,

avec une première extrémité de celui-ci, audit corps
de dispositif (2) et ladite sortie de distribution (7) étant
située à son extrémité opposée ou seconde
extrémité ;
ledit corps de dispositif (2) s’étendant autour d’un
axe correspondant (4), ledit manchon de distribution
(5) s’étendant substantiellement à angle droit par
rapport audit axe (4) du corps de dispositif (2) et ledit
bras (8) étant pivotant sur ledit manchon de distri-
bution (5) autour d’un axe de pivotement (18) qui est
substantiellement parallèle audit axe (4) du corps de
dispositif (2) ;
caractérisé en ce que ledit bras (8) est articulé sur
ledit manchon de distribution (5) à ladite seconde
extrémité du manchon de distribution (5) et en ce
que ledit manchon de distribution (5) pivote, selon
ladite première extrémité, sur ledit corps de dispositif
(2) autour d’un axe de pivotement correspondant
(17) qui est parallèle à l’axe de pivotement (18) dudit
bras (8) sur ledit manchon de distribution (5).

2. Dispositif selon la revendication 1, caractérisé en
ce qu’il comprend des moyens (11) pour la rétention
amovible de l’extrémité dudit bras (8), qui est munie
de ladite tête de pulvérisation de distribution (9), à
proximité de l’extrémité dudit manchon de distribu-
tion (5) qui est connectée audit corps de dispositif (2).

3. Dispositif selon l’une ou plusieurs des revendica-
tions précédentes, caractérisé en ce que ledit con-
duit de passage d’eau (10) dudit bras (8) est con-
necté audit conduit de passage d’eau (6) dudit man-
chon de distribution (5) à travers un élément de van-
ne (24) qui est adapté pour connecter sélectivement
ledit conduit de passage d’eau (6) du manchon de
distribution (5) à ladite sortie de distribution (7) ou
audit conduit de passage d’eau (10) du bras (8).

4. Dispositif selon la revendication 2, caractérisé en
ce que ledit bras (8) peut se déplacer depuis une
position inactive, dans laquelle il s’étend selon une
forme en arc à partir de ladite seconde extrémité du
manchon de distribution (5) jusqu’à ladite première
extrémité du manchon de distribution (5) et est rete-
nu avec ladite tête de pulvérisation de distribution
(9) à proximité de ladite première extrémité du man-
chon de distribution (5) par lesdits moyens de réten-
tion amovible (11), jusqu’à de multiples positions
d’utilisation, dans lesquelles il est désengagé selon
son extrémité qui est munie de ladite tête de pulvé-
risation de distribution (9) vis-à-vis de ladite première
extrémité du manchon de distribution (5).

5. Dispositif selon la revendication 4, caractérisé en
ce que lesdits moyens de rétention amovible (11)
sont du type magnétique.

6. Dispositif selon l’une ou plusieurs des revendica-
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tions précédentes, caractérisé en ce que ledit bras
(8) comprend au moins une portion flexible.

7. Dispositif selon la revendication 3, caractérisé en
ce que la position dudit élément de vanne (24) peut
être commutée par l’ouverture ou la fermeture de
ladite tête de pulvérisation de distribution (9).

8. Dispositif selon l’une ou plusieurs des revendica-
tions précédentes, caractérisé en ce qu’un aéra-
teur (23) est disposé sur ladite sortie de distribution
(7).

9. Dispositif selon l’une ou plusieurs des revendica-
tions précédentes, caractérisé en ce que dans ledit
corps de dispositif (2) il y a au moins une entrée (29,
30) qui peut être connectée à une conduite d’alimen-
tation en eau, un élément de commande de flux (31)
qui est interposé entre ladite au moins une entrée
(29, 30) et ledit conduit de passage d’eau (3) du
corps de dispositif (2).

10. Dispositif selon la revendication 1, caractérisé en
ce que dans ledit corps du dispositif (2) il y a deux
entrées (29, 30) qui peuvent être connectées res-
pectivement à une conduite d’alimentation d’eau
froide et à une conduite d’alimentation d’eau chaude,
un élément de commande de flux pilotable (31) étant
interposé entre lesdites entrées (29, 30) et ledit con-
duit de passage d’eau (3) du corps de dispositif (2)
et comprenant une cartouche mélangeuse.
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