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Description
BACKGROUND OF THE INVENTION
Field of the Invention

[0001] The presentinvention relates to a cargo loading
technology and more particularly to a cargo loading ship
according to claims 1 to 10 and a cargo loading method
maximizing a cargo cavity of a ship according to claims
11to 13.

Background of the Invention

[0002] In general, a ship accommodation is located on
a upper side of an engine room (in a 1-Island type) or a
upper side of a cargo hold (in a 2-Island type) being po-
sitioned on a center of a hull and is integrally contacted
with the hull. Also, the ship accommodation includes var-
ious living facilities for sailors sailing during a long time.
[0003] The Korean Patent Publication No.
10-2010-0069982 relates to a container ship arranging
an accommodation on a center thereof and having the
accommodation space which is separated from an en-
gine room section and a fuel oil tank which is located
under the accommodation space. The container ship
may improve a navigation bridge visibility on sailing, load-
ing more containers than a container with a same size
on upper side of a deck and doubly protecting a fuel oll
tank. Also, the container ship may prevent a vibration
and a noise transfer from the engine room to maintain a
comfortable accommodation environmentin comparison
with a ship having an accommodation adjacent to the
engine room section.

[0004] The Korean Patent Publication No.
10-2012-0105306 relates to a method and an apparatus
for loading a container under an accommodation area of
acontainer ship capable of arranging an accommodation
area and a fuel tank in different area. The method may
increase a design freedom for an optimal container ship
to minimize the total number of loadable containers.
[0005] A fuel oil or other machineries (e.g., an electric
wire) is arranged in an accommodation lower space and
an available space exists in the accommodation lower
space with a surrounding space of the accommodation
so that a conventional ship is inefficient in view of a space
application.

[0006] It is also known from document GB2080740 a
vessel having a main deck which extends over the entire
length and width of the ship and the quarters and working
rooms for the crew are arranged in part below the main
deck and in part, including the ship’s bridge, at a height
above the deck. The bridge and such rooms as the radio
cabin are mounted on top of a forward gantry crane. On
top of a rear gantry crane are mounted cabins for the
ship’s officers.
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Summary of the Invention

[0007] Example embodiments of the present invention
propose a cargo loading ship capable of maximizing a
cargo capacity of a ship.

[0008] Example embodiments of the present invention
propose a cargo loading ship capable of opening a lower
side of a deck house toward a longitudinal direction of a
ship to maximize a cargo capacity of a ship. For this, an
embodiment of the present invention may move at least
deck house toward the longitudinal direction of the ship.
[0009] Example embodiments of the present invention
propose a cargo loading ship capable of including a deck
house being floated for itself when an emergency situa-
tion is generated.

[0010] In some embodiments, a cargo loading ship in-
cludes a plurality of side walls being projected toward a
upper side of a hull, a deck house being located on the
plurality of side walls and a cargo loading unit being at
least enclosed with a lower side of the deck house and
opposing surfaces of the plurality of side walls and being
opened along a longitudinal direction of the hull.

[0011] The plurality of side walls may include movable
side walls configured to be movable toward the longitu-
dinal direction of the hull with the deck house and mov-
able supporting units configured to be subsided under
the hull or be projected from the hull to support a move-
ment of the movable side walls.

[0012] The movable supporting units may be arranged
on upper sides of the hull along a moving direction of the
hull and may limit moving distances of the movable side
walls. The movable supporting units may include stop-
pers for stopping a movement of the movable side walls
at both sides thereof.

[0013] The deck house and the movable side walls
may be integrally formed to be bended toward the mov-
able supporting units. At least part of the movable side
walls may include an accommodation. The deck house
and the movable supporting units may support the move-
ment through a driving wheel, a sliding rail or a rack pinion
gear.

[0014] Inone embodiment, the cargo loading ship may
include an action detection sensor configured to provide
a deviation of the movable side walls when the movable
side walls move.

[0015] The plurality of side walls may include the mov-
able supporting units configured to support a movement
of the deck house along the longitudinal direction of the
hull, the movable supporting units being formed ata lower
side of the deck house.

[0016] In one embodiment, the deck house may at
least include a watertight bulkhead being formed under
both sides thereof. The deck house may be separated
from the plurality of side walls when a certain level of
buoyancy is applied to the watertight bulkhead. The car-
go loading unit may be separated from a cargo hold
through a hatch cover opening or closing the upper side
of the hull.
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[0017] In some embodiment, a method of loading a
ship cargo includes moving a deck house from a first
location to a second location along a longitudinal direc-
tion of a hull, the deck house being located on a upper
side of a plurality of side walls, loading a cargo in a cargo
loading space being at least enclosed with a lower side
of the deck house and opposing surfaces of the plurality
of side walls, the deck house being located on the first
location and returning the deck house from the second
location to the first location.

[0018] In one embodiment, moving the deck house
from the first location to a second location may include
moving movable side walls in the plurality of side walls
combining the deck house.

[0019] Loading the cargo in the cargo loading space
may include opening the upper side of the hull through
a hatch cover to load the cargo in acargo hold and closing
the hatch cover to load the cargo on the upper side of
the hull.

[0020] The cargo loading ship and related technolo-
gies according to an example embodiment may maxi-
mize a cargo capacity of a ship.

[0021] The cargo loading ship and related technolo-
gies according to an example embodiment may open a
lower side of a deck house toward a longitudinal direction
of a ship to maximize a cargo capacity of a ship. For this,
an embodiment of the present invention may move at
least deck house toward the longitudinal direction of the
ship.

[0022] The cargo loading ship and related technolo-
gies according to an example embodiment may include
a deck house being floated for itself when an emergency
situation is generated.

Brief Description of the Drawings
[0023]

FIG. 1 is a diagram illustrating a cargo loading ship
according to an example.

FIG. 2 is a diagram illustrating a cargo loading ship
according to an example embodiment.

FIG. 3 is a diagram illustrating a cargo loading ship
according to other example embodiment.

FIG. 4 is a cross-sectional diagram illustrating a car-
go loading ship in FIG. 1.

FIG. 5is a cross-sectional diagram illustrating a plu-
rality of cartridges loaded in a cargo loading ship in
FIG. 1.

FIG. 6 is a diagram illustrating a movable member
supporting a movement of a deck house and mova-
ble supporting units of an example embodiment.
FIG. 7 is a diagram illustrating a floating function by
a watertight bulkhead formed in a deck house.

FIG. 8 is a diagram illustrating a cargo loading pro-
cedure in a cargo loading ship in FIG. 2.
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Detailed Description of the Embodiments

[0024] Explanation of the present invention is merely
an embodiment for structural or functional explanation,
so the scope of the present invention should not be con-
strued to be limited to the embodiments explained in the
embodiment. Thatis, since the embodiments may be im-
plemented in several forms without departing from the
characteristics thereof, it should also be understood that
the described embodiments are not limited by any of the
details of the foregoing description, unless otherwise
specified, but rather should be construed broadly within
its scope as defined in the appended claims. Therefore,
various changes and modifications that fall within the
scope of the claims, or equivalents of such scope are
therefore intended to be embraced by the appended
claims.

[0025] The terms used in the present application are
merely used to describe particular embodiments, and are
not intended to limit the present invention. Unless other-
wise defined, all terms used herein, including technical
or scientific terms, have the same meanings as those
generally understood by those with ordinary knowledge
in the field of art to which the present invention belongs.
Such terms as those defined in a generally used diction-
ary are to be interpreted to have the meanings equal to
the contextual meanings in the relevant field of art, and
are not to be interpreted to have ideal or excessively for-
mal meanings unless clearly defined in the present ap-
plication.

[0026] FIG. 1 is a diagram illustrating a cargo loading
ship according to an example.

[0027] Referring to FIG. 1, a cargo loading ship 100
includes a hull 110, a plurality of side walls 120, a deck
house 130 and a cargo loading unit 140.

[0028] The hull 110 includes a plurality of cargo holds
loading a plurality of cargos 10 through an external crane
installed on a dock or a harbor. In one embodiment, the
plurality of cargo holds may be divided through a hull
transverse bulkhead being installed in a transverse di-
rection under a deck of the hull 110.

[0029] The hull 110 may arrange the plurality of side
walls 120 at both sides of a upper side of the hull 110
(i.e., the deck). That is, the both sides of the deck in the
hull 110 may support the plurality of side walls 120 and
lengths of the both sides of the deck may be longer than
widths of the plurality of side walls 120.

[0030] The plurality of side walls 120 is projected to-
ward a upper side of the hull 110 to be arranged on each
of both of the hull 110. The plurality of side walls 120 may
be arranged on a position corresponding to each of both
sides of the hull 110 (i. e., front and back of each of the
both sides are arranged on a same extension) to support
the deck house 130. The plurality of side walls 120 may
be respectively connected to one side and another side
of the deck house 130 to be integrally formed with the
deck house 130. The plurality of side walls 120 may be
formed with a different length and width according to at
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least one of a type and size of the cargo loading ship 100.
[0031] In one embodiment, the plurality of side walls
120 may support a movement through a driving wheel,
asliding rail orarack pinion gear. For example, the driving
wheel is arranged under the plurality of side walls 120
so that the plurality of side walls 120 may move toward
a longitudinal direction of the hull 110 along the sliding
rail arranged on both of the hull 110.

[0032] The deck house 130 may be arranged on the
plurality of side walls 120 to connect the plurality of side
walls 120. The deck house 130 may include a space re-
lated with a ship operation and a living space of sailors.
That is, the deck house 130 includes a wheel house and
an accommodation. In one embodiment, the deck house
130 may be integrally formed with the plurality of side
walls 120 to move toward the longitudinal direction of the
hull 110 according to a movement of the plurality of side
walls 120 with a bended shape opened in the longitudinal
direction of the hull 110.

[0033] The cargo loading unit 140 is at least enclosed
with a lower side of the deck house 130 and opposing
surfaces of the plurality of side walls 120 and being
opened along the longitudinal direction of the hull 110.
The cargo loading unit 140 may be separated from the
cargo hold in the hull 110 through a hatch cover 160
opening or closing the upper side of the hull 110. In one
embodiment, the cargo loading unit 140 may not be
opened in the longitudinal direction of the hull 110 and
may be formed with a space closed in a stem or stern
direction.

[0034] In one embodiment, the cargo loading ship 100
may further include an action detection sensor (not
shown). The action detection sensor (not shown) may
provide a deviation of the plurality of side walls 120 on a
moving procedure of the plurality of side walls 120. The
action detection sensor (not shown) may be controlled
through a monitoring in the deck house 130 and may
prevent a breakaway or a damage of the plurality of side
walls 120. For example, the action detection sensor (not
shown) may be implemented as a laser sensor. When a
laser is transmitted to the plurality of side walls 120 and
then areflected laser is received from the plurality of side
walls 120, the action detection sensor (not shown) may
decide that the plurality of side walls 120 is not deviated
and when the reflected laser are not received from the
plurality of side walls 120, the action detection sensor
(not shown) may decide that the plurality of side walls
120 are deviated.

[0035] FIG. 2 is a diagram illustrating a cargo loading
ship according to an example embodiment.

[0036] Referring to FIG. 2, a cargo loading ship 200
includes the hull 110, movable side walls 220, movable
supporting units 230, the deck house 130 and a cargo
loading unit 240.

[0037] The hull 110 and the deck house 130 are omit-
ted. This is because a description of the hull 110 and the
deck house 130 in FIG. 2 are same with the hull 110 and
the deck house 130 in FIG. 1.
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[0038] The movable side walls 220 are included in the
plurality of side walls 120 and may move toward the lon-
gitudinal direction of the hull 110 with the deck house
130. A movement of the movable side walls 220 may be
supported by the movable supporting units 230. The
movable side walls 220 may be integrally formed with
the deck house 130 to be bended toward a direction of
the movable supporting units 230. At least part of the
movable side walls 220 may include an accommodation.
[0039] Inone embodiment, the movable side walls 220
may support a movement through the driving wheel, the
sliding rail or the rack pinion gear. For example, the driv-
ing wheel is arranged under the movable side walls 220
so that the movable side walls 220 may move toward the
longitudinal direction of the hull 110 along the sliding rail
arranged on both of the movable supporting units 230.
[0040] The movable supporting units 230 are included
in the plurality of side walls 120 and may be subsided
under the hull 110 or be projected from the hull 110 to
support a movement of the movable side walls 220. The
movable supporting units 230 may be arranged at sides
of the hull 110 along a moving direction of the hull 110
and may limit moving distances of the movable side walls
220. In one embodiment, the movable supporting units
230 are formed with more length than the length of the
movable side walls 220 (i.e., the length corresponding to
the longitudinal direction of the hull 110) to support the
movement of the movable side walls 220 toward the lon-
gitudinal direction of the hull 110.

[0041] The movable supporting units 230 may include
stoppers for stopping the movement of the movable side
walls 220 at both sides of the movable supporting units
230. The stoppers may stop the movement of the mov-
able side walls 220 on a second position when the mov-
able side walls 220 move from a first position to a second
position.

[0042] The cargo loading unit 240 may at least en-
closed with the lower side of the deck house 130 and
opposing surfaces of the movable side walls 220 and the
movable supporting units 230 and may be opened along
the longitudinal direction of the hull 110.

[0043] Inone embodiment, the cargo loading ship 200
may further include an action detection sensor (not
shown). The action detection sensor (not shown) may
provide a deviation of the movable side walls 220 on a
moving procedure of the movable side walls 220. The
action detection sensor (not shown) may be controlled
through a monitoring in the deck house 130 and may
prevent a breakaway or a damage of the movable side
walls 220. For example, the action detection sensor (not
shown) may be implemented as a laser sensor. When a
laser is transmitted to the movable side walls 220 and
then a reflected laser is received from the movable side
walls 220, the action detection sensor (not shown) may
decide that the movable side walls 220 are not deviated
and when the reflected laser is not received from the
movable side walls 220, the action detection sensor (not
shown) may decide that the movable side walls 220 are
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deviated.

[0044] FIG. 3 is a diagram illustrating a cargo loading
ship according to other example embodiment.

[0045] Referring the FIG. 3, a cargo loading ship 300
includes the hull 110, a plurality of side walls 320, the
deck house 130 and a cargo loading unit 340.

[0046] The hull 110 and the deck house 130 are omit-
ted. This is because a description of the hull 110 and the
deck house 130 in FIG. 3 are same with the hull 110 and
the deck house 130 in FIG. 1.

[0047] The plurality of side walls 320 may include mov-
able supporting units supporting the movement of the
deck house 130 along the longitudinal direction of the
hull 110 and the movable supporting units are formed
under the deck house 130. The plurality of side walls 320
is formed with more length than the length of the deck
house 130 (i.e., the length corresponding to the longitu-
dinal direction of the hull 110) to support the movement
of the deck house 130 toward the longitudinal direction
ofthe hull 110. The plurality of side walls 320 may include
stoppers for stopping a movement of the deck house 130
at both sides of the plurality of side walls 320.

[0048] In one embodiment, the plurality of side walls
320 may support the movement through the driving
wheel, the sliding rail or the rack pinion gear. For exam-
ple, the sliding rail is arranged on the plurality of side
walls 320 so that the driving wheel arranged under both
sides of the deck house 130 may move toward the lon-
gitudinal direction of the hull 110 along the sliding rail
arranged on both of the deck house 130.

[0049] The cargo loading unit 340 is at least enclosed
with the lower side of the deck house 130 and opposing
surfaces of the plurality of side walls 320 and is opened
along the longitudinal direction of the hull 110.

[0050] In one embodiment, the cargo loading ship 300
may further include an action detection sensor (not
shown). The action detection sensor (not shown) may
provide a deviation of the plurality of side walls 320 on a
moving procedure of the plurality of side walls 320. The
action detection sensor (not shown) may be controlled
through a monitoring in the deck house 130 and may
prevent a breakaway or a damage of the plurality of side
walls 320. For example, the action detection sensor (not
shown) may be implemented as a laser sensor. When a
laser is transmitted to the plurality of side walls 320 and
then areflected laser is received from the plurality of side
walls 320, the action detection sensor (not shown) may
decide that the plurality of side walls 320 is not deviated
and when the reflected laser is not received from the
plurality of side walls 320, the action detection sensor
(not shown) may decide that the plurality of side walls
320 is deviated.

[0051] Meanwhile, figurations of the hull 110, the plu-
rality of side walls 120 and 320, the movable side walls
220, the movable supporting units 230 and the deck
house 130 described in FIGS. 1,2 and 3 are used for
convenience’ sake to explain an example embodiment
but should not be used to limit a scope of the present

10

15

20

25

30

35

40

45

50

55

invention. Also, the hull 110, the plurality of side walls
120 and 320, the movable side walls 220, the movable
supporting units 230 and the deck house 130 can modify
a size or shape according to a design requirement of a
ship.

[0052] FIG. 4 is a cross-sectional diagram illustrating
a cargo loading ship in FIG. 1.

[0053] Referring to FIG. 4, the cargo loading ship 100
may include a hatch 150 and a hatch cover 160 or may
not include the hatch 150 and the hatch cover 160. FIG.
4(a)is a cross-sectional diagram illustrating a cargo load-
ing ship 100 that the hatch 150 and the hatch cover 160
are arranged in the cargo loading ship 100 and FIG. 4(b)
is a cross-sectional diagram illustrating a cargo loading
ship 100 that the hatch 150 and the hatch cover 160 are
not arranged in the cargo loading ship 100.

[0054] The hatch 150 corresponds to an opening unit
formed on the hull 110 (i.e., a top deck) for loading the
plurality of cargos 10 in the cargo hold and the hatch
cover 160 is arranged on the hatch 150.

[0055] The hatch cover 160 may be formed on the
hatch 150 to separate the cargo loading unit 140 from
the cargo hold. The hatch cover 160 is a device opening
or closing the hatch 150 and may be manufactured with
a steel material. In one embodiment, the hatch cover 160
may be manufactured with a sufficient strength for main-
taining a safety from an external shock and an excellent
watertight (herein, the watertight is a status that a water
filled in any part of a machine or a device is not leaked
out and is sealed).

[0056] The hatch cover 160 may be operated by a ma-
chine to be implemented for quickly opening and closing
the hatch cover 160. For example, the hatch cover 160
may be implemented as one of a pontoon type, a single
type, a folding type or a rolling type.

[0057] A procedure of loading the cargo may be simi-
larly applied to a cargo loading ship 100 including the
hatch 150 and the hatch cover 160 and a cargo loading
ship 100 not including the hatch 150 and the hatch cover
160.

[0058] FIG. 5 is a cross-sectional diagram illustrating
a plurality of cartridges loaded in a cargo loading ship in
FIG. 1.

[0059] Referring to FIG. 5, at least one of the plurality
of cargos 10 and a plurality of exchangeable cartridges
may be loaded in the plurality of cargo holds. A fuel (e.g.,
LNG or oil) being used for sailing the ship is stored in the
plurality of cartridges 20 and a bunkering procedure is
omitted. Herein, the bunkering procedure corresponds
that the fuel is loaded in the cargo holds formed under
the deck house 130 to be supplied to the ship on a sea.
In one embodiment, the plurality of cartridges 20 may be
loaded and may be singly exchangeable.

[0060] FIG. 6 is adiagram illustrating a movable mem-
ber supportinga movement of a deck house and movable
supporting units of an example embodiment.

[0061] Referringto FIG. 6, a movable member may be
implemented as the driving wheel, the sliding rail or the
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rack pinion gear. Hereinafter, it is assumed that the mov-
able member is implemented as the driving wheel and
the sliding rail.

[0062] The sliding rail 610 may be projected with a cer-
tain height so that the H-shaped driving wheel 620 may
move along a upper side of the slidingrail 610. The sliding
rail 610 may be fixed on the hull 110, the movable sup-
porting units 230 or the plurality of side walls 320 through
a rail clamp.

[0063] The driving wheel 620 may be accommodated
in a groove with a certain depth formed under each of
both sides of the plurality of side walls 120, the movable
side walls 220 or the deck house 130 to be connected
with the plurality of side walls 120, the movable side walls
220 or the deck house 130 through a specific axis (not
shown). The driving wheel 620 may be formed by the
plural to smoothly move toward the longitudinal direction
of the hull 110.

[0064] FIG.7isadiagramillustrating afloating function
by a watertight bulkhead formed in a deck house.
[0065] Referring to FIG. 7, a watertight bulkhead 710
is at least formed under both of the deck house 130 so
that the deck house 130 may be separated from the plu-
rality of side walls 120. The watertight bulkhead 710 may
be formed on a boundary surface of the deck house 130
and the plurality of side walls 120 to compart the deck
house 130 and the plurality of side walls 120. When the
certain level of buoyancy is applied to the watertight bulk-
head 710 by waterlogging of the plurality of side walls
120, an assembly of the watertight bulkhead 710 and the
plurality of side walls 120 may be disassembled to sep-
arate the deck house 130 from the plurality of side walls
120.

[0066] The deck house 130 is separated from the plu-
rality of side walls 120 to be floated on seawater by the
watertight bulkhead 710.

[0067] FIG. 8 is a diagram illustrating a cargo loading
procedure in a cargo loading ship in FIG. 2.

[0068] Referring to FIG. 8, itis assumed that the cargo
10 is loaded all space excluding the cargo loading unit
240 and a lower cargo hold of the cargo loading unit 240,
a procedure of loading the cargo 10 in the cargo loading
ship 200 will be described in below.

[0069] The deck house 130 located on the plurality of
side walls 120 moves from the first position to the second
position along the longitudinal direction of the hull 110 (a).
[0070] Theupperside ofthe hull110is opened through
the hatch cover 160 and then the cargo 10 is loaded in
at least the cargo hold under of the deck house 130 (b).
[0071] The hatch cover 160 is closed and then the car-
go 10 is loaded in the cargo loading space being at least
enclosed with the lower side of the deck house 130 and
the opposing surfaces of the plurality of side walls 220
and 230 (c).

[0072] Thedeckhouse 130 isreturnedfromthe second
position to the first position (d).

[0073] Theupperside ofthe hull110is opened through
the hatch cover 160 and then the cargo 10 is loaded at
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least the cargo hold under the deck house 130 at the
second position (e).

[0074] The hatch cover 160 is closed and then the car-
go 10 is loaded in the cargo loading space being at least
enclosed with the lower side of the deck house 130 and
the opposing surfaces of the plurality of side walls 220
and 230 (f).

[0075] In one embodiment, the cargo loading ship 200
may include an adequate mark or guide to load the cargo
10 by avoiding an interference of the deck house 130.
[0076] Although this document provides descriptions
of preferred embodiments of the present invention, it
would be understood by those skilled in the art that the
present invention can be modified or changed in various
ways without departing from the technical principles and
scope defined by the appended claims.

Description of symbols
[0077]

100, 200, 300 : CARGO LOADING SHIP
110 : HULL

120,320 :APLURALITY OF SIDEWALLS
130 : DECK HOUSE

140, 240, 340 : CARGO LOADING UNIT
150 : HATCH 160 : HATCH COVER
220 : MOVABLE SIDE WALLS

230 : MOVABLE SUPPORTING UNITS
610, 620 : MOVABLE MEMBER

710 : WATERTIGHT BULKHEAD

10: CARGO 20 : CARTRIDGE

Claims
1. A cargo loading ship (100, 200, 300) comprising:

a plurality of side walls (120, 320) being project-
ed toward a upper side of a hull (110);

adeck house (130) being located on the plurality
of side walls (120, 320); and

a cargo loading unit (140, 240, 340) being at
least enclosed with a lower side of the deck
house (130) and opposing surfaces of the plu-
rality of side walls (120, 320) and being opened
along a longitudinal direction of the hull (110),
wherein the plurality of side walls (120, 320) in-
cludes movable side walls (220) configured to
be movable toward the longitudinal direction of
the hull (110) with the deck house (130);
characterised in that movable supporting units
(230) are configured to be subsided under the
hull (110) or be projected from the hull (110) to
support a movement of the movable side walls
(220);
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wherein the deck house (130) and the movable
supporting units (230) support the movement
through a driving wheel, a sliding rail or a rack
pinion gear; and

wherein the movable side walls (220) support a
movement through the driving wheel, the sliding
rail or the rack pinion gear, the driving wheel
being arranged under the movable side walls
(220) so that the movable side walls (220) are
movable toward the longitudinal direction of the
hull (110) along the sliding rail arranged on the
movable supporting units (230).

The cargo loading ship (100, 200, 300) of claim 1,
wherein the movable supporting units (230) are ar-
ranged on upper sides of the hull (110) along a mov-
ing direction of the hull (110) and limit moving dis-
tances of the movable side walls (220).

The cargo loading ship (100, 200, 300) of claim 2,
wherein the movable supporting units (230) include
stoppers for stopping a movement of the movable
side walls (220) at both sides thereof.

The cargo loading ship (100, 200, 300) of claim 1,
wherein the deck house (130) and the movable side
walls (220) are integrally formed to be bended toward
the movable supporting units (230).

The cargo loading ship (100, 200, 300) of one of
claims 1 to 4, wherein at least part of the movable
side walls (120, 220, 320) includes an accommoda-
tion.

The cargo loading ship (100, 200, 300) of one of
claims 1 to 5, further comprising:

an action detection sensor configured to provide a
deviation of the movable side walls (120, 220, 320)
when the movable side walls (120, 220, 320) move.

The cargo loading ship (100, 200, 300) of one of
claims 1 to 6, wherein the plurality of side walls (320)
includes the movable supporting units (230) config-
ured to support a movement of the deck house (130)
along the longitudinal direction of the hull (110), the
movable supporting units (230) being formed at a
lower side of the deck house (130).

The cargo loading ship (100, 200, 300) of one of
claims 1 to 7, wherein the deck house (130) at least
includes a watertight bulkhead (710) being formed
under both sides thereof.

The cargo loading ship (100, 200, 300) of claim 8,
wherein the deck house (130) is separated from the
plurality of side walls (120, 220, 320) when a certain
level of buoyancy is applied to the watertight bulk-
head (710).
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10.

1.

12.

13.

The cargo loading ship (100, 200, 300) of one of
claims 1 to 9, wherein the cargo loading unit (140,
240, 340) is separated from a cargo hold through a
hatch cover (160) opening or closing the upper side
of the hull (110).

A method of loading a ship cargo according to any
of claims 1 to 10 comprising:

moving the deck house (130) from a firstlocation
to a second location along a longitudinal direc-
tion of a hull (110), the deck house (130) being
located on a upper side of a plurality of side walls
(120, 220, 320);

loading a cargo in a cargo loading space being
at least enclosed with a lower side of the deck
house (130) and opposing surfaces of the plu-
rality of side walls (120, 220, 320), the deck
house (130) being located on the second loca-
tion; and

returning the deck house (130) from the second
location to the first location.

The method of claim 11, wherein moving the deck
house (130) from the first location to a second loca-
tion includes moving movable side walls (200) in the
plurality of side walls (120, 220) combining the deck
house (130).

The method of claim 12, wherein loading the cargo
in the cargo loading space includes

opening the upper side of the hull (110) through a
hatch cover (160) to load the cargo in a cargo hold;
and

closing the hatch cover (160) to load the cargo on
the upper side of the hull (110).

Patentanspriiche

1.

Frachtladeschiff (100, 200, 300), umfassend:

eine Vielzahlvon Seitenwanden (120, 320), wel-
che in Richtung einer oberen Seite eines
Rumpfs (110) vorstehend sind;

ein Deckshaus (130), welches sich auf der Viel-
zahl von Seitenwanden (120, 320) befindet; und
eine Frachtladeeinheit (140, 240, 340), welche
zumindest mit einer unteren Seite des Decks-
hauses (130) und gegentiberliegenden Flachen
von der Vielzahl von Seitenwanden (120, 320)
umschlossen und entlang einer Langsrichtung
des Rumpfs (110) gedffnet ist,

wobeidie Vielzahl von Seitenwanden (120, 320)
bewegbare Seitenwande (220) beinhaltet, wel-
che konfiguriert sind, in Richtung der Langsrich-
tung des Rumpfs (110) mit dem Deckshaus
(130) bewegbar zu sein;
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dadurch gekennzeichnet, dass bewegbare
Stutzeinheiten (230) konfiguriert sind, unter dem
Rumpf (110) einzusinken oder von dem Rumpf
(110) vorzustehen, um eine Bewegung der be-
wegbaren Seitenwande (220) zu unterstitzten;
wobei das Deckshaus (130) und die bewegba-
ren Stitzeinheiten (230) die Bewegung durch
ein Steuerrad, eine Gleitschiene oder ein Zahn-
stangengetriebe unterstiitzen; und

wobei die bewegbaren Seitenwande (220) eine
Bewegung durch das Steuerrad, die Gleitschi-
ene oder das Zahnstangengetriebe unterstit-
zen, wobei das Steuerrad unter den bewegba-
ren Seitenwanden (220) angeordnet ist, sodass
die bewegbaren Seitenwande (220) in Richtung
der Langsrichtung des Rumpfs (110) entlang
der auf den bewegbaren Stitzeinheiten (230)
angeordneten Gleitschiene bewegbar sind.

Frachtladeschiff (100, 200, 300) nach Anspruch 1,
wobei die bewegbaren Stiitzeinheiten (230) auf obe-
ren Seiten des Rumpfs (110) entlang einer Bewe-
gungsrichtung des Rumpfs (110) angeordnet sind
und Bewegungsabstédnde der bewegbaren Seiten-
wande (220) beschranken.

Frachtladeschiff (100, 200, 300) nach Anspruch 2,
wobei die bewegbaren Stiitzeinheiten (230) Stopper
zum Stoppen einer Bewegung der bewegbaren Sei-
tenwande (220) an beiden Seiten davon beinhalten.

Frachtladeschiff (100, 200, 300) nach Anspruch 1,
wobei das Deckshaus (130) und die bewegbaren
Seitenwande (220) einstiickig gebildet sind, um in
Richtung der bewegbaren Stiitzeinheiten (230) ge-
bogen zu werden.

Frachtladeschiff (100, 200, 300) nach einem der An-
spriiche 1 bis 4, wobei zumindest ein Teil der be-
wegbaren Seitenwande (120, 220, 320) eine Unter-
kunft beinhaltet.

Frachtladeschiff (100, 200, 300) nach einem der An-
spriiche 1 bis 5, weiter umfassend:

einen Aktionsdetektionssensor, welcher konfiguriert
ist, eine Abweichung der bewegbaren Seitenwande
(120, 220, 320) bereitzustellen, wenn die bewegba-
ren Seitenwande (120, 220, 320) sich bewegen.

Frachtladeschiff (100, 200, 300) nach einem der An-
spriiche 1 bis 6, wobei die Vielzahl von Seitenwan-
den (320) die bewegbaren Stiitzeinheiten (230) be-
inhaltet, welche konfiguriert sind, eine Bewegung
des Deckshauses (130) entlang der Langsrichtung
des Rumpfs (110) zu unterstiitzen, wobei die beweg-
baren Stutzeinheiten (230) an einer unteren Seite
des Deckshauses (130) gebildet sind.
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10.

1.

12.

13.

Frachtladeschiff (100, 200, 300) nach einem der An-
spriiche 1 bis 7, wobei das Deckshaus (130) zumin-
dest ein wasserdichtes Schott (710) beinhaltet, wel-
ches unter beiden Seiten davon gebildet ist.

Frachtladeschiff (100, 200, 300) nach Anspruch 8,
wobei das Deckshaus (130) von der Vielzahl von
Seitenwanden (120, 220, 320) getrennt wird, wenn
ein bestimmter Grad von Auftrieb an dem wasser-
dichten Schott (710) angewendet wird.

Frachtladeschiff (100, 200, 300) nach einem der An-
spriiche 1 bis 9, wobei die Frachtladeeinheit (140,
240, 340) von einem Frachtraum durch einen Luken-
deckel (160) getrennt wird, welcher die obere Seite
des Rumpfs (110) 6ffnet oder schlief3t.

Verfahren zum Laden eine Schiffsfracht nach einem
der Anspriiche 1 bis 10, umfassend:

Bewegen des Deckshaus (130) von einer ersten
Position zu einer zweiten Position entlang einer
Langsrichtung eines Rumpfs (110), wobei das
Deckshaus (130) sich auf einer oberen Seite ei-
ner Vielzahl von Seitenwanden (120, 220, 320)
befindet;

Laden einer Fracht in einen Frachtladeraum,
welcher zumindest mit einer unteren Seite des
Deckshauses (130) und gegeniberliegenden
Flachen von der Vielzahl von Seitenwanden
(120, 220, 320) umschlossen ist, wobei das
Deckshaus (130) sich an der zweiten Position
befindet; und

Zurlckfihren des Deckshauses (130) von der
zweiten Position zu der ersten Position.

Verfahren nach Anspruch 11, wobei Bewegen des
Deckshauses (130) von der ersten Position zu einer
zweiten Position Bewegen von bewegbaren Seiten-
wanden (200) in der Vielzahl von Seitenwénden
(120, 220), welche das Deckshaus (130) vereinen,
beinhaltet.

Verfahren nach Anspruch 12, wobei Laden der
Fracht in den Frachtladeraum beinhaltet

Offnen der oberen Seite des Rumpfs (110) durch
einen Lukendeckel (160), um die Fracht in einen
Frachtraum zu laden; und

SchlieBen des Lukendeckels (160), um die Fracht
auf der oberen Seite des Rumpfs (110) zu laden.

Revendications

1.

Navire de chargement de fret (100, 200, 300)
comprenant :

une pluralité de parois latérales (120, 320) fai-
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sant saillie vers un c6té supérieur d’'une coque
(110);

unrouf (130) étant situé sur la pluralité de parois
latérales (120, 320) ; et

une unité de chargement de fret (140, 240, 340)
étant au moins entourée d’un cété inférieur du
rouf (130) et des surfaces opposées de la plu-
ralit¢ de parois latérales (120, 320) et étant
ouverte le long d’une direction longitudinale de
la coque (110),

dans lequel la pluralité de parois latérales (120,
320) comporte des parois latérales mobiles
(220) configurées pour pouvoir se déplacer vers
la direction longitudinale de la coque (110) avec
le rouf (130) ;

caractérisé en ce que des unités de support
mobiles (230) sont configurées pour se placer
sous la coque (110) ou faire saillie a partir de la
coque (110) pour supporter un mouvement des
parois latérales mobiles (220) ;

dans lequel le rouf (130) et les unités de support
mobiles (230) supportent le mouvement par une
roue d’entrainement, un rail coulissant ou un en-
grenage a pignon et crémaillére ; et

dans lequel les parois latérales mobiles (220)
supportent un mouvement par la roue d’entrai-
nement, le rail coulissant ou I'engrenage a pi-
gnon et crémaillere, la roue d’entrainement
étant agencée sous les parois latérales mobiles
(220) de sorte que les parois latérales mobiles
(220) puissent se déplacer vers la direction lon-
gitudinale de la coque (110) le long du rail cou-
lissant agencé sur les unités de support mobiles
(230).

Navire de chargement de fret (100, 200, 300) de la
revendication 1, dans lequel les unités de support
mobiles (230) sont agencées sur des cotés supé-
rieurs de la coque (110) le long d’une direction de
déplacement de la coque (110) et limitent les distan-
ces de déplacement des parois latérales mobiles
(220).

Navire de chargement de fret (100, 200, 300) de la
revendication 2, dans lequel les unités de support
mobiles (230) comportent des butées pour arréter
un mouvement des parois latérales mobiles (220)
sur les deux c6tés de celles-ci.

Navire de chargement de fret (100, 200, 300) de la
revendication 1, danslequel le rouf(130) etles parois
latérales mobiles (220) sont formés d’un seul tenant
pour se plier vers les unités de supportmobiles (230).

Navire de chargementdefret (100, 200, 300) de l'une
des revendications 1 a 4, dans lequel au moins une
partie des parois latérales mobiles (120, 220, 320)
comporte un logement.
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6.

10.

1.

12.

13.

Navire de chargementdefret (100, 200, 300) de 'une
des revendications 1 a 5, comprenant en outre :

un capteur de détection d’action configuré pour as-
surer une déviation des parois latérales mobiles
(120, 220, 320) lorsque les parois latérales mobiles
(120, 220, 320) se déplacent.

Navire de chargementdefret (100, 200, 300) de I'une
des revendications 1 a 6, dans lequel la pluralité de
parois latérales (320) comporte les unités de support
mobiles (230) configurées pour supporter un mou-
vement du rouf (130) le long de la direction longitu-
dinale de la coque (110), les unités de support mo-
biles (230) étant formées sur un cété inférieur du
rouf (130).

Navire de chargementdefret (100, 200, 300) de I'une
des revendications 1 a 7, dans lequel le rouf (130)
comporte au moins une cloison étanche al'eau (710)
étant formée sous les deux c6tés de celui-ci.

Navire de chargement de fret (100, 200, 300) de la
revendication 8, dans lequel le rouf (130) est séparé
de la pluralité de parois latérales (120, 220, 320)
lorsqu’un certain niveau de flottabilité est appliqué a
la cloison étanche a I'eau (710).

Navire de chargementdefret (100, 200, 300) de I'une
des revendications 1 a9, dans lequel I'unité de char-
gement de fret (140, 240, 340) est séparée d’'une
soute a fret par un panneau d’écoutille (160) ouvrant
ou fermant le cété supérieur de la coque (110).

Procédé de chargement de fret de navire selon I'une
des revendications 1 a 10 comprenant le fait :

de déplacer le rouf (130) d’'un premier emplace-
ment a un deuxieme emplacementle long d’'une
direction longitudinale d’'une coque (110), le rouf
(130) étant situé sur un cété supérieur d’'une plu-
ralité de parois latérales (120, 220, 320);

de charger un fret dans un espace de charge-
ment de fret étant au moins entouré d’'un cété
inférieur du rouf (130) et des surfaces opposées
delapluralité de parois latérales (120, 220, 320),
le rouf (130) étant situé sur le deuxiéme
emplacement ; et

de ramener le rouf (130) du deuxiéme emplace-
ment au premier emplacement.

Procédé de la revendication 11, dans lequel le dé-
placement du rouf (130) du premier emplacement a
un deuxiéme emplacement comporte le déplace-
ment des parois latérales mobiles (200) dans la plu-
ralité de parois latérales (120, 220) combinant le rouf
(130).

Procédé de la revendication 12, dans lequel le char-
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gement du fret dans I'espace de chargement de fret
comporte le fait

d’ouvrir le coté supérieur de la coque (110) a travers
un panneau d’écoutille (160) pour charger le fret
dans une soute a fret ; et

de fermer le panneau d’écoutille (160) pour charger
le fret sur le c6té supérieur de la coque (110).
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