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Description

Technical Field

[0001] The present invention relates to heating appa-
ratus, and more particularly to low surface temperature
(LST) heating apparatus having convection-improving

apparatus.

Background of the Invention

[0002] Many types of heating apparatus are arranged
to heat rooms at least partly by radiation. For example,
radiators in domestic wet central heating systems typi-
cally comprise a fluid-filled panel which, when the fluid
is heated, both radiates heat into the room and locally
warms some of the air in the vicinity of the radiator. Such
an arrangement has been found to create relatively large
temperature gradients in the room, with the warmest air
collecting at the top of the room, and a layer of cooler air
near the floor. For example, if a thermostat is set at a
setpoint temperature of 20 degrees Celsius (C), the room
may, in practice have air at 26 degrees C near the ceiling
and air at around 17 degrees C near the floor. Other
heating apparatus such as under-floor heating, or skirting
board heaters may also create large temperate gradi-
ents.

[0003] Some attempts have been made to improve the
uniformity of the temperature distribution from radiators,
by increasing the amount of convection generated. This
has typically been achieved in more modern radiator de-
signs by manufacturing the radiator with fins welded to
the back and/or in the middle of the radiator. Whilst this
may improve the effectiveness of the radiator to some
extent, undesirable temperature gradients may still exist.
[0004] US1716459, CH500460, NL7407089 each dis-
close aradiator comprising flues for facilitating circulation
of air. EP2163841 (upon which the preamble of claim 1
is based) discloses a flat heating plate with vertical heat-
ing channels arranged in rows behind the plate, located
between the plate and a wall.

[0005] Another problem with some known heating ap-
paratus is that they tend to have a relatively high surface
temperature. Inthe UK, Health and Safety guidelines and
National Health Service (NHS) guidelines specify that
the surface temperature of heating apparatus (i.e. the
temperature of an exposed surface of the heating appa-
ratus that a person could contact) should not exceed 43
degrees C because prolonged contact with surfaces
above 43 degrees has been found to cause partial thick-
ness burns or full thickness burns, particularly in vulner-
able people such as the elderly or small children. Many
known heating apparatus are only able to provide a sat-
isfactory heating effect, if they simultaneously have a
high surface temperature that is above 43 degrees. They
therefore present a potential safety concern.
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Summary of the Invention

[0006] The presentinvention seeks to address at least
some of the above-mentioned disadvantages. More spe-
cifically, but not exclusively, it is desirable to provide an
effective heating apparatus that maintains arelatively low
surface temperature.

[0007] Accordingtoafirstaspectoftheinvention, there
is provided a low surface temperature (LST) heating ap-
paratus for installing in a room, the heating apparatus
comprising:(i) a heat source having a front, a back, sides,
and a top; (ii) a convection-improving apparatus, the con-
vection-improving apparatus comprising a multiplicity of
upwardly extending conduits, each having an inlet locat-
ed at its lower end and an outlet at its upper end, the
conduits being in front of, and spaced apart from, the
heat source but arranged such that the conduits are heat-
ed by the heat source; and (iii) a cover, the cover being
arranged to substantially enclose the convection-improv-
ing apparatus and the front, top and sides of the heat
source, wherein the conduits are arranged such that,
when they are heated by the heat source, cold air from
the room is drawn in through the inlets, heated by the
respective conduits, and the heated air is released from
the outlets, thereby creating a natural convection current.
[0008] The invention makes use of the so-called ’chim-
ney effect’ (also known as the ’stack effect’). More spe-
cifically, by providing a heated, upwardly extending, con-
duit, air in the conduit is heated, and thus rises, thereby
drawing in cooler air at the base and setting up a natural
convection current, preferably around the perimeter of
the room. The present invention recognises that by hav-
ing a convection-improving apparatus comprising a mul-
tiplicity of conduits between the front of the heat source
and the cover, not only is the effectiveness of the heating
apparatus increased (by way of improving convection),
the cover also has a relatively low surface temperature.
For example, the surface temperature of the cover may
be significantly less than the surface temperature of the
heat source.

[0009] The cover and the convection-improving appa-
ratus may be retro-fitted with the heat source. The heat
source may have been pre-installed in the room. It will
be appreciated that although the convection-improving
apparatus may be retro-fitted, it need not necessarily be
fitted, or otherwise connected to the heating apparatus.
In some embodiments the convection-improving device
may be connected (more preferably detachably connect-
ed) to the heat source, whereas in other embodiments
the convection-improving apparatus may merely be ar-
ranged such that the conduit is heated by the heat source
(for example it may be free-standing in front of the heat
source).

[0010] The heat source may be adjacent a wall of the
room and arranged to convey heat outwards into the
room. The multiplicity of conduits are preferably posi-
tioned in front of the heating apparatus such that the con-
duits are heated as the heat is conveyed outwards into
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the room. Such an arrangement enables straightforward
retrofitting because it tends not to need any structural
modification of the heat source; instead the conduits can
be simply located in front of the heat source.

[0011] The cover may be arranged to at least partially
shield the conduits from sight. The cover is preferably
arranged to substantially shield the conduits from sight.
Alternatively or additionally, the cover may be arranged
to at least partially shield the heat source from sight. The
cover is preferably arranged to substantially shield the
heat source from sight.

[0012] The cover may comprise attachment means for
attaching the cover to the heat source. The cover may
comprise attachment means for attaching the cover to a
wall structure, for example a wall structure adjacent the
heat source.

[0013] The conduits are preferably spaced apart from
the inner surface of the cover. The conduits preferably
do not contact the cover. It will be appreciated that the
conduits may, nevertheless, be coupled to the cover (for
example the conduits may be coupled to the rear face of
the cover by a support bracket.

[0014] The cover itself may be arranged to allow, and
more preferably to facilitate, convection. The cover is
preferably arranged to allow airflow from outside the cov-
er to behind the cover through an inlet, and is preferably
arranged to allow airflow from behind the cover to outside
the cover through an outlet, the outlet being higher than
the inlet. The inlet is preferably substantially at floor level.
[0015] The cover may be a unitary structure. The cover
may comprise a plurality of modular cover elements, the
modular cover elements being detachably connected to
formthe cover. Amodular arrangement may be beneficial
since it may enable the size of the cover to be tailored to
different heating apparatus, depending on how many
modules are detachably connected.

[0016] The heat source is suitable for heating a room.
The heat source may, in some embodiments, be a radi-
ator. The radiator is preferably a fluid-filled radiator form-
ing part of a wet central heating system. In preferred em-
bodiments, the heat source comprises a heated thermal
mass for heating air within the heat source, the heated
air being released through the top of the heat source.
The heated thermal mass may comprise an electric heat-
er element embedded in a solid core. The solid core may
be a baked kiln clay core. The presentinvention has been
found to be especially beneficial with such a heat source
because whilst said heat sources tend to be very efficient
it tends to have a relatively high surface temperature and
cannot therefore be used (in isolation) in scenarios re-
quiring an LST heater. The heat source may be arranged
release heated air through the top of the heat source. In
addition, the heat source may also be arranged such that
the front, and preferably the sides and/or top, of the heat
source are heated (by the thermal mass). The front, sides
and/or top of the heat source may therefore warm the
surrounding environment by heat transfer (e.g. compris-
ing radiation) to the surrounding air.
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[0017] The conduits are arranged such that, when
heated, cold air from the room is drawn in through the
inlet, heated by the conduit, and the heated air is released
from the outlet, thereby creating a natural convection cur-
rent. The conduits may, in principle, be any shape that
achieves this function. For example the conduits may be
acircular, or non-circular, cylinder. The conduits are ther-
mally conductive. For example the conduit may be made
from a thermally conductive material such as a metallic
material.

[0018] The convection-improving apparatus improves
natural convection. The heating apparatus preferably
does not comprise means for providing forced convec-
tion. For example, the heating apparatus preferably does
not comprise a fan, pump or other means for actively
creating an air flow.

[0019] The multiplicity of conduits may be positioned
laterally adjacent each other. The conduits may be sub-
stantially parallel to one another.

[0020] The conduits are sufficiently upwardly extend-
ing to enable convection. The conduits may be inclined
at over 45 degrees to the horizontal. The conduits may
be inclined at 60 degrees or over to the horizontal. The
conduits may be substantially vertical. In some embodi-
ments of the invention, the inclination of the conduit is
fixed. In other embodiments of the invention, the inclina-
tion of the conduit may be adjustable.

[0021] The heat source may be such that the heated
air, released through the top of the heat source, is re-
leased at a first temperature. The convection-improving
apparatus may be arranged such that the heated air from
the outlets, is released at a second temperature. The
second temperature is preferably lower than the first tem-
perature. The conduits are preferably arranged such that
the heated air from the outlets blends with the heated air
released through the top of the heat source. Such an
arrangement has been found to be especially effective
in ensuring the cover has a low surface temperature, be-
cause it can act to cool the temperature of the air coming
directly from the heat source (whilst still ensuring a con-
vective currentis created). The upper end of each conduit
preferably comprises an angled portion for directing heat-
ed air from the outlets, into the path of the heated air
released through the top of the heat source.

[0022] The convection-improving apparatus has pref-
erably been designed to ensure the region of the cover
heated by the blended air, has a surface temperature
that is below a predetermined threshold temperature. In
principle there may be a variety of factors that can be
adjusted to achieve this. Most preferably, at least one of
the size, number and/or spacing of the multiplicity of con-
duits is selected such the surface temperature is below
the predetermined threshold temperature.

[0023] By providing the conduits between the front of
the heat source and cover, the present invention both
improves the convective heating effect, and also ensures
there is an at least partial barrier (i.e. the conduits) be-
tween the front of the heat source and rear of the cover.
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This may be used to ensure the surface temperature of
the cover is kept relatively low. At least one of the size,
number and/or spacing of the multiplicity of conduits may
be selected to restrict thermal heat transfer from the front
of the heat source to the front of the cover, such that the
surface temperature of the front of the cover is below a
predetermined threshold temperature.

[0024] The predetermined threshold temperature is
preferably 43 degrees Celsius.

[0025] According to another aspect of the invention,
there is provided a method of designing the low surface
temperature (LST) heating apparatus as described here-
in. The method may comprise the steps of: tailoring at
least one of the size, number and/or spacing of the mul-
tiplicity of conduits to ensure the cover has a surface
temperature that is below a predetermined threshold
temperature.

[0026] Accordingtoyetanotheraspectoftheinvention,
there is provided a convection-improving apparatus for
use as the convection-improving apparatus described
herein, the convection-improving apparatus comprising
a multiplicity of conduits, each having an inlet located at
its lower end and an outlet at its upper end, the conduits
being positionable in front of the heat source such that
the conduits are heated by the heat source, and wherein
the conduits are arranged such that, when heated, cold
air is drawn in through the inlet, heated by the conduit,
and heated air is released from the outlet, thereby cre-
ating a convection current.

[0027] The convection-improving apparatus may be in
combination with a cover, which, when the convection-
improving apparatus is retro-fitted with a heat source, is
arranged to substantially enclose the convection-improv-
ing apparatus and the front, top and sides of the heat
source.

[0028] It will be appreciated that any reference to op-
erating temperatures, or other operating characteristics,
are for when the relevant device is operating a maximum
output in an environment in which the air is at standard
temperature and pressure.

[0029] Any features described with reference to one
aspectof the invention are equally applicable to any other
aspect of the invention, and vice versa.

Description of the Drawings

[0030] Various embodiments of the invention will now
be described, by way of example only, with reference to
the accompanying schematic drawings of which:

Figure 1is a perspective view of a heating apparatus,
according to a first embodiment of the invention;
Figure 2 is a view of the rear side of part of the cover
in Figure 1;

Figures 3a and 3b are views of the side of part of the
cover in Figure 1;

Figure 4 is a view of the rear side of part of a cover
and convection-improving apparatus in a second
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embodiment of the invention;

Figure 5 is a perspective view of a cover in a third
embodiment of the invention;

Figure 6 is a view of the rear side of the cover in
Figure 5;

Figure 7 is a view of the side of the cover in Figure 5;
Figure 8 is a side view of a heating apparatus ac-
cording to a fourth embodiment of the invention;
Figure 9 is a view of the rear of a cover and convec-
tion-improving apparatus in yet another embodi-
ment;

Figure 10 is part of the cover in the embodiment in
Figure 9; and

Figures 11, 12 and 13 are side, rear and front views
respectively, of a heating apparatus according to yet
another embodiment of the invention.

Detailed Description

[0031] Figure 1 is a perspective view of a first embod-
iment of the invention. A conventional radiator 1 is pre-
installed in aroom and is connected to a wet central heat-
ing system (not shown). As is well known, the radiator
comprises a fluid-filled panel 3, on the rear of which are
welded a series of corrugated fins (not shown). The ra-
diator 1 in isolation was found to create relatively large
temperature gradients in the room, with air towards the
top of the room being warmed to above a setpoint tem-
perature, and air towards the bottom of the room remain-
ing relatively cold (below the setpoint temperature). This
is thought to be due to the component of the heating from
radiation being relatively large, and there being relatively
little convection (especially around the perimeter of the
room). During use, the surface temperature of the radi-
ator is also relatively high. Indeed, at maximum output,
it is well above the 43 degrees C limit recommended by
the UK Department of Health and in isolation it cannot
be classified as a low-surface temperature (LST) heater.
[0032] Inan attemptto address these problems, a cov-
er and a convection-improving apparatus was retro-fitted
to the radiator.

[0033] The cover 5 comprises a series of modular sec-
tions 7 (only three modular sections of which are shown
in Figure 1). Each modular section comprises a front pan-
el 7a and a top panel 7b. Along their vertical edges the
modular sections have fasteners (not shown), enabling
the modular sections 7 to be joined together, thereby
forming an elongate cover 5 which is arranged to enclose
and shield the radiator 1 from view (some of the radiator
is visible in Figure 1 only because not all the cover sec-
tions 7 are shown).

[0034] The cover 5 has decoration (not shown) on the
front panel which has been tailored according to the us-
ers’ tastes. Thus, the cover 5 mitigates any aesthetic
problems that might have been thought to exist with the
radiator.

[0035] Radiator covers per se are known and are typ-
ically made with little consideration of their effect on heat-
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ing efficiency (for example they may be made from a
thermal insulator such as MDF, and/or have few ventila-
tion holes). Thus, installation of a cover per se could have
exacerbated the above-mentioned problems of the heat
distribution in the room. However, in the first embodi-
ment, a convection-improving apparatus is provided as
will now be described with reference to Figures 2 to 3b.
[0036] Figure 2 is a view of the rear of two modular
sections 7 of the cover 5. Attached to the rear surface of
each section are three upwardly extending pipes 9. The
pipes are in the form of thin-walled aluminium tubes hav-
ing a circular cross-section. At the upper end of each pipe
9is an outlet 11 and at the base of each pipe 9 is aninlet
13, such that air may freely pass through the pipe 9.
[0037] The pipes 9 are parallel to one another, and are
positioned laterally adjacent to each other to form a strip
of pipes 9 along the width of the cover 5. Figures 3a and
3b are side views of one of the pipes 9. Each pipe is
pivotably held, at its lower end, by a mounting on the rear
face of the modular section 7 of the cover 5. A perforated
bracket 15 is attached to the rear face of the modular
section 7. The bracket protrudes perpendicularly from
that rear face such that it extends to one side of the mid-
section of the pipe 9. Holding pins (not shown) are in-
serted through the perforations in the bracket 15 and en-
gage corresponding recesses (not shown) in the sides
of the pipe 9. Accordingly, the inclination of each pipe 9
can be altered from a vertical position (Figure 3a) to an
inclined position (Figure 3b).

[0038] In all positions, the pipes remain sufficiently up-
right to facilitate creation of a convection current, as will
now be described: When the radiator is hot, it radiates
heat outwardly, primarily from its front face, and onto the
pipes 9 between the radiator and the rear face of the
cover 5. Since the pipes 9 are thermally conductive, they
heat up and in turn, heat the air inside the pipe. As the
airin the pipe is warmed it becomes less dense and rises
up the pipe. Air starting at the base of each pipe is con-
tinuously warmed as it rises up the pipes, and is eventu-
ally released at the outlet 11. This upwards movement
of air in turn draws in new cooler air at the inlet (this is
often referred to as the chimney effect (or stack effect)).
Movement of the air into the inlet is facilitated by the rec-
tangular cut-ways 17 at the base of each modular section
7 of the cover 5, and movement of warm air into the room
is facilitated by the grill 19 on the upper surface of the
cover 5. This movement is shown by the large arrows in
Figure 1

[0039] By providing the pipes 9, spaced apart from the
radiator but such that they can be heated by the radiator
1, and allowing air flow into and out of the pipes 9, a
natural convection currentis established. The convection
current has been found to improve the uniformity of the
temperature distribution in the room. Thus, the first em-
bodiment of the invention improves temperature distri-
bution in the room. Furthermore, the multiplicity of pipes
9 have been found to act as a barrier to restrict heat
transfer from the front of the radiator to the rear surface
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of the front cover 5. In fact, in the first embodiment of the
invention, the size, number and spacing of the conduits
has been selected to ensure that (at maximum output of
the radiator) the temperature of the front cover does not
exceed 43 degrees C. The heating apparatus (i.e. radi-
ator, pipes and cover in combination) is thus an LST heat-
er. This makes the heating apparatus especially attrac-
tive for use in buildings such as schools, care homes,
hospitals.

[0040] Figure 4 is a view of two modular sections of a
coverin a second embodiment of the invention. Features
in the second embodiment of the invention that corre-
spond to similar features in the first embodiment of the
invention, are shown with the same reference numerals
as in the first embodiment, but with the addition of the
prefix 1’ (or’10’ where appropriate). The second embod-
imentis identical to the firstembodiment except that each
modular section 107 has only one pipe 109 attached
thereto, and in that each pipe is made from copper. This
arrangement is for use with a radiator having a lower
thermal output than the first embodiment, so the number
of pipes may be reduced to achieve the same surface
temperature. In other embodiments, the pipes may be
made from other thermally conductive materials such as
brass or another metallic alloy, a thermally conductive
composite or a thermally conductive plastic.

[0041] Figure 5 is a front perspective view of a third
embodiment of the invention. Features in the third em-
bodiment of the invention that correspond to similar fea-
tures in the first embodiment of the invention, are shown
with the same reference numerals as in the first embod-
iment, but with the addition of the prefix 2’ (or '20’ where
appropriate). In the third embodiment of the invention,
the cover 205 is a prefabricated structure that has been
sized to enclose the radiator 203 it covers (the radiator
203 not being visible in Figure 5). The cover includes a
decorative pattern (illustrated with asterisks in Figure 5).
In common with the first embodiment, the cover 205 in-
cludes four rectangularinlets 217 atits base and a series
of circular openings 219 at its top to enable circulation of
air through the convection-improving apparatus. In the
third embodiment, the cover 205 also includes a series
of perforations 221 on the side to allow air circulation in
the vicinity of the thermostatic radiator valve (TRV) (not
shown).

[0042] Figure 6 is a view of the rear of the cover 205
and shows four upwardly extending pipes 209 mounted
on the rear of the cover 205. The radiator is in a larger
room than that of the first embodiment, thus the pipes
209 are each of larger diameter, and are each longer,
than the pipes of the first embodiment, to allow a greater
mass flow of air through the pipes. As shown in Figure
7, each pipe is held on the rear of the cover 5 by a similar
mounting arrangement to the first embodiment. The
pipes are all in front of, but spaced apart from, the radi-
ator.

[0043] Figure 8 is a side view of yet another embodi-
ment of the invention. This is identical to the above-de-
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scribed embodiments except that each pipe 309 includes
a curved upper end 323 that is arranged to extend above
the top of the radiator 301. The pipe 309 is shaped and
positioned such that it always maintains a constant dis-
tance from the radiator 301 along almost its entire length.
Having the upper-curved section ensures that the pipe
is heated along as large a length as possible.

[0044] The curved upper section is also useful in en-
suring the temperature on the top of the cover does not
exceed the 43 degree threshold, as will now be explained
in detail: The front of the radiator 301 primarily radiates
heat to the surrounding environment (including the pipes
309). Theradiator also draws air through it, which is heat-
ed and released through the top of the radiator. This heat-
ed air tends to be above 43 degrees. The pipes are de-
signed such that the air released at the outlet is around
30 degrees. The curve, and the design of the pipes (e.g.
their size, spacing, mass flow-rate etc.) has been chosen
such that when the air from the pipe outlets mixes with
the heated air from the radiator, the mixed air is at a
temperature such that the temperature at the top of the
cover, does not exceed this 43 degree threshold.
[0045] Figures9and 10 show features in a convection-
improving device and cover according to a further em-
bodiment of the invention. In Figure 9, the convection-
improving apparatus comprises two rows of pipes 409,
arranged in two adjacent layers. Furthermore, the pipes
are somewhat shorter than those in the preceding em-
bodiments and do not extend as close to the floor. Figure
10 shows a lid 407b for forming the top of a cover. The
lid 407b includes perforations 419 arranged across the
upper surface to allow warm air out of the cover. The lid
407b is attachable to side faces of a cover (not shown).
[0046] Figures 11, 12 and 13 are side, rear and front
views respectively, of a heating apparatus according to
yet another embodiment of the invention. In this embod-
iment, the heat source 501 is a clay core heater rated to
1500Watts. The heater comprises a baked kiln clay core
525 in which an electric heater element (not shown) is
inserted. This type of heat source is known, and is, for
example manufactured by the applicant (see for example
http://www.sunflowltd.co.uk/). The kiln clay core 525 is
heated to around 130 degrees C, which in turn heats the
air within the heat source 501. The heated air rises up-
wardly through the heat source. During this process it
transfers some heat into the front face, and other parts
of the heat source, such that it is released through an
opening (not shown) in the top of the heat source at
around 90 degrees.

[0047] Thecover505hasasolidfrontface 505’ (Figure
13) and perforated sides and top faces 505" and 505"
(Figures 11 and 12) to allow airflow from the room into
the pipes 509 and heat source 501. As best seenin Figure
11, the cover 505 encloses the heat source.

[0048] The pipes 509 are held by brackets which locate
them 15mm behind the rear of the cover 505 (but in front
of the front of the heat source 501). The pipes are alu-
minium and have a 12.7mm outer diameter. The pipes
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509 are 1500mm long and comprise a 90mm long angled
portion 523 (angled at 24 degrees) for directing heated
air from the outlets of the pipes, into the heated air that
is released through the opening in the top of the heat
source. The blending of the air from the pipes and from
the heat source is such that the temperature of the top
surface of the cover is below 43 degrees.

[0049] The pipes 509 are also laterally spaced apart
(see Figure 12) such that they present a partial barrier
to heat transfer, from the front of the heat source 501,
into therear of the frontface of the cover 505. The spacing
is such that the temperature of the front face of the cover
505 does not exceed 43 degrees.

Claims

1. Alow surface temperature (LST) heating apparatus
for installing in a room, the heating apparatus com-
prising:

(i) a heat source (1) having a front, a back, sides,
and a top;

(ii) a convection-improving apparatus, the con-
vection-improving apparatus comprising a mul-
tiplicity of upwardly extending conduits (9), each
having an inlet (13) located at its lower end and
an outlet (11) at its upper end, the conduits (9)
being arranged such that the conduits (9) are
heated by the heat source; and

wherein the conduits (9) are arranged such that,
when they are heated by the heat source (1),
cold air from the room is drawn in through the
inlets (13), heated by the respective conduits
(9), and the heated air is released from the out-
lets (11), thereby creating a natural convection
current,

characterised in that the conduits (9) are in
front of, and spaced apart from the heat source
(1), and the heating apparatus comprises:

(iii) a cover (5), the cover (5) being arranged
to substantially enclose the convection-im-
proving apparatus and the front, top and
sides of the heat source (1).

2. An apparatus according to claim 1, wherein the heat
source (1) comprises a heated thermal mass for
heating air within the heat source (1), the heated air
being released through the top of the heat source (1).

3. Anapparatus according to claim 2, wherein the heat-
ed thermal mass comprises an electric heater ele-
ment embedded in a solid core.

4. An apparatus according to claim 3, wherein the solid
core is a baked kiln clay core (525).
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An apparatus according to any preceding claim,
wherein the heat source (1) is such that the heated
air, released through the top of the heat source (1),
isreleased at afirsttemperature, and the convection-
improving apparatus is arranged such that the heat-
ed air from the outlets (11), is at a second tempera-
ture, the second temperature being lower than the
first temperature.

An apparatus according to claim 5, wherein the con-
duits (9) are arranged such that the heated air from
the outlets (11) blends with the heated air released
through the top of the heat source (1).

An apparatus according to claim 6, wherein the up-
per end of each conduit (9) comprises an angled
portion for directing heated air from the outlets (11),
into the path of the heated air released through the
top of the heat source (1).

An apparatus according to claim 6 or claim 7, wherein
the convection-improving apparatus has been de-
signed to ensure the region of the cover (5) heated
by the blended air, has a surface temperature that
is below a predetermined threshold temperature.

An apparatus according to claim 8, wherein the size,
number and/or spacing of the conduits (9) is selected
such the surface temperature is below the predeter-
mined threshold temperature.

An apparatus according to any preceding claim,
wherein the size, number and/or spacing of the mul-
tiplicity of conduits (9) is selected to restrict heat
transfer from the front of the heat source (1) to the
front of the cover (5) such that the surface temper-
ature of the front of the cover (5) is below a prede-
termined threshold temperature.

An apparatus according to any of claims 8 to 10,
wherein the predetermined threshold temperature is
43 degrees Celsius.

An apparatus according to any preceding claim,
wherein the cover (5) and the convection-improving
apparatus has been retro-fitted with the heat source

(1)

An apparatus according to any preceding claim,
wherein the multiplicity of conduits (9) are positioned
laterally adjacent, and substantially parallel, to each
other.

An apparatus according to any preceding claim,
wherein the inclination of the conduits (9) to the ver-

tical is adjustable.
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(LST) heating apparatus according to any preceding
claim, the method being characterized in compris-
ing the steps of:

tailoring at least one of the size, number and/or
spacing of the multiplicity of conduits (9) to en-
sure the cover (5) has a surface temperature
that is below a predetermined threshold temper-
ature.

Patentanspriiche

Heizvorrichtung mit niedriger Oberflachentempera-
tur (LST) zur Installation in einem Raum, wobei die
Heizvorrichtung umfasst:

(i) eine Warmequelle (1), die eine Vorderseite,
eine Rickseite, Seitenflachen und eine Ober-
seite aufweist;

(i) eine Konvektionsverbesserungsvorrichtung,
wobei die Konvektionsverbesserungsvorrich-
tung eine Mehrzahl von sich nach oben erstre-
ckenden Kanalen (9) umfasst, wovon jeder ei-
nen Einlass (13), der sichanihremunteren Ende
befindet, und einen Auslass (11) an ihrem obe-
ren Ende aufweist, wobei die Kanéle (9) in der
Weise angeordnet sind, dass die Kanale (9)
durch die Warmequelle erwarmt werden; und
wobei die Kanéle (9) in einer Weise angeordnet
sind, dass dann, wenn sie durch die Wa&rme-
quelle (1) erwarmt werden, kalte Luft aus dem
Raum durch die Einlasse (13) angesaugt wird
und durch die jeweiligen Kanale (9) erwarmtwird
und die erwarmte Luft von den Auslassen (11)
freigesetzt wird, wodurch ein Strom einer natir-
lichen Konvektion erzeugt wird,

dadurch gekennzeichnet, dass

die Kanale (9) vor der Warmequelle (1) und in
einem Abstand hiervon angeordnet sind und die
Heizvorrichtung umfasst:

(iii) eine Abdeckung (5), wobei die Abde-
ckung (5) dafiir ausgelegt ist, die Konvekti-
onsverbesserungsvorrichtung und die Vor-
derseite, die Oberseite und die Seitenfla-
chen der Warmequelle (1) im Wesentlichen
zu umschlief3en.

Vorrichtung nach Anspruch 1, wobei die Warme-
quelle (1) eine erwarmte Warmespeichermasse zum
Erwarmen von Luft in der Warmequelle (1) umfasst,
wobei die erwdrmte Luft durch die Oberseite der
Warmequelle (1) freigesetzt wird.

Vorrichtung nach Anspruch 2, wobei die erwarmte
Warmespeichermasse ein elektrisches Heizele-
ment, das in einen Festkdrperkern eingebettet ist,
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umfasst.

Vorrichtung nach Anspruch 3, wobei der Festkérper-
kern ein Kern (525) aus gebranntem Ofenton ist.

Vorrichtung nach einem vorhergehenden Anspruch,
wobei die Warmequelle (1) so beschaffen ist, dass
die durch die Oberseite der Warmequelle (1) freige-
setzte erwarmte Luft mit einer ersten Temperatur
freigesetzt wird, und die Konvektionsverbesse-
rungsvorrichtung so beschaffen ist, dass die er-
warmte Luft von den Auslassen (11) eine zweite
Temperatur hat, wobei die zweite Temperatur nied-
riger als die erste Temperatur ist.

Vorrichtung nach Anspruch 5, wobei die Kanale (9)
in einer Weise angeordnet sind, dass die erwdrmte
Luft von den Auslassen (11) sich mit der erwarmten
Luft, die durch die Oberseite der Warmequelle (1)
freigesetzt wird, vermischt.

Vorrichtung nach Anspruch 6, wobei das obere Ende
jedes Kanals (9) einen angewinkelten Abschnitt auf-
weist, um erwarmte Luft von den Auslassen (11) in
denWeg der erwarmten Luft, die durch die Oberseite
der Warmequelle (1) freigesetzt wird, zu lenken.

Vorrichtung nach Anspruch 6 oder Anspruch 7, wo-
bei die Konvektionsverbesserungsvorrichtung aus-
gelegtist um sicherzustellen, dass der durch die ge-
mischte Luft erwarmte Bereich der Abdeckung (5)
eine Oberflachentemperatur besitzt, die unter einer
vorgegebenen Schwellentemperatur liegt.

Vorrichtung nach Anspruch 8, wobei die Grofie
und/oder die Anzahl und/oder der Abstand der Ka-
nale (9) in einer Weise gewahlt sind, dass die Ober-
flachentemperatur unter der vorgegebenen Schwel-
lentemperatur liegt.

Vorrichtung nach einem vorhergehenden Anspruch,
wobei die GroRe und/oder die Anzahl und/oder der
Abstand der mehreren Kanale (9) gewahlt sind, um
eine Warmedubertragung von der Vorderseite der
Warmequelle (1) zu der Vorderseite der Abdeckung
(5) einzuschranken, derart, dass die Oberflachen-
temperatur der Vorderseite der Abdeckung (5) unter
einer vorgegebenen Schwellentemperatur liegt.

Vorrichtung nach einem der Anspriiche 8 bis 10, wo-
bei die vorgegebene Schwellentemperatur 43 Grad
Celsius ist.

Vorrichtung nach einem vorhergehenden Anspruch,
wobei die Abdeckung (5) und die Konvektionsver-
besserungsvorrichtung mit der Warmequelle (1)
nachgeriistet worden sind.

10

15

20

25

30

35

40

45

50

55

EP 2908 060 B1

13.

14.

15.

14

Vorrichtung nach einem vorhergehenden Anspruch,
wobei die Mehrzahl von Kanalen (9) seitlich benach-
bart und im Wesentlichen parallel zueinander ange-
ordnet ist.

Vorrichtung nach einem vorhergehenden Anspruch,
wobei die Neigung der Kanale (9) zu der Vertikalen
einstellbar ist.

Verfahren fiir den Entwurf einer Heizvorrichtung mit
niedriger Oberflachentemperatur (LST) nach einem
vorhergehenden Anspruch, wobei das Verfahren
dadurch gekennzeichnet ist, dass es die Schritte
umfasst:

Anpassen zumindest der GrofRe und/oder der
Anzahl und/oder des Abstands der mehreren
Kanale (9), um sicherzustellen, dass die Abde-
ckung (5) eine Oberflachentemperatur aufweist,
die unter einer vorgegebenen Schwellentempe-
ratur liegt.

Revendications

1.

Appareil de chauffage a faible température de sur-
face (LST) destiné a étre installé dans une piéce,
I'appareil de chauffage comprenant :

(i) une source de chaleur (1) qui possede une
partie avant, une partie arriére, des cotés et une
partie supérieure ;

(i) un appareil d’amélioration de la convection,
I'appareil d’amélioration de la convection com-
prenant une multiplicité de conduits s’étendant
vers le haut (9), qui possédent chacun une en-
trée (13) située au niveau de son extrémité in-
férieure et une sortie (11) au niveau de son ex-
trémité supérieure, les conduits (9) étant prévus
de fagon a étre chauffés par la source de
chaleur ; et

dans lequel les conduits (9) sont prévus de sorte
que, lorsqu’ils sont chauffés par la source de
chaleur (1), I'air froid qui provient de la piece soit
aspiré par les entrées (13), chauffé par les con-
duits respectifs (9), et que I'air chauffé soit libéré
par les sorties (11), afin de créer un courant de
convection naturel,

caractérisé en ce que

les conduits (9) sont en face de, et espacés de
la source de chaleur (1), et I'appareil de chauf-
fage comprend :

(iii) un capot (5), le capot (5) étant prévu
pour enfermer sensiblement I'appareil
d’amélioration de la convection et la partie
avant, la partie supérieure et les cétés de
la source de chaleur (1).
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Appareil selon la revendication 1, dans lequel la
source de chaleur (1) comprend une masse thermi-
que chauffée destinée a chauffer I'air dans la source
de chaleur (1), I'air chauffé étant libéré par la partie
supérieure de la source de chaleur (1).

Appareil selon la revendication 2, dans lequel la
masse thermique chauffée comprend un élément de
chauffage électrique intégré a un noyau solide.

Appareil selon la revendication 3, dans lequel le
noyau solide est un noyau en argile cuit dans un four
(525).

Appareil selon 'une quelconque des revendications
précédentes, dans lequel la source de chaleur (1)
est telle que l'air chauffé, libéré par la partie supé-
rieure de la source de chaleur (1), est libéré a une
premiére température, etl'appareil d’amélioration de
la convection est prévu de sorte que I'air chauffé qui
provient des sorties (11) soit a une seconde tempé-
rature, la seconde température étant inférieure a la
premiére température.

Appareil selon la revendication 5, dans lequel les
conduits (9) sont prévus de sorte que l'air chauffé
qui provient des sorties (11) se mélange avec l'air
chauffé libéré par la partie supérieure de la source
de chaleur (1).

Appareil selon la revendication 6, dans lequel I'ex-
trémité supérieure de chaque conduit (9) comprend
une partie a angle destinée a orienter I'air chauffé
qui provient des sorties (11) vers le trajet de l'air
chauffé libéré par la partie supérieure de la source
de chaleur (1).

Appareil selon la revendication 6 ou 7, dans lequel
I'appareil d’amélioration de la convection a été congu
pour garantir que la zone du capot (5) chauffée par
I'air mélangé présente une température de surface
inférieure a une température de seuil prédéterminée.

Appareil selon la revendication 8, dans lequel la
taille, le nombre et/ou 'espacement des conduits (9)
est choisi de sorte que la température de surface
soit inférieure a la température de seuil prédétermi-
née.

Appareil selon 'une quelconque des revendications
précédentes, dans lequel la taille, le nombre et/ou
'espacement des conduits (9) est choisi afin de li-
miter le transfert de chaleur entre la partie avant de
la source de chaleur (1) et la partie avant du capot
(5) de sorte que la température de surface de la par-
tie avant du capot (5) soit inférieure a une tempéra-
ture de seuil prédéterminée.
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1.

12.

13.

14.

15.

Appareil selon 'une quelconque des revendications
8 a 10, dans lequel la température de seuil prédé-
terminée est de 43 degrés Celsius.

Appareil selon 'une quelconque des revendications
précédentes, dans lequel le capot (5) et I'appareil
d’amélioration de la convection ont été rénovés avec
la source de chaleur (1).

Appareil selon 'une quelconque des revendications
précédentes, dans lequel la multiplicité de conduits
(9) est positionnée de maniére latéralement adja-
cente et sensiblement paralléle les uns aux autres.

Appareil selon 'une quelconque des revendications
précédentes, dans lequel I'inclinaison des conduits
(9) par rapport a la verticale est réglable.

Procédé de conception de I'appareil de chauffage a
faible température de surface selon I'une quelcon-
que des revendications précédentes, le procédé
étant caractérisé en ce qu’il comprend les étapes
qui consistent a :

adapter au moins I'un de la taille, du nombre
et/ou de I'espacement de la multiplicité de con-
duits (9) afin de garantir que le capot (5) présen-
te une température de surface inférieure a une
température de seuil prédéterminée.
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