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Description

Field of the Invention

[0001] The present invention relates to a gripping tool
for the fixation of an elongated object, such as a pole or
a mast, according to the preamble of claim 1.

State of the Art

[0002] When elongate objects, such as lamp posts,
flag poles, power poles, and the like are to be raised, it
is known to first dig a hole or to otherwise establish a
foundation, and then raise the object either manually or
by means of a crane. However, this is difficult, hard and
dangerous - especially when the elongate body is above
a certain length and/or weight.
[0003] From the U.S. patent application U.S.
2008/145189 A1, it is known to handle elongate bodies
by means of a gripping claw which can be fitted on a
small excavator. But this gripping claw is only suitable
for subjects with a very constant diameter, which is very
undesirable as most elongate objects have varying di-
ameter in the longitudinal direction - typically the object
is thickest at the ground and then narrows upward either
in stages or by a more or less constant conicity. In addi-
tion, this gripping claw presents a safety risk, since the
object may be lost in case of system failures.
[0004] From the U.S. patent application U.S.
2005/161654 A1, it is known to hold the object by means
of two individual staggered band that encircles the object
during the handling process. This system can handle
both cylindrical objects and tapered objects (and objects
with otherwise varying diameter) and the system is also
reasonably safe. But it is difficult to use and in particular
releasing the object may cause dangerous situations.
[0005] The document FR 2 148 191 A1 discloses a
gripping tool for fixing an elongated object, said gripping
tool comprises a first gripping device and a second grip-
ping device which are mutually displaced in the longitu-
dinal direction, wherein both gripping devices comprises
at least one gripping arm arranged to act on said object,
whereby said gripping tool further comprises a gripping
actuator which is connected to said at least one gripping
arm of both gripping devices so that said gripping actuator
drives the gripping action of both of the first gripping de-
vice and the second gripping device.
[0006] It is therefore an object of the invention to pro-
vide a versatile gripping tool that is easy to use.

The invention

[0007] The afore-mentioned goal is achieved by the
provision of a gripping tool having all the technical fea-
tures, in combination, of claim 1.
[0008] The invention relates to a gripping tool for the
fixation of an elongated object, such as a pole or a mast.
Said gripping tool comprising a first gripping device and

a second gripping device, which are mutually displaced
in the longitudinal direction, wherein both gripping devic-
es comprise at least one gripping arm arranged to grip
the object.
[0009] The use of two gripping devices, which are mu-
tually displaced in the longitudinal direction of the elon-
gated object and which have at least partially independ-
ent gripping action allows that both cylindrical bodies and
objects of varying diameter can be firmly gripped. And
by driving the gripping actions by means of a single grip-
ping actuator, so that the gripping action of the first grip-
ping device is substantially at least partially independent
of the gripping action of the second gripping device en-
sures that the gripping force is distributed equally be-
tween the gripping devices regardless of whether the ob-
ject is cylindrical, conical or other.
It should be mentioned that by the term "at least partially
independent" is meant that the gripping action of the first
gripping device is independent of the gripping action of
the second gripping device in at least some of the gripping
motion. That is to say that at least until one of the gripping
devices engage with the object to be gripped, the gripping
devices are in principle moved fully independent of each
other. However, since they are connected via the gripping
actuator, the gripping action of the first gripping device
be dependent upon the gripping action of the second
gripping device as soon as the second gripping device
grips the object.
[0010] In addition, this design results in lower costs,
since two separate gripping devices is made possible
with a single actuator.
[0011] One aspect of the invention is that said gripping
actuator is arranged between said first gripping device
and said second gripping device, thereby achieving a
very compact gripping tool design.
[0012] One aspect of the invention is that said gripping
actuator is an electric linear actuator comprising a motor-
driven spindle.
[0013] Since the excavator arm of excavators is hy-
draulically driven and since the excavator arm often is
equipped with a hydraulic outlet for supplying a tool at-
tached to the excavator arm, it would be natural to drive
the gripping action by means of a hydraulic cylinder. How-
ever, if a hose bursts or the hydraulic pressure of one
reason or another drops, the gripping tool will release its
grip and very dangerous situations can occur. An electric
linear actuator is in contrast self-locking, so that if power
is lost, it will only move under very large force. This en-
sures that a solid grip on the object is maintained even
if a fault should occur.
[0014] One aspect of the invention is that said first grip-
ping device and said second gripping device comprising
at least two opposed gripping arms.
[0015] By providing each gripping device with two op-
posing gripping arms a larger work range is ensured work
in an easy way.
[0016] One aspect of the invention is that said two op-
posing gripping arms are symmetrically arranged relative
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to an axis of symmetry that is substantially parallel to a
longitudinal center axis of said elongate object, when this
is fixed in said gripping tool. This provides a symmetrical
gripping action, which ensures an easier gripping proc-
ess.
[0017] One aspect of the invention is that the gripping
arms are connected to said gripping actuator by means
of one or more ball joints.
[0018] Ball joint can transfer forces in several direc-
tions, which is advantageous in this context since the
gripping actuator extends substantially perpendicular to
the plane the gripping arms are moving in.
[0019] One aspect of the invention is that the gripping
tool comprises at least one adjustable backstop.
[0020] Providing the gripping tool with one or more ad-
justable backstops ensures a greater field of application
of the gripping tool - i.e. that the tool can be used for
handling the elongate objects with smaller and larger di-
ameter than without the adjustable backstops - without
increasing the motion range of the gripping arms. This
ensures that the gripping tool has a large working range
without increasing the cost significantly.
[0021] One aspect of the invention is that the gripping
tool comprises a connection unit for mounting on the ex-
cavator arm of a motorized excavator, which ensures that
the gripping tool can easily be used.
[0022] One aspect of the invention is that the said elon-
gate object has a varying diameter in the longitudinal
direction.
[0023] One aspect of the invention is that the gripping
arms are individually suspended in individual tilt joints.
[0024] By suspending each gripping arm in its own in-
dividual tilt joint, it is possible to ensure individual move-
ment of each gripping arm, so that the gripping tool can
be adapted to larger variation of objects.
[0025] One aspect of the invention is that said gripping
actuator comprises an actuator rod arranged to slide in
and out of an actuator housing and wherein said at least
one gripping arm of said first gripping device is connected
to said actuator rod and wherein said at least one gripping
arm of said second gripping device is connected to the
said actuator housing.
[0026] By connecting the gripping arms of the first grip-
ping device to one end of the gripping actuator and con-
necting the gripping arms of the second gripping device
to the other end of the gripping actuator it is ensured that
the gripping force is distributed equally between the grip-
ping devices regardless of whether the object is cylindri-
cal, conical or otherwise.

Figures

[0027] The invention is explained in more detail below
with reference to the drawings, in which

FIG. 1 shows a motorized excavator with an embod-
iment of a gripping tool according to the inven-
tion mounted on the end of the excavator arm,

as seen in perspective,

FIG. 2 shows a cross section through an embodiment
of a gripping tool according to the invention, as
seen in perspective,

FIG. 3 shows a gripping tool with a gripping device in
outer position and a gripping device in inner
position, as view from above,

FIG. 4 shows a gripping tool without back covering in
which the gripping actuator is contracted, as
seem from the back,

FIG. 5 shows a gripping tool without back covering,
in which the gripping actuator is extended, as
seem from the back,

FIG. 6 shows a cross section through the center of a
gripping tool, as seen from above,

FIG. 7 shows a cross section through the center of a
gripping tool, as seen from the side, and

FIG. 8 shows an embodiment of a gripping tool, as
seen in perspective.

Detailed description

[0028] FIG. 1 shows a motorized excavator 2 with an
embodiment of a gripping tool 1 according to the invention
mounted on the end of the excavator arm 5, as seen in
perspective.
[0029] In this embodiment of the invention, the motor-
ized excavator 2 of a compact type, also known as a mini
excavator, but in another embodiment of the invention to
the excavator could be of "standard" size, such as a
standard excavator, a digger, a backhoe or the any other
type of excavator 2, which via a motor-driven hydraulic
system can be used also for digging-like work.
[0030] An excavator 2 typically includes a supporting
frame structure 6 or a chassis fitted with an open or closed
driver’s cab 3, which includes a driving seat and for ex-
ample a steering wheel and/or various handles 4 to con-
trol the excavator’s functions when the excavator 2 is
driven from one place to another or when it is used for
digging, for raking, for demolition or other.
[0031] The supporting frame structure 6 is placed on
propelling means 15 which are in contact with the under-
lying ground. The propelling means 15 allow the exca-
vator 2 to be self-propelled and thus by its own motion
move from place to place.
[0032] At the front end of the frame structure 6 the ex-
cavator 2 is provided with an excavator arm 5. In this
embodiment the excavator arm 5 can rotate on a frame
joint 16 having a substantially horizontal axis of rotation
and in another embodiment the excavator arm 5 could
also be connected to the frame 6 via a joint with a vertical
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axis of rotation, but in this embodiment the excavator arm
5 is fixed against lateral movement relative to the frame
6. Instead, the entire frame 6 including the excavator arm
5 is rotated relative to the propelling means 15 to enable
transverse movement of the excavator arm 5.
[0033] A typical excavator arm 5 includes a main arm
7, which is rotatable in a vertical plane through a main
arm actuator 8. The main arm 7 is connected to a lower
arm 9 through a middle joint 10 and the lower arm 9 can
be rotated in a vertical plane around the middle joint 10
by means of a lower arm actuator 11.
[0034] The lower arm 9 is provided with a tool actuator
13 to rotate the gripping tool 1 around a front joint 14 in
said vertical plane. The tool actuator 13 acts on the grip-
ping tool 1 by means of a tool arm 17 and a connecting
arm 18, which allow that the linear movement of the tool
actuator 13 can rotate the gripping tool 1 further in both
directions compared to if the tool actuator 13 was con-
nected directly to the gripping tool 1 through a pivot joint.
This means that via the tool arm 17 it is possible for the
tool actuator 13 to rotate the gripping tool 1 at least 180°,
in contrast to if the tool actuator 13 was directly coupled
to the gripping tool 1, then it could only rotate about 140°
and it would not be possible to rotate the gripping tool 1
very far in the direction of the cab 3.
[0035] In this embodiment the excavator arm 5 is con-
nected to the gripping tool 1 through the connection unit
20. This connection unit 20 is provided with a number of
connection parts 21, which ensures that the gripping tool
1 easily and quickly can be mounted on the excavator
arm 5 so that it is also ensured that the connection is very
safe - i.e. that the gripping tool 1 remains connected to
the excavator arm 5, even when these are severely im-
pacted.
[0036] In this embodiment of the invention the excava-
tor arm 5 and the connection unit 20 comprise mutually
engaging connection parts 21 in the form of sheet metal
parts, which grips axles and a peg mounted in the holes
crosswise to the excavator arm 5 and the connection unit
20. The connection parts 21 may be designed in a myriad
of ways depending on local standards, manufactures
standards, physical limitations and other things requiring
that the connection unit 20 and/or the connection parts
21 must be designed in a certain way. Likewise, the con-
nection parts 21 may include one or more quick couplings
or the connection parts 21 may be prepared for or de-
signed so that the connection unit 20 can be mounted
via a quick release coupling ensuring that the excavator
arm 5 and the connection unit 20 can be connected au-
tomatically - typically by means of one or more actuators
- or at least reduce the manual labor associated with per-
forming the interconnection.
[0037] In this embodiment the gripping tool 1 is in the
process of lifting an elongate object 12 in the form of a
conical lamppost. In this embodiment the object weighs
150 kg and is 4 meters long but the gripping tool 1 can
in principle handle objects 12 at anything between 0.5
meters and 20 meters and between 1 kg and 2,000 kg

depending on the size and design of the gripper tool 1
and excavator 1.
[0038] FIG. 2 shows a cross section through an em-
bodiment of a gripping tool 1 according to the invention,
as seen in perspective.
[0039] In this embodiment both the first gripping device
22 and the second gripping device 23 comprises two op-
posing gripping arms 19, but in another embodiment one
or both gripping devices 22, 23 could comprises only one
movable gripping arm 19 which would hold the object 12
against a fixed arm, a faceplate or the like.
[0040] In this embodiment the two gripping devices 22,
23 are displaced by about 0.45 meters, so that this grip-
ping tool 1 cannot be used properly on objects that are
shorter than this. However, in another embodiment the
gripping devices 22, 23 can be mutually displaced in an-
other distance, which could be either shorter or longer -
possibly adapted to a given use.
[0041] Figure 3 shows a gripping tool 1 with a gripping
device 23 in outer position and a gripping device 22 in
inner position, as seen from above.
[0042] In this embodiment all the gripping arms 19 are
provided with a gripping roller 28 outermost on the arms
19. The gripping rollers 28 are rotatably mounted on the
gripping arms 19 in order to ensure that an object 12 can
easily be guided in between the gripping arms 19. In this
embodiment the gripping rollers 28 are made of a hard
rubber material in order to ensure that the rollers 28 do
not scratch the object 12 but in another embodiment the
rollers 28 may be made of any other material which pref-
erably is softer than steel to not scratch steel objects.
[0043] In another embodiment the arms 19 could in-
stead be provided with bars, guides or other, which could
facilitate the introduction of the object 12 into the gripping
tool 1.
[0044] In this embodiment the internal distance be-
tween the gripping rollers 28 of the first gripping device
22 - in the inner position - is about 70 mm and the internal
distance between the gripping rollers 28 of the other grip-
ping device 23 - in the outer position - is approx. 170 mm
but in another embodiment the gripping arms 19 could
be both closer together and further apart in inner and
outer positions, respectively. Thus, in this embodiment
the gripping tool 1 can used to grip an object 12 having
a diameter of slightly more than 70 mm to a little less
than 170 mm.
[0045] Figure 4 shows a gripping tool 1 without back
covering with the gripping actuator 24 retracted, as seen
from the back and figure 5 shows a gripping tool 1 without
back covering with the gripping actuator 24 expanded,
as seen from the back.
[0046] In this embodiment the gripping actuator 24 ex-
tends between the gripping devices 22, 23 so that one
end of the gripping actuator 24 is connected to both of
the gripping arms 19 at the first gripper device 22 and
the other end of gripping actuator 24 is connected to both
of the gripping arms 19 at the second gripping device 23
via four ball joint rods 31. The ball joint rods 31 are so
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"loosely" connected to the gripping actuator 24 that they
can transmit forces even though the arm is moved both
up and down by the gripping arm’s tilting movement (ex-
plained in more details in connection with Figure 6) and
the back and forth by the actuator 24. And at the other
end the ball joint rods 31 are connected to the gripping
arms 19 via ball joints 26, which also permit movement
in various directions. However, it is apparent to those
skilled in the art that the actuator 24 can be connected
to the gripping arms 22, 23 in other equally effective ways
- such as by means of several joint connections.
[0047] In this embodiment the gripping actuator 24 is
an electric linear actuator comprising an actuator rod 33
in the form of a motor-driven spindle, which is extruded
into and out of an actuator housing 34. In this embodiment
the spindle has a pitch which ensures that the actuator
24 is self-locking to loads up to 4700 N. In this embodi-
ment the actuator 24 press with a force of up to 3100 N
but in another embodiment both the self-locking force
and the pressure force could be bigger or smaller e.g.
customized for a specific use.
[0048] In another embodiment the gripping actuator 24
could be formed as a hydraulic cylinder, a pneumatic
cylinder, a motor with pinion and a rack or other. In the
event that the gripping actuator 24 is a hydraulic or pneu-
matic cylinder the piston rod will be the actuator rod 33
and the cylinder body would be the actuator housing 34.
[0049] In this embodiment, the gripping tool 1 is de-
signed so that when the actuator 24 is in the outer position
- and the gripping arms 22, 23 thus are in the inner po-
sition - the ball joint rods 31 extend substantially perpen-
dicularly from the longitudinal direction of the actuator 24
so that there is a self-locking function is achieved in that
an outward pressure on the gripping arms 19 will sub-
stantially press directly onto the opposed gripping arm
19. The pressure will therefore essentially not try to push
the actuator 24 together and thus it is ensured that the
holding power of the gripping devices 22, 23 far exceeds
the nominal thrust and self- locking ability of the actuator
24. By further supplying the mechanism with a safety
contact surface 32 as shown at the upper right ball joint
rod 31 in Figure 5 then a possible overload of ball joints
26 will only cause the ball joint 26 to pressed against the
safety contact surface 32 so that this additional safety
ensures that it takes an exceptionally great force to push
the gripping arms 19 apart once they have established
a grip around an object 12. This design makes this grip-
ping tool 1 very safe to use. In a preferred embodiment
there would be arranged safety contact surfaces 32 at
all ball joint rods 31
[0050] The individual connection from the actuator 24
for each gripping arm 19 also means that when the ac-
tuator is contracted to clamp a object 12 , then one of the
arms 19 first strike topic 12 The arm 19 will then typically
be stopped while the other armes movement continues
until all arms 19 are in contact with the object 12 Subse-
quently, the symmetrical design supplied with the actu-
ator 24 will try to pull the member 12 to a position where

it is parallel with the gripping tool’s symmetry axis 25 - a
symmetrical central position.
[0051] The individual connection from the actuator 24
to each gripping arm 19 also ensures that when the ac-
tuator 24 retracts to squeeze around an object 12 one of
the arms 19 will hit the object 12 first. This arm 19 will
typically stop while the movement of the remaining arms
continues until all arms 19 are in contact with the object.
The symmetrical design will then cause that the actuator
24 will try to pull the object 12 to a position where it is
parallel with the axis of symmetry 25 of the gripping tool
- a symmetric center position.
[0052] The individual connection from the actuator 24
to each gripping arm 19 also ensures that the actuator
24 will try to pull the object 12 to a position where it is
parallel with the axis of symmetry 25 of the gripping tool
even though the object 12 has one diameter at the first
gripper device 22 and another at the second gripping
device 23. Also, this design ensures that the gripping
force from the actuator 24 is divided equally between the
gripping arms 19 whether the subject 12 is cylindrical,
conical or otherwise.
[0053] Figure 6 shows a cross through the center of a
gripping tool 1, as seen from above.
[0054] In this embodiment all of the gripping arms 19
are supported in separate individual tilt joints 29 around
which they tilt so that the arms 19 describe a circular
motion. In another embodiment, the gripping arms 19
could be displaced in and out more or less linearly.
[0055] In this embodiment the gripping tool 1 is provid-
ed with two adjustable back stops 27 located at each end
of the tool 1. In another embodiment the gripping tool 1
may be fitted with another number of adjustable back-
stops 27 such as three, four or possibly only one arranged
in between gripping devices 22, 23.
[0056] The adjustable backstops 27 ensure that the
tool 1 can better be adjusted to a given object 12 - both
in terms of the diameter of the object 12 and the variation
thereof.
[0057] In this embodiment the adjustable back stops
27 are provided with an abutment layer 30 intended to
prevent the object 12 from being scratched. This abut-
ment layer 30 could be made of a similar material as the
gripping rollers 28.
[0058] Figure 7 shows a cross section through the
center of a gripping tool 1 - seen from the side.
[0059] Figure 8 shows an embodiment of a gripping
tool 1, seen in perspective.
[0060] In the foregoing primarily round elongate ob-
jects 12 have been mentioned but it will be apparent to
the skilled person that this gripping tool 1 can also be
used for objects with a square, triangular, oval, polygonal
or other cross-sections.
[0061] In the foregoing the invention is described in
connection with specific embodiments of a gripping tools
1, elongated objects 12, gripping devices 22, 23 and other
as shown in the drawings. However, it will be apparent
to one skilled in the art that the invention can be varied
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in numerous ways within the scope of the claims.

List

[0062]

1. Gripping Tool
2. Excavator
3. Drivers cab
4. Handle
5. Excavator arm
6. Frame Structure
7. Main arm
8. Main arm actuator
9. Lower arm
10. Middle joint
11. Lower arm actuator
12. Elongated object
13. Tool actuator
14. Front joint
15. Propelling means
16. Frame joint
17. Tool arm
18. Connecting arm
19. Gripping arm
20. Connection unit
21. Connection part
22. First gripping device
23. Second gripping device
24. Gripping actuator
25. Axis of symmetry
26. Ball joint
27. Adjustable backstop
28. Gripping rollers
29. Tilt joint
30. Abutment layer
31. Ball joint rod
32. Safety contact surface
33. Actuator rod
34. Actuator housing

Claims

1. A gripping tool (1) for fixing an elongate object (12)
such as a pole or mast, said gripping tool (1) com-
prises
a first gripping device (22) and a second gripping
device (23) which are mutually displaced in the lon-
gitudinal direction, wherein both gripping devices
(22, 23) comprises at least one gripping arm (19)
arranged to act on said object (12),
wherein said gripping tool (1) further comprises a
gripping actuator (24) which is connected to said at
least one gripping arm (19) of both gripping devices
(22, 23) so that said gripping actuator (24) drives the
gripping action of both of the first gripping device (22)
and the second gripping device (23), characterized

in that
said gripping arms (19) are supported in separate
individual tilt joints (29) around which said gripping
arms (19) tilt so that said arms (19) describe a circular
motion around a rotational axis being substantially
parallel with the longitudinal direction of said actuator
(24),
wherein the gripping devices (22, 23) are arranged
so that the gripping action of the first gripping device
(22) is substantially at least partially independent of
the gripping action of the second gripping device
(23).

2. . A gripping tool (1) according to claim 1, wherein
said gripping actuator (24) is arranged between said
first gripping device (22) and said second gripping
device (23).

3. . A gripping tool (1) according to claim 1 or claim 2,
wherein said gripping actuator (24) is an electric lin-
ear actuator comprising a motor-driven spindle.

4. . A gripping tool (1) according to any one of the pre-
ceding claims, wherein said first gripping device (22)
and said second gripping device (23) comprising at
least two opposed gripping arms (19).

5. . A gripping tool (1) according to claim 4, wherein
said two opposing gripping arms (19) are symmetri-
cally arranged relative to an axis of symmetry (25)
which is substantially parallel to a longitudinal central
axis of said elongate body (12) when this is fixed in
said gripping tool (1).

6. . A gripping tool (1) according to any one of the pre-
ceding claims, wherein said gripping arms (19) are
connected to said gripping actuator (24) by means
of one or more ball joints (26).

7. . A gripping tool (1) according to any one of the pre-
ceding claims, wherein said gripping tool (1) com-
prises at least one adjustable back stop (27).

8. . A gripping tool (1) according to any one of the pre-
ceding claims, wherein said gripping tool (1) com-
prises a connection device (20) for mounting on the
excavator arm (5) of a motorized excavator (2).

9. . A gripping tool (1) according to any one of the pre-
ceding claims, wherein said gripping arms (19) are
individually mounted in individual tilt joint (29).

10. . A gripping tool (1) according to any one of the pre-
ceding claims, wherein said gripping actuator (24)
comprises an actuator rod (33) arranged to slide in
and out of an actuator housing (34) and wherein said
at least one gripping arm (19) of said first gripping
device (22) is connected to said actuator rod (33)
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and wherein said at least one gripping arm (19) of
said second gripping device (23) is connected to said
actuator housing (34).

Patentansprüche

1. Ein Greifwerkzeug (1) zur Fixierung ein langge-
strecktes Objekt (12) sowie einen Mast, das genann-
ten Greifwerkzeug (1) umfasst,
eine erste Greifvorrichtung (22) und eine zweite
Greifvorrichtung, (23) die in Längsrichtung gegen-
einander verschoben sind, wobei beide Greifvorrich-
tungen (22, 23) umfasst wenigsten einen Greifarm
(19) angeordnet auf das Objekt um einzuwirken (12),
das genannte Greifwerkzeug (1) umfasst ferner ei-
nen Greifaktuator (24), die zu genannte wenigsten
einen Greifarm (19) der beiden Greifvorrichtungen
(22, 23) verbunden ist, so dass der Greifaktuator
(24), die Greifwirkung sowohl der ersten Greifvor-
richtung (22) und der zweiten Greifvorrichtung (23)
treibt,
dadurch gekennzeichnet, dass
die Greifarme (19) in getrennten einzelnen Kippge-
lenken (29) gelagert sind, um die genannten Greif-
arme (19) kippen, so dass die Arme (19) eine zirkular
Bewegung um eine Drehachse, die im Wesentlichen
parallel zu der Längsrichtung des Aktuators ist, be-
schreiben,
wobei die Greifvorrichtungen (22, 23) so angeordnet
sind, dass die Greifwirkung der ersten Greifvorrich-
tung (22) im Wesentlichen zumindest teilweise un-
abhängig von der Greifwirkung der zweiten Greifvor-
richtung (23) ist.

2. Ein Greifwerkzeug (1) nach Anspruch 1, wobei der
genannte Greifaktuator (24) zwischen der genann-
ten ersten Greifvorrichtung (22) und der genannten
zweiten Greifvorrichtung (23) angeordnet ist.

3. Ein Greifwerkzeug (1) nach Anspruch 1 oder 2, wo-
bei der genannte Greifaktuator (24) ein elektrischer
Linearaktuator ist, der eine motorgetriebene Spindel
umfasst.

4. Ein Greifwerkzeug (1) nach einem der vorhergehen-
den Ansprüche, wobei die genannte erste Greifvor-
richtung (22) und die genannte zweite Greifvorrich-
tung (23) mindestens zwei gegenüberliegende
Greifarme (19) umfassen.

5. Ein Greifwerkzeug (1) nach Anspruch 4, wobei die
genannten zwei gegenüberliegenden Greifarme
(19) symmetrisch relativ zu einer Symmetrieachse
(25) angeordnet sind, die im Wesentlichen parallel
zu einer Längsmittelachse des genannten längli-
chen Körpers (12) wenn dieses in dem genannten
Greifwerkzeug (1) befestigt ist.

6. Ein Greifwerkzeug (1) nach einem der vorhergehen-
den Ansprüche, wobei die genannten Greifarme (19)
mit dem genannten Greifaktuator (24) mittels eines
oder mehrerer Kugelgelenke (26) verbunden sind.

7. Ein Greifwerkzeug (1) nach einem der vorhergehen-
den Ansprüche, wobei das Greifwerkzeug (1) min-
destens einen verstellbaren Rückanschlag (27) um-
fasst.

8. Ein Greifwerkzeug (1) nach einem der vorhergehen-
den Ansprüche, wobei das genannten Greifwerk-
zeug (1) eine Verbindungsvorrichtung (20) zum An-
bringen an dem Baggerarm (5) eines motorisierten
Baggers (2) umfasst.

9. Ein Greifwerkzeug (1) nach einem der vorhergehen-
den Ansprüche, wobei die genannten Greifarme (19)
individuell in einer einzelnen Kippverbindung (29)
montiert sind.

10. Ein Greifwerkzeug (1) nach einem der vorhergehen-
den Ansprüche, wobei der genannten Greifaktuator
(24) eine Betätigungsstange (33) umfasst, die so an-
geordnet ist, dass sie in ein Aktuator Gehäuse (34)
hinein und aus diesem herausgleitet, und wobei we-
nigstens eine von den genannten Greifarmen (19)
der genannten ersten Greifvorrichtung (22) mit der
genannten Betätigungsstange (33) verbunden ist,
und wobei wenigstens eine der genannten Greifarm
(19) der genannten zweiten Greifvorrichtung (23) mit
dem genannten Betätigungsgehäuse (34) verbun-
den ist.

Revendications

1. Un outil de préhension (1) pour fixer un objet de for-
me allongée (12) tel qu’un poteau ou un mât, le dit
objet de préhension (1) est composé de :

une première tête de préhension (22) et une se-
conde tête de préhension (23) qui se déplacent
mutuellement dans la direction longitudinale, où
chaque tête de préhension (22, 23) comprend
au moins un bras de préhension (19) disposé
de manière à agir sur le dit objet (12), où la dite
tête de préhension (1) comprend de plus un ac-
tionneur de préhension (24) connecté à au
moins l’un des dits bras de préhension (19) de
chaque tête de préhension (22, 23), de sorte
que le dit actionneur de préhension commande
l’action de préhension à la fois de la première
tête de préhension (22) et de la seconde tête de
préhension (23).
caractérisé par
les dits bras de préhension (19) sont soutenus
dans les articulations basculantes (29) indivi-
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duelles séparées autour desquelles les dits bras
de préhension (19) basculent de sorte que les
dits bras (19) décrivent un mouvement circulaire
autour d’un axe de rotation substantiellement
parallèle à la direction longitudinale du dit ac-
tionneur (24),
où les têtes de préhension (22, 23) sont dispo-
sées de sorte que l’action de préhension de la
première tête de préhension(22) est substantiel-
lement au moins partiellement indépendante de
l’action de préhension de la seconde tête de pré-
hension (23).

2. Un outil de préhension (1) comme décrit dans la re-
vendication 1, dans lequel le dit actionneur de pré-
hension (24) est disposé entre la dite première tête
de préhension (22) et la dite seconde tête de pré-
hension (23).

3. Une tête de préhension (1) selon les revendications
1 et 2, dans laquelle le dit actionneur de préhension
(24) est un actionneur linéaire électrique compre-
nant un axe commandé par un moteur.

4. Un outil de préhension (1) selon n’importe laquelle
des revendications précédentes sur lequel la dite
première tête de préhension (22) et la dite seconde
tête de préhension (23) comprennent au moins deux
bras de préhension opposés (19).

5. Un outil de préhension (1) selon la revendication 4,
où les dits deux bras de préhension (19) sont dispo-
sés de manière symétrique par rapport à un axe de
symétrie (25) qui est substantiellement parallèle à
un axe central longitudinal du dit objet allongé (12)
quand celui-ci est fixé dans le dit outil de préhension
(1).

6. Un outil de préhension (1) selon n’importe laquelle
des revendications précédentes où les dits bras de
préhension (19) sont reliés au dit actionneur de pré-
hension (24) au moyen d’une ou de plusieurs liaisons
rotules (26).

7. Un outil de préhension (1) selon n’importe laquelle
des revendications précédentes où le dit outil de pré-
hension (1) comprend au moins un arrêteur ajustable
(27).

8. Un outil de préhension (1) selon n’importe laquelle
des revendications précédentes où le dit outil de pré-
hension (1) comprend un dispositif d’assemblage
(20) pour le monter sur la flèche (5) d’une excavatrice
motorisée (2).

9. Un outil de préhension (1) selon n’importe laquelle
des revendications précédentes où les dits bras de
préhension (19) sont montés individuellement dans

des articulations basculantes individuelles (29).

10. Un outil de préhension (1) selon n’importe laquelle
des revendications précédentes où le dit actionneur
de préhension (24) comprend une tige de vérin (33)
disposée pour glisser dans et hors d’un cylindre (34)
et où au moins l’un des dits bras de préhension (19)
de la dite première tête de préhension (22) est relié
à la dite tige de vérin (33) et où au moins l’un des
dits bras de préhension (19) de la dite seconde tête
de préhension (23) est relié au dit cylindre (24).
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