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Description

[0001] The present invention relates to a lock suitable
to be used in the field of portable generators. Currently,
the locks for the closing of access panels for installations
used in particular in the field of portable generators, or
parts of such installations, have a lever that can rotate in
a direction substantially orthogonal to the surface of ar-
rangement of a first panel on which the lock is mounted.
This lever preferably extends in a direction perpendicular
to said axis of rotation, so that it can engage an engage-
ment seat integral with a second panel to which this first
panel is to be secured. In such locks, the positioning of
the lever along said axis of rotation of the lock can be
adapted with varying of the depth of the engagement seat
of the lever itself, in particular as compared with the first
panel on which the lock is mounted. Considering that the
extending axis of the lever is transverse to the axis of
rotation of the same, in order to change its depth a sleeve
extending along said axis of rotation is used, and with
respect to which said lever can be shifted. In the currently
known systems, the translational motion of the latter is
performed via a bearing structure of the lever, which
moves into a groove integral with said sleeve, and can
be placed near a coupling portion of the sleeve along the
extending axis thereof. Some examples of such technol-
ogy are described in the following documents:
US6357268, GB2304370 or US4763935. Furthermore,
as the extending axis of the lever substantially lies on a
plane including the average section of the coupling por-
tion, the maximum depth of the engagement seat of said
lever is limited more or less tightly by the depth or length
of the sleeve. Object of the present invention is to provide
an alternative lock suitable to be used in containment
structures of installations preferably related to portable
generators, such that the user is allowed to adjust the
depth of the locking lever along the axis around which
the rotation of the same for the closing of the lock takes
place, and by which this lever can engage engagement
seats located deeper than the free end of the sliding
sleeve of the lever itself.
[0002] This object is achieved by means of a lock suit-
able to be used in at least one containment structure of
installations preferably related to portable generators,
said lock comprising a base structure, a locking lever
integral with a bearing structure, a sleeve, a handle, and
fastening means located between said bearing structure
and the sleeve,
wherein the sleeve is constrained to the base structure
and to the handle by constraining means such that the
sleeve can be rotated around a first axis parallel to an
extending axis of the sleeve and with respect to the base
structure;
in which the rotation about the first axis of the sleeve can
be performed by rotating the handle about the first axis
and with respect to the base structure;
in which the bearing structure is constrained to the sleeve
to be translatable rigidly with respect thereto along the

first axis, and to be able to position itself near at least a
coupling portion of the sleeve;
in which the fastening means are suitable to ensure that
the lever follows the rotation of the sleeve around said
first axis and with respect to the base structure; wherein
the handle is rigidly rotatable by means of the constrain-
ing means and with regard to the sleeve and to the base
structure, around a second axis (Y) perpendicular to said
first axis;
in which the handle can take at least a first closing position
and a second operating position corresponding to at least
two angular positions of the handle, respectively, about
the second axis and with respect to the base structure;
wherein the lever comprises an engagement portion suit-
able to engage an engagement seat of such a contain-
ment structure, said bearing structure being configured
to arrange said engagement portion in a staggered man-
ner along said first axis with respect to said coupling por-
tion of said sleeve, wherein said base structure compris-
es a protrusion to which said sleeve is constrained, in a
translatable manner along said first axis.
[0003] In this way a lock comprising a locking lever with
variable depth is obtained, and that allows to place the
engaging portion of the locking lever also beyond the free
end of the sleeve on which it can slide.
[0004] A possible embodiment of the present invention
may comprise at least one of the following technical as-
pects.
[0005] Preferably, the bearing structure is removable
with respect to the sleeve. In this way it is possible to
release such a bearing structure, along with the lever
itself, from such sleeve to arrange the engagement por-
tion of the lever so that the lever can be placed both on
the side of the bearing structure facing towards the base
structure, and on the other side. This feature allows the
lever, although it may be placed along the first axis be-
yond the free end of the sleeve, to reach depths very
close to the base structure.
[0006] Preferably, the sleeve and the handle are
placed respectively on opposite sides of the base struc-
ture. In this way, the opening of the lock can take place
from the outside, when the closing lever is placed from
the inside with respect to the panel on which the lock is
mounted. Preferably, the bearing structure is suitable to
be placed at least partially about the coupling portion.
[0007] In this way, the bearing structure of the lever is
easily removable, along with the lever itself, from the
sleeve, and advantageously is re-inserted on the sleeve
so as to guide the engagement portion according to off-
sets in two possible opposite half planes with respect to
the bearing structure itself.
[0008] Preferably, the fastening means are suitable to
tighten the bearing structure about the coupling portion
and/or to hold the bearing structure with regard to the
sleeve and along the first axis near the coupling portion.
Preferably, the handle comprises an arm and a grip. Pref-
erably, the constraining means are suitable to ensure
that the handle can freely rotate with regard to the sleeve
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and about the second axis, at least between the closing
position and the operating position. Preferably, the con-
straining means comprise an elongated connecting ele-
ment constrained to rotate together with the sleeve about
the first axis, and a pin suitable to be inserted in at least
an opening formed in the elongated element and in at
least an opening formed in the arm of the handle, such
that said pin is suitable to be inserted in these openings
with an own extending axis coincident with the second
axis.
[0009] Preferably, the base structure and the con-
straining means are suitable to ensure that a rotation of
the handle about the second axis and with respect to the
base structure produces a translational motion of the
sleeve itself along the first axis and with respect to the
base structure, by means of at least interaction means
between the handle and the base structure.
[0010] Preferably, the interaction means are config-
ured so that the handle pushes against the base structure
as it rotates about the second axis and with respect to
the base structure itself.
[0011] Preferably, the lock comprises guide means in-
terposed between the protrusion and the sleeve, and suit-
able to guide the sleeve during the translational motion
thereof with respect to the protrusion.
[0012] Preferably, the guide means comprise at least
a part of the protrusion or sleeve suitable to slide into at
least one cavity provided in the sleeve or in the protrusion,
respectively.
[0013] Preferably, the lock comprises stopping means
configured so that, at least when the handle is in a third
intermediate position between the closing position and
the operating position, the rotation of the sleeve about
the first axis and with respect to the base structure is
more limited compared to at least when the handle is in
the operating position.
[0014] Preferably, the stopping means comprise at
least a surface integral with the sleeve, and at least one
surface associated to the base structure, preferably dis-
posed parallel to each other, and both inclined with re-
spect to the normal of the first axis.
[0015] In this way, in order to rotate the lever about the
first axis by an angle sufficient to open the lock, firstly it
is necessary to rotate the handle about the second axis
up to the operating position. In fact, the stopping means
and the constraining means are preferably configured so
that, when the handle has reached the operating position
about the second axis, the stopping means are in a con-
dition such that they can no longer limit the rotation of
the sleeve, and therefore also of the lever, about the first
axis and with respect to the base structure, at least up
to the point where the lock is fully open.
[0016] Preferably, the lock comprises stabilizing
means suitable to stabilize the angular position of the
handle about the first axis, and in particular with respect
to the base structure.
[0017] In this way, the rotation of the handle about the
first axis with respect to the base structure can be con-

trolled by such stabilizing means, which allow to stop the
rotation of the handle about the first axis, for example
when the handle is in an opening angular position of the
lever and/or when it is in a closing angular position of the
lever itself.
[0018] Preferably, the stabilizing means comprise at
least a spring and ball system.
[0019] Preferably, the lock comprises first locking
means suitable to make sure that the handle, when in
the closing position, remains locked to the base structure
and cannot rotate about the second axis, with respect to
the base structure.
[0020] Preferably, the lock comprises second locking
means that are suitable to make sure that the handle,
when in the closing position, cannot rotate about the first
axis, with respect to the base structure.
[0021] Preferably, the first locking means comprise at
least one slot integral with the handle and at least one
slot integral with the base structure, said slots being re-
spectively integral with the handle and to the base struc-
ture being suitable to align with each other when the han-
dle is in the closing position, and said slot, integral with
the base structure, being at least partially formed in a
removable portion of the base structure.
[0022] In this way, it is possible to lock the handle to
the base structure with a padlock passing through at least
both slots.
[0023] Being the slot integral with the base structure
located in a removable portion of the base structure itself,
the production of the lock is therefore easier, since the
slot is created in a component that can be independent
with respect to the portion of the base structure affected
by the movements of the handle and the sleeve. Prefer-
ably, the first locking means comprise a locking surface
that can be placed so as to interfere with the rotation of
the handle about the second axis and with respect to the
base structure.
[0024] Preferably, the locking surface can be activated
by means of a key suitable to be inserted into a cylinder,
which is removable from the base structure and replace-
able.
[0025] Given that the cylinder is replaceable, the same
can be moved from a lock to another one belonging to
the same installation, and in this manner, the repair op-
erations of the cylinder itself should be easier to perform.
Preferably, the second locking means comprise at least
a part of the side surfaces of a housing at least partially
located in the base structure and suitable to accommo-
date the handle when the same is in the closing position.
[0026] The presence of the side surfaces of the hous-
ing formed in the base structure prevents the handle itself
from rotating about the first axis when in the closing po-
sition.
[0027] The features of the present invention will be
clarified from the following detailed description provided
by way of illustration, and not limitation, of the more gen-
eral claimed concepts.
[0028] The following detailed description refers to the

3 4 



EP 2 963 208 B1

4

5

10

15

20

25

30

35

40

45

50

55

accompanying drawings, in which

- Figure 1 is a perspective view of the preferred em-
bodiment of the present invention, with the handle
in the operating position;

- Figure 2a is a perspective view of this embodiment
with the handle in the closing position;

- Figure 2b is a perspective, partially sectioned view
of this embodiment, and with the lever in sequence
rotated around two axes, with respect to the position
of Figure 2a;

- Figures 3a and 3b are side views showing two dif-
ferent mounting modes of the locking lever on the
sleeve;

- Figure 4 shows a front view of this embodiment with
the handle in the operating position;

- Figure 4a shows the section C-C of Figure 4;
- Figure 5 shows a front view of this embodiment with

the handle in the closing position;
- Figures 5a and 5b show the section A-A and the

section B-B of Figure 5, respectively;
- Figure 6 shows a partially sectioned view of such an

embodiment, in which the lock is locked by means
of a padlock;

- Figure 7 is a perspective view of the preferred em-
bodiment of the present invention, with the handle
not shown in the closing position and without sleeve
and lever.

[0029] With reference to the accompanying drawings,
there is shown a lock 1 having a base structure 2, a clos-
ing lever 3, and a handle 4.
[0030] The closing lever 3 comprises a third engage-
ment portion suitable to engage an engagement seat of
the containment structure (not shown) on which the lock
1 is mounted.
[0031] A sleeve 5 is constrained to the base structure
2 and the handle 4 by constraining means 6, shown in
Figure 2b and shown in more detail in Figures 4a, 5a and
5b. Such constraining means 6 allow the sleeve 5 to be
rotate with respect to the base structure 2, as shown by
the arrow r1 of Figure 1, due to a corresponding rotation
of the handle 4 about the first axis X itself.
[0032] Such rotation, as shown by the arrow r1, takes
place around a first axis X, parallel to an extending axis
of the sleeve 5, and shown in Figures 1, 2b, 3a, 3b, 5,
5a, 5b and 6. Figures 1, 2a, 3a, 3b, 4, 4a, 5, 5a, 5b, and
6 show the handle 4 in an angular position about the axis
X, such that the closing lever 3 is placed in the engage-
ment seat of the containment structure, which is not
shown in the attached figures.
[0033] Such constraining means 6 are suitable to make
sure that the handle 4 is also rigidly rotatable with regard
to the sleeve 5 and the base structure 2, as shown by
the arrow r2 of Figure 1. With reference also to Figures
2b and 5b, such rotation, as shown by the arrow r2 of
Figure 1, is around a second axis Y, which can be con-
sidered ideally integral with the handle and perpendicular

to the first axis X.
[0034] In particular, the handle 4 can take at least a
first closing position and a second operating position,
which are respectively associated to at least two angular
positions of the handle 4 about the second axis Y. The
handle 4 is in the closing position in Figures 2a, 3a, 3b,
5, 5a, 5b and 6. In the other figures, the handle 4 is in
the operating position.
[0035] The constraining means 6 between the sleeve
5 and the handle 4 are suitable to ensure that the handle
4 can freely rotate with regard to the sleeve and about
the second axis Y, at least between the closing position
and the operating position. In particular, these constrain-
ing means 6 are shown in Figures 4a and 5a, which show
the section C-C of Figure 4 and the section A-A of Figure
5, respectively.
[0036] In addition, the handle 4 advantageously com-
prises a handle 4a and an arm 4b, which are shown in
Figures 1, 2a, 2b, 4, 4a, 5, 5a, 5b, 6 and 7.
[0037] In this embodiment, the sleeve 5 and the handle
3 are placed respectively on opposite sides of the base
structure 2, so that the opening of the lock 1 can take
place from the outside when the closing lever 3 is placed
from the inside with respect to the panel on which the
lock 1 is mounted.
[0038] The closing lever 3 is integral with a bearing
structure 7, which is constrained to the sleeve 5 so as to
be translatable rigidly along the first axis X to a position
near at least a coupling portion 5a of the sleeve 5 itself,
as shown in Figures 1 , 3a, 3b, 4a, 5a and 5b.
[0039] In this way, the lever 3 follows the rotation of
the sleeve 5 about the first axis X, as shown by the arrow
r1 of Figure 1, preferably by virtue of the constraining
means 8. The lever 3 itself can translate with respect to
the sleeve 5 along the first axis X, as shown by the arrows
f1 of Figures 3a and 3b, when the constraining means 8
are not in operation.
[0040] The bearing structure 7 is configured to have
the engaging portion 3a in a staggered manner along
said first axis X with respect to the coupling portion 5a of
the sleeve 5, as clearly shown in Figures 3a and 3b.
[0041] In this embodiment, the bearing structure 7 is
removable with respect to the sleeve 5, to allow the lever
3 to be arranged as shown in Figure 3a or as shown in
Figure 3b, according to whether the user desires to use
the engaging portion 3a of the lever 3 up to beyond the
free end of the sleeve 5, or in the immediate proximity of
the base structure 2. It is noted, however, that this en-
gaging portion 3a may be placed in an intermediate zone,
with both mounting configurations of the lever 3 shown
in Figures 3a and 3b, respectively.
[0042] According to an embodiment of the present in-
vention, the lever 3 is removable/separable and re-in-
sertable (or re-fittable as a result of disassembly/sepa-
ration) on the sleeve 5, in order to guide the engaging
portion 3a according offsets in two possible opposite half
planes with respect to the bearing structure 7 itself.
[0043] As stated above, preferably the bearing struc-
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ture 7 is associated with constraining means, which allow
the bearing structure 7 to be attached to the coupling
portion 5a of the sleeve 5, so that it remains at a depth
set by the user. Moreover, this bearing structure 7 is ad-
vantageously suitable to be placed at least partially about
the coupling portion 5a, as shown in Figures 1, 3a and
3b, so that it is easily removable from the sleeve 5 while
remaining firmly with respect to it.
[0044] In the embodiment shown, the bearing structure
7 is at least partially shaped like a ring. The constraining
means 8, shown only in Figure 5a, preferably comprise
a threaded grub screw 8a that fits in the bearing structure
7 and allows to tighten it, about the coupling portion 5a
selected by the user.
[0045] Regardless of the angular position of the handle
4 with regard to the axis Y, the handle 4 itself, and thus
also the sleeve 5, could theoretically take any angular
position about the first axis X, because, in case of ab-
sence of impediments, can rotate together around to
such first axis X thanks to the configuration of the con-
straining means 6.
[0046] In order that the lock 1 can only be opened once
it is located in the operating position, mainly to limit wear
and prevent accidental opening, the embodiment shown
advantageously comprises stopping means configured
so that, at least when the handle 4 is in a third interme-
diate position between the closing position and the op-
erating position, the rotation of the sleeve 5 about the
first axis X, with respect to the base structure 2, is more
limited compared to at least when the handle 4 is in the
operating position.
[0047] With reference to Figure 7, which shows the
base structure 2 without either the sleeve nor the closing
lever, the stopping means are at least partly located on
a protrusion 9 of the base structure 2, to which the sleeve
is constrained in a translatable manner along the first
axis X.
[0048] With reference also to Figure 1, in order to fa-
cilitate the translational motion of the sleeve 5 along the
protrusion 9, the lock 1 comprises guide means 10 inter-
posed between the protrusion 9 and the sleeve 5, and
suitable to guide the sleeve 5 during the translational
motion of the same with respect to the protrusion 9, and
along the first axis X. Preferably, the guide means 10,
which are shown in Figures 1, 3a and 3b, comprise at
least a part of the protrusion 9 or of the sleeve 5, suitable
to slide in at least one cavity formed in the sleeve 5 or in
the protrusion 9, respectively. The protrusion 9 in Figures
3a, 3b and 6 is not visible because covered by the sleeve
5.
[0049] In the preferred embodiment, the stopping
means comprise at least one surface integral with the
sleeve 5, which is not visible in the figures since it is
placed inside of the same, and at least one surface 9a
associated to the base structure 2 and shown in Figure
7. These surfaces are preferably parallel and both in-
clined with respect to the normal of the first axis X, in
order that their mutual contact can at least partially limit

the rotation of the sleeve and the handle about the first
axis X. The term "inclined" refers also the possibility of
an inclination of ninety degrees.
[0050] The orientation of these surfaces is such that,
in the event that they meet with each other while the
sleeve 5 tends to rotate with respect to the protrusion 9
about the first axis X, and the handle 4 is not still in the
operating position, the same surfaces can mutually slide
to limit the rotation itself.
[0051] To this end, in fact, the stopping means and the
constraining means 6 are preferably configured in such
a way that the position of the sleeve 5 along the first axis
X and with respect to the protrusion 9, such that the stop-
ping means can no longer limit the relative rotation of the
same about the axis X, is associated to the operating
position of the handle 4 about the second axis Y, shown
for example in Figure 4a.
[0052] To this end, with reference to Figures 4a and
5a, the base structure 2 and the constraining means 6
between the sleeve 5 and the handle 4 are such that a
rotation of the handle 4 around said second axis and with
regard to the structure of the base 2 produces a transla-
tional motion of the sleeve 5 along the first axis X and
with respect to the base structure 2. Such translational
motional of the sleeve along the first axis X takes place
by means of at least interaction means between the han-
dle 4 and the base structure 2.
[0053] It is noted that the second axis is not shown in
the Figures 4a and 5a, because it is orthogonal to the
plane of figures.
[0054] Preferably, the interaction means are config-
ured so that the handle 4 pushes against the base struc-
ture 2 itself as it rotates about the second axis. In the
case shown, the interaction means comprise, at the end
of the arm 4b of the handle 4, a cam 4c that, during the
rotation of the handle 4 to move from the closing position
of Figure 5a to the operating position of Figure 4a, it re-
mains in contact with, and pushes against a surface S,
being integral, at least as regards the translational motion
along the first axis X, with the base structure 2.
[0055] In this embodiment, such surface S refers to a
bush 11, which is also rotatable about the first axis X with
respect to the base structure 2. The section of the bush
11 is shown in Figures 4a, 5a and 5b, while the same
bush 11 is also shown partially sectioned in Figure 2b.
Starting from the closing position of the handle 4, shown
in Figure 2a or 5a, by rotating first the handle 4 about the
second axis Y up to the operating position we obtain the
situation of Figure 1 or 4a. By the further rotation of the
same handle 4 about the first axis X, in order to rotate
the closing lever and disengage it from its engagement
seat, we obtain the situation of Figure 2b, in which the
lever is not shown.
[0056] In the latter figure, the base structure 2, the
sleeve 5 and the handle 4 are partially sectioned to show
further components which will be described later.
[0057] Figures 4a and 5a show in more detail the con-
straining means 6 partially sectioned, when the handle
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3 is arranged in the operating position and in the closing
position, respectively.
[0058] Preferably, the constraining means 6 between
the sleeve 5 and the handle 4 comprise an elongated
connecting element 6a constrained to rotate together
with the sleeve 5 about the first axis X, and a pin 6b
suitable to be inserted in at least a first opening 6c formed
in the elongated element 6a and in at least a second
opening 6d formed in the handle 4. These openings 6c
and 6d, distinguishable and indicated in Figures 2b and
5b, are arranged in such a way that the pin 6b is suitable
to remain inserted in the openings with its extending axis
coincident with the second axis Y, as can be seen clearly
in Figure 5b.
[0059] Advantageously, the constraining means 6
comprise also a spring K suitable to push the sleeve 5
towards the outside with respect to the base structure 2,
so as to hold the handle 4, in particular at the cam 6c,
abutted to the surface S integral with the base structure
2. Such spring K, when the handle 4 is in the closing
position, is compressed with respect to its equilibrium
condition.
[0060] With reference to Figures 2b, 4a and 5a, in this
embodiment the lock 1 comprises stabilizing means 12
suitable to stabilize the angular position of the handle 4
about the first axis X, and in particular with respect to the
base structure 2.
[0061] In particular, in Figure 5b it is noted that the
stabilizing means 12 preferably comprise at least a spring
12a and ball 12b system, in which the spring 12a in this
embodiment is within the bush 11 and may snap fit in at
least a suitable cavity 12c formed in the base structure
2. Preferably, at least two cavities 12c are formed in the
base structure 2, near at least the two angular positions
of the handle 4 about the axis X, which are associated
with the opening and the closing of the lock 1, respec-
tively.
[0062] Note that the bush 11 can be considered as
integral with the base structure 2, with respect to the
translational motion along the axis X, which gives rise to
the pushing effect of the cam 4c against the surface S,
while the handle 4 rotates about the second axis Y. This
bush 11 is not integral with the base structure 2 with re-
spect to the rotation about the first axis X, to allow the
handle 4, the sleeve 5, and thus the lever 3 to be rotated
about the first axis X with respect to the base structure 2.
[0063] Preferably, the lock comprises first locking
means suitable to make sure that the handle 4, when in
the closing position, remains locked to the base structure
2 and cannot rotate about the second axis, with respect
to the base structure 2.
[0064] Preferably, the lock comprises second locking
means that are suitable to make sure that the handle 4,
when in the closing position, cannot rotate about the first
axis X. With reference to Figures 1, 2a, 2b, 4a, 5a and
6, the first locking means advantageously comprise at
least one slot 13a integral with the handle 4 and at least
one slot 13b integral with the base structure 2.

[0065] Preferably, the slots 13a and 13b, respectively
integral with the handle 4 and with the base structure 2,
are suitable to be mutually aligned when the handle 4 is
in the closing position.
[0066] In this way, the handle 4 may be locked to the
base structure 2 by means of a padlock L passing through
at least both of the slots 13a and 13b, as shown in Figure
6.
[0067] Preferably, the slot 13b, being integral with the
base structure 2, is formed at least partially in a remov-
able portion 2’ of the base structure 2, also indicated in
figure 7.
[0068] In Figure 2b, it is clearly visible that, in the em-
bodiment shown, there are two slots 13a integral with the
handle 4. Said slots, as seen in Figure 2a, are adapted
to be aligned with the slot 13b, integral with the base
structure 2, on opposite sides of this slot 13b, and when
the handle 4 is in the closing position.
[0069] In this embodiment, the first locking means also
comprise a locking surface 14 that can be placed to in-
terfere with the rotation of the handle 4 with respect to
the sleeve 5 and about the second axis, when the handle
4 itself is in the closing position. This effect of the locking
surface 14 can be seen in Figure 5a.
[0070] With reference to Figures 4, 5, 5a and 6, pref-
erably, the locking surface 14 can be activated by means
of a key C, shown only in Figure 3b and suitable to be
inserted into a cylinder 15, which is advantageously re-
movable from the base structure 2 and replaceable. In
this embodiment, the cylinder 15 is located at the remov-
able portion 2’ of the base structure 2.
[0071] With reference to Figures 2a, 2b, 5a and 6, the
second locking means advantageously comprise at least
a part of the side surfaces of a housing 16 at least partly
located in the base structure 2, and suitable to accom-
modate the handle 4 in the closing position. The presence
of the side surfaces of the housing 16 formed in the base
structure 2 prevents the handle 4 itself from rotating about
the first axis X when in the closing position.

Claims

1. A lock (1) suitable to be used in at least one contain-
ment structure of installations preferably related to
portable generators, said lock comprising a base
structure (2), a locking lever (3) integral with a bear-
ing structure (7), a sleeve (5), a handle (4), and fas-
tening means (8) located between said bearing
structure (7) and the sleeve (5),
wherein said sleeve is constrained to said base
structure (2) and to said handle (4) by constraining
means (6) such that said sleeve (5) can be rotated
around a first axis (X) parallel to an extending axis
of said sleeve (5) and with respect to said base struc-
ture (2) ;
in which said rotation about the first axis (X) of the
sleeve (5) can be performed by rotating such handle
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(4) about said first axis (X) and with respect to said
base structure (2);
in which said bearing structure (7) is constrained to
said sleeve (5) so as to be translatable rigidly with
respect thereto along said first axis (X), and to be
able to position itself near at least a coupling portion
(5a) of the sleeve (5);
in which said fastening means (8) are suitable to en-
sure that said lever (3) follows the rotation of said
sleeve (5) around such first axis (X) and with respect
to said base structure (2);
wherein said handle (4) is rigidly rotatable by means
of the constraining means (6) and with regard to said
sleeve (5) and to said base structure (2), around a
second axis (Y) perpendicular to said first axis (X);
in which said handle (4) can take at least a first clos-
ing position and a second operating position corre-
sponding to at least two angular positions of said
handle (4), respectively, about said second axis (Y)
and with respect to said base structure (2);
wherein said lever (3) comprises an engagement
portion (3a) suitable to engage an engagement seat
of such a containment structure, said bearing struc-
ture (7) being configured to arrange said engage-
ment portion (3a) in a staggered manner along said
first axis (X) with respect to said coupling portion (5a)
of said sleeve (5); wherein said base structure (2)
comprises a protrusion (9) to which said sleeve (5)
is constrained, in a translatable manner along said
first axis (X).

2. Lock (1) according to claim 1, wherein said bearing
structure (7) is removable with respect to said sleeve
(5) and is preferably re-inserted on the sleeve (5) to
guide the engaging portion (3a) according to offsets
in two possible opposite half planes with respect to
the bearing structure (7).

3. Lock according to claim 1 or 2, wherein said sleeve
(5) and said handle (4) are placed respectively on
opposite sides of said base structure (2).

4. Lock (1) according to one or more of the preceding
claims, wherein said bearing structure (7) is suitable
to be placed at least partially around said coupling
portion (5a).

5. Lock (1) according to one or more of the preceding
claims, wherein said fastening means (8) are suita-
ble to tighten said bearing structure (7) around said
coupling portion (5a) and/or to maintain said bearing
structure (7) stationary with respect to said sleeve
(5) and along said first axis (X) near said coupling
portion (5a).

6. Lock (1) according to one or more of the preceding
claims, wherein said handle (4) comprises an arm
(4b) and a grip (4a).

7. Lock (1) according to one or more of the preceding
claims, wherein said constraining means (6) are suit-
able to allow said handle (4) to freely rotate with re-
spect to said sleeve (5) and around said second axis
(Y), at least between said closing position and said
operating position.

8. Lock (1) according to claim 7, wherein said constrain-
ing means (6) comprise an elongated connecting el-
ement (6a) constrained to rotate along with said
sleeve (5) around said first axis (X), and a pin (6b)
suitable to be inserted in at least one opening (6c)
formed in said elongated element (6a) and in at least
one opening (6d) formed in said arm (4b) of said
handle (4), such that said pin (6b) is suitable to be
inserted in these openings (6c, 6d) with an own ex-
tending axis coincident with said second axis (Y).

9. Lock (1) according to one or more of the preceding
claims, wherein said base structure (2) and said con-
straining means (6) are suitable to ensure that a ro-
tation of said handle (4) about the second axis (Y)
and with respect to said base structure (2) produces
a translational motion of the sleeve (5) itself along
said first axis (X) and with respect to said base struc-
ture (2), by means of at least interaction means (4c,
S) between said handle (4) and said base structure
(2).

10. Lock (1) according to claim 9, wherein said interac-
tion means (4c, S) are configured so that said handle
(4) exerts a push against said base structure (2) as
it rotates about said second axis (Y) and with respect
to said base structure (2) itself.

11. Lock (1) according to claim 1, comprising guide
means (10) interposed between said protrusion (9)
and said sleeve (5), and suitable to guide said sleeve
(5) during the translational motion thereof with re-
spect to said protrusion (9).

12. Lock (1) according to claim 11, wherein said guide
means (10) comprise at least a part of said protrusion
(9) or said sleeve (5), suitable to slide in at least one
cavity formed in said sleeve (5) or in said protrusion
(9), respectively.

13. Lock (1) according to one or more of the preceding
claims, comprising stopping means configured so
that, at least when said handle (4) is in a third inter-
mediate position between said closing position and
said operating position, the rotation of said sleeve
(5) about the first axis (X) and with respect to said
base structure (2) is more limited compared to at
least when said handle (4) is in this operating posi-
tion.

14. Lock (1) according to claim 13, wherein said stopping
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means comprise at least a surface integral with said
sleeve (5), and at least one surface (9a) associated
to said base structure (2), preferably disposed par-
allel to each other, and both inclined with respect to
the normal of said first axis (X).

15. Lock (1) according to one or more of the preceding
claims, comprising stabilizing means (12) suitable to
stabilize the angular position of said handle (4)
around said first axis (X), and in particular with re-
spect to said base structure (2).

16. Lock (1) according to claim 15, wherein said stabi-
lizing means (12) comprise at least a spring and ball
system (12a, 12b, 12c).

17. Lock (1) according to one or more of the preceding
claims, comprising first locking means suitable to
make sure that said handle (4), when in said closing
position, remains locked to said base structure (2)
and cannot rotate about said second axis (Y), with
respect to said base structure (2).

18. Lock (1) according to claim 17, wherein said first lock-
ing means comprise at least one slot (13a) integral
with said handle (4) and at least one slot (13b) inte-
gral with said base structure (2), said slots (13a, 13b)
being respectively integral with said handle (4) and
to said base structure (2), being suitable to align with
each other when said handle (4) is in said closing
position, and said slot (13b), integral with said base
structure (2), being at least partially formed in a re-
movable portion (2’) of said base structure (2).

19. Lock (1) according to claim 17 or 18, wherein said
first locking means comprise a locking surface (14)
that can be placed so as to interfere with the rotation
of said handle (4) about said second axis (Y) and
with respect to said base structure (2).

20. Lock according to the preceding claim 19, wherein
said locking surface (14) can be activated by means
of a key suitable to be inserted into a cylinder (15),
which is removable from said base structure (2) and
replaceable.

21. Lock (1) according to one or more of the preceding
claims, comprising second locking means that are
suitable to make sure that said handle (4), when in
said closing position, cannot rotate about said first
axis (X), with respect to said base structure (2).

22. Lock (1) according to claim 21, wherein said second
locking means comprise at least a part of the side
surfaces of a housing (16) at least partially located
in said base structure (2) and suitable to accommo-
date said handle (4) when the same is in the closing
position.

Patentansprüche

1. Schloss (1), geeignet zur Nutzung in mindestens ei-
ner Behälterstruktur von Installationen, vorzugswei-
se bezogen auf tragbare Generatoren, wobei das
Schloss eine Basisstruktur (2), einen Verriegelungs-
hebel (3), der fest mit einer Tragestruktur (7) verbun-
den ist, eine Hülse (5), einen Handgriff (4) und Fest-
spannmittel (8) umfasst, befindlich zwischen der
Tragestruktur (7) und der Hülse (5),
wobei die Hülse an der Basisstruktur (2) und dem
Handgriff (4) durch Befestigungsmittel (6) befestigt
ist, sodass die Hülse (5) rund um eine erste Achse
(X) gedreht werden kann, parallel zu einer sich er-
streckenden Achse der Hülse (5) und gegenüber der
Basisstruktur (2),
wobei die Drehung um die erste Achse (X) der Hülse
(5) durchgeführt werden kann, indem der Handgriff
(4) um die erste Achse (X) und gegenüber der Ba-
sisstruktur (2) gedreht wird,
wobei die Tragestruktur (7) an der Hülse (5) befestigt
ist, sodass sie streif dazu entlang der ersten Achse
(X) verschoben werden kann und in der Lage ist,
sich nahe an mindestens einem Kupplungsabschnitt
(5a) der Hülse (5) zu positionieren,
wobei die Festspannmittel (8) geeignet sind, um zu
gewährleisten, dass der Hebel (3) der Drehung der
Hülse (5) rund um die erste Achse (X) und gegenüber
der Basisstruktur (2) folgt;
wobei der Handgriff (4) steif mittels der Befesti-
gungsmittel (6) und gegenüber der Hülse (5) und der
Basisstruktur (2) rund um eine zweite Achse (Y)
drehbar ist, senkrecht zur ersten Achse (X), wobei
der Handgriff (4) zumindest eine erste Schließposi-
tion und eine zweite Betriebsposition einnehmen
kann, entsprechend jeweils mindestens zwei Win-
kelpositionen des Handgriffs (4), um die zweite Ach-
se (Y) und gegenüber der Basisstruktur (2),
wobei der Hebel (3) einen Eingriffsabschnitt (3a) um-
fasst, der geeignet ist, um in einen Eingriffssitz einer
Behälterstruktur einzugreifen, wobei die Tragestruk-
tur (7) ausgelegt ist, um den Eingriffsabschnitt (3a)
versetzt entlang der ersten Achse (X) gegenüber
dem Kupplungsabschnitt (5a) der Hülse (5) anzu-
ordnen,
wobei die Basisstruktur (2) einen Vorsprung (9) um-
fasst, an dem die Hülse (5) auf eine verschiebbare
Weise entlang der ersten Achse (X) befestigt ist.

2. Schloss (1) nach Anspruch 1, wobei die Tragestruk-
tur (7) gegenüber der Hülse (5) entfernbar ist und
vorzugsweise wieder auf die Hülse (5) gesetzt wird,
um den Eingriffsabschnitt (3) nach Versatzwerten in
zwei möglichen gegenständigen Halbebenen ge-
genüber der Tragestruktur (7) zu führen.

3. Schloss nach Anspruch 1 oder 2, wobei die Hülse
(5) und der Handgriff (4) jeweils an entgegengesetz-
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ten Seiten der Basisstruktur (2) platziert sind.

4. Schloss (1) nach einem oder mehreren der vorher-
gehenden Ansprüche, wobei die Tragestruktur (7)
geeignet ist, um mindestens teilweise rund um den
Kupplungsabschnitt (5a) platziert zu werden.

5. Schloss (1) nach einem oder mehreren der vorher-
gehenden Ansprüche, wobei die Festspannmittel (8)
geeignet sind, um die Tragestruktur (7) rund um den
Kupplungsabschnitt (5a) festzuspannen und/oder
um die Tragestruktur (7) stationär zur Hülse (5) und
entlang der ersten Achse (X) in der Nähe des Kupp-
lungsabschnitts (5a) beizubehalten.

6. Schloss (1) nach einem oder mehreren der vorher-
gehenden Ansprüche, wobei der Handgriff (4) einen
Arm (4b) und einen Griff (4a) umfasst.

7. Schloss (1) nach einem oder mehreren der vorher-
gehenden Ansprüche, wobei die Befestigungsmittel
(6) geeignet sind, um dem Handgriff (4) zu erlauben,
sich frei zur Hülse (5) und rund um die zweite Achse
(Y) zumindest zwischen der Schließposition und der
Betriebsposition zu drehen.

8. Schloss (1) nach Anspruch 7, wobei die Befesti-
gungsmittel (6) ein verlängertes Verbindungsele-
ment (6a) umfassen, das befestigt ist, um sich zu-
sammen mit der Hülse (5) rund um die erste Achse
(X) zu drehen, und einen Zapfen (6b), der geeignet
ist, um in mindestens eine Öffnung (6c) eingefügt zu
werden, die im verlängerten Element (6a) ausgebil-
det ist, und in mindestens eine Öffnung (6d), die im
Arm (4b) des Handgriffs (4) ausgebildet ist, sodass
der Zapfen (6b) geeignet ist, um in diese Öffnungen
(6c, 6d) mit einer eigenen Ausdehnungsachse ein-
gefügt zu werden, die mit der zweiten Achse (Y)
übereinstimmt.

9. Schloss (1) nach einem oder mehreren der vorher-
gehenden Ansprüche, wobei die Basisstruktur (2)
und die Befestigungsmittel (6) geeignet sind, um zu
gewährleisten, dass eine Drehung des Handgriffs (4)
um die zweite Achse (Y) und gegenüber der Ba-
sisstruktur (2) eine Verschiebebewegung der Hülse
(5) entlang der ersten Achse (X) und gegenüber der
Basisstruktur (2) erzeugt, durch mindestens Interak-
tionsmittel (4c, S) zwischen dem Handgriff (4) und
der Basisstruktur (2).

10. Schloss (1) nach Anspruch 9, wobei die Interaktions-
mittel (4c, S) so ausgelegt sind, dass der Handgriff
(4) eine Schubkraft gegen die Basisstruktur (2) aus-
übt, wenn sich dieser um die zweite Achse (Y) und
gegenüber der Basisstruktur (2) dreht.

11. Schloss (1) nach Anspruch 1, umfassend Führungs-

mittel (10), die zwischen dem Vorsprung (9) und der
Hülse (5) eingesetzt und geeignet sind, um die Hülse
(5) während deren Verschiebebewegung gegenü-
ber dem Vorsprung (9) zu führen.

12. Schloss (1) nach Anspruch 11, wobei die Führungs-
mittel (10) mindestens einen Teil des Vorsprungs (9)
der Hülse (5) umfassen, geeignet, um in mindestens
einen Hohlraum zu gleiten, der jeweils in der Hülse
(5) oder im Vorsprung (9) ausgebildet ist.

13. Schloss (1) nach einem oder mehreren der vorher-
gehenden Ansprüche, umfassend Stoppmittel, die
so ausgelegt sind, dass die Drehung der Hülse (5)
um die erste Achse (X) und gegenüber der Ba-
sisstruktur (2) zumindest, wenn sich der Handgriff
(4) in einer dritten Zwischenposition zwischen der
Schließposition und der Betriebsposition befindet,
eingeschränkter ist, mindestens im Vergleich dazu,
wenn sich der Handgriff (4) in dieser Betriebsposition
befindet.

14. Schloss (1) nach Anspruch 13, wobei die Stoppmittel
mindestens eine Oberfläche umfassen, die fest mit
der Hülse (5) verbunden ist, und mindestens eine
Oberfläche (9a), die mit der Basisstruktur (2) asso-
ziiert ist, vorzugsweise parallel zueinander angeord-
net und beide gegenüber der Normalen der ersten
Achse (X) geneigt.

15. Schloss (1) nach einem oder mehreren der vorher-
gehenden Ansprüche, umfassend Stabilisierungs-
mittel (12), die geeignet sind, um die Winkelposition
des Handgriffs (4) rund um die erste Achse (X) und
insbesondere gegenüber der Basisstruktur (2) zu
stabilisieren.

16. Schloss (1) nach Anspruch 15, wobei die Stabilisie-
rungsmittel (12) mindestens ein Feder-und-Kugel-
System (12a, 12b, 12c) umfassen.

17. Schloss (1) nach einem oder mehreren der vorher-
gehenden Ansprüche, umfassend erste Verriege-
lungsmittel, die geeignet sind, um sicherzustellen,
dass der Handgriff (4), wenn er sich in der Ver-
schließposition befindet, an der Basisstruktur (2)
verriegelt bleibt und sich nicht um die zweite Achse
(Y) gegenüber der Basisstruktur (2) drehen kann.

18. Schloss (1) nach Anspruch 17, wobei die ersten Ver-
riegelungsmittel mindestens eine Aussparung (13a)
umfassen, die fest mit dem Handgriff (4) verbunden
ist, und mindestens eine Aussparung (13b), die fest
mit der Basisstruktur (2) verbunden ist, wobei diese
Aussparungen (13a, 13b), die jeweils fest mit dem
Handgriff (4) und der Basisstruktur (2) verbunden
sind, geeignet sind, um sich zueinander auszurich-
ten, wenn sich der Handgriff (4) in der Schließposi-
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tion befindet, und wobei die Aussparung (13b), die
fest mit der Basisstruktur (2) verbunden ist, mindes-
tens teilweise in einem entfernbaren Abschnitt (2’)
der Basisstruktur (2) ausgebildet ist.

19. Schloss (1) nach Anspruch 17 oder 18, wobei die
ersten Verriegelungsmittel eine Verriegelungsober-
fläche (14) umfassen, die so platziert werden kann,
dass sie mit der Drehung des Handgriffs (4) um die
zweite Achse (Y) und gegenüber der Basisstruktur
(2) interferiert.

20. Schloss nach dem vorhergehenden Anspruch 19,
wobei die Verriegelungsoberfläche (14) mittels eines
Schlüssels aktiviert werden kann, der in einen Zylin-
der (15) eingefügt wird, der von der Basisstruktur (2)
entfernbar und ersetzbar ist.

21. Schloss (1) nach einem oder mehreren der vorher-
gehenden Ansprüche, umfassend zweite Verriege-
lungsmittel, die geeignet sind, um sicherzustellen,
dass sich der Handgriff (4), wenn er sich in der Ver-
schließposition befindet, nicht um die erste Achse
(X) gegenüber der Basisstruktur (2) drehen kann.

22. Schloss (1) nach Anspruch 21, wobei die zweiten
Verriegelungsmittel mindestens einen Teil der Sei-
tenoberflächen eines Gehäuses (16) umfassen,
mindestens teilweise angeordnet in der Basisstruk-
tur (2) und geeignet, um den Handgriff (4) aufzuneh-
men, wenn sich dieser in der Schließposition befin-
det.

Revendications

1. Serrure (1) adaptée pour être utilisée dans au moins
une structure de contenance d’installations de pré-
férence concernant des générateurs portables, ladi-
te serrure comprenant une structure de base (2), un
levier de verrouillage (3) solidaire d’une structure de
support (7), un manchon (5), une poignée (4) et des
moyens de fixation (8) situés entre ladite structure
de support (7) et le manchon (5),
dans laquelle ledit manchon est solidaire de ladite
structure de base (2) et de ladite poignée (4) par des
moyens de retenue (6) de manière à ce que ledit
manchon (5) puisse tourner autour d’un premier axe
(X) parallèle à un axe d’extension dudit manchon (5)
et par rapport à ladite structure de base (2) ;
dans laquelle ladite rotation autour du premier axe
(X) du manchon (5) peut être réalisée en faisant tour-
ner ladite poignée (4) autour dudit premier axe (X)
et par rapport à ladite structure de base (2) ;
dans laquelle ladite structure de support (7) est so-
lidaire dudit manchon (5) de sorte à pouvoir transla-
ter rigidement par rapport à celui-ci le long dudit pre-
mier axe (X), et à pouvoir se positionner à proximité

au moins d’une partie d’accouplement (5a) du man-
chon (5) ;
dans laquelle lesdits moyens de fixation (8) sont
adaptés pour assurer que ledit levier (3) suit la rota-
tion dudit manchon (5) autour dudit premier axe (X)
et par rapport à ladite structure de base (2) ;
dans laquelle ladite poignée (4) peut pivoter de façon
rigide au moyen des moyens de retenue (6) et par
rapport au dit manchon (5) et à ladite structure de
base (2) autour d’un second axe (Y) perpendiculaire
au dit premier axe (X) ; dans laquelle ladite poignée
(4) peut prendre au moins une première position de
fermeture et une seconde de fonctionnement cor-
respondant, respectivement, au moins à deux posi-
tions angulaires de la poignée (4) autour dudit se-
cond axe (Y) et par rapport à ladite structure de base
(2) ;
dans laquelle ledit levier (3) comprend une partie
d’engagement (3a) pouvant se mettre en prise avec
un siège d’engagement de ladite une structure de
contenance, ladite structure de support (7) étant con-
figurée pour placer ladite partie d’engagement (3a)
d’une façon décalée le long dudit premier axe (X)
par rapport à ladite partie d’accouplement (5a) dudit
manchon (5) ;
dans laquelle ladite structure de base (2) comprend
une saillie (9) à laquelle ledit manchon (5) est retenu
en translation le long dudit premier axe (X).

2. Serrure (1) selon la revendication 1, dans laquelle
ladite structure de support (7) est amovible par rap-
port au dit manchon (5) et est de préférence réintro-
duite sur le manchon (5) pour guider la partie d’en-
gagement (3a) selon des décalages dans deux de-
mi-plans opposés possibles par rapport à la structure
de support (7).

3. Serrure selon la revendication 1 ou 2, dans laquelle
ledit manchon (5) et ladite poignée (4) sont placés
respectivement sur des côtés opposés de ladite
structure de base (2).

4. Serrure (1) selon l’une ou plusieurs des revendica-
tions précédentes, dans laquelle ladite structure de
support (7) est adaptée pour être placée au moins
en partie autour de ladite partie d’accouplement (5a)

5. Serrure (1) selon l’une ou plusieurs des revendica-
tions précédentes, dans laquelle lesdits moyens de
fixation (8) sont adaptés pour serrer ladite structure
de support (7) autour de ladite partie d’accouplement
(5a) et/ou pour maintenir ladite structure de support
(7) stationnaire par rapport au dit manchon (5) et le
long dudit premier axe (X) à proximité de ladite partie
d’accouplement (5a).

6. Serrure (1) selon l’une ou plusieurs des revendica-
tions précédentes, dans laquelle ladite poignée (4)
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comprend un bras (4b) et une prise (4a).

7. Serrure (1) selon l’une ou plusieurs des revendica-
tions précédentes, dans laquelle lesdits moyens de
retenue (6) sont adaptés pour permettre à ladite poi-
gnée (4) de tourner librement par rapport au dit man-
chon (5) et autour dudit second axe (Y) au moins
entre ladite position de fermeture et ladite position
de fonctionnement.

8. Serrure (1) selon la revendication 7, dans laquelle
lesdits moyens de retenue (6) comprennent un élé-
ment de raccordement allongé (6a) étant solidaire
pour tourner le long dudit manchon (5) autour dudit
premier axe (X) et une cheville (6b) pouvant être
insérée dans au moins une ouverture (6c) formée
dans ledit élément allongé (6a) et dans au moins une
ouverture (6d) formée dans ledit bras (4b) de ladite
poignée (4), de sorte que ladite cheville (6b) puisse
être insérée dans ces ouvertures (6c, 6d) avec un
axe d’extension propre coïncidant avec ledit second
axe (Y).

9. Serrure (1) selon l’une ou plusieurs des revendica-
tions précédentes, dans laquelle ladite structure de
base (2) et lesdits moyens de retenue (6) sont adap-
tés pour assurer qu’une rotation de ladite poignée
(4) autour du second axe (Y) et par rapport à ladite
structure de base (2) produise un mouvement de
translation du manchon (5) lui-même, le long dudit
premier axe (X) et par rapport à ladite structure de
base (2), au moins au moyen de moyens d’interac-
tion (4c, S) entre ladite poignée (4) et ladite structure
de base (2).

10. Serrure (1) selon la revendication 9, dans laquelle
lesdits moyens d’interaction (4c, S) sont configurés
de manière à ce que ladite poignée (4) exerce une
poussée contre ladite structure de base (2) lorsqu’el-
le tourne autour dudit second axe (Y) et par rapport
à ladite structure de base (2) elle-même.

11. Serrure (1) selon la revendication 1, comprenant des
moyens de guidage (10) interposés entre ladite
saillie (9) et ledit manchon (5) et pouvant guider ledit
manchon (5) pendant son mouvement de translation
par rapport à ladite saillie (9).

12. Serrure (1) selon la revendication 11, dans laquelle
lesdits moyens de guidage (10) comprennent au
moins une partie de ladite saillie
(9) ou dudit manchon (5) pouvant coulisser dans au
moins une cavité formée, respectivement, dans ledit
manchon (5) ou dans ladite saillie (9).

13. Serrure (1) selon l’une ou plusieurs des revendica-
tions précédentes, comprenant des moyens d’arrêt
configurés de sorte que, au moins lorsque ladite poi-

gnée (4) se trouve dans une troisième position inter-
médiaire entre ladite position de fermeture et ladite
position de fonctionnement, la rotation dudit man-
chon (5) autour du premier axe (X) et par rapport à
ladite structure de base (2) est davantage limitée
comparativement à celle au moins lorsque ladite poi-
gnée (4) se trouve dans la position de fonctionne-
ment.

14. Serrure (1) selon la revendication 13, dans laquelle
lesdits moyens d’arrêt comprennent au moins une
surface solidaire dudit manchon (5), et au moins une
surface (9a) associée à ladite structure de base (2),
de préférence disposées parallèlement l’une à
l’autre, et toutes deux inclinées par rapport à la ré-
férence dudit premier axe (X).

15. Serrure (1) selon l’une ou plusieurs des revendica-
tions précédentes, comprenant des moyens de sta-
bilisation (12) pouvant stabiliser la position angulaire
de ladite poignée (4) autour dudit premier axe (X) et,
en particulier, par rapport à ladite structure de base
(2).

16. Serrure (1) selon la revendication 15, dans laquelle
lesdits moyens de stabilisation (12) comprennent au
moins un système à ressort et à bille (12a, 12b, 12c).

17. Serrure (1) selon l’une ou plusieurs des revendica-
tions précédentes, comprenant des premiers
moyens de verrouillage servant à garantir que ladite
poignée (4), lorsqu’elle se trouve dans ladite position
de fermeture, reste verrouillée à ladite structure de
base (2) et ne puisse pas tourner autour dudit second
axe (Y) par rapport à ladite structure de base (2).

18. Serrure (1) selon la revendication 17, dans laquelle
lesdits premiers moyens de verrouillage compren-
nent au moins une fente (13a) solidaire de ladite poi-
gnée (4) et au moins une fente (13b) solidaire de
ladite structure de base (2), lesdites fentes (13a,
13b), étant respectivement solidaires de ladite poi-
gnée (4) et par rapport à ladite structure de base (2),
pouvant s’aligner réciproquement lorsque ladite poi-
gnée (4) se trouve dans ladite position de fermeture,
et ladite fente (13b), solidaire de ladite structure de
base (2), étant au moins partiellement formée dans
une partie amovible (2’) de ladite structure de base
(2).

19. Serrure (1) selon la revendication 17 ou 18, dans
laquelle lesdits premiers moyens de verrouillage
comprennent une surface de verrouillage (14) pou-
vant être placée de manière à interférer avec la ro-
tation de ladite poignée (4) autour dudit second axe
(Y) et par rapport à ladite structure de base (2).

20. Serrure selon la revendication précédente 19, dans
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laquelle ladite surface de verrouillage (14) peut être
activée au moyen d’une clé pouvant être introduite
dans un cylindre (15) pouvant être retiré de ladite
structure de base (2) et être replacé.

21. Serrure (1) selon l’une ou plusieurs des revendica-
tions précédentes, comprenant des seconds
moyens de verrouillage servant à garantir que ladite
poignée (4), lorsqu’elle se trouve dans ladite position
de fermeture, ne puisse pas tourner autour dudit pre-
mier axe (X) par rapport à ladite structure de base
(2) .

22. Serrure (1) selon la revendication 21, dans laquelle
lesdits seconds moyens de verrouillage compren-
nent au moins une partie des surfaces latérales d’un
logement (16) au moins en partie situé dans ladite
structure de base (2) et pouvant loger ladite poignée
(4) lorsque cette dernière se trouve dans la position
de fermeture.
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