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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention:

[0001] The present invention relates to coin dispensing
technology and more particularly, to a coin hopper having
an improved coin pushing design, which comprises a
hopper body having a funnel-shaped coin box in a hous-
ing thereof, and a rotating wheel mounted in the funnel-
shaped coin box and having coin-pushing blades radially
and equiangularly spaced around a wheel base thereof
and a coin-receiving space defined between each two
adjacent coin-pushing blades, wherein when the rotating
wheel is rotated, coins are ruffled to fall into the coin-
receiving spaces individually, and then pushed into the
coin outlet one after another by the coin-pushing blades
and coin-receiving spaces for dispensing.

2. Description of the Related Art:

[0002] A coin hopper is a coin counting device de-
signed for use in a coin exchange machine, gambling
machine, amusement machine or vending machine for
sending out or issuing coins or token one by one. How-
ever, coins or token of different thicknesses, sizes and/or
shapes may be used in different countries or different
machines.
[0003] A conventional coin hopper is known using a
motor to rotate a rotating disc for dispensing coins/token.
The rotating wheel has a plurality of equiangularly spaced
pins. A guide member and a micro switch are respectively
mounted in the inner side and outer side of the coin outlet
of the coin hopper. During rotation of the rotating wheel,
coins/token are pushed one by one by the pins of the
rotating wheel toward the coin outlet and then guided out
of the coin outlet by the guide member. When one coin/to-
ken passes through the coin outlet, it will touch the micro
switch, achieving count of the dispensed coin/token. Fur-
ther, in order to ensure coin hopper operating stability, a
coin lever is provided between the rotating wheel and the
coin outlet for removing each overlapped coin from the
coin being delivered to the coin outlet, avoiding coin jams.
[0004] FIG. 9 illustrates a coin hopper according to the
prior art design. As illustrated, the coin hopper A com-
prises a base panel A1, a rotating wheel A2 rotatably
mounted at the base panel A1, a coin outlet A10 disposed
adjacent to the periphery of the rotating wheel A2, a con-
trol plate A3 spaced below the coin outlet A10 and facing
toward the rotating wheel A2, a coin ejector A4 compris-
ing a spring-loaded lever A41 and disposed at a top side
of the coin outlet A10, a plurality of pressure plates A21
arranged on the rotating wheel A2 and equiangularly
spaced around the center thereof, a rib A211 located at
each pressure plate A21, and spring members A22 re-
spectively arranged to support the respective pressure
plates A21. The control plate A3 comprises a downward-

ly sloping guide rail A31. When the rotating wheel A2 is
rotated counter-clockwise, the rib A211 of each pressure
plate A21 pushed one respective coin toward the control
plate A3, causing the coin to be abutted against the guide
rail A31 of the control plate A3, and thus, the coin is
pushed upwardly along the guide rail A31 toward the coin
outlet A10. When the rid A211 of one pressure plate A21
is abutted against the guide rail A31, the rib A211 is
forced by the guide rail A31 to compress the respective
spring member A22, and thus, this rib A211 can be
moved downwardly over the control plate A3. At this time,
the spring-loaded lever A41 of the coin ejector A4 is re-
turned to eject the coin out of the coin hopper A through
the coin outlet A10.
[0005] However, when the rotating wheel A2 is rotated
at a high speed, the rib A211 at each pressure plate A21
will be forced to hit the control plate A3 heavily, and thus,
the pressure plate A21 and the control plate A3 can wear
quickly with use. Further, because the spring members
A22 are frequently compressed and then released by the
respective pressure plates A21, the problem of stress
concentration or elastic fatigue can occur easily, causing
failure of the retracting function of the ribs A211 of the
pressure plate A21 and affecting the coin dispensing op-
eration. Further, the control plate A3 is normally made
from a plastic material to minimize the impact and noises
produced upon hitting of coins against the control plate
A3. However, the control plate A3 can wear out quickly
when frequently rubbed by coins. When the control plate
A3 starts to wear, coins can be not smoothly moved along
the guide rail A31 of the control plate A3 to the coin outlet
A10. Replacing the control plate A3 requires much time
and labor, increasing the cost.
[0006] FIG. 10 illustrates a coin dispenser according
to the prior art. As illustrated, the coin dispenser is sub-
stantially similar to the aforesaid prior art coin hopper
with the difference that the rotating wheel A2 of the coin
dispenser has radial rows of abutment blocks A23 ar-
ranged on the front wall thereof to constitute radial series
of teeth; the control plate A3 has a plurality of grooves
A32 concentrically located at an inner side thereof cor-
responding to the abutment blocks A23. During rotation
of the rotating wheel A2, each radial row of abutment
blocks A23 is forced to move one respective coin toward
the control plate A3, causing the coin to abut against the
guide rail A31 of the control plate A3 and then to be
moved along the guide rail A31 upwardly toward the coin
outlet A10. Further, during rotation of the rotating wheel
A2, the abutment blocks A23 are moved through the re-
spective grooves A32 of the control plate A3 without in-
terference, and thus, the rotating wheel A2 can be con-
tinuously and smoothly rotated, preventing the ribs A211
of the pressure plate A21 from hitting the control plate
A3 to cause structural damage. However, because this
design of coin dispenser uses the control plate A3 to work
with the rotating wheel A2 for controlling the coin moving
direction. Friction between the control plate A3 and coins
can still cause the control plate A3 to wear out, affecting
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the coin dispensing operation and leading to a control
plate replacement problem. Improvement in this regard
is necessary.
[0007] DE 3602291 A1, US 5868614 A and GB
2323202 A disclose coin hoppers according to the pre-
amble of claim 1.

SUMMARY OF THE INVENTION

[0008] The present invention has been accomplished
under the circumstances in view. It is therefore the main
object of the present invention to provide a coin hopper,
which comprises a hopper body and a rotating wheel.
The hopper body comprises a housing and a power drive.
The housing comprises a funnel-shaped coin box, an ac-
commodation chamber defined in the funnel-shaped coin
box for accommodating coins to be dispensed, and a
coin outlet disposed in communication with the accom-
modation chamber for guiding coins out of the accom-
modation chamber individually. The power drive is adapt-
ed for rotating the rotating wheel to push coins out of the
accommodation chambers into coin outlet individually.
The rotating wheel comprises a wheel base pivotally
mounted in the housing, a plurality of coin-pushing blades
radially and equiangularly extended from the wheel base
and a coin-receiving space defined between each two
adjacent coin-pushing blades. The coin-pushing blades
are curved blades, each having an abutment edge ex-
tending along one lateral side thereof and a pushing edge
extending along an opposite lateral side thereof. When
the rotating wheel is rotated by the power drive, coins
are ruffled by the coin-pushing blades of the rotating
wheel to fall into the coin-receiving spaces, and then guid-
ed by the arc-shaped abutment edges of the coin-push-
ing blades to move out of each coin-receiving space up-
wardly toward the coin outlet one after another, achieving
coin dispensing. The structural design of the rotating
wheel effectively achieves coin dispensing without an ex-
tra control plate or back plate. If a plastic control plate or
back plate is used, the plastic control plate or back plate
can wear out quickly due to friction against coins, leading
to coin dispensing problems. Thus, the invention saves
much labor and time cost in control plate replacement,
enhancing practicability of the coin hopper.
[0009] According to another aspect of the present in-
vention, the base panel comprises a through hole cut
through opposing front and back walls thereof at a lower
side relative to the coin outlet. The hopper body further
comprises a coin ejector mounted at the base panel. The
coin ejector comprises a leaf spring having a fixed end
and an opposing free end, a fastening member affixing
the fixed end of the leaf spring to the back wall of the
base panel, and a push member located at the free end
of the leaf spring and inserted through the through hole
of the base panel and floatably suspended in the circular
base. If another coin falls into one coin-receiving space
at the time the rotating wheel carries one coin from this
coin-receiving space to the coin outlet, the push member

will push this intruded coin away from the respective coin-
pushing blade, preventing jamming of this intruded coin
in the gap between the coin-pushing blade and the base
panel, or an occurrence of a structural damage.
[0010] According to the present invention, if over-
lapped coins are simultaneously moved by one coin-
pushing blade of the rotating wheel, due to that the thick-
ness of the coins is smaller than the height of the coin
outlet, a first coin of the overlapped coins can be pushed
into the coin outlet and then rapidly ejected out of the
coin outlet by the lever of the coin-dispensing mecha-
nism. If a second coin of the overlapped coins is moved
with the first coin to the coin outlet, this second coin will
be disposed above the height of the coin outlet due to
the effect of the thickness of the coin-pushing blades of
the rotating wheel, and will then be forced to fall from the
surface of the first coin. At this time, the raised bearing
portion of the respective coin-pushing blade can touch
the second coin or the other coins above the first coin,
moving the second coin or the other coins downwardly
away from the coin-pushing blades of the rotating wheel.
Further, the bevel guide edge of the coin-dispensing strip
of each coin-pushing blade can also move the second
coin or the other coins downwardly away from the surface
of first coin that is been moved into the coin outlet, allow-
ing the first coin to be smoothly moved into the coin outlet
and then pushed out of the coin outlet. Thus, the invention
effectively prevents the rotating wheel from delivering
overlapped coins into the coin outlet to cause jammed
coin or coin outlet blockage.
[0011] According to still another aspect of the present
invention, the funnel-shaped coin box of the housing of
the hopper body defines an opening in communication
with the accommodation chamber; the base panel is af-
fixed to the back wall of the funnel-shaped coin box, hav-
ing a circular recess located at the front wall thereof and
facing toward the opening and a guide edge extending
along the border of the circular recess; the rotating wheel
is pivotally mounted at the center of the circular recess.
During rotation of the rotating wheel, each coin-pushing
blade of the rotating wheel works with one respective
coin-receiving space to move one coin toward the coin
outlet. At this time, the coin is peripherally abutted against
the guide edge around the border of the circular recess,
and thus, this coin is moved toward a coin-dispensing
mechanism in the coin outlet. The guide edge around the
circular recess imparts less friction resistance to the coin,
and the coin can be moved into the coin outlet easily and
smoothly. When the lever of the coin-dispensing mech-
anism is squeezed by the coin, it is biased outwardly.
Thereafter, the elastic potential energy of the torsion
spring returns the lever, causing the lever to eject the
coin rapidly out of the coin outlet.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012]
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FIG. 1 is an oblique top elevational view of a coin
hopper in accordance with the present invention.
FIG. 2 is an exploded view of the coin hopper in ac-
cordance with the present invention.
FIG. 3 corresponds to FIG. 2 when viewed from an-
other angle.
FIG. 4 is a schematic drawing of the present inven-
tion, illustrating coins moved by the rotating wheel.
FIG. 5 corresponds to FIG. 4, illustrating one coin
moved to the coin-dispensing mechanism toward the
coin outlet.
FIG. 6 corresponds to FIG. 5, illustrating the lever of
the coin-dispensing mechanism biased by the coin.
FIG. 7 corresponds to FIG. 6, illustrating the coin
moved over the lever toward the coin outlet.
FIG. 8 corresponds to FIG. 7, illustrating the lever
returned, and the coin ejected toward the outside of
the coin outlet.
FIG. 9 is a front view of a coin hopper according to
the prior art.
FIG. 10 is an oblique top elevational view of a coin
dispenser according to the prior art.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT

[0013] Referring to FIGS. 1-4, an oblique top eleva-
tional view of a coin hopper, an exploded view of the coin
hopper, another exploded view of the coin hopper and a
schematic drawing illustrating coins moved by the rotat-
ing wheel of the coin hopper are shown. The coin hopper
comprises a hopper body 1 and a rotating wheel 2.
[0014] The hopper body 1 comprises a housing 11, a
power drive 12, a coin-dispensing mechanism 13, a coin
ejector 14, a sensor module 15, and a control circuit mod-
ule 16. The housing 11 comprises a funnel-shaped coin
box 111, and a base panel 112 affixed to the funnel-
shaped coin box 111. The funnel-shaped coin box 111
comprises an accommodation chamber 10 defining a top
opening 101, and an opening 113 located at a back side
thereof in communication with the accommodation
chamber 10. The base panel 112 comprises a circular
recess 114 located at a front wall thereof and facing to-
ward the opening 113 of the funnel-shaped coin box 111,
a through hole 1141 cut through opposing front and back
walls thereof at the center of the circular recess 114, and
a guide edge 1142 extending along the border of the
circular recess 114. The power drive 12 comprises a mo-
tor 121 mounted at the back wall of the base panel 112
of the housing 11 opposite to the funnel-shaped coin box
111, and a transmission mechanism 122 that comprises
a driving shaft 1221 inserted through the through hole
1141 at the center of the circular recess 114 and coupled
to and rotatable by the motor 121.
[0015] The housing 11 further comprises a coin outlet
110 defined between the base panel 112 and the funnel-
shaped coin box 111, and extended from the circular re-
cess 114 to the outside of the hopper body 1. The base

panel 112 further comprises a smoothly curved position-
limit slot 115 cut through the opposing front and back
walls thereof and disposed in communication with the
inner end of the coin outlet 110 and the circular recess
114, and an axle 116 located at the back wall thereof
above the power drive 12. The coin-dispensing mecha-
nism 13 comprises a lever 131 pivotally coupled with its
one end to the axle 116, a torsion spring 132 mounted
on the axle 116 and stopped with its one end against the
base panel 112 and its other end against the lever 131,
a pin 1311 extended from an opposite end, namely, the
free end of the lever 131 and inserted through the
smoothly curved position-limit slot 115, and a bearing
1312 pivotally mounted on the pin 1311. The housing 11
further comprises a baffle 117 located at the base panel
112 at a bottom side of the coin outlet 110 and abutted
to the border of the circular recess 114. The baffle 117
has an arched flange 1171 facing toward the bearing
1312 of the coin-dispensing mechanism 13, and defined
with the bearing 1312 of the lever 131 a gap that has a
width smaller than the size (such as length, width or outer
diameter) of the coins 3.
[0016] Further, the base panel 112 of the housing 11
has a through hole 1143 cut through the circular recess
114 at a lower side relative to the coin outlet 110. The
coin ejector 14 comprises a leaf spring 141, a push mem-
ber 142, and a fastening member 143. The leaf spring
141 has opposing fixed end and free end. The fixed end
of the leaf spring 141 is affixed to the back wall of the
base panel 112 by the fastening member 143. The push
member 142 is located at the free end of the leaf spring
141 and extended out of the through hole 1143. The push
member 142 is preferably a steel round ball joined to the
free end of the leaf spring 141. In actual application, the
push member 142 can be a cylindrical or oval-shaped
steel member joined to the free end of the leaf spring
141, or a dome-shaped portion integrally formed on the
free end of the leaf spring 141.
[0017] Further, coins 3 of the same size and value, or
of different sizes and different values can be put in the
accommodation chamber 10 of the funnel-shaped coin
box 111 of the housing 11. Further, decompression
boards 1111 are pivotally mounted in the accommodation
chamber 10 of the funnel-shaped coin box 111 to divide
the internal holding space of the accommodation cham-
ber 10 into multiple spaces, avoiding excessive concen-
tration of coins 3 and enhancing coin dispensing stability
and smoothness. The sensor module 15 is mounted at
the back wall of the base panel 112 to face toward the
coin outlet 110 for detecting coins 3 that pass through
the coin outlet 110. The housing 11 further comprises a
hollow back cover 118 jointed to the back wall of the base
panel 112. The hollow back cover 118 defines therein a
mounting chamber 1181. The sensor module 15 is
mounted in the mounting chamber 1181, and electrically
coupled with the power drive 12 and the control circuit
module 16 for controlling their operation.
[0018] The rotating wheel 2 comprises a wheel base
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21 having a raised configuration, and a plurality of coin-
pushing blades 211 radially and equiangularly extended
from the wheel base 21. The coin-pushing blades 211
are curved blades curving in a counter-clockwise direc-
tion, each having a width gradually reducing in direction
away from the wheel base 21. Further, a coin-receiving
space 212 is defined between each two adjacent coin-
pushing blades 211. Further, each coin-pushing blade
211 comprises a coin-dispensing strip 2111 perpendic-
ularly extended from the distal end thereof remote from
the wheel base 21 and terminating in an inwardly reduced
bevel guide edge 2112, an arc-shaped abutment edge
2121 extending along one lateral side thereof, a smoothly
curved pushing edge 2122 extending along an opposite
lateral side thereof, and at least one raised bearing por-
tion 213 located at a front surface thereof.
[0019] When assembling the coin hopper of the
present invention, position the wheel base 21 of the ro-
tating wheel 2 in the circular recess 114 of the base panel
112 of the housing 11 of the hopper body 1, and then join
the wheel base 21 to the driving shaft 1221 of the trans-
mission mechanism 122 of the power drive 12 so that
starting the motor 121 of the power drive 12 can drive
the driving shaft 1221of the transmission mechanism 122
to rotate the rotating wheel 2. After installation of the ro-
tating wheel 2 in the circular recess 114 of the base panel
112 of the housing 11 of the hopper body 1, a gap is left
between the coin-pushing blade 211 and the guide edge
1142, and thus, the rotating wheel 2 does not touch the
baffle 117 and the coin-dispensing mechanism 13 during
its rotation, preventing generation of friction resistance
to affect coin dispensing operation. Thereafter, respec-
tively fasten the funnel-shaped coin box 111 and hollow
back cover 118 of the housing 11 to the front and back
walls of the base panel 112 with screws, keeping the
rotating wheel 2 to face toward the opening 113 of the
funnel-shaped coin box 111, and thus, the coin hopper
is assembled.
[0020] Referring to FIGS. 5-8, the coin hopper can be
used in an automatic vending machine or game machine,
or a consumer system designed to provide commodity
purchase or consumer services. In application, mount
the hopper body 1 in the host of the automatic vending
machine, game machine or consumer system, and elec-
trically connect the control circuit module 16 to host with
a transmission cable or bus. Further, the coin hopper can
also be used independently. With respect to the functions
that how the control circuit module 16 controls the motor
121 of the power drive 12 to driven the transmission
mechanism 122 in rotating the rotating wheel 2, and how
the sensor module 15 detects the amount, value, authen-
ticity and dispensing of coins are of the known art and
not within the scope of the claims of the present invention,
no further detailed description in this regard will be nec-
essary.
[0021] When coins 3 are put through the top opening
101 of the housing 11 of the hopper body 1 into the ac-
commodation chamber 10 of the funnel-shaped coin box

111, coins 3 are cumulated in the accommodation cham-
ber 10. At this time, turn on the motor 121 of the power
drive 12 to drive the transmission mechanism 122 in ro-
tating the rotating wheel 2 clockwise. During rotation of
the rotating wheel 2, coins 3 are ruffled by the coin-push-
ing blades 211 of the rotating wheel 2 to fall into the coin-
receiving spaces 212, and then guided by the arc-shaped
abutment edges 2121 of the coin-pushing blades 211
and the guide edge 1142 around the circular recess 114
to move along the guide edge 1142 around the circular
recess 114 upwardly toward the coin-dispensing mech-
anism 13 in the coin outlet 110 one after another. When
one coin 3 is moved along the baffle 117 toward the coin-
dispensing mechanism 13, the centrifugal force created
during rotation of the rotating wheel 2 forces the coin 3
to move along the smoothly curved pushing edge 2122
of one coin-pushing blade 211 out of the respective coin-
receiving space 212, and the coin 3 is then pushed by
one coin-pushing blade 211 to abut against the bearing
1312 at the lever 131 and the arched flange 1171 of the
baffle 117. At this time, the lever 131 is forced by the coin
3 to bias relative to axle 116, thereby increasing the gap
between the bearing 1312 at the lever 131 and the arched
flange 1171 of the baffle 117 for the passing of the coin
3. After passed through the gap between the bearing
1312 and the arched flange 1171, the coin 3 enters the
coin outlet 110, and the elastic potential energy of the
torsion spring 132 forces the lever 131 to return to its
former position, and thus, the coin 3 is stopped against
the arched flange 1171 of the baffle 117 and ejected by
the bearing 1312 of the lever 131 out of the coin outlet
110 of the housing 11, achieving a coin dispensing action.
The structural design of the coin-pushing blades 211 and
coin-receiving spaces 212 of the rotating wheel 2 effec-
tively achieves coin dispensing without an extra control
plate or back plate. If a plastic control plate or back plate
is used, the plastic control plate or back plate can wear
out quickly due to friction against coins 3, leading to coin
dispensing problems. Thus, the invention saves much
labor and time cost in control plate replacement, enhanc-
ing practicability of the coin hopper.
[0022] During rotation of the rotating wheel 2, the coin-
pushing blades 211 and coin-receiving spaces 212 of the
rotating wheel 2 work to push coins 3 individually toward
the coin outlet 110 of the housing 11, the bearing 1312
of the coin-dispensing mechanism 13 is moved with the
lever 131 alternatively back and forth to eject every indi-
vidual coin 3 out of the coin outlet 110. Even if one coin-
receiving space 212 or multiple coin-receiving spaces
212 of the rotating wheel 2 are empty, the coin-pushing
blades 211 are continuously rotated with the rotating
wheel 2, the coin-pushing blades 211 can keep pushing
coins 3 individually out of the other coin-receiving spaces
212 toward the coin outlet 110. If another coin 3 is forced
to fall into the coin-receiving space 212 during rotation
of the rotating wheel 2 to move one coin 3 out of the
respective coin-receiving space 212 to the coin outlet
110 individually, this coin 3 will be pushed by the push
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member 142 of the coin ejector 14 downwardly away
from the respective coin-pushing blade 211, preventing
jamming of the coin 3 in the gap between the coin-push-
ing blade 211 and the circular recess 114, or an occur-
rence of a structural damage. When one coin-pushing
blade 211 touches the push member 142, the push mem-
ber 142 will be forced to move back to the inside of the
through hole 1143 and to simultaneously compress the
leaf spring 141. After the coin-pushing blade 211 passed
over the push member 142, the elastic potential energy
of the leaf spring 141 immediately forces the push mem-
ber 142 out of the through hole 1143 into a floating con-
dition.
[0023] Further, if overlapped coins 3 are simultaneous-
ly moved by one coin-pushing blade 211 of the rotating
wheel 2, due to that the thickness of the coins 3 is smaller
than the height of the coin outlet 110, a first coin 3 of the
overlapped coins 3 can be pushed into the coin outlet
110 and then rapidly ejected out of the coin outlet 110
by the lever 131 of the coin-dispensing mechanism 13.
If a second coin 3 of the overlapped coins 3 is moved
with the first coin 3 to the coin outlet 110, this second
coin 3 will be disposed above the height of the coin outlet
110 due to the effect of the thickness of the coin-pushing
blades 211 of the rotating wheel 2, and will then be forced
to fall from the surface of the first coin 3. At this time, the
raised bearing portion 213 of the respective coin-pushing
blade 211 can touch the second coin 3 or the other coins
3 above the first coin 3, moving the second coin 3 or the
other coins 3 downwardly away from the coin-pushing
blades 211 of the rotating wheel 2. Further, the bevel
guide edge 2112 of the coin-dispensing strip 2111 of each
coin-pushing blade 211 can also move the second coin
3 or the other coins 3 downwardly away from the surface
of first coin 3 that is been moved into the coin outlet 110,
allowing the first coin 3 to be smoothly moved into the
coin outlet 110 and then pushed out of the coin outlet
110. Thus, the invention effectively prevents the rotating
wheel 2 from delivering overlapped coins 3 into the coin
outlet 110 to cause jammed coin or coin outlet blockage.
[0024] In conclusion, the invention provides a coin hop-
per, which comprises a hopper body 1, and a rotating
wheel 2 that comprises a wheel base 21, a plurality of
curved coin-pushing blades 211 radially and equiangu-
larly spaced around the wheel base 21 and a coin-re-
ceiving space 212 defined between each two adjacent
coin-pushing blades 211. When a power drive 12 of the
hopper body 1 is started to rotate the rotating wheel 2,
coins 3 in a funnel-shaped coin box 111 of the housing
11 are ruffled by the coin-pushing blades 211 and forced
into the coin-receiving spaces 212 individually and then
guided by the arc-shaped abutment edges 2121 of the
coin-pushing blades 211 to move out of the coin-receiv-
ing space 212 upwardly toward the coin outlet 110 one
after another for dispensing. The structural design of the
rotating wheel 2 can achieve coin dispensing without an
extra control plate. If a plastic control plate is used, the
plastic control plate can wear out quickly due to friction

against coins, leading to coin dispensing problems. Thus,
the invention saves much labor and time cost in control
plate replacement, enhancing practicability of the coin
hopper.

Claims

1. A coin hopper, comprising a hopper body (1) and a
rotating wheel (2), wherein:

said hopper body (1) comprises a housing (11),
said housing (11) comprising a funnel-shaped
coin box (111), an accommodation chamber
(10) defined in said funnel-shaped coin box
(111) for accommodating coins (3) to be dis-
pensed and a coin outlet (110) disposed in com-
munication with said accommodation chamber
(10) for guiding said coins (3) out of said accom-
modation chamber (10) individually, and a pow-
er drive (12) adapted for rotating said rotating
wheel (2) via a transmission mechanism (122)
in a clockwise direction to push said coins (3)
out of said accommodation chambers (10) into
said coin outlet (110) individually;
said rotating wheel (2) comprises a wheel base
(21) pivotally mounted in said housing (11), a
plurality of coin-pushing blades (211) radially
and equiangularly extended from said wheel
base (21) and a coin-receiving space (212) de-
fined between each two adjacent said coin-
pushing blades (211) for receiving one said coin
(3),
said coin-pushing blades (211) being curved
blades curving in a counter-clockwise direction
and having a width gradually reducing in direc-
tion away from said wheel base (21), each said
coin-pushing blade (211) comprising an abut-
ment edge (2121) extending along one lateral
side thereof for stopping one said coin (3) in one
said coin-receiving space (212) and a pushing
edge (2122) extending along an opposite lateral
side thereof for pushing one said coin (3) out of
one said coin-receiving space (212) into said
coin outlet (110) during rotation of said rotating
wheel (2),
characterised in that each said coin-pushing
blade (211) of said rotating wheel (2) comprises
a coin-dispensing strip (2111) perpendicularly
extended from a distal end thereof remote from
said wheel base (21), said coin-dispensing strip
(2111) comprising an inwardly reduced bevel
guide edge (2112) adapted for pushing one of
each two overlapped said coins (3) downwardly
away from the surface of the first coin that is
been moved into said coin outlet (110).

2. The coin hopper as claimed in claim 1, wherein said
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hopper body (1) further comprises a base panel
(112) affixed to said funnel-shaped coin box (111)
of said housing (11), said base panel (112) compris-
ing a circular recess (114) located at a front wall
thereof and facing toward an opening (113) of said
funnel-shaped coin box (111); said rotating wheel
(2) is pivotally mounted in said circular recess (114)
of said base panel (112) and suspending in said
opening (113) of said housing (11).

3. The coin hopper as claimed in claim 2, wherein said
base panel (112) comprises a guide edge (1142) ex-
tending along the border of said circular recess (114)
for stopping a coin (3) in one said coin-receiving
space (212) of said rotating wheel (2) against one
said abutment edge (2121).

4. The coin hopper as claimed in claim 2, wherein said
base panel (112) further comprises a through hole
(1141) cut through said circular recess (114) at the
center; said power drive (12) comprises a motor
(121) mounted at a back wall of said base panel (112)
opposite to said funnel-shaped coin box (111), and
a transmission mechanism (122) coupled to and ro-
tatable by said power drive (12), said transmission
mechanism (122) comprising a driving shaft (1221)
inserted through said through hole (1141) of said
base panel (112) and coupled with said wheel base
(21) of said rotating wheel (2).

5. The coin hopper as claimed in claim 2, wherein said
coin outlet (110) is defined between a border area
of said circular recess (114) of said base panel (112)
and a back wall of said funnel-shaped coin box (111)
of said housing (11) for guiding said coins (3) out of
said hopper body (1) individually.

6. The coin hopper as claimed in claim 2, wherein said
base panel (112) further comprises a second through
hole (1143) cut through said circular recess (114) at
a lower side relative to said coin outlet (110); said
hopper body (1) further comprises a coin ejector (14)
mounted at said base panel (112), said coin ejector
(14) comprising a leaf spring (141) having a fixed
end and an opposing free end, a fastening member
(143) affixing said fixed end of said leaf spring (141)
to the back wall of said base panel (112), and a push
member (142) located at said free end of said leaf
spring (141) and inserted through said second
through hole (1143) of said base panel (112) and
suspended in said circular base.

7. The coin hopper as claimed in claim 1, wherein said
hopper body (1) further comprises a coin-dispensing
mechanism (13) disposed in said housing (11) at an
inner side relative to said coin outlet (110), said coin-
dispensing mechanism (13) comprising a lever (131)
pivotally connected to said base panel (112) and

adapted for pushing each said coin (3) out of said
coin outlet (110), and a torsion spring (132) loaded
on said lever (131) for proving an elastic potential
energy to said lever (131).

8. The coin hopper as claimed in claim 7, wherein said
base panel (112) of said housing (11) comprises a
smoothly curved position-limit slot (115) cut through
the opposing front and back walls thereof and ex-
tended from an inner end of said coin outlet (110)
and the border of said circular recess (114), and an
axle (116) located at the back wall thereof; said lever
(131) of said coin-dispensing mechanism (13) has
one end thereof connected to said axle (116); said
coin-dispensing mechanism (13) further comprises
a pin (1311) located at an opposite end of said lever
(131) and inserted through said smoothly curved po-
sition-limit slot (115), and a bearing (1312) pivotally
mounted on said pin (1311) and adapted for pushing
each said coin (3) out of said coin outlet (110).

9. The coin hopper as claimed in claim 8, wherein said
housing (11) of said hopper body (1) further com-
prises a baffle (117) located at the front wall of said
base panel (112) at a bottom side of said coin outlet
(110) and abutted to the border of said circular recess
(114), said baffle (117) comprising an arched flange
(1171) facing toward said bearing (1312) of said
coin-dispensing mechanism (13) and defined with
said bearing (1312) of said coin-dispensing mecha-
nism (13) a gap for the passing of said coins (3) in-
dividually into said coin outlet (110).

10. The coin hopper as claimed in claim 1, wherein said
rotating wheel (2) has a raised configuration; the
abutment edge (2121) of each said coin-pushing
blade (211) is arc-shaped; the pushing edge (2122)
of each said coin-pushing blade (211) is smoothly
curved.

11. The coin hopper as claimed in claim 1, wherein each
said coin-pushing blade (211) of said rotating wheel
(2) comprises at least one raised bearing portion
(213) located at a front surface thereof.

Patentansprüche

1. Münzvereinzeler, umfassend einen Vereinzelerkör-
per (1) und ein sich drehendes Rad (2), wobei:

der Vereinzelerkörper (1) ein Gehäuse (11) um-
fasst, wobei das Gehäuse (11) einen trichterför-
migen Münzbehälter (111), eine in dem trichter-
förmigen Münzbehälter (111) definierte Aufnah-
mekammer (10) zum Aufnehmen von abzuge-
benden Münzen (3) und einen in Verbindung mit
der Aufnahmekammer (10) angeordneten

11 12 



EP 3 104 344 B1

8

5

10

15

20

25

30

35

40

45

50

55

Münzauslass (110) zum einzelnen Führen der
Münzen (3) aus der Aufnahmekammer (10) und
einen Kraftantrieb (12) umfasst, der geeignet ist,
das sich drehende Rad (2) über einen Getrie-
bemechanismus (122) im Uhrzeigersinn zu dre-
hen, um die Münzen (3) aus der Aufnahmekam-
mer (10) einzeln in den Münzauslass (110) zu
schieben,
wobei das sich drehende Rad (2) eine Radbasis
(21), die sich drehend in dem Gehäuse (11) be-
festigt ist, eine Vielzahl von münzschiebenden
Schaufeln (211), die sich radial und gleichwink-
lig von der Radbasis (21) erstrecken, und einen
münzaufnehmenden Raum (212) umfasst, der
zwischen jeweils zwei benachbarten münz-
schiebenden Schaufeln (211) definiert ist, um
eine Münze (3) aufzunehmen,
wobei die münzschiebenden Schaufeln (211)
gekrümmte Schaufeln sind, die sich gegen den
Uhrzeigersinn krümmen und eine Breite aufwei-
sen, die sich in einer Richtung weg von der Rad-
basis (21) allmählich verringert, wobei jede
münzschiebende Schaufel (211) eine An-
schlagkante (2121), die sich entlang einer Quer-
seite derselben erstreckt, um eine Münze (3) in
einem münzaufnehmenden Raum (212) zu
stoppen, und eine schiebende Kante (2122) um-
fasst, die sich entlang einer gegenüberliegen-
den Querseite derselben erstreckt, um während
der Drehung des sich drehenden Rads (2) eine
Münze (3) aus einem münzaufnehmenden
Raum (212) in den Münzauslass (110) zu schie-
ben,
dadurch gekennzeichnet, dass
jede münzschiebende Schaufel (211) des sich
drehenden Rads (2) einen münzabgebenden
Streifen (2111) umfasst, der sich rechtwinklig
von einem von der Radbasis (21) entfernt gele-
genen Ende derselben erstreckt, wobei der
münzabgebende Streifen (2111) eine mit einer
nach innen reduzierten Abschrägung versehe-
ne Führungskante (2112) umfasst, die geeignet
ist, eine von jeweils zwei übereinander liegen-
den Münzen (3) weg von der Oberfläche der ers-
ten Münze, die in den Münzauslass (110) be-
wegt wird, nach unten zu schieben.

2. Münzvereinzeler nach Anspruch 1, wobei der Ver-
einzelerkörper (1) ferner eine Bodenplatte (112) um-
fasst, die an dem trichterförmigen Münzbehälter
(111) des Gehäuses (11) befestigt ist, wobei die Bo-
denplatte (112) eine kreisförmige Ausnehmung
(114) umfasst, die sich an einer Vorderwand dersel-
ben befindet und einer Öffnung (113) des trichterför-
migen Münzbehälters (111) zugewandt ist, wobei
das sich drehende Rad (2) sich drehend in der kreis-
förmigen Ausnehmung (114) der Bodenplatte (112)
befestigt ist und in die Öffnung (113) des Gehäuses

(11) hängt.

3. Münzvereinzeler nach Anspruch 2, wobei die Bo-
denplatte (112) eine Führungskante (1142) umfasst,
die sich entlang dem Rand der kreisförmigen Aus-
nehmung (114) erstreckt, um eine Münze (3) in ei-
nem münzaufnehmenden Raum (212) des sich dre-
henden Rads (2) gegen eine Anschlagkante (2121)
zu stoppen.

4. Münzvereinzeler nach Anspruch 2, wobei die Bo-
denplatte (112) ferner eine Durchgangsbohrung
(1141) umfasst, die in der Mitte durch die kreisför-
mige Ausnehmung (114) geschnitten ist, wobei der
Motorantrieb (12) einen Motor (121), der an einer
Rückwand der Bodenplatte (112) gegenüber dem
trichterförmigen Münzbehälter (111) befestigt ist,
und einen Getriebemechanismus (122) umfasst, der
mit dem Motorantrieb (12) gekoppelt und von dem-
selben sich drehend ist, wobei der Getriebemecha-
nismus (122) eine Antriebswelle (1221) umfasst, die
durch die Durchgangsbohrung (1141) der Boden-
platte (112) eingesetzt und mit der Radbasis (21)
des sich drehenden Rads (2) gekoppelt ist.

5. Münzvereinzeler nach Anspruch 2, wobei der
Münzauslass (110) zwischen einem Randbereich
der kreisförmigen Ausnehmung (114) der Boden-
platte (112) und einer Rückwand des trichterförmi-
gen Münzbehälters (111) des Gehäuses (11) defi-
niert ist, um die Münzen (3) einzeln aus dem Verein-
zelerkörper (1) herauszuführen.

6. Münzvereinzeler nach Anspruch 2, wobei die Bo-
denplatte (112) ferner eine zweite Durchgangsboh-
rung (1143) umfasst, die auf einer unteren Seite re-
lativ zu dem Münzauslass (110) durch die kreisför-
mige Ausnehmung (114) geschnitten ist, wobei der
Vereinzelerkörper (1) ferner einen Münzauswerfer
(14), der an der Bodenplatte (112) befestigt ist und
eine Blattfeder (141) umfasst, die ein festes Ende
und ein gegenüberliegendes freies Ende aufweist,
ein Befestigungselement (143), das das feste Ende
der Blattfeder (141) an der Rückwand der Boden-
platte (112) befestigt, und ein Schubelement (142)
umfasst, das sich an dem freien Ende der Blattfeder
(141) befindet und durch die zweite Durchgangsboh-
rung (1143) der Bodenplatte (112) eingesetzt ist und
in die kreisförmige Basis hängt.

7. Münzvereinzeler nach Anspruch 1, wobei der Ver-
einzelerkörper (1) ferner einen münzabgebenden
Mechanismus (13) umfasst, der an einer Innenseite
relativ zu dem Münzauslass (110) in dem Gehäuse
(11) angeordnet ist, wobei der münzabgebende Me-
chanismus (13) einen Hebel (131), der sich drehend
mit der Bodenplatte (112) verbunden und geeignet
ist, jede Münze (3) aus dem Münzauslass (110) zu
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schieben, und eine Drehfeder (132) umfasst, die an
dem Hebel (131) belastet ist, um eine elastische po-
tenzielle Energie an den Hebel (131) zu liefern.

8. Münzvereinzeler nach Anspruch 7, wobei die Bo-
denplatte (112) des Gehäuses (11) einen stufenlos
gekrümmten Lagebegrenzungsschlitz (115), der
durch die Vorder- und die Rückwand desselben, die
sich gegenüberliegen, geschnitten ist und sich von
einem inneren Ende des Münzauslasses (110) und
dem Rand der kreisförmigen Ausnehmung (114) er-
streckt, und eine Achse (116) umfasst, die sich an
der Rückwand desselben befindet ist, wobei der He-
bel (131) des münzabgebenden Mechanismus (13)
ein Ende desselben aufweist, das mit der Achse
(116) verbunden ist, wobei der münzabgebende Me-
chanismus (13) ferner einen Stift (1311), der sich an
einem gegenüberliegenden Ende des Hebels (131)
befindet und durch den stufenlos gekrümmten La-
gebegrenzungsschlitz (115) eingesetzt ist, und ein
Lager (1312) umfasst, das sich drehend an dem Stift
(1311) befestigt und geeignet ist, jede Münze (3) aus
dem Münzauslass (110) zu schieben.

9. Münzvereinzeler nach Anspruch 8, wobei das Ge-
häuse (11) des Vereinzelerkörpers (1) ferner ein Ab-
lenkblech (117) umfasst, das an der Vorderwand der
Bodenplatte (112) auf einer unteren Seite des
Münzauslasses (110) festgelegt ist und an dem
Rand der kreisförmigen Ausnehmung (114) anliegt,
wobei das Ablenkblech (117) einen bogenförmigen
Flansch (1171), der dem Lager (1312) des münzab-
gebenden Mechanismus (13) zugewandt ist und, de-
finiert mit dem Lager (1312) des münzabgebenden
Mechanismus (13), einen Spalt umfasst, um die
Münzen (3) einzeln in den Münzauslass (110) zu lei-
ten.

10. Münzvereinzeler nach Anspruch 1, wobei das sich
drehende Rad (2) eine erhöhte Anordnung aufweist,
die Anschlagkante (2121) jeder münzschiebenden
Schaufel (211) bogenförmig ist und die schiebende
Kante (2122) jeder münzschiebenden Schaufel
(211) stufenlos gekrümmt ist.

11. Münzvereinzeler nach Anspruch 1, wobei jede
münzschiebende Schaufel (211) des sich drehen-
den Rads (2) wenigstens einen erhöhten Lagerab-
schnitt (213) umfasst, der sich an einer vorderen Flä-
che desselben befindet ist.

Revendications

1. Distributeur automatique de monnaie, comprenant
un corps de distributeur automatique (1) et une roue
rotative (2), dans lequel:

ledit corps de distributeur automatique (1) com-
prend un boîtier (11), ledit boîtier (11) compre-
nant une boîte à monnaie en forme d’entonnoir
(111), une chambre de logement (10) définie
dans ladite boîte à pièces en forme d’entonnoir
(111) pour recevoir des pièces (3) à distribuer
et une sortie de pièces de monnaie (110) dispo-
sée en communication avec ladite chambre de
logement (10) pour guider lesdites pièces (3)
hors de ladite chambre de logement (10) indivi-
duellement, et un entraînement motorisé (12)
adapté pour faire tourner ladite roue rotative (2)
par l’intermédiaire d’un mécanisme de transmis-
sion (122) dans le sens horaire pour pousser
lesdites pièces (3) hors desdites chambres de
logement (10) dans ladite sortie de pièces de
monnaie (110) individuellement;
ladite roue rotative (2) comprend un empatte-
ment (21) monté pivotant dans ledit boîtier (11),
une pluralité de lames de poussée de pièces de
monnaie (211) s’étendant radialement et angu-
lairement à partir dudit empattement (21) et un
espace de réception de pièces de monnaie
(212) défini entre chaque deux lames adjacen-
tes desdites lames de poussée de pièces (211)
pour recevoir l’une desdites pièces (3),
lesdites lames de poussée de pièces de mon-
naie (211) étant des lames courbes courbées
dans le sens antihoraire et présentant une lar-
geur diminuant progressivement dans la direc-
tion s’éloignant dudit empattement (21), chacu-
ne desdites lames de poussée de pièces de
monnaie (211) comprenant un bord de butée
(2121) s’étendant le long d’un côté latéral de
celle-ci pour arrêter l’une desdites pièces (3)
dans un espace de réception de pièces (212) et
un bord de poussée (2122) s’étendant le long
d’un côté latéral opposé de celle-ci pour pousser
l’une desdites pièces (3) en dehors d’un espace
de réception de pièces (212) dans ladite sortie
de pièces de monnaie (110) pendant la rotation
de ladite roue rotative (2),
caractérisé en ce que,
chacune desdites lames de poussée de pièces
de monnaie (211) de ladite roue rotative (2) com-
prend une bande de distribution de pièces de
monnaie (2111) s’étendant perpendiculaire-
ment à partir d’une extrémité distale de celle-ci
éloignée dudit empattement (21), ladite bande
de distribution de pièces de monnaie (2111)
comprenant un bord de guidage biseauté (2112)
réduit vers l’intérieur adapté pour pousser une
pièce parmi chaque deux pièces superposées
(3) vers le bas en s’éloignant de la surface de
la première pièce qui a été déplacée dans ladite
sortie de pièces de monnaie (110).

2. Distributeur automatique de monnaie selon la reven-
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dication 1, dans lequel ledit corps de distributeur
automatique (1) comprend en outre une plaque de
base (112) fixée à ladite boîte à monnaie en forme
d’entonnoir (111) dudit boîtier (11), ladite plaque de
base (112) comprenant un évidement circulaire
(114) situé sur une paroi avant de celui-ci et orienté
vers une ouverture (113) de ladite boîte à monnaie
en forme d’entonnoir (111); ladite roue rotative (2)
est montée de manière pivotante dans ledit évide-
ment circulaire (114) de ladite plaque de base (112)
et est mise en suspension dans ladite ouverture
(113) dudit boîtier (11).

3. Distributeur automatique de monnaie selon la reven-
dication 2, dans lequel ladite plaque de base (112)
comprend un bord de guidage (1142) s’étendant le
long du bord dudit évidement circulaire (114) pour
arrêter une pièce (3) dans un espace de réception
de pièces de monnaie (212) de ladite roue rotative
(2) contre un bord de butée (2121).

4. Distributeur automatique de monnaie selon la reven-
dication 2, dans lequel ladite plaque de base (112)
comprend en outre un trou traversant (1141) coupé
à travers ledit évidement circulaire (114) au centre;
ledit entraînement motorisé (12) comprend un mo-
teur (121) monté sur une paroi arrière de ladite pla-
que de base (112) à l’opposé de ladite boîte à mon-
naie en forme d’entonnoir (111), et un mécanisme
de transmission (122) couplé audit entraînement
motorisé (12) et pouvant être mis en rotation par ce-
lui-ci, ledit mécanisme de transmission (122) com-
prenant un arbre d’entraînement (1221) inséré à tra-
vers ledit trou traversant (1141) de ladite plaque de
base (112) et couplé avec ledit empattement (21) de
ladite roue rotative (2).

5. Distributeur automatique de monnaie selon la reven-
dication 2, dans lequel ladite sortie de pièces de
monnaie (110) est définie entre une zone de bordure
dudit évidement circulaire (114) de ladite plaque de
base (112) et une paroi arrière de ladite boîte à mon-
naie en forme d’entonnoir (111) dudit logement (11)
pour guider individuellement lesdites pièces (3) hors
dudit corps de distributeur automatique (1) indivi-
duellement.

6. Distributeur automatique de monnaie selon la reven-
dication 2, dans lequel ladite plaque de base (112)
comprend en outre un second trou traversant (1143)
coupé à travers ledit évidement circulaire (114) sur
un côté inférieur par rapport à ladite sortie de pièces
de monnaie (110); ledit corps de distributeur auto-
matique (1) comprend en outre un éjecteur de pièces
de monnaie (14) monté sur ladite plaque de base
(112), ledit éjecteur de pièces de monnaie (14) com-
prenant un ressort à lame (141) ayant une extrémité
fixe et une extrémité libre opposée, un élément de

fixation (143) fixant ladite extrémité fixe dudit ressort
à lame (141) à la paroi arrière de ladite plaque de
base (112), et un élément de poussée (142) situé au
niveau de ladite extrémité libre dudit ressort à lame
(141) et inséré à travers ledit second trou traversant
(1143) de ladite plaque de base (112) et suspendu
dans ladite base circulaire.

7. Distributeur automatique de monnaie selon la reven-
dication 1, dans lequel ledit corps de distributeur
automatique (1) comprend en outre un mécanisme
de distribution de pièces de monnaie (13) disposé
dans ledit boîtier (11) sur un côté intérieur par rapport
à ladite sortie de pièces de monnaie (110), ledit mé-
canisme de distribution de pièces de monnaie (13)
comprenant un levier (131) relié de manière pivotan-
te à ladite plaque de base (112) et adapté pour pous-
ser chacune desdites pièces (3) à partir de ladite
sortie de pièces de monnaie (110) et un ressort de
torsion (132) chargé sur ledit levier (131) pour fournir
une énergie potentielle élastique audit levier (131).

8. Distributeur automatique de monnaie selon la reven-
dication 7, dans lequel ladite plaque de base (112)
dudit boîtier (11) comprend une fente de limitation
de position légèrement incurvée (115) coupée à tra-
vers les parois avant et arrière opposées de celle-ci
et s’étendant depuis une extrémité intérieure de la-
dite sortie de pièces de monnaie (110) et du bord
dudit évidement circulaire (114), et un axe (116) situé
sur la paroi arrière de celle-ci; ledit levier (131) dudit
mécanisme de distribution de pièces de monnaie
(13) a une extrémité reliée audit axe (116); ledit mé-
canisme de distribution de pièces de monnaie (13)
comprend en outre un axe (1311) situé à une extré-
mité opposée dudit levier (131) et inséré à travers
ladite fente de limitation de position légèrement in-
curvée (115), et un palier (1312) monté de manière
pivotante sur ledit axe (1311) et adapté pour pousser
chacune desdites pièces (3) hors de ladite sortie de
pièces de monnaie (110).

9. Distributeur automatique de monnaie selon la reven-
dication 8, dans lequel ledit logement (11) dudit
corps de distributeur automatique (1) comprend en
outre un déflecteur (117) situé sur la paroi avant de
ladite plaque de base (112) sur un côté inférieur de
ladite sortie de pièces de monnaie (110) et en butée
sur le bord dudit évidement circulaire (114), ledit dé-
flecteur (117) comprenant une bride arquée (1171)
tournée vers ledit palier (1312) dudit mécanisme de
distribution de pièces de monnaie (13) et définissant
avec ledit palier (1312) dudit mécanisme de distri-
bution de pièces (13) un espace pour le passage
desdites pièces (3) individuellement dans ladite sor-
tie de pièces de monnaie (110).

10. Distributeur automatique de monnaie selon la reven-
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dication 1, dans lequel ladite roue rotative (2) a une
configuration surélevée; le bord de butée (2121) de
chacune desdites lames de poussée de pièces de
monnaie (211) est en forme d’arc; le bord de poussée
(2122) de chacune desdites lames de poussée de
pièces (211) est légèrement incurvé.

11. Distributeur automatique de monnaie selon la reven-
dication 1, dans lequel chacune desdites lames de
poussée de pièces de monnaie (211) de ladite roue
rotative (2) comprend au moins une partie de support
surélevée (213) située sur une surface avant de cel-
le-ci.
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