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Description

TECHNICAL FIELD

[0001] The presentinvention relates to a washing ma-
chine.

BACKGROUND

[0002] In a washing and drying machine described in

afollowing patent literature 1, an outer drum part assem-
bled with a rotating drum part with washings thrown there-
in is supported by a rotation supporting member through
an inclined rotation supporting shaft. A pair of rotation
supporting members is arranged in a manner of sand-
wiching the outer drum part, and each rotation supporting
member is supported by an outer frame of the washing
and drying machine through a hoisting rod. The outer
drum part is provided with a rotation operating rope in-
stalling part, and an operating rope connected to the ro-
tation operating rope installing part is coiled on a drum
arranged on an inclined rotation motor of the outer frame.
As the inclined rotation motor rotates, the operating rope
moves upwards or downwards. Thus, the outerdrum part
obliquely rotates around the inclined rotation supporting
shaft. Thus, the outer drum part is transversely inclined
when the washings are thrown into the rotating drum part,
and the outer drum partis disposed along a perpendicular
direction during washing, rinse and dewatering.

[0003] In the washing and drying machine described
in patent literature 1, a part for mounting a hoisting rod
of each rotation supporting member is located on an outer
side surface of the rotation supporting member opposite
to the outer drum part side. In this way, since the hoisting
rod is configured in a manner of extending to the outer
side of the rotation supporting member and may cause
the washing and drying machine to become larger, it is
difficult to reduce the space occupied by the washing and
drying machine. In addition, rigidity of the rotation sup-
porting member which rotatably supports the outer drum
part is expected to be increased.

Related Technical Literature

Patent Literature

[0004] PatentLiterature 1: Japanese Laid-open patent
publication No. 4-166196. Further relevant technologies
are also known from DE102004002585 A1, EP0437747
A1, EP0437747 A1, and JP2006311978.

SUMMARY

Problems to be solved by the invention

[0005] The present invention is based on the back-

ground, and aims to provide a washing machine accord-
ing to independent claim 1 which can save an installation
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space and can increase rigidity of a part for rotatably
supporting a washing drum in a structure including the
washing drum, where the washing drum can rotate in a
manner of crossing with a perpendicular direction. Fur-
therimprovements and embodiments are provided in the
dependent claims.

Solution for solving the problems

[0006] The present invention provides a washing ma-
chine, including: a washing drum accommodating wash-
ings and rotating in a manner of crossing with a perpen-
dicular direction; a supporting member arranged on an
outer side of the washing drum and rotatably supporting
the washing drum; abent part arranged on the supporting
members and bent towards a side of the washing drum;
and an elastic supporting member mounted on the bent
part and elastically supporting the supporting member.
[0007] Inaddition,insome embodiments of the present
invention, the washing machine includes a driving mech-
anism arranged between the supporting member and the
washing drum and rotating the washing drum.

[0008] Inaddition,insome embodiments of the present
invention, the driving mechanism includes a base part
formed in a locally bent manner and mounted on the sup-
porting member.

[0009] Inaddition,insome embodiments ofthe present
invention, the washing machine is sandwiched between
a pair of the supporting members; and the washing ma-
chine includes a beam member arranged between the
pair of the supporting members.

[0010] Inaddition,insome embodiments ofthe present
invention, the washing machine is sandwiched between
a pair of the supporting members; the washing machine
includes a supporting frame which is an integral support-
ing frame integrally having the pair of the supporting
members; and a bottom member arranged between low-
er ends of the pair of the supporting members.

Effects of the invention

[0011] According to the presentinvention, in the wash-
ing machine including the washing drum, the supporting
member arranged on the outer side of the washing drum
rotatably supports the washing drum, the washing drum
can rotate in a manner of crossing with a perpendicular
direction.

[0012] The bent part, which is bent towards the wash-
ing drum, is arranged on the supporting member. Thus,
rigidity of the supporting member can be increased. The
elastic supporting member for elastically supporting the
supporting member is mounted on the bent part. In this
case, since the elastic supporting member is arranged
on the side where the washing drum is (i.e., the inner
side of the supporting member) rather than in a manner
of extending to a side of the supporting member opposite
to the washing drum (i.e., an outer side), the washing
machine can become smaller. Thus, aninstallation space
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of the washing machine can be reduced.

[0013] In addition, according to some embodiments of
the present invention, since the driving mechanism for
rotating the washing drum is not arranged between the
supporting member and the washing drum rather than in
a manner of extending to the outer side of the supporting
member, the washing machine can become smaller.
Thus, an installation space of the washing machine can
be reduced.

[0014] In addition, according to some embodiments of
the presentinvention, the base part, mounted on the sup-
porting member, of the driving mechanism is formed in
a locally bent manner, so that the rigidity can be in-
creased. Thus, since the supporting member is strength-
ened through the base part, the rigidity of the supporting
members can be further increased.

[0015] In addition, according to some embodiments of
the present invention, the beam member is arranged be-
tween a pair of the supporting members, which are ar-
ranged in a manner of sandwiching the washing drum.
Thus, the rigidity of the supporting members can be fur-
ther increased.

[0016] In addition, according to some embodiments of
the present invention, a pair of the supporting members
arranged in a manner of sandwiching the washing drum
and the bottom member arranged between the lower
ends of the pair of the supporting members are integrated
to form the integral supporting frame, so that the rigidity
of the supporting members can be further increased.

BRIEF DESCRIPTION OF DRAWINGS
[0017]

Fig. 1 is a schematic three-dimensional diagram il-
lustrating a washing machine in an embodiment of
the present invention.

Fig. 2 is a three-dimensional diagram illustrating a
supporting member of a supporting frame included
in a washing machine.

Fig. 3 is a three-dimensional diagram illustrating a
washing machine.

Fig. 4 is a three-dimensional diagram illustrating a
driving mechanism included in a washing machine.
Fig. 5 is a left view of a supporting member and a
driving mechanism.

Fig. 6 is a sectional view along A-A of Fig. 5.

Fig. 7 is a three-dimensional diagram illustrating a
washing machine in a variant example.

List of reference numerals

[0018] 1: washing machine; 3: washing drum; 4: sup-
porting frame; 5: elastic supporting member; 8: driving
mechanism; 13: supporting member; 13F: bent part; 14:
beam member; 30: base part; 60: bottom member; and
Z: up-down direction.
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DETAILED DESCRIPTION

[0019] Embodiments of the present invention are spe-
cifically described below with reference to drawings. Fig.
1 is a schematic three-dimensional diagram illustrating
a washing machine 1 in an embodiment of the present
invention. An up-down direction in Fig. 1 is called as an
up-down direction Z of the washing machine 1; a left-right
direction in Fig. 1 is called as a front-rear direction Y of
the washing machine 1; and a transverse direction sub-
stantially orthogonal to paper of Fig. 1 is called as a left-
right direction X. The up-down direction Z is also a per-
pendicular direction. In the up-down direction Z, an upper
side is called as an upper side Z1; and a lower side is
called as a lower side Z2. In the front-rear direction Y, a
right side in Fig. 1 is called as a front side Y1; and a left
side in Fig. 1 is called as a rear side Y2. In the left-right
direction X, an outer side of the paper of Fig. 1 is called
as a left side X1; and an inner side of the paper of Fig. 1
is called as a right side X2.

[0020] Inthe washing machine 1, although the washing
machine 1 also includes a washing and drying machine
with a clothes drying function, the washing machine 1
hereafter, which only executes washing operation with-
out explaining the clothes drying function, is taken as an
example. The washing operation includes a washing
process, a rinsing process and a dewatering process.
The washing machine 1includes: a housing 2, a washing
drum 3 arranged in the housing 2, a supporting frame 4,
an elastic supporting member 5, a rotating part 6, an un-
locking mechanism 7 and a driving mechanism 8.
[0021] The housing 2 is, for example, made of metal,
and is formed in a shape of a box. A connecting surface
2C for connecting a front surface 2A and an upper surface
2B is arranged on the housing 2. The connecting surface
2C is, for example, an inclined surface which drops to-
wards the front side Y1. An outlet-inlet (not shown) for
throwing in and taking out washings from the washing
machine 1 is formed in a manner of bridging the front
surface 2A and the connecting surface 2C.

[0022] The washing drum 3 includes an outer drum 10
and aninnerdrum 11. The outer drum 10 is, for example,
made of resin, and is formed in a cylindrical shape with
a bottom. An imaginary straight line passing through a
center of a circle of the outer drum 10 is a central axis J
of the outer drum 10. In the washing process and the
rinsing process, water is stored in the outer drum 10. A
circular opening 10A through which the washings are
thrown in and taken out from the washing machine 1 is
formed on an upper end of the outer drum 10 on an op-
posite side of a bottom wall (not shown). Metal rotating
shafts 12 protruding to an outer side of the left-right di-
rection X are arranged one by one on left and right side
surfaces of the outer drum 10. Fig. 1 only shows the ro-
tating shaft 12 on the left side X1. The pair of left and
right rotating shafts 12 are disposed in a same position
when observed from the left-right direction X.

[0023] Theinnerdrum 11is, for example, made of met-
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al, and is formed in a cylindrical shape with a bottom.
The inner drum 11 is smaller than the outer drum 10. The
washings are accommodated into the inner drum 11. A
circular opening 11A through which the washings are ac-
commodated into theinnerdrum 11 is formed on an upper
end of the inner drum 11 on an opposite side of a bottom
wall (not shown). The inner drum 11 is coaxially accom-
modated into the outer drum 10. Therefore, the central
axis of the inner drum 11 is the above central axis J. In
a state where the inner drum 11 is accommodated into
the outer drum 10, an opening 11A of the inner drum 11
is located at an inner side of an opening 10A of the outer
drum 10. The opening 10A and the opening 11A are di-
rected to the outlet-inlet (not shown) of the housing 2.
Thus, the washings can be thrown in and taken out of
the inner drum 11. A plurality of through holes 11C are
formed in a circumferential wall 11B and a bottom wall
of the inner drum 11; and water in the outer drum 10
passes between the outer drum 10 and the inner drum
11 via the through holes 11C. Therefore, a water level in
the outer drum 10 is consistent with a water level in the
inner drum 11. In washing operation, the inner drum 11
rotates around the central axis J under a driving force
from a motor (not shown) arranged in the housing 2.
[0024] The supporting frame 4 is made of metal, and
includes a pair of left and right supporting members 13
and beam members 14 arranged between lower ends of
the pair of the supporting members 13. A washing drum
3isarranged between the pair of the supporting members
13. Therefore, the pair of the supporting members 13 is
arranged on an outer side of the washing drum 3 in a
manner of sandwiching the washing drum 3 from the left-
right direction X. Each supporting member 13 is rectan-
gular when observed from the left-right direction X and
is formed in a shape of a plate which is thin in the left-
right direction X. In other words, each supporting member
13 has a specific thickness in opposite direction of the
washing drum 3, i.e., in the left-right direction X.

[0025] For the outer drum 10 of the washing drum 3,
the rotating shaft 12 protruding to the left side X1 pene-
trates through the supporting member 13 on the left side
X1, and is rotatably supported by the supporting member
13 on the left side X1 via a bearing (not shown). For the
outer drum 10, the rotating shaft 12 (not shown) protrud-
ing to the right side X2 penetrates through the supporting
member 13 on the right side X2, and is rotatably support-
ed by the supporting member 13 on the right side X2 via
a bearing (not shown). Thus, the washing drum 3 is sup-
ported by the supporting members 13 on the left and right
sides of the supporting frame 4, and can rotate around
the rotating shaft 12 in a manner of crossing with the up-
down direction Z. Specifically, with rotation of the wash-
ing drum 3, the central axis J of the outer drum 10 and
the inner drum 11 is inclined to the front-rear direction Y
relative to the up-down direction Z. A rotating direction
of the washing drum 3 is called as a rotating direction K.
[0026] A crossing angle, which is a sharp angle be-
tween an imaginary reference axis L extending along the
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up-down direction Z and the central axis J, is a rotating
angle 6 of the washing drum 3 relative to the reference
axis L. The smaller the rotating angle 6 is, the closer to
the vertical posture the washing drum 3 is. The larger the
rotating angle 6 is, the more inclined to the front side Y1
the washing drum 3 is in such a manner that the opening
10A of the outer drum 10 and the opening 11A of the
inner drum 11 face the front side Y1. The rotating angle
6 can be changed at, forexample, five levels of 5degrees,
15 degrees, 30 degrees, 45 degrees and 60 degrees. In
this case, as an example of application in the washing
machine 1, when the washings are thrown in the washing
drum 3 at the beginning of the washing operation, the
rotating angle 6 is set as 45 degrees in such a manner
that throwing of the washings becomes easy; and then,
under a condition of detecting a load of the washings or
supplying water to the washing drum 3, the rotating angle
0 is set as 5 degrees. Then, in the washing process and
the rinsing process, in order to promote position alterna-
tion of the washings in the inner drum 11 to realize effi-
cient washing and rinsing, the rotating angle 6 is set to
change between 5 degrees and 60 degrees.

[0027] An opening 13A penetrating through the sup-
porting member 13 on the left side X1 along the left-right
direction Xis formed in aregion of the supporting member
13 on the left side X1 and closer to the lower side Z2 than
the rotating shaft 12. The opening 13A is formed in a
substantially rectangular shape which is long in the front-
rear direction Y. Referring to the three-dimensional dia-
gram (i.e., Fig. 2) of the supporting member 13 on the
left side X1, a circular opening 13B into which the rotating
shaft 12 is inserted and through which the rotating part
6 is located is formed at the upper side Z1 of the opening
13A of the supporting member 13 on the left side X1, as
well as a rectangular opening 13C located closer to the
front side Y1 than the opening 13B and into which the
unlocking mechanism 7 is embedded is formed at the
upper side Z1 of the opening 13A of the supporting mem-
ber 13 on the left side X1.

[0028] For each supporting member 13, an inclined
part 13D from which an angle on the front upper side is
cut off obliquely is formed; and the entire region of the
upper end, which is closer to the rear side Y2 than the
inclined part 13D, forms a flange part 13E bent into a
substantially right angle to an side opposite to the side
of washing drum 3 in the left-right direction X. Herein, the
side of washing drum 3 in the left-right direction X means
an inner side of the supporting member 13, i.e., the right
side X2 with respect to the supporting member 13 on the
left side X1 and the left side X1 with respect to the sup-
porting member 13 on the right side X2. In turn, the side
opposite to the side of washing drum 3 in the left-right
direction X means an outer side of the supporting mem-
ber 13, i.e., the left side X1 with respect to the supporting
member 13 on the left side X1 and the right side X2 with
respect to the supporting member 13 on the right side X2.
[0029] Abentpart13F benttothe side of washing drum
3 is integrally provided on each supporting member 13.
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The bent part 13F includes a front bent part 13G, a rear
bent part 13H and a lower bent part 131. The front bent
part 13G is formed into a shape of a belt which extends
along the up-down direction Z by bending an almost en-
tire region of the front end of the supporting member 13
closer to the lower side Z2 than the inclined part 13D
towards the washing drum 3 side into a substantially right
angle. The rear bent part 13H is formed into a shape of
a belt which extends along the up-down direction Z by
bending an almost entire region of the rear end of the
supporting member 13 towards the washing drum 3 side
into a substantially right angle. The lower bent part 131
is formed into a shape of a belt which extends along the
front-rear direction Y by bending an almost entire region
of the lower end of the supporting member 13 towards
the washing drum 3 side into a substantially right angle.
[0030] The rigidity of the supporting member 13, and
especially the bending rigidity of the left-right direction X,
can be increased through the bent part 13F. It should be
noted that the flange part 13E arranged on the upper end
ofthe supporting member 13 is also conducive toincreas-
ing the rigidity of the supporting member 13. Since the
overall resonant frequency of the supporting frame 4 of
the supporting member 13 increases by increasing the
rigidity of the supporting member 13 in this manner, vi-
bration of the supporting frame 4 during high-speed ro-
tation of the inner drum 11 can be inhibited especially in
the dewatering process.

[0031] The front bent part 13G and the rear bent part
13H each is cut from the side of washing drum 3 along
the up-down direction Z to form a notch 13K, such that
the upper part 13J is narrower than the lower part 13L
along the left-right direction X. The notch 13K is located
in a position which is reachable to the vibrating washing
drum 3 in washing operation. Therefore, the washing
drum 3 can be prevented from contacting with the front
bent part 13G and the rear bent part 13H in the washing
operation. A plurality of large or small through holes 13M
penetrating through the lower part 13L along the front-
rear direction Y are formed in the upper region of the
lower part 13L. An edge of the side of washing drum 3
on the lower region of the lower part 13L is formed in
such a manner: the edge is inclined to a side opposite to
the side of washing drum 3 as dropping to the lower side
Z2. Thus, the lower region of the lower part 13L becomes
narrow in the left-right direction X as dropping to the lower
side Z2.

[0032] With reference to the three-dimensional dia-
gram (i.e., Fig. 3) for observing the washing machine 1
from the lower side Z2, accepting parts 15 are fixed on
the upper regions of the respective lower parts 13L of
the front bent part 13G and the rear bent part 13H. Each
accepting part 15 is made of, for example, resin, and is
formed into a shape of a box which is slightly longer in
the up-down direction Z. A concave part 15A sinking from
a lower surface to the upper side Z1 is formed in each
accepting part 15. The accepting part 15 is arranged to
be opposite to the lower part 13L of the front bent part
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13G from the front side Y1 and opposite to the lower part
13L of the rear bent part 13H from the rear side Y2. A
claw (not shown) arranged on the accepting part 15 is
embedded into part of the through holes 13M (with ref-
erence to Fig. 2) in the upper region of the lower part
13L, so that the accepting part 15 is located on the lower
part 13L. Screws (not shown) penetrating through other
through holes 13M in the upper region of the lower part
13L are assembled on the accepting part 15, so that the
accepting part 15 is fixed to the lower part 13L.

[0033] The elastic supporting members 5 are also
called as hoisting rods, and are formed in a shape of rod
which has a length in the vertical direction and has a
friction damper 16 at the lower end. There are four elastic
supporting members 5 arranged at four corners in the
housing 2 when observed from top, i.e., from the upper
side Z1. The elastic supporting members 5 are in a state
of being suspended from the upper part of the housing
2, and specifically from a metal outer frame (not shown)
forming part of the housing 2.

[0034] Among two elastic supporting members 5 ar-
ranged front and back on the left side X1, a lower end of
the elastic supporting member 5 on the front side Y1 is
connected with the accepting part 15 of a front bent part
13G of the supporting member 13 arranged at the left
side X1, and alower end of the elastic supporting member
5 on the rear side Y2 is connected with the accepting
part 15 of a rear bent part 13H of the supporting member
13 arranged on the left side X1. Among two elastic sup-
porting members 5 arranged front and back on the right
side X2, a lower end of the elastic supporting member 5
on the front side Y1 is connected with the accepting part
15 of the front bent part 13G of the supporting member
13 arranged on the right side X2, and a lower end of the
elastic supporting member 5 (not shown) on the rear side
Y2 is connected with the accepting part 15 (not shown)
of the rear bent part 13H of the supporting member 13
arranged on the right side X2.

[0035] The lower end of each elastic supporting mem-
ber 5 is embedded into the concave part 15A of the ac-
cepting part 15 from the lower side Z2 and thus is con-
nected with the accepting part 15, and is mounted on the
front bent part 13G or the rear bent part 13H through the
accepting part 15. A stick-shaped part of the elastic sup-
porting member closer to the upper side Z1 than the lower
end penetrates through the accepting part 15, extends
to the upper side Z1 of the accepting part 15 and is con-
nected with the outer frame (not shown). Thus, the sup-
porting frame 4 having the supporting member 13, the
washing drum 3 supported by the supporting frame 4,
and the motor (not shown) for rotating the inner drum 11
are elastically supported by the elastic supporting mem-
ber 5.

[0036] The elastic supporting member 5 mounted on
the front bent part 13G and the rear bent part 13H which
are bent from the supporting member 13 to the side of
washing drum 3 in the left-right direction X is arranged
on the side of washing drum (i.e., the inner side of the
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supporting member 13) rather than in a manner of ex-
tending to a side of the supporting member 13 opposite
to the washing drum (i.e., an outer side). Thus, the wash-
ing machine 1 can become smaller in the left-right direc-
tion X. Thus, an installation space of the washing ma-
chine 1 can be reduced. Therefore, since the size of the
washing machine 1 having structures of the rotating part
6, the unlocking mechanism 7 and the driving mechanism
8 for rotating the washing drum 3 can be controlled to be
the same as a common washing machine without such
structures, the washing machine 1 can be arranged on
a waterproof disk of an existing size.

[0037] Two beam members 14 are arranged and each
is formed into a shape of column which is thin and is long
in the left-right direction X. The two beam members 14
are respectively arranged between the front end and be-
tween the rear end of the lower bent part 131 of a pair of
the supporting members 13. Thus, the rigidity of each
supporting member 13 and the integral rigidity of the sup-
porting frame 4 are further increased. As a result, since
distortion between a pair of the supporting members 13
can be inhibited, a situation of applying a burden to the
rotating shaft 12 of the washing drum 3 due to the dis-
tortion can be inhibited.

[0038] The rotating part 6 is a substantially fan-shaped
metal plate which is thin in the left-right direction X and
protrudes to the front side Y1 when observed from the
left-right direction X. The rotating part 6 has an outer cir-
cumferential edge 6A which is formed in a circular arc
shape along the rotating direction K and protrudes to the
front side Y1. A through hole 6B penetrating through the
rotating part 6 along the left-right direction X is formed in
a position on the rotating part 6 consistent with a center
of curvature of the outer circumferential edge 6A. A plu-
rality of concave parts 6C are formed at the outer circum-
ferential edge 6A, and five concave parts 6C are formed
herein. The concave parts 6C are sunken towards the
through hole 6B, penetrate through the rotating part 6
along the left-right direction X, and are arranged along
the rotating direction K. The spacing between adjacent
concave parts 6C can be fixed or can be changed ac-
cording to the position of the rotating part 6. In the present
embodiment, for the rotating angle 6 set as 5 degrees,
15 degrees, 30 degrees, 45 degrees and 60 degrees, in
the rotating part 6 under a posture as shown in Fig. 3,
the spacing between two concave parts 6C located on a
rear-most side Y2 and the position adjacent to the rear-
most side Y2 is 10 degrees in the rotating direction K,
i.e., inthe circumferential direction using the through hole
6B as a center; and the spacing between other adjacent
concave parts 6C is fixed as 15 degrees.

[0039] The rotating part 6 is arranged to be closer to
the left side X1 than the supporting member 13 on the
left side X1. The rotating shaft 12 of the outer drum 10
of the washing drum 3, protruding to the left side X1 and
penetrating through the supporting member 13 on the
left side X1, is inserted into the through hole 6B of the
rotating part 6, and is fixed to the rotating part 6. Thus,
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the rotating part 6 is connected to the washing drum 3 in
a manner of integral rotation via the rotating shaft 12.
[0040] In the rotating part 6 under the posture in Fig.
3, at the rear end of the outer circumferential edge 6A,
an extending part 6D protruding to the lower side Z2 and
specifically protruding to the outer side in the radial di-
rection R of the rotating part 6 using the through hole 6B
as a center is integrally arranged. The extending part 6D
is formed in a shape of a plate which is long in the radial
direction R and thin in the left-right direction X. A guiding
hole 6E which is long in the radial direction R and pene-
trates through the extending part 6D along the left-right
direction X is formed in the extending part 6D. Both ends
of a long edge direction of the guiding hole 6E are in a
blocked state. In the up-down direction Z, the guiding
hole 6E is located in the same position as the opening
13A of the supporting member 13 on the left side X1.
Regardless of a value of the rotating angle 6 from 5 de-
grees to 60 degrees, the guiding hole 6E is always op-
posite to the opening 13A from the left side X1.

[0041] The unlocking mechanism 7 is fixed to a left
side surface of the supporting member 13 on the left side
X1. The unlocking mechanism 7 includes a body part 17
and alocking part 18. An actuator (not shown) composed
of a solenoid and the like is arranged on the body part
17. The locking part 18 is formed in a shape of a bulge
protruding from the body part 17 to the rear side Y2, and
strictly protruding to the rear upper side, and is supported
by the body part 17 in a manner of sliding in the front-
rear direction Y. The actuator of the body part 17 oper-
ates, so that the locking part 18 slides between an in-
position for entering to the rear-most side Y2 and an out-
position for exiting to a front-most side Y1.

[0042] The locking part 18 in Fig. 3 is in the in-position.
Under a condition where any concave part 6C of the ro-
tating part 6 is in the same position as the locking part
18 in the rotating direction K, the locking part 18 enters
the in-position, thereby being embedded into the concave
part 6C in the same position in the rotating direction K.
Thus, rotation of the rotating part 6 and the washing drum
3 is locked. In this state, when the locking part 18 exits
to the out-position, since the locking part 18 leaves the
concave part 6C, the rotating part 6 and the washing
drum 3 are unlocked.

[0043] InFig. 3, the locking part 18 in the in-position is
in a state of being embedded into the concave part 6C
located atthe upper-most side Z1 and the front-most side
Y1. At this moment, in a state where the rotating angle
0 is 60 degrees, the rotation of the rotating part 6 and the
washing drum 3 is locked. As the concave part 6C into
which the locking part 18 is embedded is anotherconcave
part 6C located at the rear side Y2, the rotating angle 6
is decreased; and in a state where the locking part 18 is
embedded into the concave part 6C at the rear-most side
Y2, the rotating angle 6 is 5 degrees. In this state, the
rotation of the rotating part 6 and the washing drum 3 is
locked.

[0044] Fig.4isathree-dimensional diagramillustrating
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a driving mechanism 8. With reference to Fig. 4, the driv-
ing mechanism 8 is a mechanism for rotating the washing
drum 3, and includes a base part 30, a supporting part
31, a threaded shaft 32, a motor 33, a coupler 34, a nut
member 35 and a sensor 36.

[0045] The base part 30 is formed by, for example,
bending a metal plate, and integrally includes a longitu-
dinal wall 37 and a pair of upper and lower transverse
walls 38. The longitudinal wall 37 is formed in a shape
of arectangular plate whichis thin in the left-right direction
X and long in the front-rear direction Y. Each transverse
wall 38 is formed in a shape of a rectangular plate which
is thin in the up-down direction Z and long in the front-
rear direction Y. For the pair of transverse walls 38, the
transverse wall 38 on the upper side Z1 is continuous for
the entire upper end of the longitudinal wall 37 and ex-
tends from the upper end to the left side X1, and the
transverse wall 38 on the lower side Z2 is continuous for
almost entire lower end of the longitudinal wall 37 and
extends from the lower end to the left side X1.

[0046] The left end of each transverse wall 38 serves
as a flange part 38A and is formed in a manner of being
bent into a substantially right angle to the outer side in
the up-down direction Z of the entire region throughout
the front-rear direction Y. The flange part 38A of the trans-
verse wall 38 on the upper side Z1 is formed in a manner
of bending to the upper side Z1, and the flange part 38A
of the transverse wall 38 on the lower side Z2 is formed
in a manner of bending to the lower side Z2. A threaded
hole 38B is formed in each flange part 38A.

[0047] Inthis way, the base part 30 is formed in a man-
ner of being bent into a shape of a crank on a boundary
line between the longitudinal wall 37 and the transverse
walls 38 and a circumferential local part of the flange part
38A. An accommodating space 30A enclosed by the lon-
gitudinal wall 37 and the pair of upper and lower trans-
verse walls 38 is formed on the base part 30. The sup-
porting part 31, the threaded shaft 32, the coupler 34,
the nutmember 35 and the sensor 36 are accommodated
in the accommodating space 30A.

[0048] The base part 30 is disposed between the sup-
porting member 13 on the left side X1 and the washing
drum 3 in a manner of being arranged along the left-right
direction X relative to the washing drum 3, and a pair of
upper and lower flange parts 38A are arranged oppositely
from circumferential parts of the openings 13A of the sup-
porting members 13 on the right side X2 and the left side
X1 (with reference to Fig. 1). A screw 39, which is as-
sembled on the supporting member 13 on the left side
X1(with reference to Fig. 1), is also assembled in the
threaded hole 38B of each flange part 38A, so that the
base part 30 is mounted on the supporting member 13
on the left side X1. Since the base part 30 formed in the
locally bent manner as mentioned above can increase
rigidity, the supporting member 13 is strengthened
through the base part 30. Thus, the rigidity of the sup-
porting member 13 can be furtherincreased. The accom-
modating space 30A of the base part 30 is exposed from
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the supporting member 13 on the left side X1 to the left
side X1 via the opening 13A (with reference to Fig. 1).
[0049] A pair of supporting parts 31 are arranged away
from each other along the front-rear direction Y. The sup-
porting part 31 on the front side Y1 is arranged on the
front end of the longitudinal wall 37 of the base part 30,
and the supporting part 31 on the rear side Y2 is arranged
on the rear end of the longitudinal wall 37. Each support-
ing part 31 is formed by, for example, bending the metal
plate. Each supporting part 31 integrally includes a body
part40 and a base part41. The body part40 is in a shape
of a plate which is thin in the front-rear direction Y, and
is configured in a manner of protruding from the left side
surface of the longitudinal wall 37 of the base part 30 to
the left side X1. A bearing 42 which is annular when ob-
served from the front-rear direction Y is mounted on the
body part 40 in a manner of penetrating through the body
part 40 along the front-rear direction Y. The base part 41
is in a shape of a plate which is thin in the left-right direc-
tion X. For the supporting part 31 on the front side Y1,
the base part 41 extends from the lower end of the body
part40 to the front side Y1, and is configured in a manner
of being overlapped with the front end part of the longi-
tudinal wall 37 from the left side X1. For the supporting
part 31 on the rear side Y2, the base part 41 extends
from the lower end of the body part 40 to the rear side
Y2, and is arranged in a manner of being overlapped with
the rear end of the longitudinal wall 37 from the left side
X1. By assembling the screws 43 on the base part 41
and the longitudinal wall 37, each supporting part 31 is
fixed to the base part 30.

[0050] The threaded shaft 32 is formed in a cylindrical
shape slenderly extending along the front-rear direction
Y, and a screw thread 32A which extends helically is
formed almost on the entire outer circumferential surface.
It should be noted that in each figure except Fig. 4, to
facilitate illustration, the screw thread 32A of the threaded
shaft 32 is omitted. The front end of the threaded shaft
32 is inserted into the annular bearing 42 of the support-
ing part 31 on the front side Y1, and the rear end of the
threaded shaft 32 is inserted into an annular bearing 42
of the supporting part 31 on the rear side Y2. In this state,
the threaded shaft 32 is supported on both ends by a pair
of front and rear supporting parts 31 in a manner of ro-
tation.

[0051] The motor 33 is a common electric motor, and
has an output shaft 44 protruding to the rear side Y2 and
disposed coaxially with the threaded shaft 32. The motor
33 is provided with a platy bracket 45, which is thin in the
front-rear direction Y, from the rear side Y2. The output
shaft 44 is exposed from the bracket 45 to the rear side
Y2. The output shaft 44 is arranged to be opposite, from
the front side Y1, to part of the front end of the threaded
shaft 32 extending further to the front side Y1 than the
body part 40 of the supporting part 31 on the front side
Y1. An upper end and a lower end of a left end of the
bracket 45 serve as a pair of upper and lower flange parts
45A, and are bent into a substantially right angle to the
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rear side Y2. A threaded hole 45B is formedin each flange
part 45A.

[0052] The motor 33 is disposed between the support-
ing member 13 on the left side X1 and the washing drum
3 in a position closer to the front side Y1 than the base
part 30, the flange parts 45A of the bracket 45 are ar-
ranged oppositely from circumferential parts of the open-
ings 13A of the supporting members 13 on the right side
X2 and the left side X1 (with reference to Fig. 1). By as-
sembling the screw 46 (with reference to Fig. 1), which
is assembled on the supporting member 13 on the left
side X1, to the threaded hole 45B of each flange part
45A, the motor 33 is fixed to the supporting member 13
on the left side X1 via the bracket 45. The motor 33 in
this state is exposed from the supporting member 13 on
the left side X1 to the left side X1 via the opening 13A
(with reference to Fig. 1).

[0053] The coupler 34 includes: a cylindrical output
part 47 externally embedded into a rear end of the output
shaft 44 of the motor 33 in a manner of integral rotation,
a cylindrical input part 48 externally embedded into a
front end of the threaded shaft 32 in a manner of integral
rotation, and a buffer part49 disposed between the output
part 47 and the input part 48. The cylindrical output part
47 has a plurality of protrusion parts 47A arranged along
the circumferential direction and protruding to the rear
side Y2. The cylindrical input part 48 has a plurality of
protrusion parts 48A arranged along the circumferential
direction and protruding to the front side Y1. The protru-
sionpart47A andthe protrusion part48A are alternatively
arranged in the circumferential directions of the output
part 47 and the input part 48. The buffer part 49 is con-
figured between the protrusion part 47A and the adjacent
protrusion part 48A. The buffer part 49 is composed of
an elastomer such as rubber and spring. The output shaft
44 and the threaded shaft 32 are connected via the cou-
pler 34 in a manner of integral connection. Therefore,
when the motor 33 is driven to rotate the output shaft 44,
the threaded shaft 32 and the output shaft 44 rotate in-
tegrally.

[0054] The nut member 35 includes a body part 50, a
connecting part 51 and a detected part 52. The body part
50 is formed on an annular nut having a screw thread
(not shown) which extends helically on the inner circum-
ferential surface, and is externally embedded into the
threaded shaft 32 in such a manner that the screw thread
of the nut and the screw thread 32A of the threaded shaft
32 are in mutual threaded connection. When the motor
33 drives the threaded shaft 32 to rotate, the nut member
35 integrally moves along the axial direction (i.e., the
front-rear direction Y) of the threaded shaft 32, along with
rotation of the threaded shaft 32.

[0055] The connecting part 51 is formed, for example,
by bending a metal plate, and integrally includes a first
part 51A, a second part 51B and a third part 51C. The
first part 51A is formed in a shape of a plate which is thin
in the front-rear direction Y and extends along the up-
down direction Z, and is fixed to the body part 50 through
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the screws 53. The second part 51B is formed in a shape
of a plate which is thin in the left-right direction X and
extends along the up-down direction Z, and is arranged
in a manner of protruding from the left end edge of the
first part 51A to the front side Y1 and extending from the
accommodating space 30A of the base part 30 to the left
side X1, and is opposite to the body part 50 from the left
side X1 (with reference to Fig. 6 below). A through hole
51D penetrating through the second part 51B along the
left-right direction X is formed in the second part 51B.
[0056] The second part 51B is opposite to the extend-
ing part 6D of the rotating part 6 from the right side X2.
A connecting pin 54 (with reference to Fig. 1) of the guid-
ing hole 6E, which is inserted into the extending part 6D
from the left side X1, is inserted into the through hole
51D. The connecting pin 54 cannot be taken out of each
through hole 51D and guiding hole 6E. The nut member
35 is connected with the rotating part 6 via the connecting
pin 54. Therefore, when the nut member 35 moves along
the front-rear direction Y along with rotation of the thread-
ed shaft 32, the rotating part 6 is pulled along the front-
rear direction Y by the nut member 35, so as to rotate
with the washing drum 3. When the rotating part 6 rotates,
the connecting pin 54 moves along the direction of the
long edge of the guiding hole 6E in the guiding hole 6E.
The third part 51C is formed in a shape of a plate which
is thinin the up-down direction Z, protrudes from the lower
end edge of the first part 51A to the front side Y1, and is
opposite to the body part 50 from the lower side Z2.
[0057] The detected part 52 is formed in a shape of a
plate which is thin in the left-right direction X, and inte-
grally includes a fixing part 52A and a front end 52B. The
fixing part 52A is arranged in a manner of overlapping
with the third part 51C of the connecting part 51 from the
lower side Z2, and is fixed to the third part 51C through
the screw 55. The front end 52B is also called as a limiting
part, and is formed in a shape of a rod extending from
the front end of the fixing part 52A to the right side X2.
[0058] The sensor 36 is a sensor for detecting the ro-
tating angle 6 of the washing drum 3 according to a po-
sition of the nut member 35 in the front-rear direction Y.
The sensor 36 can be selected from an optical sensor
and other non-contact optical sensors. When the optical
sensor is used, a groove 36A sunken to the right side X2
and penetrating through the sensor 36 along the front-
rear direction Y is formed in the left side surface of the
sensor 36. The sensor 36 is in such a state that light
transects the groove 36A along the up-down direction Z.
The number of the sensors 36 is the same as the number
of the concave parts 6C of the rotating part 6. In other
words, five sensors are arranged in the present embod-
iment, and all the groove 36A are arranged in a lower
region of the longitudinal wall 37 of the base part 30 along
the front-rear direction Y in a manner of overlapping with
each other when observed from the front-rear direction
Y. Each sensor 36 is fixed to the longitudinal wall 37
through the screw 56. The spacing between adjacent
sensors 36 is set correspondingly to the spacing between
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adjacent concave parts 6C. Therefore, in the presentem-
bodiment, although the spacing between the adjacent
sensors 36 in the four sensors 36 on the rear side Y2 is
fixed, the spacing between two sensors 36 located on
the front-most side Y1 and the adjacent rear position is
narrower than the spacing between other adjacent sen-
sors 36.

[0059] Whenthe nutmember 35 moves along the front-
rear direction Y along with rotation of the threaded shaft
32, the front end 52B of the detected part 52 arranged
on the nut member 35 penetrates through the groove
36A of each sensor 36. Detection light of the groove 36A
is blocked by the front end 52B in a state of being em-
bedded into the groove 36A.

[0060] As shown in Fig. 4, when the front end part 52B
of the detected part 52 is in a state of being embedded
into the groove 36A of the sensor 36 on the rear-most
side Y2, the above locking part 18 is located at the upper-
most side Z1 and is in the same position as the concave
part 6C on the front-most side Y1 in the rotating direction
K; and the rotating angle 6 of the washing drum 3 is 60
degrees (with reference to Fig. 1). On the other hand, in
a state that the front end 52B of the detected part 52 is
embedded into the groove 36A of the sensor 36 on the
front-most side Y1, the locking part 18 is in the same
position as the concave part 6C on the rear-most side
Y2 in Fig. 1 in the rotating direction K; and the rotating
angle 0 of the washing drum 3 is 5 degrees. When the
rotating angle 0 is any of 5 degrees, 15 degrees, 30 de-
grees, 45 degrees and 60 degrees, the front end 52B of
the detected part 52 is in a state of being embedded into
the groove 36A of a certain sensor 36. Therefore, five
sensors 36 uniformly detect the detected part 52 on the
nut member 35 in a non-contact manner, thereby detect-
ing the rotating angle 6 from 5 degrees, 15 degrees, 30
degrees, 45 degrees and 60 degrees.

[0061] Fig. 5 is a left view of a supporting member 13
and a driving mechanism 8 on the left side X1. Fig. 6 is
a sectional view along A-A of Fig. 5. In Fig. 6, to facilitate
description, the front bent part 13G is shown with a dotted
line. With reference to Fig. 6, for the driving mechanism
8, although the second part 51B of the connecting part
51 is arranged in a manner of extending further to the left
side X1 than the supporting member 13 on the left side
X1, the driving mechanism 8 is almost integrally arranged
on the inner side of the supporting member 13 on the left
side X1, i.e., between the supporting member 13 and the
washing drum 3. Specifically, most part of the driving
mechanism 8 except the second part 51B is arranged in
such a manner that outlines of the front bent part 13G
and the rear bent part 13H accommodated in the sup-
porting member 13 on the left side X1 when observed
from the front-rear direction Y are contained in the inner
side. In this way, since the driving mechanism 8 is ar-
ranged between the supporting member 13 and the
washing drum 3 rather than in a manner of extending to
the outer side of the supporting member 13, the washing
machine 1 can become smaller in the left-right direction
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X. Thus, an installation space of the washing machine 1
can be saved.

[0062] Fig.7isathree-dimensional diagramillustrating
awashing machine 1in a variantexample when observed
from the lower side Z2. The supporting frame 4 includes
a pair of the supporting members 13 and columnar beam
members 14 (with reference to Fig. 3) arranged between
a pair of the supporting members 13 in above embodi-
ments. Instead, the supporting frame 4, as shown in Fig.
7, may also be an integral member with a U shape, and
integrally includes a pair of the supporting members 13
and a platy bottom member 60 erected between the lower
end parts of a pair of the supporting members 13. The
integral supporting frame 4 can increase the rigidity of
each supporting member 13 and may also increase the
integral rigidity of the supporting frame 4. As a result,
since the distortion between a pair of the supporting
members 13 can be inhibited, a situation of applying a
burden to the rotating shaft 12 of the washing drum 3 due
to the distortion can be inhibited.

[0063] The present invention is not limited to embodi-
ments described above, and can be changed in various
modes within a scope recorded in claims.

[0064] In addition, as long as the movement of the nut
member 35 in the front-rear direction Y, i.e., the rotation
of the washing drum 3, can be limited when the driving
of the motor 33 is stopped, the unlocking mechanism 7
and the concave part 6C of the rotating part 6 can be
omitted. Thus, stepless adjustment can be made to the
rotating angle 6.

Claims
1. A washing machine comprising:

a washing drum (3) accommodating washings
and rotating in a manner of crossing with an up-
down direction (2);

a pair of supporting members (13) on left and
right sides of a supporting frame (4) arranged
on an outer side of the washing drum (3) and
supporting the washing drum (3), the washing
drum (3) is rotatably arranged on the supporting
members (13) in a manner of crossing with the
up-down direction (Z), such that a central axis
(J) of the drum (3) is inclined to a front-rear di-
rection (Y) relative to the up-down direction (Z);
a bent part (13F) arranged on each supporting
member (13) and bent toward the washing drum
(3%

an elastic supporting member (5) mounted on
the bent part (13F) and elastically supporting the
supporting member (13);

a rotating part (6) connected to the washing
drum (3) in a manner of integral rotation around
a rotating shaft (12),

wherein the rotating part (6) has an outer cir-
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cumferential edge (6A) which is formed in a cir-
cular arc shaped along a rotating direction (K),
characterized in that the rotating part (6) com-
prises a plurality of concave parts (6C) formed
at the outer circumferential edge (6A); and in
that the washing machine further comprises an
unlocking mechanism (7) fixed to a side surface
of one of the pair of the supporting members
(13), wherein the unlocking mechanism (7) com-
prises a body part (17) and a locking part (18);
wherein under a condition where any one of the
concave parts (6C) of the rotating part (6) is in
the same position as the locking part (18) in the
rotating direction (K), the locking part (18) is ar-
ranged to enter anin-position, thereby beingem-
bedded into the concave part (6C) in the same
position in the rotating direction (K).

The washing machine (1) according to claim 1,
wherein

the washing machine (1) further comprises a driving
mechanism (8) arranged between the supporting
member (13) and the washing drum (3) and rotating
the washing drum (3) in a manner of crossing with
the up-down direction.

The washing machine (1) according to claim 2,
wherein

the driving mechanism (8) comprises a base part
(30) formed in a locally bent manner and mounted
on the supporting member (13).

The washing machine (1) according to any one of
claims 1-3, wherein

the washing drum (3) is sandwiched between the
pair of the supporting members (13); and

the washing machine (1) comprises a beam member
(14) arranged between the pair of the supporting
members (13).

The washing machine (1) according to any one of
claims 1-3, wherein

the washing machine (1) is sandwiched between the
pair of the supporting members (13); and

the supporting frame (4) is an integral supporting
frame integrally having the pair of the supporting
members (13) and a bottom member (60) arranged
between lower ends of the pair of the supporting
members (13).

Patentanspriiche

Waschmaschine umfassend:

eine Waschtrommel (3), die die Wasche auf-
nimmt und sich kreuzend mit einer Aufwarts-Ab-
warts-Richtung (Z) dreht;
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10

ein Paar von Stiitzelemente (13) auf der linken
und der rechten Seite eines Stiitzrahmens (4),
der auf einer AuRenseite der Waschtrommel (3)
angeordnetist und die Waschtrommel (3) stiitzt,
wobei die Waschtrommel (3) drehbar auf den
Stiitzelementen (13) kreuzend mit einer Auf-
warts-Abwarts-Richtung (Z) angeordnet ist, so
dass eine Mittelachse (J) der Trommel (3) relativ
zu der Aufwarts-Abwarts-Richtung (Z) zu einer
Vorwarts-Rickwarts-Richtung (Y) geneigt ist;
ein gebogenes Teil (13F), das auf jedem Stitz-
element (13) angeordnet und zur Waschtrom-
mel (3) hin gebogen ist;

ein elastisches Stitzelement (5), das auf dem
gebogenen Teil (13F) angebracht ist und das
Stiitzelement (13) elastisch stitzt;

ein drehendes Teil (6), das mit der Waschtrom-
mel (3) in einer Weise einer integralen Drehung
um eine Drehwelle (12) verbunden ist, wobei
dasdrehende Teil (6) einen AuBenumfangsrand
(6A) aufweist, derin einem kreisférmigen Bogen
ausgebildet ist, der entlang einer Drehrichtung
(K) geformt ist,

dadurch gekennzeichnet, dass das drehende
Teil (6) eine Vielzahl von konkaven Teilen (6C)
umfasst, die an dem AuRenumfangsrand (6A)
ausgebildet sind;

und dass die Waschmaschine ferner einen Ent-
riegelungsmechanismus (7) umfasst, der an ei-
ner Seitenflache von einem des Paares der Stit-
zelemente (13) befestigt ist, wobei der Entrie-
gelungsmechanismus (7) ein Kérperteil (17)und
ein Verriegelungsteil (18) umfasst;

wobei in einem Zustand, in dem eines der kon-
kaven Teile (6C) des drehenden Teils (6) in der
gleichen Position wie das Verriegelungsteil (18)
in der Drehrichtung ist, das Verriegelungsteil
(18) angeordnet ist, eine In-Position einzuneh-
men, wodurch es in dem konkaven Teil (6C) in
der gleichen Positionin der Drehrichtung (K) ein-
gebettet ist.

Waschmaschine (1) nach Anspruch 1, wobei die
Waschmaschine (1) ferner einen Antriebsmechanis-
mus (8) umfasst, der zwischen dem Stiitzelement
(13) und der Waschtrommel (3) angeordnet ist und
die Waschtrommel (3) kreuzend mit der Aufwarts-
Abwarts-Richtung dreht.

Waschmaschine (1) nach Anspruch 2, wobei der An-
triebsmechanismus (8) ein Basisteil (30) umfasst,
das in einerlokal gebogenen Weise ausgebildet und
an dem Stitzelement (13) angebracht ist.

Waschmaschine (1) nach einem der Anspriiche 1-3,
wobei die Waschtrommel (3) zwischen dem Paar der
Stiitzelemente (13) eingeschlossen ist; und

wobei die Waschmaschine (1) ein Tragerelement
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(14) umfasst, das zwischen dem Paar der Stiitzele-
mente (13) angeordnet ist.

Waschmaschine (1) nach einem der Anspriiche 1-3,
wobei die Waschmaschine (1) zwischen dem Paar
der Stitzelemente (13) eingeschlossen ist; und
wobei der Stiitzrahmen (4) ein integraler Stitzrah-
men ist, derintegral das Paar der Stiitzelemente (13)
und ein Bodenelement (60), das zwischen den un-
teren Enden des Paares der Stitzelemente (13) an-
geordnet ist, aufweist.

Revendications

Machine a laver comprenant :

un tambour de lavage (3) recevant du linge et
tournantde maniére a croiser une direction haut-
bas (Z) ;

une paire d’éléments de support (13), sur les
cotés gauche et droit d’'un cadre de support (4)
agenceé sur un coté externe du tambour de la-
vage (3) et supportant le tambour de lavage (3),
le tambour de lavage (3) est agencé de maniere
a pouvoir tourner sur les éléments de support
(13) de maniére a croiser la direction haut-bas
(2), de telle sorte qu’'un axe central (J) du tam-
bour (3) soit incliné vers une direction avant-ar-
riere (Y) par rapport a la direction haut-bas (Z) ;
une partie pliée (13F) agencée sur chaque élé-
ment de support (13) et pliée vers le tambour de
lavage (3) ;

un élément de support élastique (5) monté sur
la partie pliée (13F) et supportant de maniére
élastique I'élément de support (13) ;

une partie rotative (6) reliée au tambour de la-
vage (3) de maniére a tourner d’un seul tenant
autour d’un arbre rotatif (12),

dans laquelle la partie rotative (6) comporte un
bord circonférentiel externe (6A) qui est formé
dans un arc circulaire formé le long d’'une direc-
tion de rotation (K),

caractérisée en ce que la partie rotative (6)
comprend une pluralité de parties concaves
(6C) formées au niveau du bord circonférentiel
externe (6A) ;

et en ce que la machine a laver comprend en
outre un mécanisme de déverrouillage (7) fixé
a une surface latérale de I'un de la paire d’élé-
ments de support (13), dans laquelle le méca-
nisme de déverrouillage (7) comprend une par-
tie de corps (17) et une partie de verrouillage
(18);

dans laquelle dans une condition dans laquelle
'une quelconque des parties concaves (6C) de
la partie rotative (6) se trouve ala méme position
que la partie de blocage (18) dans la direction
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1"

de rotation (K), la partie de verrouillage (18) est
agenceée pour entrer dans une position d’entrée,
en étant ainsi intégrée dans la partie concave
(6C) dans la méme position dans la direction de
rotation (K).

Machine a laver (1) selon la revendication 1, dans
laquelle

la machine a laver (1) comprend en outre un méca-
nisme d’entrainement (8) agencé entre I'élément de
support (13) et le tambour de lavage (3) et faisant
tournerle tambour de lavage (3) de maniere a croiser
la direction haut-bas.

Machine a laver (1) selon la revendication 2, dans
laquelle

le mécanisme d’entrainement (8) comprend une par-
tie de base (30) formée de maniére localement pliée
et montée sur I'élément de support (13).

Machine a laver (1) selon I'une quelconque des re-
vendications 1 a 3, dans laquelle

le tambour de lavage (3) est pris en sandwich entre
la paire d’éléments de support (13) ; et

la machine a laver (1) comprend un élément de pou-
tre (14) agencé entre la paire d’éléments de support
(13).

Machine a laver (1) selon I'une quelconque des re-
vendications 1 a 3, dans laquelle

la machine a laver (1) est prise en sandwich entre
la paire d’éléments de support (13) ; et

le cadre de support (4) est un cadre de support d’'un
seul tenant ayant intégralement la paire d’éléments
de support (13) et un élément inférieur (60) agencé
entre des extrémités inférieures de la paire d’élé-
ments de support (13).
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