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Description

Technical Field

[0001] The presentinvention relatestoafluid machine.
Background Art
[0002] In a vertically hermetic compressor, a housing

internally accommodates a compression mechanism
and a motor (electric motor) which drives the compres-
sion mechanism. The compression mechanism and a
motor rotor are combined with each other by the same
crankshaft. The crankshaft is disposed so that an axial
direction is set to be a vertical direction, and a thrust load
is applied to a lower end portion of the crankshaft. Here,
the thrust load means a dead weight of the crankshaft
and the motor rotor and an axial force of a magnet pulling
force generated during operation.

[0003] When the above-described thrust load is sup-
ported, friction loss occurs in the lower end portion of the
crankshaft. Therefore, a thrust bearing which comes into
contact with the lower end portion of the crankshaft is
installed as disclosed in PTLS 1 and 2 below.

Citation List
Patent Literature
[0004]

[PTL 1] Japanese Unexamined Utility Model Regis-
tration Application Publication No. 62-78389

[PTL 2] Japanese Unexamined Patent Application
Publication No. 2014-152747

[PTL 3]JP S51 18486 Y2 which relates to a hermetic
compressor.

[PTL4]US 2014/234147 which relates to acompres-
sor and discloses a fluid machine according to the
preamble of claim 1.

Summary of Invention
Technical Problem

[0005] PTLS 1 and 2 disclose that a lubricant is sup-
plied to the thrust bearing so as to improve lubricating
ability in the thrust bearing. Then, in the lower end portion
ofthe crankshaft and a sliding region of the thrust bearing,
an oil supply groove for supplying the lubricant to the
thrust bearing is entirely formed in a radial direction, that
is, so as to penetrate from an inner peripheral portion to
an outer peripheral portion.

[0006] An oil passage inside a compressor is formed
at the center of the crankshaft, and is branched to a jour-
nal bearing for supporting a radial load or a compression
mechanism. The lubricant is supplied from a pump in-
stalled around the lower end portion of the crankshaft to
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the oil passage disposed at the center of the crankshaft.
Thereafter, the lubricant is supplied to the journal bearing
or the compression mechanism via the oil passage.
[0007] Therefore, in a case where the lubricant pres-
surized by the pump is supplied to the thrust bearing, if
the oil supply groove formed in the lower end portion of
the crankshaft and the sliding region of the thrust bearing
is entirely formed in the radial direction, the lubricant
passes through the oil supply groove. As a result, a large
amount of the lubricant pressurized by the pump flows
out from the oil supply groove, thereby causing a problem
in that the amount of the lubricant supplied to the journal
bearing or the compression mechanism decreases.
[0008] The presentinvention is made in view of these
circumstances, and an object thereof is to provide a fluid
machine which can reduce friction loss occurring in a
lower end portion of a crankshaft and which can reliably
supply a lubricant to other sliding portions.

Solution to Problem

[0009] In order to solve the above-described problem,
a fluid machine according to the present invention is de-
fined in claim 1, and adopts the following means.
[0010] That is, according to an aspect of the present
invention, there is provided a fluid machine including an
annular plate part that has a through-hole through which
a lubricant is circulated, and a crankshaft that is placed
on an upper surface of the plate part, and that internally
has a circulation passage for circulating the lubricant
passing through the through-hole of the plate part. In a
sliding region where the crankshaft and the plate part
face each other, at least one of the crankshaft and the
plate part has a recess groove to which the lubricant is
supplied from the through-hole, and a depth of the recess
groove of atleast one of the crankshaft and the plate part
in the sliding region changes along a rotational direction
of the crankshaft. An outer end portion of the groove in
a radial direction is located inward of an outermost pe-
ripheral portion in the sliding region. The groove is con-
figured to generate floating power from oil film pressure
caused by rotation of the crankshaft.

[0011] According to this configuration, the through-
hole is formed in the plate part, the circulation passage
is formed inside the crankshaft placed on the upper sur-
face of the plate part. After the lubricant is circulated
through the through-hole of the plate part, the lubricant
flows in the circulation passage of the crankshaft. In the
crankshaft and the sliding region of the plate part, the
groove is formed in at least one of the crankshaft and the
plate part, and the lubricant is supplied from the through-
hole to the groove. As a result, the sliding region of the
crankshaft and the plate part are filled with the lubricant,
and an oil film is formed, thereby enabling friction loss to
be reduced. In addition, the outer end portion of the
groove in the radial direction is located inward of the out-
ermost peripheral portion in the above-described sliding
region. Accordingly, the lubricant supplied to the groove
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is less likely to leak from an inner peripheral side to an
outer peripheral side in the sliding region.

[0012] Forexample,the outerend portion ofthe groove
in the radial direction is located inward as much as ap-
proximately 10% of a radius of the outermost peripheral
portion in the above-described sliding region.

[0013] In the above-described aspect, the outer end
portion of the groove in the radial direction may be located
outward of an intermediate position between an inner-
most peripheral portion and the outermost peripheral por-
tion in the sliding region.

[0014] According to this configuration, the groove can
supply the lubricant outward of the intermediate position
between the innermost peripheral portion and the outer-
most peripheral portion in the sliding region.

[0015] Inthe above-described aspect, an area of a re-
gion having the groove in the sliding region is 50% to
80% of a total area located inward of the outer end portion
of the groove in the radial direction in the sliding region.
[0016] According to this configuration, the oil film is
likely to be formed in the crankshaft and the sliding region
of the plate part by using the lubricant supplied to the
groove.

[0017] Inthe above-described aspect, aninner portion
of the groove in the radial direction or a portion facing
the inner portion of the groove in the radial direction in
the crankshaft or the plate part may have a tapered sur-
face.

[0018] Accordingtothis configuration, the innerportion
of the groove in the radial direction or the portion facing
the inner portion has the tapered surface. Accordingly,
the inner portion of the groove in the radial direction is
widened in a height direction, and the lubricant is likely
to be supplied into the groove.

[0019] Inthe above-described aspect, the groove may
have a stepped shape, a tapered shape, or a dimple
shape.

Advantageous Effects of Invention

[0020] Accordingto the presentinvention, itis possible
to reduce friction loss occurring in the lower end portion
of the crankshaft and it is possible to reliably supply the
lubricant to other sliding portions.

Brief Description of Drawings
[0021]

Fig. 1 is a longitudinal sectional view illustrating a
scroll-type compressor according to an embodiment
of the present invention.

Fig. 2 is a partially enlarged longitudinal sectional
view illustrating a thrust plate of the scroll-type com-
pressor according to the embodiment of the present
invention.

Fig. 3 is a plan view illustrating the thrust plate of the
scroll-type compressor according to the embodiment
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of the present invention.

Fig. 4 is a longitudinal sectional view illustrating an
example of a groove formed in the thrust plate of the
scroll-type compressor according to the embodiment
of the present invention.

Fig. 5 is a longitudinal sectional view illustrating an
example of the groove formed in the thrust plate of
the scroll-type compressor according to the embod-
iment of the present invention.

Fig. 6 is a longitudinal sectional view illustrating an
example of the groove formed in the thrust plate of
the scroll-type compressor according to the embod-
iment of the present invention.

Fig. 7 is a longitudinal sectional view illustrating a
lower end portion of a crankshaft, the thrust plate,
and a suction pipe of the scroll-type compressor ac-
cording to the embodiment of the present invention.
Fig. 8 is a graph illustrating the efficiency of an air
conditioning device for each operation mode or for
each performance evaluation.

Fig. 9 is a longitudinal sectional view illustrating a
rotary compressor according to an embodiment of
the present invention.

Description of Embodiments

[0022] Hereinafter, a hermetic scroll compressor ac-
cording to an embodiment of the present invention will
be described with reference to the drawings.

[0023] As illustrated in Fig. 1, a hermetic scroll com-
pressor 1 as a scroll fluid machine includes a vertically
long cylindrical hermetic housing 2 whose bottom portion
is hermetic by alower cover. An upper part of the hermetic
housing 2 is hermetic by a discharge cover 3 and an
upper cover 4, a discharge chamber 5 for discharging
compressed high-pressure gas is formed between the
discharge cover 3 and the upper cover 4.

[0024] Inside the hermetic housing 2, an upper bearing
member (frame member) 6 is fixedly installed in the upper
part, a scroll compression mechanism 7 is incorporated
via the upper bearing member 6, and an electric motor
10 having a stator 8 and a rotor 9 is installed in the lower
part. The electric motor 10 is incorporated by the stator
8 fixedly installed in the hermetic housing 2, and a crank-
shaft 11 is fixed to the rotor 9.

[0025] An upper end of the crankshaft 11 has a crank
pin 12 whose axis is eccentric as much as a predeter-
mined dimension. The crank pin 12 is connected to the
scroll compression mechanism 7, thereby enabling the
scroll compression mechanism 7 to be driven by the elec-
tric motor 10. The crankshaft 11 is supported by a journal
bearing portion 6A of the upper bearing member 6 so
thatan upper portion is rotatable, and a lower end portion
is rotatably supported by a lower journal bearing 13 dis-
posed in the lower part of the hermetic housing 2.
[0026] A displacement-type oil supply pump 14 is dis-
posed between the lower journalbearing 13 and the lower
end portion of the crankshaft 11, and the lubricant 15
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filling the bottom portion of the hermetic housing 2 is suc-
tioned via a suction pipe 16. The lubricant 15 is configured
to be discharged to a circulation passage 17 drilled inside
the crankshaft 11 along an axial direction. The lubricant
15 can be supplied via the circulation passage 17 to por-
tions requiring lubrication, such as the upper bearing
member 6, the scroll compression mechanism 7, and the
lower journal bearing 13.

[0027] The scroll compression mechanism 7 has the
upper bearing member 6 serving as one configuration
component, and includes a fixed scroll 18 fixedly installed
on the upper bearing member 6, an orbiting scroll 19 that
is slidably supported by a thrust bearing portion 6B of the
upper bearing member 6, and that forms a compression
chamber 20 by meshing with the fixed scroll 18, a rotation
prevention mechanism 21 such as an Oldham ring that
is interposed between the upper bearing member 6 and
the orbiting scroll 19, and that prevents rotation of the
orbiting scroll 19 and allows orbital turning movement,
and a drive bush 22 and a turning bearing (needle bear-
ing) 23 which are disposed between the crank pin 12 of
the crankshaft 11 and a bearing boss 19C disposed on
a rear surface the orbiting scroll 19, and which transmit
arotational force of the crankshaft 11 to the orbiting scroll
19. The scroll compression mechanism 7 is installed on
the upper bearing member 6 in a state where a central
portion of an end plate of the fixed scroll 18 is connected
to the discharge cover 3.

[0028] The fixed scroll 18 includes an end plate 18A
and a spiral wrap 18B erected on the end plate 18A, and
is configured so that a discharge port 24 is disposed in
a central portion of the end plate 18A, and so that a tip
seal 25 is installed on a wrap tooth tip surface of the spiral
wrap 18B. In addition, the orbiting scroll 19 includes an
end plate 19A and a spiral wrap 19B erected on the end
plate 19A. A bearing boss 19C is disposed on a rear
surface of the end plate 19A, and a tip seal 26 is installed
on a wrap tooth tip surface of the spiral wrap 19B.
[0029] The scroll compression mechanism 7 suctions
refrigerant gas suctioned into the hermetic housing 2 via
asuction pipe 27 open at a position facing a statorwinding
8A ofthe electric motor 10, into the compression chamber
20 from a suction port 28 open in the hermetic housing
2, and compresses the refrigerant gas into high-temper-
ature and high-pressure gas. The compressed gas is dis-
charged into the discharge chamber 5 via a discharge
port 24 disposed in a central portion of the fixed scroll 18
and a discharge valve 29 disposed in the discharge cover
3, and further, the compressed gas is fed outward of the
compressor via a discharge pipe 30 connected to the
discharge chamber 5.

[0030] Hereinafter, referring to Figs. 2 to 7, a thrust
plate 40 disposed in the compressor according to the
present embodiment will be described.

[0031] The thrust plate 40 is a plate member disposed
so as to be in contact with a lower end surface of the
crankshaft 11. For example, the thrust plate 40 has a
thickness of approximately 1 mm. The thrust plate 40 is

10

15

20

25

30

35

40

45

50

55

installed between a lower surface of the lower journal
bearing 13 and an upper surface of the suction pipe 16.
[0032] The thrust plate 40 has a through-hole 41
through which the lubricant 15 is circulated. The through-
hole 41 causes a circulation passage 51 formed in the
suction pipe 16 to communicate with the circulation pas-
sage 17 formed in the crankshaft 11. As a result, as il-
lustrated in Fig. 7, the lubricant 15 passing through the
suction pipe 16 is circulated through the through-hole 41
of the thrust plate 40. After the lubricant 15 is circulated
through the through-hole 41 of the thrust plate 40 to the
lubricant 15, the lubricant 15 flows in the circulation pas-
sage 17 of the crankshaft 11.

[0033] In the thrust plate 40, a groove 42 is formed in
a sliding region between the crankshaft 11 and the thrust
plate 40. The sliding region between the crankshaft 11
and the thrust plate 40 is a region where the lower end
surface of the crankshaft 11 and the upper surface of the
thrust plate 40 face each other. Hereinafter, a case will
be described where the groove 42 is formed only in the
thrust plate 40. However, the present invention is not
limited to this example. For example, the groove accord-
ing to the invention may be formed only in the crankshaft
11 in the sliding region between the crankshaft 11 and
the thrust plate 40, or may be formed in both the crank-
shaft 11 and the thrust plate 40.

[0034] The groove 42 is formed in a recess shape in
the thrust plate 40, and the lubricant 15 is supplied from
the through-hole 41. That is, the groove 42 communi-
cates with the circulation passage 51 formed in the suc-
tion pipe 16 and the circulation passage 17 formed in the
crankshaft 11 on the through-hole 41 side of the thrust
plate 40.

[0035] A minute recessis formed in the thrust plate 40.
In this manner, dynamic pressure is generated in the slid-
ing region, and floating occurs due to oil film pressure.
As aresult, friction loss occurring between the lower end
surface of the crankshaft 11 and the upper surface of the
thrust plate 40 can be reduced.

[0036] For example, a depth of the groove 42 is 5 um
to 10 wm. The depth of the groove 42 is determined de-
pending on a ratio (A-value) between the thickness of
the oil film generated between the lower end surface of
the crankshaft 11 and the upper surface of the thrust
plate 40 and composite roughness of the sliding surface.
When the A-value (= thickness of oil film / composite
roughness of sliding surface) is greater than 3, itis known
that floating caused by the oil film surely occurs, and the
oil film enables the crankshaft 11 to float with respect to
the thrust plate 40. In addition, irrespective of whether
the rotation speed of the crankshaft 11 is high or low, if
the depth of the groove 42 is too shallow or too deep, the
A-value becomes a low value. That is, irrespective of
whether the rotation speed of the crankshaft 11 is high
or low, there is an optimum depth of the groove 42 where
the A-value becomes a maximum value.

[0037] Inacase where the rotation speed of the crank-
shaft 11 is low, if the groove 42 is deep, the A-value tends
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to be 3 or less. In contrast, in a case where the rotation
speed of the crankshaft 11 is high, even if the groove 42
is deep, the A-value can be maintained at a value greater
than 3. That s, in a case where the rotation speed of the
crankshaft 11 is low, a range of the depth of the groove
42 in which the A-value can be greater than 3 is narrower
than a range in a case where the rotation speed of the
crankshaft 11 is high.

[0038] In the compressor, when the diameter of the
crankshaft 11 is set to 10 mm to 40 mm, the rotation
speed of the crankshaft 11 is 10 set to 10 rps to 140 rps,
lubricant viscosity is set to 2 mPa-s to 30 mPa's, and a
total dead weight of the crankshaft 11 and the rotor 9 is
set to 10 N to 100 N, the inventors perform analysis for
calculating the A-value. As a result, the inventors confirm
that the range of the depth of the groove 42 of the thrust
plate 40 is desirably in the range of 5 um to 10 pm.
[0039] In addition, based on the demonstration exper-
iments, the inventors confirm the following. When the ro-
tation speed of the crankshaft 11 is relatively low, for
example, in a case where the rotation speed is lower than
40 rps, the depth of the groove 42 is desirably 5 pm.
When the rotation speed of the crankshaft 11 is relatively
high, for example, in a case where the rotation speed is
equal to or higher than 90 rps, the depth of the groove
42 is preferably 10 wm. This result indicates the same
tendency as the above-described analysis for calculating
the A-value.

[0040] Forexample, Fig. 8 illustrates a graph when to-
tal efficiency of the compressoris setto 1in a case where
the thrust plate having no groove 42 is disposed during
an intermediate cooling operation. As a result, during the
intermediate cooling operation in which the rotation
speed of the crankshaft 11 is relatively low, the efficiency
in a case where the depth of the groove 42 is setto 5 um
is higher than thatin a case where the depth of the groove
42 is set to 10 um. On the other hand, during a rated
heating operation in which the rotation speed of the
crankshaft 11 is relatively high, the efficiency in a case
where the depth of the groove 42 is setto 10 wm is higher
than that in a case where the depth of the groove 42 is
setto 5 pm.

[0041] Thatis, in a case where an energy-saving per-
formance of an air conditioning device is evaluated using
an annual performance factor (APF) whose weighting
during the intermediate operation is higher than that dur-
ing the rated operation, the depth of the groove 42 is
desirably set to 5 pm rather than 10 um.

[0042] The outer end portion 42a of the groove 42 in
the radial direction is located inward of the outermost
peripheral portion in the sliding region of the crankshaft
11 and the thrust plate 40. That is, the groove 42 does
not communicate with a portion from the inside to the
outermost peripheral portion in the radial direction of the
sliding region. Therefore, the lubricant 15 supplied from
the through-hole 41 to the groove 42 is likely to stay in
the groove 42, and is less likely to leak to the outer pe-
ripheral side from the sliding region.

10

15

20

25

30

35

40

45

50

55

[0043] Unlike in the present embodiment, in a case
where the groove 42 is formed to entirely penetrate in
the radial direction of the sliding region, that is, from the
inner peripheral portion to the outer peripheral portion,
the lubricant 15 leaks out of the circulation system, the
amount of the lubricant 15 supplied to the journal bearing
or the compression mechanism decreases. In contrast,
in a case of the present embodiment, the groove 42 does
not communicate with the portion from the inside to the
outermost peripheral portion in the radial direction of the
sliding region. Accordingly, without reducing the amount
of the lubricant 15, the lubricant 15 can be sufficiently
supplied to the journal bearing or the compression mech-
anism.

[0044] The outer end portion 42a of the groove 42 in
the radial direction is located inward as much as approx-
imately 10% of the radius of the outermost peripheral
portion in the above-described sliding region. In this man-
ner, it is possible to reliably prevent the lubricant 15 sup-
plied to the groove 42 from leaking from the inner periph-
eral side to the outer peripheral side of the sliding region.
[0045] The outer end portion 42a of the groove 42 in
the radial direction is located outward of an intermediate
position between the innermost peripheral portion and
the outermost peripheral portion in the sliding region. In
this manner, the groove 42 can supply the lubricant 15
to the outside from the intermediate position between the
innermost peripheral portion and the outermost periph-
eral portion in the sliding region.

[0046] The above-described relationship can be ex-
pressed by the following expression.

Tave (={(Tout=Tin) /2)<r<o c OXTout

[0047] Here,ris the radius of the outer end portion 42a
of the groove 42, that is, the radius of a boundary portion
having a step difference formed therein, r,, is the radius
of the outermost peripheral portion in the sliding region,
and r;, is the radius of the innermost peripheral portion
in the sliding region.

[0048] In addition, an area of the region having the
groove 42 formed in the sliding region is set to 50% to
80% of the total area of the sliding region inside the outer
end portion 42a in the radial direction of the groove 42.
[0049] If an area of the region having the groove 42
formed in the sliding region is set to Astep and an area
of the region (land region) having no groove 42 inside
the outer end portion 42a in the radial direction of the
groove 42 in the sliding region is set to Aland, the rela-
tionship is expressed by the following expression.

0.b=Astep/ (Astep+Aland)=0.8

[0050] Since this condition is satisfied, dynamic pres-
sure is generated in the sliding region, and floating occurs
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due to oil film pressure. In the example illustrated in Fig.
3, the groove 42 has a fan shape having a center angle
of 60°, and is disposed at four positions for every angle
of 90° in the circumferential direction. Accordingly,
Astep/(Astep+ Aland) is 0.67.

[0051] In addition, as illustrated in Fig. 2, a tapered
surface 43 is formed in a portion facing the inner portion
of the groove 42 in the radial direction in the crankshaft
11. In this way, the tapered surface 43 is formed on a
side where the lubricant 15 is introduced in the groove
42. Accordingly, the inside of the groove 42 in the radial
direction is widened in the height direction, and thus, the
lubricant 15 is likely to be supplied into the groove 42. In
the present invention, without being limited to a case
where the tapered surface is formed in the portion facing
the groove, the tapered surface may also be disposed in
the inner peripheral portion of the groove. Even in this
case, the lubricant 15 is likely to be supplied into the
groove.

[0052] Forexample, a sectional shape taken along the
circumferential direction of the groove 42 has a stepped
shape (Fig. 4), atapered shape (Fig. 5), or a dimple shape
(Fig. 6). That is, a general shape used in the thrust bear-
ing can also be applied to the present embodiment.
[0053] As illustrated in Figs. 2 and 7, a pump rotor 45
of the displacement-type oil supply pump 14 is disposed
outside the sliding region. Then, the lower surface of the
crankshaft 11 is flush with the lower surface of the pump
rotor 45. Accordingly, even if the lubricant 15 slightly
leaks from the crankshaft 11 and the sliding region of the
thrust plate 40, the lubricant 15 can lubricate a portion
between the lower surface of the pump rotor 45 and the
upper surface of the thrust plate. Inthis case, itis possible
to improve the efficiency of the displacement-type oil sup-
ply pump 14.

[0054] As described above, according to the present
embodiment, the through-hole 41 is formed in the thrust
plate 40, the circulation passage 17 is formed inside the
crankshaft 11 placed on the upper surface of the thrust
plate 40. After the lubricant 15 is circulated through the
through-hole 41 of the thrust plate 40, the lubricant 15
flows in the circulation passage 17 of the crankshaft 11.
In the crankshaft 11 and the sliding region of the thrust
plate 40, the groove 42 is formed in the thrust plate 40,
and the lubricant 15 is supplied to the groove 42 from the
through-hole 41. As a result, the crankshaft 11 and the
sliding region of the thrust plate 40 the lubricant 15 are
filled with the lubricant 15 so as to form the oil film. In this
manner, the friction loss can be reduced. In addition, the
outer end portion 42a of the groove 42 in the radial di-
rection is located inward of the outermost peripheral por-
tion in the above-described sliding region. Accordingly,
the lubricant 15 supplied to the groove 42 is less likely
to leak from the inner peripheral side to the outer periph-
eral side of the sliding region.

[0055] Therefore, the friction loss can be reduced.
Moreover, without reducing the amount of the lubricant
15, it is possible to sufficiently supply the lubricant 15 to
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the journal bearing or the compression mechanism. As
aresult, itis possible to achieve the highly efficient com-
pressor and to improve the reliability of the compressor.
[0056] In the above-described embodiment, a case of
the scroll-type compressor has been described. Howev-
er, the present invention is not limited to this example.
For example, the present invention is also applicable to
a rotary compressor or a reciprocating-type compressor.
Furthermore, the fluid machine according to the present
invention is not limited to the compressor, and is also
applicable to an expansion machine.

[0057] Hereinafter, a case will be described where the
thrust plate 40 according to the present embodiment is
applied to the rotary compressor.

[0058] Fig. 9is alongitudinal sectional view illustrating
a configuration example of a hermetic single cylinder as
an example of the rotary compressor. For the sake of
convenience, hereinafter, an embodiment applied to the
single cylinder rotary compressor will be described. How-
ever, as a matter of course, the present invention is sim-
ilarly applicable to not only a double cylinder rotary com-
pressor, but also a rotary compression mechanism of the
compressor having a plurality of different compression
mechanisms.

[0059] A hermetic rotary compressor 61 includes a
housing 62 having a hermetic structure. The housing 62
is configured to include a cylindrical center housing 62A,
an upper housing 62B hermetically closing an upper por-
tion of the center housing 62A, and a lower housing 62C
hermetically closing a lower portion of the center housing
62A. On the upper portion side inside the center housing
62A, an electric motor 64 having a stator 65 and a rotor
66 is fixedly installed as a drive source.

In addition, the rotor 66 is integrally combined with a
crankshaft (rotary shaft) 67.

[0060] A single cylinder rotary compression mecha-
nism 63 is installed in the lower portion of the electric
motor 64. The rotary compression mechanism 63 is con-
figured to include a cylinder main body 69 having a cyl-
inder chamber 68 formed therein, an upper bearing 70
and a lower bearing 71 which are fixedly installed in the
upper portion and the lower portion of the cylinder main
body 69 and which hermetically close the upper portion
and the lower portion of the cylinder chamber 68, a rotor
72 whichisfitted to an eccentric part 67A of the crankshaft
67 and is rotated on the inner peripheral surface of the
cylinder chamber 68, and a blade and a blade pressing
spring (not illustrated) which partition the inside of the
cylinder chamber 68 into a suction side and a discharge
side.

[0061] In this rotary compression mechanism 63, ei-
ther the cylinder main body 69 or the upper bearing 70
is fixedly installed on the inner peripheral surface of the
center housing 62A at a plurality of circumferential loca-
tions by means of plug welding or caulking. Other mem-
bers are integrally assembled to the fixedly installed
member.

[0062] The rotary compression mechanism 63 suc-
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tions low-pressure refrigerant gas of the compressed flu-
id from an accumulator 74 integrated with the rotary com-
pressor 61 into the cylinder chamber 68 via a suction
pipe 73, and compresses the refrigerant gas by rotating
the rotor 72. Thereafter, the compressed refrigerant gas
is discharged into an upper muffler chamber 75 and a
lower muffler chamber 76 which are formed using the
upper bearing 70 and the lower bearing 71. A configura-
tion is adopted as follows. The high-pressure refrigerant
gas compressed in this way is merged in the upper muf-
fler chamber 75, and thereafter, is discharged into the
center housing 62A. The inside of the upper muffler
chamber 75 and the lower muffler chamber 76 and the
inside of the center housing 62A are in a state where all
of these substantially have no pressure difference.
[0063] The high-pressure refrigerant gas is circulated
through a gas passage hole (not illustrated) disposed
around the electric motor 64, and is guided to an upper
space of the electric motor 64. Furthermore, the high-
pressure refrigerant gas is fed to the outside of the rotary
compressor 61, that is, to the refrigerating cycle side via
a discharge pipe 77.

[0064] In the rotary compression mechanism 63, the
cylindermainbody 69, the upperbearing 70 and the lower
bearing 71 which are disposed above and below the cyl-
inder main body 69, and the lower muffler 7A forming the
lower muffler chamber 76 below the lower bearing 71 are
integrated with each other by means of screw fastening
of the bolt 78 penetrating in the axial direction of the
crankshaft 67.

[0065] Boththe upper muffler chamber 75 and the low-
er muffler chamber 76 have no difference between inter-
nal pressure and external pressure. However, in the il-
lustrated configuration example, sealing performance
against the lubricant 15 is required. Accordingly, only the
lower muffler 76A is fastened by the bolt 78. However,
both the upper muffler 75A and the lower muffler 76A
may adopt a structure in which both of these are fastened
by the bolt 78 or a structure in which any one of these is
fastened by the bolt 78. The present embodiment is not
particularly limited thereto.

[0066] Here, the thrust plate 40 is a plate member dis-
posed so as to be in contact with the lower end surface
of the crankshaft 67. For example, the thrust plate 40 has
a thickness of approximately 1 mm. The thrust plate 40
is installed between the lower surface of the lower journal
bearing 13 and the upper surface of the lower muffler
76A.

[0067] A centrifugal lubrication pump (not illustrated)
is disposed in the lower end portion of the crankshaft 67,
and the lubricant 15 filling in the bottom portion of the
housing 62 is suctioned via the centrifugal lubrication
pump. The lubricant 15 is configured to be discharged to
a circulation passage (not illustrated) drilled into the
crankshaft 67 along the axial direction. The lubricant 15
can be supplied via the circulation passage to portions
requiring lubrication, such as the upper bearing 70 and
the lower bearing 71.
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[0068] In the thrust plate 40, the groove 42 is formed
in the sliding region between the crankshaft 67 and the
thrust plate 40. The groove 42 is formed in arecess shape
in the thrust plate 40, and the lubricant 15 is supplied
from the through-hole 41. That s, the groove 42 commu-
nicates with the centrifugal lubrication pump and the cir-
culation passage formed in the crankshaft 67. Evenin a
case of the rotary compressor 61, the thrust plate 40 hav-
ing the same configuration as that described in the scroll
compressor 1 is disposed. Then, the crankshaft 67 and
the sliding region of the thrust plate 40 are filled with the
lubricant 15 so as to form the oil film. In this manner, the
friction loss can be reduced. In addition, the outer end
portion 42a of the groove 42 in the radial direction is lo-
cated inward of the outermost peripheral portion in the
above-described sliding region. Accordingly, the lubri-
cant 15 supplied to the groove 42 is less likely to leak
from the inner peripheral side to the outer peripheral side
of the sliding region.

[0069] Therefore, the friction loss can be reduced.
Moreover, without reducing the amount of the lubricant
15, it is possible to sufficiently supply the lubricant 15 to
the journal bearing or the compression mechanism. As
aresult, itis possible to achieve the highly efficient com-
pressor and to improve the reliability of the compressor.
Detailed configurations and operation effects will be omit-
ted since these have repeated content described in the
scroll compressor 1.

Reference Signs List
[0070]

1 HERMETIC SCROLL COMPRESSOR
2 HERMETIC HOUSING

3: DISCHARGE COVER

4: UPPER COVER

5 DISCHARGE CHAMBER

6 UPPER BEARING MEMBER

JOURNAL BEARING PORTION
6B: THRUST BEARING PORTION
7 SCROLL COMPRESSION MECHANISM
TA: LOWER MUFFLER
8: STATOR
8A: STATOR WINDING
9: ROTOR

10: ELECTRIC MOTOR

11: CRANKSHAFT

12: CRANK PIN

13: LOWER JOURNAL BEARING
14: DISPLACEMENT-TYPE OIL SUPPLY PUMP
15: LUBRICANT

16: SUCTION PIPE

17: CIRCULATION PASSAGE
18: FIXED SCROLL

18A: END PLATE

18B:  SPIRAL WRAP

19: ORBITING SCROLL
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19A: END PLATE

19B:  SPIRAL WRAP

19C: BEARING BOSS

20: COMPRESSION CHAMBER
21: ROTATION PREVENTION MECHANISM
22: DRIVE BUSH

24: DISCHARGE PORT

25: TIP SEAL

26: TIP SEAL

27: SUCTION PIPE

28: SUCTION PORT

29: DISCHARGE VALVE

30: DISCHARGE PIPE

40: THRUST PLATE

41: THROUGH-HOLE

42: GROOVE

42a:  OUTER END PORTION

45: PUMP ROTOR

51: CIRCULATION PASSAGE
61: ROTARY COMPRESSOR
62: HOUSING

62A: CENTER HOUSING

62B: UPPER HOUSING

62C: LOWER HOUSING

63: ROTARY COMPRESSION MECHANISM
64: ELECTRIC MOTOR

65: STATOR

66: ROTOR

67: CRANKSHAFT

67A: ECCENTRIC PART

68: CYLINDER CHAMBER

69: CYLINDER MAIN BODY

70: UPPER BEARING

71: LOWER BEARING

72: ROTOR

73: SUCTION PIPE

74: ACCUMULATOR

75: UPPER MUFFLER CHAMBER
75A: AN UPPER MUFFLER

76: LOWER MUFFLER CHAMBER
76A: LOWER MUFFLER

77: DISCHARGE PIPE

78: BOLT

Claims
1. A fluid machine (1) comprising:

an annular plate part (40) that has a through-
hole (41) through which a lubricant is circulated;
and

a crankshaft (11) that is placed on an upper sur-
face of the plate part (40), and thatinternally has
a circulation passage (17) for circulating the lu-
bricant passing through the through-hole of the
plate part,

wherein in a sliding region where the crankshaft
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and the plate part face each other, at least one
of the crankshaft and the plate part has a recess
groove (42) to which the lubricant is supplied
from the through-hole,

wherein an outer end portion (42a) of the groove
in a radial direction is located inward of an out-
ermost peripheral portion in the sliding region
characterized in that

the recess groove (42) is configured so that ro-
tation of the crankshaft (11) generates dynamic
pressure in the sliding region, so that floating
occurs between the crankshaft (11) and the up-
per surface of the plate part (40),

wherein the recess groove (42) changes a depth
of the sliding region of at least one of the crank-
shaft (11) and the plate part (40) along a rota-
tional direction of the crankshaft (11), and
wherein an area of the recess groove (42)
formed in the sliding region is 50% to 80% of an
area located inward of the outer end portion
(42a) of the recess groove in the radial direction
in the sliding region.

The fluid machine (1) according to Claim 1,
wherein the outer end portion (42a) of the groove
(42) in the radial direction is located outward of an
intermediate position between an innermost periph-
eral portion and the outermost peripheral portion in
the sliding region.

The fluid machine (1)according to Claim 1 or Claim 2,
wherein an inner portion of the groove (42) in the
radial direction or a portion facing the inner portion
of the groove in the radial direction in the crankshaft
(11) or the plate part (40) has a tapered surface.

The fluid machine (1) according to any one of Claims
1to 3,

wherein the groove (42) has a stepped shape, a ta-
pered shape, or a dimple shape.

Patentanspriiche

Stromungsmaschine (1) umfassend:

ein ringférmiges Plattenteil (40), das ein Durch-
gangsloch (41) aufweist, durch das ein Schmier-
mittel zirkuliert; und

eine Kurbelwelle (11), die auf einer Oberseite
des Plattenteils (40) angeordnet ist und im In-
neren einen Zirkulationskanal (17) zum Zirkulie-
ren des Schmiermittels aufweist, das durch das
Durchgangsloch des Plattenteils tritt,

wobei in einem Gleitbereich, in dem die Kurbel-
welle und das Plattenteil einander zugewandt
sind, mindestens entweder die Kurbelwelle oder
das Plattenteil einen Absatz (42) aufweist, dem
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das Schmiermittel von dem Durchgangsloch
aus zugefihrt wird,

wobei sich ein dullerer Endabschnitt (42a) des
Absatzes in radialer Richtung innerhalb eines
aulersten Umfangsabschnitt in dem Gleitbe-
reich befindet,

dadurch gekennzeichnet, dass

der Absatz (42) so konfiguriert ist, dass die Dre-
hung der Kurbelwelle (11) einen dynamischen
Druck im Gleitbereich erzeugt, so dass zwi-
schen der Kurbelwelle (11) und der Oberseite
des Plattenteils (40) ein Schwimmen auftritt,
wobei der Absatz (42) eine Tiefe des Gleitbe-
reichs von zumindest entweder der Kurbelwelle
(11) oder dem Plattenteil (40) entlang einer
Drehrichtung der Kurbelwelle (11) verandert,
und

wobei eine Flache des Absatzes (42), die indem
Gleitbereich ausgebildetist, 50 % bis 80 % einer
Flache betragt, die sich innerhalb des dueren
Endabschnitts (42a) des Absatzes in radialer
Richtung in dem Gleitbereich befindet.

Strémungsmaschine (1) nach Anspruch 1,

wobei sich der duflere Endabschnitt (42a) des Ab-
satzes (42) inradialer Richtung aufRerhalb einer Zwi-
schenposition zwischen einem innersten Umfangs-
abschnitt und dem dufRlersten Umfangsabschnitt in
dem Gleitbereich befindet.

Strémungsmaschine (1) nach Anspruch 1 oder An-
spruch 2,

wobei ein innerer Abschnitt des Absatzes (42) in ra-
dialer Richtung oder ein Abschnitt, der dem inneren
Abschnitt des Absatzes in radialer Richtung in der
Kurbelwelle (11) oder dem Plattenteil (40) zuge-
wandt ist, eine konische Oberflache aufweist.

Strémungsmaschine (1) nach einem der Anspriiche
1 bis 3,

wobei der Absatz (42) eine abgestufte Form, eine
konische Form oder eine Grubchenform aufweist.

Revendications

Machine a fluide (1) comprenant :

une partie de plaque annulaire (40) qui a un trou
débouchant (41) a travers lequel circule un
lubrifiant ; et

un vilebrequin (11) qui est placé sur une surface
supérieure de la partie de plaque (40) et qui a,
intérieurement, un passage de circulation (17)
pour faire circuler le lubrifiant passant par le trou
débouchant de la partie de plaque,

dans laquelle, dans une région de coulissement
dans laquelle le vilebrequin etla partie de plaque
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se font face, au moins I'un parmi le vilebrequin
et la partie de plaque a une rainure d’évidement
(42) a laquelle le lubrifiant est amené a partir du
trou débouchant,

dans laquelle une partie d’extrémité externe
(42a) de la rainure dans une direction radiale,
est positionnée vers l'intérieur de la partie péri-
phérique la plus externe dans la région de cou-
lissement,

caractérisée en ce que :

la rainure d’évidement (42) est configurée
de sorte que la rotation du vilebrequin (11)
génere la pression dynamique dans la ré-
gion de coulissement, de sorte qu’un flotte-
ment se produit entre le vilebrequin (11) et
la surface supérieure de la partie de plaque
(40),

dans laquelle la rainure d’évidement (42)
modifie une profondeur de la région de cou-
lissement d’au moins I'un parmi le vilebre-
quin (11) et la partie de plaque (40) le long
d’'une direction de rotation du vilebrequin
(11), et

dans laquelle une surface de la rainure
d’évidement (42) formée dans la région de
coulissement représente de 50% a 80%
d’une surface positionnée vers l'intérieur de
la partie d’extrémité externe (42a) de la rai-
nure d’évidement dans la direction radiale
dans la région de coulissement.

Machine a fluide (1) selon la revendication 1,

dans laquelle la partie d’extrémité externe (42a) de
la rainure (42) dans la direction radiale est position-
née vers I'extérieur d’'une position intermédiaire en-
tre la partie périphérique la plus interne et la partie
périphérique la plus externe dans la région de cou-
lissement.

Machine a fluide (1) selon la revendication 1 ou la
revendication 2,

dans laquelle une partie interne de la rainure (42)
dans la direction radiale ou une partie faisant face a
la partie interne de la rainure dans la direction radiale
dans le vilebrequin (11) ou la partie de plaque (40)
a une surface progressivement rétrécie.

Machine a fluide (1) selon 'une quelconque des re-
vendications 1 a 3,

dans laquelle la rainure (42) a une forme étagée,
une forme progressivement rétrécie ou une forme
de fosette.
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FIG. 6
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FIG. 8
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