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Description

Field of the invention

[0001] The presentinvention relates to a supplemen-
tary tank for an auxiliary system associated with an in-
ternal combustion engine of a motor-vehicle, having at
least one volume for containing a coolant of an engine
cooling system. Application of the invention to tanks in-
cluding more than one containing volume is also not ex-
cluded, such as a first volume for said coolant, and a
second volume for a urea solution for a system for cata-
lytic reduction of the exhaust gases of the engine.
[0002] The invention particularly relates to a supple-
mentary tank of a known type having a body comprising
an upper half-shell and a lower half-shell, both of plastic
material, rigidly connected to each other along respective
perimetral coupling edges and defining the aforesaid
containing volume, and wherein said containing volume
is provided with a filling inlet for charging said fluid within
the containing volume, and atleast one upper connection
element and one lower connection element for connect-
ing ducts to said auxiliary system; a stilling well is also
associated with said containing volume, extending up-
wards within said containing volume, starting from a bot-
tom wall of said body.

Prior art

[0003] In known supplementary tanks of the type indi-
cated above, the upper half-shell and the lower half-shell
forming the body of the tank are rigidly connected to each
other by means of hot welding of the plastic material form-
ing the two half-shells. To this end, a tool is used in the
form of a blade, which is preliminarily heated and then
brought into contact with the coupling edges of the two
half-shells to bring the thermoplastic material to the tem-
perature required to perform the welding operation ob-
tained by pressing the two half-shells against each other.
[0004] The disadvantage of this known technique lies
in the fact that it is imperative to design each of the two
half-shells so that they do not have portions protruding
above the plane containing the perimetral coupling edge,
otherwise it would not be possible to bring the hot blade
used for welding into contact with the perimetral coupling
edge. This puts a limit on the functionality of the supple-
mentary tank, since the aforesaid stilling well within the
containing volume of the coolant should instead extend
upwards as much as possible. To overcome this disad-
vantage, the stilling well could be produced from two sep-
arate elements formed in one-piece with the two half-
shells, in positions that define the entire body of the well
when the two half-shells are welded together. This mode
of operation is relatively complicated and, furthermore,
does not enable, at the end of the welding process, the
good quality of the weld to bechecked also at the coupled
edges of the two elements forming the well.

[0005] A further drawback of the prior art described
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above lies in the fact that the two half-shells cannot be
made with different materials, nor is it possible to provide
inserts of different materials and/or colors. It would, how-
ever, be preferable to make the aforesaid connections
with different color materials, for example, to characterize
- in a simple and immediate manner - different tanks in-
tended to be used on different engines, so as to facilitate
the work of the operators in assembly lines of the motor-
vehicles.

[0006] Finally, the prior art described above also in-
volves the risk that the relatively high temperature
reached during welding results in unwanted modifica-
tions of the thermoplastic material, which makes control-
ling the process more problematic and costly.

[0007] A tank as indicated in the preamble of claim 1
is known from EP 1 260 685 A2.

Object of the invention

[0008] The aim of the presentinvention is to provide a
supplementary tank of the type indicated above that is
able to overcome the above-mentioned drawbacks.

Summary of the invention

[0009] In order to achieve the aforesaid object, the
present invention relates to a supplementary tank for an
auxiliary system associated with an internal combustion
engine of a motor-vehicle, having the features of claim 1.
[0010] A further characteristic of the tank according to
the invention lies in the fact that the perimetral coupling
edges of the upper half-shell and the lower half-shell are
also rigidly connected to each other by mechanical cou-
pling, for example, with the aid of a plurality of elastic
teeth each protruding from one of said half-shells and
engaged within corresponding coupling seats of the other
half-shell.

[0011] Thanks to the aforesaid characteristics, the
supplementary tank according to the invention has a se-
ries ofimportantadvantages. Firstly, the tank is produced
with a stilling well that can be as long as possible, so as
to ensure the best operating efficiency, without causing
any problems or disadvantages in the manufacturing
process of the tank. A further advantage of the invention
lies in the fact that the two half-shells forming the tank
can be made of different materials and/or colors.
[0012] Another important advantage of the invention
lies in the fact that the perimetral coupling edges for cou-
pling the upper half-shell with the lower half-shell can
have portions lying in different planes, inclined or spaced
apart, without this having any drawbacks in the manu-
facturing process (unlike in the case of half-shells welded
by applying a hot blade).

Description of the preferred embodiments

[0013] Further characteristics and advantages of the
invention will become apparent from the description that



3 EP 3 415 737 B1 4

follows with reference to the attached drawings, provided
purely by way of non-limiting example, wherein:

- Figure 1 is a cross-sectional view of a first embodi-
ment of a supplementary tank according to the
present invention;

- Figures 2 and 3 are further cross-sectional views of
the tank of Figure 1, according to different cross-
sectional planes compared to Figure 1,

- Figures 4 and 5 are perspective views of the upper
half-shell and the lower half-shell forming the sup-
plementary tank of Figure 1,

- Figures 6 and 7 show, in cross-section, the coupling
edges of the upper half-shell and the lower half-shell
of the supplementary tank of Figure 1, according to
two different variants,

- Figures 8A, 8B, and 8C are schematic representa-
tions relative to further variations of the cross-sec-
tional profile of the coupling edges of the upper half-
shell and the lower half-shell,

- Figure 9is a perspective view-on an enlarged scale-
of an elastic tooth and the corresponding coupling
seat arranged on the two half-shells of the tank of
Figure 1,

- Figure 10 is a perspective view of a second embod-
iment of the tank according to the invention, and

- Figure 11 is a cross-sectional view of the tank of
Figure 10.

[0014] In Figures 1 to 3, the reference numeral 1 indi-
cates, in its entirety, a first embodiment of a tank accord-
ing to the invention, which in the example shown is an
supplementary tank for the cooling system of an internal
combustion engine of a motor-vehicle. The tank compris-
es a plastic body 2 including an upper half-shell 3 and a
lower half-shell 4.

[0015] In the present description, the terms "upper"
and "lower" are understood to refer to the position of the
tank in the condition of use.

[0016] According to the prior art, the tank 1 includes
an upper connection element 5 and a lower connection
element 6 for coupling of connecting pipes from the cool-
ing system of the motor-vehicle, according to the con-
ventional technique well-known to those skilled in the art.
Furthermore, within the containing volume 7 defined be-
tween the two half-shells 3, 4, a stilling well 8 is arranged,
formed by a cylindrical wall extending upwards from the
bottom wall of the lower half-shell 4, so as to define a
reduced containing volume 9 of the coolant, which is in
communication with the connection 5 by means of a duct
portion 5A protruding vertically downwards from the wall
of the upper half-shell 3 and partially inserted within the
upper port of the stilling well 8. The cylindrical wall forming
the stilling well has an opening 8A, adjacent to the bottom
wall of the lower half-shell 4, which causes the containing
volume 9 of the well 8 to communicate with the main
containing volume 7 of the tank 1.

[0017] A filling inlet 10 is also formed in one piece in
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the upper half-shell 3 for charging the fluid within the tank
1, having a threaded external surface for engaging the
threaded inner surface of a closure lid 11.

[0018] As best seen in Figure 2, in the bottom wall of
the lower half-shell 4, a lower connection element 12 is
formed in a single piece for engaging a pipe (not shown)
connecting the tank 1 to the engine cooling system of the
motor-vehicle, according to the conventional technique
well-known to those skilled in the art.

[0019] With reference in particular to Figure 3, within
the containing volume 7, a spacer column is arranged,
defined by two column portions 13, 14 formed in a single
piece with the upper half-shell 3 and the lower half-shell
4, respectively (see also Figures 4, 5). In the example
illustrated in Figure 4, the upper half-shell 3 also includes
two brackets 15 for connecting the supplementary tank
1to a supporting structure belonging to the motor-vehicle
structure.

[0020] In the supplementary tank according to the in-
vention, the two half-shells 3 and 4 are rigidly connected
to each other along their perimetral coupling edges 3A
and 4A by means of adhesive material M (see figures).
This allows, if required, the use of different materials for
the half-shells 3, 4. For example, the upper half-shell 3
can be made of polypropylene, while the lower half-shell
4 can be made of polyamide. Furthermore, the connec-
tion 5, or any other connection provided on the tank 1
can be formed of a separate body portion 50, made of a
different material with respect to the material chosen for
the upper half-shell 3, if required and/or having a different
coloring. In the illustrated example, the connection 5 is
formed of a separate body portion 50 joined to the upper
half-shell 3 by means of adhesive material. The portion
50 can be made, for example, of polyphenylsulphide.
This characteristic allows arrangement of tanks of the
type illustrated, with differently colored connections 5 to
indicate the destination for different types of engines. In
this way, the work of the operators in the assembily line
of motor-vehicles is made easier.

[0021] AscanbeseeninFigures 1 to 3, the stilling well
8 is obtained in a single piece with the lower half-shell 4,
and yet it extends upwards beyond the theoretical plane
containing the perimetral coupling edge 4A of the lower
half-shell 4. In this way, the stilling well 8 is able to opti-
mally perform its function and, at the same time, does
not give rise to any inconvenience or complication during
the manufacturing process, unlike conventional solutions
in which the two half-shells 3, 4 are rigidly connected to
each other by welding with a hot blade.

[0022] According to a further preferred characteristic
of the invention, the perimetral coupling edges 3A, 4A of
the half-shells 3, 4 have reciprocal engagement surfaces
including, respectively, a rib 15 received within a groove
16. In the illustrated example, the groove 15 is formed
on the perimetral coupling edge 4A of the lower half-shell
4 and therib 16 is formed on the perimetral coupling edge
of the upper half-shell 3. However, an inverse configura-
tion could be adopted, with the rib formed on the upper
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half-shell and the groove formed on the lower half-shell.
[0023] Figures 6 and 7 have two possible configura-
tions, corresponding to two different variants, of the rib
15 and of the groove 16. In both cases, the rib and the
groove have a trapezoidal profile cross-section.

[0024] In aconcrete embodiment example, the dimen-
sions shown in Figure 6 were as follows:

h1 = about 5 mm;
h2 = about 5.7 mm;

s1=0.1-0.9 mm
s =0.4 mm
f=8 mm
a=2mm;
b=2.5mm.
[0025] The variantof Figure 7 differs from Figure 6 due

to the arrangement of a height space h; between the two
facing edges 3A, 4A on the inner side of the rib. In a
concrete embodiment example, the dimensions shown
in Figure 7 were as follows:

h1 = about 5 mm;
h2 = about 5.7 mm;
h2 = about 2.3 mm;
s1=0.1-0.9 mm

f = about 8 mm;
a=2mm;
b=2.5mm.

[0026] The presentinvention extends to any commer-
cially available adhesive, suitable for applications of the
type discussed here. By way of example, a usable ad-
hesive material is the Loctite AA3038 product of the Hen-
kel Company.

[0027] Instead of the trapezoidal shape of the rib 15
and of the groove 16 illustrated in the variants of Figures
6and 7, itis possible to adopt a triangular shape, a round-
ed shape or a square shape, as shown schematically in
Figures 8A, 8B and 8C.

[0028] According to a further important characteristic
of the presentinvention, the two half-shells 3, 4 are rigidly
connected to each other by mechanical connection, as
well as through adhesive material. This mechanical con-
nection is achieved by the engagement of a plurality of
elastic teeth 30 arranged on one of the perimetral cou-
pling edges of the half-shells 3, 4 within corresponding
coupling seats 40 provided in the perimetral coupling
edge of the other half-shell. Figure 9 shows, by way of
example, the detail of an elastic tooth 30 protruding from
the perimetral coupling edge 3A of the upper half-shell 3
in a decoupled position with respect to the corresponding
coupling seat 40 provided in the perimetral coupling edge
4A of the lower half-shell 4. Figure 9 shows only the por-
tions of the perimetral coupling edges of the two half-
shells in which the elastic tooth 30 and the coupling seat
40 are arranged. Of course, each elastic tooth 30 can be
provided in either of the two half-shells 3, 4, resulting in
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the provision of the coupling seat 40 in the other half-
shell.

[0029] Another important advantage of the tank ac-
cording to the invention lies in the fact that it can have
half-shells 3, 4 with perimetral coupling edges including
portions contained in different planes, for example, in-
clined or spaced apart, without this having any draw-
backs inthe manufacturing process, as occursin the case
of the tank according to the prior art in which the two half-
shells are connected together by means of hot-blade
welding. An example of a tank of this type is illustrated
in Figures 10 and 11 with reference to a second embod-
iment. In the case of this embodiment, the body of the
tank comprising the two half-shells 3, 4 also defines, in
addition to the containing volume 7 for the coolant of an
engine cooling system, another containing volume 70,
separate from the volume 7, which in the example shown
is intended to contain a urea solution for a catalytic re-
duction system of exhaust gases of the engine.

[0030] In Figures 10 and 11, the parts common or cor-
responding to those of Figures 1-9 are indicated by the
same reference numbers.

[0031] Inthe case of the embodiment of Figure 11, the
stilling well extends for the entire height of the containing
volume 7, from the bottom wall of the lower half-shell up
to the upper wall, coaxially to the fillinginlet 10. To contain
the urea solution, the auxiliary volume 70 has a separate
filling inlet 100 and an outlet connection 60 associated
with it. All of the variants illustrated above with reference
to the embodiment of Figure 1 can, of course, also be
adopted in the case of the embodiment of Figures 10 and
11.

[0032] Of course, without prejudice to the principle of
the invention, the details of construction and the embod-
iments may vary widely with respect to those described
and illustrated purely by way of example, without depart-
ing from the scope of the present invention, conferred by
the following claims.

Claims

1. A supplementary tank (1) for an auxiliary system as-
sociated with an internal combustion engine of a mo-
tor-vehicle, having at least one containing volume
(7) for a coolant of an engine cooling system,
wherein said supplementary tank (1) has a body (2)
comprising an upper half-shell (3) and a lower half-
shell (4), both made of plastic, rigidly connected to
each other along respective perimetral coupling edg-
es (3A, 4A) and defining the aforesaid containing
volume (7) between them,
wherein said containing volume (7) is provided with
afilling inlet (10) for charging the fluid within the con-
taining volume, and at least one upper connection
element (5) and one lower connection element (6)
for connecting pipes from said auxiliary system, and
wherein said containing volume (7) is provided with
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a stilling well (8), extending upwardly within said con-
taining volume (7) starting from a bottom wall of said
body (1),

said supplementary tank being characterized in
that said upper half-shell (3) and said lower half-shell
(4) are rigidly connected to each other by means of
adhesive material (M), and in that said stilling well
(8) protrudes upwards beyond a general theoretical
plane containing the perimetral coupling edge (4A)
of the lower half-shell and in that said stilling well
(8) is formed in a single piece with said lower half-
shell (4),

characterized in that said upper connection ele-
ment (5) is part of a separate body portion joined by
means of adhesive material to said upper half-shell
(3), and has a color contrasting with the color of said
upper half-shell (3), said color being predetermined
depending on the type of engine with which the ad-
ditional tank should be associated, so that in an in-
dustrial production, the same color of said connec-
tion indicates the destination of the tank to a specific
type of engine.

A supplementary tank according to claim 1, charac-
terized in that said body (1) defines two separate
containing volumes (7, 70), a first volume for said
coolant, and a second volume for a urea solution for
a system for catalytic reduction of the exhaust gases
of the engine, said second containing volume (70)
being provided with a filling inlet (100) for charging
the fluid within the second containing volume (70),
and at least one lower connection element (60).

A supplementary tank according to claim 1, charac-
terized in that the perimetral coupling edges (3A,
4A) of the upper half-shell (3) and of the lower half-
shell (4) have reciprocal engagement surfaces in-
cluding a perimetral rib (15) received in a perimetral
groove (16).

A supplementary tank according to claim 3, charac-
terized in that the aforesaid perimetral rib (15) and
the aforesaid perimetral groove (16) have a cross-
sectional profile chosen among a trapezoidal profile,
a triangular profile, a rounded profile, and a square
profile.

A supplementary tank according to claim 1, charac-
terized in that the perimetral coupling edges (3A,
4A) of the two half-shells (3, 4) have portions lying
on different planes, inclined or vertically spaced
apart from each other.

A supplementary tank according to claim 1, charac-
terized in that the said half-shells (3, 4) are rigidly
connected to each other, by mechanical coupling as
well as by means of adhesive material.
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A supplementary tank according to claim 8, charac-
terized in that said mechanical coupling includes a
plurality of elastic teeth (30) each arranged along the
perimetral coupling edge (3A, 4A) of one of the two
half-shells (3, 4) and engaging within a correspond-
ing coupling seat (40) provided along the perimetral
coupling edge (3A, 4A) of the other half-shell.

Patentanspriiche

1.

Zusatztank (1) fir ein Hilfssystem, das mit einem
Verbrennungsmotor eines Kraftfahrzeugs verbun-
denistund wenigstens einem Aufnahmevolumen (7)
fur ein Kihimittel eines Motor-Kiihlsystems aufweist,
wobei der Zusatztank (1) einen Korper (2) aufweist,
der eine obere Halbschale (3) und eine untere Halb-
schale (4) umfasst, die beide aus Kunststoff herge-
stellt sind, entlang jeweiliger umlaufender Kopp-
lungs-Rander (3A, 4A) starr miteinander verbunden
sind und zwischen denen das Aufnahmevolumen (7)
ausgebildet ist,

wobeidas Aufnahmevolumen (7) miteinem Full-Ein-
lass (10) zum Einfillen der Flissigkeit in den Innen-
raum des Aufnahmevolumens sowie wenigstens ei-
nem oberen Verbindungselement (5) und einem un-
teren Verbindungselement (6) zum Verbinden von
Rohren von dem Hilfssystem versehen ist, und
das Aufnahmevolumen (7) miteinem Schwallrohr (8)
versehen ist, das sich im Inneren des Aufnahmevo-
lumens (7) von einer Bodenwand des Korpers (1)
ausgehend nach oben erstreckt,

wobei der Zusatzbehalter dadurch, dass die obere
Halbschale (3) und die untere Halbschale (4) mittels
Klebstoff (M) starr miteinander verbunden sind, da-
durch, dass das Schwallrohr (8) Uber eine allgemei-
ne theoretische Ebene, die den umlaufenden Kopp-
lungsrand (4A) der unteren Halbschale einschlief3t,
nach oben vorsteht und dadurch gekennzeichnet
ist, dass das Schwallrohr (8) aus einem Stiick mit
der unteren Halbschale (4) ausgebildet ist,
dadurch gekennzeichnet, dass das obere Verbin-
dungselement (5) Teil eines separaten Kdrper-Ab-
schnitts ist, der mittels Klebstoff mit der oberen Halb-
schale (3) verbunden ist, und eine Farbe hat, die zu
der Farbe der oberen Halbschale (3) kontrastiert,
wobei die Farbe in Abhangigkeit von dem Typ Motor,
mit dem der Zusatztank verbunden werden soll, vor-
gegeben ist, so dass bei einer industriellen Produk-
tion die gleiche Farbe der Verbindung die Zuordnung
des Tanks zu einem bestimmten Typ Motor anzeigt.

Zusatztank nach Anspruch 1, dadurch gekenn-
zeichnet, dass der Korper (1) zwei getrennte Auf-
nahmevolumina (7, 70) aufweist, d. h. ein erstes Vo-
lumen fir das Kihimittel und ein zweites Volumen
fir eine Harnstofflésung flr ein System zur katalyti-
schen Reduktion der Abgase des Motors, wobei das
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zweite Aufnahmevolumen (70) mit einem Full-Ein-
lass (100) zum Einfillen der Flissigkeit in den In-
nenraum des zweiten Aufnahmevolumens (70) so-
wie wenigstens einem unteren Verbindungselement
(60) versehen ist.

Zusatzbehalter nach Anspruch 1, dadurch gekenn-
zeichnet, dass die umlaufenden Kopplungs-Ran-
der (3A, 4A) der oberen Halbschale (3) und der un-
teren Halbschale (4) Flachen fiir gegenseitigen Ein-
griffaufweisen, die einen umlaufenden Steg (15) ent-
halten, der in einer umlaufenden Nut (16) aufgenom-
men ist.

Zusatzbehalter nach Anspruch 3, dadurch gekenn-
zeichnet, dass der umlaufende Steg (15) und die
umlaufende Nut (16) ein Querschnittsprofil haben,
das aus einem trapezférmigen Profil, einem dreie-
ckigen Profil, einem abgerundeten Profil und einem
rechteckigen Profil ausgewahlt wird.

Zusatzbehalter nach Anspruch 1, dadurch gekenn-
zeichnet, dass die umlaufenden Kopplungs-Ran-
der (3A, 4A) der zwei Halbschalen (3, 4) Abschnitte
aufweisen, die in unterschiedlichen Ebenen liegen,
die geneigt oder vertikal voneinander beabstandet
sind.

Zusatzbehalter nach Anspruch 1, dadurch gekenn-
zeichnet, dass die Halbschalen (3, 4) mittels me-
chanischer Kopplung sowie mittels Klebstoff starr
miteinander verbunden werden.

Zusatzbehalter nach Anspruch 8, dadurch gekenn-
zeichnet, dass die mechanische Kopplung eine
Vielzahl elastischer Zahne (30) einschlielt, die je-
weils entlang des umlaufenden Kopplungs-Randes
(3A, 4A) einer der zwei Halbschalen (3, 4) angeord-
net sind und in eine entsprechende Kopplungs-Auf-
nahme (40) eingreifen, die entlang des umlaufenden
Kopplungs-Randes (3A, 4A) der anderen Halbscha-
le vorhanden ist.

Revendications

Réservoir supplémentaire (1) pour un systeme auxi-
liaire associé a un moteur a combustion interne d’un
véhicule automobile, ayant au moins un volume de
confinement (7) pour un liquide de refroidissement
d’un systéme de refroidissement de moteur,

dans lequel ledit réservoir supplémentaire (1) a un
corps (2) comprenant une demi-coque supérieure
(3) et une demi-coque inférieure (4), réalisées toutes
deux en plastique, reliées solidement I'une a l'autre
le long de bords de couplage périphériques respec-
tifs (3A, 4A) et définissant le volume de confinement
(7) mentionné ci-dessus entre celles-ci,
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dans lequel ledit volume de confinement (7) est doté
d’une entrée de remplissage (10) pour introduire le
fluide a l'intérieur du volume de confinement, et au
moins un élément de liaison supérieur (5) et un élé-
ment de liaison inférieur (6) pour relier des tuyaux
dudit systéme auxiliaire, et

dans lequel ledit volume de confinement (7) est doté
d’un puits de tranquillisation (8), s’étendant vers le
haut a I'intérieur dudit volume de confinement (7) a
partir d’'une paroi inférieure dudit corps (1),

ledit réservoir supplémentaire étant caractérisé en
ce que ladite demi-coque supérieure (3) et ladite
demi-coque inférieure (4) sont reliées solidement
I'une a l'autre au moyen d’'un matériau adhésif (M),
et en ce que ledit puits de tranquillisation (8) fait
saillie vers le haut au-dela d'un plan théorique gé-
néral contenant le bord de couplage périphérique
(4A) de la demi-coque inférieure et en ce que ledit
puits de tranquillisation (8) est formé en une seule
piece avec ladite demi-coque inférieure (4),
caractérisé en ce que ledit élément de liaison su-
périeur (5) fait partie d’'une partie de corps séparée
attachée au moyen d'un matériau adhésif a ladite
demi-coque supérieure (3), eta une couleur contras-
tant avecla couleur de ladite demi-coque supérieure
(3), ladite couleur étant prédéterminée en fonction
du type de moteur auquel le réservoir supplémen-
taire doit étre associé, de sorte que dans une pro-
ductionindustrielle, laméme couleur de ladite liaison
indique que le réservoir est destiné a un type de mo-
teur spécifique.

Réservoir supplémentaire selon la revendication 1,
caractérisé en ce que ledit corps (1) définit deux
volumes de confinement séparés (7, 70), un premier
volume pour ledit liquide de refroidissement, et un
deuxiéme volume pour une solution d’urée pour un
systeme de réduction catalytique des gaz d’échap-
pement du moteur, ledit deuxi€éme volume de confi-
nement (70) étant doté d’'une entrée de remplissage
(100) pour introduire le fluide a l'intérieur du deuxié-
me volume de confinement (70), et au moins un élé-
ment de liaison inférieur (60).

Réservoir supplémentaire selon la revendication 1,
caractérisé en ce que les bords de couplage péri-
phériques (3A, 4A) de la demi-coque supérieure (3)
et de la demi-coque inférieure (4) ont des surfaces
d’engagement réciproques comportant une nervure
périphérique (15) recue dans une rainure périphéri-
que (16).

Réservoir supplémentaire selon la revendication 3,
caractérisé en ce que la nervure périphérique men-
tionnée ci-dessus (15) et la rainure périphérique
mentionnée ci-dessus (16) ont un profil de section
transversale choisi parmi un profil trapézoidal, un
profil triangulaire, un profil arrondi et un profil carré.
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Réservoir supplémentaire selon la revendication 1,
caractérisé en ce que les bords de couplage péri-
phériques (3A, 4A) des deux demi-coques (3, 4) ont
des parties reposant sur des plans différents, incli-
nées ou verticalement espacées les unes des
autres.

Réservoir supplémentaire selon la revendication 1,
caractérisé en ce que lesdites demi-coques (3, 4)
sont reliées solidement 'une a l'autre, par un cou-
plage mécanique ainsi qu’au moyen d’un matériau
adhésif.

Réservoir supplémentaire selon la revendication 8,
caractérisé en ce que ledit couplage mécanique
comporte une pluralité de dents élastiques (30)
agenceées chacune le long du bord de couplage pé-
riphérique (3A, 4A) de 'une des deux demi-coques
(3, 4) et s’engageant dans un sieége de couplage cor-
respondant (40) prévu le long du bord de couplage
périphérique (3A, 4A) de 'autre demi-coque.
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