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Description

[0001] The presentapplication is based on, and claims
priority from JP Application Serial Number 2018-174366,
filed September 19, 2018 and JP Application Serial
Number 2019-036734, filed February 28, 2019.

BACKGROUND
1. Technical Field

[0002] The present disclosure relates to a print head
control circuit.

2. Related Art

[0003] A liquid discharge apparatus such as an ink jet
printer discharges a liquid such as ink filled in a cavity
from a nozzle by driving a piezoelectric element provided
on a print head by a drive signal, and forms characters
and images on a recording medium. In such a liquid dis-
charge apparatus, when a problem occurs in the print
head, there is a possibility that discharge abnormality in
which the liquid cannot be normally discharged from the
nozzle may occur. When such a discharge abnormality
occurs, there is a possibility that discharge accuracy of
the ink discharged from the nozzle may be reduced, and
the quality of the image formed on the recording medium
may be reduced. An example of liquid discharge appa-
ratuses and their components can be seen in US
2017/173950; US 2014/247299; and JP 2000 190 488.
[0004] JP-A-2017-114020 discloses a print head hav-
ing a self-diagnosis function that determines by the print
head itself whether it is possible to form dots satisfying
normal print quality in accordance with a plurality of sig-
nals input to the print head.

[0005] In addition, JP-A-09-011457 discloses a tech-
nique for performing multi-tone printing by discharging
different amounts of liquid from a nozzle by propagating
a plurality of drive signals to the print head and selectively
supplying the plurality of drive signals to the piezoelectric
element.

[0006] However, in the technique described in JP-A-
2017-114020, a plurality of signal lines used for self-di-
agnosis of the print head are distributed in a cable and
a connector. Therefore, when the print head described
in JP-A-2017-114020 is applied to the print head that
performs multi-tone expression by the plurality of drive
signals described in JP-A-09-011457, there is a possi-
bility that the plurality of drive signals propagated as a
high voltage signal may interfere with the plurality of sig-
nals used for the self-diagnosis of the print head, and the
self-diagnosis function of the print head may not normally
operate.

SUMMARY

[0007] Aspects of the invention are set out in the ap-
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pended claims.
BRIEF DESCRIPTION OF THE DRAWINGS
[0008]

FIG. 1 is a diagram illustrating a schematic configu-
ration of a liquid discharge apparatus.

FIG. 2 is a block diagram illustrating an electrical
configuration of the liquid discharge apparatus.
FIG. 3 is a diagram illustrating an example of drive
signals COMA and COMB.

FIG. 4 is a diagram illustrating an example of a drive
signal VOUT.

FIG. 5 is a diagram illustrating a configuration of a
drive signal selection circuit.

FIG. 6 is a table illustrating the contents of decoding
in the decoder.

FIG. 7 is a diagram illustrating a configuration of a
selection circuit corresponding to one discharge por-
tion.

FIG. 8 is a diagram for describing an operation of
the drive signal selection circuit.

FIG. 9 is a diagram illustrating a configuration of a
temperature abnormality detection circuit.

FIG. 10 is a perspective view illustrating a configu-
ration of a print head.

FIG. 11 is a plan view illustrating an ink discharge
surface of a head.

FIG. 12 is a diagram illustrating a schematic config-
uration of the discharge portion.

FIG. 13 is a diagram illustrating a configuration of a
first connector.

FIG. 14 is a diagram illustrating a configuration of a
second connector.

FIG. 15 is a diagram schematically illustrating an in-
ternal configuration when the liquid discharge appa-
ratus is viewed from a Y direction.

FIG. 16 is a diagram illustrating a configuration of a
cable.

FIG. 17 is a diagram for describing a contact portion
when the cable is attached to the first connector.
FIG. 18 is a table for describing the details of a signal
propagated through a first cable.

FIG. 19 is a table for describing the details of a signal
propagated through a second cable.

DESCRIPTION OF EXEMPLARY EMBODIMENTS

[0009] Hereinafter, preferred embodiments of the
present disclosure will be described with reference to the
drawings. The drawings used are for convenience of de-
scription. The embodiments described below do not un-
duly limit the scope of the disclosure as disclosed in the
aspects. In addition, not all of the configurations de-
scribed below are necessarily essential configuration re-
quirements of the present disclosure.

[0010] Hereinafter, a print head control circuit accord-
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ing to the present disclosure will be described by taking
a print head control circuit for operating a print head in-
cluding a self-diagnosis function applied to a liquid dis-
charge apparatus as an example.

1. Outline of Liquid Discharge Apparatus

[0011] FIG. 1is adiagram illustrating a schematic con-
figuration of a liquid discharge apparatus 1 to which a
print head control circuit of the present embodiment is
applied. The liquid discharge apparatus 1 according to
the present embodiment is a serial printing ink jet printer
in which a carriage 20 mounted with a print head 21 dis-
charging an ink as an example of a liquid reciprocates,
and which discharges the ink to a medium P to be trans-
ported. In the following description, a direction in which
the carriage 20 moves is referred to as an X direction, a
direction in which the medium P is transported is referred
to as a Y direction, and a direction in which the ink is
discharged is referred to as a Z direction. In the following
description, the X direction, the Y direction, and the Z
direction will be described as directions orthogonal to
each other. In addition, as the medium P, any printing
object such as printing paper, resin film, fabric may be
used.

[0012] The liquid discharge apparatus 1 is provided
with a liquid container 2, a control mechanism 10, the
carriage 20, a movement mechanism 30, and a transport
mechanism 40.

[0013] The liquid container 2 stores a plurality of types
of ink to be discharged to the medium P. Specifically, six
types of ink of black, cyan, magenta, yellow, red, and
gray are stored in the liquid container 2. The number and
type of the ink stored in the liquid container 2 described
above is an example, and the number of the inks stored
in the liquid container 2 may be five or less, or may be
seven or more. Furthermore, the liquid container 2 may
store inks of colors such as light cyan, light magenta, and
green. As the liquid container 2 inwhich such inkis stored,
an ink cartridge, a bag-like ink pack formed of a flexible
film, an ink tank capable of replenishing the ink, or the
like is used.

[0014] The control mechanism 10 includes a process-
ing circuit such as a central processing unit (CPU), a field
programmable gate array (FPGA), and a storage circuit
such as a semiconductor memory, for example, and con-
trols each element of the liquid discharge apparatus 1.
[0015] The print head 21 is mounted on the carriage
20. In addition, the carriage 20 is fixed to an endless belt
32 included in the movement mechanism 30 in a state
where the print head 21 is mounted. The liquid container
2 may also be mounted on the carriage 20.

[0016] A control signal Ctrl-H including a plurality of
signals for controlling the print head 21 and a plurality of
drive signals COM for driving the print head 21 are input
to the print head 21 from the control mechanism 10. The
print head 21 discharges the ink supplied from the liquid
container 2 in the Z direction based on the control signal
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Ctrl-H and the plurality of drive signals COM.

[0017] The movement mechanism 30 includes a car-
riage motor 31 and the endless belt 32. The carriage
motor 31 operates based on a control signal Ctrl-C input
from the control mechanism 10. The endless belt 32 ro-
tates in accordance with the operation of the carriage
motor 31. As a result, the carriage 20 fixed to the endless
belt 32 reciprocates in the X direction.

[0018] The transport mechanism 40 includes a trans-
port motor 41 and a transport roller 42. The transport
motor 41 operates based on a control signal Ctrl-T input
from the control mechanism 10. The transport roller 42
rotates in accordance with the operation of the transport
motor 41. The medium P is transported in the Y direction
as the transport roller 42 rotates.

[0019] As described above, the liquid discharge appa-
ratus 1 discharges the ink from the printhead 21 mounted
on the carriage 20 in conjunction with the transport of the
medium P by the transport mechanism 40 and the recip-
rocation of the carriage 20 by the movement mechanism
30, to cause the ink to be landed on any position on the
surface of the medium P, and to form a desired image
on the medium P.

2. Electrical Configuration of Liquid Discharge Apparatus

[0020] FIG.2isablockdiagramillustratingan electrical
configuration of the liquid discharge apparatus 1. The
liquid discharge apparatus 1 is provided with the control
mechanism 10, the print head 21, the carriage motor 31,
the transport motor 41, and a linear encoder 90. As illus-
trated in FIG. 2, the control mechanism 10 includes a
drive signal output circuit 50, a control circuit 100, and a
power supply circuit 110.

[0021] The control circuit 100 includes a processor
such as a microcontroller, for example. The control circuit
100 generates data and signals for controlling the liquid
discharge apparatus 1 based on various signals such as
image data supplied from a host computer.

[0022] Specifically, the control circuit 100 grasps a
scanning position of the print head 21 based on a detec-
tion signal input from the linear encoder 90. The control
circuit 100 outputs, to the carriage motor 31, a control
signal Ctrl-C corresponding to the scanning position of
the print head 21. As a result, the reciprocation of the
print head 21 is controlled. In addition, the control circuit
100 outputs the control signal Ctrl-T to the transport motor
41. As a result, transport of the medium P is controlled.
The control signal Ctrl-C may be supplied to the carriage
motor 31 after being signal-converted via a carriage mo-
tor driver (notillustrated). Similarly, the control signal Ctrl-
T may be supplied to the transport motor 41 after being
signal-converted via a transport motor driver (not illus-
trated).

[0023] In addition, the control circuit 100 outputs six
print data signals Sl1 to SI6, two change signals CH1
and CH2, a latch signal LAT, a clock signal SCK, and an
N-charge signal NCHG to the print head 21, as a control
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signal Ctrl-H for controlling the print head 21 based on
various signals such as image data supplied from the
host computer.

[0024] In addition, the control circuit 100 outputs drive
control signals dA and dB serving as digital signals to the
drive signal output circuit 50.

[0025] The drive signal output circuit 50 includes a
drive circuit 50a and a drive circuit 50b. The drive signal
output circuit 50 generates and outputs drive signals CO-
MA and COMB as the plurality of drive signals COM. In
addition, the drive signal output circuit 50 generates and
outputs a reference voltage signal CGND of a ground
potential (0 V) indicating a reference potential of the drive
signals COMA and COMB, for example. The reference
voltage signal CGND is not limited to the voltage signal
of the ground potential, and may be a DC 6 V voltage
signal, for example.

[0026] Specifically, the drive control signal dA is input
to the drive circuit 50a. The drive circuit 50a performs
digital/analog conversion of the drive control signal dA,
and thereafter performs class D amplification on the con-
verted analog signal to generate the drive signal COMA.
In addition, the drive control signal dB is input to the drive
circuit 50b. The drive circuit 50b performs digital/analog
conversion on the drive control signal dB, and thereafter
performs class D amplification on the converted analog
signal to generate the drive signal COMB. That is, the
drive control signals dA and dB are digital data signals
that define waveforms of the drive signals COMA and
COMB, and the drive circuits 50a and 50b generate the
drive signals COMA and COMB by performing class D
amplification on waveforms defined by the drive control
signals dA and dB. The generated drive signals COMA
and COMB are output from the drive signal output circuit
50. The drive control signals dA and dB may be analog
signals that define the waveforms of the drive signals
COMA and COMB. The drive circuits 50a and 50b may
amplify the waveforms defined by the drive control sig-
nals dA and dB by class A amplification, class B ampli-
fication, class AB amplification or the like.

[0027] The drive signal COMA is branched to drive sig-
nals COMA1 to COMAG in the control mechanism 10 and
thereafter output to the print head 21. In addition, the
drive signal COMB is branched to drive signals COMBH1
to COMBS6 in the control mechanism 10, and thereafter
output to the print head 21. In addition, the reference
voltage signal CGND is branched to reference voltage
signals CGND1 to CGNDG6 in the control mechanism 10
and thereafter output to the print head 21. One of the
drive signal COMA including the drive signals COMA1
to COMAG and the drive signal COMB including the drive
signals COMB1 to COMBS6 is an example of a first drive
signal. The different one of the drive signals COMA in-
cluding the drive signals COMA1 to COMAG and the drive
signal COMB including the drive signals COMB1 to
COMBS6 is an example of a second drive signal.

[0028] The powersupply circuit 110 generates and out-
puts a high voltage signal VHV, low voltage signals VDD1
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and VDD2, and a ground signal GND. For example, the
high voltage signal VHV is a voltage signal of DC 42 V.
In addition, for example, the low voltage signals VDD1
and VDD2 are 3.3 V voltage signals. In addition, the
ground signal GND is a voltage signal indicating the ref-
erence potential of the high voltage signal VHV and the
low voltage signals VDD1 and VDD2, and is a voltage
signal of the ground potential (0 V), for example. Each
of the high voltage signal VHV, the low voltage signals
VDD1 and VDDZ2, and the ground signal GND is used as
a power supply voltage of various configurations in the
control mechanism 10 and is output to the print head 21.
The power supply circuit 110 may generate various volt-
age signals other than the high voltage signal VHV, the
low voltage signals VDD1 and VDD2, and the ground
signal GND.

[0029] The print head 21 includes six drive signal se-
lection circuits 200a to 200f, a plurality of discharge por-
tions 600, a temperature detection circuit 210, and a tem-
perature abnormality detection circuit 250.

[0030] Each of the drive signal selection circuits 200a
to 200f generates drive signals VOUT1 to VOUTG6 by se-
lecting or not selecting each of the drive signals COMA1
to COMA6 and each of the drive signal COMB1 to
COMBS6 based on the input print data signals SI1 to SI6,
the clock signal

[0031] SCK, the latch signal LAT, and the change sig-
nals CH1 and CH2, and supplies the drive signals to a
piezoelectric element 60 included in the corresponding
discharge portion 600. The piezoelectric element 60 is
displaced by the supply of the drive signal VOUT. An
amount of ink corresponding to the displacement is dis-
charged from the discharge portion 600.

[0032] Thedrive signals COMA1and COMB1, the print
data signal SlI1, the latch signal LAT, the change signals
CH1 and CH2, and the clock signal SCK are input to the
drive signal selection circuit 200a. The drive signal se-
lection circuit 200a outputs the drive signal VOUT1 by
selecting or not selecting the drive signals COMA1 and
COMB1 based on the print data signal SI1, the latch sig-
nal LAT, the change signals CH1 and CH2, and the clock
signal SCK. The drive signal VOUT1 is supplied to one
end of the piezoelectric element 60 of the discharge por-
tion 600 provided correspondingly. In addition, the refer-
ence voltage signal CGND1 is supplied to the other end
of the piezoelectric element 60. The piezoelectric ele-
ment 60 is displaced by the potential difference between
the drive signal VOUT1 and the reference voltage signal
CGND1.

[0033] Similarly, the drive signals COMA2 and
COMB2, the print data signal SI2, the latch signal LAT,
the change signals CH1 and CH2, and the clock signal
SCK are input to the drive signal selection circuit 200b.
The drive signal selection circuit 200b outputs the drive
signal VOUT2 by selecting or not selecting the drive sig-
nals COMA2 and COMB2 based on the print data signal
S12, the latch signal LAT, the change signals CH1 and
CH2, and the clock signal SCK. The drive signal VOUT2
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is supplied to one end of the piezoelectric element 60 of
the discharge portion 600 provided correspondingly. In
addition, the reference voltage signal CGND2 is supplied
to the other end of the piezoelectric element 60. The pi-
ezoelectric element 60 is displaced by the potential dif-
ference between the drive signal VOUT2 and the refer-
ence voltage signal CGND2.

[0034] Similarly, the drive signals COMA3 and
COMBS3, the print data signal SI3, the latch signal LAT,
the change signals CH1 and CH2, and the clock signal
SCK are input to the drive signal selection circuit 200c.
The drive signal selection circuit 200c outputs the drive
signal VOUT3 by selecting or not selecting the drive sig-
nals COMA3 and COMB3 based on the print data signal
SI13, the latch signal LAT, the change signals CH1 and
CH2, and the clock signal SCK. The drive signal VOUT3
is supplied to one end of the piezoelectric element 60 of
the discharge portion 600 provided correspondingly. In
addition, the reference voltage signal CGND3 is supplied
to the other end of the piezoelectric element 60. The pi-
ezoelectric element 60 is displaced by the potential dif-
ference between the drive signal VOUT3 and the refer-
ence voltage signal CGND3.

[0035] Similarly, the drive signals COMA4 and
COMB4, the print data signal Sl4, the latch signal LAT,
the change signals CH1 and CH2, and the clock signal
SCK are input to the drive signal selection circuit 200d.
The drive signal selection circuit 200d outputs a drive
signal VOUT4 by selecting or not selecting the drive sig-
nals COMA4 and COMB4 based on the print data signal
Sl4, the latch signal LAT, the change signals CH1 and
CH2, and the clock signal SCK. The drive signal VOUT4
is supplied to one end of the piezoelectric element 60 of
the discharge portion 600 provided correspondingly. In
addition, the reference voltage signal CGND4 is supplied
to the other end of the piezoelectric element 60. The pi-
ezoelectric element 60 is displaced by the potential dif-
ference between the drive signal VOUT4 and the refer-
ence voltage signal CGND4.

[0036] Similarly, the drive signals COMA5 and
COMBS, the print data signal SI5, the latch signal LAT,
the change signals CH1 and CH2, and the clock signal
SCK are input to the drive signal selection circuit 200e.
The drive signal selection circuit 200e outputs the drive
signal VOUTS5 by selecting or not selecting the drive sig-
nals COMAS5 and COMBS5 based on the print data signal
Sl15, the latch signal LAT, the change signals CH1 and
CH2, and the clock signal SCK. The drive signal VOUT5
is supplied to one end of the piezoelectric element 60 of
the discharge portion 600 provided correspondingly. In
addition, the reference voltage signal CGND5 is supplied
to the other end of the piezoelectric element 60. The pi-
ezoelectric element 60 is displaced by the potential dif-
ference between the drive signal VOUT5 and the refer-
ence voltage signal CGND5.

[0037] Similarly, the drive signals COMA6 and
COMBS6, the print data signal SI6, the latch signal LAT,
the change signals CH1 and CH2, and the clock signal
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SCK are input to the drive signal selection circuit 200f.
The drive signal selection circuit 200f outputs the drive
signal VOUT®6 by selecting or not selecting the drive sig-
nals COMAG6 and COMBS6 based on the print data signal
S16, the latch signal LAT, the change signals CH1 and
CH2, and the clock signal SCK. The drive signal VOUT6
is supplied to one end of the piezoelectric element 60 of
the discharge portion 600 provided correspondingly. In
addition, the reference voltage signal CGNDG6 is supplied
to the other end of the piezoelectric element 60. The pi-
ezoelectric element 60 is displaced by the potential dif-
ference between the drive signal VOUT6 and the refer-
ence voltage signal CGNDG6.

[0038] Here, the drive signal selection circuits 200a to
200f have the same circuit configuration. Therefore, in
the following description, the drive signal selection cir-
cuits 200a to 200f may be referred to as the drive signal
selection circuit 200 when it is not necessary to distin-
guish these in particular. In this case, the drive signals
COMA1 to COMAB and COMB1 to COMBS6 input to the
drive signal selection circuit 200 are referred to as the
drive signals COMA and COMB, and the print data sig-
nals Sl1 to SI6 are referred to as the print data signal Sl.
In addition, the drive signals VOUT1 to VOUT6 output
from the drive signal selection circuit 200 are referred to
as the drive signal VOUT.

[0039] The temperature detection circuit 210 includes
a temperature sensor such as a thermistor (not illustrat-
ed). The temperature sensor detects the temperature of
the print head 21. The temperature detection circuit 210
generates a temperature signal TH, which is an analog
signal including temperature information of the print head
21, and outputs the temperature signal TH to the control
circuit 100.

[0040] The temperature abnormality detection circuit
250 generates an abnormal signal XHOT of a digital sig-
nal indicating whether a temperature abnormality occurs
in the print head 21 and the drive signal selection circuit
200, and outputs the abnormal signal XHOT to the control
circuit 100. Specifically, the temperature abnormality de-
tection circuit 250 outputs the abnormal signal XHOT at
the H level when it is determined that the temperature
abnormality does not occur in the print head 21 and the
drive signal selection circuit 200, and outputs the abnor-
mality signal XHOT at the L level when it is determined
that temperature abnormality occurs in the print head 21
or the drive signal selection circuit 200. The logic level
of the abnormal signal XHOT is an example. For exam-
ple, the temperature abnormality detection circuit 250
may outputthe abnormal signal XHOT at the L level when
it is determined that the temperatures of the print head
21 and the drive signal selection circuit 200 are normal,
and may output the abnormal signal XHOT at the H level
when it is determined that the temperature of the print
head 21 or the drive signal selection circuit 200 is abnor-
mal.

[0041] The control circuit 100 performs various
processing according to the temperature signal TH and
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the abnormal signal XHOT. In other words, the abnormal
signal XHOT is a signal indicating the presence or ab-
sence of temperature abnormality of the print head 21
and the drive signal selection circuit 200. As a result, it
is possible to improve discharge accuracy of the ink from
the discharge portion 600, and to prevent the operation
abnormality, the failure, and the like of the print head 21
and the drive signal selection circuit 200 in the printing
state.

3. Example of Drive Signal Waveform

[0042] Here, an example of the waveforms of the drive
signals COMA and COMB generated by the drive signal
output circuit 50 and an example of the waveform of the
drive signal VOUT supplied to the piezoelectric element
60 will be described with reference to FIGS. 3 and 4.
[0043] FIG. 3 is a diagram illustrating an example of
the drive signals COMA and COMB. Asiillustrated in FIG.
3, the drive signal COMA is a waveform in which a trap-
ezoidal waveform Adp1 disposed in a period T1 from the
rise of the latch signal LAT to the rise of the change signal
CH1 and a trapezoidal waveform Adp2 disposed in a
period T2 from the rise of the change signal CH1 to the
subsequent rise of the latch signal LAT are continuous.
In the present embodiment, the trapezoidal waveform
Adp1 and the trapezoidal waveform Adp2 are waveforms
that cause the ink of approximately the same amount to
be discharged. When the drive signal COMA with the
trapezoidal waveforms Adp1 and Adp2 is supplied to one
end of the piezoelectric element 60, a medium amount
of ink is discharged from the discharge portion 600 cor-
responding to the piezoelectric element 60.

[0044] In addition, the drive signal COMB is a wave-
form in which a trapezoidal waveform Bdp1 disposed in
a period T3 from the rise of the latch signal LAT to the
rise of the change signal CH2 and a trapezoidal waveform
Bdp2 disposed in a period T4 from the rise of the change
signal CH2 to the subsequent rise of the latch signal LAT
are continuous. In the present embodiment, the trape-
zoidal waveform Bdp1 and the trapezoidal waveform
Bdp2 are waveforms different from each other. Among
these, the trapezoidal waveform Bdp1 is a waveform for
finely vibrating the ink in the vicinity of a nozzle opening
portion of the discharge portion 600 to prevent an in-
crease in the ink viscosity. When the drive signal COMB
with the trapezoidal waveform Bdp1 is supplied to one
end of the piezoelectric element 60, the ink is not dis-
charged from the discharge portion 600 corresponding
to the piezoelectric element 60. In addition, the trapezoi-
dal waveform Bdp2 is a waveform different from the trap-
ezoidal waveforms Adp1 and Adp2, and the trapezoidal
waveform Bdp1. When the drive signal COMB with the
trapezoidal waveform Bdp2 is supplied to one end of the
piezoelectric element 60, an ink smaller than the medium
amountis discharged from the discharge portion 600 cor-
responding to the piezoelectric element 60.

[0045] As described above, the discharge portion 600
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discharges different amounts of ink when the drive signal
COMA is supplied to the piezoelectric element 60 and
when the drive signal COMB is supplied to the piezoe-
lectric element 60. That is, one of the amount of ink dis-
charged from the discharge portion 600 when the drive
signal COMA is supplied to the piezoelectric element 60
or the amount of ink discharged from the discharge por-
tion 600 when the drive signal COMB is supplied to the
piezoelectric element 60 is an example of a first amount.
The other of the amount of ink discharged from the dis-
charge portion 600 is an example of an amount different
from the first amount.

[0046] Here, the period Ta from the rise of the latch
signal LAT to the subsequent rise of the latch signal LAT
corresponds to a printing period forming a new dot on
the medium P. That is, the latch signal LAT is a signal
that defines a discharge timing. In addition, the change
signal CH1 is a signal that defines a waveform switching
timing of the trapezoidal waveform Adp1 and the trape-
zoidal waveform Adp2 included in the drive signal COMA.
In addition, the change signal CH2 is a signal that defines
awaveform switching timing of the trapezoidal waveform
Bdp1 and the trapezoidal waveform Bdp2 included in the
drive signal COMB.

[0047] The voltages at the start timing and the end tim-
ing of each of the trapezoidal waveforms Adp1, Adp2,
Bdp1, and Bdp2 are common to the voltage Vc. That s,
the trapezoidal waveforms Adp1, Adp2, Bdp1, and Bdp2
are waveforms that start at voltage Vc and end at voltage
Vc. Although each of the drive signals COMA and COMB
is described as being a waveform signal in which two
trapezoidal waveforms are continuous in the period Ta,
it may be a waveform signal in which three or more trap-
ezoidal waveforms are continuous.

[0048] FIG. 4 is a diagram illustrating an example of
the drive signal VOUT corresponding to each of "large
dot", "medium dot", "small dot", and "non-recording".
[0049] As illustrated in FIG. 4, the drive signal VOUT
corresponding to the "large dot" is a waveform in which
the trapezoidal waveform Adp1 and the trapezoidal
waveform Adp2 are continuous in the period Ta. When
the drive signal VOUT is supplied to one end of the pie-
zoelectric element 60, a medium amount of ink is sepa-
rately discharged twice from the discharge portion 600
corresponding to the piezoelectric element 60 in the pe-
riod Ta. Accordingly, each of the inks lands on the me-
dium P and coalesces to form large dots.

[0050] The drive signal VOUT corresponding to the
"medium dot" is a waveform in which the trapezoidal
waveform Adp1 and the trapezoidal waveform Bdp2 are
continuous in the period Ta. When the drive signal VOUT
is supplied to one end of the piezoelectric element 60, a
medium amount of ink and a small amount of ink are
discharged from the discharge portion 600 correspond-
ing to the piezoelectric element 60 in the period Ta. Ac-
cordingly, each of the inks lands on the medium P and
coalesces to form medium dots.

[0051] The drive signal VOUT corresponding to the
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"small dot" has atrapezoidal waveform Bdp2in the period
Ta. When the drive signal VOUT is supplied to one end
of the piezoelectric element 60, a small amount of ink is
discharged from the discharge portion 600 correspond-
ing to the piezoelectric element 60 in the period Ta. Ac-
cordingly, the ink lands on the medium P to form small dot.
[0052] The drive signal VOUT corresponding to the
"non-recording" has a trapezoidal waveform Bdp1 in the
period Ta. When the drive signal VOUT is supplied to
one end of the piezoelectric element 60, the ink in the
vicinity of the nozzle opening portion of the discharge
portion 600 corresponding to the piezoelectric element
60 is only slightly vibrated in the period Ta, and the ink
is not discharged. Therefore, the ink does not land on
the medium P, and the dots are not formed.

[0053] Here, when neither of the drive signals COMA
and COMB is selected as the drive signal VOUT, the
previous voltage Vcis held atone end of the piezoelectric
element 60 by the capacitive component of the piezoe-
lectric element 60. That is, when neither of the drive sig-
nals COMA and COMB is selected, the voltage Vc is
supplied to the piezoelectric element 60 as the drive sig-
nal VOUT.

[0054] The drive signals COMA and COMB and the
drive signal VOUT illustrated in FIGS. 3 and 4 are merely
examples. Various combinations of waveforms may be
used in accordance with the moving speed of the carriage
20 on which the print head 21 is mounted, the physical
properties of the ink to be discharged, the material of the
medium P, and the like. In addition, the drive signal CO-
MA and the drive signal COMB may be signals in which
the same trapezoidal waveforms are continuous.

4. Configuration and Operation of Drive Signal Selection
Circuit

[0055] Next, the configuration and operation of the
drive signal selection circuit 200 will be described with
reference to FIGS. 5 to 8. FIG. 5 is a diagram illustrating
the configuration of the drive signal selection circuit 200.
As illustrated in FIG. 5, the drive signal selection circuit
200 includes a selection control circuit 220 and a plurality
of selection circuits 230.

[0056] The print data signal Sl, the latch signal LAT,
the change signals CH1 and CH2, the clock signal SCK,
and the N-charge signal NCHG are input to the selection
control circuit 220. In addition, in the selection control
circuit 220, a set of a shift register (S/R) 222, a latch
circuit 224, and a decoder 226 is provided corresponding
to each of the plurality of discharge portions 600. That
is, the drive signal selection circuit 200 includes the same
number of sets of the shift register 222, the latch circuit
224, and the decoder 226 as the total number m of the
corresponding discharge portions 600.

[0057] The print data signal Sl is a signal that defines
the waveform selection of the drive signal COMA and the
drive signal COMB. Specifically, the print data signal SI
is a signal synchronized with the clock signal SCK, and
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is a signal of 2m-bit in total including 2-bit print data [SIH,
SIL] for selecting one of "large dot", "medium dot", "small
dot", and "non-recording", for each of the m discharge
portions 600. The print data signal Sl is held in the shift
register 222 for each 2-bit print data [SIH, SIL] included
in the print data signal Sl, corresponding to the discharge
portion 600. Specifically, the m stages of shift registers
222 corresponding to the discharge portion 600 are cas-
cade-coupled to each other, and the serially supplied
print data signal Sl is sequentially transferred to the sub-
sequent stage in accordance with the clock signal SCK.
In FIG. 5, in order to distinguish the shift register 222, it
is described that first stage, second stage, -+, and m-th
stage in order from the upstream to which the print data
signal Sl is supplied.

[0058] Each of the m latch circuits 224 latches the 2-
bit print data [SIH, SIL] held by each of the m shift regis-
ters 222 at the rise of the latch signal LAT.

[0059] Each of m decoders 226 decodes the 2-bit print
data [SIH, SIL] latched by each of m latch circuits 224.
The decoder 226 outputs a selection signal S1 every pe-
riod T1 and T2 defined by the latch signal LAT and the
change signal CH1, and outputs a selection signal S2
every period T3 and T4 defined by the latch signal LAT
and the change signal CH2.

[0060] FIG. 6 is a table illustrating the contents of de-
coding in the decoder 226. When the N-charge signal
NCHG is at the L level, the decoder 226 outputs the se-
lection signals S1 and S2 in accordance with the latched
2-bit print data [SIH, SIL]. For example, when the N-
charge signal NCHG is at the L level and the latched 2-
bit print data [SIH, SIL]is [1, 0], the decoder 226 outputs
the selection signal S1 at H and L levels in the periods
T1 and T2, respectively, and the selection signal S2 atL
and H levels in the periods T3 and T4, respectively. In
addition, when the N-charge signal NCHG is at the H
level, the decoder 226 outputs the selection signal S1 as
the H level and the selection signal S2 as the L level
regardless of the print data [SIH, SIL] and the period Ta.
The selection signals S1 and S2 are level-shifted to high
amplitude logic based on the high voltage signal VHV by
a level shifter (not illustrated).

[0061] The selection circuit 230 is provided corre-
sponding to each of the discharge portions 600. That is,
the number of selection circuits 230 included in the drive
signal selection circuit 200 is the same as the total
number m of the corresponding discharge portions 600.
[0062] FIG. 7 is adiagram illustrating the configuration
of the selection circuit 230 corresponding to one dis-
charge portion 600. As illustrated in FIG. 7, the selection
circuit 230 includes inverters 232a and 232b which are
NOT circuits, and transfer gates 234a and 234b.

[0063] The selection signal S1 is supplied to a positive
control terminal not marked with a circle in the transfer
gate 234a while being logically inverted by the inverter
232a and supplied to a negative control terminal marked
with a circle in the transfer gate 234a. In addition, the
selection signal S2 is supplied to a positive control ter-
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minal of the transfer gate 234b while being logically in-
verted by the inverter 232b and supplied to a negative
control terminal of the transfer gate 234b.

[0064] The drive signal COMA is supplied to an input
terminal of the transfer gate 234a, and the drive signal
COMB is supplied to an input terminal of the transfer gate
234b. Output terminals of the transfer gates 234a and
234b are commonly coupled, and the drive signal VOUT
is output to the discharge portion 600 via a common cou-
pling terminal.

[0065] The transfer gate 234a conducts (turns on) be-
tween the input terminal and the output terminal when
the selection signal S1 is at the H level, and does not
conduct (turn off) between the input terminal and the out-
put terminal when the selection signal S1 is at the L level.
The transfer gate 234b conducts between the input ter-
minal and the output terminal when the selection signal
S2 is at the H level, and does not conduct between the
input terminal and the output terminal when the selection
signal S2 is at the L level.

[0066] Here, as described above, the N-charge signal
NCHG causes the decoder 226 to output the H-level se-
lection signal S1 and the L-level selection signal S2 re-
gardless of the print data [SIH, SIL] and the period Ta.
Thatis, the n-charge signal NCHG is a signal for causing
the transfer gate 234a to be forcibly conducted. The N-
charge signal NCHG is used for the maintenance oper-
ation of the print head 21 or the like, for example. In the
present embodiment, although the N-charge signal
NCHG is at the L level when the liquid discharge appa-
ratus 1 performs the printing operation, and at the H level
when performing the maintenance operation, and the
like, the disclosure is not limited thereto.

[0067] Next, the operation of the drive signal selection
circuit 200 will be described with reference to FIG. 8. FIG.
8 is a diagram for describing the operation of the drive
signal selection circuit 200. The print data signal Sl is
serially supplied in synchronization with the clock signal
SCK and sequentially transferred in the shift register 222
corresponding to the discharge portion 600. When the
supply of the clock signal SCK is stopped, each shift reg-
ister 222 holds the 2-bit print data [SIH, SIL] correspond-
ing to each of the discharge portions 600. The print data
signal Sl is supplied in the order corresponding to the
final m-th stage, -+, second stage, and first stage of the
discharge portion 600 in the shift register 222.

[0068] When the latch signal LAT rises, each of the
latch circuits 224 simultaneously latches the 2-bit print
data [SIH, SIL] held in the shift register 222. In FIG. 8,
LT1,LT2, -, and LTm indicate the 2-bit print data [SIH,
SIL] latched by the latch circuit 224 corresponding to the
shift register 222 of first stage, second stage, -, and m-
th stage.

[0069] The decoder 226 outputs the logic levels of the
selection signals S1 and S2 with the contents as illus-
trated in FIG. 6 in each of the periods T1, T2, T3, and T4
in accordance with the size of the dot defined by the
latched 2-bit print data [SIH, SIL].
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[0070] Specifically, when the print data [SIH, SIL]is [1,
1], the decoder 226 sets the selection signal S1to H and
H levels in the periods T1 and T2, and sets the selection
signal S2 to L and L levels in the periods T3 and T4. In
this case, the selection circuit 230 selects the trapezoidal
waveform Adp1 included in drive signal COMA in period
T1, selects the trapezoidal waveform Adp2 included in
drive signal COMA in period T2, does not select the trap-
ezoidal waveform Bdp1 included in the drive signal
COMB in the period T3, and does not select the trape-
zoidal waveform Bdp2 included in the drive signal COMB
in the period T4. As aresult, a drive signal VOUT corre-
sponding to the "large dot" illustrated in FIG. 4 is gener-
ated.

[0071] In addition, when the print data [SIH, SIL]is [1,
0], the decoder 226 sets the selection signal S1 to H and
L levels in the periods T1 and T2, and sets the selection
signal S2 to L and H levels in the periods T3 and T4. In
this case, the selection circuit 230 selects the trapezoidal
waveform Adp1 included in drive signal COMA in period
T1, does not select the trapezoidal waveform Adp2 in-
cluded in drive signal COMA in period T2, does not select
the trapezoidal waveform Bdp1 included in the drive sig-
nal COMB in the period T3, and selects the trapezoidal
waveform Bdp2 included in the drive signal COMB in the
period T4. As aresult, adrive signal VOUT corresponding
to the "medium dot" illustrated in FIG. 4 is generated.
[0072] In addition, when the print data [SIH, SIL] is [0,
1], the decoder 226 sets the selection signal S1 to L and
L levels in the periods T1 and T2, and sets the selection
signal S2 to L and H levels in the periods T3 and T4. In
this case, the selection circuit 230 does not select the
trapezoidal waveform Adp1 included in drive signal CO-
MA in period T1, does not select the trapezoidal wave-
form Adp2 included in drive signal COMA in period T2,
does not select the trapezoidal waveform Bdp1 included
in drive signal COMB in period T3, and selects the trap-
ezoidal waveform Bdp2 included in drive signal COMB
inperiod T4. As aresult, adrive signal VOUT correspond-
ing to the "small dot" illustrated in FIG. 4 is generated.
[0073] In addition, when the print data [SIH, SIL] is [0,
0], the decoder 226 sets the selection signal S1 to L and
L levels in the periods T1 and T2, and sets the selection
signal S2 to H and L levels in the periods T3 and T4. In
this case, the selection circuit 230 does not select the
trapezoidal waveform Adp1 included in drive signal CO-
MA in period T1, does not select the trapezoidal wave-
form Adp2 included in drive signal COMA in period T2,
selects the trapezoidal waveform Bdp1 included in the
drive signal COMB in the period T3, and does not select
the trapezoidal waveform Bdp2 included in the drive sig-
nal COMB in the period T4. As a result, a drive signal
VOUT corresponding to "non-recording” illustrated in
FIG. 4 is generated.

[0074] As described above, the drive signal selection
circuit 200 selects the drive signals COMA and COMB
based on the print data signal Sl, the latch signal LAT,
the change signals CH1 and CH2, and the clock signal
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SCK, and outputs the drive signal VOUT. The drive signal
selection circuit 200 may be configured as an integrated
circuit (IC), for example.

5. Configuration and Operation of Temperature Abnor-
mality Detection Circuit

[0075] Next, the configuration and operation of the
temperature abnormality detection circuit 250 will be de-
scribed with reference to FIG. 9. FIG. 9 is a diagram il-
lustrating the configuration of the temperature abnormal-
ity detection circuit 250. As illustrated in FIG. 9, the tem-
perature abnormality detection circuit 250 includes a
comparator 251, a reference voltage output circuit 252,
atransistor 253, a plurality of diodes 254, and resistances
255 and 256.

[0076] The low voltage signal VDD2 is input to the ref-
erence voltage output circuit 252. The reference voltage
output circuit 252 generates a voltage Vref by transform-
ing the low voltage signal VDD2 and supplies the voltage
Vref to a positive input terminal of the comparator 251.
The reference voltage output circuit 252 includes a volt-
age regulator circuit, for example.

[0077] The plurality of diodes 254 are coupled in series
to one another. The low voltage signal VDD2 is supplied
to an anode terminal of the diode 254 located on the
highest potential side among the plurality of diodes 254
coupled in series through the resistance 255, and the
ground signal GND is supplied to a cathode terminal of
the diode 254 located on the lowest potential side. Spe-
cifically, the temperature abnormality detection circuit
250 includes diodes 254-1, 254-2, 254-3, and 254-4 as
the plurality of diodes 254. The low voltage signal VDD2
is supplied to the anode terminal of the diode 254-1
through the resistance 255, and the anode terminal of
the diode 254-1 is coupled to a negative input terminal
of the comparator 251. The cathode terminal of the diode
254-1is coupled to the anode terminal of the diode 254-2.
The cathode terminal of the diode 254-2 is coupled to
the anode terminal of the diode 254-3. The cathode ter-
minal of the diode 254-3 is coupled to the anode terminal
of the diode 254-4. The ground signal GND is supplied
to the cathode terminal of the diode 254-4. A voltage
Vdet, which is the sum of the forward voltages of each
of the plurality of diodes 254, is supplied to the negative
input terminal of the comparator 251 by the resistance
255 and the plurality of diodes 254 configured as de-
scribed above. The number of the plurality of diodes 254
included in the temperature abnormality detection circuit
250 is not limited to four.

[0078] The comparator 251 operates by the potential
difference between the low voltage signal VDD2 and the
ground signal GND. The comparator 251 compares the
voltage Vref supplied to the positive input terminal with
the voltage Vdet supplied to the negative input terminal,
and outputs a signal based on the comparison result from
an output terminal.

[0079] The low voltage signal VDD?2 is supplied to a
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drain terminal of the transistor 253 through the resistance
256. In addition, a gate terminal of the transistor 253 is
coupled to the output terminal of the comparator 251,
and the ground signal GND is supplied to a source ter-
minal. The voltage supplied to the drain terminal of the
transistor 253 coupled as described above is output from
the temperature abnormality detection circuit 250 as the
abnormal signal XHOT.

[0080] The voltage value of the voltage Vref generated
by the reference voltage output circuit 252 is smaller than
the voltage Vdet when the temperatures of the plurality
of diodes 254 are within the predetermined range. In this
case, the comparator 251 outputs a signal at the L level.
Therefore, the transistor 253 is controlled to be off, and
as a result, the temperature abnormality detection circuit
250 outputs an abnormal signal XHOT at the H level.
[0081] The forward voltage of the diode 254 has the
characteristic of decreasing as the temperature rises.
Therefore, when a temperature abnormality occurs in the
print head 21 or the drive signal selection circuit 200, the
temperature of the diode 254 rises, and the voltage Vdet
decreases accordingly. When the voltage Vdet falls be-
low the voltage Vref due to the temperature rise, the out-
put signal of the comparator 251 changes from the L level
to the H level. Therefore, the transistor 253 is controlled
to be on. As a result, the temperature abnormality detec-
tion circuit 250 outputs the abnormal signal XHOT at the
L level. That is, the temperature abnormality detection
circuit 250 outputs the low voltage signal VDD2 supplied
as a pull-up voltage of the transistor 253 as the abnormal
signal XHOT at the H level, and outputs the ground signal
GND as the abnormal signal XHOT at the L level, when
the transistor 253 is controlled to be on or off based on
the temperature of the drive signal selection circuit 200.

6. Configuration of Print Head

[0082] Here, an example of the configuration of the
print head 21 will be described with reference to FIG. 10.
FIG. 10is a perspective view illustrating the configuration
of the print head 21. The print head 21 includes a head
310 and a head substrate 320. In addition, the head 310
includes an ink discharge surface 311 discharging the
ink from the plurality of discharge portions 600.

[0083] FIG. 11 is a plan view illustrating the ink dis-
charge surface 311 of the head 310. As illustrated in FIG.
11, six nozzle plates 632 are provided on the ink dis-
charge surface 311 along the X direction. In each of the
nozzle plates 632, nozzle rows L1 to L6 in which nozzles
651 are arranged along the Y direction are formed. In
FIG. 11, although the nozzles 651 are arranged in parallel
in one row in the nozzle rows L1 to L6 provided in each
of the nozzle plates 632, the nozzles 651 may be ar-
ranged in parallel in two or more rows. Inks of different
colors are supplied to the nozzle rows L1 to L6 formed
on the ink discharge surface 311. The ink of the common
colormay be supplied to some of the nozzle rows L1to L6.
[0084] Here, the discharge portion 600 provided cor-
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responding to each of the drive signal selection circuits
200a to 200f described in FIG. 2 corresponds to the dis-
charge portion 600 provided for each of the nozzle rows
L1toL6illustratedin FIG. 11. Specifically, the drive signal
VOUT1 output from the drive signal selection circuit 200a
is supplied to one end of the piezoelectric element 60
included in the plurality of discharge portions 600 provid-
ed in the nozzle row L1, and the reference voltage signal
CGND1 is supplied to the other end of the piezoelectric
element60. Similarly, the drive signal VOUT2 output from
the drive signal selection circuit 200b is supplied to one
end of the piezoelectric element 60 included in the plu-
rality of discharge portions 600 provided in the nozzle
row L2, and the reference voltage signal CGND2 is sup-
plied to the other end of the piezoelectric element 60.
Similarly, the drive signal VOUT3 output from the drive
signal selection circuit 200c is supplied to one end of the
piezoelectric element 60 included in the plurality of dis-
charge portions 600 provided in the nozzle row L3, and
the reference voltage signal CGND3 is supplied to the
other end of the piezoelectric element 60. Similarly, the
drive signal VOUT4 output from the drive signal selection
circuit 200d is supplied to one end of the piezoelectric
element 60 included in the plurality of discharge portions
600 provided in the nozzle row L4, and the reference
voltage signal CGND4 is supplied to the other end of the
piezoelectric element 60. Similarly, the drive signal
VOUTS5 output from the drive signal selection circuit 200e
is supplied to one end of the piezoelectric element 60
included in the plurality of discharge portions 600 provid-
ed in the nozzle row L5, and the reference voltage signal
CGNDS5 is supplied to the other end of the piezoelectric
element60. Similarly, the drive signal VOUT6 output from
the drive signal selection circuit 200f is supplied to one
end of the piezoelectric element 60 included in the plu-
rality of discharge portions 600 provided in the nozzle
row L6, and the reference voltage signal CGND®6 is sup-
plied to the other end of the piezoelectric element 60.
[0085] Next, the configuration of the discharge portion
600 will be described with reference to FIG. 12. FIG. 12
is a diagram illustrating a schematic configuration of one
of the plurality of discharge portions 600 included in the
print head 21. As illustrated in FIG. 12, the print head 21
includes the discharge portion 600, and a reservoir 641.
[0086] The reservoir 641 is provided for each color of
ink. That is, the reservoir 641 is commonly provided in
each of the nozzle rows L1 to L6. The ink is introduced
into the reservoir 641 from an ink supply port 661.
[0087] The discharge portion 600 includes the piezo-
electric element 60, a diaphragm 621, a cavity 631 func-
tioning as a pressure chamber, and the nozzle 651.
Among these, the diaphragm 621 is displaced by the pi-
ezoelectric element 60 provided on the upper surface in
FIG. 12, and functions as a diaphragm that enlarges or
reduces the internal volume of the cavity 631 filled with
the ink. The nozzle 651 is an opening portion provided
in the nozzle plate 632 and in communication with the
cavity 631. The inside of the cavity 631 is filled with the
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ink, and the displacement of the piezoelectric element
60 changes the internal volume. The nozzle 651 com-
municates with the cavity 631 and discharges the ink
inside the cavity 631 according to the change of the in-
ternal volume of the cavity 631.

[0088] The piezoelectric element 60 illustrated in FIG.
12 has a structure in which a piezoelectric body 601 is
interposed between a pair of electrodes 611 and 612. In
the piezoelectric body 601 of this structure, the central
portions ofthe electrodes 611 and 612 and the diaphragm
621 are bent in a vertical direction in FIG. 12 with respect
to both end portions, according to the voltage supplied
to the electrodes 611 and 612. Specifically, when the
voltage of the drive signal VOUT increases, the central
portion of the piezoelectric element 60 is bent upward.
On the other hand, when the voltage of the drive signal
VOUT decreases, the central portion of the piezoelectric
element 60 is bent downward. In this configuration, when
the piezoelectric element 60 bends upward, the internal
volume of the cavity 631 is expanded. Therefore, the ink
is drawn from the reservoir 641. On the other hand, when
the piezoelectric element 60 bends downward, the inter-
nal volume of the cavity 631 is reduced. Therefore, the
ink corresponding to the degree of reduction is dis-
charged from the nozzle 651.

[0089] The piezoelectric element 60 is not limited to
the illustrated structure, and may be of any type that can
deform the piezoelectric element 60 and discharge the
ink such as ink. In addition, the piezoelectric element 60
is not limited to use flexural vibration, and may be con-
figured to use longitudinal vibration.

[0090] Returning to FIG. 10, the head substrate 320
as an example of a substrate is a substantially rectangu-
lar circuit substrate having a surface 321 and a surface
322 different from the surface 321, a side 323, a side 324
facing the side 323 in the X direction, a side 325, and a
side 326 facing the side 325 in the Y direction. Here, in
the head substrate 320, the surface 321 and the surface
322 are the surfaces located facing each other through
the base material of the head substrate 320, in other
words, the surfaces 321 and 322 are the front and rear
surfaces of the head substrate 320. The shape of the
head substrate 320 is not limited to a rectangle, and, for
example, may be a polygon such as a hexagon or an
octagon, or a notch or an arc may be formed in part.
[0091] A first connector 350 and a second connector
360 are mounted on the surface 321 of the head substrate
320 to which the head 310 is coupled. In addition, on the
surface 322 opposite to the surface 321 in the head sub-
strate 320, coupling terminal groups 331 to 336 are
formed. Furthermore, in the head substrate 320, FPC
insertion holes 337 to 339 inserting the surface 321 and
the surface 322, and ink supply path insertion holes 340
to 345 are formed.

[0092] The first connector 350 is provided along the
side 323 of the head substrate 320. In addition, the sec-
ond connector 360 is provided along the side 324 of the
head substrate 320. A control signal Ctrl-H including a
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plurality of signals for controlling the print head 21 and a
plurality of drive signals COM are input to the first con-
nector 350 and the second connector 360. The control
signal Ctrl-H and the plurality of drive signals COM are
propagated to each of the coupling terminal groups 331
to 336 by wiring pattern (not illustrated) formed on the
head substrate 320.

[0093] Specifically, the coupling terminal group 331 in-
cludes a plurality of electrodes arranged in parallel along
the Y direction. The coupling terminal group 331 is sup-
plied with a signal including the print data signal SI1,
which controls the discharge of ink from the discharge
portion 600 included in the nozzle row L1, the change
signals CH1 and CH2, the latch signal LAT, the clock
signal SCK, the drive signals COMA1 and COMB1, and
the reference voltage signal CGND1.

[0094] Similarly, the coupling terminal group 332 in-
cludes a plurality of electrodes arranged in parallel along
the Y direction on the side 324 of the coupling terminal
group 331. The coupling terminal group 332 is supplied
with a signal including the print data signal S12, which
controls the discharge of ink from the discharge portion
600 included in the nozzle row L2, the change signals
CH1 and CH2, the latch signal LAT, the clock signal SCK,
the drive signals COMA2 and COMB2, and the reference
voltage signal CGND2.

[0095] Similarly, the coupling terminal group 333 in-
cludes a plurality of electrodes arranged in parallel along
the Y direction on the side 324 of the coupling terminal
group 332. The coupling terminal group 333 is supplied
with a signal including the print data signal SI3, which
controls the discharge of ink from the discharge portion
600 included in the nozzle row L3, the change signals
CH1 and CH2, the latch signal LAT, the clock signal SCK,
the drive signals COMA3 and COMB3, and the reference
voltage signal CGND3.

[0096] Similarly, the coupling terminal group 334 in-
cludes a plurality of electrodes arranged in parallel along
the Y direction on the side 324 side of the coupling ter-
minal group 333. The coupling terminal group 334 is sup-
plied with a signal including the print data signal Sl4,
which controls the discharge of ink from the discharge
portion 600 included in the nozzle row L4, the change
signals CH1 and CH2, the latch signal LAT, the clock
signal SCK, the drive signals COMA4 and COMB4, and
the reference voltage signal CGND4.

[0097] Similarly, the coupling terminal group 335 in-
cludes a plurality of electrodes arranged in parallel along
the Y direction on the side 324 of the coupling terminal
group 334. The coupling terminal group 335 is supplied
with a signal including the print data signal SI5, which
controls the discharge of ink from the discharge portion
600 included in the nozzle row L5, the change signals
CH1 and CH2, the latch signal LAT, the clock signal SCK,
the drive signals COMA5 and COMBS5, and the reference
voltage signal CGND5.

[0098] Similarly, the coupling terminal group 336 in-
cludes a plurality of electrodes arranged in parallel along
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the Y direction on the side 324 of the coupling terminal
group 335. The coupling terminal group 336 is supplied
with a signal including the print data signal SI6, which
controls the discharge of ink from the discharge portion
600 included in the nozzle row L6, the change signals
CH1 and CH2, the latch signal LAT, the clock signal SCK,
the drive signals COMA6 and COMBS6, and the reference
voltage signal CGNDG.

[0099] In addition, a flexible printed circuit (FPC) (not
illustrated) is coupled to each of the coupling terminal
groups 331 to 336. The signal supplied to each of the
coupling terminal groups 331 to 336 described above is
an example, and a signal may be supplied according to
the arrangement of the nozzle rows L1 to L6 provided in
the head 310, the structure of the FPC, or the like.
[0100] The FPC insertion hole 337 is formed between
the coupling terminal group 331 and the coupling terminal
group 332 in the X direction. The FPC coupled to each
of the coupling terminal groups 331 and 332 is inserted
intothe FPC insertion hole 337, and is electrically coupled
to the plurality of piezoelectric elements 60 included in
each of the nozzle rows L1 and L2 provided in the head
310.

[0101] The FPC insertion hole 338 is formed between
the coupling terminal group 333 and the coupling terminal
group 334 in the X direction. The FPC coupled to each
of the coupling terminal groups 333 and 334 is inserted
intothe FPC insertion hole 338, and is electrically coupled
to the plurality of piezoelectric elements 60 included in
each of the nozzle rows L3 and L4 provided in the head
310.

[0102] The FPC insertion hole 339 is formed between
the coupling terminal group 335 and the coupling terminal
group 336 in the X direction. The FPC coupled to each
of the coupling terminal groups 335 and 336 is inserted
intothe FPC insertion hole 339, and is electrically coupled
to the plurality of piezoelectric elements 60 included in
each of the nozzle rows L5 and L6 provided in the head
310.

[0103] Here, although not illustrated, each of the drive
signal selection circuits 200a to 200f included in the print
head 21 is chip on film (COF) mounted on the FPC cou-
pled to each of the coupling terminal groups 331 to 336,
and may be provided inside the head 310.

[0104] A portion of an ink supply path (not illustrated)
supplying the ink to the ink supply port 661 to which the
ink discharged from the nozzle row L1 is supplied is in-
serted into the ink supply path insertion hole 340. Simi-
larly, a portion of an ink supply path (not illustrated) sup-
plying the ink to the ink supply port 661 to which the ink
discharged from each of the nozzle rows L2, L3, L4, L5,
and L6 is supplied is inserted into each of the ink supply
path insertion holes 341 to 345.

[0105] Next, the configuration of the first connector 350
and the second connector 360 mounted on the head sub-
strate 320 will be described with reference to FIGS. 13
and 14.

[0106] FIG. 13 is a diagram illustrating the configura-
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tion of the first connector 350. The first connector 350
includes a housing 351, a cable attachment portion 352,
and a plurality of terminals 353. The plurality of terminals
353 are arranged in parallel in the Y direction. When a
cable electrically coupled to the control mechanism 10
is attached to the cable attachment portion 352, each of
the plurality of terminals included in the cable is electri-
cally coupled to each of the plurality of terminals 353. In
the first connector 350 of this embodiment, 29 terminals
353 are arranged in parallel along the Y direction. In the
following description, the 29 terminals 353 arranged in
parallel may be referred to as terminals 353-1, 353-2, -+,
353-29 in order from the side 326 to the side 325.
[0107] FIG. 14 is a diagram illustrating the configura-
tion of the second connector 360. The second connector
360 includes a housing 361, a cable attachment portion
362, and a plurality of terminals 363. The plurality of ter-
minals 363 are arranged in parallel in the Y direction.
When a cable electrically coupled to the control mecha-
nism 10 is attached to the cable attachment portion 362,
each of the plurality of terminals included in the cable is
electrically coupled to each of the plurality of terminals
363. In the second connector 360 of this embodiment,
29 terminals 363 are arranged in parallel along the Y
direction. In the following description, 29 terminals 363
arranged in parallel may be referred to as terminals
363-1, 363-2, -+, 363-29 in order from the side 325 to the
side 326.

[0108] The print head 21 configured as described
above has a function of performing self-diagnosis accord-
ing to a diagnostic signal to be input. The self-diagnosis
function is a function to self-diagnose whether the print
head 21 is normal or not, and for example, is a function
to determine by the print head 21 itself whether it is pos-
sible to form dots satisfying a normal print quality and to
discharge the ink, based on the diagnostic signal input
from the control circuit 100 of the control mechanism 10
to the print head 21.

[0109] For example, it is preferable that such self-di-
agnosis is performed in a non-printing state such as a
case in which the liquid discharge apparatus 1 is powered
on, a case in which shutdown processing of the liquid
discharge apparatus 1 is performed, a case in which an
instruction to start printing or an instruction to end printing
occurs, or the like. In addition, the self-diagnosisin acase
in which the power of the liquid discharge apparatus 1 is
continuously turned on and the non-printing state contin-
ues may be performed periodically or irregularly. Such
self-diagnosis is performed based on the diagnostic sig-
nal input from the first connector 350 and the second
connector 360.

[0110] For example, the print head 21 may check a
coupling between the print head 21 and the control mech-
anism 10 as a self-diagnosis, depending on whether or
not the voltage level of the input diagnostic signal is nor-
mal. In addition, forexample, the print head 21 may check
the operation of various configurations included in the
print head 21 as a self-diagnosis, by operating an any
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configuration such as the drive signal selection circuit
200 and the piezoelectric element 60 included in the print
head 21 and detecting a voltage signal resulting from the
operation, depending on the combination of logic levels
of the input diagnostic signal. In addition, the print head
21 may check the operation of any configuration of the
drive signal selection circuit 200 and the piezoelectric
element 60 included in the print head 21 as self-diagno-
sis, according to a predetermined command included in
the input diagnostic signal, for example. The print head
21 may perform self-diagnosis other than the above.

7. Configuration of Print Head Control Circuit

[0111] FIG. 15 is a diagram schematically illustrating
an internal configuration when the liquid discharge ap-
paratus 1 is viewed from the Y direction. As illustrated in
FIG. 15, the liquid discharge apparatus 1 includes a main
substrate 11, a first cable 19a, a second cable 19b, and
the print head 21.

[0112] Various circuits including the drive signal output
circuit 50 included in the control mechanism 10 illustrated
in FIGS. 1 and 2, and the control circuit 100 outputting
various signals such as the control signal Ctrl-H and the
diagnostic signal are mounted on the main substrate 11.
A third connector 12a and a fourth connector 12b are
mounted on the main substrate 11. Although one circuit
substrate is illustrated as the main substrate 11 in FIG.
15, the main substrate 11 may include two or more circuit
substrates. One end of the first cable 19a is attached to
the third connector 12a. In addition, one end of the sec-
ond cable 19b is attached to the fourth connector 12b.
[0113] The print head 21 includes the head 310, the
head substrate 320, the first connector 350, and the sec-
ond connector 360 as described above. The other end
of the first cable 19a is attached to the first connector
350. In addition, the other end of the second cable 19b
is attached to the second connector 360.

[0114] The liquid discharge apparatus 1 configured as
described above controls the operation of the print head
21 having the self-diagnosis function, based on various
signals such as the plurality of drive signals COM, the
control signal Ctrl-H, and the plurality of diagnostic sig-
nals output from the control mechanism 10 mounted on
the main substrate 11. That is, in the liquid discharge
apparatus 1 illustrated in FIG. 15, an example of the print
head control circuit 15 controlling the operation of the
print head 21 having the self-diagnosis function is a con-
figuration including the main substrate 11 on which the
control mechanism 10 outputting various signals such as
the plurality of drive signals COM, the control signal Ctrl-
H, and the plurality of diagnostic signals for controlling
the operation of the print head 21 is mounted, and the
first cable 19a and the second cable 19b propagating
various signals such as the plurality of drive signals COM,
the control signal Ctrl-H, and the plurality of diagnostic
signals for controlling the operation of the print head 21.
In addition, in the print head control circuit 15, the control



23 EP 3 693 172 B1 24

circuit 100 which generates a plurality of diagnostic sig-
nals is an example of a diagnostic signal output circuit.

[0115] Here, the configuration of the first cable 19a and
the second cable 19b will be described with reference to
FIG. 16. In the present embodiment, the first cable 19a
and the second cable 19b have the same configuration
as each other. Therefore, in FIG. 16, the first cable 19a
and the second cable 19b will be referred to as the cable
19 and will be described. FIG. 16 is a diagram illustrating
the configuration of the cable 19. The cable 19 is a sub-
stantially rectangular shape having short sides 191 and
192 facing each other and long sides 193 and 194 facing
each other, and is aflexible flat cable (FFC), for example.
[0116] On the short side 191 of the cable 19, 29 termi-
nals 195-1 to 195-29 are provided side by side from the
long side 193 side toward the long side 194 side along
the short side 191. In addition, on the short side 192 side
ofthe cable 19, 29 terminals 196-1to 196-29 are provided
side by side from the long side 193 side toward the long
side 194 side along the short side 192. In addition, in the
cable 19, 29 wiring 197-1 to 197-29 electrically coupling
each of the 29 terminals 195-1 to 195-29 with each of
the 29 terminals 196-1 to 196-29 are provided side by
side from the long side 193 side toward the long side 194
side. Specifically, the wiring 197-i (i is any of 1 to 29)
electrically couples the terminal 195-i and the terminal
196-i.

[0117] Each of the wiring 197-1 to 197-29 is insulated,
by an insulator 198, between the wiring each other and
between the wiring and the outside of the cable 19. For
example, in the cable 19, various signals input from the
terminal 195-i are propagated through the wiring 197-i
and output to the head substrate 320 from the terminal
196-i. The configuration of the cable 19 illustrated in FIG.
16is an example, and the presentdisclosure is notlimited
to this. For example, 29 terminals 195-1 to 195-29 and
29 terminals 196-1 to 196-29 may be provided on differ-
ent sides of the cable 19. In addition, for example, 29
terminals 195-1 to 195-29 and 29 terminals 196-1 to
196-29 may be provided on both the front surface and
the rear surface of the cable 19.

[0118] In addition, FIG. 16 illustrates a contact portion
180 in which the terminal 196 and the terminal 353 of the
first connector 350 or the terminal 363 of the second con-
nector 360 provided on the head substrate 320 are in
contact with each other. FIG. 17 is a diagram for describ-
ing the contact portion 180 when the cable 19 is attached
to the first connector 350. The first connector 350 and
the second connector 360 have the same configuration
as each other. Therefore, in FIG. 17, the case where the
cable 19 is attached to the first connector 350 will be
described, and the description of the case where the ca-
ble 19 is attached to the second connector 360 will not
be repeated.

[0119] Asillustratedin FIG. 17, the terminal 353 of the
first connector 350 includes a substrate attachment por-
tion 353a, a housing insertion portion 353b, and a cable
holding portion 353c. The substrate attachment portion
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353ais located below the first connector 350 and provid-
ed between the housing 351 and the head substrate 320.
The substrate attachment portion 353aiis electrically cou-
pled to an electrode (notillustrated) provided on the head
substrate 320 by solder, for example. The housing inser-
tion portion 353b penetrates the inside of the housing
351. The housing insertion portion 353b electrically cou-
ples the substrate attachment portion 353a and the cable
holding portion 353c. The cable holding portion 353¢ has
a curved shape that protrudes inside the cable attach-
ment portion 352. When the cable 19 is attached to the
cable attachment portion 352, the cable holding portion
353c and the terminal 196 are in electrical contact with
each other. As a result, the cable 19, the first connector
350, and the head substrate 320 are electrically coupled.
Inthis case, by attaching the cable 19, stress is generated
in the curved shape formed in the cable holding portion
353c. The cable 19 is held inside the cable attachment
portion 352 by the stress. The contact portion 180 is a
contact point in which the terminal 196 and the cable
holding portion 353c are electrically coupled.

[0120] The shape of the first connector 350 is not lim-
ited to the above-described shape. The first connector
350 may have any shape as long as the first connector
350 can hold the cable 19 and propagate the signal prop-
agated through the cable 19 to the head substrate 320.
For example, the first connector 350 may have a lock
mechanism, and the cable 19 and the first connector 350
may be electrically coupled in accordance with the oper-
ation of the lock mechanism while the cable 19 is held
by the lock mechanism. That is, the contact portion 180
is a contact point in which the cable 19 included in the
print head control circuit 15 and the print head 21 are in
electrical contact with each other, and in other words, an
output point in which the print head control circuit 15 out-
puts various control signals to the print head 21.

[0121] In the following description, the contact portion
180 in which the terminals 196-1 to 196-24 contact with
the first connector 350 or the second connector 360 may
be referred to as contact portions 180-1 to 180-24, re-
spectively.

[0122] Next, details of the signals propagated through
the first cable 19a and the second cable 19b will be de-
scribed with reference to FIGS. 18 and 19. In description
of FIGS. 18 and 19, the terminals 195-i and 196-i, the
wiring 197-i, and the contact portion 180-i provided in the
first cable 19a are referred to as terminals 195a-i and
196a-i, wiring 197a-i, and a contact portion 180a-i, re-
spectively. Similarly, the terminals 195-i and 196-i, the
wiring 197-i, and the contact portion 180-i provided in the
second cable 19b are referred to as terminals 195b-i and
196b-i, wiring 197b-i, and a contact portion 180b-i, re-
spectively. In addition, the terminals 195a-i and 195b-i
are attached to the third connector 12a and the fourth
connector 12b, respectively, and each of the terminals
196a-i and 196b-i is attached so as to be electrically cou-
pled to each of the terminals 353-i and 363-i of the first
connector 350 and the second connector 360 through
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the contact portions 180a-i and 180b-i.

[0123] First, the details of the signal propagated
through the first cable 19a will be described with refer-
ence to FIG. 18. FIG. 18 is a table for describing the
details of the signal propagated through the first cable
19a. As illustrated in FIG. 18, the first cable 19a includes
afirst wiring group 81 as an example of a first drive signal
wiring group, a second wiring group 82 as an example
of a first diagnostic signal wiring group, and a third wiring
group 83 as an example of a second drive signal wiring
group. The first wiring group 81 electrically contacts the
print head 21 through a first wiring contact group 91. In
addition, the second wiring group 82 electrically contacts
the print head 21 through a second wiring contact group
92. In addition, the third wiring group 83 electrically con-
tacts the print head 21 through a third wiring contact
group 93. Here, the first wiring contact group 91 in which
the first wiring group 81 electrically contacts the print
head 21is an example of afirstdrive signal contact group.
The third wiring contact group 93 in which the third wiring
group 83 electrically contacts the print head 21 is an ex-
ample of a second drive signal contact group.

[0124] The first wiring group 81 includes wiring 197a-
24 to 197a-29. In addition, the first wiring contact group
91 includes contact portions 180a-24 to 180a-29. The
drive signal COMA1 supplied to one end of the piezoe-
lectric element 60 included in the nozzle row L1 is prop-
agated to the wiring 197a-25. The drive signal COMA1
is supplied tothe printhead 21 through the contact portion
180a-25. The reference voltage signal CGND1 supplied
to the other end of the piezoelectric element 60 included
in the nozzle row L1 is propagated to the wiring 197a-24.
The reference voltage signal CGND1 is supplied to the
print head 21 through the contact portion 180a-24. The
drive signal COMB2 supplied to one end of the piezoe-
lectric element 60 included in the nozzle row L2 is prop-
agated to the wiring 197a-27. The drive signal COMB2
is supplied tothe printhead 21 through the contact portion
180a-27. The reference voltage signal CGND2 supplied
to the other end of the piezoelectric element 60 included
in the nozzle row L2 is propagated to the wiring 197a-26.
The reference voltage signal CGND2 is supplied to the
print head 21 through the contact portion 180a-26. The
drive signal COMAS3 supplied to one end of the piezoe-
lectric element 60 included in the nozzle row L3 is prop-
agated to the wiring 197a-29. The drive signal COMA3
is supplied tothe printhead 21 through the contact portion
180a-29. The reference voltage signal CGND3 supplied
to the other end of the piezoelectric element 60 included
in the nozzle row L3 is propagated to the wiring 197a-28.
The reference voltage signal CGND3 is supplied to the
print head 21 through the contact portion 180a-28.
[0125] As described above, the first wiring group 81
propagates at least one of the drive signal COMA and
the drive signal COMB for causing the print head 21 to
discharge the ink. The signal of at least one of the drive
signal COMA and the drive signal COMB propagated
through the first wiring group 81 is supplied to the print
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head 21 through the first wiring contact group 91.
[0126] Such a first wiring group 81 is configured to in-
clude the wiring adjacent to each other in the first cable
19a. That is, the first wiring group 81 is a collection of a
plurality of wiring including wiring for propagating at least
one of the drive signal COMA and the drive signal COMB,
which are high voltage signals for driving the plurality of
piezoelectric elements 60 included in the print head 21.
The plurality of wiring included in the first wiring group
81 are provided adjacent to each other in the first cable
19a.

[0127] In addition, similarly, the first wiring contact
group 91 is a collection of the plurality of contact portions
in which the first wiring group 81 and the print head 21
are in electrical contact with each other, and for supplying
the print head 21 with at least one of the drive signal
COMA and the drive signal COMB, which are high volt-
age signals for driving the plurality of piezoelectric ele-
ments 60 included in the print head 21. The plurality of
contact portions included in the first wiring contact group
91 are provided adjacent to each other in the plurality of
contact portions in which the first cable 19a and the first
connector 350 are in electrical contact with each other.
[0128] When thefirstcable 19aincluding the first wiring
group 81 configured as described above is attached to
the first connector 350 through the first wiring contact
group 91, each of the terminals 196a-24 to 196a-29 of
the first cable 19a is electrically coupled to each of ter-
minals 353-24 to 353-29 of the first connector 350
through the contact portions 180a-24 to 180a-29. As a
result, each of the drive signals COMA1, COMB2, and
COMAZ3 and reference voltage signals CGND1, CGND2,
and CGND3 propagated through the wiring 197a-24 to
197a-29 is supplied to the print head 21.

[0129] The third wiring group 83 includes wiring 197a-
1to 197a-6. In addition, the third wiring contact group 93
includes contact portions 180a-1 to 180a-6. The drive
signal COMB1 supplied to one end of the piezoelectric
element 60 included in the nozzle row L1 is propagated
to the wiring 197a-6. The drive signal COMB1 is supplied
to the print head 21 through the contact portion 180a-6.
The reference voltage signal CGND1 supplied to the oth-
er end of the piezoelectric element 60 included in the
nozzle row L1 is propagated to the wiring 197a-5. The
reference voltage signal CGND1 is supplied to the print
head 21 through the contact portion 180a-5. The drive
signal COMAZ2 supplied to one end of the piezoelectric
element 60 included in the nozzle row L2 is propagated
to the wiring 197a-4. The drive signal COMAZ2 is supplied
to the print head 21 through the contact portion 180a-4.
The reference voltage signal CGND2 supplied to the oth-
er end of the piezoelectric element 60 included in the
nozzle row L2 is propagated to the wiring 197a-3. The
reference voltage signal CGND?2 is supplied to the print
head 21 through the contact portion 180a-3. The drive
signal COMB3 supplied to one end of the piezoelectric
element 60 included in the nozzle row L3 is propagated
to the wiring 197a-2. The drive signal COMB3 is supplied
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to the print head 21 through the contact portion 180a-2.
The reference voltage signal CGND3 supplied to the oth-
er end of the piezoelectric element 60 included in the
nozzle row L3 is propagated to the wiring 197a-1. The
reference voltage signal CGND3 is supplied to the print
head 21 through the contact portion 180a-1.

[0130] As described above, the third wiring group 83
propagates at least one of the drive signal COMA and
the drive signal COMB for causing the print head 21 to
discharge the ink. The signal of at least one of the drive
signal COMA and the drive signal COMB propagated
through the third wiring group 83 is supplied to the print
head 21 through the third wiring contact group 93.
[0131] Such a third wiring group 83 is configured to
include the wiring adjacent to each other in the first cable
19a. That is, the third wiring group 83 is a collection of a
plurality of wiring including wiring for propagating at least
one ofthe drive signal COMA and the drive signal COMB,
which are high voltage signals for driving the plurality of
piezoelectric elements 60 included in the print head 21.
The plurality of wiring included in the third wiring group
83 are provided adjacent to each other in the first cable
19a.

[0132] In addition, similarly, the third wiring contact
group 93 is a collection of the plurality of contact portions
in which the third wiring group 83 and the print head 21
are in electrical contact with each other, and for supplying
the print head 21 with at least one of the drive signal
COMA and the drive signal COMB, which are high volt-
age signals for driving the plurality of piezoelectric ele-
ments 60 included in the print head 21. The plurality of
contact portions included in the third wiring contact group
93 are provided adjacent to each other in the plurality of
contact portions in which the first cable 19a and the first
connector 350 are in electrical contact with each other.
[0133] When the first cable 19a including the third wir-
ing group 83 configured as described above is attached
to the first connector 350 through the third wiring contact
group 93, each of the terminals 196a-1 to 196a-6 of the
first cable 19a is electrically coupled to each of the ter-
minals 353-1 to 353-6 of the first connector 350 through
the contact portions 180a-1 to 180a-6. As a result, each
of the drive signals COMB1, COMA2, and COMB3 and
reference voltage signals CGND1, CGND2, and CGND3
propagated through the wiring 197a-1 to 197a-6 is sup-
plied to the print head 21.

[0134] Here, each of the wiring 197a-25 and 197a-29
which is included in the first wiring group 81 and propa-
gates the drive signals COMA1 and COMAS3 is an exam-
ple of a first drive signal propagation wiring. The wiring
197a-6 and 197a-2 which are included in the third wiring
group 83 and propagate the drive signals COMB1 and
COMB3 are examples of a second drive signal propaga-
tion wiring. In addition, the wiring 197a-27 which is in-
cluded in the first wiring group 81 and propagates the
driving signal COMB2 is another example of the first driv-
ing signal propagation wiring. The wiring 197a-4 which
is included in the third wiring group 83 and propagates
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the drive signal COMA2 is another example of the second
drive signal propagation wiring.

[0135] The second wiring group 82 includes wiring
197a-7 to 197a-22. In addition, the second wiring contact
group 92 includes contact portions 180a-7 to 180a-22.
Although the latch signal LAT and a first diagnostic signal
DIG1 may be propagated through different wiring, as il-
lustrated in FIG. 18, it is preferable that the latch signal
LAT and the first diagnostic signal DIG1 for performing
self-diagnosis of the print head 21 are propagated
through the common wiring 197a-21. In other words, it
is preferable that the wiring 197a-21 also serves as wiring
for propagating the first diagnostic signal DIG1 and wiring
for propagating the latch signal LAT. In the non-printing
state, the latch signal LAT is not propagated through the
wiring 197a-21. On the other hand, since the self-diag-
nosis of the printhead 21 is performed in the non-printing
state, the first diagnostic signal DIG1 is propagated
through the wiring 197a-21 in the non-printing state.
Therefore, the latch signal LAT and the first diagnostic
signal DIG1 can be propagated through the common wir-
ing 197a-21. As a result, the number of wiring included
in the first cable 19a can be reduced.

[0136] In addition, similarly, as illustrated in FIG. 18, it
is preferable that the wiring for propagating the latch sig-
nal LAT, and the wiring for propagating the first diagnostic
signal DIG1 for performing self-diagnosis of the print
head 21 are in electrical contact with the common contact
portion 180a-21. In other words, it is preferable that the
contact portion 180a-21 also serves as a contact portion
in electrical contact with the wiring for propagating the
first diagnostic signal DIG1 and a contact portion in elec-
trical contact with the wiring for propagating the latch sig-
nal LAT. In the non-printing state, the latch signal LAT is
not propagated through the wiring 197a-21. Therefore,
the latch signal LAT is not supplied to the contact portion
180a-21. On the other hand, since the self-diagnosis of
the print head 21 is performed in the non-printing state,
the first diagnostic signal DIG1 is supplied to the contact
portion 180a-21 in the non-printing state. Therefore, the
latch signal LAT and the first diagnostic signal DIG1 can
be supplied to the print head 21 through the common
contact portion 180a-21. As a result, the number of con-
tact portions in which the first cable 19a and the print
head 21 are in electrical contact with each other can be
reduced. Accordingly, the number of wiring included in
the first cable 19a and the number of terminals of the first
connector 350 can be reduced.

[0137] Furthermore, the latch signal LAT is an impor-
tant signal for controlling the discharge timing of the ink
in the liquid discharge apparatus 1, and when coupling
failure occurs in the wiring through which the latch signal
LAT is propagated and the contact portion, there is a
possibility that the ink discharge accuracy may be dete-
riorated. The first diagnostic signal DIG1 and the latch
signal LAT are propagated through the common wiring
197a-21 and are supplied to the print head 21 through
the common contact portion 180a-21. Therefore, based
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on the result of the self-diagnosis of the print head 21,
the coupling state of the wiring 197a-21 to which the latch
signal LAT is propagated and the contact state of the
contact portion 180a-21 can be confirmed. That is, by
performing self-diagnosis of the print head 21 by the first
diagnostic signal DIG1, the possibility that the ink dis-
charge accuracy of the liquid discharge apparatus 1 may
be deteriorated can be reduced. The wiring 197a-21
through which the first diagnostic signal DIG1 is propa-
gated is an example of a first diagnostic signal propaga-
tion wiring, and the contact portion 180a-21is an example
of a first contact portion.

[0138] Although the change signal CH1 and a second
diagnostic signal DIG2 may be propagated through dif-
ferent wiring, as illustrated in FIG. 18, itis preferable that
the change signal CH1 and the second diagnostic signal
DIG2 for performing self-diagnosis of the print head 21
are propagated through the common wiring 197a-17. In
other words, it is preferable that the wiring 197a-17 also
serves as wiring for propagating the second diagnostic
signal DIG2 and wiring for propagating the change signal
CH1. In the non-printing state, the change signal CH1 is
not propagated through the wiring 197a-17. On the other
hand, since the self-diagnosis of the print head 21 is per-
formed in the non-printing state, the second diagnostic
signal DIG2 is propagated through the wiring 197a-17 in
the non-printing state. Therefore, the change signal CH1
and the second diagnostic signal DIG2 can be propagat-
ed through the common wiring 197a-17. As a result, the
number of wiring included in the first cable 19a can be
reduced.

[0139] In addition, similarly, as illustrated in FIG. 18, it
is preferable that the wiring for propagating the change
signal CH1, and the wiring for propagating the second
diagnostic signal DIG2 for performing self-diagnosis of
the print head 21 are in electrical contact with the com-
mon contact portion 180a-17. In other words, it is pref-
erable that the contact portion 180a-17 also serves as a
contact portion in electrical contact with the wiring for
propagating the second diagnostic signal DIG2 and a
contact portion in electrical contact with the wiring for
propagating the change signal CH1. In the non-printing
state, the change signal CH1 is not propagated through
the wiring 197a-17. Therefore, the change signal CH1 is
not supplied to the contact portion 180a-17. On the other
hand, since the self-diagnosis of the print head 21 is per-
formed in the non-printing state, the second diagnostic
signal DIG2 is supplied to the contact portion 180a-17 in
the non-printing state. Therefore, the change signal CH1
and the second diagnostic signal DIG2 can be supplied
to the print head 21 through the common contact portion
180a-17. As a result, the number of contact portions in
which the first cable 19a and the print head 21 are in
electrical contact with each other can be reduced. Ac-
cordingly, the number of wiring included in the first cable
19a and the number of terminals of the first connector
350 can be reduced.

[0140] Furthermore, the change signal CH1 is an im-
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portant signal for defining the waveform switching timing
of drive signal COMA in the liquid discharge apparatus
1, and when coupling failure occurs in the wiring through
which the change signal CH1 is propagated and the con-
tact portion, there is a possibility that the ink discharge
accuracy may be deteriorated. The second diagnostic
signal DIG2 and the change signal CH1 are propagated
through the common wiring 197a-17 and are supplied to
the print head 21 through the common contact portion
180a-17. Therefore, based on the result of the self-diag-
nosis of the print head 21, the coupling state of the wiring
197a-17 to which the change signal CH1 is propagated
and the contact state of the contact portion 180a-17 can
be confirmed. That is, by performing self-diagnosis of the
print head 21 by the second diagnostic signal DIG2, the
possibility that the ink discharge accuracy of the liquid
discharge apparatus 1 may be deteriorated can be re-
duced. The wiring 197a-17 through which the second
diagnostic signal DIG2 is propagated is an example of a
second diagnostic signal propagation wiring, and the
contact portion 180a-17 is an example of a second con-
tact portion.

[0141] The change signal CH2 defining the waveform
switching timing of the trapezoidal waveform Bdp1 and
the trapezoidal waveform Bdp2 included in the drive sig-
nal COMB is propagated to the wiring 197a-19. The
change signal CH2 is supplied to the print head 21
through the contact portion 180a-19. The second diag-
nostic signal DIG2 may be propagated through the wiring
197a-19 through which the change signal CH2 is prop-
agated, and may be supplied to the printhead 21 through
the contact portion 180a-19.

[0142] Although the print data signal SI1 and a third
diagnostic signal DIG3 may be propagated through dif-
ferent wiring, as illustrated in FIG. 18, it is preferable that
the print data signal SI1 and the third diagnostic signal
DIG3 for performing self-diagnosis of the print head 21
are propagated through the common wiring 197a-14. In
other words, it is preferable that the wiring 197a-14 also
serves as wiring for propagating the third diagnostic sig-
nal DIG3 and wiring for propagating the print data signal
SI1. In the non-printing state, the print data signal SI1 is
not propagated through the wiring 197a-14. On the other
hand, since the self-diagnosis of the print head 21 is per-
formed in the non-printing state, the third diagnostic sig-
nal DIG3 is propagated through the wiring 197a-14 in the
non-printing state. Therefore, the print data signal SI1
and the third diagnostic signal DIG3 can be propagated
through the common wiring 197a-14. As a result, the
number of wiring included in the first cable 19a can be
reduced.

[0143] In addition, similarly, as illustrated in FIG. 18, it
is preferable that the wiring for propagating the print data
signal SI1, and the wiring for propagating the third diag-
nostic signal DIG3 for performing self-diagnosis of the
print head 21 are in electrical contact with the common
contact portion 180a-14. In other words, it is preferable
that the contact portion 180a-14 also serves as a contact
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portionin electrical contact with the wiring for propagating
the third diagnostic signal DIG3 and a contact portion in
electrical contact with the wiring for propagating the print
data signal SlI1. In the non-printing state, the print data
signal S11 is not propagated through the wiring 197a-14.
Therefore, the print data signal SI1 is not supplied to the
contact portion 180a-14. On the other hand, since the
self-diagnosis of the print head 21 is performed in the
non-printing state, the third diagnostic signal DIG3 is sup-
plied to the contact portion 180a-14 in the non-printing
state. Therefore, the print data signal SI1 and the third
diagnostic signal DIG3 can be supplied to the print head
21 through the common contact portion 180a-14. As a
result, the number of contact portions in which the first
cable 19a and the print head 21 are in electrical contact
with each other can be reduced. Accordingly, the number
of wiring included in the first cable 19a and the number
of terminals of the first connector 350 can be reduced.
[0144] Furthermore, the print data signal SI1 is an im-
portant signal for defining the waveform selection of the
drive signals COMA1 and COMB1 in the liquid discharge
apparatus 1, and when coupling failure occurs in the wir-
ing through which the print data signal SI1 is propagated
and the contact portion, there is a possibility that the ink
discharge accuracy may be deteriorated. The third diag-
nostic signal DIG3 and the print data signal S11 are prop-
agated through the common wiring 197a-14 and are sup-
plied to the print head 21 through the common contact
portion 180a-14. Therefore, based on the result of the
self-diagnosis of the print head 21, the coupling state of
the wiring 197a-14 to which the print data signal SI1 is
propagated and the contact state of the contact portion
180a-14 can be confirmed. Therefore, based on self-di-
agnosis of the print head 21 by the third diagnostic signal
DIGS3, the possibility that the ink discharge accuracy of
the liquid discharge apparatus 1 may be deteriorated can
be reduced. The wiring 197a-14 through which the third
diagnostic signal DIG3 is propagated is an example of a
third diagnostic signal propagation wiring, and the con-
tact portion 180a-14 is an example of a third contact por-
tion.

[0145] The print data signal SI2 defining the waveform
selection of the drive signals COMA2 and COMB2 sup-
plied to the nozzle row L2 is propagated to the wiring
197a-8. The print data signal SI2 is supplied to the print
head 21 through the contact portion 180a-8. In addition,
the print data signal SI3 defining the waveform selection
of the drive signals COMA3 and COMB3 supplied to the
nozzle row L3 is propagated to the wiring 197a-10. The
print data signal SI3 is supplied to the print head 21
through the contact portion 180a-10.

[0146] Here, the third diagnostic signal DIG3 may be
propagated through the wiring 197a-8 through which the
print data signal SI2 is propagated or the wiring 197a-10
through which the print data signal SI3 is propagated,
and the corresponding contact portions 180a-8 and
180a-10 may be supplied to the print head 21. Specifi-
cally, it is preferable that the third diagnostic signal DIG3
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may also serve as wiring through which the print data
signal corresponding to the nozzle row from which the
black ink is discharged is propagated, or may be supplied
to a contact portion common to the wiring. In other words,
it is preferable that the wiring through which the third di-
agnostic signal DIG3 is propagated and the contact por-
tion to which the third diagnostic signal DIG3 is supplied
also serve as wiring through which a signal defining the
waveform selection of the drive signal COMA and the
drive signal COMB corresponding to the nozzle row in-
cluding the nozzle 651 from which the black liquid is dis-
charged is propagated, or a contact portion to which the
signal defining the waveform selection is supplied. Black
ink is one of the most widely used inks in the liquid dis-
charge apparatus 1. Therefore, the wiring is in electrically
contact with the print head 21 at the common contact
portion, also serving as the wiring through which the third
diagnostic signal DIG3 is propagated and the wiring
through which the print data signal corresponding to the
nozzle row from which the black ink is discharged is prop-
agated. Therefore, in the print head 21, even when the
number of nozzle rows from which the ink is discharged
is different, it is possible to perform the self-diagnosis
function of the print head 21. Here, the black ink is not
limited to black, and may be matte black or photo black.
[0147] The temperature signal TH, which is an analog
signal including temperature information of the print head
21, is propagated to the wiring 197a-16. The temperature
signal TH is supplied to the wiring 197a-16 through the
contact portion 180a-16.

[0148] The ground signal GND is propagated through
the wiring 197a-7, 197a-9, 197a-11to 197a-13, 197a-15,
197a-18, 197a-20, and 197a-22. The ground signal GND
is supplied to the print head 21 through the contact por-
tions 180a-7, 180a-9, 180a-11 to 180a-13, 180a-15,
180a-18, 180a-20, and 180a-22.

[0149] As illustrated in FIG. 18, among the wiring
through which the ground signal GND is propagated, the
wiring 197a-22 are provided between the wiring 197a-
21, 197a-17 and 197a-14, and the first wiring group 81.
In addition, the wiring 197a-7 are provided between the
wiring 197a-21, the wiring 197a-17 and the wiring 197a-
14, and the third wiring group 83. In other words, among
the wiring through which the ground signal GND is prop-
agated, the wiring 197a-22 are located closer to the first
wiring group 81 than the wiring 197a-21, 197a-17, and
197a-14, and the wiring 197a-7 is located closer to the
third wiring group 83 than the wiring 197a-21, 197a-17,
and 197a-14. As a result, the possibility that the drive
signals COMA and COMB interfere with the first diag-
nostic signal DIG1, the second diagnostic signal DIG2,
and the third diagnostic signal DIG3 is reduced. Accord-
ingly, the first diagnostic signal DIG1, the second diag-
nostic signal DIG2, and the third diagnostic signal DIG3
are accurately supplied to the print head 21. Therefore,
it is possible to reduce the possibility that the self-diag-
nosis function of the print head 21 does not normally op-
erate. Here, the wiring 197a-22 through which the ground
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signal GND is propagated is an example of a first ground
signal propagation wiring, and the wiring 197a-7 is an
example of a second ground signal propagation wiring.
[0150] In addition, similarly, among the contact por-
tions for supplying the ground signal GND to the print
head 21, the contact portion 180a-22 is provided between
the contact portion 180a-21, the contact portion 180a-17
and the contact portion 180a-14, and the first wiring con-
tact group 91. In addition, the contact portion 180a-7 is
provided between the contact portion 180a-21, the con-
tact portion 180a-17 and the contact portion 180a-14,
and the third wiring contact group 93. In other words,
among the contact portions supplying the ground signal
GND to the print head 21, the contact portion 180a-22 is
located closer to the first wiring contact group 91 side
than the contact portion 180a-21, the contact portion
180a-17, and the contact portion 180a-14. The contact
portion 180a-7 is located closer to the third wiring contact
group 93 side than the contact portion 180a-21, the con-
tact portion 180a-17, and the contact portion 180a-14.
As a result, the possibility that the drive signals COMA
and COMB interfere with the first diagnostic signal DIG1,
the second diagnostic signal DIG2, and the third diag-
nostic signal DIG3 is reduced. Accordingly, the first di-
agnostic signal DIG1, the second diagnostic signal DIG2,
and the third diagnostic signal DIG3 are accurately sup-
plied to the print head 21. Therefore, it is possible to re-
duce the possibility that the self-diagnosis function of the
print head 21 does not normally operate. Here, the con-
tact portion 180a-22 in which the wiring through which
the ground signal GND is propagated is electrically con-
tacted with the print head 21 is an example of a sixth
contact portion, and the contact portion 180a-7 is an ex-
ample of a seventh contact portion.

[0151] In addition, in the first cable 19a, the wiring
197a-17 is provided between the wiring 197a-21 and the
wiring 197a-14. In this case, the wiring 197a-18 and
197a-20 for propagating the ground signal are provided
between the wiring 197a-21 and the wiring 197a-17, and
the wiring 197a-15 for propagating the ground signal are
provided between the wiring 197a-17 and the wiring
197a-14. Thatis, the wiring 197a-21, 197a-17, and 197a-
14, through which each of the first diagnostic signal DIG1,
the second diagnostic signal DIG2, and the third diag-
nostic signal DIG3 is propagated, are located so as not
to be adjacent to each other. Furthermore, wiring through
which the ground signal GND is propagated is provided
between the wiring 197a-21, 197a-17, and 197a-14, re-
spectively. As a result, the possibility that the first diag-
nostic signal DIG1, the second diagnostic signal DIG2,
and the third diagnostic signal DIG3 interfere with one
another is reduced. Accordingly, the first diagnostic sig-
nal DIG1, the second diagnostic signal DIG2, and the
third diagnostic signal DIG3 are accurately supplied to
the print head 21. Therefore, it is possible to reduce the
possibility that the self-diagnosis function of the print
head 21 does not normally operate. Here, at least one
of the wiring 197a-18 and 197a-20 is an example of a
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fifth ground signal propagation wiring, and the wiring
197a-15is an example of a sixth ground signal propaga-
tion wiring.

[0152] Inaddition, similarly, inthe contact portion being
electrically contact with the first cable 19a and the print
head 21, the contact portion 180a-17 is provided between
the contact portion 180a-21 and the contact portion 180a-
14. In this case, the contact portions 180a-18 and 180a-
20 are provided between the contact portion 180a-21 and
the contact portion 180a-17, and the contact portion
180a-15 is provided between the contact portion 180a-
17 and the contact portion 180a-14. That is, the contact
portions 180a-21, 180a-17, and 180a-14, in which each
of the first diagnostic signal DIG1, the second diagnostic
signal DIG2, and the third diagnostic signal DIG3 is sup-
plied to the print head 21, are located so as not to be
adjacent to each other. Furthermore, the contact portion
in which the ground signal GND is supplied to the print
head 21 is provided between the contact portions 180a-
21, 180a-17, and 180a-14, respectively. As a result, the
possibility that the first diagnostic signal DIG1, the sec-
ond diagnostic signal DIG2, and the third diagnostic sig-
nal DIG3 interfere with one another is reduced. Accord-
ingly, the first diagnostic signal DIG1, the second diag-
nostic signal DIG2, and the third diagnostic signal DIG3
are accurately supplied to the print head 21. Therefore,
it is possible to reduce the possibility that the self-diag-
nosis function of the print head 21 does not normally op-
erate. Here, at least one of the contact portions 180a-18
and 180a-20 is an example of a tenth contact portion,
and the contact portion 180a-15 is an example of an elev-
enth contact portion.

[0153] As described above, the second wiring group
82 includes at least the wiring 197a-21 propagating the
first diagnostic signal DIG1, and the wiring 197a-17 prop-
agating the second diagnostic signal DIG2, and the wiring
197a-14 propagating the third diagnostic signal DIG3 for
performing the self-diagnosis of the print head 21. Such
a second wiring group 82 is configured to include the
wiring adjacent to each other in the first cable 19a. That
is, the second wiring group 82 is a collection of the plu-
rality of wiring including the wiring propagating the first
diagnostic signal DIG1, the second diagnostic signal
DIG2, and the third diagnostic signal DIG3 which are low
voltage signals for performing the self-diagnosis of the
print head 21. The plurality of wiring included in the sec-
ond wiring group 82 are provided adjacent to each other
in the first cable 19a. The second wiring group 82 may
include the plurality of wiring through which low voltage
signals for controlling the print head 21 such as the print
datasignals SI1 to SI3, the change signals CH1 and CH2,
the latch signal LAT, and the ground signal GND are prop-
agated and the wiring through which the ground signal
GND is propagated.

[0154] In addition, similarly, the second wiring contact
group 92 includes the contact portion 180a-21 in which
the wiring 197a-21 propagating the first diagnostic signal
DIG1 for at least performing self-diagnosis of the print
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head 21 and the print head 21 are in electrical contact
with each other, the contact portion 180a-17 in which the
wiring 197a-17 propagating the second diagnostic signal
DIG2 and the print head 21 are in electrical contact with
each other, and the contact portion 180a-14 in which the
wiring 197a-14 propagating the third diagnostic signal
DIG3 and the print head 21 are in electrical contact with
each other. Such a second wiring contact group 92 is
configured to include the contact portions adjacent to
each other. That is, the second wiring contact group 92
is a collection of the plurality of contact portions for sup-
plying the first diagnostic signal DIG1, the second diag-
nostic signal DIG2, and the third diagnostic signal DIG3
which are low voltage signals for performing the self-di-
agnosis of the print head 21 to the print head 21. The
plurality of contact portions are provided adjacent to each
other. The second wiring contact group 92 may include
the plurality of wirings through which the low voltage sig-
nals for controlling the print head 21 such as the print
data signals Sl1 to SI3, the change signals CH1 and CH2,
the latch signal LAT, and the ground signal GND are prop-
agated, and the contact group for supplying the ground
signal GND to the print head 21.

[0155] When the first cable 19a including the second
wiring group 82 configured as described above is at-
tached to the first connector 350 through the second wir-
ing contact group 92, each of the terminals 196a-7 to
196a-22 of the first cable 19a is electrically coupled to
each of the terminals 353-7 to 353-22 of the first connec-
tor 350 through the contact portions 180a-7 to 180a-22.
As a result, the plurality of signals including the first di-
agnostic signal DIG1, the second diagnostic signal DIG2
and the third diagnostic signal DIG3 propagated through
the wiring 197a-7 to 197a-22 are supplied to the print
head 21. Thatis, in the printhead 21, the terminal 353-21
to which the first diagnostic signal DIG1 is input is an
example of a first coupling point, the terminal 353-17 to
which the second diagnostic signal DIG2 is input is a
second coupling point, and the terminal 353-14 to which
the third diagnostic signal DIG3 is input is an example of
a third coupling point. In addition, the contact group 97
including the first wiring contact group 91, the second
wiring contact group 92, and the third wiring contact group
93 for electrically coupling the first cable 19a and the print
head 21 is an example of a first contact group.

[0156] In addition, in the first cable 19a, the second
wiring group 82 is provided between the first wiring group
81 and the third wiring group 83. As a result, noise gen-
erated outside the first cable 19a is shielded by the first
wiring group 81 and the third wiring group 83, and the
possibility that the noise is superimposed on the second
wiring group 82 is reduced. Similarly, in the contact group
97, the second wiring contact group 92 is provided be-
tween the first wiring contact group 91 and the third wiring
contact group 93. As a result, noise generated in the vi-
cinity of the contact group 97 is shielded by the first wiring
contact group 91 and the third wiring contact group 93,
and the possibility that the noise is superimposed on the
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second wiring contact group 92 is reduced. Accordingly,
the first diagnostic signal DIG1, the second diagnostic
signal DIG2, and the third diagnostic signal DIG3 prop-
agated through the second wiring group 82 and supplied
to the print head 21 through the second wiring contact
group 92 are accurately supplied to the print head 21.
Therefore, it is possible to reduce the possibility that the
self-diagnosis function of the print head 21 does not nor-
mally operate.

[0157] In addition, the first cable 19a includes the wir-
ing 197a-23 propagating the high voltage signal VHV.
The high voltage signal VHV is supplied to the print head
21 through the contact portions 180a-23. The wiring
197a-23 is located between the first wiring group 81 and
the second wiring group 82, and the contact portion 180a-
23 is located between the first wiring contact group 91
and the second wiring contact group 92. As a result, the
possibility that the noise is superimposed on the second
wiring group 82 and the second wiring contact group 92
is further reduced. The wiring propagating the high volt-
age signal VHV may be provided between the second
wiring group 82 and the third wiring group 83, and the
contact portion supplying the high voltage signal VHV to
the print head 21 may be provided between the second
wiring contact group 92 and the third wiring contact group
93.

[0158] Next, details of the signal propagated through
the second cable 19b will be described with reference to
FIG. 19. FIG. 19 is a table for describing the details of
the signal propagated through the second cable 19b. As
illustrated in FIG. 19, the second cable 19b includes a
fourth wiring group 84 as an example of a third drive
signal wiring group, a fifth wiring group 85 as an example
of a second diagnostic signal wiring group, and a sixth
wiring group 86 as an example of a fourth drive signal
wiring group. The fourth wiring group 84 is in electrical
contact with the print head 21 through a fourth wiring
contact group 94. In addition, the fifth wiring group 85 is
in electrical contact with the print head 21 through a fifth
wiring contact group 95. In addition, the sixth wiring group
86 is in electrical contact with the print head 21 through
a sixth wiring contact group 96. Here, the fourth wiring
contact group 94 in which the fourth wiring group 84 and
the print head 21 are in electrical contact with each other
is an example of a third drive signal contact group, and
the sixth wiring contact group 96 in which the sixth wiring
group 86 and the print head 21 are in electrical contact
with each other is an example of a fourth drive signal
contact group.

[0159] The fourth wiring group 84 includes the wiring
197b-24 to 197b-29. In addition, the fourth wiring contact
group 94 includes the contact portions 180b-24 to 180b-
29. The drive signal COMA4 supplied to one end of the
piezoelectric element 60 included in the nozzle row L4
is propagated to the wiring 197b-29. The drive signal
COMA4 is supplied to the print head 21 through the con-
tact portion 180b-29. The reference voltage signal
CGND4 supplied to the other end of the piezoelectric
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element 60 included in the nozzle row L4 is propagated
to the wiring 197b-28. The reference voltage signal
CGND4 is supplied to the print head 21 through the con-
tact portion 180b-28. The drive signal COMB5 supplied
to one end of the piezoelectric element 60 included in
the nozzle row L5 is propagated to the wiring 197b-27.
The drive signal COMBS is supplied to the print head 21
through the contact portion 180b-27. The reference volt-
age signal CGND5 supplied to the other end of the pie-
zoelectric element 60 included in the nozzle row L5 is
propagated to the wiring 197b-26. The reference voltage
signal CGND?5 is supplied to the print head 21 through
the contact portion 180b-26. The drive signal COMAG6
supplied to one end of the piezoelectric element 60 in-
cluded in the nozzle row L6 is propagated to the wiring
197b-25. The drive signal COMAG is supplied to the print
head 21 through the contact portion 180b-25. The refer-
ence voltage signal CGNDG6 supplied to the other end of
the piezoelectric element 60 included in the nozzle row
L6 is propagated to the wiring 197b-24. The reference
voltage signal CGNDG6 is supplied to the print head 21
through the contact portion 180b-24.

[0160] As described above, the fourth wiring group 84
propagates at least one of the drive signal COMA and
the drive signal COMB for causing the print head 21 to
discharge the ink. The signal of at least one of the drive
signal COMA and the drive signal COMB propagated
through the fourth wiring group 84 is supplied to the print
head 21 through the fourth wiring contact group 94.
[0161] Such a fourth wiring group 84 is configured to
include the wiring adjacent to each other in the second
cable 19b. That is, the fourth wiring group 84 is a collec-
tion of the plurality of wiring including the wiring propa-
gating atleast one of the drive signal COMA and the drive
signal COMB, which are high voltage signals for driving
the plurality of piezoelectric elements 60 included in the
print head 21. The plurality of wiring included in the fourth
wiring group 84 are provided adjacent to each other in
the second cable 19b.

[0162] In addition, similarly, the fourth wiring contact
group 94 is a collection of the plurality of the contact por-
tions in which the fourth wiring group 84 and the print
head 21 are in electrical contact with each other, and for
supplying the print head 21 with at least one of the drive
signal COMA and the drive signal COMB, which are high
voltage signals for driving the plurality of piezoelectric
elements 60 included in the print head 21. The plurality
of contact portions included in the fourth wiring contact
group 94 are provided adjacent to each other in the plu-
rality of contact portions 180 in which the second cable
19b and the second connector 360 are in electrical con-
tact with each other.

[0163] Whenthe second cable 19bincluding the fourth
wiring group 84 configured as described above is at-
tached to the second connector 360 through the fourth
wiring contact group 94, each of the terminals 196b-24
to 196b-29 of the second cable 19b is electrically coupled
to each of terminals 363-24 to 363-29 of the second con-
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nector 360 through the contact portions 180b-24 to 180b-
29. As a result, each of the drive signals COMA4,
COMB5, and COMAG6 and reference voltage signals
CGND4, CGND5, and CGND6 propagated through the
wiring 197b-24 to 197b-29 is supplied to the printhead 21.
[0164] The sixth wiring group 86 includes the wiring
197b-1 to 197b-6. In addition, the sixth wiring contact
group 96 includes the contact portions 180b-1 to 180b-
6. The drive signal COMB4 supplied to one end of the
piezoelectric element 60 included in the nozzle row L4
is propagated to the wiring 197b-2. The drive signal
COMB4 is supplied to the print head 21 through the con-
tact portion 180b-2. The reference voltage signal CGND4
supplied to the other end of the piezoelectric element 60
included in the nozzle row L4 is propagated to the wiring
197b-1. The reference voltage signal CGND4 is supplied
to the print head 21 through the contact portion 180b-1.
The drive signal COMADS supplied to one end of the pie-
zoelectric element 60 included in the nozzle row L5 is
propagated to the wiring 197b-4. The drive signal
COMAS5 is supplied to the print head 21 through the con-
tact portion 180b-4. The reference voltage signal CGND5
supplied to the other end of the piezoelectric element 60
included in the nozzle row L5 is propagated to the wiring
197b-3. The reference voltage signal CGND5 is supplied
to the print head 21 through the contact portion 180b-3.
The drive signal COMBG6 supplied to one end of the pie-
zoelectric element 60 included in the nozzle row L6 is
propagated to the wiring 197b-6. The drive signal
COMBS6 is supplied to the print head 21 through the con-
tact portion 180b-6. The reference voltage signal CGNDG6
supplied to the other end of the piezoelectric element 60
included in the nozzle row L6 is propagated to the wiring
197b-5. The reference voltage signal CGND6 is supplied
to the print head 21 through the contact portion 180b-5.
[0165] As described above, the sixth wiring group 86
propagates at least one of the drive signal COMA and
the drive signal COMB for causing the print head 21 to
discharge the ink. The signal of at least one of the drive
signal COMA and the drive signal COMB propagated
through the sixth wiring group 86 is supplied to the print
head 21 through the sixth wiring contact group 96.
[0166] Such a sixth wiring group 86 is configured to
include the wiring adjacent to each other in the second
cable 19b. Thatis, the sixth wiring group 86 is a collection
of the plurality of wiring including the wiring propagating
at least one of the drive signal COMA and the drive signal
COMB, which are high voltage signals for driving the plu-
rality of piezoelectric elements 60 included in the print
head 21. The plurality of wiring included in the sixth wiring
group 86 are provided adjacent to each other in the sec-
ond cable 19b.

[0167] In addition, similarly, the sixth wiring contact
group 96 is a collection of the plurality of the contact por-
tions in which the sixth wiring group 86 and the print head
21 are in electrical contact with each other, and for sup-
plying the print head 21 with at least one of the drive
signal COMA and the drive signal COMB, which are high
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voltage signals for driving the plurality of piezoelectric
elements 60 included in the print head 21. The plurality
of contact portions included in the sixth wiring contact
group 96 are provided adjacent to each other in the plu-
rality of contact portions 180 in which the second cable
19b and the second connector 360 are in electrical con-
tact with each other.

[0168] When the second cable 19b including the sixth
wiring group 86 configured as described above is at-
tached to the second connector 360 through the sixth
wiring contact group 96, each of the terminals 196b-1 to
196b-6 of the second cable 19b is electrically coupled to
each of terminals 363-1 to 363-6 of the second connector
360 through the contact portions 180b-1 to 180b-6. As a
result, each of the drive signals COMB4, COMA5, and
COMBS6 and reference voltage signals CGND4, CGND5,
and CGND6 propagated through the wiring 197b-1 to
197b-6 are supplied to the print head 21.

[0169] The fifth wiring group 85 includes the wiring
197b-7 to 197b-23. In addition, the fifth wiring contact
group 95 includes the contact portions 180b-7 to 180b-
23. Although the clock signal SCK and a fourth diagnostic
signal DIG4 may be propagated through different wiring,
as illustrated in FIG. 19, it is preferable that the clock
signal SCK for controlling the timing of various signals
supplied to the print head 21 and the fourth diagnostic
signal DIG4 for performing self-diagnosis of the print
head 21 are propagated through the common wiring
197b-10. In other words, it is preferable that the wiring
197b-10 also serves as wiring for propagating the fourth
diagnostic signal DIG4 and wiring for propagating the
clock signal SCK. In the non-printing state, when the print
data signal Sl is not supplied, the clock signal SCK is not
propagated through the wiring 197b-10. On the other
hand, since the self-diagnosis of the print head 21 is per-
formed in the non-printing state, the fourth diagnostic sig-
nal DIG4 is propagated through the wiring 197b-10 in the
non-printing state. Therefore, the clock signal SCK and
the fourth diagnostic signal DIG4 can be propagated
through the common wiring 197b-10. As a result, the
number of wiring included in the second cable 19b can
be reduced.

[0170] In addition, similarly, as illustrated in FIG. 19, it
is preferable that the wiring for propagating the clock sig-
nal SCK, and the wiring for propagating the fourth diag-
nostic signal DIG4 for performing self-diagnosis of the
print head 21 are in electrical contact with the common
contact portion 180b-10. In other words, it is preferable
that the contact portion 180b-10 also serves as a contact
portionin electrical contact with the wiring for propagating
the fourth diagnostic signal DIG4 and a contact portion
in electrical contact with the wiring for propagating the
clock signal SCK. In the non-printing state, the clock sig-
nal SCK is not propagated through the wiring 197b-10.
Therefore, the clock signal SCK is not supplied to the
contact portion 180b-10. On the other hand, since the
self-diagnosis of the print head 21 is performed in the
non-printing state, the fourth diagnostic signal DIG4 is
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supplied to the contact portion 180b-10 in the non-print-
ing state. Therefore, the clock signal SCK and the fourth
diagnostic signal DIG4 can be supplied to the print head
21 through the common contact portion 180b-10. As a
result, the number of contact portions in which the second
cable 19b and the print head 21 are in electrical contact
with each other can be reduced. Accordingly, the number
of wiring included in the second cable 19b and the
number of terminals of the second connector 360 can be
reduced.

[0171] Furthermore, the clock signal SCK is an impor-
tant signal for controlling the timing of various signals for
controlling the discharge of ink in the liquid discharge
apparatus 1, and when coupling failure occurs in the wir-
ing through which the clock signal SCK is propagated
and the contact portion, there is a possibility that the ink
discharge accuracy may be deteriorated. The fourth di-
agnostic signal DIG4 and the clock signal SCK are prop-
agated through the common wiring 197b-10 and are sup-
plied to the print head 21 through the common contact
portion 180b-10. Therefore, based on the result of the
self-diagnosis of the print head 21, the coupling state of
the wiring 197b-10 to which the clock signal SCKis prop-
agated and the contact state of the contact portion 180b-
10 can be confirmed. That is, by performing self-diagno-
sis of the print head 21 by the fourth diagnostic signal
DIG4, the possibility that the ink discharge accuracy of
the liquid discharge apparatus 1 may be deteriorated can
be reduced. The wiring 197b-10 through which the fourth
diagnostic signal DIG4 is propagated is an example of a
fourth diagnostic signal propagation wiring, and the con-
tact portion 180b-10 is an example of a fourth contact
portion.

[0172] Although the abnormal signal XHOT and the
fifth diagnostic signal DIG5 may be propagated through
different wiring, as illustrated in FIG. 19, it is preferable
that the abnormal signal XHOT and the fifth diagnostic
signal DIG5 for performing self-diagnosis of the print
head 21 are propagated through the common wiring
197b-16. In other words, it is preferable that the wiring
197b-16 also serves as wiring for propagating the fifth
diagnostic signal DIG5 and wiring for propagating the
abnormal signal XHOT. The abnormal signal XHOT is
output as an H level or L level signal depending on wheth-
er or not a temperature abnormality occurs in the print
head 21. In other words, the abnormal signal XHOT is a
signal indicating the presence or absence of the temper-
ature abnormality of the printhead 21 in the printing state.
Therefore, by propagating the abnormal signal XHOT for
determining the state of the print head 21 in the printing
state and the fifth diagnostic signal DIG5 for determining
the state of the print head 21 by the self-diagnosis in the
non-printing state through the common wiring 197b-16,
the processing in the control mechanism 10 can be
shared. As a result, it is possible to simplify the control
of the liquid discharge apparatus 1. In addition, by prop-
agating the abnormal signal XHOT and the fifth diagnos-
tic signal DIG5 through the common wiring 197b-16, the
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number of wiring included in the second cable 19b can
be reduced.

[0173] Inaddition, similarly, it is preferable that the wir-
ing for propagating the abnormal signal XHOT and the
wiring for propagating the fifth diagnostic signal DIG5 in-
dicating the diagnosis result of the self-diagnosis of the
print head 21 are in electrical contact with each other at
the common contact portion 180b-16. In other words, it
is preferable that the contact portion 180b-16 also serves
as the contact portion in electrical contact with the wiring
for propagating the fifth diagnostic signal DIG5 and the
contact portion in electrical contact with the wiring for
propagating the change signal CH1. The abnormal signal
XHOT is output as an H level or L level signal depending
on whether or not a temperature abnormality occurs in
the print head 21. In other words, the abnormal signal
XHOT is a signal indicating the presence or absence of
the temperature abnormality of the print head 21 in the
printing state. Therefore, by supplying the abnormal sig-
nal XHOT for determining the state of the print head 21
in the printing state and the fifth diagnostic signal DIG5
for determining the state of the print head 21 by the self-
diagnosis in the non-printing state to the common contact
portion 180b-16, the processing in the control mecha-
nism 10 can be shared. As a result, it is possible to sim-
plify the control of the liquid discharge apparatus 1. In
addition, by supplying the abnormal signal XHOT and
the fifth diagnostic signal DIG5 to the common contact
portion 180b-16, the number of wiring included in the
second cable 19b and the number of terminals included
in the second connector 360 can be reduced.

[0174] Furthermore, the abnormal signal XHOT is an
important signal indicating whether or not the print head
21 is abnormal in the liquid discharge apparatus 1, and
when the coupling failure occurs in the wiring through
which the abnormal signal XHOT is propagated and the
contact portion, there is a possibility that the control
mechanism 10 may erroneously detect thatthe printhead
21 has an abnormality. The fifth diagnostic signal DIG5
and the abnormal signal XHOT are propagated through
the common wiring 197b-16 and supplied from the print
head 21 through the common contact portion 180b-16.
Therefore, based on the result of the self-diagnosis of
the print head 21, the coupling state of the wiring 197b-
16 to which the abnormal signal XHOT is propagated and
the contact state of the contact portion 180b-16 can be
confirmed. Therefore, based on the diagnosis result of
the fifth diagnostic signal DIG5, the possibility that the
abnormal signal XHOT is erroneously detected can be
reduced. The wiring 197b-16 through which the fifth di-
agnostic signal DIGS5 is propagated is an example of a
fifth diagnostic signal propagation wiring, and the contact
portion 180b-16 is an example of a fifth contact portion.
[0175] The print data signal Sl4 defining the waveform
selection of the drive signals COMA4 and COMB4 sup-
plied to the nozzle row L4 is propagated to the wiring
197b-8. The print data signal Sl4 is supplied to the print
head 21 through the contact portion 180b-8. In addition,
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the print data signal SI5 defining the waveform selection
of the drive signals COMA5 and COMBS5 supplied to the
nozzle row L5 is propagated to the wiring 197b-17. The
print data signal SI5 is supplied to the print head 21
through the contact portion 180b-17. In addition, the print
data signal SI6 defining the waveform selection of the
drive signals COMAG6 and COMBS6 supplied to the nozzle
row L6 is propagated to the wiring 197b-21. The print
data signal SI6 is supplied to the print head 21 through
the contact portion 180b-21.

[0176] In the non-printing state, either of the drive sig-
nal COMA or the drive signal COMB is forcibly selected
to the wiring 197b-12, and the N-charge signal NCHG to
be output as the drive signal VOUT is propagated. The
N-charge signal NCHG is supplied to the print head 21
through the contact portion 180b-12.

[0177] The ground signal GND is propagated to the
wiring 197b-7, 197b-9, 197b-11, 197b-14, 197b-15,
197b-18 to 197b-20, and 197b-22. The ground signal
GND is supplied to the print head 21 through the contact
portions 180b-7, 180b-9, 180b-11, 180b-14, 180b-15,
180b-18 to 180b-20, 180b-22.

[0178] Among the wiring through which the ground sig-
nal GND is propagated, the wiring 197b-22 are provided
between the wiring 197b-10 and the wiring 197b-16, and
the fourth wiring group 84. In addition, the wiring 197b-
7 is provided between the wiring 197b-10 and the wiring
197b-16, and the sixth wiring group 86. In other words,
the wiring 197b-22 is located closer to the fourth wiring
group 84 than the wiring 197b-10 and the wiring 197b-
16, and the wiring 197b-7 is located closer to the sixth
wiring group 86 than the wiring 197b-10 and the wiring
197b-16. As a result, interference of the drive signals
COMA and COMB with the fourth diagnostic signal DIG4
and the fifth diagnostic signal DIG5 can be reduced. Ac-
cordingly, the fourth diagnostic signal DIG4 and the fifth
diagnostic signal DIG5 are accurately supplied to the
printhead 21. Therefore, it is possible to reduce the pos-
sibility that the self-diagnosis function of the print head
21 does not normally operate. Here, the wiring 197b-22
through which the ground signal GND is propagated is
an example of a third ground signal propagation wiring,
and the wiring 197b-7 is an example of a fourth ground
signal propagation wiring.

[0179] In addition, similarly, among the contact por-
tions for supplying the ground signal GND to the print
head 21, the contact portion 180b-22 are provided be-
tween the contact portion 180b-10 and the contact por-
tion 180b-16, and the fourth wiring contact group 94. In
addition, the contact portion 180b-7 is provided between
the contact portion 180b-10 and the contact portion 180b-
16, and the sixth wiring contact group 96. In other words,
the contact portion 180b-22 is located closer to the fourth
wiring contact group 94 than the contact portion 180b-
10 and the contact portion 180b-16, and the contact por-
tion 180b-7 is located closer to the sixth wiring contact
group 96 than the contact portion 180b-10 and the con-
tact portion 180b-16. As a result, interference of the drive
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signals COMA and COMB with the fourth diagnostic sig-
nal DIG4 and the fifth diagnostic signal DIG5 can be re-
duced. Accordingly, the fourth diagnostic signal DIG4
and the fifth diagnostic signal DIG5 are accurately sup-
plied to the print head 21. Therefore, it is possible to re-
duce the possibility that the self-diagnosis function of the
print head 21 does not normally operate. Here, the con-
tact portion 180b-22 in which the wiring through which
the ground signal GND is propagated is in electrical con-
tact with the print head 21 is an example of an eighth
contact portion, and the contact portion 180b-7 is an ex-
ample of a ninth contact portion.

[0180] In addition, in the second cable 19b, the wiring
197b-11, 197b-14, and 197b-15 are provided between
the wiring 197b-10 and the wiring 197b-16. That is, the
wiring 197b-10 and 197b-16 through which each of the
fourth diagnostic signal DIG4 and the fifth diagnostic sig-
nal DIG5 is propagated are located so as not to be ad-
jacent to each other. Furthermore, the wiring for propa-
gating the ground signal GND is provided between the
wiring 197 b-10 and 197 b-16. As a result, it is reduced
that the fourth diagnostic signal DIG4 and the fifth diag-
nostic signal DIG5 interfere with each other. Accordingly,
the fourth diagnostic signal DIG4 and the fifth diagnostic
signal DIG5 are accurately supplied to the print head 21.
Therefore, itis possible to reduce the possibility that the
self-diagnosis function of the print head 21 does not nor-
mally operate. Here, at least one of the wiring 197b-11,
197b-14, and 197b-15is an example of a seventh ground
signal propagation wiring.

[0181] In addition, similarly, in the second cable 19b,
the contact portions 180b-11, 180b-14, and 180b-15 are
provided between the contact portion 180b-10 and the
contact portion 180b-16. That is, the contact portions
180b-10 and 180b-16, in which each of the fourth diag-
nostic signal DIG4 and the fifth diagnostic signal DIG5 is
supplied to the print head 21, are located so as not to be
adjacent to each other. Furthermore, the contact portion
in which the ground signal GND is supplied to the print
head 21 is provided between the contact portions 180b-
10 and 180b-16. As a result, it is reduced that the fourth
diagnostic signal DIG4 and the fifth diagnostic signal
DIGS5 interfere with each other. Accordingly, the fourth
diagnostic signal DIG4 and the fifth diagnostic signal
DIG5 are accurately supplied to the printhead 21. There-
fore, it is possible to reduce the possibility that the self-
diagnosis function of the print head 21 does not normally
operate. Here, at least one of the contact portions 180b-
11, 180b-14, and 180b-15 is an example of a twelfth con-
tact portion.

[0182] As described above, the fifth wiring group 85
includes at least the wiring 197b-10 propagating the
fourth diagnostic signal DIG4 and the wiring 197b-16
propagating the fifth diagnostic signal DIG5 for perform-
ing the self-diagnosis of the print head 21. Such a fifth
wiring group 85 is configured to include the wiring adja-
cent to each other in the second cable 19b. That is, the
fifth wiring group 85 a collection of the plurality of wiring
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including the wiring propagating the fourth diagnostic sig-
nal DIG4 and the fifth diagnostic signal DIG5 which are
low voltage signals for at least performing the self-diag-
nosis of the print head 21. The plurality of wiring included
in the fifth wiring group 85 are provided adjacent to each
other in the second cable 19b. The fifth wiring group 85
may include a plurality of wiring propagating the print
data signals Sl4 to SlI6, the abnormal signal XHOT, the
ground signal GND, and the like.

[0183] In addition, similarly, the fifth wiring contact
group 95 is a contact portion in which the wiring 197b-
10 propagating the fourth diagnostic signal DIG4 for at
least self-diagnosis of the print head 21 makes electrical
contact with the print head 21. 180b-10, and a contact
portion 180b-16 in which the wiring 197b-16 for propa-
gating the fifth diagnostic signal DIG5 and the print head
21 are in electrical contact with each other. Such a fifth
wiring contact group 95 is composed of contact portions
adjacent to each other. That is, the fifth wiring contact
group 95 is a collection of the plurality of contact portions
for supplying the fourth diagnostic signal DIG4 and the
fifth diagnostic signal DIG5, which are low voltage signals
for the self-diagnosis of the print head 21, to the print
head 21. The plurality of contact portions are provided
adjacent to each other. The fifth wiring contact group 95
may include the plurality of wiring propagating low volt-
age signals for controlling the print head 21 such as the
print data signals Sl4 to Sl16, the abnormal signal XHOT,
and the ground signal GND are propagated, and the con-
tact group for supplying the ground signals GND to the
head 21.

[0184] When the second cable 19b including the fifth
wiring group 85 configured as described above is at-
tached to the second connector 360 through the fifth wir-
ing contact group 95, each of the terminals 196b-7 to
196b-23 of the second cable 19b is electrically coupled
to each of the terminals 363-7 to 363-23 of the second
connector 360 through the contact portions 180b-7 to
180b-23. As a result, the plurality of signals including the
fourth diagnostic signal DIG4 and the fifth diagnostic sig-
nal DIG5 propagated through the wiring 197b-7 to 197b-
23 are supplied to the print head 21. That is, in the print
head 21, the terminal 363-10 to which the fourth diag-
nostic signal DIG4 is supplied is an example of a fourth
coupling point, and the terminal 363-16 to which the fifth
diagnostic signal DIG5 is supplied is an example of a fifth
coupling point. In addition, the contact group 98 including
the fourth wiring contact group 94 and the fifth wiring
contact group 95 for electrically coupling the second ca-
ble 19b and the print head 21 is an example of a second
contact group.

[0185] In addition, in the second cable 19b, the fifth
wiring group 85 is provided between the fourth wiring
group 84 and the sixth wiring group 86. As a result, noise
generated outside the second cable 19b is shielded by
the fourth wiring group 84 and the sixth wiring group 86,
and the possibility that the noise is superimposed on the
fifth wiring group 85 is reduced. Similarly, in the contact
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group 98, the fifth wiring contact group 95 is provided
between the fourth wiring contact group 94 and the sixth
wiring contact group 96. As a result, noise generated in
the vicinity of the contact group 98 is shielded by the
fourth wiring contact group 94 and the sixth wiring contact
group 96, and the possibility that the noise is superim-
posed on the fifth wiring contact group 95 is reduced.
Therefore, the fourth diagnostic signal DIG4 and the fifth
diagnostic signal DIG5 propagated through the fifth wir-
ing group 85 and supplied to the print head 21 through
the fifth wiring contact group 95 are accurately supplied
to the print head 21. Therefore, it is possible to reduce
the possibility that the self-diagnosis function of the print
head 21 does not normally operate.

[0186] Furthermore, in the present embodiment, the
first diagnostic signal DIG1, the second diagnostic signal
DIG2, and the third diagnostic signal DIG3 output from
the print head control circuit 15 are propagated through
the first cable 19a and supplied to the print head 21
through the contact group 97, and the fourth diagnostic
signal DIG4 and the fifth diagnostic signal DIG5 are prop-
agated through the second cable 19b and supplied to the
print head 21 through the contact group 98. That is,
among the plurality of diagnostic signals for self-diagno-
sis of the print head 21, a portion is propagated through
the first cable 19a, and a different portion is propagated
through the second cable 19b. Therefore, even when a
coupling failure occurs in the first cable 19a or the second
cable 19b, or even when a contact failure occurs in the
contact group 97 or the contact group 98, it is possible
to detect the coupling failure.

8. Action and Effect

[0187] As described above, in the print head control
circuit 15 provided in the liquid discharge apparatus 1
according to the present embodiment, in the first cable
19a, the wiring through which the first diagnostic signal
DIG1, the second diagnostic signal DIG2, and the third
diagnostic signal DIG3 for controlling the self-diagnosis
of the print head 21 are propagated are collectively pro-
vided as the second wiring group 82. That is, the wiring
through which the first diagnostic signal DIG1, the second
diagnostic signal DIG2, and the third diagnostic signal
DIG3 are propagated are not distributed in the first cable
19a. In addition, in the liquid discharge apparatus 1 ac-
cording to the present embodiment, the first diagnostic
signal DIG1, the second diagnostic signal DIG2, and the
third diagnostic signal DIG3 for controlling the self-diag-
nosis of the print head 21 propagated through the first
cable 19a are collectively provided as the second wiring
contact group 92. That is, the contact portions in which
the first diagnostic signal DIG1, the second diagnostic
signal DIG2, and the third diagnostic signal DIG3 are
supplied to the print head 21 are not distributed in the
contact group 97. Accordingly, the possibility that the
noise is superimposed on the first diagnostic signal DIG1,
the second diagnostic signal DIG2, and the third diag-
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nostic signal DIG3 is reduced.

[0188] In addition, in the second cable 19b, the wiring
through which the fourth diagnostic signal DIG4 and the
fifth diagnostic signal DIG5 for controlling the self-diag-
nosis of the print head 21 are propagated are collectively
provided as the fifth wiring group 85. That is, the wiring
through which the fourth diagnostic signal DIG4 and the
fifth diagnostic signal DIG5 are propagated are not dis-
tributed in the second cable 19b. Similarly, the fourth di-
agnostic signal DIG4 and the fifth diagnostic signal DIG5
for controlling the self-diagnosis of the printhead 21 prop-
agated through the second cable 19b are collectively pro-
vided as the fifth wiring contact group 95. That is, the
contact portion in which the fourth diagnostic signal DIG4
and the fifth diagnostic signal DIG5 are supplied to the
print head 21 are not distributed in the contact group 98.
Accordingly, the possibility that the noise is superim-
posed on the fourth diagnostic signal DIG4 and the fifth
diagnostic signal DIG5 is reduced.

[0189] As described above, even when there is a pos-
sibility that the noise is superimposed on each of the first
cable 19a and the second cable 19b through which the
diagnostic signal is propagated, it is possible to take
measures against the noise. Therefore, the print head
control circuit 15 can accurately propagate the first diag-
nostic signal DIG1, the second diagnostic signal DIG2,
the third diagnostic signal DIG3, the fourth diagnostic sig-
nal DIG4, and the fifth diagnostic signal DIG5 to the print
head 21. Therefore, the possibility that the self-diagnosis
function of the print head 21 does not normally operate
can be reduced.

[0190] In addition, in the print head control circuit 15
provided in the liquid discharge apparatus 1 according
to the present embodiment, the second wiring group 82
including the wiring through which the first diagnostic sig-
nal DIG1, the second diagnostic signal DIG2, and the
third diagnostic signal DIG3 are propagated is provided
between the first wiring group 81 and the third wiring
group 83 including a plurality of wiring through which the
drive signals COMA and COMB are propagated. In ad-
dition, similarly, in the liquid discharge apparatus 1, the
second wiring contact group 92 in which the second wir-
ing group 82 including the wiring through which the first
diagnostic signal DIG1, the second diagnostic signal
DIG2, and the third diagnostic signal DIG3 are propagat-
ed is electrical contact with the print head 21 is provided
between the first wiring contact group 91 in which the
first wiring group 81 including the plurality of wiring
through which the drive signals COMA and COMB are
propagated is electrical contact with the print head 21,
and the third wiring contact group 93 in which the third
wiring group 83 including the plurality of wiring through
which the drive signals COMA and COMB are propagat-
ed is in electrical contact with the print head 21. As a
result, the possibility that the disturbance noise is super-
imposed on the second wiring group 82 is reduced.
[0191] In addition, the fifth wiring group 85 including
the wiring through which the fourth diagnostic signal
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DIG4 and the fifth diagnostic signal DIG5 are propagated
is provided between the fourth wiring group 84 and the
sixth wiring group 86 including the plurality of wiring
through which the plurality of drive signals COM are prop-
agated. Similarly, the fifth wiring contact group 95 in
which the fifth wiring group 85 including the wiring through
which the fourth diagnostic signal DIG4 and the fifth di-
agnostic signal DIG5 are propagated is in electrical con-
tact with the print head 21 is provided between the fourth
wiring contact group 94 in which the fourth wiring group
84 including the plurality of wiring through which the plu-
rality of drive signals COM are propagated is in electrical
contact with the print head 21 and the sixth wiring contact
group 96 in which the sixth wiring group 86 including the
plurality of wiring through which the plurality of drive sig-
nals COM are propagated in electrical contact with the
print head 21. As a result, the possibility that the distur-
bance noise is superimposed on the fifth wiring group 85
can be reduced.

[0192] As described above, it is possible to reduce the
possibility that the disturbance noise is superimposed on
the second wiring group 82 for propagating the first di-
agnostic signal DIG1, the second diagnostic signal DIG2,
and the third diagnostic signal DIG3, and the fifth wiring
group 85 propagating the fourth diagnostic signal DIG4
and the fifth diagnostic signal DIG5. It is possible to re-
duce the possibility that the disturbance noise is super-
imposed on the second wiring contact group 92 for sup-
plying the first diagnostic signal DIG1, the second diag-
nostic signal DIG2 and the third diagnostic signal DIG3
to the print head 21, and the fifth wiring contact group 95
for supplying the fourth diagnostic signal DIG4 and the
fifth diagnostic signal DIG5 to the print head 21. There-
fore, it is possible to accurately propagate the first diag-
nostic signal DIG1, the second diagnostic signal DIG2,
the third diagnostic signal DIG3, the fourth diagnostic sig-
nal DIG4, and the fifth diagnostic signal DIG5 to print
head 21. Therefore, it is possible to reduce the possibility
that the self-diagnosis function of the print head 21 does
not normally operate.

Claims

1. A print head control circuit (15) configured to control
an operation of a print head (21) having a function
of performing self-diagnosis in accordance with sig-
nals (DIG1, DIG2, DIG3, DIG4, DIG5) input from a
first coupling point (353-21), a second coupling point
(353-17), a third coupling point (353-14), a fourth
coupling point (363-10), and a fifth coupling point
(363-16), the print head control circuit (15) compris-
ing:

a first cable (19a) including a first drive signal
wiring group (81), a second drive signal wiring
group (83), and a first diagnostic signal wiring
group (82);
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a second cable (19b) including a third drive sig-
nal wiring group (84), a fourth drive signal wiring
group (86), and a second diagnostic signal wir-
ing group (85);

a diagnostic signal output circuit (100) config-
ured to output a first diagnostic signal (DIG1), a
second diagnostic signal (DIG2), a third diag-
nostic signal (DIG3), and a fourth diagnostic sig-
nal (DIG4); and

a drive signal output circuit (50) configured to
output a first drive signal and a second drive
signal that cause the printhead (21) to discharge
liquid, wherein

the first diagnostic signal wiring group (82) in-
cludes first diagnostic signal propagation wiring
(197a-21) configured to propagate the first di-
agnostic signal (DIG1) input to the first coupling
point (353-21), second diagnostic signal propa-
gation wiring (197a-17) configured to propagate
the second diagnostic signal (DIG2) input to the
second coupling point (353-17), and third diag-
nostic signal propagation wiring (197a-14) con-
figured to propagate the third diagnostic signal
(DIG3) input to the third coupling point (353-14),
the second diagnostic signal wiring group (85)
includes fourth diagnostic signal propagation
wiring (197b-10) configured to propagate the
fourth diagnostic signal (DIG4) input to the fourth
coupling point (363-10), and fifth diagnostic sig-
nal propagation wiring (197b-16) configured to
propagate a fifth diagnostic signal (DIG5) input
to the fifth coupling point (363-16),

the first drive signal wiring group (81) is config-
ured to propagate at least one of the first drive
signal and the second drive signal,

the second drive signal wiring group (83) is con-
figured to propagate at least one of the first drive
signal and the second drive signal,

the third drive signal wiring group (84) is config-
ured to propagate at least one of the first drive
signal and the second drive signal,

the fourth drive signal wiring group (86) is con-
figured to propagate at least one of the first drive
signal and the second drive signal,

in the first cable (19a), the first diagnostic signal
wiring group (82) is provided between the first
drive signal wiring group (81) and the second
drive signal wiring group (83),

in the second cable (19b), the second diagnostic
signal wiring group (85) is provided between the
third drive signal wiring group (84) and the fourth
drive signal wiring group (86); and

the first diagnostic signal propagation wiring al-
so serves as wiring that is configured to propa-
gate a signal defining a discharge timing

2. The print head control circuit according to claim 1,
wherein
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the first drive signal is a signal that causes the
print head to discharge a first amount of liquid,
the second drive signal is a signal that causes
the print head to discharge an amount of liquid
different from the first amount,

the first drive signal wiring group includes first
drive signal propagation wiring that propagates
the first drive signal, and

the second drive signal wiring group includes
second drive signal propagation wiring that
propagates the second drive signal.

The print head control circuit according to claim 1,
wherein

the second diagnostic signal propagation wiring also
serves as wiring that propagates a signal defining a
waveform switching timing of at least one of the first
drive signal and the second drive signal.

The print head control circuit according to claim 1,
wherein

the third diagnostic signal propagation wiring also
serves as wiring that propagates a signal defining
selection of waveforms of the first drive signal and
the second drive signal.

The print head control circuit according to claim 4,
wherein

the print head includes a nozzle from which a
black liquid is discharged, and

the first drive signal and the second drive signal
are signals that cause the nozzle to discharge
the black liquid.

The print head control circuit according to claim 1,
wherein

the fourth diagnostic signal propagation wiring also
serves as wiring that propagates a clock signal.

The print head control circuit according to claim 1,
wherein

the fifth diagnostic signal propagation wiring also
serves as wiring that propagates a signal indicating
presence or absence of temperature abnormality of
the print head.

The print head control circuit according to claim 1,
wherein

the first diagnostic signal wiring group (82) in-
cludes first ground signal propagation wiring
(197a-22) and second ground signal propaga-
tion wiring (197a-7) that propagate a signal of
ground potential (GND),

the first ground signal propagation wiring (197a-
22) is provided between the first diagnostic sig-
nal propagation wiring (82), second diagnostic
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signal propagation wiring (85), and third diag-
nostic signal propagation wiring (197a-14), and
the first drive signal wiring group (81), and

the second ground signal propagation wiring
(197a-7) is provided between the first diagnostic
signal propagation wiring (82), second diagnos-
tic signal propagation wiring (85), and third di-
agnostic signal propagation wiring (197a-14),
and the second drive signal wiring group (83).

9. The print head control circuit according to claim 1,

wherein

the second diagnostic signal wiring group in-
cludes third ground signal propagation wiring
and fourth ground signal propagation wiring that
propagate a signal of ground potential,

the third ground signal propagation wiring is pro-
vided between the fourth diagnostic signal prop-
agation wiring and fifth diagnostic signal propa-
gation wiring, and the third drive signal wiring
group, and

the fourth ground signal propagation wiring is
provided between the fourth diagnostic signal
propagation wiring and fifth diagnostic signal
propagation wiring, and the fourth drive signal
wiring group.

10. The print head control circuit according to claim 1,

wherein

the first diagnostic signal wiring group includes
fifth ground signal propagation wiring and sixth
ground signal propagation wiring that propagate
a signal of ground potential,

the second diagnostic signal propagation wiring
is provided between the first diagnostic signal
propagation wiring and the third diagnostic sig-
nal propagation wiring,

the fifth ground signal propagation wiring is pro-
vided between the first diagnostic signal propa-
gation wiring and the second diagnostic signal
propagation wiring, and

the sixth ground signal propagation wiring is pro-
vided between the second diagnostic signal
propagation wiring and the third diagnostic sig-
nal propagation wiring.

11. The print head control circuit according to claim 1,

wherein

the second diagnostic signal wiring group in-
cludes seventh ground signal propagation wir-
ing that propagates a signal of ground potential,
and

the seventh ground signal propagation wiring is
provided between the fourth diagnostic signal
propagation wiring and the fifth diagnostic signal
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propagation wiring.

Patentanspriiche

1.

Druckkopfsteuerschaltung (15), die konfiguriert ist,
einen Betrieb eines Druckkopfs (21) mit einer Funk-
tion zum Durchfiihren einer Selbstdiagnose in Uber-
einstimmung mit Signalen (DIG1, DIG2, DIG3, DIG4,
DIGS5) zu steuern, die von einem ersten Kopplungs-
punkt (353-21) einem zweiten Kopplungspunkt
(353-17), einem dritten Kopplungspunkt (353-14),
einem vierten Kopplungspunkt (363-10) und einem
funften Kopplungspunkt (363-16) eingegeben wer-
den, wobei die Druckkopfsteuerschaltung (15) um-
fasst:

ein erstes Kabel (19a), das eine erste Ansteu-
ersignalverdrahtungsgruppe (81), eine zweite
Ansteuersignalverdrahtungsgruppe (83) und ei-
ne erste Diagnosesignalverdrahtungsgruppe
(82) enthalt;

ein zweites Kabel (19b), das eine dritte Ansteu-
ersignalverdrahtungsgruppe (84), eine vierte
Ansteuersignalverdrahtungsgruppe (86) und ei-
ne zweite Diagnosesignalverdrahtungsgruppe
(85) enthalt;

eine Diagnosesignalausgabeschaltung (100),
die konfiguriert ist, ein erstes Diagnosesignal
(DIG1), ein zweites Diagnosesignal (DIG2), ein
drittes Diagnosesignal (DIG3)und ein viertes Di-
agnosesignal (DIG4) auszugeben; und

eine Ansteuersignalausgabeschaltung (50), die
konfiguriert ist, ein erstes Ansteuersignal und
ein zweites Ansteuersignalauszugeben, die den
Druckkopf (21) veranlassen, Flissigkeit abzu-
geben, wobei

die erste Diagnosesignalverdrahtungsgruppe
(82) eine erste Diagnosesignalausbreitungsver-
drahtung (197a-21), die konfiguriert ist, das ers-
te Diagnosesignal (DIG1) auszubreiten, das in
den ersten Kopplungspunkt (353-21) eingege-
ben wird, eine zweite Diagnosesignalausbrei-
tungsverdrahtung (197a-17), die konfiguriert ist,
das zweite Diagnosesignal (DIG2) auszubrei-
ten, das in den zweiten Kopplungspunkt
(353-17) eingegeben wird, und eine dritte
Diagnosesignalausbreitungsverdrahtung
(197a-14), die konfiguriertist, das dritte Diagno-
sesignal (DIG3) auszubreiten, das in den dritten
Kopplungspunkt (353-14) eingegeben wird, ent-
halt,

die zweite Diagnosesignalverdrahtungsgruppe
(85) eine vierte Diagnosesignalausbreitungs-
verdrahtung (197b-10), die konfiguriert ist, das
vierte Diagnosesignal (DIG4) auszubreiten, das
in den vierten Kopplungspunkt (363-10) einge-
geben wird, und eine fliinfte Diagnosesignalaus-
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breitungsverdrahtung (197b-16), die konfigu-
riert ist, ein funftes Diagnosesignal (DIG5) aus-
zubreiten, das in den fiinften Kopplungspunkt
(363-16) eingegeben wird, enthalt,

die erste Ansteuersignalverdrahtungsgruppe
(81) konfiguriert ist, mindestens eines des ers-
ten Ansteuersignals und des zweiten Ansteuer-
signals auszubreiten,

die zweite Ansteuersignalverdrahtungsgruppe
(83) konfiguriert ist, mindestens eines des ers-
ten Ansteuersignals und des zweiten Ansteuer-
signals auszubreiten,

die dritte Ansteuersignalverdrahtungsgruppe
(84) konfiguriert ist, mindestens eines des ers-
ten Ansteuersignals und des zweiten Ansteuer-
signals auszubreiten,

die vierte Ansteuersignalverdrahtungsgruppe
(86) konfiguriert ist, mindestens eines des ers-
ten Ansteuersignals und des zweiten Ansteuer-
signals auszubreiten,

in dem ersten Kabel (19a) die erste Diagnose-
signalverdrahtungsgruppe (82) zwischen der
ersten Ansteuersignalverdrahtungsgruppe (81)
und der zweiten Ansteuersignalverdrahtungs-
gruppe (83) vorgesehen ist,

in dem zweiten Kabel (19b) die zweite Diagno-
sesignalverdrahtungsgruppe (85) zwischen der
dritten Ansteuersignalverdrahtungsgruppe (84)
und der vierten Ansteuersignalverdrahtungs-
gruppe (86) vorgesehen ist; und

die erste Diagnosesignalausbreitungsverdrah-
tung auch als Verdrahtung dient, die konfiguriert
ist, ein Signal, das einen Abgabezeitpunkt defi-
niert, auszubreiten.

2. Druckkopfsteuerschaltung nach Anspruch 1, wobei

das erste Ansteuersignal ein Signal ist, das den
Druckkopf veranlasst, eine erste Flissigkeits-
menge abzugeben,

das zweite Ansteuersignal ein Signal ist, das
den Druckkopf veranlasst, eine Flissigkeits-
menge abzugeben, die sich von der ersten Men-
ge unterscheidet,

die erste Ansteuersignalverdrahtungsgruppe
erste Ansteuersignalausbreitungsverdrahtung
enthalt, die das erste Ansteuersignal ausbreitet,
und

die zweite Ansteuersignalverdrahtungsgruppe
zweite Ansteuersignalausbreitungsverdrahtung
enthalt, die das zweite Ansteuersignal ausbrei-
tet.

Druckkopfsteuerschaltung nach Anspruch 1, wobei
die zweite Diagnosesignalausbreitungsverdrahtung
auchals Verdrahtung dient, die ein Signal ausbreitet,
das einen Wellenformumschaltzeitpunkt von min-
destens einem des ersten Ansteuersignals und des
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zweiten Ansteuersignals definiert.

Druckkopfsteuerschaltung nach Anspruch 1, wobei
die dritte Diagnosesignalausbreitungsverdrahtung
auch als Verdrahtung dient, die ein Signal ausbreitet,
das eine Auswahl von Wellenformen des ersten An-
steuersignals und des zweiten Ansteuersignals de-
finiert.

Druckkopfsteuerschaltung nach Anspruch 4, wobei

der Druckkopf eine Dise enthalt, aus der eine
schwarze Flissigkeit abgegeben wird, und
das erste Ansteuersignal und das zweite An-
steuersignal Signale sind, die die Dise veran-
lassen, die schwarze Flussigkeit abzugeben.

Druckkopfsteuerschaltung nach Anspruch 1, wobei
die vierte Diagnosesignalausbreitungsverdrahtung
auch als Verdrahtung dient, die ein Taktsignal aus-
breitet.

Druckkopfsteuerschaltung nach Anspruch 1, wobei
die funfte Diagnosesignalausbreitungsverdrahtung
auch als Verdrahtung dient, die ein Signal ausbreitet,
das Vorhandensein oder Fehlen einer Temperatu-
ranomalie des Druckkopfs anzeigt.

Druckkopfsteuerschaltung nach Anspruch 1, wobei

die erste Diagnosesignalverdrahtungsgruppe
(82) erste Massesignalausbreitungsverdrah-
tung (197a-22) und zweite Massesignalausbrei-
tungsverdrahtung (197a-7) enthalt, die ein Sig-
nal eines Massepotentials (GND) ausbreiten,
die erste Massesignalausbreitungsverdrahtung
(197a-22) zwischen der ersten Diagnosesig-
nalausbreitungsverdrahtung  (82), zweiten
Diagnosesignalausbreitungsverdrahtung (85)
und dritten Diagnosesignalausbreitungsver-
drahtung (197a-14) und der ersten Ansteuersi-
gnalverdrahtungsgruppe (81) vorgesehen ist,
und

die zweite Massesignalausbreitungsverdrah-
tung (197a-7) zwischen der ersten Diagnosesi-
gnalausbreitungsverdrahtung (82), zweiten
Diagnosesignalausbreitungsverdrahtung (85)
und dritten Diagnosesignalausbreitungsver-
drahtung (197a-14) und der zweiten Ansteuer-
signalverdrahtungsgruppe (83) vorgesehen ist.

9. Druckkopfsteuerschaltung nach Anspruch 1, wobei

die zweite Diagnosesignalverdrahtungsgruppe
dritte Massesignalausbreitungsverdrahtung
und vierte Massesignalausbreitungsverdrah-
tung enthalt, die ein Signal von Massepotential
ausbreiten,
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die dritte Massesignalausbreitungsverdrahtung
zwischen der vierten Diagnosesignalausbrei-
tungsverdrahtung und flinften Diagnosesig-
nalausbreitungsverdrahtung und der dritten An-
steuersignalverdrahtungsgruppe vorgesehen
ist, und

die vierte Massesignalausbreitungsverdrah-
tung zwischen der vierten Diagnosesignalaus-
breitungsverdrahtung und fiinften Diagnosesig-
nalausbreitungsverdrahtung und der vierten An-
steuersignalverdrahtungsgruppe vorgesehen
ist.

10. Druckkopfsteuerschaltung nach Anspruch 1, wobei

die erste Diagnosesignalverdrahtungsgruppe
funfte = Massesignalausbreitungsverdrahtung
und sechste Massesignalausbreitungsverdrah-
tung enthalt, die ein Signal von Massepotential
ausbreiten,

die zweite Diagnosesignalausbreitungsver-
drahtung zwischen der ersten Diagnosesig-
nalausbreitungsverdrahtung und der dritten
Diagnosesignalausbreitungsverdrahtung vor-
gesehen ist,

die flnfte Massesignalausbreitungsverdrah-
tung zwischen der ersten Diagnosesignalaus-
breitungsverdrahtung und der zweiten Diagno-
sesignalausbreitungsverdrahtung vorgesehen
ist, und

die sechste Massesignalausbreitungsverdrah-
tung zwischen der zweiten Diagnosesignalaus-
breitungsverdrahtung und der dritten Diagnose-
signalausbreitungsverdrahtung vorgesehen ist.

11. Druckkopfsteuerschaltung nach Anspruch 1, wobei

die zweite Diagnosesignalverdrahtungsgruppe
siebente Massesignalausbreitungsverdrahtung
enthalt, die ein Signal von Massepotential aus-
breitet, und

die siebente Massesignalausbreitungsverdrah-
tung zwischen der vierten Diagnosesignalaus-
breitungsverdrahtung und der fiinften Diagno-
sesignalausbreitungsverdrahtung vorgesehen
ist.

Revendications

Circuit de commande de téte d’'impression (15) con-
figuré pour commander une opération d'une téte
d’impression (21) comportant une fonction d’exécu-
tion d’autodiagnostic en fonction de signaux (DIG1,
DIG2, DIG3, DIG4, DIG5) fournis a partir d’'un pre-
mier point de couplage (353-21), d’'un deuxiéme
point de couplage (353-17), d’un troisiéme point de
couplage (353-14), d’'un quatrieme point de coupla-
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le deuxieme groupe de conducteurs de signal
d’entrainement (83) est configuré pour propager
'un au moins parmi le premier signal d’entrai-
nement et le deuxieme signal d’entrainement,

29

ge (363-10), et d’'un cinquieme point de couplage le troisieme groupe de conducteurs de signal
(363-16), le circuit de commande de téte d’impres- d’entrainement (84 ) est configuré pour propager
sion (15) comprenant : I'un au moins parmi le premier signal d’entrai-
nement et le deuxieme signal d’entrainement,
un premier cable (19a) incluantun premier grou- 5 le quatrieme groupe de conducteurs de signal
pe de conducteurs de signal d’entrainement d’entrainement (86) est configuré pour propager
(81), un deuxieme groupe de conducteurs de I'un au moins parmi le premier signal d’entrai-
signal d’entrainement (83), etun premier groupe nement et le deuxieme signal d’entrainement,
de conducteurs de signal de diagnostic (82) ; dans le premier cable (19a), le premier groupe
un deuxiéme cable (19b) incluant un troisieme 10 de conducteurs de signal de diagnostic (82) est
groupe de conducteurs de signal d’entraine- disposé entre le premier groupe de conducteurs
ment (84), un quatrieme groupe de conducteurs de signal d’entrainement (81) et le deuxieme
de signal d’entrainement (86), et un deuxieme groupe de conducteurs de signal d’entraine-
groupe de conducteurs de signal de diagnostic ment (83),
(85) ; 15 dans le deuxiéme cable (19b), le deuxieme
un circuit d’émission de signal de diagnostic groupe de conducteurs de signal de diagnostic
(100) configuré pour émettre un premier signal (85) est disposé entre le troisieme groupe de
de diagnostic (DIG1), un deuxiéme signal de conducteurs de signal d’entrainement (84) et le
diagnostic (DIG2), un troisieme signal de dia- quatrieme groupe de conducteurs de signal
gnostic (DIG3), et un quatriéme signal de dia- 20 d’entrainement (86) ; et
gnostic (DIG4) ; et le premier conducteur de propagation de signal
un circuit d’émission de signal d’entrainement de diagnostic sert également de conducteur
(50) configuré pour émettre un premier signal configuré pour propager un signal définissant
d’entrainement et un deuxiéme signal d’entrai- un temps de décharge.
nement amenant la téte d’impression (21) adé- 25
charger du liquide, dans lequel le premier grou- 2. Circuit de commande de téte d’'impression selon la
pe de conducteurs de signal de diagnostic (82) revendication 1, dans lequel
inclut un premier conducteur de propagation de
signal de diagnostic (197a-21) configuré pour le premier signal d’entrainement est un signal
propager le premier signal de diagnostic (DIG1) 30 amenant la téte d’'impression a décharger une
fourni au premier point de couplage (353-21), premiére quantité de liquide,
un deuxiéme conducteur de propagation de si- le deuxieme signal d’entrainement est un signal
gnal de diagnostic (197a-17) configuré pour pro- amenant la téte d’'impression a décharger une
pager le deuxiéme signal de diagnostic (DIG2) quantité de liquide différente de la premiere
fourni au deuxiéme point de couplage (353-17), 35 quantite,
et un troisieme conducteur de propagation de le premier groupe de conducteurs de signal
signal de diagnostic (197a-14) configuré pour d’entrainement inclut un premier conducteur de
propager le troisieme signal de diagnostic propagation de signal d’entrainement propa-
(DIG3) fourni au troisieme point de couplage geant le premier signal d’entrainement, et
(353-14), 40 le deuxieme groupe de conducteurs de signal
le deuxieme groupe de conducteurs de signal d’entrainement inclut un deuxiéme conducteur
de diagnostic (85) inclut un quatrieme conduc- de propagation de signal d’entrainement propa-
teur de propagation de signal de diagnostic geant le deuxieme signal d’entrainement.
(197b-10) configuré pour propager le quatriéme
signal de diagnostic (DIG4) fourni au quatrieme 45 3. Circuit de commande de téte d'impression selon la
point de couplage (363-10), et un cinquiéme revendication 1, dans lequel
conducteur de propagation de signal de dia- le deuxieme conducteur de propagation de signal de
gnostic (197b-16) configuré pour propager un diagnostic sert également de conducteur chargé de
cinquiéme signal de diagnostic (DIG5) fourni au propager un signal définissant un temps de commu-
cinquiéme point de couplage (363-16), 50 tation de forme d’onde de I'un au moins parmi le
le premier groupe de conducteurs de signal premier signal d’entrainement et le deuxiéme signal
d’entrainement (81) est configuré pour propager d’entrainement.
'un au moins parmi le premier signal d’entrai-
nement et le deuxieme signal d’entrainement, 4. Circuit de commande de téte d’'impression selon la
55 revendication 1, dans lequel

le troisieme conducteur de propagation de signal de
diagnostic sert également de conducteur chargé de
propager un signal définissant une sélection de for-
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mes d’onde du premier signal d’entrainement et du
deuxiéme signal d’entrainement.

Circuit de commande de téte d’'impression selon la
revendication 4, dans lequel

la téte d’'impression inclut une buse a partir de
laquelle un liquide noir est déchargé, et
le premier signal d’entrainement et le deuxiéme
signal d’entrainement sont des signaux ame-
nant la buse a décharger le liquide noir.

Circuit de commande de téte d'impression selon la
revendication 1, dans lequel

le quatrieme conducteur de propagation de signal
de diagnostic sert également de conducteur chargé
de propager un signal d’horloge.

Circuit de commande de téte d’'impression selon la
revendication 1, dans lequel

le cinquiéme conducteur de propagation de signal
de diagnostic sert également de conducteur chargé
de propager un signal indiquant la présence ou I'ab-
sence d’une anomalie de température de latéte d’im-
pression.

Circuit de commande de téte d’'impression selon la
revendication 1, dans lequel

le premier groupe de conducteurs de signal de
diagnostic (82) inclut un premier conducteur de
propagation de signal de masse (197a-22) et un
deuxiéme conducteur de propagation de signal
de masse (197a-7) propageant un signal de po-
tentiel de masse (GND),

le premier conducteur de propagation de signal
demasse (197a-22) estdisposé entre le premier
conducteur de propagation de signal de dia-
gnostic (82), le deuxieme conducteur de propa-
gation de signal de diagnostic (85), et le troisie-
me conducteur de propagation de signal de dia-
gnostic (197a-14), et le premier groupe de con-
ducteurs de signal d’entrainement (81), et

le deuxiéme conducteur de propagation de si-
gnal de masse (197a-7) est disposé entre le pre-
mier conducteur de propagation de signal de
diagnostic (82), le deuxieme conducteur de pro-
pagation de signal de diagnostic (85), et le troi-
sieme conducteur de propagation de signal de
diagnostic (197a-14), et le deuxiéme groupe de
conducteurs de signal d’entrainement (83).

9. Circuit de commande de téte d’impression selon la

revendication 1, dans lequel

le deuxieme groupe de conducteurs de signal
de diagnostic inclut un troisieme conducteur de
propagation de signal de masse et un quatriéme
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conducteur de propagation de signal de masse,
lesquels propagent un signal de potentiel de
masse,

le troisieme conducteur de propagation de si-
gnal de masse est disposé entre le quatrieme
conducteur de propagation de signal de dia-
gnostic et le cinquieme conducteur de propaga-
tion de signal de diagnostic, et le troisi€me grou-
pe de conducteurs de signal d’entrainement, et
le quatriéeme conducteur de propagation de si-
gnal de masse est disposé entre le quatrieme
conducteur de propagation de signal de dia-
gnostic et le cinquieme conducteur de propaga-
tion de signal de diagnostic, et le quatrieme
groupe de conducteurs de signal d’entraine-
ment.

10. Circuit de commande de téte d’'impression selon la

revendication 1, dans lequel

le premier groupe de conducteurs de signal de
diagnostic inclut un cinquieme conducteur de
propagation de signal de masse et un sixiéme
conducteur de propagation de signal de masse,
lesquels propagent un signal de potentiel de
masse,

le deuxieme conducteur de propagation de si-
gnal de diagnostic est disposé entre le premier
conducteur de propagation de signal de dia-
gnostic et le troisieme conducteur de propaga-
tion de signal de diagnostic,

le cinquiéme conducteur de propagation de si-
gnal de masse est disposé entre le premier con-
ducteur de propagation de signal de diagnostic
et le deuxiéme conducteur de propagation de
signal de diagnostic, et

le sixieme conducteur de propagation de signal
de masse est disposé entre le deuxieéme con-
ducteur de propagation de signal de diagnostic
et le troisieme conducteur de propagation de si-
gnal de diagnostic.

11. Circuit de commande de téte d’'impression selon la

revendication 1, dans lequel

le deuxieme groupe de conducteurs de signal
de diagnostic inclut un septieme conducteur de
propagation de signal de masse chargé de pro-
pager un signal de potentiel de masse, et

le septieme conducteur de propagation de si-
gnal de masse est disposé entre le quatrieme
conducteur de propagation de signal de dia-
gnostic et le cinquieme conducteur de propaga-
tion de signal de diagnostic.
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197b-6 i [i 180b-6 COMBS6
05— i 19767t 180b-7 GND
g5 ©197b-8 || 180b-8 SI-4
- 197b-9 i[f 180b-9 GND
. 1970-10 ||| 180b-10 SCK AND DIG4
. 197b-11 {1 180b-11 GND
197b-12 | [:i 180b-12 NCHG
© 197b-13 {[i 180p-13 VDD
| 1970-14 ] 180b-14 GND
. 197b-15 |ii 180b-15 GND
197b-16 ||l 180b-16 XHOT AND DIG5
197b-17 | [:i 180b-17 SI-5
1970-18 | |:i 180b-18 GND
. 1976-19 || 180b-19 GND
. 1970-20 {|i 180b-20 GND
©197b-21 {|i 180b-21 SI-6
©1970-22 |1 180b-22 GND
| 1970-23 {[: 180b-23 VDD?
94— 19720 (T 180624 CGND§
P 197b-25 | |i 180b-25 COMAG
1970-26 [ii 180b-26 CGND5
197b-27 | [ 180b-27 COMBS
1976-28 || 180b-28 CGND4
1976-29 | [\ 180b-29 COMA4

_________________
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