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Description
TECHNICAL FIELD

[0001] Implementations of the present specification
relate to the field of blockchain data processing technol-
ogies, and in particular, to a key data processing method
and apparatus, and a server.

BACKGROUND

[0002] A blockchain is a distributed database. It is a
chained data structure obtained by combining data
blocks in chronological order. Cryptology method is used
to ensure that data cannot be tampered with or forged.
Because the blockchain can effectively ensure data
authenticity, it is applied in more fields.

[0003] Generally, the data in the blockchain is signed
and verified by using an asymmetric encryption method.
A transaction initiator in the blockchain can sign a trans-
action by using a private key, and a miner (a computing
node) can verify the transaction by using a public key of
the initiator. If verification on the transaction succeeds, it
can indicate that funds used for the transaction belong to
a normal asset owner, and information about the trans-
action is placed in a new block of the blockchain. In an
asset transaction process of the blockchain, a private key
is usually owned by a single party, forexample, storedina
person’s mobile phone or computer. Therefore, it can be
considered that ownership and control rights of the as-
sets belong to the party owning the private key. However,
some assets in reality are shared by a plurality of per-
sons, for example, real estate jointly owned by a couple,
or a joint venture investment. When assets need to be
shared by a plurality of parties, the parties need to share
the same private key. By using the private key, each
sharing party can control and trade the assets, and
can transfer the assets in the absence of the other
people’s knowledge. Consequently, there is a relatively
high transaction risk. Therefore, a securer and more
reliable method for ensuring security of shared assets
in the blockchain is urgently needed.

[0004] US 2016/212109 A1 describes a method per-
formed by a key processor of a computer. The method
includes obtaining a security key associated with the
data, dividing the security key into key fragments, and
distributing different ones of the key fragments to different
proxy storage devices. Key fragments are received from
the proxy storage devices, areconstructed security key is
generated based on the key fragments received from the
proxy storage devices, and programmatic access the
data is controlled based on the reconstructed security
key.

Zhou et al., "Distributed Bitcoin Account Management,"”
2016 IEEE TRUSTCOM/BIGDATASE/ISPA, 23 August
2016, pages 105-112, describe a distributed bitcoin ac-
count management framework that realizes joint man-
agement of bitcoin accounts applied especially to enter-
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prises and companies. The framework incorporates se-
cret sharing and attribute-based encryption schemes
compatible with existing bitcoin protocols. Each bitcoin
account achieves fine-grained management of partici-
pants and prevents the private key from being unexpect-
edly recovered.

US 2014/310516 A1 describes methods for distributing
trust among certificate authorities, which may be used to
secure data in motion. In one method, a secure data
parser is used to distribute trust in a set of certificate
authorities during an initial negotiation, e.g., the key
establishment phase, of a connection between two de-
vices. In another method, the secure data parser is used
to disperse packets of data into shares. A set of tunnels is
established within a communication channel using a set
of certificate authorities, keys developed during the es-
tablishment of the tunnels are used to encrypt shares of
data for each of the tunnels, and the shares of data are
transmitted through each of the tunnels. Accordingly,
trust is distributed among a set of certificate authorities
in the structure of the communication channel itself.

SUMMARY

[0005] The invention is defined by the appended
claims. Implementations of the present specification
are intended to provide a key data processing method
and apparatus, and a server. As such, the same number
of child keys based on the number of asset sharing
parties can be automatically generated, and an original
key can be restored by using the child keys during a
transaction, effectively ensuring security of asset sharing
in a blockchain.

[0006] The key data processing method and appara-
tus, and the server provided in the implementations of the
present specification are implemented in the following
ways:

[0007] Akey data processing method includes: obtain-
ing an original key of a shared object in a blockchain, and
determining the number of parties sharing the original
key; and processing the original key by using a prede-
termined algorithm, to generate the same number of child
keys as that of parties sharing the original key, where the
child keys are used to restore the original key when the
same number of child keys are obtained.

[0008] A key data processing apparatus includes: an
original key information acquisition module, configured to
obtain an original key of a shared object in a blockchain,
and determine the number of parties sharing the original
key; and a child key generation module, configured to
process the original key by using a predetermined algo-
rithm, to generate the same number of child keys as that
of parties sharing the original key, where the child keys
are used to restore the original key when the same
number of child keys are obtained.

[0009] A key data processing apparatus, including a
processor and a memory configured to store an instruc-
tion that can be executed by the processor, where when
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executing the instruction, the processor implements the
following operations: obtaining an original key of a shared
object in a blockchain, and determining the number of
parties sharing the original key; and processing the ori-
ginal key by using a predetermined algorithm, to gener-
ate the same number of child keys as that of parties
sharing the original key, where the child keys are used
to restore the original key when the same number of child
keys are obtained.

[0010] A server,including at least one processorand a
memory configured to store an instruction that can be
executed by the processor, where when executing the
instruction, the processor implements the following op-
erations: obtaining an original key of a shared objectin a
blockchain, and determining the number of parties shar-
ing the original key; and processing the original key by
using a predetermined algorithm, to generate the same
number of child keys as that of parties sharing the original
key, where the child keys are used to restore the original
key when the same number of child keys are obtained.
[0011] According to the key data processing method
and apparatus, and the server provided in the one or
more implementations of the present specification, the
original key can be split into the plurality of child keys
based on the number of parties sharing the original key of
the shared object, such as assets or data, and the gen-
erated child keys can be displayed to the corresponding
asset sharing parties. When the shared object needs to
be operated, each asset sharing party can provide a child
key. Then the original key can be restored by using the
child keys, and corresponding operations such as signing
and asset transactions can be performed. As such, in the
implementations of the present specification, when as-
setsin the blockchain are shared by a plurality of persons,
any person can be effectively prevented from operating
the assets in the absence of the other people’s knowl-
edge, so as to ensure security of a shared asset transac-
tion in the blockchain.

BRIEF DESCRIPTION OF DRAWINGS

[0012] To describe the technical solutions in the im-
plementations of the present specification or in the ex-
isting technology more clearly, the following briefly intro-
duces the accompanying drawings for describing the
implementations or the existing technology. Apparently,
the accompanying drawings in the following description
merely show some implementations of the present spe-
cification, and a person of ordinary skill in the art can still
derive other drawings from these accompanying draw-
ings without creative efforts.

FIG 1 is a flow diagram illustrating an example meth-
od for key data processing, according to the present
specification.

FIG 2 is a flow diagram illustrating an example-
method, according to another implementation of
the present specification.

10

15

20

25

30

35

40

45

50

55

FIG 3 is a flow diagram illustrating a process of
generating a child key, according to an implementa-
tion of the present specification.

FIG 4 is a flow diagram illustrating an example-
method, according to another implementation of
the present specification.

FIG 5 is a schematic diagram illustrating another
process of generating a child key based on a pre-
determined algorithm, according to the present spe-
cification.

FIG 6 is a schematic structural diagram illustrating a
module of a key data processing apparatus, accord-
ing to an implementation of the present specification.
FIG 7 is a schematic structural diagram illustrating a
module of a key data processing apparatus, accord-
ing to another implementation of the present speci-
fication.

FIG 8 is a schematic structural diagram illustrating a
child key generation module in the apparatus, ac-
cording to an implementation of the present specifi-
cation.

FIG 9 is a schematic structural diagram illustrating a
key data processing apparatus, according to another
implementation of the present specification.

FIG 10is a schematic structural diagramillustrating a
child key generation module in the apparatus, ac-
cording to another implementation of the present
specification.

FIG 11 is a schematic structural diagramiillustrating a
module using a wallet application, according to an
implementation of the present specification.

FIG 12is a schematic structural diagramillustrating a
server for implementing a method or apparatus,
according to an implementation of the present spe-
cification.

FIG 13 is a flowchart illustrating an example of a
computer-implemented method for managing
shared ownership in a block chain network, accord-
ing to an implementation of the present disclosure.

DESCRIPTION OF IMPLEMENTATIONS

[0013] To make a person skilled in the art understand
the technical solutions in the present specification better,
the following clearly and comprehensively describes the
technical solutions in one or more implementations of the
present specification with reference to the accompanying
drawings in the one or more implementations of the
present specification. Apparently, the described imple-
mentations are merely some but not all of the implemen-
tations of the present specification. All otherimplementa-
tions obtained by a person of ordinary skill in the art based
on the one or more implementations of the present spe-
cification without creative efforts shall fall within the pro-
tection scope of the implementations of the present spe-
cification.

[0014] Although the present specification provides a
method operation step or an apparatus structure shown
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in the following implementations or the accompanying
drawings, the method or apparatus can include more or
fewer operation steps or module units based on conven-
tional or non-creative efforts in the method or apparatus.
In a step or structure that a necessary cause and effect
relationship does not logically exist, a sequence of ex-
ecuting these steps or a module structure of the appa-
ratus is not limited to an execution sequence or a module
structure shown in the implementations or the accom-
panying drawings of the present specification. In an
actual apparatus, server, or terminal product application,
the method or the module structure can be performed
sequentially orin parallel based on a method or a module
structure shown in the implementations or the accom-
panying drawings (for example, a parallel processor or a
multi-threaded processing environment, or even an im-
plementation environment including distributed proces-
sing and server clustering).

[0015] A blockchain usually includes a plurality of
blocks. The block is a logical data structure and can be
used to store blockchain data. The blockchain data can
include data information generated by operations such
as funds flowing and changing in the blockchain, and
funds flowing, asset changing, etc. In the blockchain, a
flow of funds, or a change of assets can usually be
referred to as a transaction. The assets in the blockchain
described in some implementations of the present spe-
cification can include money, securities, and precious
metals that are stored in the blockchain in a form of
electronic data. For example, a wallet function provided
by some applications can store monetary assets, and the
assets in the wallet can be used for product purchasing or
transferring.

[0016] The data in the blockchain can verify transac-
tion validity through asymmetric encryption. The asym-
metric encryption usually includes a public key and a
private key; the public key can be made public, and the
private key is not made public. The asymmetric encryp-
tion is one of the main tools for transaction verificationin a
blockchain asset transaction. A transaction party can
sign a transaction by using a private key, and a verifier
can verify the signature by using a public key of the
transaction party. If the verification succeeds, it can in-
dicate that the transaction is from a real owner of the
private key corresponding to the public key, and the
transaction is valid. The transaction can be placed in a
new block of the blockchain. It can be seen from the
previous process that the private key plays a very im-
portant role in the blockchain asset transaction. When
assets are shared by a plurality of persons, the assets
involve interests of the plurality of persons. When asset
sharing parties need to jointly participate in an asset
transaction, the one or more implementations of the
present specification can effectively ensure operation
security of shared assets in the blockchain.

[0017] Specifically, an implementation process of the
present solution is described in the present specification
by using a blockchain transaction of a wallet application
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as animplementation scenario. The wallet caninclude an
application on a client or server side, and can usually
generate an asymmetric key to calculate a public key
address, so as to implement a blockchain asset transac-
tion. When new assets are confirmed or an asset sharing
party changes, the wallet can automatically calculate and
generate child keys based on the number of asset shar-
ing parties. The number of generated child keys is the
same as the number of the asset sharing parties. These
child keys can be sent to corresponding asset sharing
parties, so that each asset sharing party owns one child
key. When an original private key is needed for an asset
transaction, the original private key can be restored by
using these child keys, and a transaction is initiated by a
signature using the restored private key.

[0018] Certainly, in the implementations of the present
specification, the shared object is not necessarily limited
to the previous electronic money assets, and the original
key is not limited to a private key in the asymmetric
encryption. The shared object can also include service
data of a corresponding type in another implementation
scenario, for example, billing data, user data, public
information, etc. The original key can also include other
data information for data encryption, for example, a char-
acter string, or even key data such as an image, a voice,
and a fingerprint. In the following implementation, the
process of generating the plurality of child keys based on
the original key and restoring the original key by using the
received child keys can also be completed by a miner in
the blockchain through calculation. The mineris usually a
node having enough computing capability. The miner can
place a plurality of collected transaction records together,
try various padding bits for encryption by using a key of
the miner, and broadcast the block to the entire network,
so that other nodes can learn that a new block is gener-
ated in the blockchain.

[0019] Specifically, an implementation is shown in FIG
1. In an implementation of a key data processing method
provided in the present specification, the method can
include the following steps.

[0020] SO.Obtain an original key of a shared objectina
blockchain, and determine the number of parties sharing
the original key.

[0021] S2. Process the original key by using a prede-
termined algorithm, to generate the same number of child
keys as that of parties sharing the original key, where the
child keys are used to restore the original key when the
same number of child keys are obtained.

[0022] In the present implementation, a calculation
apparatus can obtain information about an original key
corresponding to assets and information about the num-
ber of parties sharing the assets. Then, the original key
can be calculated and processed by using the predeter-
mined algorithm selected or designed in advance, to
generate the same number of child keys as that of parties
sharing the assets. A shared object described in an
implementation scenario of the present implementation
can include assets in a wallet. The original key can be
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generated by a local wallet (server), or can be a received
original key sent by another wallet (server). In the present
implementation, by using each of the plurality of child
keys generated based on the original key, transaction
verification cannot be independently performed, or ver-
ification cannot succeed. When all child keys generated
based on the same original key are collected together, the
original key can be restored. If a child key is absent or any
child key is incorrect, the original key cannot be restored,
or the restored original key is incorrect.

[0023] For example, in an application scenario of the
present implementation, a blockchain network can in-
clude a plurality of nodes, and each node can have a
public key and a private key. Assume that there is a wallet
application in anode, the wallet is the shared object in the
present implementation, and the private key of the wallet
is the original key. The private key of the wallet can be
named S, and the number of wallet sharing persons is 2.
Two child keys: S1and S2 can be generated based on the
private key S using the algorithm selected or designed in
advance. The child key S1 in the wallet cannot sign the
transaction, or the signature cannot be successfully ver-
ified. Likewise, the child key S2 in the wallet cannot sign
the transaction, or the signature cannot be successfully
verified.. However, an original private key S can be re-
stored based on the child key S1 and the child key S2. To
restore the original private key S, corresponding calcula-
tions can be performed. The calculation is based on the
predetermined algorithm used to generate the child key,
for example, a reverse algorithm opposite to the prede-
termined algorithm for generating the child key. Certainly,
the calculation can be based on other algorithms such as
interpolation and child key correlation. The original key
can also be restored with reference to third-party auxiliary
data.

[0024] Further, in another implementation of the meth-
od provided in the present specification, after the same
number of child keys as that of asset sharing parties are
generated, the child keys can be displayed to corre-
sponding asset sharing parties, so that each asset shar-
ing party can obtain its own child key. Then, the original
key can be deleted. For example, the original private key
can be completely deleted from the wallet (or a storage
unit storing the original private key). As such, any asset
sharing party having a child key does not store the
original key, to further ensure key data security, and
prevent an asset sharing party from using the private
key for an asset transaction privately. Specifically, an-
other implementation of the method in the present spe-
cification is shown in FIG 2, and the method can further
include the following steps:

S4. Send the child keys to corresponding object sharing
parties.

[0025] S6. Delete the original key.

[0026] FIG 2 is a flow diagram illustrating an example
method, according to another implementation of the pre-
sent specification. In the present implementation, after
generating the public key and the private key, the wallet
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can generate the same number of child keys as that of
sharing persons based on the private key, display the
child keys to the asset sharing parties, and delete the
private key. In a specific implementation process, it can
be setthatone child key is sentto one asset sharing party.
Certainly, this disclosure does not exclude situations
where one asset sharing party has two or more child
keys. Forexample, mutually trusted asset sharing parties
can store each other’s child keys.

[0027] Inanimplementation, the child key can be sent
by the wallet to the object sharing party. In another im-
plementation, after generating the child keys, the wallet
outputs the plurality of generated child keys, and then
another processing party (for example, a dedicated child
key allocation apparatus) sends the child keys to the
object sharing parties. A generated child key can be
randomly selected and sent, or a specified child key
can be selected based on a certain rule and sent to a
corresponding object sharing party.

[0028] The predetermined algorithm for generating the
child keys in the previous implementation can be imple-
mented in a plurality of implementations. An implemen-
tation of the present specification provides a predeter-
mined algorithm for generating a child key by using an
original key. An operation can be performed with refer-
ence to the original key by using a random character
string, to generate the child keys. Specifically, in an
implementation of the method in the present specifica-
tion, the predetermined algorithm can include the follow-
ing step:

[0029] S20.Perform anoperation onthe original key by
using arandomly generated character string, to generate
the same number of child keys as that of parties sharing
the original key.

[0030] The character string can include numerals, let-
ters, symbols, etc. The wallet can store these randomly
generated character strings for subsequent restoration of
the original key. A specific method for the operation on the
original key by using the randomly generated character
string can be predetermined. For example, a character
string of a fixed length is randomly generated, and one or
more characters of the character string are separately
inserted in the original key in a certain sequence to
generate the child keys. The values of corresponding
bits of the character string can also be added to the
original key. In the presentimplementation, the child keys
of the original key are generated by using the random
character string, so as to further ensure security of the
generated child keys, and improve security of the original
key.

[0031] In another implementation of the method of the
present specification, child keys are generated by using a
random number, a prime number, and a modulo opera-
tion. Details are shown in FIG 3. FIG 3 is a flow diagram
illustrating a process of generating the child keys, accord-
ing to animplementation of the present specification. The
predetermined algorithm can include the following steps:
[0032] S200. When there are (N+1) sharing parties,
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generate N random numbers Ri, where Ri is the ith ran-
dom number, and ie[1, N].

[0033] S202. Determine a prime number P, where the
prime number P is atleast greater than any one of a value
S of the original key and the random number Ri, and Ri
ranges from [0, P-1].

[0034] S204. Perform a modulo operation on P after
(S+RX+R,X2+R3X3+.. +RXN) is calculated, and select
avalue of X from [1, N+1], to obtain the (N+1) child keys,
where N>1, and X and N are integers.

[0035] Generally, the length of the generated private
key in the asymmetric key algorithm used in the block-
chain is usually 1024 bits or 2048 bits. Therefore, in a
specific implementation process of an implementation
scenario, the wallet can pre-store some known prime
numbers greater than 1024 bits or 2048 bits. In the
present implementation, the pre-stored prime number
can be used as data storage when the wallet generates
the child keys. Assume that the private key is named S,
the wallet can select the random number Ri based on the
number of sharing persons. To meet a child key calcula-
tion condition, a prime number P that has length greater
than alength of the private key S or the random number Ri
can be selected. Further, a modulo operation can be
performed on P by using (S+R{X+R,X2+R;X3
+...+R\XN), to generate the child keys. A specific exam-
ple can be shown as follows:

(1) If two persons share the assets, the generated
child keys can be respectively: a child key 1: gener-
ated by performing a modulo operation on P by using
(S+R); and a child key 2: generated by performing a
modulo operation on P by using (S+2R).

(2) If three persons share the assets, the generated
child keys can be respectively: a child key 1 gener-
ated by performing a modulo operation on P by using
(S+R4+Ry); a child key 2 generated by performing a
modulo operation on P by using (S+2R+4R,); and a
child key 3 generated by performing a modulo op-
eration on P by using (S+3R+9R,).

[0036] By analogy, if (N+1) persons share the assets,
(N+1) child keys need to be generated, and a modulo
operation can be performed on P by using (S+R{X+R,X2
+R3X3+...+R\XN). The child keys can be obtained
through calculation by selecting values of X from [1,
N+1]. In another example, a process of generating four
child keys by using the previous method when four per-
sons share the assets can be as follows: a child key 1,
generated by performing a modulo operation on P by
using (S+R+R,+R3); a child key 2, generated by per-
forming a modulo operation on P by using (S+2R,+4R,
+8Rj3); a child key 3, generated by performing a modulo
operation on P by using (S+3R+9R,+27R3); and a child
key 4, generated by performing a modulo operation on P
by using (5+4R+16R,+64R;).

[0037] According to the predetermined algorithm for
calculating the child keys provided in the present imple-
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mentation, the same number of child keys as that of
parties sharing the original key can be automatically
generated based on the number of parties sharing the
original key by using a predetermined method of combin-
ing the random number, the prime number, and the
modulo operation. Because the child key generation
method is used, the generated child keys are more con-
fidential, a risk that the child keys are cracked is reduced,
and the transaction is more secure.

[0038] In another implementation of the method pro-
vided in the present specification, the plurality of corre-
sponding child keys can be generated based on the
original key of the shared object, and the original key
can further be restored based on the received child keys.
Specifically, in another implementation of the method
provided in the present specification, the method can
further include the following steps:

[0039] S80. Receive entered child keys.

[0040] S82. When it is determined that the number of
child keys is the same as the number of parties sharing
the corresponding original key, restore, through calcula-
tion, the original key based on the child keys by using the
predetermined algorithm, to obtain the corresponding
original key.

[0041] Certainly, the method can further include the
following step:

[0042] S84: Operate the shared object by using the
original key that is obtained after the restoration through
calculation.

[0043] FIG 4 is a flow diagram illustrating an example
method, according to another implementation of the pre-
sent specification. When the original key is needed for an
asset operation, each asset sharing party of the original
key can enter its own child key. Because the child keys
are distributed to the plurality of asset sharing parties, in
the present implementation, the original key is restored
when the same number of child keys as the number of
parties sharing the original key are received. For exam-
ple, the private key of the wallet generates three child
keys that are respectively stored by three wallet sharing
persons. When a wallet funds operation needs to be
performed, each wallet sharing person enters its own
child key. In the present situation, when receiving three
child keys, the wallet can restore the private key of the
wallet by using the three child keys. If the wallet receives
only one or two child keys, or receives more than three
child keys, it can indicate that the number of child keys is
different from that of wallet sharing persons, and the
original key cannot be restored.

[0044] The original key can be restored based on the
child keys with reference to an algorithm corresponding
to the algorithm for generating the child keys or with
reference to characteristics of the child keys by using
some specific methods. For example, in the implementa-
tion of generating the child keys by using the random
number, the prime number, and the modulo operation, in
one or more processes of restoring the original key in the
present specification, the original private key S can be
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restored by using a Lagrange equation.

[0045] After the restored original key is obtained, a
corresponding shared object can be operated by using
the key. For example, a transaction can be signed to
confirm that the transaction is generated by a user
authorized by the wallet. Further, the wallet can broad-
cast information about the signed transaction to a block-
chain network, and store the information in a new block.
[0046] The previous implementation provides the pre-
determined algorithm for generating the child keys by
using the random character string or the random number,
the prime number, etc. Another implementation of the
present specification provides another implementation of
generating a corresponding number of child keys based
on the original key. In the present implementation, ex-
clusive OR calculation can be performed on the original
key and each of random numbers that are generated at
any time, where the random numbers have the same
length The value obtained after the exclusive OR calcu-
lation and these random numbers are used as the child
keys. Specifically, in another implementation of the meth-
od provided in the present specification, the predeter-
mined algorithm can include the following steps:

[0047] S210. Generate (N-1) random numbers, where
binary lengths of the random numbers are the same as a
binary length of the original key, and N is the number of
parties sharing the original key.

[0048] S212.Perform abitwise exclusive OR operation
on the original key and each of the (N-1) random num-
bers, to obtain an exclusive OR child key.

[0049] S214. Use the exclusive OR child key and the
(N-1) random numbers as N output child keys.

[0050] In the present implementation, if the shared
object can generate the (N-1) random numbers in ad-
vance, the lengths of the random numbers can be the
same as the length of the original key, for example, binary
numbers of 1024 bits or 2048 bits. Exclusive OR calcula-
tion can be performed on the original key and each of the
(N-1) random numbers, to obtain a value. The value and
the previously generated (N-1) random numbers are
used as the child keys, and one child key is allocated
to each object sharing party.

[0051] A specific example of a processing method for
performing a bitwise exclusive OR operation on the ori-
ginal key and each of the random numbers is shown in
FIG 5. FIG 5 is a schematic diagram illustrating another
process of generating the child keys based on a prede-
termined algorithm, according to the present specifica-
tion. Assume that the length of the original key S is 1024
bits in a binary system, and the number of parties sharing
the original key is 4. Accordingly, three random binary
numbers of 1024 bits can be generated first. Then, an
exclusive OR operation can be performed on the original
key S and the first random number to obtain R1, and then
an exclusive OR operation is performed on R1 and the
second random number to obtain R2. Eventually, an
exclusive OR operation is performed on R2 and the third
random number to obtain R3, and R3 is the exclusive OR

10

15

20

25

30

35

40

45

50

55

child key in the presentimplementation. R3 and the three
random binary numbers of 1024 bits are used as the four
child keys obtained through calculation. When the origi-
nal key needs to be restored, a reverse exclusive OR
operation can be performed on the child keys obtained by
performing the exclusive OR operation in the present
implementation. An exclusive OR operation is used dur-
ing encryption, and an inverse operation of the exclusive
OR operation is performed during decryption. As such,
the original key can be obtained. The exclusive OR
operation method provided in the present implementa-
tionis used to ensure that all correct child keys need to be
collected during decryption, and the original key can be
quickly obtained by performing an exclusive OR opera-
tiononthe child keys. As such, the key is easier to restore,
and a processing speed of restoring the original key
during decryption is increased while ensuring asset
transaction security.

[0052] The implementations in the present specifica-
tion are described in a progressive way, for same or
similar parts in the implementations, reference can be
made to these implementations, and each implementa-
tion focuses on a difference from other implementations.
For details, reference can be made to the descriptions in
the previous related processing and related implementa-
tions. Details are not described here.

[0053] Specific implementations of the present speci-
fication are described above. Other implementations fall
within the scope of the appended claims. In some situa-
tions, the actions or steps recorded in the claims can be
performed in a sequence different from that in the im-
plementations and a desired result can still be achieved.
In addition, the process depicted in the accompanying
drawings does not necessarily need a specific sequence
or a consecutive sequence to achieve the desired result.
In some implementations, multitask processing and par-
allel processing can be feasible or can be advantageous.
[0054] According to the key data processing method
provided in the one or more implementations of the
present specification, the original key can be split into
the plurality of child keys based on the number of parties
sharing the original key of the shared object such as
assets or data, and the generated child keys can be
displayed to the corresponding asset sharing parties.
When the shared object needs to be operated, each
asset sharing party can provide a child key. Then the
original key can be restored by using the child keys, and
corresponding operations such as signing and asset
transactions can be performed. As such, in the present
implementation of the present specification, when the
assets in the blockchain are shared by a plurality of
persons, any person can be effectively prevented from
operating the assets in the absence of the other people’s
knowledge, to ensure security of a shared asset transac-
tion in the blockchain.

[0055] Basedonthe previous userkey data processing
method, one or more implementations of the present
specification further provide a key data processing ap-
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paratus. The apparatus can include an apparatus with
necessary implementation hardware and using a system
(including a distributed system), software (an applica-
tion), amodule, a component, a server, a client, etc of the
method in the implementations of the present specifica-
tion. Based on a same innovative concept, the apparatus
provided in the one or more implementations of the
present specification is described in the following imple-
mentation. Because a problem-resolving implementation
solution of the apparatus is similar to that of the method,
for specific implementation of the apparatus in the im-
plementations of the present specification, reference can
be made to the implementation of the previous method.
No repeated description is provided. A term "unit" or
"module” used in the following implementations can im-
plement a combination of software and/or hardware of a
predetermined function. Although the apparatus de-
scribed in the following implementations is preferably
implemented by software, implementation of hardware
or a combination of software and hardware is possible to
conceive. Specifically, FIG 6 is a schematic structural
diagram illustrating a module of a key data processing
apparatus, according to an implementation of the speci-
fication. As shown in FIG 6, the apparatus can include an
original key information acquisition module 101 and a
child key generation module 102. The original key infor-
mation acquisition module 101 is configured to obtain an
original key of a shared object in a blockchain, and
determine the number of parties sharing the original
key. The child key generation module 102 is configured
to process the original key by using a predetermined
algorithm, to generate the same number of child keys
as that of parties sharing the original key, where the child
keys are used to restore the original key when the same
number of child keys are obtained.

[0056] Accordingtothe key data processing apparatus
provided in the present implementation, the original key
can be split into a plurality of child keys based on the
number of parties sharing the original key of the shared
object such as assets or data. Each sharing person owns
one child key, so that when assets are shared by a
plurality of persons, an asset transaction needs joint
participation of the plurality of persons. As such, an asset
sharing person can be effectively prevented from oper-
ating transaction data privately in a blockchain, to ensure
security of the asset transaction.

[0057] FIG7isaschematic structural diagramiillustrat-
ing a module of a key data processing apparatus, accord-
ing to another implementation of the present specifica-
tion. In another implementation of the apparatus, the
apparatus can further include: a child key output module
103, configured to send the child keys to corresponding
object sharing parties; and an original key deletion mod-
ule 104, configured to delete the original key.

[0058] Inthe presentimplementation, by using each of
the plurality of child keys generated based on the original
key, transaction verification cannot be independently
performed, or verification cannot succeed. When all child
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keys generated by a same original key are collected
together, the original key can be restored.

[0059] After the same number of child keys as that of
asset sharing parties are generated, the child keys canbe
displayed to corresponding asset sharing parties, so that
each asset sharing party can obtain a child key. Then, the
original key can be deleted. For example, the original
private key is completely deleted from a wallet. As such,
any asset sharing party having a child key does not store
the original key, to further ensure key data security, and
prevent an asset sharing party from privately using the
private key for an asset transaction.

[0060] Inanotherimplementation of the apparatus, the
predetermined algorithm used in the child key generation
module 102 can include: performing an operation on the
original key by using a randomly generated character
string, to generate the same number of child keys as that
of parties sharing the original key.

[0061] Anotherimplementation of the apparatus of the
present specification provides an implementation of gen-
erating the child key by using a random number, a prime
number, and a modulo operation. FIG 8 is a schematic
structural diagram illustrating a child key generation
module in the apparatus, according to an implementation
of the present specification. As shown in FIG 8, the child
key generation module 102 can include a random num-
ber generation unit 1021, a prime number selection unit
1022, and a child key calculation unit 1023. The random
number generation unit 1021 is configured to: when there
are (N+1) sharing parties, generate N random numbers
Ri, where Ri is the ith random number, and i<[1, N]. The
prime number selection unit 1022 is configured to deter-
mine a prime number P, where the prime number P is at
least greater than any one of a value S of the original key
and the random number Ri, and Ri ranges from [0, P-1].
The child key calculation unit 1023 is configured to: per-
form a modulo  operation  on P after
(S+R1X+R2X2+R3X3+...+RNXN) is calculated, and se-
lect a value of X from [1, N+1], to obtain the (N+1) child
keys, where N>1, and X and N are integers.

[0062] Based on the predetermined algorithm for cal-
culating the child keys provided in the presentimplemen-
tation and the number of parties sharing the original key,
the same number of child keys as that of parties sharing
the original key can be automatically generated by using
a predetermined method of combining the random num-
ber, the prime number, and the modulo operation. Be-
cause of the use of the above-mentioned child key gen-
eration method, the child keys can be more securely
generated, the risk that the child keys are cracked is
reduced, and the transaction is more secure.

[0063] In another implementation of the apparatus
provided in the present specification, the plurality of
corresponding child keys can be generated based on
the original key of the shared object, and the original key
can further be restored based on the received child keys.
FIG 9 is a schematic structural diagram illustrating a key
data processing apparatus, according to another imple-
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mentation of the present specification. As shownin FIG 9,
the apparatus can further include a receiving module
1051 and an original key restoration module 1052. The
receiving module 1051 is configured to receive entered
child keys. The original key restoration module 1052 is
configured to: when it is determined that the number of
child keys is the same as the number of parties sharing
the corresponding original key, restore, through calcula-
tion, the original key based on the child keys by using the
predetermined algorithm, to obtain the corresponding
original key.

[0064] FIG 10 is a schematic structural diagram illus-
trating a child key generation module in the apparatus,
according to another implementation of the present spe-
cification. As shown in FIG 10, the child key generation
module 102 can include a random number generation
unit 20, an exclusive OR calculation unit 21, and a child
key determining unit 22. The random number generation
unit 20 is configured to generate (N-1) random numbers,
where binary lengths of the random numbers are the
same as a binary length of the original key, and N is
the number of parties sharing the original key. The ex-
clusive OR calculation unit 21 is configured to perform a
bitwise exclusive OR operation on the original key and
each of the (N-1) random numbers, to obtain an exclusive
OR child key. The child key determining unit 22 is con-
figured to use the exclusive OR child key and the (N-1)
random numbers as N output child keys.

[0065] In the present implementation, exclusive OR
calculation can be performed on the original key and
each of random numbers of the same length generated
atany time, to obtain a value, and then the value obtained
after the exclusive OR calculation and these random
numbers are used as child keys.

[0066] The exclusive OR operation method providedin
the present implementation is used to ensure that all
correct child keys need to be collected during decryption,
and the original key can be quickly obtained by perform-
ing an exclusive OR operation on the child keys. As such,
the key is easier to restore, and a processing speed of
restoring the original key during decryption is greatly
increased while ensuring asset transaction security.
[0067] It is worthwhile to note that the previous appa-
ratus can further include another implementation based
on the descriptions of the method implementation. For a
specific implementation, reference can be made to the
descriptions in the related method implementation, and
details are not described here.

[0068] Inthe previous apparatusimplementation,inan
actual product application, each module or submodule
can be combined or split based on an implementation
environment or a data processing requirement. When the
one or more implementations of the present specification
are implemented, the functions of each module can be
implemented in one or more pieces of software and/or
hardware, ora module implementing a same function can
be implemented by a combination of a plurality of sub-
modules or subunits. The described apparatus imple-
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mentation is merely an example. For example, the unit
division is merely logical function division and can be
other division in actual implementation. For example, a
plurality of units or components can be combined or
integrated into another system, or some features can
be ignored or not performed.

[0069] FIG 11 is a schematic structural diagram illus-
trating a module using a wallet application, according to
animplementation of the present specification. As shown
in FIG 11, a public and private key generation component
ofthe wallet can generate a public key and a private key of
the wallet. A prime number storage component pre-
stores a plurality of prime numbers whose lengths are
greater than alength of the private key. A random number
generation component can generate a corresponding
number of random numbers when a child key needs to
be generated. A child key calculation unit can generate a
plurality of child keys corresponding to the private key,
and output the child keys. The output child keys can be
allocated to corresponding wallet sharing parties. When
an asset transaction is performed on the wallet, each
sharing party enters a child key, a private key restoration
calculation component can calculate the original key
based on a corresponding algorithm for restoring an
original key, and perform signature, verification, etc on
the transaction by using the original key. After the trans-
action is generated, the transaction can be broadcast to
the entire blockchain network.

[0070] Accordingtothe key data processing apparatus
provided in the one or more implementations of the
present specification, the original key can be split into
a plurality of child keys based on the number of parties
sharing the original key of the shared object such as
assets or data, and the generated child keys can be
displayed to the corresponding asset sharing parties.
When the shared object needs to be operated, each
asset sharing party can provide a child key. Then the
original key can be restored by using the child keys, and
corresponding operations such as signing and asset
transactions can be performed. As such, in the present
implementation of the present specification, when the
assets in the blockchain are shared by the plurality of
persons, any person can be effectively prevented from
operating the assets in the absence of the other people’s
knowledge, so as to ensure security of a shared asset
transaction in the blockchain.

[0071] The method or apparatus in the previous im-
plementations of the present specification can implement
service logic and record the service logic on a storage
medium by using a computer program, and the storage
medium can be read and executed by a computer, so as
to implement the effects of the solutions described in the
present implementations of the present specification.
The storage medium can include a physical apparatus
for storing information, which is generally digitized and
then stored in media such as electric, magnetic, or op-
tical. The storage medium can include an apparatus for
storing information in an electric energy way, forexample,
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a storage device such as a RAM or a ROM; an apparatus
for storing information in a magnetic energy way such as
a hard disk, a floppy disk, a magnetic tape, a magnetic
core memory, a magnetic bubble memory, or a USB flash
drive; and an apparatus for storing information in an
optical way such as a CD or a DVD. Certainly, there is
a readable storage medium of another form such as a
quantum memory or a graphene memory.

[0072] The user key data processing method or appa-
ratus provided in the implementations of the present
specification can be implemented by a processor in a
computer by executing a corresponding program instruc-
tion, for example, implemented on a server by using c++
Language in a Windows operating system, on a server
based on a Linux system, or on a server system terminal
by using Android, iOS system programming language, or
implemented by using processing logic based on a quan-
tum computer. The program instruction can be stored on
the storage medium. In another implementation of the
key data processing apparatus provided in the present
specification, a processor and a memory configured to
store an instruction that can be executed by the proces-
sor can be included, and when executing the instruction,
the processor implements the following operations: ob-
taining an original key of a shared object in a blockchain,
and determining the number of parties sharing the origi-
nal key; and processing the original key by using a pre-
determined algorithm, to generate the same number of
child keys as that of parties sharing the original key,
where the child keys are used to restore the original
key when the same number of child keys are obtained.
[0073] Itis worthwhile to note that the previous appa-
ratus can further include another implementation based
on the description of the method implementation. For
example, the processor deletes data of the original
key, generates the child keys by using the random num-
ber, the prime number, and the modulo operation, re-
stores the original key by using a Lagrange equation,
generates the child keys by performing an exclusive OR
operation, and restores the original key by performing an
inverse operation. For a specific implementation, refer-
ence can be made to the descriptions of the related
method implementations, and details are not described
here.

[0074] The previous method or apparatus can be used
in a plurality of servers for key data processing, for ex-
ample, a daemon server of the wallet, a server of a miner
node in a blockchain, and a service server of a node in a
blockchain. The server can include a separate server, or
can include a server in a distributed system or an archi-
tectural pattern of a server cluster. Specifically, the pre-
sent specification provides a server as shown in FIG 12,
the server can include at least one processor and a
memory configured to store an instruction that can be
executed by the processor. When executing the instruc-
tion, the processor implements the following operations:
obtaining an original key of a shared object in a block-
chain, and determining the number of parties sharing the
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original key; and processing the original key by using a
predetermined algorithm, to generate the same number
of child keys as that of parties sharing the original key.
When the number of obtained child keys are the same as
the number of the parties sharing the original key, the
child keys can be used to restore the original key .
[0075] It is worthwhile to note that the previous server
can further include another implementation based on the
description of the method or apparatus implementation.
For example, the processor deletes data of the original
key, generates the child key by using the random number,
the prime number, and the modulo operation, restores
the original key by using a Lagrange formula, generates
the child key by performing an exclusive OR operation,
and restores the original key by performing an inverse
operation. For a specific implementation, reference can
be made to the descriptions of the related method or
apparatus implementations, and details are not de-
scribed here.

[0076] The implementations in the present specifica-
tion are all described in a progressive way, for same or
similar parts in the implementations, reference can be
made to these implementations, and each implementa-
tion focuses on a difference from other implementations.
Especially, a hardware and program implementation is
basically similar to a method implementation, and there-
fore is described briefly; for related parts, reference can
be made to partial descriptions in the method implemen-
tation.

[0077] Specific implementations of the present speci-
fication are described above. Other implementations fall
within the scope of the appended claims. In some situa-
tions, the actions or steps recorded in the claims can be
performed in a sequence different from that in the im-
plementations and a desired result can still be achieved.
In addition, the process depicted in the accompanying
drawings does not necessarily need a specific sequence
or a consecutive sequence to achieve the desired result.
In some implementations, multitask processing and par-
allel processing can be feasible or can be advantageous.
[0078] According to the key data processing method
and apparatus, and the server provided in the one or
more implementations of the present specification, the
original key can be splitinto a plurality of child keys based
on the number of parties sharing the original key of the
shared object such as assets or data, and the generated
child keys can be displayed to the corresponding asset
sharing parties. When the shared object needs to be
operated, each asset sharing party can provide a child
key. Then the original key can be restored by using the
child keys, and corresponding operations such as signing
and asset transactions can be performed. As such, in the
present implementation of the present specification,
when the assets in the blockchain are shared by a plur-
ality of persons, any person can be effectively prevented
from operating the assets in the absence of the other
people’s knowledge, so as to ensure security of a shared
asset transaction in the blockchain.
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[0079] The content of the implementations of the pre-
sent specification describes data generation, definition,
acquisition, interaction, calculation, determining, etc., for
example, generating a child key by using a random
number, a prime number, and a modulo operation, gen-
erating a child key by using an exclusive OR operation,
restoring an original key by using a Lagrange equation,
and deleting an original private key after child key alloca-
tion. However, the implementations of the present spe-
cification are not limited to satisfying an industry com-
munications standard, a blockchain data rule, standard
computer data processing and a storage rule, or situa-
tions described in the one or more implementations of the
present specification. A slightly modified implementation
solution obtained by using some industry standards, orin
a self-defined way, or on a basis of described implemen-
tations can also implement an implementation effect that
is the same as, equivalent to, or similar to the described
implementation, or an expected implementation effect
obtained after transformation. The implementations of
obtaining, storing, determining, processing, etc. modified
or deformed data can still fall within the scope of the
optional implementation solutions of the implementa-
tions of the present specification.

[0080] Specific implementations of the present speci-
fication are described above. Other implementations fall
within the scope of the appended claims. In some situa-
tions, the actions or steps recorded in the claims can be
performed in a sequence different from that in the im-
plementations and a desired result can still be achieved.
In addition, the process depicted in the accompanying
drawings does not necessarily need a specific sequence
or a consecutive sequence to achieve the desired result.
In some implementations, multitask processing and par-
allel processing can be feasible or can be advantageous.
[0081] Inthe 1990s, whether technology improvement
is hardware improvement (forexample, improvementofa
circuit structure, such as a diode, a transistor, or a switch)
or software improvement (improvement of a method
procedure) can be obviously distinguished. However,
as technologies develop, improvement of many current
method procedures can be considered as directimprove-
ment of a hardware circuit structure. A designer usually
programs an improved method procedure to a hardware
circuit to obtain a corresponding hardware circuit struc-
ture. Therefore, a hardware entity module can improve a
method procedure. For example, a programmable logic
device (PLD) (for example, a field programmable gate
array (FPGA)) is such an integrated circuit, and a logical
function of the programmable logic device is determined
by a user through device programming. The designer
performs programming to "integrate" a digital systemto a
PLD without requesting a chip manufacturer to design
and produce an application-specific integrated circuit
chip. In addition, the programming is mostly implemented
by modifying "logic compiler" software instead of manu-
ally making an integrated circuit chip. It is similar to a
software compiler used to develop and compose a pro-
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gram. However, original code obtained before compila-
tion is also written in a specific programming language,
and it is referred to as hardware description language
(HDL). However, there are various HDLs, such as an
Advanced Boolean Expression Language (ABEL), an
Altera Hardware Description Language (AHDL), Conflu-
ence, a Cornell University Programming Language
(CUPL), HDCal, a Java Hardware Description Language
(JHDL), Lava, Lola, MyHDL, PALASM, and an Ruby
Hardware Description Language (RHDL). Currently, a
Very-High-Speed Integrated Circuit Hardware Descrip-
tion Language (VHDL) and Verilog are most popular. A
person skilled in the art should also understand that, only
logic programming needs to be performed on the method
procedure by using the described several hardware de-
scription languages, and the several hardware descrip-
tion languages are programmed to an integrated circuit,
so that a hardware circuit that implements the logical
method procedure can be easily obtained.

[0082] A controller can be implemented in any appro-
priate way. The controller can use, for example, a micro-
processor or a processor, and can store forms of a
computer-readable medium, a logic gate, a switch, an
application-specific integrated circuit (ASIC), a program-
mable logic controller, and an embedded microcontroller
that are of computer-readable program code (for exam-
ple, software or hardware) that can be executed by the
(micro) processor. The controller includes but is not
limited to the following microcontrollers: ARC 625D, At-
mel AT91SAM, Microchip PIC18F26K20, or Silicone
Labs C8051F320. A memory controller can also be im-
plemented as a part of control logic of the memory. A
person skilled in the art also knows that, in addition to
implementing the controller in a pure computer-readable
program code way, logic programming can be completely
performed by using the method step, so thatthe controller
implements a same function in a form of a logical gate, a
switch, an application-specific integrated circuit, a pro-
grammable logic controller, an embedded microcontrol-
ler, etc. Therefore, the controller can be considered as a
hardware component, and an apparatus for implement-
ing various functions in the controller can also be con-
sidered as a structure in a hardware component. Alter-
natively, an apparatus configured to implement various
functions can be considered as a software module or a
structure in a hardware component that can implement
the method.

[0083] The system, apparatus, module, or unit de-
scribed in the described implementations can be speci-
fically implemented by a computer chip or an entity, or
implemented by a product with a function. A typical im-
plementation device is a computer. Specifically, the com-
puter can be, for example, a personal computer, a laptop
computer, a cellular phone, a camera phone, a smart-
phone, a personal digital assistant, a media player, a
navigation device, an email device, a game console, a
tablet computer, or a wearable device, or a combination
of any of these devices.
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[0084] Although the one or more implementations of
the present specification provide the operation steps of
the method according to an implementation or a flow-
chart, the conventional or non-creative means can in-
clude more or fewer operation steps. The sequence of
steps enumerated in the implementations is merely one
of a plurality of step execution sequences, and does not
represent a unique execution sequence. In actual execu-
tion of an apparatus or a terminal product, execution can
be performed based on a method sequence shownin the
implementations or the accompanying drawings, or per-
formed in parallel (for example, a parallel processor or a
multi-thread processing environment, or even a distrib-
uted data processing environment). Terms "include",
"contain”, or their any other variant is intended to cover
non-exclusive inclusion, so that a process, a method, an
article, or a device that includes a series of elements not
only includes these very elements, but also includes
other elements which are not expressly listed, or further
includes elements inherent to such process, method,
article, or device. An element preceded by "includes
a ..." does not, without more constraints, preclude the
existence of additional identical elements in the process,
method, article, or device that includes the element.
[0085] For ease of description, the described appara-
tus is described by dividing functions into various units.
Certainly, when the one or more implementations of the
present specification are implemented, the functions of
each module can be implemented in one or more pieces
of software and/or hardware, or amodule implementing a
same function can be implemented by a combination of a
plurality of submodules or subunits. The described ap-
paratus implementation is merely an example. For ex-
ample, the unit division is merely logical function division
and can be other division in actual implementation. For
example, a plurality of units or components can be com-
bined orintegrated into another system, or some features
can be ignored or not performed. In addition, the dis-
played or discussed mutual couplings or direct couplings
or communication connections can be implemented by
using some interfaces. The indirect couplings or commu-
nication connections between the apparatuses or units
can be implemented in electronic, mechanical, or other
forms.

[0086] A person skilled in the art also knows that, in
addition to implementing the controller in a pure compu-
ter-readable program code way, logic programming can
be completely performed by using the method step, so
thatthe controllerimplements a same functionin a form of
alogical gate, a switch, an application-specific integrated
circuit, a programmable logic controller, an embedded
microcontroller, etc. Therefore, the controller can be
considered as a hardware component, and an apparatus
for implementing various functions in the controller can
also be considered as a structure in a hardware compo-
nent. Alternatively, an apparatus configured to implement
various functions can be considered as a software mod-
ule or a structure in a hardware component that can
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implement the method.

[0087] The present disclosure is described with refer-
ence to the flowcharts and/or block diagrams of the
method, the device (system), and the computer program
product according to the implementations of the present
disclosure. It should be understood that computer pro-
gram instructions can be used to implement each pro-
cess and/or each block in the flowcharts and/or the block
diagrams and a combination of a process and/or a block
in the flowcharts and/or the block diagrams. These com-
puter program instructions can be provided for a general-
purpose computer, a dedicated computer, an embedded
processor, or a processor of any other programmable
data processing device to generate a machine, so that
the instructions executed by a computer or a processor of
any other programmable data processing device gener-
ate an apparatus for implementing a specific function in
one or more processes in the flowcharts or in one or more
blocks in the block diagrams.

[0088] These computer program instructions can be
stored in a computer-readable memory that can instruct
the computer or any other programmable data proces-
sing device to work in a specific way, so that the instruc-
tions stored in the computer-readable memory generate
an artifact that includes an instruction apparatus. The
instruction apparatus implements a specific function in
one or more processes in the flowcharts and/or in one or
more blocks in the block diagrams.

[0089] These computer program instructions can be
loaded to a computer or another programmable data
processing device, so that a series of operations and
steps are performed on the computer or the another
programmable device, thereby generating computer-im-
plemented processing. Therefore, the instructions exe-
cuted on the computer or the another programmable
device provide steps for implementing a specific function
in one or more processes in the flowcharts or in one or
more blocks in the block diagrams.

[0090] In typical configuration, the computing device
includes one or more processors (CPU), an input/output
interface, a network interface, and a memory.

[0091] The memory can include a form of a volatile
memory, a random access memory (RAM) and/or a non-
volatile memory, etc. in a computer-readable medium,
such as a read-only memory (ROM) or a flash memory
(flash RAM). The memory is an example of the computer-
readable medium.

[0092] The computer-readable medium includes vola-
tile and non-volatile, removable and non-removable
media, and can store information by using any method
or technology. The information can be a computer-read-
able instruction, a data structure, a program module, or
other data. A computer storage medium includes but is
not limited to a phase change random access memory
(PRAM), a static random access memory (SRAM), a
dynamic random access memory (DRAM), a random
access memory (RAM) of another type, a read-only
memory (ROM), an electrically erasable programmable
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read-only memory (EEPROM), a flash memory or an-
other memory technology, a compact disc read-only
memory (CD-ROM), a digital versatile disc (DVD) or
another optical storage, a magnetic tape, a magnetic
disk storage, another magnetic storage device, or any
other non-transmission medium. The computer storage
medium can be used to store information that can be
accessed by the computing device As described in the
present specification, the computer-readable medium
does not include transitory media, for example, a modu-
lated data signal and a carrier.

[0093] A person skilled in the art should understand
that the one or more implementations of the present
specification can be provided as a method, a system,
or a computer program product. Therefore, the one or
more implementations of the present specification can
use a form of hardware only implementations, software
only implementations, or implementations with a combi-
nation of software and hardware. In addition, the one or
more implementations of the present specification can
use a form of a computer program product that is im-
plemented on one or more computer-usable storage
media (including but not limited to a disk memory, a
CD-ROM, an optical memory, etc.) that include compu-
ter-usable program code.

[0094] The one or moreimplementations of the present
specification can be described in common contexts of
computer executable instructions executed by a compu-
ter, such as a program module. Generally, the program
module includes a routine, a program, an object, a com-
ponent, a data structure, etc. executing a specific task or
implementing a specific abstract data type. The one or
more implementations of the present specification can
also be practiced in distributed computing environments.
In these distributed computing environments, tasks are
executed by remote processing devices that are con-
nected by using a communications network. In the dis-
tributed computing environments, the program module
can be located in local and remote computer storage
media that include storage devices.

[0095] The implementations in the present specifica-
tion are all described in a progressive way, for same or
similar parts in the implementations, reference can be
made to these implementations, and each implementa-
tion focuses on a difference from other implementations.
Especially, a system implementation is basically similar
to a method implementation, and therefore is described
briefly; for related parts, reference can be made to partial
descriptions in the method implementation. In descrip-
tions in the present specification, descriptions about such
reference terms as "an implementation”, "some imple-
mentations"”, "an example", "a specific example", and
"some examples" mean that specific features, structures,
materials, or characteristics described with reference to
the implementations or examples are included in at least
one implementation or example of the present specifica-
tion. In the present specification, the previous example
expressions of the terms are not necessarily with respect
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to a same implementation or example. In addition, the
described specific features, structures, materials, or
characteristics can be combined in a proper way in any
one or more of the implementations or examples. In
addition, a person skilled in the art can integrate or
combine different implementations or examples and
characteristics of different implementations or examples
described in the present specification, provided that they
do not conflict with each other.

[0096] The previous descriptions are merely imple-
mentations of the one or more implementations of the
presentspecification, and are notintended to limitthe one
or more implementations of the present specification. For
a person skilled in the art, the one or more implementa-
tions of the present specification can have various mod-
ifications and changes.

[0097] FIG 13isaflowchartillustrating an example ofa
computer-implemented method 1300 for managing
shared ownership in a block chain network, according
toanimplementation of the present disclosure. For clarity
of presentation, the description that follows generally
describes method 1300 in the context of the other figures
in this description. However, it will be understood that
method 1300 can be performed, for example, by any
system, environment, software, and hardware, or a com-
bination of systems, environments, software, and hard-
ware, as appropriate. In some implementations, various
steps of method 1300 can be run in parallel, in combina-
tion, in loops, or in any order.

[0098] Ina blockchain network, blockchain objects can
represent various assets or data to be tracked by or
recorded the blockchain. The ownership of a blockchain
object is typically associated with a public-private key
pair, and establishing that a party is in possession of the
private key of the public-private key pair is used to show
ownership of a blockchain object. For example, the own-
er of a blockchain object can encrypt a hash of a block-
chain object using the private key, which other parties can
decrypt using the public key associated with the block-
chain object to confirm that the owner is in possession of
the private key of the public-private key pair associated
with the blockchain object, and hence the owner of the
object.

[0099] In general, assets may be jointly owned by two
or more parties. For example, a house, a car, or a bank
account may be jointly owned by two or more parties. As
such, an ability to jointly own a blockchain object is
desired. However, a typical blockchain network allows
only a single public-private key pair to be associated with
a blockchain object, and modifying the blockchain net-
work architecture to allow for association of multiple
public-private key pair to an object may be infeasible.
As such, there is a need for managing shared ownership
of blockchain objects in existing blockchain networks.
Such shared ownership may be implemented through
generation of multiple child cryptographic keys from the
private key (the "parent cryptographic key") of the public-
private key pair associated with the blockchain object,
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and distribution of the child cryptographic keys to the joint
owners of the object.

[0100] Individual child cryptographic keys are different
from the parent cryptographic key, and therefore cannot
be used to establish ownership of a blockchain objet.
However, when the joint owners each provide their child
cryptographic key and when a complete set of child
cryptographic keys are obtained, the parent crypto-
graphic key can be reconstructed from the child crypto-
graphic keys, which can in turn be used to prove joint
ownership over the blockchain object and dispose the
blockchain object as agreed upon by all of the joint own-
ers. Accordingly, joint-control over the blockchain object
is established, in which the blockchain object can be
controlled only when all of the joint owners have provided
their consent by providing their child cryptographic keys.
[0101] At 1302, a parent cryptographic key associated
with a blockchain object is obtained. This step may be
similar to the step SO of FIG 1. A blockchain object may be
initially owned by a single owner at the time of creation of
the object, as the blockchain object is associated with a
single public-private key pair. When a group of parties
wishes to jointly own the created blockchain object, or
otherwise change ownership of the blockchain object
from sole ownership to shared or joint ownership, the
private key of the public-private key pair associated with
the blockchain objectis obtained. The private key may be
obtained, forexample, from the blockchain network at the
time of creation of the blockchain object, or provided by
the current owner of blockchain object. In some imple-
mentations, an intermediary, such as a broker or an
agent, may obtain the parent cryptographic key on behalf
of the interested parties to protect integrity of the own-
ership of the blockchain object until the child crypto-
graphic keys are generated.

[0102] The private key of the public-private key pair is
an example of the parent cryptographic key. The parent
cryptographic key is typically a series of bits of prede-
termined length that depends, for example, on the spe-
cific encryption standard or technology. For example, the
parent cryptographic key can have a bit-length of 128,
256, 384, 1024, 2048, 3072 bits, or longer.

[0103] From 1302, method 1300 proceeds to 1304.
[0104] At1304, anumber of parties (N) to share control
over the blockchain object is obtained. N is an integer
greater than or equal to 2. Prior to generating the child
cryptographic keys, the number of keys to be generated
is to be first obtained. For example, the parties establish-
ing joint ownership may provide the number of parties N
to the blockchain network, to the current owner of the
blockchain object, or to an intermediary. This number of
keys is typically the number of parties to share control
over the blockchain. The parties sharing control over the
blockchain may be joint or shared owners of the block-
chain object. In some implementations, the parties shar-
ing control can have capacities other than shared or joint
owners of the blockchain object. For example, a party
may be a trustee of an estate or a will, who may not own
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the blockchain object, but has control over how the
blockchain object is disposed.

[0105] From 1304, method 1300 proceeds to 1306.
[0106] At 1306, N child cryptographic keys based on
the parent cryptographic key are generated by applying a
predetermined algorithm to the parent cryptographic key.
The N child cryptographic keys are collectively operable
to reconstruct the parent cryptographic key. This step
may be similar to the step S2 of FIG 1. Generally, the child
cryptographic keys should meet two criteria. First, indi-
vidual child cryptographic keys should be different from
the parent cryptographic key, so that individual child keys
cannot be used to establish ownership. Further, it would
be advantageous for the generated child cryptographic
keys to differ from the parent cryptographic keys in ways
that do not substantially reduce the level of security of the
parent cryptographic keys. Second, the complete set of
child cryptographic keys should allow for deterministic
reconstruction (e.g., not brute force) of the parent crypto-
graphic key.

[0107] Once the parent cryptographic key and the
number of parties N have been obtained, N child crypto-
graphic keys can be generated from the parent crypto-
graphic key in various ways. In some implementations,
the N child cryptographic keys are generated by applying
the predetermined algorithm to the parent cryptographic
key that comprises: generating N-1 random numbers R;,
whereiniis an integer between 1 and N-1and R;is a non-
negative integer; determining a prime number P greater
than the random numbers R;, the prime number P being
greater than at least one of a value S of the parent
cryptographic key or the random numbers R;, and greater
than the random numbers R;; and determining N child
cryptographic keys Cx, wherein Cx = P modulo
(S+RX+RyX2+R3X3+.. +Ry.1xN1) and X is an integer
between 1 and N. The equation for determining the child
cryptographic keys Cx may be rewritten in a mathema-

tically equivalent form as
Cy= S+Pmod TNAR, XM
[0108] In some implementations, the N child crypto-

graphic keys are generated by applying the predeter-
mined algorithm to the parent cryptographic key that
comprises: generating N-1 random numbers having
bit-lengths equal to a bit-length of the parent crypto-
graphic key; and generating an exclusive OR (XOR) child
cryptographic key by performing a series of bitwise XOR
operations, that comprises: performing an XOR opera-
tion between the parent cryptographic key and one of the
N-1 random numbers; and sequentially performing XOR
operations between an output of previous XOR operation
and one of the remaining random numbers. The N-1
random numbers and the XOR child cryptographic key
generated by the XOR operations can be used as the N
child cryptographic keys.

[0109] In some implementations, the N child crypto-
graphic keys are generated by applying the predeter-
mined algorithm to the parent cryptographic key that
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comprises: modifying the parent cryptographic key
based on a randomly generated character string. This
step may be similar to step S20 described previously.
Portions of the randomly generated character string can
be used to modify the parent cryptographic keys in dif-
ferent ways to generate different child cryptographic
keys. For example, a specific portion of the parent cryp-
tographic key can be replaced with a specific portion of
the randomly generated character string to produce a
child cryptographic key. Different portions of the parent
cryptographic key are replaced with different portions of
the randomly generated character string to generate
multiple child cryptographic keys. The locations and
the lengths of the replaced portions in the parent crypto-
graphic key and corresponding locations and lengths of
the randomly generated character string are determined
according to a preset algorithm. The preset algorithm
varies the locations and lengths of the replaced portions
in a random manner to improve robustness of the gen-
erated child cryptographic keys. The locations and
lengths of the replaced portions may be shared among
the parties holding the child cryptographic keys, for use
during reconstruction of the parent cryptographic key
from the child cryptographic keys. In some implementa-
tions, in addition to replacement of different portions of
the parent cryptographic keys with portions of the ran-
domly generated character string, the bit-string resulting
from the replacement can further be scrambled accord-
ing to a preset algorithm to further improve robustness.
[0110] After 1306, method 1300 stops.

[0111] In some implementations of the method 1300,
the method further includes the steps of: transmitting the
N child cryptographic keys to corresponding parties; and
deleting the parent cryptographic key. By deleting the
parent cryptographic key, any possibility of a single party
obtaining the parent cryptographic key without recon-
structing the parent cryptographic key from the complete
set of child cryptographic keys is essentially eliminated,
which improves the robustness of the shared ownership
established through the child cryptographic keys.
Further, in cases where an intermediary is involved in
generation of the child cryptographic keys, deleting the
parent cryptographic key in the intermediary’s posses-
sion can prevent potential unauthorized control over the
blockchain object by the intermediary. In some imple-
mentations, the method can further include the step of
confirming that the transmitted child cryptographic keys
have been received by the corresponding parties, and
delete the parent cryptographic key when all parties have
confirmed receipt of the child cryptographic keys.
[0112] Once the child cryptographic keys have been
generated and transmitted to the parties, and once the
parent cryptographic key has been deleted, the block-
chain object associated with the parent cryptographic key
cannot be controlled by any single party. When all of the
shared or joint owners of the blockchain object agree to
sell or otherwise control the blockchain object, the parent
cryptographic key needs to be reconstructed. The parent
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cryptographic key can be reconstructed from the com-
plete set of child cryptographic keys based on a recon-
struction algorithm. As such, in some implementations of
the method 1300, the method further includes the steps
of: receiving a plurality of cryptographic keys; determin-
ing that a number of received plurality of cryptographic
keys is equal to the number of parties sharing control over
the blockchain object; and in response to determining
that a number of received plurality of cryptographic keys
is equal to the number of parties sharing control over the
blockchain object, reconstructing the parent crypto-
graphic key by applying a reconstruction algorithm to
the received plurality of cryptographic keys. This step
may be similar to step S82 of FIG 4.

[0113] The reconstruction algorithm generally differs
based on the predetermined algorithm for generating the
child cryptographic keys. For example, the Lagrange’s
theorem or the Lagrange polynomial can be applied to
child cryptographic keys generated using the modulo
operation to reconstruct the parent cryptographic key.
As another example, for child cryptographic keys gener-
ated using the XOR-based algorithm, the parent crypto-
graphic key can be reconstructed using a series of XOR
operations. Specifically, XOR operations can be per-
formed between the XOR child cryptographic key and
the random numbers in reverse order to reconstruct the
parent cryptographic key. Due to the commutative and
associative nature of XOR operation, the reconstruction
may also be performed by performing a series of XOR
operations between the XOR child cryptographic keys
and the random numbers in any order. As such, in some
implementations of the method 1300, the method further
includes the steps of: receiving a plurality of crypto-
graphic keys comprising the XOR child cryptographic
key and the N-1 random numbers; determining that a
number of received plurality of cryptographic keys is
equal to the number of parties sharing control over the
blockchain object; and in response to determining that a
number of received plurality of cryptographic keys is
equal to the number of parties sharing control over the
blockchain object, reconstructing the parent crypto-
graphic key by performing a series of bitwise XOR opera-
tions, comprising: performing an XOR operation between
the XOR child cryptographic key and one of the N-1
random numbers; and sequentially performing XOR op-
erations between an output of a previous XOR operation
and one of the remaining random numbers.

[0114] The methods and apparatuses disclosed herein
can improve blockchain networks by allowing shared or
joint control over a blockchain object by several parties.
Such joint control or ownership allows a blockchain net-
work to support asset ownership paradigms in conven-
tional ledgers and recordkeeping approaches. By gen-
erating child cryptographic keys from a single parent
cryptographic key, and reconstructing the parent crypto-
graphic key from the child cryptographic keys, shared
ownership over blockchain objects can be established in
existing blockchain networks without modifying the
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blockchain architecture. Further, by modifying the parent
cryptographic key using modulo-based or XOR-based
approaches to generate the child cryptographic keys,
resulting child cryptographic keys do not contain signifi-
cant portions of the parent cryptographic key. Such child
cryptographic keys improve security of the shared or joint
ownership relative to, for example, an approach where
the parent cryptographic keys are simply divided into
portions and handed out to the shared owners. Such
division-based approach may be susceptible to brute
force attempts by a majority, but not entirety, of the shared
owners, as such group of shared owners possesses a
large portion of the parent cryptographic key, which sig-
nificantly reduces the computational burden associated
with a brute force attempt, and compromises the shared
control over the blockchain object.

[0115] Embodiments and the operations described in
this specification can be implemented in digital electronic
circuitry, or in computer software, firmware, or hardware,
including the structures disclosed in this specification or
in combinations of one or more of them. The operations
can be implemented as operations performed by a data
processing apparatus on data stored on one or more
computer-readable storage devices or received from
other sources. A data processing apparatus, computer,
or computing device may encompass apparatus, de-
vices, and machines for processing data, including by
way of example a programmable processor, a computer,
a system on a chip, or multiple ones, or combinations, of
the foregoing. The apparatus can include special pur-
pose logic circuitry, for example, a central processing unit
(CPU), a field programmable gate array (FPGA) or an
application-specific integrated circuit (ASIC). The appa-
ratus can also include code that creates an execution
environment for the computer program in question, for
example, code that constitutes processor firmware, a
protocol stack, a database management system, an
operating system (for example an operating system or
a combination of operating systems), a cross-platform
runtime environment, a virtual machine, ora combination
of one or more of them. The apparatus and execution
environment can realize various different computing
model infrastructures, such as web services, distributed
computing and grid computing infrastructures.

[0116] A computer program (also known, for example,
as a program, software, software application, software
module, software unit, script, or code) can be written in
any form of programming language, including compiled
or interpreted languages, declarative or procedural lan-
guages, and it can be deployed in any form, including as a
stand-alone program or as a module, component, sub-
routine, object, or other unit suitable for use in a comput-
ing environment. A program can be storedin a portion ofa
file that holds other programs or data (for example, one or
more scripts stored in a markup language document), ina
single file dedicated to the program in question, or in
multiple coordinated files (for example, files that store
one or more modules, sub-programs, or portions of
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code). A computer program can be executed on one
computer or on multiple computers that are located at
one site or distributed across multiple sites and intercon-
nected by a communication network.

[0117] Processors for execution of a computer pro-
gram include, by way of example, both general- and
special-purpose microprocessors, and any one or more
processors of any kind of digital computer. Generally, a
processor will receive instructions and data from a read-
only memory or a random-access memory or both. The
essential elements of a computer are a processor for
performing actions in accordance with instructions and
one or more memory devices for storing instructions and
data. Generally, a computer will also include, or be op-
eratively coupled to receive data from or transfer data to,
or both, one or more mass storage devices for storing
data. Acomputer can be embedded in another device, for
example, a mobile device, a personal digital assistant
(PDA), a game console, a Global Positioning System
(GPS) receiver, or a portable storage device. Devices
suitable for storing computer program instructions and
data include non-volatile memory, media and memory
devices, including, by way of example, semiconductor
memory devices, magnetic disks, and magneto-optical
disks. The processor and the memory can be supple-
mented by, or incorporated in, special-purpose logic
circuitry.

[0118] Mobile devices can include handsets, user
equipment (UE), mobile telephones (for example, smart-
phones), tablets, wearable devices (for example, smart
watches and smart eyeglasses), implanted devices with-
in the human body (for example, biosensors, cochlear
implants), or other types of mobile devices. The mobile
devices can communicate wirelessly (for example, using
radio frequency (RF) signals) to various communication
networks (described below). The mobile devices can
include sensors for determining characteristics of the
mobile device’s current environment. The sensors can
include cameras, microphones, proximity sensors, GPS
sensors, motion sensors, accelerometers, ambient light
sensors, moisture sensors, gyroscopes, CoOmpasses,
barometers, fingerprint sensors, facial recognition sys-
tems, RF sensors (for example, Wi-Fi and cellular
radios), thermal sensors, or other types of sensors. For
example, the cameras can include a forward- or rear-
facing camera with movable or fixed lenses, a flash, an
image sensor, and an image processor. The camera can
be a megapixel camera capable of capturing details for
facial and/or iris recognition. The camera along with a
data processor and authentication information stored in
memory or accessed remotely can form a facial recogni-
tion system. The facial recognition system or one-or-
more sensors, for example, microphones, motion sen-
sors, accelerometers, GPS sensors, or RF sensors, can
be used for user authentication.

[0119] To provide for interaction with a user, embodi-
ments can be implemented on a computer having a dis-
play device and an input device, for example, a liquid
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crystal display (LCD) or organic light-emitting diode
(OLED)/virtual-reality (VR)/augmented-reality (AR) dis-
play for displaying information to the user and a touchsc-
reen, keyboard, and a pointing device by which the user
can provide input to the computer. Other kinds of devices
can be used to provide for interaction with a user as well;
for example, feedback provided to the user can be any
form of sensory feedback, for example, visual feedback,
auditory feedback, or tactile feedback; and input from the
user can be received in any form, including acoustic,
speech, or tactile input. In addition, a computer can
interact with a user by sending documents to and receiv-
ing documents from a device that is used by the user; for
example, by sending web pages to a web browser on a
user’s clientdevice inresponse to requests received from
the web browser.

[0120] Embodiments can be implemented using com-
puting devices interconnected by any form or medium of
wireline or wireless digital data communication (or com-
bination thereof), for example, a communication network.
Examples of interconnected devices are a client and a
server generally remote from each other that typically
interact through a communication network. A client, for
example, a mobile device, can carry out transactions
itself, with a server, or through a server, for example,
performing buy, sell, pay, give, send, or loan transactions,
orauthorizing the same. Such transactions may beinreal
time such that an action and a response are temporally
proximate; for example an individual perceives the action
and the response occurring substantially simultaneously,
the time difference for a response following the indivi-
dual’s action is less than 1 millisecond (ms) or less than 1
second (s), or the response is without intentional delay
taking into account processing limitations of the system.
[0121] Examples of communication networksinclude a
local area network (LAN), a radio access network (RAN),
a metropolitan area network (MAN), and a wide area
network (WAN). The communication network can include
all or a portion of the Internet, another communication
network, or a combination of communication networks.
Information can be transmitted on the communication
network according to various protocols and standards,
including Long Term Evolution (LTE), 5G, |IEEE 802,
Internet Protocol (IP), or other protocols or combinations
of protocols. The communication network can transmit
voice, video, biometric, or authentication data, or other
information between the connected computing devices.
[0122] Features described as separate implementa-
tions may be implemented, in combination, in a single
implementation, while features described as a single
implementation may be implemented in multiple imple-
mentations, separately, or in any suitable sub-combina-
tion. Operations described and claimed in a particular
order should not be understood as requiring that the
particular order, nor that all illustrated operations must
be performed (some operations can be optional). As
appropriate, multitasking or parallel-processing (or a
combination of multitasking and parallel-processing)
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can be performed.

Claims

1. A method for processing a key data, the method
comprising:

obtaining (S0) an original key of a shared object
in a blockchain;

determining (S0) a number of parties sharing the
original key;

processing (S2) the original key by using a pre-
determined algorithm to generate a number of
child keys that is the same as the number of
parties sharing the original key, wherein the child
keys are used to restore the original key when
the same number of child keys are obtained,
wherein

the predetermined algorithm comprises

performing an operation on the original key
by using a randomly generated character
string to generate the same number of child
keys as that of the parties sharing the ori-
ginal key, wherein one or more characters of
the randomly generated character string
are separately inserted in the original key
in a sequence to generate the child keys,
and wherein

performing the operation on the original key
comprises

replacing different portions of the original
key with different portions of the randomly
generated character string to generate the
child keys, and

determining respective locations and
lengths of the replaced different portions
in the original key and corresponding loca-
tions and lengths of the randomly generated
character string according to a preset algo-
rithm, wherein the preset algorithm varies
the locations and lengths of the replaced
different portions in a random manner;

sending (S4) the child keys to corresponding
object sharing parties; and
deleting (S6) the original key.

2. The method according to claim 1, wherein the meth-
od further comprises:

receiving (S80) entered child keys; and

when it is determined that the number of child
keys is the same as the number of parties shar-
ing (S82) the corresponding original key, restor-
ing, through calculation, the original key based
on the child keys by using the predetermined
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algorithm, to obtain the corresponding original
key.

3. The method according to claim 1, wherein the pre-

determined algorithm comprises:

generating (S210) (N-1) random numbers,
wherein binary lengths of the random numbers
are the same as a binary length of the original
key, and N is the number of parties sharing the
original key;

performing (S214) a bitwise exclusive OR op-
eration on the original key and each of the (N-1)
random numbers, to obtain an exclusive OR
child key; and

using the exclusive OR child key and the (N-1)
random numbers as N output child keys.

The method according to any one of claims 1 to 3,
wherein the original key is generated by a local
server or is received from a remote server.

The method according to any one of claims 1 to 3,
wherein the blockchain comprises a plurality of
blocks configured to store blockchain data.

The method according to claim 5, wherein the block-
chain data comprises assets used for product pur-
chasing or transferring.

The method according to any one of claims 1 to 6,
wherein replacing the different portions of the origi-
nal key with the different portions of the randomly
generated character string to generate the child keys
results in a bit-string; and wherein performing the
operation on the original key further comprises
scrambling the bit-string according to a second pre-
set algorithm.

An apparatus for processing a key data, the appa-
ratus comprising a plurality of modules configured to
perform the method according to any one of claims 1
to 7.

Patentanspriiche

Verfahren zum Verarbeiten von Schliisseldaten, wo-
bei das Verfahren umfasst:

Erhalten (SO) eines Originalschllissels eines
gemeinsam genutzten Objekts in einer Block-
chain;

Ermitteln (SO) einer Anzahl von Parteien, die
den Originalschlissel gemeinsam nutzen; Ver-
arbeiten (S2) des Originalschlissels unter Ver-
wendung eines vorbestimmten Algorithmus, um
eine Anzahl von abgeleiteten Schliisseln zu
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erzeugen, die gleich der Anzahl von Parteien
ist, die den Originalschllissel gemeinsam nut-
zen, wobei die abgeleiteten Schliissel verwen-
det werden, um den Originalschlissel wieder-
herzustellen, wenn die gleiche Anzahl von ab-
geleiteten Schlisseln erhalten wird,

wobei

der vorbestimmte Algorithmus umfasst:

Durchfiihren einer Operation an dem Origi-
nalschlissel, indem eine zufallig erzeugte
Zeichenfolge verwendet wird, um die glei-
che Anzahl von abgeleiteten Schliisseln zu
erzeugen wie diejenige der Parteien, die
den Originalschlissel gemeinsam nutzen,
wobei ein oder mehrere Zeichen der zufallig
erzeugten Zeichenfolge separat in den Ori-
ginalschlissel in einer Abfolge eingefligt
werden, um die abgeleiteten Schliissel zu
erzeugen, und wobei

das Durchfiihren der Operation an dem
Originalschlissel

ein Ersetzen von unterschiedlichen Ab-
schnitten des Originalschlissels durch an-
dere Abschnitte der zufallig erzeugten Zei-
chenfolge, um die abgeleiteten Schlissel
Zu erzeugen, und

ein Ermitteln von jeweiligen Orten und Lan-
gen der ersetzten unterschiedlichen Ab-
schnitte in dem Originalschlissel und von
entsprechenden Orten und Langen der zu-
fallig erzeugten Zeichenfolge gemaf einem
voreingestellten Algorithmus umfasst, wo-
bei der voreingestellte Algorithmus die Orte
und Langen der ersetzten unterschiedli-
chen Abschnitte in einer zufalligen Weise
variiert;

Senden (S4) der abgeleiteten Schllissel zu
entsprechenden Parteien die das Objekt
gemeinsam nutzen; und

Léschen (S6) des Originalschlussels.

2. Verfahren nach Anspruch 1, wobei das Verfahren

ferner umfasst:

Empfangen (S80) von eingegebenen abgelei-
teten Schllisseln; und

wobei, wenn ermittelt wird, dass die Anzahl von
abgeleiteten Schliisseln gleich der Anzahl von
Parteien ist, die den entsprechenden Original-
schlissel gemeinsam nutzen (S82), der Origi-
nalschlissel durch eine Berechnung basierend
auf den abgeleiteten Schliisseln wiederherge-
stellt wird, indem der vorbestimmte Algorithmus
verwendet wird, um den entsprechenden Origi-
nalschlissel zu erhalten.

3. Verfahrennach Anspruch 1, wobeider vorbestimmte
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Algorithmus umfasst:

Erzeugen (S210) von (N-1) Zufallszahlen, wo-
bei bindre Langen der Zufallszahlen die Glei-
chen sind, wie eine bindre Lange des Original-
schlussels, und wobei N die Anzahl von Parteien
ist, die den Originalschlissel gemeinsam nut-
zen;

Durchfliihren (S214) einer bitweisen Exklusiv-
ODER-Operation an dem Originalschlissel
und an jeder der (N-1) Zufallszahlen, um einen
abgeleiteten Exklusiv-ODER-Schlissel zu er-
halten; und

Verwenden des abgeleiteten Exklusiv-ODER-
Schlissels und der (N-1) Zufallszahlen als N
abgeleitete Ausgangsschlussel.

Verfahren nach einem der Anspriiche 1 bis 3, wobei
der Originalschlussel durch einen lokalen Server
erzeugt wird oder von einem fernen Server emp-
fangen wird.

Verfahren nach einem der Anspriiche 1 bis 3, wobei
die Blockchain eine Vielzahl von Blocken umfasst,
die konfiguriert sind zum Speichern von Blockchain-
Daten.

Verfahren nach Anspruch 5, wobei die Blockchain-
Daten Vermdgenswerte umfassen, die zum Kaufen
oder Transferieren von Produkten verwendet wer-
den.

Verfahren nach einem der Anspriiche 1 bis 6, wobei
das Ersetzen der unterschiedlichen Abschnitte des
Originalschlussels durch die anderen Abschnitte der
zufallig erzeugten Zeichenfolge zum Erzeugen der
abgeleiteten Schllssel zu einer Bitfolge fuhrt; und
wobei das Durchfiihren der Operation an dem Ori-
ginalschliissel ferner ein Verschliisseln der Bitfolge
gemal einem zweiten voreingestellten Algorithmus
umfasst.

Vorrichtung zum Verarbeiten von Daten, wobei die
Vorrichtung eine Vielzahl von Modulen umfasst, die
konfiguriert sind zum Durchfihren des Verfahrens
nach einem der Anspriiche 1 bis 7.

Revendications

Procédé de traitement d’'une donnée de clé, le pro-
cédé comprenant :

I'obtention (S0) d’'une clé d’origine d’un objet
partagé dans une chaine de blocs ;

la détermination (S0) d’'un nombre de parties
partageant la clé d’origine ;

le traitement (S2) de la clé d’origine au moyen
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d’un algorithme prédéterminé pour générer un
nombre de clés enfants qui est égal au nombre
de parties partageant la clé d’origine, les clés
enfants étant utilisées pour restaurer la clé d’o-
rigine lorsque le méme nombre de clés enfants
est obtenu, dans lequel

I'algorithme prédéterminé comprend
I'exécution d’'une opération sur la clé d’origine
au moyen d’'une chaine de caractéres générée
aléatoirement pour générer le méme nombre de
clés enfants que celui des parties partageant la
clé d’origine, dans lequel un ou plusieurs carac-
teres de la chaine de caractéres générée aléa-
toirement sont insérés séparément en sé-
quence dans la clé d’origine pour générer les
clés enfants, et dans lequel

I'exécution de I'opération sur la clé d’origine
comprend

le remplacement de différentes parties de la clé
d’origine par différentes parties de la chaine de
caractéres générée aléatoirement pour générer
les clés enfants, et

la détermination d’emplacements et de lon-
gueurs respectifs des différentes parties rem-
placées dansla clé d’origine et d’emplacements
et de longueurs correspondants de la chaine de
caractéres générée aléatoirement conformé-
ment & un algorithme prédéfini, dans lequel
I'algorithme prédéfini fait varier les emplace-
ments et les longueurs des différentes parties
remplacées de maniére aléatoire ;

I'envoi (S4) des clés enfants a des parties cor-
respondantes partageant des objets ; et

la suppression (S6) de la clé d’origine.

2. Procédé selon la revendication 1, le procédé

comprenant en outre :

la réception (S80) de clés enfants saisies ; et
lorsqu'’il est déterminé que le nombre de clés
enfants est égal au nombre de parties parta-
geant (S82) la clé d’origine correspondante, la
restauration, par calcul, de la clé d’origine sur la
base des clés enfants au moyen de I'algorithme
prédéterminé, afin d’obtenir la clé d’origine cor-
respondante.

3. Procédé selon larevendication 1, dans lequel I'algo-

rithme prédéterminé comprend :

la génération (S210) de (N-1) nombres aléatoi-
res, dans lequel les longueurs binaires des nom-
bres aléatoires sont égales a une longueur bi-
naire de la clé d’origine, et N est le nombre de
parties partageant la clé d’origine ;

I'exécution (S214) d’'une opération OU exclusif
au niveau des bits sur la clé d’origine et sur
chacun des (N-1) nombres aléatoires, afin d’ob-
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tenir une clé enfant OU exclusif ; et

I'utilisation de la clé enfant OU exclusif et des
(N-1) nombres aléatoires en tant que N clés
enfant de sortie.

Procédé selon I'une quelconque des revendications
1a3, danslequel la clé d’origine est générée par un
serveur local ou est regue d’un serveur distant.

Procédé selon I'une quelconque des revendications
1 a 3, dans lequel la chaine de blocs comprend une
pluralité de blocs configurés pour stocker des don-
nées de chaine de blocs.

Procédé selon la revendication 5, dans lequel les
données de chaine de blocs comprennent des actifs
utilisés pour I'achat ou le transfert de produits.

Procédé selon I'une quelconque des revendications
1 a 6, dans lequel le remplacement des différentes
parties de la clé d’origine par les différentes parties
de la chaine de caractéres générée de maniére
aléatoire pour générer les clés enfants a pour résul-
tat une chaine de bits ; et dans lequel I'exécution de
'opération sur la clé d’origine comprend en outre
I'embrouillage de la chaine de bits conformément a
un second algorithme prédéfini.

Appareil de traitement d’'une donnée de clé, I'appa-
reil comprenant une pluralité de modules destinés a
mettre en ceuvre le procédé selon I'une quelconque
des revendications 1 a 7.
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