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(54) SYSTEM AND METHOD FOR TRANSMITTING REPORTS FROM AUTOLAND ACTIVATED 
AIRCRAFT

(57) A system and method of transmitting an aircraft
report (AIREP) from a first aircraft having an enabled
aircraft autoland system includes retrieving, via a first
processing system, standard AIREP data from one or
more avionic systems within the first aircraft, the standard
AIREP data including standard AIREP reporting informa-
tion. The first processing system retrieves autoland en-
ablement data that indicates whether the autoland sys-

tem was manually or automatically enabled, and also re-
trieves autoland information data from the one or more
avionics systems, where the autoland information data
includes current aircraft state data and current flight plan
data and is different from the standard AIREP data. The
autoland information data is appended to the standard
AIREP data to generate an AIREP-autoland message
and the AIREP-autoland message is transmitted.
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Description

CROSS-REFERENCE TO RELATED APPLICATION

[0001] This application claims priority to India Provi-
sional Patent Application No. 202211033015, filed June
9, 2022, the entire content of which is incorporated by
reference herein.

TECHNICAL FIELD

[0002] The present invention generally relates to sys-
tems and methods for transmitting reports from an air-
craft, and more particularly relates to systems and meth-
ods for transmitting reports from an autoland activated
aircraft.

BACKGROUND

[0003] Most commercial aircraft will transmit reports of
actual weather conditions encountered by the aircraft
while in flight. There are typically two types of reports that
get transmitted - an aircraft report (AIREP) and a pilot
report (PIREP). An AIREP is a routine, automated report
of in-flight weather conditions such as wind and temper-
ature. A PIREP is manually reported by a pilot to indicate
encounters of hazardous weather such as icing or turbu-
lence. Both are transmitted in real-time via a transmitter
to air traffic control (ATC) and to other aircraft within re-
ceiving distance of the transmission.
[0004] Many commercial aircraft also include an au-
toland system. As is generally known, an autoland sys-
tem can take complete control of, and land, the aircraft
in an emergency, such as in the unlikely event the pilot
is unable to fly. The autoland system can be enabled
automatically or manually. For example, some autoland
systems are configured to be automatically enabled
when, via a decision algorithm, it is determined that the
pilot is unable to fly. Some autoland systems are also
configured such that any flight crew member or any alert
passenger can manually engage the system by pushing
a button in the cockpit. Regardless of how the autoland
system is enabled, when it is, the autoland system auto-
matically lands the aircraft without user intervention.
[0005] When the autoland system is enabled, it would
be desirable to periodically share, for the autoland ena-
bled aircraft, various aircraft status information that could
benefit both ATC and other aircraft. This would enable
ATC and other aircraft to determine if the autoland ena-
bled aircraft presents, or could potentially present, a con-
flict with one or more surrounding aircraft. However, at
present, such capability is not available.
[0006] Hence, there is a need for a system and method
to periodically share various aircraft status information
of an autoland activated aircraft to ATC and other aircraft.
The present disclosure addresses at least this need.

BRIEF SUMMARY

[0007] This summary is provided to describe select
concepts in a simplified form that are further described
in the Detailed Description. This summary is not intended
to identify key or essential features of the claimed subject
matter, nor is it intended to be used as an aid in deter-
mining the scope of the claimed subject matter.
[0008] In one embodiment, a system for transmitting
an aircraft report (AIREP) from a first aircraft having an
enabled aircraft autoland system includes a transmitter
and a first processing system. The transmitter is coupled
to receive a transmit command and is configured, in re-
sponse to receiving the transmit command, to selectively
transmit one or more messages. The first processing sys-
tem is in operable communication with the transmitter
and is configured to: retrieve standard AIREP data from
one or more avionic systems disposed within the first
aircraft, where the standard AIREP data including stand-
ard AIREP reporting information; retrieve autoland ena-
blement data that indicates whether the autoland system
was manually or automatically enabled; retrieve autoland
information data from the one or more avionics systems,
where the autoland information data includes current air-
craft state data and current flight plan data, and is differ-
ent from the standard AIREP data; append the autoland
information data to the standard AIREP data to generate
an AIREP-autoland message; supply the AIREP-au-
toland message to the transmitter; and command the
transmitter to transmit the AIREP-autoland message.
[0009] In another embodiment, a method of transmit-
ting an aircraft report (AIREP) from a first aircraft having
an enabled aircraft autoland system includes retrieving,
via a first processing system, standard AIREP data from
one or more avionic systems within the first aircraft, the
standard AIREP data including standard AIREP report-
ing information. The first processing system retrieves au-
toland enablement data that indicates whether the au-
toland system was manually or automatically enabled,
and also retrieves autoland information data from the one
or more avionics systems, where the autoland informa-
tion data includes current aircraft state data and current
flight plan data and is different from the standard AIREP
data. The autoland information data is appended to the
standard AIREP data to generate an AIREP-autoland
message and the AIREP-autoland message is transmit-
ted.
[0010] In yet another embodiment, a system for com-
municating an aircraft report (AIREP) from a first aircraft
having an enabled aircraft autoland system to a second
aircraft includes a transmitter, a first processing system,
a receiver, and a second processing system. The trans-
mitter is disposed within the first aircraft and is coupled
to receive a transmit command. The transmitter is con-
figured, in response to receiving the transmit command,
to selectively transmit one or more messages. The first
processing system is disposed within the first aircraft.
The first processing system is in operable communication
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with the transmitter and is configured to: retrieve standard
AIREP data from one or more avionic systems disposed
within the first aircraft, where the standard AIREP data
includes standard AIREP reporting information; retrieve
autoland enablement data that indicates whether the au-
toland system was manually or automatically enabled;
retrieve autoland information data from the one or more
avionics systems, where the autoland information data
includes current aircraft state data and current flight plan
data and is different from the standard AIREP data; ap-
pend the autoland information data to the standard AIR-
EP data to generate an AIREP-autoland message; sup-
ply the AIREP-autoland message to the transmitter; and
command the transmitter to transmit the AIREP-autoland
message. The receiver is disposed within the second air-
craft and is configured to receive the AIREP-autoland
message transmitted by the first aircraft. The second
processing system is disposed within the second aircraft
and is in operable communication with the receiver. The
second processing system is coupled to receive the AIR-
EP-autoland message from the receiver and is config-
ured to: process the AIREP-autoland message to deter-
mine if the first aircraft represents a potential conflict with
the second aircraft, and when the first aircraft represents
the potential conflict, command a display device to render
a warning icon indicating that the potential conflict exists.
[0011] Furthermore, other desirable features and char-
acteristics of the system and method for transmitting re-
ports will become apparent from the subsequent detailed
description and the appended claims, taken in conjunc-
tion with the accompanying drawings and the preceding
background.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] The present invention will hereinafter be de-
scribed in conjunction with the following drawing figures,
wherein like numerals denote like elements, and wherein:

FIG. 1 depicts a functional block diagram of one em-
bodiment of a system for transmitting an aircraft re-
port (AIREP) from a first aircraft;

FIGS. 2-5 depicts examples of images that may be
rendered on a display device of the system of FIG.
1; and

FIG. 6 depicts a method, in flowchart form, that may
be implemented in the system of FIG. 1.

DETAILED DESCRIPTION

[0013] The following detailed description is merely ex-
emplary in nature and is not intended to limit the invention
or the application and uses of the invention. As used here-
in, the word "exemplary" means "serving as an example,
instance, or illustration." Thus, any embodiment de-
scribed herein as "exemplary" is not necessarily to be

construed as preferred or advantageous over other em-
bodiments. All of the embodiments described herein are
exemplary embodiments provided to enable persons
skilled in the art to make or use the invention and not to
limit the scope of the invention which is defined by the
claims. Furthermore, there is no intention to be bound by
any expressed or implied theory presented in the pre-
ceding technical field, background, brief summary, or the
following detailed description.
[0014] Referring first to FIG. 1, a functional block dia-
gram of one embodiment of a system 100 for transmitting
an aircraft report (AIREP) is depicted and includes, within
a first aircraft 102, a transmitter 104, and a first process-
ing system 106. The transmitter 104 is coupled to receive
a transmit command and is configured, in response to
receiving the transmit command, to selectively transmit
one or more messages. The transmitter 104 may be any
one of suitable types of radio transmitters that are dis-
posed within aircraft and are configured to transmit var-
ious types of messages, such as AIREPs and PIREPs.
[0015] The first processing system 106 is in operable
communication with the transmitter 104 and is configured
to implement various functions. Before discussing these
functions, it is seen that the system 100 also includes
various avionic systems 108, which are also disposed
within the first aircraft 102. These avionic systems 108
may vary but include, at least in the depicted embodi-
ment, a flight management system (FMS) 112, a flight
control system (FCS) 114, an autopilot system 116, a
flight director 118, an auto throttle system 122, and an
engine controller (EEC/FADEC) 124, just to name a few.
[0016] As FIG. 1 further depicts, the avionic systems
108 also include an autoland system 126. The autoland
system 126 is configured, when enabled, to automatically
land the first aircraft 102 without user intervention. The
autoland system 126 may be enabled either automati-
cally or manually. For example, the autoland system 126
may be configured to continuously monitor whether a pi-
lot has interacted with the cockpit and to be automatically
enabled when the pilot has not interacted with the cockpit
for a predetermined amount of time. The autoland system
126 may be manually enabled by, for example, a user
(pilot or non-pilot) manipulating a non-illustrated switch
or button.
[0017] Regardless of how the autoland system 126 be-
comes enabled, when it is enabled, various ones of the
avionic systems 108 (e.g., the flight management system
(FMS) 112, the flight control system (FCS) 114, the au-
topilot system 116, the flight director 118, the auto throttle
system 122, the engine controller 124, etc.) and various
other non-illustrated subsystems are engaged and con-
trolled to automatically land the first aircraft 102. In ad-
dition, the autoland system 126, when enabled, triggers
the various functions of first processing system 106 that
were mentioned above, and which will now be described.
[0018] The functions of the first processing system
106, which are implemented via one or more suitably
programmed processors 128, include retrieving standard
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AIREP data from one or more of the avionic systems 108.
As used herein, "standard AIREP data" includes stand-
ard AIREP reporting information, as is generally known
in the art. The first processing system 106 is additionally
configured to retrieve autoland enablement data that in-
dicates whether the autoland system 126 was manually
or automatically enabled, and to retrieve autoland infor-
mation data from the one or more avionics systems 108.
It is noted that the autoland information data includes at
least current aircraft state data and current flight plan
data, and these data are different from the standard AIR-
EP data. For example, the autoland information data may
include, without limitation, the destination runway, the
current and next flight level, the estimated time of arrival
(ETA) to the destination runway, fuel level, and aircraft
health status.
[0019] The first processing system 106 is additionally
configured, upon retrieving the autoland information da-
ta, to append the autoland information data to the stand-
ard AIREP data, thereby generating an AIREP-autoland
message. The first processing system 106 then supplies
the AIREP-autoland message to the transmitter 104 and
commands the transmitter 104 to transmit the AIREP-
autoland message.
[0020] One example of an AIREP-autoland message
might be:
"AIREP SPECIAL UNITED AIRLINES THREE TWO
TWO POSITION FIVE FIVE ZERO THREE NORTH ONE
SEVEN ZERO TWO ZERO EAST FLIGHT LEVEL
THREE ZERO ZERO DESCENDING TO FLIGHT LEV-
EL ZERO FOUR ZERO AUTOLAND ACTIVATED - PI-
LOT INCAPACITATION DESTINATION - KPHX 07L FU-
EL REMAINING 2000 LBS".
When placed in proper AIREP format, the transmitted
AIREP-autoland message would be:
ARS UAL322 5503N17020E 0105 F300 DSC F040 AL
PI INCAP KPHX 07L FR
[0021] As may be appreciated, the autoland informa-
tion data may change during the landing operation of the
first aircraft 102. Thus, the first processing system 106
is configured to continuously retrieve the autoland infor-
mation data from the one or more avionics systems 108,
and to determine if the autoland information data has
changed. If the first processing system 106 determines
that the autoland information data has changed, it ap-
pends the changed autoland data to the standard AIREP
data to generate an updated AIREP-autoland message,
supplies the updated AIREP-autoland message to the
transmitter, and commands the transmitter 104 to trans-
mit the updated AIREP-autoland message.
[0022] The AIREP-autoland messages (original and
updated) are transmitted for receipt by both ground sta-
tions (e.g., air traffic control) and other aircraft. Thus, as
FIG. 1 further depicts, the system 100 may additionally
include, within at least one second aircraft 132, a receiver
134, a second processing system 136, and a display de-
vice 138. The receiver 134 is configured to receive the
AIREP-autoland messages transmitted by the transmit-

ter 104 in the first aircraft 102. The receiver 134 may be
any one of suitable types of radio receivers that are dis-
posed within aircraft and are configured to receive vari-
ous types of messages, such as AIREPs and PIREPs.
[0023] The second processing system 136 is disposed
within the second aircraft 132 and is in operable commu-
nication with the receiver 136. The second processing
system 136 is coupled to receive the AIREP-autoland
messages from the receiver 134 and is configured to im-
plement various functions. These functions, which are
implemented via one or more suitably programmed proc-
essors 142, include processing the AIREP-autoland
messages to determine if the first aircraft 102 represents
a potential conflict with the second aircraft 132. A poten-
tial conflict may exist when, for example, the flight profiles
of the first and second aircraft 102, 132 are in conflict.
One specific example of this may be when the first and
second aircraft 102, 132 are scheduled to land at the
same destination runway within a predetermined period
of time. No matter the specific conflict, if or when the first
aircraft 102 does represent the potential conflict, the sec-
ond processing system 136 commands the display de-
vice 138 to render one or more images. Before discussing
these images, a brief description of the display device
138 will first be provided.
[0024] The display device 138 is configured, in re-
sponse to commands supplied from the second process-
ing system 136, to render the above-mentioned images.
To do so, the display device 108 may include any number
and type of image generating devices on which one or
more avionic displays 144 may be generated. The display
device 138 may be fixed or portable. For example, the
display device may be affixed to the static structure of
the aircraft cockpit as, for example, a Head Down Display
(HDD) or Head Up Display (HUD) unit. In some embod-
iments, the display device 138 may assume the form of
a portable device such as a pilot-worn display device, an
Electronic Flight Bag (EFB), a laptop, or a tablet computer
carried into the aircraft cockpit by a pilot.
[0025] As noted above, at least one avionic display 144
is generated on the display device 138 during operation
of the system 100. As used herein, the term "avionic dis-
play" is synonymous with the term "aircraft-related dis-
play" and "cockpit display" and encompasses displays
generated in textual, graphical, cartographical, and other
formats. The system 100 can simultaneously generate
various types of lateral and vertical avionic displays 144
on which various images are displayed.
[0026] Referring now to FIG. 2, one example of an im-
age 200 that may be rendered on the display 144 when
the first aircraft 102 does represent a potential conflict is
depicted. As illustrated therein, the image 200 includes
a warning icon 202 indicating that the potential conflict
exists. Although the depicted warning icon is a pilot with
an "X" across it, this is merely one example of a warning
icon. It will be appreciated that the warning icon could be
any one of numerous graphical or textual icons useful to
suitably distinguish and alert to a pilot that a potential
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conflict with an autoland enabled aircraft exists.
[0027] Turning now to FIG. 3, it is seen that the second
processing system 136 is further configured, in response
to a rendered cursor 302 being placed over a portion of
the warning icon 202, to command the display device
138 to render textual information 304. This textual infor-
mation 304, at least in the depicted embodiment, identi-
fies the first aircraft 102 and indicates that the first aircraft
102 transmitted an AIREP-autoland message. Thereaf-
ter, as depicted in FIG. 4, the pilot in the second aircraft
132 may then select, via a suitable user interface 402
rendered on the display device 138, to view the received
AIREP-autoland message. Specifically, the second
processing system 136, in response to input from the
pilot, commands the display device 138 to render the
AIREP-autoland message details. One example of the
AIREP-autoland message details that may be rendered,
based on the previously described example AIREP-au-
toland message transmitted from the first aircraft 102, is
depicted in FIG. 5.
[0028] Having described the overall functionality of the
system 100, a description of a method of transmitting an
aircraft report (AIREP) that is implemented in the system
100 will be described. The method 600, which is depicted
in flowchart form in FIG. 6, represents various embodi-
ments of a method for transmitting an aircraft report (AIR-
EP) from an autoland enabled aircraft. For illustrative pur-
poses, the following description of method 600 may refer
to elements mentioned above in connection with FIG. 1.
In practice, portions of method 600 may be performed
by different components of the described system 100. It
should be appreciated that method 600 may include any
number of additional or alternative tasks, the tasks shown
in FIG. 3 need not be performed in the illustrated order,
and method 600 may be incorporated into a more com-
prehensive procedure or method having additional func-
tionality not described in detail herein. Moreover, one or
more of the tasks shown in FIG. 6 could be omitted from
an embodiment of the method 600 if the intended overall
functionality remains intact.
[0029] The method 600 starts and the first processing
system 106 checks if the autoland system 126 is enabled
(602). If not, the first processing system 106 continues
this check until the autoland system 126 is enabled.
When the autoland system 126 is enabled, the first
processing system 106 retrieves standard AIREP data
from one or more of the avionic systems 108 within the
first aircraft 102, autoland enablement data that indicates
whether the autoland system 126 was manually or auto-
matically enabled, and the autoland information data
from one or more of the avionics systems 108 (604). The
first processing system 106 then appends the autoland
information data to the standard AIREP data to generate
an AIREP-autoland message (606), and then commands
the transmitter 104 to transmit the AIREP-autoland mes-
sage (608).
[0030] As may be appreciated, if there are no other
aircraft (e.g., no "second aircraft") within sufficient vicinity

to receive the AIREP-autoland message, the method 600
would simply continue within the first aircraft 102 as de-
scribed. If, however, one or more second aircraft 132 are
within sufficient vicinity to receive the AIREP-autoland
message then, as FIG. 6 further depicts, the receiver 134
in the second aircraft 132 receives the AIREP-autoland
message transmitted by the first aircraft 102 (612), and
the second processing system 136 processes the AIR-
EP-autoland message to determine if the first aircraft 102
represents a potential conflict with the second aircraft
132 (614).
[0031] If the second processing system 136 deter-
mines that the first aircraft 102 does not represent a po-
tential conflict with the second aircraft 132, then the pre-
vious method steps (612, 614) are repeated. However,
when the second processing system 136 does deter-
mined that the first aircraft 102 represents a potential
conflict with the second aircraft 132, the second process-
ing system 136 commands the display device to render
the warning icon 202 indicating that the potential conflict
exists (616).
[0032] As noted above, as part of the implemented
method 600, the first processing system 106 also re-
trieves autoland enablement data that indicates whether
the autoland system 126 was manually or automatically
enabled. It will be appreciated that, at least in some em-
bodiments, if the autoland system 126 is enabled man-
ually, then the first processing system 106 may be further
configured to, at least selectively, command the trans-
mitter 104 to transmit a PIREP-autoland message when
the autoland system is enabled manually. As used here-
in, a PIREP-autoland message is generated by append-
ing the autoland information data to standard PIREP da-
ta.
[0033] Those of skill in the art will appreciate that the
various illustrative logical blocks, modules, circuits, and
algorithm steps described in connection with the embod-
iments disclosed herein may be implemented as elec-
tronic hardware, computer software, or combinations of
both. Some of the embodiments and implementations
are described above in terms of functional and/or logical
block components (or modules) and various processing
steps. However, it should be appreciated that such block
components (or modules) may be realized by any
number of hardware, software, and/or firmware compo-
nents configured to perform the specified functions. To
clearly illustrate this interchangeability of hardware and
software, various illustrative components, blocks, mod-
ules, circuits, and steps have been described above gen-
erally in terms of their functionality. Whether such func-
tionality is implemented as hardware or software de-
pends upon the particular application and design con-
straints imposed on the overall system. Skilled artisans
may implement the described functionality in varying
ways for each particular application, but such implemen-
tation decisions should not be interpreted as causing a
departure from the scope of the present invention. For
example, an embodiment of a system or a component
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may employ various integrated circuit components, e.g.,
memory elements, digital signal processing elements,
logic elements, look-up tables, or the like, which may
carry out a variety of functions under the control of one
or more microprocessors or other control devices. In ad-
dition, those skilled in the art will appreciate that embod-
iments described herein are merely exemplary imple-
mentations.
[0034] The various illustrative logical blocks, modules,
and circuits described in connection with the embodi-
ments disclosed herein may be implemented or per-
formed with a general-purpose processor, a digital signal
processor (DSP), an application specific integrated cir-
cuit (ASIC), a field programmable gate array (FPGA) or
other programmable logic device, discrete gate or tran-
sistor logic, discrete hardware components, or any com-
bination thereof designed to perform the functions de-
scribed herein. A general-purpose processor may be a
microprocessor, but in the alternative, the processor may
be any conventional processor, controller, microcontrol-
ler, or state machine. A processor may also be imple-
mented as a combination of computing devices, e.g., a
combination of a DSP and a microprocessor, a plurality
of microprocessors, one or more microprocessors in con-
junction with a DSP core, or any other such configuration.
[0035] The steps of a method or algorithm described
in connection with the embodiments disclosed herein
may be embodied directly in hardware, in a software mod-
ule executed by a processor, or in a combination of the
two. A software module may reside in RAM memory, flash
memory, ROM memory, EPROM memory, EEPROM
memory, registers, hard disk, a removable disk, a CD-
ROM, or any other form of storage medium known in the
art. An exemplary storage medium is coupled to the proc-
essor such that the processor can read information from,
and write information to, the storage medium. In the al-
ternative, the storage medium may be integral to the proc-
essor. The processor and the storage medium may re-
side in an ASIC.
[0036] Techniques and technologies may be de-
scribed herein in terms of functional and/or logical block
components, and with reference to symbolic represen-
tations of operations, processing tasks, and functions
that may be performed by various computing compo-
nents or devices. Such operations, tasks, and functions
are sometimes referred to as being computer-executed,
computerized, software-implemented, or computer-im-
plemented. In practice, one or more processor devices
can carry out the described operations, tasks, and func-
tions by manipulating electrical signals representing data
bits at memory locations in the system memory, as well
as other processing of signals. The memory locations
where data bits are maintained are physical locations
that have particular electrical, magnetic, optical, or or-
ganic properties corresponding to the data bits. It should
be appreciated that the various block components shown
in the figures may be realized by any number of hardware,
software, and/or firmware components configured to per-

form the specified functions. For example, an embodi-
ment of a system or a component may employ various
integrated circuit components, e.g., memory elements,
digital signal processing elements, logic elements, look-
up tables, or the like, which may carry out a variety of
functions under the control of one or more microproces-
sors or other control devices.
[0037] When implemented in software or firmware,
various elements of the systems described herein are
essentially the code segments or instructions that per-
form the various tasks. The program or code segments
can be stored in a processor-readable medium or trans-
mitted by a computer data signal embodied in a carrier
wave over a transmission medium or communication
path. The "computer-readable medium", "processor-
readable medium", or "machine-readable medium" may
include any medium that can store or transfer informa-
tion. Examples of the processor-readable medium in-
clude an electronic circuit, a semiconductor memory de-
vice, a ROM, a flash memory, an erasable ROM (EROM),
a floppy diskette, a CD-ROM, an optical disk, a hard disk,
a fiber optic medium, a radio frequency (RF) link, or the
like. The computer data signal may include any signal
that can propagate over a transmission medium such as
electronic network channels, optical fibers, air, electro-
magnetic paths, or RF links. The code segments may be
downloaded via computer networks such as the Internet,
an intranet, a LAN, or the like.
[0038] Some of the functional units described in this
specification have been referred to as "modules" in order
to more particularly emphasize their implementation in-
dependence. For example, functionality referred to here-
in as a module may be implemented wholly, or partially,
as a hardware circuit comprising custom VLSI circuits or
gate arrays, off-the-shelf semiconductors such as logic
chips, transistors, or other discrete components. A mod-
ule may also be implemented in programmable hardware
devices such as field programmable gate arrays, pro-
grammable array logic, programmable logic devices, or
the like. Modules may also be implemented in software
for execution by various types of processors. An identi-
fied module of executable code may, for instance, com-
prise one or more physical or logical modules of computer
instructions that may, for instance, be organized as an
object, procedure, or function. Nevertheless, the execut-
ables of an identified module need not be physically lo-
cated together, but may comprise disparate instructions
stored in different locations that, when joined logically
together, comprise the module and achieve the stated
purpose for the module. Indeed, a module of executable
code may be a single instruction, or many instructions,
and may even be distributed over several different code
segments, among different programs, and across sever-
al memory devices. Similarly, operational data may be
embodied in any suitable form and organized within any
suitable type of data structure. The operational data may
be collected as a single data set, or may be distributed
over different locations including over different storage
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devices, and may exist, at least partially, merely as elec-
tronic signals on a system or network.
[0039] In this document, relational terms such as first
and second, and the like may be used solely to distinguish
one entity or action from another entity or action without
necessarily requiring or implying any actual such rela-
tionship or order between such entities or actions. Nu-
merical ordinals such as "first," "second," "third," etc. sim-
ply denote different singles of a plurality and do not imply
any order or sequence unless specifically defined by the
claim language. The sequence of the text in any of the
claims does not imply that process steps must be per-
formed in a temporal or logical order according to such
sequence unless it is specifically defined by the language
of the claim. The process steps may be interchanged in
any order without departing from the scope of the inven-
tion as long as such an interchange does not contradict
the claim language and is not logically nonsensical.
[0040] Furthermore, depending on the context, words
such as "connect" or "coupled to" used in describing a
relationship between different elements do not imply that
a direct physical connection must be made between
these elements. For example, two elements may be con-
nected to each other physically, electronically, logically,
or in any other manner, through one or more additional
elements.
[0041] While at least one exemplary embodiment has
been presented in the foregoing detailed description of
the invention, it should be appreciated that a vast number
of variations exist. It should also be appreciated that the
exemplary embodiment or exemplary embodiments are
only examples, and are not intended to limit the scope,
applicability, or configuration of the invention in any way.
Rather, the foregoing detailed description will provide
those skilled in the art with a convenient road map for
implementing an exemplary embodiment of the inven-
tion. It being understood that various changes may be
made in the function and arrangement of elements de-
scribed in an exemplary embodiment without departing
from the scope of the invention as set forth in the ap-
pended claims.

Claims

1. A system for transmitting an aircraft report (AIREP)
from a first aircraft having an enabled aircraft au-
toland system, comprising:

a transmitter coupled to receive a transmit com-
mand and configured, in response to receiving
the transmit command, to selectively transmit
one or more messages; and
a first processing system in operable communi-
cation with the transmitter and configured to:

retrieve standard AIREP data from one or
more avionic systems disposed within the

first aircraft, the standard AIREP data in-
cluding standard AIREP reporting informa-
tion,
retrieve autoland enablement data that in-
dicates whether the autoland system was
manually or automatically enabled,
retrieve autoland information data from the
one or more avionics systems, the autoland
information data including current aircraft
state data and current flight plan data, the
autoland information data being different
from the standard AIREP data,
append the autoland information data to the
standard AIREP data to generate an AIR-
EP-autoland message,
supply the AIREP-autoland message to the
transmitter, and
command the transmitter to transmit the
AIREP-autoland message.

2. The system of claim 1, further comprising:

a receiver disposed within a second aircraft and
configured to receive the AIREP-autoland mes-
sage transmitted by the first aircraft;
a second processing system disposed within the
second aircraft in operable communication with
the receiver, the second processing system cou-
pled to receive the AIREP-autoland message
from the receiver and configured to:

process the AIREP-autoland message to
determine if the first aircraft represents a
potential conflict with the second aircraft;
and
when the first aircraft represents the poten-
tial conflict, command a display device to
render a warning icon indicating that the po-
tential conflict exists.

3. The system of claim 2, wherein the second process-
ing system is further configured, in response to a
rendered cursor being placed over a portion of the
warning icon, to command the display device to
render textual information identifying the first aircraft.

4. The system of claim 2, wherein the second process-
ing system is further configured, in response to input
from a user in the second aircraft, to command the
display device to render the AIREP-autoland mes-
sage transmitted by the first aircraft.

5. The system of claim 1, wherein the first processing
system is further configured to:

continuously retrieve the autoland information
data from the one or more avionics systems;
determine if the autoland information data has
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changed; and
when it is determined that the autoland informa-
tion data has changed:

append the changed autoland data to the
standard AIREP data to generate an updat-
ed AIREP-autoland message;
supply the updated AIREP-autoland mes-
sage to the transmitter; and
command the transmitter to transmit the up-
dated AIREP-autoland message.

6. The system of claim 1, wherein the first processing
system is further configured to command the trans-
mitter to transmit a PIREP-autoland message when
the autoland system is enabled manually.

7. The system of claim 1, wherein the current aircraft
state data and current flight plan data comprise one
or more of a destination runway, a next flight level,
an estimated time of arrival to the destination run-
way, fuel level, and aircraft health status.

8. A method of transmitting an aircraft report (AIREP)
from a first aircraft having an enabled aircraft au-
toland system, the method comprising the steps of:

retrieving, via a first processing system, stand-
ard AIREP data from one or more avionic sys-
tems within the first aircraft, the standard AIREP
data including standard AIREP reporting infor-
mation;
retrieving, via the first processing system, au-
toland enablement data that indicates whether
the autoland system was manually or automat-
ically enabled;
retrieving, via the first processing system, au-
toland information data from the one or more
avionics systems, the autoland information data
including current aircraft state data and current
flight plan data, the autoland information data
being different from the standard AIREP data;
appending, via the first processing system, the
autoland information data to the standard AIR-
EP data to generate an AIREP-autoland mes-
sage; and
transmitting, via a transmitter onboard the first
aircraft, the AIREP-autoland message.

9. The method of claim 8, further comprising:
in a second aircraft:

receiving, via an onboard receiver, the AIREP-
autoland message transmitted by the first air-
craft;
processing, in a second processing system, the
AIREP-autoland message to determine if the
first aircraft represents a potential conflict with

the second aircraft; and
when the first aircraft represents the potential
conflict, commanding a display device, using the
second processing system, to render a warning
icon indicating that the potential conflict exists.

10. The method of claim 9, further comprising:
in response to a rendered cursor being placed over
a portion of the warning icon, commanding the dis-
play device, using the second processing system, to
render textual information identifying the first aircraft.

11. The method of claim 10, further comprising:
in response to input from a user in the second aircraft,
commanding the display device, using the second
processing system, to render the AIREP-autoland
message transmitted by the first aircraft.

12. The method of claim 8, further comprising:

continuously retrieving, via the first processing
system, the autoland information data from the
one or more avionics systems;
determining, in the first processing system, if the
autoland information data has changed; and
when it is determined that the autoland informa-
tion data has changed:

appending, via the first processing system,
the changed autoland data to the standard
AIREP data to generate an updated AIREP-
autoland message; and
transmitting, via the transmitter onboard the
first aircraft, the updated AIREP-autoland
message.

13. The method of claim 8, further comprising:
transmitting, via the transmitter onboard the first air-
craft, a PIREP-autoland message when the autoland
system is enabled manually.

14. The method of claim 8, wherein the current aircraft
state data and current flight plan data comprise one
or more of a destination runway, a next flight level,
an estimated time of arrival to the destination run-
way, fuel level, and aircraft health status.
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