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(57) An electronic vaping device includes a housing
extending in a longitudinal direction, the housing includ-
ing a mouth-end and a connection-end, a reservoir con-
taining a pre-vapor formulation, the reservoir in the hous-
ing, a heating element in the housing, the heating ele-
ment in fluid communication with the reservoir, the heat-
ing element configured to generate a vapor, and a re-
chargeable battery configured to power at least the heat-
ing element and any other potential power consuming
element(s) such as electronic circuits. The electronic

vaping device also includes a first memory having stored
thereon computer readable instructions relating to an
electronic vaping operating system (OS), and at least
one processor configured to execute the OS computer
readable instructions to execute the operating system,
the operating system including a real-time kernel config-
ured to operate theelectronic vapingdevice, andexecute
object code related to electronic vaping device function-
ality.
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Description

BACKGROUND

Field

[0001] The present disclosure relates to methods, systems, devices, and/or computer readable media related to
electronic vaping devices configured to execute an electronic vaping operating systemandobject codewritten using an e-
vaping programming language associated with the e-vaping operating system and an electronic vaping Application
Programming Interface (API). Additionally, the present disclosure also relates to use of a specialized operating system,
specialized programming language, and specialized API for standardization of e-vaping devices and elements thereof.

Description of Related Art

[0002] Many existing electronic vaping devices, also referred to as e-vaping devices, contain an application-specific
integrated circuit (ASIC) that provides control logic for powering and operating elements included in the e-vaping device,
such as vaporizers and batteries. Newer e-vaping devices have been developed that use software-programmable
microcontrollers in place of the ASIC, which provide for additional complexity and flexibility in the operation and
management of the e-vaping device.
[0003] However, these microcontrollers are often operated using customized product-specific software packages that
are developed by the e-vaping device manufacturers themselves using their own proprietary languages, functions, and
commands for use with specific e-vaping devicemodels and/or specificmicrocontrollers. In addition, the software is often
developed in a product-specific fashion based on the elements, functions, and needs for the respective e-vaping device,
which can vary widely from product to product. As a result, the software and resulting microcontroller can be drastically
different from manufacturer to manufacturer, and even from product to product.
[0004] Thus, currentASICsandmicrocontrollers in e-vapingdevicesdonot accommodate for different elements inane-
vaping devices, such as different reservoirs, batteries, chargers, external software applications, etc., without being
specially programmed and manufactured for each of the different elements.

SUMMARY

[0005] At least one example embodiment relates to an electronic vaping device including a housing extending in a
longitudinal direction, the housing including a mouth-end and a connection-end, a reservoir containing a pre-vapor
formulation, the reservoir in thehousing, a heating element in thehousing, the heating element in fluid communicationwith
the reservoir, the heating element configured to generate a vapor, a rechargeable battery configured to power at least the
heating element (and any other potential power consuming element(s), such as electronic circuits), a first memory having
stored thereon computer readable instructions relating to an electronic vaping operating system (OS), and at least one
processor configured to execute the OS computer readable instructions to execute the operating system, the operating
system including a real-time kernel configured to operate the electronic vaping device, and execute object code related to
electronic vaping device functionality.
[0006] In at least one example embodiment of the electronic vaping device, the at least one processor may be further
configured to control vapor generation using the heating element and the reservoir based on the object code.
[0007] In at least one example embodiment of the electronic vaping device, a charging interface may be configured to
interface the rechargeable battery and anexternal power source, and theat least one processormaybe further configured
to control charging of the rechargeable battery using the external power source through the charging interface based on
the object code.
[0008] In at least one example embodiment of the electronic vaping device, at least one input/output element may
include at least one of a light-emitting diode, a button, a switch, and an airflow sensor, and the at least one processor may
be further configured to control the at least one input/output element based on the object code.
[0009] In at least one example embodiment of the electronic vaping device, the object code related to electronic vaping
device functionality may include computer readable instructions for at least one of: electronic vaping device identification,
powering on, powering off, power consumption, operating efficiency, heating element temperature control, reservoir pre-
vapor formulation level detection, operating time, power reduction, power increase, battery charging control, user
interface, communications, self-test, and e-vaping device monitoring.
[0010] In at least one example embodiment of the electronic vaping device, a reservoir interface may be configured to
transfer data communications between the at least one processor and the reservoir, the reservoir may include a second
memory configured to store reservoir profile information related to the pre-vapor formulation, and the at least one
processormay be configured to receive the reservoir profile through the reservoir interface for storage in the first memory
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based on the operating system.
[0011] In at least one example embodiment of the electronic vaping device, the reservoir profilemay include at least one
of: pre-vapor formulation type, pre-vapor formulation identifier, vendor identifier, capacity, heating element configuration
data, measurement capability, deliverable function amount, consumption capacity, and software capability.
[0012] In at least one example embodiment of the electronic vaping device, a host interface may be configured to
transfer data communications between the at least one processor and an external computing device, and the at least one
processor may be configured to receive data from the external computing device through the host interface for storage in
the first memory based on the operating system.
[0013] In at least one example embodiment of the electronic vaping device, the data of the external computing device
may include profile information associated with an owner of the electronic vaping device.
[0014] In at least one example embodiment of the electronic vaping device, the data received from the external
computing devicemay include object code related to operating the electronic vaping device and the reservoir according to
desired operational constraints.
[0015] In at least one example embodiment of the electronic vaping device, the housing may include a battery section
and a reservoir section, and the first memory and the at least one processor may be disposed in the battery section.
[0016] In at least one example embodiment of the electronic vaping device, the housing may include a battery section
and a reservoir section, and the first memory and the at least one processor may be disposed in the reservoir section.
[0017] In at least one example embodiment of the electronic vaping device, the object code may be based on source
code written using an e-vaping programming language associated with the e-vaping operating system.
[0018] At least one example embodiment relates to amethod for operating an electronic vaping device thatmay include
executing, using at least one processor, an electronic vaping operating system, the operating system including a real-time
kernel configured to operate the electronic vaping device, and executing, using the at least one processor, object code
related to electronic vaping device functionality, the electronic vaping device functionality relating to at least one of a
reservoir containing a pre-vapor formulation, the reservoir in a housing, a heating element in the housing, the heating
element in fluid communication with the reservoir, the heating element configured to generate a vapor, a rechargeable
battery configured to power at least the heating element (and any other potential power consuming element(s), such as
electronic circuits), and a first memory having stored thereon computer readable instructions relating to the operating
system.
[0019] In at least one example embodiment of the method, the executing the object code related to electronic vaping
device functionality may include controlling vapor generation using the heating element and the reservoir.
[0020] In at least oneexampleembodiment of themethod, theelectronic vapingdevicemay includeacharging interface
configured to interface the rechargeable battery and an external power source, and the executing the object code may
include controlling charging of the rechargeable battery using the external power source through the charging interface
based on the object code.
[0021] In at least one example embodiment of the method, the electronic vaping device may include at least one
input/outputelement, theat least one input/output element isat least oneofa light-emittingdiode,abutton, aswitch, andan
airflow sensor, and executing the object code may include controlling the at least one input/output element based on the
object code.
[0022] In at least one example embodiment of the method, the object code related to electronic vaping device
functionality may include computer readable instructions for at least one of: electronic vaping device identification,
powering on, powering off, power consumption, operating efficiency, heating element temperature control, reservoir pre-
vapor formulation level detection, operating time, power reduction, power increase, battery charging control, user
interface, communications, self-test, and e-vaping device monitoring.
[0023] In at least oneexampleembodiment of themethod, theelectronic vapingdevicemay includea reservoir interface
configured to transfer data communications between the at least one processor and the reservoir, the reservoir may
include a second memory configured to store reservoir profile information related to the pre-vapor formulation, and
executing theoperating systemmay include receiving the reservoir profile through the reservoir interface for storage in the
first memory.
[0024] In at least one example embodiment of the method, the reservoir profile may include at least one of: pre-vapor
formulation type, pre-vapor formulation identifier, vendor identifier, capacity, heating element configuration data, mea-
surement capability, deliverable function amount, consumption capacity, and software capability.
[0025] In at least one example embodiment of the method, the electronic vaping device may include a host interface
configured to transfer data communications between the at least one processor and an external computing device, and
executing the operating systemmay include receiving data from the external computing device through the host interface
for storage in the first memory.
[0026] In at least one example embodiment of themethod, the data of the external computing devicemay include profile
information associated with an owner of the electronic vaping device.
[0027] In at least one example embodiment of the method, the data received from the external computing device may
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include object code related to operating the electronic vaping device and the reservoir according to desired operational
constraints.
[0028] In at least one example embodiment of the method, the housing may include a battery section and a reservoir
section, a first memory and the at least one processor may be disposed in the battery section, and the first memory may
have stored thereon computer readable instructions relating to the electronic vaping operating system.
[0029] In at least one example embodiment of the method, the housing may include a battery section and a reservoir
section, a first memory and the at least one processormay be disposed in the reservoir section, and the first memorymay
have stored thereon computer readable instructions relating to the electronic vaping operating system.
[0030] In at least one example embodiment of the method, the object codemay be based on source code written using
an e-vaping programming language associated with the e-vaping operating system.
[0031] At least one example embodiment relates to a non-transitory computer readable media including computer
readable instructions, which when executed by at least one processor, may configure the processor to execute computer
readable instructions associated with an electronic vaping device (EVD) operating system, the EVD operating system
including a real-time kernel configured to operate an electronic vaping device, and execute object code related to
electronic vaping device functionality. The electronic vaping device may include a housing extending in a longitudinal
direction, the housing including a mouth-end and a connection-end, a reservoir containing a pre-vapor formulation, the
reservoir in the housing, a heating element in the housing, the heating element in fluid communication with the reservoir,
the heating element configured to generate a vapor, and a rechargeable battery configured to power the heating element.
[0032] Further areas of applicability will become apparent from the description provided herein. The description and
specific examples in this summary are intended for purposes of illustration only and are not intended to limit the scope of
the present disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0033] The various features and advantages of the non-limiting embodiments hereinmay becomemore apparent upon
reviewof thedetaileddescription in conjunctionwith theaccompanyingdrawings.Theaccompanyingdrawingsaremerely
provided for illustrative purposes and should not be interpreted to limit the scope of the claims. The accompanying
drawings are not to be considered as drawn to scale unless explicitly noted. For purposes of clarity, various dimensions of
the drawings may have been exaggerated.

FIG. 1 is a side view of an e-vaping device according to at least one example embodiment.
FIG. 2 is a cross-sectional view along line II-II of the e-vaping device of FIG. 1, according to at least one example
embodiment.
FIG. 3 is a block diagram illustrating various elements of an e-vaping system block diagram illustrating various
elements of an e-vaping system including an e-vaping device including an e-vaping operating system circuitry
according to at least one example embodiment.
FIG.4 isablockdiagram illustratingvariouselementsof a reservoir interfacesystemaccording toat least oneexample
embodiment.
FIG. 5 is a block diagram illustrating elements of a software development environment system for developing
applications and scripts for an e-vaping operating system and e-vaping device according to at least one example
embodiment.
FIG. 6A is a flowchart illustrating a method for developing an electronic vaping device (EVD) script using an EVD
Application Programming Interface (API) according to at least one example embodiment. FIG. 6B is a flowchart
illustratingamethod for developingsoftwareapplicationsand/orembeddable softwareapplicationsusinganEVDAPI
for use with external computing device and/or an e-vaping device according to at least one example embodiment.
FIG. 7 is a flowdiagram illustrating amethod for operating ane-vaping device using a programscript programmed in a
scripting language compatible with an e-vaping operating system in accordance with at least one example embodi-
ment.
FIG. 8 is a table illustrating example functional API packages related to e-vaping device functionality according to at
least one example embodiment.

[0034] It should be noted that these figures are intended to illustrate the general characteristics of methods and/or
structure utilized in certain example embodiments and to supplement the written description provided below. These
drawings are not, however, to scale and may not precisely reflect the precise structural or performance characteristics of
any given embodiment, and should not be interpreted as defining or limiting the range of values or properties encom-
passed by example embodiments.
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DETAILED DESCRIPTION

[0035] One or more example embodiments will be described in detail with reference to the accompanying drawings.
Example embodiments, however, may be embodied in various different forms, and should not be construed as being
limited to only the illustrated embodiments. Rather, the illustrated embodiments are provided as examples so that this
disclosure will be thorough and complete, and will fully convey the concepts of this disclosure to those skilled in the art.
Accordingly, known processes, elements, and techniques, may not be described with respect to some example
embodiments. Unless otherwise noted, like reference characters denote like elements throughout the attached drawings
and written description, and thus descriptions will not be repeated.
[0036] Although the terms "first," "second," "third," etc., may be used herein to describe various elements, regions,
layers, and/or sections, these elements, regions, layers, and/or sections, should not be limited by these terms. These
termsare only used to distinguish oneelement, region, layer, or section, fromanother region, layer, or section. Thus, a first
element, region, layer, or section, discussed below may be termed a second element, region, layer, or section, without
departing from the scope of this disclosure.
[0037] Spatially relative terms, such as "beneath," "below," "lower," "under," "above," "upper," and the like,may be used
herein for ease of description to describe one element or feature’s relationship to another element(s) or feature(s) as
illustrated in the figures. It will be understood that the spatially relative terms are intended to encompass different
orientations of the device in use or operation in addition to the orientation depicted in the figures. For example, if the device
in the figures is turned over, elements described as "below," "beneath," or "under," other elements or features would then
beoriented "above" theother elements or features. Thus, the example terms "below" and "under"mayencompassbothan
orientationof aboveandbelow.Thedevicemaybeotherwise oriented (rotated90degreesor at other orientations) and the
spatially relative descriptors used herein interpreted accordingly. In addition, when an element is referred to as being
"between" twoelements, theelementmaybe theonly element between the twoelements, or oneormoreother intervening
elements may be present.
[0038] As used herein, the singular forms "a," "an," and "the," are intended to include the plural forms aswell, unless the
context clearly indicatesotherwise. Itwill be further understood that the terms "comprises" and/or "comprising,"whenused
in this specification, specify the presence of stated features, integers, steps, operations, and/or elements, but do not
preclude the presence or addition of one or more other features, integers, steps, operations, elements, and/or groups,
thereof. As used herein, the term "and/or" includes any and all combinations of one ormore of the associated listed items.
Expressionssuchas "at least oneof,"whenprecedinga list of elements,modify theentire list of elementsanddonotmodify
the individual elements of the list. Also, the term "exemplary" is intended to refer to an example or illustration.
[0039] Whenan element is referred to as being "on," "connected to," "coupled to," or "adjacent to," another element, the
element may be directly on, connected to, coupled to, or adjacent to, the other element, or one or more other intervening
elements may be present. In contrast, when an element is referred to as being "directly on," "directly connected to,"
"directly coupled to," or "immediately adjacent to," another element there are no intervening elements present.
[0040] Unlessotherwisedefined, all terms (including technical andscientific terms)usedhereinhave thesamemeaning
as commonly understood by one of ordinary skill in the art to which example embodiments belong. Terms, such as those
defined in commonly used dictionaries, should be interpreted as having ameaning that is consistent with their meaning in
the context of the relevant art and/or this disclosure, and should not be interpreted in an idealized or overly formal sense
unless expressly so defined herein.
[0041] Example embodiments may be described with reference to acts and symbolic representations of operations
(e.g., in the form of flow charts, flow diagrams, data flow diagrams, structure diagrams, block diagrams, etc.) that may be
implemented in conjunction with units and/or devices discussed inmore detail below. Although discussed in a particularly
manner, a function or operation specified in a specific block may be performed differently from the flow specified in a
flowchart, flow diagram, etc. For example, functions or operations illustrated as being performed serially in two
consecutive blocks may actually be performed simultaneously, or in some cases be performed in reverse order.
[0042] Units and/or devices according to one or more example embodiments may be implemented using hardware,
software, and/or a combination thereof. For example, hardware devices may be implemented using processing circuity
such as, but not limited to, a processor, Central ProcessingUnit (CPU), a controller, an arithmetic logic unit (ALU), a digital
signal processor, a microcomputer, a field programmable gate array (FPGA), a System-on-Chip (SoC), a programmable
logic unit, amicroprocessor, or any other device capable of responding to and executing instructions in a definedmanner.
[0043] Software may include a computer program, program code, instructions, or some combination thereof, for
independently or collectively instructing or configuring a hardware device to operate as desired. The computer program
and/or programcodemay includeprogramor computer-readable instructions, softwareelements, softwaremodules, data
files, data structures, and/or the like, capableof being implementedbyoneormorehardwaredevices, suchasoneormore
of the hardware devicesmentionedabove.Examples of programcode include bothmachine code producedby a compiler
and higher level program code that is executed using an interpreter.
[0044] For example, when a hardware device is a computer processing device (e.g., a processor, Central Processing
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Unit (CPU), a controller, anarithmetic logic unit (ALU), a digital signal processor, amicrocomputer, amicroprocessor, etc.),
the computer processing device may be configured to carry out program code by performing arithmetical, logical, and
input/output operations, according to the program code. Once the program code is loaded into a computer processing
device, the computer processing device may be programmed to perform the program code, thereby transforming the
computer processing device into a special purpose computer processing device. In a more specific example, when the
program code is loaded into a processor, the processor becomes programmed to perform the program code and
operations corresponding thereto, thereby transforming the processor into a special purpose processor.
[0045] Software and/or datamay be embodied permanently or temporarily in any type of machine, element, physical or
virtual equipment, or computer storagemediumor device, capable of providing instructions or data to, or being interpreted
by, a hardware device. The software alsomay be distributed over network coupled computer systems so that the software
is stored and executed in a distributed fashion. In particular, for example, software and datamay be stored by one ormore
computer readable recording mediums, including the tangible or non-transitory computer-readable storage media
discussed herein.
[0046] According to one or more example embodiments, computer processing devices may be described as including
various functional units that performvariousoperationsand/or functions to increase theclarity of thedescription.However,
computer processing devices are not intended to be limited to these functional units. For example, in one ormore example
embodiments, the various operations and/or functions of the functional units may be performed by other ones of the
functional units. Further, the computer processing devices may perform the operations and/or functions of the various
functional units without sub-dividing the operations and/or functions of the computer processing units into these various
functional units.
[0047] Units and/or devices according to one or more example embodiments may also include one or more storage
devices. The one or more storage devices may be tangible or non-transitory computer-readable storage media, such as
random accessmemory (RAM), read onlymemory (ROM), a permanent mass storage device (such as a disk drive), solid
state (e.g., NAND flash) device, and/or any other like data storagemechanism capable of storing and recording data. The
one or more storage devices may be configured to store computer programs, program code, instructions, or some
combination thereof, for one or more operating systems and/or for implementing the example embodiments described
herein. The computer programs, program code, instructions, or some combination thereof, may also be loaded from a
separate computer readable storage medium into the one or more storage devices and/or one or more computer
processingdevicesusing adrivemechanism.Suchseparate computer readable storagemediummay includeaUniversal
Serial Bus (USB) flash drive, a memory stick, a Blu-ray/DVD/CD-ROM drive, a memory card, and/or other like computer
readable storage media. The computer programs, program code, instructions, or some combination thereof, may be
loaded into the one or more storage devices and/or the one or more computer processing devices from a remote data
storage device via a network interface, rather than via a local computer readable storage medium. Additionally, the
computer programs,programcode, instructions, or somecombination thereof,maybe loaded into theoneormorestorage
devices and/or the one ormore processors froma remote computing system that is configured to transfer and/or distribute
the computer programs, programcode, instructions, or some combination thereof, over a network. The remote computing
systemmay transfer and/or distribute the computer programs, program code, instructions, or some combination thereof,
via a wired interface, an air interface, and/or any other like medium.
[0048] The one or more hardware devices, the one or more storage devices, and/or the computer programs, program
code, instructions, or some combination thereof, may be specially designed and constructed for the purposes of the
example embodiments, or they may be known devices that are altered and/or modified for the purposes of example
embodiments.
[0049] A hardware device, such as a computer processing device, may run an operating system (OS) and one or more
software applications that run on the OS. The computer processing device also may access, store, manipulate, process,
and create data in response to execution of the software. For simplicity, one or more example embodiments may be
exemplified as one computer processing device; however, one skilled in the art will appreciate that a hardware devicemay
include multiple processing elements and multiple types of processing elements. For example, a hardware device may
includemultiple processors or a processor and a controller. In addition, other processing configurations are possible, such
as parallel processors.
[0050] Althoughdescribedwith reference to specific examples anddrawings,modifications, additions and substitutions
of example embodiments may be variously made according to the description by those of ordinary skill in the art. For
example, the described techniques may be performed in an order different with that of the methods described, and/or
elements such as the described system, architecture, devices, circuit, and the like, may be connected or combined to be
different from the above-described methods, or results may be appropriately achieved by other elements or equivalents.
[0051] FIG. 1 is a side view of an e-vaping device according to at least one example embodiment.
[0052] In at least one example embodiment, as shown in FIG. 1, an electronic vaping device (e-vaping device) 60 may
include a replaceable cartridge (or first section) 70 and a reusable battery section (or second section) 72, which may be
coupled together at a threaded connector 205. It should be appreciated that the connector 205 may be any type of
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connector, such as a snug-fit, detent, clamp, bayonet, and/or clasp. The first section 70 may include a housing 6 and the
second section 72may include a second housing 6’. The e-vaping device 60 includes amouth-end insert 8. The end (i.e.,
tip) of the housing 6where themouth-end insert 8 is positionedmay be referred to as the "mouth-end" or "proximal-end" of
the e-vaping device 60. The opposite end of the e-vaping device 60 on the second housing 6’ may be referred to as the
"connection-end," "distal-end," "battery-end" or "front tip" of the e-vaping device 60.
[0053] In at least one example embodiment, the housing 6 and the second housing 6’ may have a generally cylindrical
cross-section. In other example embodiments, the housings 6, 6’may have a generally triangular cross-section along one
or more of the first section 70 and the battery section 72.
[0054] FIG. 2 is a cross-sectional view along line II-II of the e-vaping device of FIG. 1.
[0055] In at least one example embodiment, as shown in FIG. 2, the first section 70 may include a reservoir 345
configured to contain a substance, suchasapre-vapor formulation, dry herbs, essential oils, etc., andaheater 14 thatmay
vaporize the substance, whichmay be drawn from the reservoir 345 by awick 28. The e-vaping device 60may include the
features set forth in U.S. Patent Application Publication No. 2013/0192623 to Tucker et al. filed January 31, 2013.
[0056] In at least one example embodiment, the pre-vapor formulation is amaterial or combination ofmaterials thatmay
be transformed into a vapor. For example, the pre-vapor formulationmaybea liquid, solid and/or gel formulation including,
butnot limited to,water, beads, solvents, active ingredients, ethanol, plantextracts, natural orartificial flavors, and/or vapor
formers such as glycerin and propylene glycol.
[0057] In at least one example embodiment, the first section 70 may include the housing 6 extending in a longitudinal
direction and an inner tube (or chimney) 62 coaxially positioned within the housing 6.
[0058] At an upstream end portion of the inner tube 62, a nose portion 61 of a gasket (or seal) 15 may be fitted into the
inner tube 62, while at the other end, an outer perimeter of the gasket 15may provide a seal with an interior surface of the
outer housing 6. The gasket 15may also include a central, longitudinal air passage 20, which opens into an interior of the
inner tube 62 that defines a central channel 21. A transverse channel 33 at a backside portion of the gasket 15 may
intersect and communicate with the air passage 20 of the gasket 15. This transverse channel 33 assures communication
between the air passage 20 and a space 35 defined between the gasket 15 and a cathode connector piece 37.
[0059] Inat least oneexampleembodiment, thecathodeconnector piece37may includea threadedsection foreffecting
the connection between the first section 70 and the battery section 72. The cathode connector piece 37 may also be
configured to provide an electrical connection between a data communication bus (not shown) between at least an
operating system processing circuitry 200, a reservoir interface, and the reservoir 345. Additional elements may be
connected to the communication bus as well, such as a host interface, charging interface, memory, I/O interface, etc.
According to some example embodiments, the cathode connector piece 37 may function as the reservoir interface.
[0060] In at least one example embodiment, more than two air inlet ports 44 may be included in the housing 6.
Alternatively, a singleair inlet port 44maybe included in theouter housing6.Sucharrangement allows for placement of the
air inlet ports 44 close to the connector 205 without occlusion by the presence of the cathode connector piece 37. This
arrangement may also reinforce the area of air inlet ports 44 to facilitate precise drilling of the air inlet ports 44.
[0061] In at least one example embodiments, the air inlet ports 44maybe provided in the connector 205 instead of in the
outer housing 6.
[0062] In at least one example embodiment, the at least one air inlet port 44 may be formed in the outer housing 6,
adjacent the connector 205 tominimize the chance of an adult vaper’s fingers occluding one of the ports and to control the
resistance-to-draw (RTD) during vaping. In an example embodiment, the air inlet ports 44 may be machined into the
housing6with precision tooling such that their diametersare closely controlledand replicated fromonee-vapingdevice60
to the next during manufacture.
[0063] In at least one example embodiment, a nose portion 93 of a downstream gasket 10 may be fitted into a
downstream end portion 81 of the inner tube 62. An outer perimeter of the gasket 10may provide a substantially tight seal
withan interior surface97of thehousing6.Thedownstreamgasket10may includeacentral channel 63disposedbetween
the inner passage 21 of the inner tube 62 and the interior of a mouth-end insert 8, which may transport the vapor from the
inner passage 21 to the mouth-end insert 8.
[0064] During vaping, pre-vapor formulation, or the like,may be transferred from the reservoir 345 to the proximity of the
heater 14 via capillary action of the wick 28. The wick 28may include at least a first end portion and a second end portion,
whichmayextend into opposite sides of the reservoir 345. Theheater 14mayat least partially surrounda central portion of
thewick28such thatwhen theheater 14 is activated, thepre-vapor formulation (or the like) in the central portionof thewick
28 may be vaporized by the heater 14 to form a vapor.
[0065] In at least one example embodiment, the heater 14 may include a wire coil which at least partially surrounds the
wick28. Thewiremaybeametalwireand/or theheater coilmayextend fully or partially along the lengthof thewick28. The
heater coilmay furtherextend fully orpartiallyaround thecircumferenceof thewick28. Insomeexampleembodiments, the
heater coil 14 may or may not be in contact with the wick 28.
[0066] In at least one example embodiment, the heater 14may heat pre-vapor formulation (or the like) in the wick 28 by
thermal conduction. Alternatively, heat from the heater 14 may be conducted to the pre-vapor formulation (or the like) by
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means of a heat conductive element or the heater 14 may transfer heat to the incoming ambient air that is drawn through
the e-vaping device 60 during vaping, which in turn heats the pre-vapor formulation (or the like) by convection.
[0067] It should be appreciated that, instead of using a wick 28, the heater 14 may include a porous material which
incorporates a resistance heater formed of a material having an electrical resistance capable of generating heat quickly.
[0068] In at least one example embodiment, as shown in FIG. 2, the second section 72 of the e-vaping device 60 may
include apuff sensor 16 responsive to air drawn into the second section 72 via an air inlet port 44a adjacent a free endor tip
of the e-vaping device 60. The second section 72 may also include a power supply 1 and operating system processing
circuitry 200 may include at least one processor, at least one memory, at least one interface, etc. The operating system
processing circuitry 200will bediscussed in further detail in connectionwithFIG. 3.While the operating systemprocessing
circuitry is illustrated in FIG. 2 as residing in the second section 72, the example embodiments are not limited thereto, and
the operating system processing circuitry 200 may be located in other areas of the e-vaping device housing, such as the
first section 70.
[0069] Upon completing the connection between the first section 70 and the second section 72, the power supply 1may
be electrically connectable with the heater 14 of the first section 70 upon actuation of the puff sensor 16. Air is drawn
primarily into the first section 70 through one or more air inlets 44, which may be located along the housing or at the
connector 205.
[0070] The power supply 1may include a battery 380 arranged in the e-vaping device 60. The power supply 1may be a
Lithium-ion battery or one of its variants, for example a Lithium-ion polymer battery. Alternatively, the power supply 1may
be a nickel-metal hydride battery, a nickel cadmium battery, a lithium-manganese battery, a lithium-cobalt battery or a fuel
cell. The e-vaping device 60 may be usable by an adult vaper until the energy in the power supply 1 is depleted or in the
case of lithium polymer battery, a minimum voltage cut-off level is achieved.
[0071] In at least one example embodiment, the power supply 1 may be rechargeable and may include circuitry
configured to allow the battery to be chargeable by an external charging device. To recharge the e-vaping device 60, an
USB charger or other suitable charger assembly may be used in connection with a charging interface (not shown).
Additionally, ahost interface (not shown) configured to communicatewithanexternal computingdeviceusingwiredand/or
wireless communications may also be included in the housing of the power supply 1.
[0072] Furthermore, the puff sensor 16 may be configured to sense an air pressure drop and initiate application of
voltage from the power supply 1 to the heater 14. The operating system processing circuitry 200 may also include an
input/output (I/O) interface (not shown) configured to facilitate communications between the operating systemprocessing
circuitry 200 and the various input/output devices configured to provide various status indications to the adult vaper, such
as a heater activation light 48 that is configured to glowwhen the heater 14 is activated. The heater activation light 48may
include a light-emitting diode (LED) and may be at an upstream end of the e-vaping device 60. Moreover, the heater
activation light 48 may be arranged to be visible to an adult vaper during vaping. In addition, the heater activation light 48
may be utilized for e-vaping system diagnostics or to indicate that recharging is in progress. The heater activation light 48
may also be configured such that the adult vaper may activate and/or deactivate the heater activation light 48 for privacy.
The heater activation light 48 may be on a tip end of the e-vaping device 60 or on a side of the housing 6.
[0073] In at least one example embodiment, the at least one air inlet 44a may be located adjacent the puff sensor 16,
such that the puff sensor 16 may sense air flow indicative of an adult vaper taking a puff and activates the power supply 1
and the heater activation light 48 to indicate that the heater 14 is working. The heater activation light 48may be located at
and/or on the tip end of the e-vaping device. In other example embodiments, the heater activation light 48may be located
on a side portion of the housing 6.
[0074] In at least one example embodiment, the first section 70may be replaceable. In other words, once the pre-vapor
formulation, or other contents, of the cartridge is depleted, only the first section 70 may be replaced. An alternate
arrangement may include an example embodiment where the entire e-vaping device 60 may be disposed once the
reservoir 345 is depleted. Additionally, according to at least one example embodiment, the first section 70 may also
configured so that the contents of the cartridge may be re-fillable.
[0075] While FIGS. 1 and 2 depict example embodiments of an e-vaping device, the e-vaping device is not limited
thereto, and may include additional and/or alternative hardware configurations that may be suitable for the purposes
demonstrated. For example, the e-vaping device may include a plurality of additional or alternative elements, such as
additional heatingelements, reservoirs, batteries, etc. Additionally, whileFIGS. 1and2depict theexample embodiment of
the e-vaping device as being embodied in two separate housing elements, additional example embodiments may be
directed towards an e-vaping device arranged in a single housing, and/or in more than two housing elements.
[0076] FIG. 3 is a block diagram illustrating various elements of an e-vaping system including an e-vaping device
including an e-vaping operating system circuitry according to at least one example embodiment.
[0077] In at least one example embodiment, as shown in FIG. 3, an e-vaping system may include an e-vaping device
300. The e-vaping device may include an operating system processing circuitry 200 that in turn may include a processor
310, a memory 320, a bus 330, a reservoir interface 340, an input/output (I/O) interface 350, a charging interface 360, a
host interface 370, a battery 380, and the like. The memory 320 may include an e-vaping operating system 321, object
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code and/or script code related to the functionality of the e-vaping device 322, profile data 323, and the like.
[0078] In at least one example embodiment, the processor 310may be at least one processor (and/or processor cores,
distributed processors, networked processors, etc.), which may be configured to control one or more elements of the e-
vaping device 300. The processor 310 is configured to execute processes by retrieving program code (e.g., computer
readable instructions) anddata from thememory320 toprocess them, therebyexecutingcontrol and functionsof theentire
e-vaping device 300. Once the program instructions are loaded into the processor 310, the processor 310 executes the
program instructions, thereby transforming the processor 310 into a special purpose processor.
[0079] In at least one example embodiment, the memory 320 may be a non-transitory computer-readable storage
mediumandmay includea randomaccessmemory (RAM), a readonlymemory (ROM), and/orapermanentmassstorage
device such as a disk drive, or a solid state drive. Stored in the memory 320 is program code (i.e., computer readable
instructions) for the e-vaping operating system (OS) 241, object code and/or script code 322, and/or profile data 323, etc.
Such software elements may be loaded from a non-transitory computer-readable storage medium independent of the
memory 320, using a drive mechanism (not illustrated) connected to the e-vaping device 300 via a wired communication
protocol, such as Ethernet, USB, FireWire, eSATA, ExpressCard, Thunderbolt, etc., protocols, using the host interface
370. In other example embodiments, software elements may be loaded onto the memory 320 through the host interface
370 via a wireless communication protocol, such as Wi-Fi, Bluetooth, Near-Field Communications (NFC), Infra-Red (IR)
communications, RFID communications, 3G, 4G LTE, etc.
[0080] In at least one example embodiment, the e-vaping operating system 241 may be configured to perform
instructions/tasks associated with providing real-time, multi-tasking execution of various software applications and/or
scripts associated with the e-vaping device using a real-time kernel and task scheduler. The OS 241 may also be
configured to provide memory management functionality, I/O management functionality (including interrupt handling),
error handling functionality, synchronization functionality, and/or bootup functionality. The OS 241 may also include an
interpreter for interpreting scripts written in a compatible e-vaping scripting language, as well as a compiler for compiling
software applications written in a compatible e-vaping programming language.
[0081] In at least one example embodiment, the bus 330 may enable communication and data transmission to be
performed between elements of the e-vaping device 300. The bus 330may be implemented using a highspeed serial bus,
a parallel bus, a storage area network (SAN), and/or any other appropriate communication technology.
[0082] In at least one example embodiment, the reservoir interface 340may enable the processor 310 to communicate
with and/or transfer data to/from a reservoir 345. Examples of data transferred between the processor 310 and the
reservoir 345may include profile data related to the pre-vapor formulation stored by the reservoir 345, profile data related
to the reservoir 345, software updates stored on a memory included in the reservoir 345, etc. The reservoir interface 340
and the reservoir 345 will be discussed in greater detail in connection with FIG. 4.
[0083] In at least one example embodiment, the I/O interface 350 may enable the processor 310 to communicate with
and/or control one or more I/O devices 355. For example, the I/O devices 355 may include digital inputs (e.g., digital
switches, buttons, airflow sensors, etc.), digital outputs (e.g., LED indicator lights, display panels, speakers, etc.), analog
inputs (e.g., battery voltage controllers, analog switches, analog airflow sensors, etc.), and analog outputs (e.g., vaporizer
power output, voltage regulators, etc.). The I/Odevices355maybe includedwithin and/or elements of thee-vapingdevice
housing.
[0084] In at least one example embodiment, the charging interface 360 may enable the processor 310 to control a
battery charger 365 and a battery 380. The battery 380 may be configured to store electrical power for use by various
elements of the e-vaping device, including the processor 310, the memory 320, the heater 14, the reservoir 345, etc. The
battery charger 365may be an external charging device, ormay be incorporatedwithin the housing of the e-vaping device
300, andmay be configured to transfer electrical power to the battery 380. According to some example embodiments, the
operation of the battery 380 and the battery charger 365 via the charging interface 360may bemanaged by the processor
310 that has been loaded with object code related to the battery functionality. For example, the processor 310 may have
been loadedandspecially configured toexecuteobject code related to the rateofpower transfer to thebattery380, timesof
days when the battery 380 may be charged, etc.
[0085] In at least one example embodiment, the host interface370maybea computer hardware element for connecting
the e-vaping device to one ormore computer networks 390 (e.g., the Internet, an Intranet, aWide Area Network (WAN), a
Local Area Network (LAN), a Personal Area Network (PAN), a Cellular Communication Network, a Data Network, etc.)
and/or one or more external computing devices 375 (e.g., a personal computer (PC), a server, a database, a laptop
computer, a smartphone, a tablet, a wearable smart device, an Internet-of-Things (IOT) device, a gaming console, a
PersonalDigitalAssistant (PDA), etc.). Thehost interface370mayconnect thee-vapingdevice300 toacomputer network
390 and/or external computing device 375 through a wired and/or wireless connection. The host interface 370, computer
network 390, and external computing device 375will be discussed in further detail in connection with FIGS. 5, 6A and 6B.
[0086] While FIG. 3 depicts an example embodiment of an e-vaping system including an e-vaping device, the e-vaping
system is not limited thereto, and may include additional and/or alternative architectures that may be suitable for the
purposes demonstrated. For example, the e-vaping device 300 may include a plurality of additional or alternative
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elements, such as additional processing devices, interfaces, and memories.
[0087] FIG. 4 is a block diagram illustrating various elements of a reservoir interface system according to at least one
example embodiment.
[0088] In at least one example embodiment, as shown in FIG. 4, a reservoir interface system for an e-vaping device,
suchase-vapingdevice 300,may includea reservoir interface340, a reservoir 345, anoperating systemcircuitry 200, etc.
The reservoir 345may include a reservoir memory 410 configured to store data and/or program code, such as profile data
related to the pre-vapor formulation stored by the reservoir 345, profile data related to the reservoir 345, software
applications developed using an API specific to the e-vaping OS environment, scripting software developed using a
scripting language specific to the e-vapingOSenvironment, software updates (i.e., patches, upgrades, firmware updates,
driver updates, OS updates, etc.) for the software and hardware elements of the e-vaping device 300, etc. The reservoir
memory 410maybeanon-volatile computer readablemedia, suchasaROMmodule, a programmable readonlymemory
(PROM)module, anerasableprogrammable readonlymemory (EPROM)module, anelectrically erasableprogrammable
read only memory (EEPROM) module, a Flash EEPROM memory module, etc. Additionally, the reservoir memory 410
mayalsobeaflashmemory, suchasaNORflashmemory, aNANDflashmemory, a verticalNANDflashmemory, etc., or a
solid state memory, such as a secure digital (SD) card, a solid state memory, or the like.
[0089] In at least one example embodiment, the reservoir 345 may include a container 420 configured to store a pre-
vapor formulation 430, or other substance (such as a dry herb, essential oil, etc.). The container 420 may be configured
such that an adult vapermay re-fill the pre-vapor formulation 430and/or fill the containerwith a different flavor or version of
the pre-vapor formulation, or different substance. Additionally, when the container 420 is filled, whether at the time of
manufacture stage or at a later time by an adult vaper or the like, the profile data of the reservoir memory 410 may be
updated via the reservoir interface 340 to include data related to the contents of the container 420, such as the substance
type (e.g., pre-vapor formulation, dry herb, essential oil, etc.), content name, vendor identification information, flavor
name, flavor identification information,manufacturing date, re-fill date, ingredient information (e.g., propylene glycol (PG)
%, Vapor Generation %, Water %, Nicotine %, etc.), properties information (e.g., viscosity, dielectric coefficient, desired
operational parameter ranges - e.g., maximum heating temperature, minimum heating temperature, maximum vaporizer
power, etc.), desired vapor generation temperature, desired Pulse Width Modulation (PWM) configuration, etc., and/or
pre-vapor formulation related scripts. Additionally, the reservoir memory 410 may also be configured to store profile data
related to the container 420, such as container type (e.g., cartridge, refillable tank, non-refillable tank, etc.), product
identification information, vendor identification information, capacity, vaporizer information (e.g., vaporizer type, vaporizer
resistance, number of coils, coil information for each coil - e.g., coil wire characteristics, coil wire length, etc., wick
information, etc.), pre-vapor formulation level measurement capabilities, volume of pre-vapor formulation consumed per
second of puff, electronics and software capabilities and version information, information regarding various desired
operational constraints, suchas information regarding safety constraints regarding theuse of the pre-vapor formulation/e-
vaping device, information regarding the regulatory constraints regarding the use of the pre-vapor formulation/e-vaping
device, information regarding manufacturer recommended constraints regarding the use of the pre-vapor formulation/e-
vaping device, container specific scripts, etc.
[0090] Additionally, according to some example embodiments, the reservoir memory 410 may be configured to store
digital rights management (DRM) software that may indicate whether the reservoir 345 is properly licensed and/or
compatible for usewith the e-vaping device 300.When the reservoir 345 is connected to the operating systemprocessing
circuitry 200 via the reservoir interface 340, a processor, such as the processor 310 and/or a controller located within the
reservoir 345 (not shown), may perform a verification based on at least the DRMsoftware stored on the reservoir memory
410, and accordingly enable or disable the functionality of the reservoir 345 with the e-vaping device 300. If the DRM
verification is successful, the processor 310 of the operating system processing circuitry 200 may download profile data
and/or software from the reservoir memory 410 to the e-vaping device memory 320 via the reservoir interface 340. The
processor 310 may also be configured to upload data, software commands, etc. to the reservoir 345 via the reservoir
interface 340 as well. Such data uploads may include modifications to reservoir profile settings, such as desired
operational settings stored on the reservoir memory 410, updates to the DRM software, information regarding the safe
use of the pre-vapor formulation, information regarding the regulatory use of the pre-vapor formulation, etc.
[0091] In at least one example embodiment, the reservoir 345may also include various sensors (not shown), including
sensors configured to determine the amount of content stored in the container 420 (e.g., the volume of pre-vapor
formulation 430, volume of dry herbs, volume of essential oils, etc.), or the like.
[0092] FIG. 5 is a block diagram illustrating elements of a software development environment system for developing
applications and scripts for an e-vaping operating system and e-vaping device according to at least one example
embodiment.
[0093] In at least one example embodiment, as illustrated in FIG. 5, a software development environment systemmay
include at least one operating systemprocessing circuitry 200 includingmemory 320, at least one compiler 530 executing
onadevelopmentcomputingdevice535,at least onee-vapingdevicescript 540storedonascript development computing
device 545, at least one at least one application software 550 and at least one API 560 stored on an application
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development computing device 555, and/or at least one external computing device (e.g., PC570, server 580, smartphone
590, wearable device 595, etc.). Thememory 320may store an e-vapingOS510, a script interpreter 515, and object code
520.
[0094] According to at least one example embodiment, the e-vaping device script 540 may be developed on a script
development computing device 545 (e.g., PC, laptop, server, smartphone, tablet, wearable smart device, Internet-of-
Things (IOT) device, gaming console, PDA, etc.) using a high-level e-vaping specific script programming language (i.e.,
scripting language), such as the e-Vapor Generation Language (eVGL), that is associated with the e-vaping operating
system. The scripting language may provide e-vaping specific functional packages, libraries, bindings, and/or script
extensions that provide software implementations for basic functions of one or more e-vaping devices, such as software
controls for the operation of I/O devices, hardware elements of the e-vaping device such as the heater, reservoir, battery,
device drivers, etc. Additionally, the e-vaping scripting language may include software instructions that allow for the
control/execution of e-vaping device event handlers, such as the engagement/disengagement of a power switch, LED
indicator, a heater, a timer, etc. For example, a programmermay develop a script using the scripting language to formulate
a heater power delivery scheme where the heater is programmed to generate vapor for a desired period of time (e.g., 30
seconds) at a desired power level (e.g., 5 watts), and a LED indicator is powered for the desired period of time. The script
540, when executed by the processor of the operating system processing circuitry 200 through the OS 510, may also
access desired data (e.g., profile data) and/or memory space stored on the memory of the operating system processing
circuitry 200 and/or the reservoir of the e-vaping device. However, according to at least one example embodiment, the
script 540 may have be limited to only accessing certain areas of memory and/or data based on the privileges granted to
the script 540 as determined and monitored by the OS 510. For example, certain areas of memory may be designated
protected areas of memory that is only accessible by the OS 510, and unavailable to the script 540. Additionally, the
scripting language may be used to provide programmatic assistance with the safe usage of the e-vaping device, or to
comply with regulatory rules and guidelines.
[0095] The source code of the e-vaping device script 540may be loaded onto the memory 320 of the operating system
processing circuitry 200 and may then be interpreted by an interpreter 515 associated with the scripting language. The
interpreter 515 may be an element of the e-vaping operating system 510. The interpreter 515 may be configured to load
instructions from the source code of the script 540 and "interpret" (i.e., convert) the source code into computer readable
(i.e.,machine readable) code. The interpreted code is then executed by the processor of the operating systemprocessing
circuitry 200 via the OS 510.
[0096] In at least one example embodiment, the application software 550 may be may be developed on an application
development computing device 555 (e.g., PC, laptop, server, smartphone, tablet, wearable smart device, Internet-of-
Things (IOT) device, gaming console, PDA, etc.) using a high-level compile-able application programming language
specific to an e-vaping operating environment thatmayhave similar syntax as high-level programming languages suchas
BASIC, C, C++, JAVA, etc. Additionally, according to various example embodiments, the application programming
languagemay have a "natural language" programming structure and/or programming user interface, that is configured to
allow for programming in terms of natural language (e.g., English, etc.) sentences and/or phrases instead of more
traditional programming languages, to facilitate the development of application software by scientists, technicians, home-
enthusiasts, etc., in addition to computer programmers. The application programming language may also include one or
moreApplicationProgramming Interfaces (APIs) 560 thatmay include functional packages, libraries, classes,modules, or
the like, that provide software implementations for basic functions of one or more e-vaping devices, such as software
controls for the operation of I/O devices, hardware elements of the e-vaping device such as the heater, reservoir, battery,
device drivers, etc. Additionally, the application programming language and/or API 560may include software instructions
that allow for the control/executionof e-vapingdeviceevent handlers, suchas theengagement/disengagement of a power
switch, LED indicator, a heater, a timer, etc. The application programming language and/or API 560 may also further
include instructions thatmayprovide additional functionality (and/ormodify anddelete functionality) to theOS510of thee-
vaping device, as well as the hardware elements of the e-vaping device 300. For example, a programmermay develop an
application using the application programming language and/or API 560 to configure the host interface of the e-vaping
device to communicatewithexternal computingdevices570 to595usinganewcommunicationsprotocol. Theapplication
programming language and/or API 560may also include tools and software packages related to graphical user interfaces
(GUIs) for usewith applications developed for use with external computing devices (e.g., external computing devices 570
to 595). The at least one API 560may be configured to be compatible with a plurality of e-vaping devices, product lines, e-
vaping device elements (e.g., reservoirs, heaters, interfaces, etc.), e-vaping operating system versions, external
computing device operating systems types and versions (e.g., Windows, Linux, Unix, MacOS, Android, iOS, etc.), etc.
[0097] According toat least oneexampleembodiment, thesourcecodeof theapplication software550maybecompiled
using a compiler 530 into object code 520. The compiler 530may execute on a development computing device 535 (e.g.,
PC, laptop, server, smartphone, tablet, wearable smart device, Internet-of-Things (IOT) device, gaming console, PDA,
etc.). Theobject code520maybe inacomputer readable (e.g.,machine readable) language/format that is compatiblewith
the run-time environment that it will be loaded onto. For example, the compiled object code 520may be loaded onto the e-
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vaping device 300, and may also be loaded onto external computing devices, such as PC 570, server 580, smartphone
590, wearable device 595, etc. During compile-time, the programmer may indicate which run-time environment that the
object code will be executed and/or processed on, including indicating the processor type (e.g., x86-type, ARM-type,
RISC-type, 32-bit, 64-bit, 128-bit, etc.) and operating system type of the run-time environment, and the compiler 530may
be configured to compile the application software 550 source code into object code 520 compatible with the desired run-
time environment. Additionally, the e-vaping operating system 510 may also include a compiler element configured to
compile the application software source 550 code into object code 520.
[0098] According to some example embodiments, the compiler 530 may be a just-in-time (JIT) compiler, instead of a
static compiler, that is configured to perform the compilation of the application software 550 source code into object code
520 during execution of the application software on the e-vaping device 300. The JIT compiler may be configured to
continuously compile sections of the source code (e.g., compile the source code on a per-file, per-function, and/or per-line
basis) when the section of the source code is about to be executed. Additionally, the JIT compiler may be configured to
further optimize the compiledobject code to reflect the target processor(s) and thee-vapingoperating system,aswell as to
cache compiled object code inmemory during the execution of the object code by the e-vaping operating system510. The
JIT compiler may be a virtual machine operated by the e-vaping operating system 510. According to various example
embodiments, the object codemay include computer readable instructions written in a low-level programming language,
such as machine language, etc., associated with the instruction set architecture (ISA) of the specific processor(s) type of
the operating system processing circuitry 200.
[0099] Additionally, according to someexample embodiments, the source codemaybe compiled into portable code ("p-
code") and/or other binary code forms instead of machine code to be executed by the interpreter and/or JIT compiler.
[0100] The compiled object code 520 (e.g., machine code) of the application software 550 may be loaded and/or
embedded at the time of manufacture onto the memory of the e-vaping device 300, the reservoir of the e-vaping device,
etc., and when executed by the processor of the e-vaping device through the OS 510, may access desired data (e.g.,
profile data) and/or memory space stored on the memory of the e-vaping device 300 and/or the reservoir of the e-vaping
device. However, according to at least one example embodiment, the object code 520 may have be limited to only
accessing certain areas of memory and/or data based on the privileges granted to the script 540 as determined and
monitoredby theOS510.For example, certainareasofmemorymaybedesignatedprotectedareasofmemory that is only
accessible by the OS 510, and unavailable to the object code 520. Additionally, the application programming language
may be used to provide programmatic assistance with the safe usage of the e-vaping device, or to comply with regulatory
rules and guidelines. The object code 520 may also be loaded onto at least one external computing device, such as PC
570, server 580, smartphone590, and/orwearable device 595, etc., in order to provideadditional related and/or enhanced
functionality to the adult vaper. For example, a programmermay develop a smartphone application (i.e., app) that may be
configured to analyze, monitor, and/or track the adult vaper’s e-vaping device usage by transmitting data through the e-
vaping device’s host interface. As another example, an appmay be configured to provide the adult vaper with a graphical
user interface that allows the adult vaper to illustrate the status and identification information of the various elements of the
e-vaping device 300 (e.g., battery level, reservoir content level, reservoir content type, etc.), or to input and/or otherwise
indicate the adult vaper’s personal vaping preferences (e.g., desired and/or preferred vaping power level, puff duration,
total time spent vaping, etc.). As another example, a software application may store vaper identification verification
information, using biometric information (e.g., fingerprint data, image data, voice data, etc.) collected by a PC, laptop,
smartphone, wearable device, etc., in order to perform age verification of the adult vaper and ensure that the e-vaping
device300 is not operatedbyapersonwhodoesnotmeet legal and/or regulatory standards.Asanother example, a server
application may be configured to communicate with the e-vaping device 300 through the host interface in order to
determine the e-vaping preferences or usage statistics of the adult vaper, and then to provide the adult vaper with
promotional offers and marketing materials tailored to the adult vaper’s preferences. As another example, a smoking
control/cessationembeddable softwareapplicationmaybedeveloped thatmaybeconfigured tomonitor the vapinghabits
of the adult vaper andmay apply limits to the usage of the e-vaping device based on desired vaping limits in order to assist
the adult vaper in reducing and/or eliminating their smoking/vaping habit.
[0101] In addition to the API 560, the application software 550 may also be compatible with and/or used in conjunction
with application development tools associated with the e-vaping programming language. The application development
toolsmay include a software development kit (SDK) to assist programmerswith developing applicationswith the e-vaping
programming language. The SDK may include sample source code, detailed API information, etc., to further assist the
programmer. Additionally, the programmer may also be provided with an integrated development environment (IDE) for
usewith thee-vapingprogramming language. The IDEmay include tools and utilities for the programming compatiblewith
and/or used in conjunction with the e-vaping programming language, such as a e-vaping programming language specific
source code editor, build automation tools, and a debugger. The IDE may also include the compiler 530, as well as a
modifiedversionof the interpreter 515 that is configured toexecute the script code540onadevelopment/test environment
that may not be the e-vaping device (e.g., a PC, server, etc., that a programmer may use to develop the application
software). The IDE may also be configured to provide a graphical user interface for the API 560 and/or SDK.
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[0102] According to various example embodiments, the development computing device 535, script development
computing device 545, and/or the application development computing device 555 may be combined into a single
computing device, or may be rearranged so that the compiler 530, e-vaping device script 540, application software
550, and/or API 560, are executed on two or more computing devices. Additionally, one or more of the compiler 530, e-
vaping device script 540, application software 550, API 560, IDE, and/or SDKmay also be stored on, and executed by, the
external computing devices 570 to 595.
[0103] FIG. 6A is a flowchart illustrating amethod for developing an electronic vaping device (EVD) script using anEVD
Application Programming Interface (API) according to at least one example embodiment.
[0104] At operation 601, an e-vaping device (EVD) script may be developed using an e-vaping specific script
programming language, such as the e-Vapor Generation Language (eVGL) scripting language, as well as a e-vaping
SDK and/or e-vaping IDE.
[0105] At operation 602, the EVD script may be loaded from an external computing device, such as a computer that the
EVD script was developed on, onto the memory of the e-vaping device through the host interface of the e-vaping device.
[0106] At operation 603, one or more of the EVD script source code is interpreted by an interpreter into computer
readable instructions for execution by theprocessor of thee-vapingdevice. TheEVDscript source code is interpretedona
line by line basis (i.e., instruction by instruction basis), and if an error in the script code is detected, the interpretation of the
script code is halted and an error code/message is generated and/or logged.
[0107] Atoperation604, the interpreted script code isexecutedby theprocessorof thee-vapingdevice toperformoneor
more functions related to the e-vaping device’s functionality. If an operational error is detected, the execution of the
interpreted script code may be halted and an error code/message may be generated and/or logged.
[0108] FIG. 6B is a flowchart illustrating a method for developing software applications, and/or embeddable software
applications, using anEVDAPI for usewith an external computing device and/or e-vaping device according to at least one
example embodiment.
[0109] At operation 611, an e-vaping device (EVD) application software may be developed using an e-vaping specific
application programming language, as well as a e-vaping SDK and/or e-vaping IDE.
[0110] At operation 612, the application software source codemay be compiled using a compiler into object code (e.g.,
computer readable instructions) for execution by the processor of the e-vaping device and/or external computing device.
The entire application source code is compiled by the compiler at one time, and if an error in the application code is
detected, the compilation of the application code is halted and an error code/message is generated and/or logged.
According to at least oneexample embodiment, the compilermaybeexecutedonanexternal computing device, suchasa
development and/or test computer, or may be executed on the e-vaping device. In this example embodiment, the
application software source code is loaded onto the e-vaping device’smemory prior to the compiling of the source code by
the compiler executing on the e-vaping device.
[0111] At operation 613, the compiled object code is loaded and/or installed onto the e-vaping device and/or external
computing device. The loading of the compiled object code may occur at the time that the e-vaping device was
manufactured (i.e., the object code was "embedded" onto the e-vaping device).
[0112] At operation 614, the object code is executed by the processor of the e-vaping device and/or external computing
device toperformoneormore functions related to thee-vapingdevice’s functionality. If anoperational error is detected, the
execution of the object code may be halted and an error code/message may be generated and/or logged.
[0113] At operation 615, when the object code is executed by an external computing device, the object code may
communicate with the e-vaping device to provide further additional functionality to the adult vaper.
[0114] FIG.7 isaflowdiagram illustratingamethod foroperatingane-vapingdeviceusingaprogramscript programmed
in a specialized programming language of an e-vaping operating system in accordance with at least one example
embodiment.
[0115] In at least one example, as shown in FIG. 7, an e-vaping script code and/or an embedded application software
codemaybeconfigured tomanage theoperationofaheater14basedona timerand theamountof deliverable content430
remaining in a reservoir 345. Operations illustrated in FIG. 7 may be performed using the e-vaping operating system 510
executed on the processor 310 of the e-vaping device 300.
[0116] An example embodiment of pseudo-code implementing the operations illustrated in FIG. 7 is depicted herein.
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[0117] As shown above with regards to the pseudo-code example embodiment, the e-vaping programming language
and/or e-vaping scripting language associated with the e-vaping operating system 510 of the e-vaping device 300 may
include a number of functional packages that may include a variety of native libraries, classes, functions, operators,
variable types, etc. for use in controlling operation of the elements of the e-vaping device 300. However, the e-vaping
programming language and/or the e-vaping scripting language are not limited to the programming operators, variable
types, syntax, etc., shown above, and may take alternate forms.
[0118] In operation 702, reservoir data may be identified by the processor 310, via a reservoir interface between the
processor 310 and the reservoir 345. The processor 310 may store the profile data 415 in the e-vaping device’s memory
320. The reservoir datamay includedata associatedwith thedeliverable content 430 and thedeliverable function, suchas
a variablePLD_STATE_OF_LIQUID,whichmaybeapercentage representationof theamount of deliverable function430
remaining in the reservoir 345. In operation 704, the processor 310 may execute the script and/or software application
stored in the memory 320 containing the above program code, which may include interpreting the code and/or compiling
the program code into object code and execution thereof. For example, operation 704 may be initiated upon activation of
an EVT_PUFF_ON event handler, through the engagement of a button or other I/O device on the e-vaping device.
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[0119] In operation 706, the processor 310 may determine if the heater 14 is currently activated. If the heater 14 is not
activated (e.g., IF VAP_STATE== OFF), then, in operation 708, the processor 310 may determine if the deliverable
function (e.g., pre-vapor formulation) remaining in the reservoir 345 is above a minimum amount, for example 5%. If the
deliverable function exceeds the minimum amount (e.g., IF PLD_STATE_OF_LIQUID> 5), then, in operation 710, the
processor 310 may instruct the heater 14 to activate (e.g., VAP_POWER_ON()). In the above example, activation of the
heater14mayalso includeactivatinga timer (e.g., TMR_ON(1800)) for threeminutes, to limit theuseof theheater14. If the
deliverable function is less than the minimum amount, then the process 700 may be ended, as there may be insufficient
deliverable function to operate.
[0120] Once theheater 14 is determined tobeactivatedduring theprocess700 (e.g., the initial ELSE), then, in operation
712, the processor 310 may increment the safety timer and update the reservoir data received from the reservoir 345
regarding the amount of deliverable function remaining in the container 420. In some instances, this may be performed
automatically by the processor 310, such as based on operating code of the operating system 510, via a concurrently
executed program code, etc. In other instances, the program code may include an additional command to update the
reservoir profile and increment the timer.
[0121] In operation 714, the processor 310 may determine if the timer limit has been exceeded (e.g., activation of the
EVT_TMR_EXPR event handler). If the time limit has been exceeded, then, in operation 716, the processor 310 may
provide an instruction to the heater 14 that the heater 14 be deactivated (e.g., VAP_POWER_OFF()). If the time limit has
not been exceeded, then the process 700 may proceed to operation 718, where the processor 310 may determine if the
deliverable function is still above theminimum (e.g., IFPLD_STATE_OF_LIQUID>5). If the amount is no longer above the
minimum, then the heater 14 may be deactivated (e.g., VAP_POWER_OFF()) as illustrated in operation 716.
[0122] If the amount of deliverable function is above the minimum, then, in operation 720, the processor 310 may
calculate the optimal power amount of operation of the heater 14 based on the amount of deliverable function (e.g., INT
watts =CIEL(PLD_STATE_OF_LIQUID / 20)). In operation 722, the power consumption of the heater 14may be adjusted
by the processor 310 based on the newly calculated power amount (e.g., VAP_SET_WATTS(watts)). The process 700
may then return to operation 712, where the timer is incremented, deliverable function amount updated, and the timer and
function amount evaluated again for continued operation until the timer is exceeded or the deliverable function runs out.
[0123] It will beapparent to personshaving skill in the relevant art that theprogramcodediscussedaboveandexecution
thereof illustrated in FIG. 7 is provided as an illustration of an example embodiment only, and that program code
compiled/interpreted and executed by the e-vaping operating system of e-vaping device discussed herein may include
a plurality of additional and/or alternative functions, variables, event handlers, etc. By use of these functions and other
aspects of a e-vaping programming language and/or e-vaping scripting language associated with the e-vaping operating
system,applicationsand/or scriptsmaybedesignedand implemented in aplurality of e-vapingdevicesbymultiple entities
using the standardized programming language for execution by any number of processors for the control of operation of
any number of elements, such as aplurality of different heaters, reservoirs, content, etc. In addition, because the variables
used therein are standardized due to the application programming language and/or scripting language of the operating
system, various elements of an e-vaping device that uses the e-vaping operating system may be interchangeable with
elements that were previously existing at the time of manufacture of the e-vaping device and/or newly developed.
Additionally, for elements and e-vaping devices that were not originally designed for use with the e-vaping operating
system, device drivers and/or API packages may be developed that allow the previously incompatible elements and e-
vaping devices to be used with the e-vaping operating system.
[0124] As a result, e-vaping devices developed and operated using the example embodiments discussed herein may
improve over traditional e-vaping devices in the ability to be easily modified to accommodate different elements, provide
different operations, and suit adult vaper andmanufacturer preferenceswithout the need formanufacturing newASICs or
microcontrollers, replacement of key elements of the e-vaping device, and/or development of customized software
specific to a single ASIC and/or microcontroller.
[0125] FIG. 8 is a table illustrating example functionalAPI packages related to e-vapingdevice functionality according to
at least one example embodiment.
[0126] In at least one example embodiment, a programing language developed for use with an e-vaping operating
system 510 of the e-vaping device 300 may include a plurality of functional packages related to the functions and
operations of the e-vaping device 300. Each functional package may provide libraries, classes, functions, modules,
primitive types, operators, etc., native to the one or more elements and operations of the e-vaping operating system 510
ande-vapingdevice300.For instance, theprogramming languagemay includea functional package for vapor generation,
light-emittingdiodeoperation, switchandbuttonoperation, timerprocessing, reservoir profiles (e.g., cartridge, tank, liquid,
etc., profiles), e-vaping device operation logging and statistics, event handling, task scheduling, host communications,
batteries and charging, script processing, reservoir-related functions, console (e.g., text and/or user interface) input and
output, I/O configuration (e.g., sensors, buttons, timers, etc.), etc.
[0127] In some example embodiments, the functional packagesmay be accessed via one or more APIs. The APIsmay
include code libraries, such as object-oriented class libraries, that may include functions, classes, operators, etc.
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associated with the functional packages suitable for operation of the e-vaping device 300, reservoir 345, I/O devices 355,
chargers 365, external computing devices 375, batteries 380, etc. For example, the functional package for vapor
generation may include functions for blinking of light-emitting diodes, the control of power being provided to the heater
14, turning on and off the heater 14; the functional package for LED control may include functions for turning on or off light-
emitting diodes, controlling the blinking of light-emitting diodes, or setting the light color; the functional package for
communications may include functions for connecting to an external computing device and/or server and transmitting
and/or receiving data from the external computing device and/or server; the functional package for battery control may
include functions for reading thebattery’spowerandcontrolling the current for charging thebattery; the functional package
for programming language control may include the functions to compile and execute the programming language scripts,
provide user interface functionality, provide native self-test functionality (e.g., the operating systemmay be configured to
test the operating status of various elements of the e-vaping device, etc.), and e-vaping device monitoring (e.g., e-vaping
usage data collection, desired operational constraint monitoring, etc.), etc.
[0128] Various example embodiments of the functional packages may be related to specific e-vaping devices,
reservoirs, external computing devices, hardware elements, etc., and/or may be device-agnostic and compatible with
more than one e-vaping device, reservoir, external computing device, hardware element, etc. Additionally, the functional
packages of the e-vaping programming language are not limited hereto, and may include further functional packages
developed for new e-vaping devices, reservoirs, external computing devices, hardware elements, etc. Various functional
packages may also provide device and/or element driver support for the e-vaping OS and/or the OS executing on the
external computing devices. Thesedevice driver functional packagesmaybe configured to provide a software interface to
hardware devices (e.g., the e-vaping device, etc.), or hardware elements (e.g., the heater, the reservoir, the processor, the
I/O devices, the battery, etc.), that enables theOS, scripts, and/or software applications to access the hardware functions
via software commands included in the driver, rather than directly invoking commands on the hardware directly through
electrical signaling (i.e., using electrical pins).
[0129] The foregoing description has been provided for purposes of illustration and description. It is not intended to be
exhaustive or to limit the disclosure. Individual elements or features of a particular example embodiment are generally not
limited to that particular embodiment, but, where applicable, are interchangeable and can be used in a selected
embodiment, even if not specifically shown or described. The same may also be varied in many ways. Such variations
are not to be regarded as a departure from the disclosure, and all suchmodifications are intended to be includedwithin the
scope of the disclosure.
[0130] Further aspects and embodiments are provided in the following numbered clauses.

Clause 1. An electronic vaping device, comprising:

a housing extending in a longitudinal direction, the housing including a mouth-end and a connection-end;
a reservoir containing a pre-vapor formulation, the reservoir in the housing;
a heating element in the housing, the heating element in fluid communication with the reservoir, the heating
element configured to generate a vapor;
a rechargeable battery configured to power at least the heating element;
a first memory having stored thereon computer readable instructions relating to an electronic vaping operating
system (OS); and
at least one processor configured to execute the OS computer readable instructions to,

execute the operating system, the operating system including a real-time kernel configured to operate the
electronic vaping device, and
execute object code related to electronic vaping device functionality.

Clause 2. The electronic vaping device of clause 1, wherein the at least one processor is further configured to control
vapor generation using the heating element and the reservoir based on the object code.

Clause 3. The electronic vaping device of clause 1, further comprising:

a charging interface configured to interface the rechargeable battery and an external power source; and
the at least one processor is further configured to control charging of the rechargeable battery using the external
power source through the charging interface based on the object code.

Clause 4. The electronic vaping device of clause 1, further comprising:

at least one input/output element that includes at least one of a light-emitting diode, a button, a switch, and an
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airflow sensor; and
theat least oneprocessor is further configured to control the at least one input/output element basedon theobject
code.

Clause 5. The electronic vaping device of clause 1, wherein the object code related to electronic vaping device
functionality includes computer readable instructions for at least one of: electronic vaping device identification,
powering on, powering off, power consumption, operating efficiency, heating element temperature control, reservoir
pre-vapor formulation level detection, operating time, power reduction, power increase, battery charging control, user
interface, communications, self-test and & e-vaping device monitoring.

Clause 6. The electronic vaping device of clause 1, further comprising:

a reservoir interface configured to transfer data communications between the at least one processor and the
reservoir; and
wherein

the reservoir includes a second memory configured to store reservoir profile information related to the pre-
vapor formulation, and
the at least one processor is configured to receive the reservoir profile through the reservoir interface for
storage in the first memory based on the operating system.

Clause 7. The electronic vaping device of clause 6, wherein the reservoir profile includes at least one of: pre-vapor
formulation type, pre-vapor formulation identifier, vendor identifier, capacity, heating element configuration data,
measurement capability, deliverable function amount, consumption capacity, and software capability.

Clause 8. The electronic vaping device of clause 1, further comprising:

a host interface configured to transfer data communications between the at least one processor and an external
computing device; and
the at least one processor is configured to receive data from the external computing device through the host
interface for storage in the first memory based on the operating system.

Clause 9. The electronic vaping device of clause 8, wherein the data of the external computing device includes profile
information associated with an owner of the electronic vaping device.

Clause 10. The electronic vaping device of clause 8, wherein the data received from the external computing device
includes object code related to operating the electronic vaping device and the reservoir according to desired
operational constraints.

Clause 11. The electronic vaping device of clause 1, wherein

the housing includes a battery section and a reservoir section; and
the first memory and the at least one processor are disposed in the battery section.

Clause 12. The electronic vaping device of clause 8, wherein

the housing includes a battery section and a reservoir section; and
the first memory and the at least one processor are disposed in the reservoir section.

Clause 13. Theelectronic vapingdevice of clause1,wherein theobject code is basedon source codewritten using an
e-vaping programming language associated with the e-vaping operating system.

Clause 14. A method for operating an electronic vaping device, comprising:

executing, using at least one processor, an electronic vaping operating system, the operating system including a
real-time kernel configured to operate the electronic vaping device; and
executing, using the at least one processor, object code related to electronic vaping device functionality,
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the electronic vaping device functionality relating to at least one of a reservoir containing a pre-vapor formulation, the
reservoir in a housing, a heating element in the housing, the heating element in fluid communicationwith the reservoir,
the heating element configured to generate a vapor, a rechargeable battery configured to power at least the heating
element, and a first memory having stored thereon computer readable instructions relating to the operating system.

Clause 15. The method of clause 14, wherein the executing the object code related to electronic vaping device
functionality includes controlling vapor generation using the heating element and the reservoir.

Clause 16. The method of clause 14, wherein:

the electronic vapingdevice includesa charging interface configured to interface the rechargeable battery andan
external power source; and
the executing the object code includes controlling charging of the rechargeable battery using the external power
source through the charging interface based on the object code.

Clause 17. The method of clause 14, wherein:

the electronic vaping device includes at least one input/output element, the at least one input/output element is at
least one of a light-emitting diode, a button, a switch, and an airflow sensor; and
executing the object code includes controlling the at least one input/output element based on the object code.

Clause 18. Themethodof clause14,wherein theobject code related to electronic vapingdevice functionality includes
computer readable instructions for at least one of: electronic vaping device identification, powering on, powering off,
power consumption, operating efficiency, heating element temperature control, reservoir pre-vapor formulation level
detection, operating time, power reduction, and power increase, battery charging control, user interface, commu-
nications, self-test, and e-vaping device monitoring.

Clause 19. The method of clause 14, wherein:

the electronic vaping device includes a reservoir interface configured to transfer data communications between
the at least one processor and the reservoir;
the reservoir includes a secondmemory configured to store reservoir profile information related to the pre-vapor
formulation; and
executing the operating system includes receiving the reservoir profile through the reservoir interface for storage
in the first memory.

Clause 20. Themethod of clause 19, wherein the reservoir profile includes at least one of: pre-vapor formulation type,
pre-vapor formulation identifier, vendor identifier, capacity, heating element configuration data, measurement
capability, deliverable function amount, consumption capacity, and software capability.

Clause 21. The method of clause 14, wherein:

the electronic vaping device includes a host interface configured to transfer data communications between the at
least one processor and an external computing device; and
executing the operating system includes receiving data from the external computing device through the host
interface for storage in the first memory.

Clause 22. The method of clause 21, wherein the data of the external computing device includes profile information
associated with an owner of the electronic vaping device.

Clause 23. The method of clause 21, wherein the data received from the external computing device includes object
code related to operating the electronic vaping device and the reservoir according to desired operational constraints.

Clause 24. The method of clause 14, wherein the object code is based on source code written using an e-vaping
programming language associated with the e-vaping operating system.

Clause 25. A non-transitory computer readable media including computer readable instructions, which when
executed by at least one processor, configures the processor to:
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execute computer readable instructions associatedwith anelectronic vapingdevice (EVD)operating system, the
EVD operating system including a real-time kernel configured to operate an electronic vaping device;
execute object code related to electronic vaping device functionality; and
the electronic vaping device includes,

a housing extending in a longitudinal direction, the housing including a mouth end and a connection end,
a reservoir containing a pre-vapor formulation, the reservoir in the housing,
a heating element in the housing, the heating element in fluid communication with the reservoir, the heating
element configured to generate a vapor, and
a rechargeable battery configured to power the heating element.

Claims

1. An electronic vaping device (60), comprising:

a reservoir (345) configured to contain a pre-vapor formulation, the reservoir (345) including reservoir memory
(410) configured to store digital rights management (DRM) software; and
at least one processor (310) configured to,
execute code (520) related to electronic vaping device functionality, the code compiled usinganelectronic vaping
compiler (530) corresponding to an electronic vaping operating system (510), the executing the code (520)
including,

verifying the DRM software stored in the reservoir memory (410), and
enabling functionality of the reservoir (345) with the electronic vaping device (60) based on results of the
verifying the DRM software, the enabling the functionality of the reservoir (345) including downloading
software updates from the reservoir memory (410).

2. The electronic vaping device (60) of claim 1, wherein the software update is at least one of:
a software application developed using an application programing interface (API) specific to the electronic vaping
operating system (510), a script developed using a scripting language specific to the electronic vaping operating
system (510), a software patch, a firmware update, a driver update, an update to the electronic vaping operating
system (510), or any combinations thereof.

3. The electronic vaping device (60) of claim 1, wherein the at least one processor (310) is further configured to execute
the code (520) by:

executing the electronic vaping compiler (530) to compile source code stored in the reservoir memory (410) into
computer readable object code; and
executing the computer readable object code using the electronic vaping operating system (510).

4. The electronic vaping device (60) of claim 3, wherein
the electronic vaping compiler (530) is a just-in-time compiler.

5. The electronic vaping device (60) of claim 4, wherein the at least one processor (310) is further configured to:

(i) cache the compiled computer readable object code in amemory included in the electronic vaping device (60);
or
(ii) execute the electronic vaping compiler (530) inside of a virtual machine associated with the electronic vaping
operating system {510).

6. The electronic vaping device (60) of claim 1, wherein the at least one processor (310) is further configured to:
execute at least one script related to electronic vaping device functionality by interpreting source code of the script
using an interpreter (515) associated with the electronic vaping operating system (510).

7. The electronic vaping device (60) of claim 1, wherein the executing the code (520) related to electronic vaping device
functionality includes:
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(i) controlling vapor generation using a heating element (14) and the pre-vapor formulation stored in the reservoir
(345); or
(ii) computer readable instructions for at least one of:
adult vaper age verification, electronic vaping device identification, powering on, powering off, power consump-
tion, operating efficiency, heating element temperature control, reservoir pre-vapor formulation level detection,
operating time, power reduction, and power increase, battery charging control, user interface, communications,
self-test, electronic vaping device monitoring, or any combinations thereof.

8. The electronic vaping device (60) of claim 1, wherein

the electronic vaping device (60) includes a host interface (370) configured to transfer data communications
between the at least one processor (310) and an external computing device; and
the at least one processor (310) is further configured to execute the code by,
receiving data from the external computing device through the host interface (370) for storage in amemory (320)
included in the electronic vaping device (60).

9. A method of operating an electronic vaping device (60), comprising:
executing code (520) related to electronic vaping device functionality, the code (520) compiled using an electronic
vaping compiler (530) corresponding to an electronic vaping operating system (510), the executing the code (520)
including,

verifyingdigital rightsmanagement (DRM)softwarestored in reservoirmemory (410) included ina reservoir (345)
attached to the electronic vaping device (60), and
enabling functionality of the reservoir (345)with the electronic vaping device (60) based on results of the verifying
the DRM software, the enabling the functionality of the reservoir (345) including downloading software updates
from the reservoir memory (410).

10. The method of claim 9, wherein the software update is at least one of:
a software application developed using an application programing interface (API) specific to the electronic vaping
operating system (510), a script developed using a scripting language specific to the electronic vaping operating
system (510), a software patch, a firmware update, a driver update, an update to the electronic vaping operating
system (510), or any combinations thereof.

11. The method of claim 9, wherein the executing the code (520) further includes:

executing the electronic vaping compiler (530) to compile source code stored in the reservoir memory (410) into
computer readable object code; and
executing the machine readable code using the electronic vaping operating system (510).

12. The method of claim 11, wherein
the electronic vaping compiler (530) is a just-in-time compiler, the method optionally further comprising:

(i) caching the compiled computer readable object code in memory of the electronic vaping device (60); or
(ii) executing theelectronic vaping compiler (530) insideof a virtualmachineassociatedwith theelectronic vaping
operating system (510).

13. The method of claim 9, further comprising:
executing at least one script related to electronic vaping device functionality by interpreting source code of the script
using an interpreter (515) associated with the electronic vaping operating system (510).

14. Themethodof claim9,wherein theexecuting the code (520) related to electronic vaping device functionality includes:

(i) controlling vapor generation using a heating element (14) and pre-vapor formulation stored in the reservoir
(345); or
(ii) computer readable instructions for at least one of:
adult vaper age verification, electronic vaping device identification, powering on, powering off, power consump-
tion, operating efficiency, heating element temperature control, reservoir pre-vapor formulation level detection,
operating time, power reduction, and power increase, battery charging control, user interface, communications,
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self-test, electronic vaping device monitoring, or any combinations thereof.

15. The method of claim 9, wherein

the electronic vaping device (60) includes a host interface (370) configured to transfer data communications
between at least one processor (310) included in the electronic vaping device (60) and an external computing
device; and
the executing the code (520) includes receiving data from the external computing device through the host
interface (370) for storage in a first memory (320) included in the electronic vaping device (60).
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