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(54) DISPENSER

(57) A dispenser includes a front panel that can be
opaque, and a body that includes a sidewall extending
from a rear wall. Further, the front panel is coupled to the
body and an interior cavity is formed therebetween. The
sidewall includes an illuminating portion and a viewing
portion. The illuminating portion is translucent and the
viewing portion is transparent. The viewing portion is
located between the front panel and the rear wall and
the viewing portion and the illuminating portion indicate a
refill status.
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Description

CROSS REFERENCE TO RELATED APPLICATIONS

[0001] This application claims priority to U.S. Applica-
tion No. 17/496,162, filed on October 7, 2021, and en-
titled "Dispenser," the entire contents of which is incor-
porated by reference in its entirety.

BACKGROUND

Field of the Disclosure

[0002] The present disclosure relates to a dispenser
for dispensing a fluid, a cartridge for use with the dis-
penser and containing fluid to be dispensed, and a dis-
penser assembly comprising the dispenser and car-
tridge.

Description of the Background of the Disclosure

[0003] Handhygieneproduct dispensing systemsgen-
erally consist of a product dispenser and a refillable
and/or replaceable reservoir containing the product to
be dispensed.
[0004] There are two groups of people that typically
use such dispensing systems. These are maintenance
professionals and users. These two groups of people
have different requirements in terms of what the dispen-
sing system must provide.
[0005] For maintenance professionals, visibility of the
amount of product left in the dispenser reservoir needs to
beprovided in order to reduce the time it takes to evaluate
and service the dispenser. If product visibility is insuffi-
cient, it may be necessary to open the dispenser to judge
whether the reservoir needs to be refilled or replaced,
which adds unnecessary time.
[0006] On the other hand, user visibility of the product
in the dispenser should be minimised to promote a hy-
gienic appearance that encourages use of the dispenser.
For example, users may be deterred by the unsightly
innerworkings of the dispenser or by the appearance of a
low amount of product.
[0007] It is an aim of the present disclosure to address
these two conflicting needs.

SUMMARY

[0008] Inoneaspect, adispenser includesa frontpanel
havinga visible light transmission (VLT) valueof zero and
a body having a wall portion with at least two VLT values.
Two of the at least two VLT values are greater than 5%
and different from each other.
[0009] In some embodiments, a ratio of the at least two
VLT values can be about 2:1 and the wall portion may
have a viewing portion with a VLT value greater than 5%.
The wall portion is part of a sidewall having a surface
area, in which a surface area of the viewing portion is at

least 30% of a total surface area of the sidewall. Further,
at least 50% of the total surface area of the sidewall
comprises a VLT value that is greater than 5% and less
than the VLT value of the viewing portion. In some as-
pects, thewall portion includes a first VLT value in at least
twoportions that arediscreteandspacedapart fromeach
other, the first VLT value being greater than a secondVLT
value.
[0010] In some embodiments, a viewing plane is de-
fined at an edge formed between the two VLT values and
a rearplane isdefinedbya rearwall of thebody.Further, a
viewing axis can extend through the front panel and
perpendicular to the viewing plane, a first viewing bound-
ary can extend from the viewing plane at a first angle, and
a second viewing boundary can extend from the viewing
plane at a second angle.
[0011] In some embodiments, a first viewing zone is
formedbetween the first andsecondviewingboundaries,
with the front panel being disposedwithin the first viewing
zone. Further, a second viewing zone can be formed
between the first viewing boundary and the rear plane,
with the two VLT values of the sidewall being disposed
within the second viewing zone.
[0012] In some embodiments, a dispenser includes a
front panel that isopaqueandabodyhavinga translucent
wall portion that includes a transparent window. The
window may be disposed at an angle relative to the front
panel.
[0013] In some aspects, the body includes a rear wall
that may be substantially parallel to a front surface of the
front panel and the window may be disposed substan-
tially perpendicular to and between the rear wall and the
front panel. Further, a rear edge of the window can be
spaced apart from the rear wall and a front edge of the
window can be spaced apart from the front panel. The
wall portionmaybepart of a sidewall andcanextend from
the rear wall of the body to the forward edge. Also, the
sidewall can include a top portion and two opposing wall
portions connected by the top portion. The forward edge
of the top portion of the sidewall can extend farther from
the rear wall than the forward edge of the wall portions.
The window may be located on at least one of the wall
portions.
[0014] In some aspects, a central plane bisects the
front panel and the rear wall of the dispenser, the window
extends in a first direction that is substantially parallel to
the central plane, and the window extends in a second
direction that is disposed at an angle relative to the
central plane. Further, the front edge of the window
may be located a first distance from the central plane,
the rear edge of the window may be located a second
distance from the central plane, and the first distance can
be greater than the second distance. The window can
include a first window and a second window, and an
interior cavity canbe formedbetween thefirst andsecond
windows.
[0015] In someembodiments, thefirstwindow includes
a first edge and the second window includes a second
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edge, the first edge being disposed at a different angle
from the front panel than the second edge. The first
window and the second window can each be located
approximately centrally between a top and a bottom of
the wall portion.
[0016] In still another aspect, a dispenser includes a
front panel that canbeopaque, andabody that includesa
sidewall extending from a rear wall. Further, the front
panel is coupled to the body and an interior cavity is
formed therebetween.Thesidewall includesan illuminat-
ing portion and a viewing portion. The illuminating portion
is translucent and the viewing portion is transparent. In
addition, the viewing portion is located between the front
panel and the rear wall and the viewing portion and the
illuminating portion may be configured to indicate a refill
status.
[0017] In some aspects, a refill status of the dispenser
may include at least two indicators, a first indicator that
can be configured to be provided in a first direction and a
second indicator that can be configured to be provided in
a second direction, the first and second directions being
different from each other. Further, the viewing portion
may define a front edge and a rear edge extending
between a top edge and a bottom edge. In someembodi-
ments, the rear edge is disposed proximate to the rear
wall and the front edgemay be disposed proximate to the
front panel.
[0018] In some embodiments, a cartridge is adapted to
be received within the interior cavity and includes a side
extending between a front side and a rear side, a base,
and a neck that is disposed opposite the base. The base
can be configured to cooperate with the top edge of the
viewing portion to provide the first indicator of the refill
status. In some examples, a cartridge is configured to
collapse during use and the front side and the rear side
are configured to move toward each other as the car-
tridge collapses. The base can be configured to move
toward the neck when the cartridge collapses and the
cartridge is configured to collapse from a first state to a
second state to a third state. Each of the front side, the
rear side, and the base may be configured to be hidden
from view through the viewing portion in the first state.
Further, at least onebut nomore than twoof the front side,
the rear side, and the base may be configured to be
visible through the viewing portion in the second state.
In addition, each of the front side, the rear side, and the
basemay be configured to be visible through the viewing
portion in the third state.
[0019] In some aspects, at least one of the viewing
portion and the illuminating portion can include a symbol
that can be configured to communicate at least one
aspect of the refill status. The refill status may be con-
figured to be communicated by a contrast in color. The
viewing portion can include a plurality of transparent
regions that are each bordered on all sides by the illumi-
nating portion. Further, the illuminating portion can in-
cludeanopening and the viewing portionmaynot include
an opening.

[0020] In yet anotheraspect, a cartridge forusewithina
dispenser includesanoutlet end, abaseendopposite the
outlet end, a frontwall, a rearwall, and twosidewalls. The
outlet end has a shoulder and an annular collar that
extends about an axially extending neck that defines
an opening into an inner volume of the cartridge. The
front, rear, and two side walls extend from the outlet end
to the base end. A vertical plane is disposed centrally
between the two side walls and intersects the front wall
and the rearwall. Further, the two sidewalls include a first
side wall and a second side wall that each carry a re-
spective first and second valley. Each of the first valley
and the second valley is bordered by a top peripheral
edge, a front peripheral edge, a rear peripheral edge, and
a bottom peripheral edge. A front panel extends from the
front peripheral edge toward a vertical fold line, a rear
panel extends from the rear peripheral edge to the ver-
tical fold line, an upper panel extends from the top per-
ipheral edge to the vertical fold line, and a lower panel
extends from the bottom peripheral edge to the vertical
fold line. The vertical fold line is located closer to the
vertical plane than the top, front, rear, and bottom per-
ipheral edges. The vertical fold line extends between an
upper junction connected to an upper pair of angled fold
lines and a lower junction connected to a lower pair of
angled fold lines. The upper panel extends between the
upper pair of angled fold lines, the lower panel extends
between the lower pair of angled fold lines, and the upper
panel defines a surface area that is less than a surface
area of the lower panel. The upper junction is located
closer to the topperipheral edge than the lower junction is
located to the bottom peripheral edge.
[0021] In some embodiments, each of the upper panel
and the lower panel can be substantially triangular-
shaped and has a substantially planar surface. Further,
on collapsing of the container under a vacuum applied to
withdraw fluid from the opening, the front wall and rear
wall are drawn toward each other, and the first and
second side walls may fold along respective upper and
lower pairs of fold lines and vertical fold lines.
[0022] In another aspect, a cartridge includes a front
wall, a rear wall, a pair of side walls, and a base that is
opposite a neck. The cartridge further includes a
shoulder section extending at an angle from the neck
to each of the front wall, the rear wall, and the pair of side
walls, an open mouth extending through the neck to an
inner volume, a vertical axis extending centrally through
the cartridge, andaplurality of creases. A first creaseand
a second crease each extend along the front wall per-
pendicular to the vertical axis and between the pair of
sides. The first crease may be located a first distance
from the shoulder and the second crease can be located
a second distance from the base. The second distance
can be greater than the first distance.
[0023] In some embodiments, the cartridge can be at
least partially opaque. In other embodiments, the car-
tridge can be at least partially translucent, having a VLT
value greater than 5%. In someexamples, a labelmay be
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affixed to at least one of the front wall and the rear wall. In
some embodiments, a rib can extend along the shoulder
between the neck and one of the pair of side walls. In
some examples, the first and second creases can define
a collapse pattern and the cartridgemay be configured to
collapse according to the collapse pattern.
[0024] In still another aspect, a cartridge includes an
inner volume, aneckextending fromashoulder portion, a
front wall opposite a rear wall and a right wall opposite a
left wall, and a base. The neck defines an opening that is
in communication with the inner volume cavity. The car-
tridge is configured to be inserted into a dispenser having
a front panel that is opaque and a body that includes at
least two visible light transmission (VLT) values, each of
the VLT values being greater than 5%.
[0025] In some embodiments, the cartridge has a VLT
value greater than 5%. In some aspects, the cartridge is
inserted into thedispenserafirst portionof thecartridge is
configured to be visible through a viewing portion having
a VLT value greater than 5% and a second portion of the
cartridge is configured tobehidden fromview through the
viewing portion. In some aspects, a label is affixed to at
least one of the front wall and the rear wall, and the label
can be configured to be hidden from view when the
cartridge is inserted into the dispenser. The cartridge
can be configured to be received by the dispenser in
an inverted orientation. In some examples, the cartridge
is configured to contain a fluid within the inner volume
cavity and the fluid is configured to be visible when the
cartridge is inserted into the dispenser.
[0026] In another aspect, a dispenser for dispensing a
fluid is provided, the dispenser comprising a dispenser
body that at least partially defines an interior of the dis-
penser and is configured to house a cartridge containing
a fluid to be dispensed. In some embodiments, the dis-
penser body includesa front panel that is configured tobe
presented to a user when in use. In some embodiments,
the front panel includes an opaque material such that at
least a portion of the interior of the dispenser is not visible
through the front panel. In some embodiments, the body
of the dispenser includes an illuminating portion that is
configured to permit entry of ambient visible light into the
interior of the dispenser through the illuminating portion.
Further, the body includes a viewing portion that is con-
figured to face in a different direction than the front panel
when in use and the viewing portion is configured to
permit the cartridge to be viewed through the viewing
portion. In this way, the dispenser simultaneously satis-
fies the viewing requirement of the maintenance profes-
sional and the viewing requirement of the user or owner.
[0027] When using a dispenser, the user typically
stands close to and in front of the front panel of the
dispenser in order to operate the dispenser to dispense
fluid. The front panel conceals at least a portion of the
interior dispenser to provide an improved aesthetic,
which is particularly desirable in high-end, high traffic
commercial environments, such as, e.g., in a public
washroom.

[0028] In addition, maintenance professionals desire
the ability to quickly assess an amount of fluid in the
dispenser to determine when the dispenser will require
maintenance, e.g., replacement of a cartridge. Such an
assessment often occurs at a distance from the dispen-
ser and, preferably, without opening or obstructing ac-
cess to the dispenser.
[0029] Accordingly, the illuminating portion and the
viewing portion provide an effective way of assessing
an amount of fluid remaining in the dispenser while also
providing an improved aesthetic for users. Maintenance
professionals are able to assess the amount of fluid
remaining in the dispenser by the viewing portions,which
face a different direction than the front panel. The interior
of the dispenser is illuminated by ambient visible light
entering the interior of the dispenser by the illuminating
portion and the viewing portion. In some embodiments, a
fluid fill line is visible through the viewing portion and the
cartridge to facilitate the maintenance professional in
assessing the amount of fluid in the dispenser. This is
particularly important where the fluid itself is difficult to
see, e.g., transparent or semi-transparent or translucent.
In this way, a maintenance professional can efficiently
determine an amount of fluid in the dispenser from a
distance without opening or obstructing access to the
dispenser. Further, improved visibility of an amount of
fluid in the dispenser can improve refill or maintenance
efficiency by savingmaintenance professionals time and
byenablingmoreaccurate determination of the fluid level
or status of the dispenser.
[0030] In some embodiments, the illuminating portion
is configured to facevertically upward inuse,e.g., located
ona topportion. In thisway, the interior of the dispenser is
illuminated by ambient visible light that is provided by
overhead lighting, skylights, or the like. Further, the front
panel can define a first viewing zone and the viewing
portion can define a second viewing zone. In the first
viewing zone, e.g., an actuation viewing zone, the car-
tridgehousing in the interior of thedispenser is concealed
or hidden by the front panel. In the second viewing zone,
the cartridge housed in the interior of the dispenser is
visible through the viewing portion. In some embodi-
ments, the second viewing zone includes a pair of view-
ing zones located on opposing sides of the first viewing
zone. In thisway, amaintenanceprofessional canassess
the amount of fluid within the dispenser without being
directly in front of the dispenser, e.g., in the first viewing
zone or actuation viewing zone.
[0031] It is contemplated that the front panel is con-
structed entirely of an opaque material. It is further con-
templated that the illuminating portion and/or the viewing
portion is constructed of a transparent, semi-transparent,
and/or translucent material. In this way, effective illumi-
nation of the interior of the dispenser is achieved while
concealing or hiding the interior of the dispenser from
particular perspectives or views, e.g., within the first
viewing zone or actuation viewing zone. It is also con-
templated that the illuminating portion is provided as
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translucent, such as, e.g., by treating an internal surface
of a material forming at least a portion of the illuminating
portion. In some embodiments, such treatment may in-
clude etching according to a variety of methods. In some
embodiments, such treatment may include frosting or an
application of substances, substrates, adhesives or the
like.
[0032] In some embodiments, the viewing portion is
provided as transparent or semi-transparent. In some
embodiments, the viewing portion is located centrally
between a front and a rear of the dispenser. In some
embodiments, the viewing portion is located closer to the
rear of the dispenser than to the front of the dispenser. In
some embodiments, the dispenser has a body depth
from a front-most edge to a rearmost edge, when in a
closed configuration, and the viewing portion has a view-
ing depth from a front edge to a rear edge. Further, a
centerpoint of the viewing depth of the viewing portion is
located rearwardly of a centerpoint of the body depth of
the dispenser.
[0033] In some embodiments, the viewing portion in-
cludes a plurality of regions through which the interior of
the dispenser is visible, e.g., a plurality of transparent
regions. Further, the plurality of regions can be spaced
apart from each other and located in alignment with the
cartridge. In this way, the viewing portion can be config-
ured to expose multiple portions of the cartridge to effec-
tively convey all fluid levels from full to empty through a
single viewing portion. In some embodiments, the view-
ing portion includes a plurality of discrete regions, e.g.,
small regions, which are configured to enhance the aes-
thetic. In some embodiments, the discrete regions are
configured to be aligned with particular portions of the
cartridge that relate to particular fluid levels from full to
empty, such that a single discrete region exposes a
binary indication of a fluid level. In some embodiments,
the viewingportion includesaplurality of viewingportions
that are located on opposing sides of the dispenser. In
this way, visibility of the interior of the dispenser is en-
abled through any one of the plurality of regions or dis-
crete regions.
[0034] In some embodiments, a front panel of the dis-
penser includes a curved profile in a side-to-side direc-
tion, such that the front panel bows outward with respect
to a rear wall of the dispenser. In some aspects, the body
of the dispenser includes a rear wall from which a top
portion and opposing sides extend. In some embodi-
ments, the top portion of the body extends farther from
the rear wall than opposing sides. In addition, the front
panel fits across the topportion and theopposing sides of
the body, such that the topportionand theopposing sides
are configured to mate with the curved profile of the front
panel. In this way, when an illuminating portion is formed
on the top portion of the dispenser, greater amounts of
ambient visible light can enter the interior of the dispen-
ser. Accordingly, a cartridge within the interior of the
dispenser is not visible through the front panel and the
curved profile of the front panel acts to enhance the

aesthetic of the dispenser. The curved profile of the front
panel also corresponds to the opposing sides on which
viewing portions are positioned nearer the rear of the
dispenser, with respect to an overall dispenser depth,
such that viewing portions are more discrete.
[0035] In some embodiments, the dispenser body
comprises a sidewall that extends from a rear wall and
the sidewall extends about a first side of the dispenser, a
top portion of the dispenser, and a second side of the
dispenser to form a continuous sidewall. In some embo-
diments, the dispenser may comprise a curved upper
surface extending between the first and second sides of
the dispenser. In other embodiments, the sidewall may
comprise a first sidewall, an upper wall, and a second
sidewall which may comprise a single component inte-
grally formed, or which are made of separate compo-
nents. In some embodiments, the first side, second side
and upper walls are substantially straight and are
coupled together at an angle, e.g., 90 degrees.
[0036] In some aspects, the sidewall extends inwardly
as it extends toward the rear wall. Said another way, the
front of the dispenser has a larger area in a front-on view
as compared to the rear of the dispenser. Put another
way, the sidewall tapers inwardly as it extends from the
front panel toward the rearwall. In thisway,more discrete
positioning of the viewing portion and/or illuminating
portioncanbeachieved, therebyenhancing theaesthetic
of the dispenser and the user’s viewing experience.
[0037] In some embodiments, the viewing portion an-
d/or the illuminating portion are provided by the sidewall
of thedispenser body. In someembodiments, the viewing
portionand/or the illuminatingportionare integralwith the
sidewall of the dispenser body. In this way, the number of
components required to make the dispenser is reduced,
resulting in lower dispenser manufacturing costs and
material consumption.
[0038] In some embodiments, the illuminating portion
is formedofa translucentmaterial and theviewingportion
is formed of a transparent material. In some embodi-
ments, the illuminating portion is provided by a region
of the sidewall, which is formed of a translucent material.
[0039] In someembodiments, thedispenser includesa
support structure, e.g., a collar, for supporting a cartridge
housed in the dispenser, and the sidewall includes a
translucent material in the region of the support structure
to at least partially impede viewing of the support struc-
ture therethrough. In addition, the front panel includes
blinders that extend across an area corresponding to a
region in which the support structure is located to at least
partially impede viewing of the support structure. The
support structure may be considered to be unsightly,
therefore the provision of a translucent material in the
region of the support structure and/or the blinders of the
front panel improves the aesthetic of the dispenser and
the viewing experience by a user.
[0040] In some embodiments, the dispenser body has
a first body portion, e.g., including the front panel and a
portion of the sidewall, and a second body portion, e.g.,
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including the rear wall and a portion of the sidewall. In
someembodiments, thefirst bodyportionand thesecond
body portion are moveable relative to each other be-
tween a closed configuration, in which the interior of
the dispenser is covered, and an open configuration, in
which the interior is exposed. In some embodiments, the
first and second body portions are configured to pivot
relative toeachother aboutahingeaxis locatedat a lower
end of the dispenser.
[0041] In some embodiments, the hinge axis is sub-
stantially horizontal when the dispenser is in use. In this
way, an opening mechanism is provided such that it is
easy for a maintenance professional to replenish fluid in
the dispenser. It will be appreciated that any suitable
mechanism for accessing an interior of the dispenser
can be used. In some aspects, the dispenser is config-
ured to be secured to a substantially vertical surface via
the rear wall. In some aspects, the rear wall and the
sidewall are integrally formed. In this way, providing
the rear wall and sidewall as a single integrally formed
component reduces the component count of the dispen-
ser andhence reduces cost andmaterial consumption. In
some embodiments, the sidewall is configured to extend
from the rear wall such that it meets the front panel when
the dispenser is in the closed configuration.
[0042] In a further aspect, a dispenser assembly is
provided comprising a dispenser as disclosed herein
and a cartridge housed in the interior of the dispenser
and containing a fluid to be dispensed. The cartridge is
configured to collapse in a predeterminedmanner as the
fluid is dispensed. Accordingly, use of a dispenser dis-
closed herein, together with a collapsible cartridge,
serves to effectively hide the cartridge from view to those
who are using the dispenser i.e., those in the first viewing
zone, thereby providing an improved aesthetic while also
enabling a maintenance professional to assess an
amount of fluid in the cartridge.
[0043] A maintenance professional will in some in-
stances make an assessment of an amount of fluid in
a cartridge based upon a combination of a level of fluid
remaining in a cartridge and/or a degree of collapse.
Accordingly, visibility of the cartridge via the viewing
portion and illumination by the illuminating portion ensure
that a maintenance professional can easily make this
assessment. Collapsible cartridges, i.e., sealed car-
tridges, are also advantageous in overcoming hygiene
issues associated with non-sealed systems. By using a
sealed cartridge that cannot be refilled with product and
does not let air into the cartridge as the fluid is dispensed,
the quality of the fluid can be preserved.
[0044] In some embodiments, the viewing portion of
the dispenser is configured, e.g., sized and shaped and
located, such that a fluid fill level of the cartridge can be
viewed through the viewing portionwhen the fluid fill level
is between an upper level and a lower level. In some
aspects, the upper level corresponds to the cartridge
being 20% full or greater, such as, e.g., 40% full, 50%
full, 60% full, 80% full or 100%full. In someembodiments,

the lower level corresponds to the reservoir being less
than 20% full or substantially empty. In this way, the
viewing portion need only be big enough to see a portion
of the collapsing cartridge for determining an amount of
fluid remaining in the cartridge. This ensures that the
viewing portion can be minimized, i.e., smaller in size, to
enhance the aesthetic of the dispenser, while not imped-
ing the ability of amaintenance professional to assess an
amount of fluid in the cartridge.
[0045] In some embodiments, the viewing portion is
narrower than the widest part of the cartridge when the
cartridge is viewed in side profile. In some aspects, the
viewing portion is narrower than the widest part of the
cartridge when the cartridge is viewed in side profile as
the cartridge collapses from 100% full to empty. In this
way, the size of the viewing portion can be reduced so as
to improve the aesthetic appearance of the dispenser
without compromising on a maintenance professional’s
ability to assess an amount of fluid in the cartridge.
[0046] In some embodiments, the cartridge comprises
fold lines arranged such that the predetermined manner
of collapse comprises the cartridge collapsing such that,
when the cartridge is viewed in side profile, a narrow
waist is formed between comparatively wider upper and
lower portions of the cartridge as the cartridge depletes,
the waist including portions of a front-most wall and a
back-most wall. Said another way, the side profile of the
cartridge resembles a similar shape to the cross section
of an I-beam. In this way, the majority of the deformation
taking place in the cartridge occurs in the side profile and
follows a distinctive collapsing manner. This facilitates a
maintenance professional when determining an amount
of fluid left in the cartridge by taking into account a visible
fluid fill level in combination with the collapsed shape of
the cartridge. Based on this and themaintenance profes-
sional’s experience of dispenser usage rates, the main-
tenance professional can assess whether the cartridge
needs to be replenished and/or refilled and/or replaced.
[0047] In some embodiments, the viewing portion of
the dispenser is configured, e.g., sized and/or located,
such that the front-most wall and/or the back-most wall of
thewaist canbeviewed through theviewingportionwhen
the cartridge is 80% full or less, e.g., 60% full or less, e.g.,
40% full or less, e.g., 20% full or less. In this way, the
viewing portion is configured to view the waist of the
cartridge as it collapses. This is significant as once the
cartridge has collapsed in this manner, the fluid fill level
visible in the cartridge becomes more significant in de-
termining an amount of fluid left in the cartridge. At such a
level of collapse, the amount of fluid left in the cartridge
will be comparatively low and so accurate assessment of
the fluid level visible is important in the maintenance
professional’s assessment. This also ensures the view-
ing portion is minimized, i.e., as small as possible, to
improve compliance with the user desire to hide the
carrtidge. In some embodiments, a height of the viewing
portion is less than a height of the cartridge when the
cartridge is approximately 100 % full. In this way, a more
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discrete viewing portion is provided.
[0048] In some embodiments, the front panel extends
to cover an area corresponding to a region of the interior
in which the cartridge is housed, such that viewing of the
cartridge through the front panel is impeded or pre-
vented. In this way, the dispenser is provided with an
enhanced aesthetic in which the cartridge is hidden from
view.
[0049] In some embodiments, the dispenser includes
guide formations and the cartridge includes correspond-
ing location formations that correspond to the guide for-
mations to facilitate installation of the cartridge in the
dispenser. In this way, proper location of the cartridge
in the dispenser is ensured, which is important to ensure
that the viewing portions are correctly aligned with the
cartridge as it collapses.
[0050] In some embodiments, the cartridge includes
an opening defined by a neck coupled to a cartridge body
by a shoulder, and the shoulder is provided with ribs to
reinforce the shoulder against deformation during col-
lapse of the cartridge. Collapse of the cartridge can be
controlled such that the position of the waist is provided
toward a base of the cartridge, i.e., opposite the cartridge
neck/opening. This facilitates dispensing of fluid from the
cartridge such that fluid is less likely to become trapped in
the cartridge.
[0051] In someembodiments, the cartridge is placed in
a dispenser with the opening disposed lowermost, i.e.,
inverted. Accordingly, the provision of ribs has been
found to have the effect of moving the collapsed waist
position away from the cartridge neck, i.e., upward to-
ward the base of the cartridge. This reduces the chance
of fluid becoming trapped in the region of the cartridge
above the waist, i.e., between the waist and the base of
the cartridge.
[0052] In a further aspect, the ribs are effective in
maintaining the shape of the shoulder as the cartridge
deforms. For example, the ribs at least partially prevent
the shoulder from becoming deformed to form wells in
which fluid can become trapped when the cartridge is in
use. In some aspects, the ribs extend radially outward
from the neck and in opposite directions relative to one
another, e.g., disposed 180 degrees from one another
relative to a central axis of the neck. In some embodi-
ments, the ribs extend from the neck toward the cartridge
body. In some aspects, the ribs includes a pair of support
ribs extending in substantially opposite directions relative
to one other and with respect to the neck. In some
aspects, the ribs extend sideways from the neck.
[0053] In some embodiments, the one ormore support
ribs may extend in a side-to-side direction. It will be
appreciated that a side of the cartridge corresponds to
the side in which a narrow waist is formed when viewed
from the side during collapse. In some embodiments, the
cartridge body includes front and rear walls, a first side
wall and a second side wall, wherein the first and second
side walls extend between the front and rear walls. In
some embodiments, the front wall, rear wall, first side

wall, and second side wall extend between a base and
the shoulder of the cartridge, such that the first side wall
and second side wall are viewed when the cartridge is
viewed in a respective side profile. In some embodi-
ments, the front wall and/or rear wall comprise a curved
profile in a side-to-side direction, such that they are
bowed outwards with respect to an interior of the car-
tridge. This enables an increased cartridge volume to be
provided, while still achieving the desired predetermined
collapse profile.
[0054] In someembodiments, the frontwall and/or rear
wall comprise one or more of the fold lines extending in a
sidewaysdirection. This facilitates folding of the cartridge
into approximately an "I-beam" shape as it collapses. In
other words, the side profile of the cartridge as it col-
lapses adopts a similar shape to the cross section of an I-
beam. In some embodiments, the front wall and/or rear
wall comprise apair of lateral fold linesdistributedalonga
height of the cartridge body, wherein the first and/or
second fold line is offset from an even spacing of fold
lines along the height of the cartridge body in a direction
toward the neck. To that end, where there is a pair of fold
lines provided in the front wall and/or rear wall, if these
were to be distributed evenly along the height of the
cartridge body, they would be positioned at a height
one third and two thirds respectively along a height of
the cartridge body. Where the fold lines are offset from
this even spacing, they are offset from the one third and
two thirds positions respectively in the direction toward
the neck of the cartridge. It has been found that locating
the fold lines in this way ensures a more desirable col-
lapse profile in which the waist portion is moved away
from the cartridge neck.
[0055] In some embodiments, the first side wall and/or
the second side wall comprise one or more of said fold
lines extending in a longitudinal direction, i.e., in a direc-
tion extending between the base and the neck of the
cartridge. This can be thought of as a longitudinal fold
line. This facilitates folding of the cartridge into approxi-
mately an "I-beam" shape as it collapses. In other words,
the side profile of the cartridge as it collapses adopts a
similar shape to the cross section of an I-beam. In some
embodiments, the longitudinal fold line of the first and/or
second side walls comprises a first end that is proximal
the neck of the cartridge, and a second end that is
proximal the base of the cartridge. The distance between
the first endandanupper endof the cartridgebody,which
is proximal the neck, is less than the distance between
the second end and a lower end of the cartridge body,
which is proximal the base. Said another way, where
there is a longitudinal fold line having a first end and a
second end provided in the first side wall and/or the
second side wall, if the first and second ends were to
be distributed evenly along the height of the cartridge
body, they would be positioned at a height one third and
two thirds respectively along a height of the cartridge
body. Where the first and second ends of the respective
longitudinal fold lines are offset from this even spacing,
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they are offset from the one third and two thirds positions
respectively in the direction toward the neck of the car-
tridge. It has been found that locating the longitudinal fold
lines in thiswayensuresamoredesirable collapseprofile
in which the waist portion is moved away from the car-
tridge neck.
[0056] In some embodiments, an upper front fold line
and/or an upper rear fold line extends from the first end of
the longitudinal fold line. The upper front fold line extends
from the first end toward the front wall, e.g., toward a
corner formed between the front wall and the shoulder.
The upper rear fold line extends from the first end toward
the rear wall, e.g., toward a corner formed between the
rearwall and theshoulder. In someembodiments, a lower
front fold line and a lower rear fold line extend from the
second end of the longitudinal fold line. The lower front
fold line extends from the second end toward the front
wall, e.g., toward a corner formed between the front wall
and the base. The lower rear fold line extends from the
second end toward the rear wall, e.g., toward a corner
formed between the rear wall and the base. In some
embodiments, the first end of the longitudinal fold line
is positioned in longitudinal alignment with a lateral fold
line on the front and/or rear wall. In some embodiments,
the secondendof the longitudinal fold line is positioned in
longitudinal alignment with a lateral fold line on the front
and/or rear wall.
[0057] In some embodiments, the cartridge body de-
fines a valley in which a respective fold line is located. In
this way, the cartridge is encouraged to collapse in the
predeterminedmanner.Accordingly, enhancedcontrol of
the collapse of the cartridge is provided since the valleys
ensure a slight fold of the fold lines in a direction of
collapse. In some embodiments, a depth of the cartridge
between the front wall and the rear wall narrows in the
location of the fold lines. In some embodiments, the
cartridge is blow molded. This provides an easy method
of manufacture.
[0058] In some embodiments, the support ribs are
hollow such that they are open to the interior of the
cartridge. Such ribs can be sized so that they do not trap
fluid in the cartridge. In a further aspect, a dispenser
assembly is provided comprising a dispenser as dis-
closed herein, and a cartridge as disclosed herein.
[0059] It will be appreciated that the features described
herein may apply to any aspect disclosed herein. All
combinations contemplated are not recited explicitly for
the sake of brevity.

BRIEF DESCRIPTION OF THE DRAWINGS

[0060] Embodiments will now be described, by way of
example only and with reference to the accompanying
drawings, in which:

FIG. 1 is a perspective view of an embodiment of a
dispenser assembly in a closed configuration, where
a housing of the dispenser assembly is illustrated

without shade lines for purposes of clarity;

FIG. 2 is a perspective view of the dispenser assem-
bly of FIG. 1 in an open configuration and receiving a
cartridge therein;

FIG. 3 is a side elevational view of the dispenser
assembly of FIG. 1 in a closed configuration,where a
body of the dispenser assembly is depicted as in-
cluding transparent and translucent portions;

FIG. 4 is a top plan viewof the dispenser assembly of
FIG. 1 in a closed configuration, where a body of the
dispenser assembly is depicted as including trans-
parent and translucent portions;

FIG. 5 is a perspective view of a cartridge of the
dispenser assembly of FIGS. 1‑4;

FIG. 6 is a side elevational view of the cartridge of
FIG. 5;

FIG. 7 is a top plan view of the cartridge of FIG. 5;

FIGS. 8 and 9 are partial, enlarged views of the neck
of the cartridge of FIG. 5 being received by the
dispenser assembly;

FIG.10 isaschematic representationof thecartridge
of FIG. 5, where the cartridge is depicted as being
inverted and in a collapsed configuration;

FIG. 11 is a side elevational view of the dispenser
assembly of FIG. 1 in a closed configuration,where a
body of the dispenser assembly is depicted as in-
cluding transparent and translucent portions, and
where the cartridge of FIG. 5 is shown through the
transparent portion of the dispenser assembly;

FIGS. 12‑17 are side elevational schematic repre-
sentations of the dispenser assembly of FIG. 1,
where portions of the dispenser assembly are shown
in dashed lines, transparent windows are shown in
solid lines, and a representation of a cartridge is
shown in solid lines, the dispenser assembly being
illustrated in several states corresponding to a refill
status of the cartridge;

FIG. 18 is a schematic representation of another
embodiment of a body of a dispenser assembly
having multiple transparent and translucent por-
tions;

FIG. 19 illustrates a schematic representation of yet
another embodiment of a body of a dispenser as-
sembly having multiple transparent and translucent
portions;
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FIG. 20 illustrates a schematic representation of still
another embodiment of a body of a dispenser as-
sembly having multiple transparent and translucent
portions; and

FIG. 21 illustrates a perspective view of yet another
embodiment of a cartridge.

DETAILED DESCRIPTION

[0061] The present disclosure is directed to a dispen-
ser assembly for dispensing fluid. The dispenser assem-
bly includes a dispenser and a fluid cartridge. While the
embodiments of the present disclosure may take many
different forms, several embodiments are discussed
hereinwith the understanding that the present disclosure
is to be considered as exemplary, and it is not intended to
limit the invention to the embodiments illustrated.
[0062] Further, the fluid discussed herein may com-
prise a soap, shampoo, hand sanitiser, lotion, cleaning
agent or other desired fluid. As used herein, the term
"soap" is intended to include any liquid detergent or
cleaning product suitable for being dispensed froma fluid
dispenser. Additives may be included in the fluid and/or
soap, such as, for example, fragrances, preservatives,
moisturizers, dyes, and particulates, among others.
[0063] As used herein, the term "transparent material"
is intended to mean any material that allows light to pass
through so that objects behind can be clearly seen. As
usedherein, the term "translucentmaterial" is intended to
meananymaterial that allows some light to pass through,
but objects behind cannot be clearly seen.
[0064] In addition, "visible light transmission" is used
herein as a measurement of the quantity or amount of
visible light that is allowed to pass through a material,
which may be represented as a percentage. For exam-
ple, a layer or surface that transmits half of the visible light
is considered to have a 50%VLT value. The "transparent
material" is associatedwith ahighVLTvalue,which is in a
range of 86‑100% VLT. The "translucent material" is
associated with a low or medium VLT value, which is in
a range of 6‑85% VLT. The "opaque material" is asso-
ciatedwith no or a very lowVLT value,which is 5%or less
VLT.
[0065] For purposes of clarity, it will be understood by
those of skill in the art that numerous standards exist for
measuring the transparency/translucency/opaqueness
of a material. In the present implementations, ASTM
standard D1003 2021 Edition (Standard Test Method
for Haze and Luminous Transmittance of Transparent
Plastics) was used to measure the visible light transmis-
sivity and, thus, the relative transparency/translucen-
cy/opaqueness of the herein-described materials.
Further, it is intended that the suggested testingprotocols
be followed for the particularmaterial being reviewedand
that if Procedure A, which utilizes a hazemeter, or Pro-
cedure B, which used a spectrophotometer, provide for
different visible light transmission results/percentages,

that the higher value of the two procedures be used for
purposes of the present disclosure. It is also contem-
plated that if a subject material to be considered for
purposes of this disclosure has a non-planar configura-
tion, e.g., a curved window in a subject device, that a
planarportionof theparticularmaterial beused for testing
purposes.
[0066] Alternatively, ASTM standard D1746 2021 Edi-
tion (Standard Test Method for Transparency of Plastic
Sheeting)may be used tomeasure opacity and, thus, the
relative transparency/translucency/opaqueness of the
herein-described materials, with suitable standardized
equipment, suchasanopacitymeter. As usedherein, the
term "opacity" refers to the extent to which a surface, an
object, or a layer of material impedes the transmission of
light through it and, thus, is the inverse of the VLT mea-
surement referenced herein. It is contemplated that opa-
city and VLT may be used interchangeably and that
measurements according to either ASTM D1003 or
ASTM D1746 may be used; however, for purposes of
this disclosure, the measurements of VLT according to
ASTM D1003 protocols are preferred. Further, where
alternative materials are used, other standards should
be followed, such as ASTM C1549‑14 2021 edition
(Standard Practice for Instrumental Transmittance Mea-
surement of Color for Flat Glass, Coated andUncoated),
among others.
[0067] Referring to the drawings, FIGS. 1‑4 depict a
dispenser assembly 100 havingadispenser 110adapted
to accommodate a refill or cartridge 120. The dispenser
110 includes a front panel or cover 130 that is movably
coupled to a body 140 to enclose an interior cavity 142. In
one instance, the front panel 130 is rotatable or pivotable
about a hinge 144, although other configurations are
possible. Thebody 140 includes awall portion or sidewall
146 that extends from a rear wall or backplate 148 to at
least partially define the interior cavity 142. The rear wall
148 is configured to be mounted to an external surface
(not shown), such as, e.g., a wall, a free-standing sup-
port, or any other suitable surface. The cartridge 120 is
configured to be received within the interior cavity 142
and, in particular, the cartridge 120 is mounted in an
inverted orientation within a collar 150 carried by the
body 140. The cartridge 120 includes a pump assembly
152 and a nozzle 154 that is configured to apply a suction
force or vacuum to dispense fluid when the pump as-
sembly 152 is actuated by a user.
[0068] In the illustrated embodiment, the rear wall 148
is a substantially planar portion and the sidewall 146
extends from a periphery 156 of the rear wall 148 to at
least partially define the interior cavity 142. The sidewall
146 extends from a rear end 158 to a front end 160 and
from a top end 162 to a bottom end 164. In the illustrated
embodiment, a recessed section 166 extends along the
rear end 158 of the sidewall 146 and the rear wall 148
and, preferably, from the top end 162 to the bottom end
164. Further, the recessed section 166 curves inwardly
from the top end 162 of the sidewall 146 to the rear wall
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148, although other configurations are possible. In addi-
tion, the recessed section 166may vary in size along the
body 140, suchas,e.g., being larger near the top end162
of the sidewall 146 and smaller toward the bottom end
164, although other configurations are possible. Further,
the sidewall 146 includes opposing sides 168, 170 (i.e.,
first andsecondsides) that extend from the topend162 to
the bottom end 164 and from the rear end 158 to the front
end 160. In the illustrated embodiment of FIGS. 1‑4, the
top end 162 is connected to each of the opposing sides
168, 170 at a transition portion 172. Further, as illustrated
in FIGS. 1, 2, and 4, the top end 162 includes an opening
174 formed therethrough in which an opaque release
device 175 is provided.
[0069] In the illustrated embodiment, the body 140 and
the front panel 130are constructed of a plasticmaterial. A
preferred plastic material is an ABS resin (acrylonitrile-
butadiene-styrene). However, other plastic materials,
such as, e.g., a PC resin (polycarbonate polymer), a
PETG resin (polyethylene terephthalate glycol), a PP
resin (polypropylene polymer), poly(methyl methacry-
late) (PMMA or acrylic), styrene methyl methacrylate
(SMMA), polystyrene (PS), methacrylate styrene copo-
lymer (MS), cured urethane, polyester, silicone, a PVC
resin (polyvinyl chloride), and the like may be used with-
out departing from the scope of this disclosure. Prefer-
ably, the body 140 is constructed of a transparent resin of
thesameplasticmaterial used toconstruct the front panel
130.However, in someembodiments, the front panel 130
ismadeof a different plasticmaterial than thebody 140. It
is further contemplated that thebody140maybemadeof
portions of different materials. In some examples, por-
tions of the body 140 are made of glass, such as, e.g.,
water-clear (low-iron) glass. Alternatively, the sidewall
146 or portions thereof may be made of an ABS resin
while other portions of the sidewall and/or the body 140
maybemadeof another of the plasticsmentionedabove.
In addition, it is contemplated that the VLT value of any of
the materials and/or portions of the dispenser may be a
function of the materials used, as well as any surface
treatments or coating applied thereto. In someexamples,
the surface treatment, e.g., molding, stamping, printing,
compressing, cutting, etching, sanding, vacuum forming,
etc., and/or coating, e.g., paint, adhesives, and the like,
may be imparted on a single side or on opposing sides of
the plastic material to control the VLT value thereof.
[0070] As illustrated in FIG. 1, the front panel 130 is
coupled to the front end 160 of the sidewall 146 of the
body 140 and spans across the top end 162 and the
bottom end 164 and between the opposing sides 168,
170. The front panel 130 includes a front wall 180 that is
connected to a perimeter 184 and extends from an upper
section 188 to a lower section 192 and between side
sections 194, 196. A trigger or actuator 198 is coupled to
the front panel 130 at the lower section 192 to be sub-
stantially flush with the front wall 180, and the trigger 198
has a curved perimeter 198a extending thereabout. A
midpoint 200 of the front panel 130 is centrally disposed

on the front wall 180 between the perimeter 184 and
between the upper and lower sections 188, 192 of the
front wall 180. Further, the perimeter 184 includes a peak
202 that is locatedat anuppermostpoint of the front panel
130, and the peak 202 is intersected by a central plane
204 that also intersects the midpoint 200. Further, a
lowermost point 203 of the dispenser 110 is located along
the curved bottom edge 198a of the trigger 198. The
central plane 204 is further defined by a central axis
206, which is centrally positioned through the dispenser
110 between the opposing sides 168, 170 and between
the rear wall 148 and the front wall 180, such that the
central plane 204 also intersects the central axis 206. As
such, the peak 202 of the perimeter 184, the lowermost
point 203, and the midpoint 200 of the front wall 180 are
coplanar relative to the central plane 204.
[0071] Referring to FIGS. 2‑4, the central axis 206 is
illustrated as extending generally vertically in a top-to-
bottom direction. Further, a lateral axis 210 is illustrated
as being centrally positioned between the top end 162
and the bottom end 164 of the body 140. The lateral axis
210 extends generally horizontally in a front-to-rear di-
rection that is substantially perpendicular to the central
axis 206. The central plane 204 extends through the
central axis 206 and bisects the dispenser 110, including
the front panel 130 and the rear wall 148. As illustrated in
FIG. 3, a depth D1 of the dispenser 110 is measured in a
direction parallel with the lateral axis 210. In particular,
the depth D1 ismeasured between a front plane 215 that
is parallel with the central axis 206 and tangent or other-
wise coincident to a front-most portion of the front wall
180 and a rear plane or back plane 214 that is parallel to
the central axis and tangent or otherwise coincident to a
rear-most portion of the rear wall 148 of the body 140.
Further, a depthD2of the body 140 ismeasured between
a frontendplane216parallelwith thecentral axis206and
tangent or otherwise coincident to a portion of the front
end 160 aligned with the lateral axis 210, and the back
plane 214 of the body 140. When the front panel 130 is
coupled to the body 140, the depth D2 is measured
between the front end plane 216 and the back plane
214. In addition, a height H1 of the dispenser 110 is
measured in a vertical direction parallel with the central
axis 206. In particular, the height H1 is measured with
reference to a bottom end plane 217 that is parallel with
the lateral axis 210and tangent or otherwisecoincident to
a lower-most portion of the dispenser 110 and an upper
end plane 218 that is parallel to the lateral axis 210 and
tangent or otherwise coincident to an uppermost portion
of the dispenser 110.When the front panel 130 is coupled
to the body 140, the upper end plane 218 is aligned with
thepeak202and thebottomendplane217 isalignedwith
the lowermost point 203. It is understood that although
the lowermost point 203 is located on the trigger 198, the
dispenser 110 can accommodate a variety of triggers of
any size and/or shape, such that the lowermost point 203
may be located on the body 140 rather than the trigger
198.

5

10

15

20

25

30

35

40

45

50

55



11

19 EP 4 818 062 A2 20

[0072] In someembodiments, the sidewall 146 and the
rear wall 148 are integrally formed with each other.
Further, the sidewall 146 extends in a continuous U-
shape from the bottom end 164 to the top end 162 and
substantially linearly between the front end 160 and the
rear end 158. In addition, the opposing sides 168, 170
extendsubstantially linearly between the topend162and
the bottomend 164, and the transition portions 172 curve
downwardly from the top end 162 to the each of the
opposing sides 168, 170. It will be appreciated that the
opposing sides 168, 170 may be referred to as first and
secondsides168,170or left and right sides, respectively.
The front end 160 of the sidewall 146 is generally curved
between the top end 162 and the bottom end 164 of the
sidewall 146, such that the top end 162 extends farther
from the rear wall 148 than the opposing sides 168, 170.
Accordingly, the front end 160 is farthest from the rear
wall 148 and/or the rear end 158 at the top end 162. As
such, the depth D2 of the body 140 is greater at the top
end 162 than along the opposing sides 168, 170. More
particularly, the uppermost and frontmost portion of the
body 140 is alignedwith the upper end plane 218 and the
front plane 215, so as to have a depth that is greater than
D2 from the back plane 214 and a height that is approxi-
mately equal to the height H1 from the bottom end plane
218, while the opposing sides 168, 170 are aligned with
the front end plane 216 so as to have a depth approxi-
mately equal to D2 from the back plane 214.
[0073] Referring to FIGS. 3 and 4, the sidewall 146
includes windows 220, 224 therealong and, in particular,
each of the opposing sides 168, 170 includes thewindow
220, 224, respectively, located between the top end 162
and the bottom end 164 of the sidewall 146 and approxi-
mately centrally on the opposing sides 168, 170, respec-
tively, between the transition portions 172and the bottom
end 164. In some embodiments, the windows 220, 224
are located between and spaced apart from the top end
162 and the bottom end 164 of the body 140. Preferably,
the windows 220, 224 are formed integrally with the
sidewall 146 of the body 140, so as to be made of the
same plastic materials as the body 140, such as those
described above. In some embodiments, the windows
220, 224 are separable components from the body 140
and may be made of a different material than the body
140, such as, e.g., one of the plastic materials or glass
material described above.
[0074] Each window 220, 224 extends in a generally
vertical direction parallel with the central axis 206 from a
top edge 226 to a bottom edge 228 and in a generally
lateral direction parallel with the lateral axis 210 from a
front edge 230 to a rear edge232. As shown in FIG. 3, the
top edge 226 of the window 220 is positioned near the
transition portion 172 and disposed at an angle, e.g.,
about 5 degrees, relative to the lateral axis 210 as it
extends between the front edge 230 and the rear edge
232. It will be appreciated that the front edge 230 and the
top edge 226 of thewindow 220 intersect at a point that is
a distance H2 from the bottom end plane 217. Further, a

viewingplane236 iscoplanarwith the front endplane216
and aligned with a portion of the front edge 230 of each
window 220, 224, such that each window 220, 224 ex-
tends substantially rearward of the viewing plane 236.
[0075] Further, the bottom edge 228 extends from the
rear edge 232 to the front edge 230 at an angle, e.g.,
about 5 degrees, and intersects the front edge 230 at a
distance H3 from the bottom end plane 217. The front
edge 230 and the rear edge 232 are substantially parallel
with each other and extend generally vertically, both
being substantially parallel with the central axis 206.
The front edge 230 extends along the front end 160 of
the sidewall 146 and follows a shape of the perimeter 184
of the front panel 130 and is at least partially located the
depth D2 from the back plane 214. In some embodi-
ments, the front edge 230 may be offset from the front
end plane 216. The rear edge 232 extends between the
top edge 226 and the bottom edge 228 and is spaced
apart from the rear wall 148. In particular, the rear edge
232 is located a distance D3 from the back plane 214.
[0076] Referring to FIGS. 2‑4, thewindow220 extends
in a generally vertical direction that is substantially par-
allel to and offset from the central plane 204. In the
illustrated embodiment, the top edge226 of eachwindow
220, 224 follows the curvature of the sidewall 146 in that
the top edge226 is located closer to the central plane204
than the bottom edge 228 as the sidewall 146 curves
inwardly toward the top end 162 from the opposing sides
168, 170. Accordingly, the front edge 230 and the rear
edge 232 are located different distances from the central
plane 204, and the front edge 230 curves relative to the
central plane 204 between the top edge 226 and the
bottom edge 228. Similarly, the rear edge 232 curves
relative to the central plane 204 between the top edge
226 and the bottom edge 228. In some embodiments,
both of the windows 220, 224 may be offset an equal
distance from the central plane 204.
[0077] It is contemplated that the windows 220, 224
may be sized and shaped differently in other embodi-
ments. Thewindows220, 224may be tilted relative to the
central plane 204 so that the front edge 230 is spaced
farther from the central plane 204 than the rear edge 232,
as illustrated in FIG. 3. Accordingly, the sidewall 146 is
tapered between the front end 160 and the rear end 158,
such that the sidewall 146 extends from the rear wall 148
at an angle relative to the central plane 204 and, in
particular, the sidewall 146mayextendoutwardly relative
to the central plane 204 in a rear-to-front direction. In
some embodiments, the windows 220, 224may be sized
and shaped differently from each other and located at
different positions on the sidewall 146.
[0078] In the illustrated embodiment, the front panel
130 is bowed or curved. In some embodiments, the front
panel 130 bows outwardly relative to the sidewall 146
and, in particular, the front panel 130 curves outwardly
from the perimeter 184 to the midpoint 200 so that the
depthDof thedispenser 110 isgreater at apoint along the
central plane 204 than at a point spaced apart from the
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central plane 204. In this way, the depth D of the dis-
penser 110 varies in a side-to-side or lateral direction. As
a result, the interior cavity 142 of the dispenser 110 also
varies in depth to allow for ample space in which car-
tridges of varying capacity or type may be installed.
Further, the curvature of the front panel 130may prevent
twisting of the cartridge 120 as it collapses within the
interior cavity 142 during use, e.g., when a suction or
vacuum pressure is applied, thereby maintaining align-
ment and positioning of the cartridge 120 with the win-
dows220, 224.Moreover, the curvature of the front panel
130 is substantially uniform in a vertical, top-to-bottom
direction across the upper and lower sections 188, 192.
The trigger 198 mimics the curvature of the front panel
130 toappear flushwith the frontwall 180.Asbest seen in
FIG. 2, the depth D1 of the dispenser 110 is generally
uniform in a vertical direction.
[0079] In the illustrated embodiment, the front panel
130 and the trigger 198 are generally provided as being
opaque, having a VLT value of 5%or less, e.g., zero. The
rear wall 148 of the body 140 is generally provided as
being translucent, having a low tomediumVLT value that
is greater than the VLT value of the front panel 130, e.g.,
greater than 5%. The sidewall 146 of the body 140
includes several portions having different VLT values
from each other and, preferably, VLT values that are
greater than 5%. In the illustrated embodiment, the top
end 162 and the transition portions 172 are generally
provided as being translucent, having a low to medium
VLT value. Further, the opposing sides 168, 170 are
provided as being translucent, having a low to medium
VLT value, between the top end 162 and the bottom end
164. The windows 220, 224 are provided as being trans-
parent, having a high VLT value, and bordered on multi-
ple sides by the translucent sidewall 146. That is, the
windows 220, 224 have a different VLT value than the
remainder of the sidewall 146 and, preferably, the win-
dows 220, 224 have a greater VLT value than the rest of
the sidewall 146. In some embodiments, the windows
220, 224 have a VLT value that is approximately double
the VLT value of the rest of the sidewall 146, although
other configurations are possible. Accordingly, the body
140 of the dispenser 110 has at least two VLT values that
are different from each other and greater than 5%.
[0080] Further, the sidewall 146 includes a viewing
portion 240 and an illuminating portion 244 that have
different VLT values from each other and, more specifi-
cally, the viewing portion 240 has a higher VLT value than
the illuminating portion 244. In the illustrated embodi-
ment, the windows 220, 224 constitute the viewing por-
tion240and the remainderof thesidewall 146constitutes
the illuminating portion 244, although other configura-
tions are possible. In some embodiments, the illuminat-
ing portion 244 may include only the top end 162 and the
transition portions 172 of the sidewall 146, or, alterna-
tively, only the top end 162, or, alternatively, only the
transition portions 172. In the illustrated embodiment,
the illuminating portion 244 includes the opposing sides

168, 170 of the sidewall 146 that surround the windows
220, 224, the rear wall 148, and the bottom end 164. In
particular, the illumination portion 244 is provided as
being translucent, having a low to medium VLT value
due, in part, to the materials used and the surface treat-
ment applied, while the viewing portion is transparent,
having a high VLT value.
[0081] Further, the illuminating portion 244 and the
viewing portion 240 define different surface areas from
eachother. In the illustratedembodiment, the illuminating
portion 244 defines a greater surface area than the view-
ing portion 240. However, in some embodiments, the
illuminating portion 244 and the viewing portion 240
may define equal surface areas. The illuminating portion
244defines a surface area that is less than a total surface
area of the sidewall 146 but, preferably, greater than
about 20% of the total surface area of the sidewall
146. In some embodiments, the illuminating portion
244 comprises at least 50% of the total surface area of
the sidewall 146 and has a VLT value that is greater than
5% and less than the VLT value of the viewing portion
240.
[0082] In addition, the viewing portion 240 defines a
surface area that is less than the total surface area of the
sidewall 146 but, preferably, greater than about 20% of
the total surfacearea of the sidewall 146. In the illustrated
embodiment, the viewing portion 240 comprises at least
30% of the total surface area of the sidewall 146. It shall
be appreciated that the viewing portion 240 includes
each of the windows 220, 224 and, thus, the surface
area of the viewing portion 240 is equal to the sum of
the surface area of each window 220, 224. Further, the
surface area of the viewing portion 240 is between about
20% and about 50% of the total surface area of the
sidewall 146. In the illustrated embodiment of FIGS.
1‑4, the viewing portion 240 does not include any aper-
tures or openings formed therethrough, while the illumi-
nating portion 244 includes the opening 174 (see FIG. 4)
at the top end 162 of the sidewall 146, although other
configurations are possible. In the illustrated embodi-
ment, the windows 220, 224 are discrete and spaced
apart fromeach other on the sidewall 146, and each have
a VLT value that is greater than the VLT value of the
illuminating portion 244, although other configurations
are possible. In this way, a balance is struck between
affording sufficient view of the cartridge 120 within the
dispenser 110 and hiding the interior cavity 142 of the
dispenser 110 from view.
[0083] Similarly, the front panel 130 of the dispenser
110 has a surface area that comprises at least about 20%
and nomore than about 50%of a total surface area of the
dispenser 110. It shall be appreciated that the front wall
180 may have a surface area of between about 10% and
about 50% of the total surface area of the dispenser 110.
As a result, the front panel 130 is configured to conceal
the interior cavity 142 and the cartridge 120 disposed
therein. In this additional way, a balance is struck be-
tween affording sufficient viewing of the cartridge 120

5

10

15

20

25

30

35

40

45

50

55



13

23 EP 4 818 062 A2 24

within the dispenser 110 andhiding the interior cavity 142
of the dispenser 110 from view.
[0084] As illustrated in FIG. 4, a top down schematic
view of the dispenser 110 is shown. In a first aspect, the
illuminating portion 244, which in the illustrated embodi-
ment comprises the top end 162 and transition portions
172 of the sidewall 146 as well as a thicker portion of the
recessed section 166, are configured to allow ambient
light (e.g., artificial or natural) to enter the interior cavity
142 but without permitting a view therein. In addition, the
sidewall 146, particularly the opposing sides 168, 170 on
which the windows 220, 224 are disposed, are depicted
as having a curvature between the rear end 158 and the
front end 160 in a front-to-rear direction, such that the
sidewall 146 is narrower near the rear end 158 than the
front end 160. Differently said, the sidewall 146 tapers or
narrows inwardly from front-to-rear. As a result, the win-
dows 220, 224, which correspond to the viewing portion
240 of the sidewall 146, are rotated or tilted relative to the
central plane 204 away from the front panel 130, such
that the rear edges 232 thereof are located closer to the
central plane 204 than the front edges 230. It is contem-
plated that the sidewall 146 may taper or narrow in
discrete sections, such as, e.g., at the bottom end 164,
and other configurations are possible.
[0085] The front panel 130 and the viewing portion 240
are arranged such that multiple viewing zones are de-
fined with respect to a user’s vantage point relative to the
dispenser 110 and, in particular, relative to the central
plane 204. It will be appreciated that, as previously de-
fined, theviewingplane236 isalignedwithaportionof the
front edge 230 of each window 220, 224 that extends
along the front end plane 216. As such, the viewing plane
236 is parallel with the lateral axis 210 and perpendicular
to the central plane 204, as illustrated in the top down
viewof FIG. 4. Further, the viewing plane 236 is formed at
an intersection between a part of the viewing portion 240
and a part of the illuminating portion 244. In one aspect,
an actuation viewing zone 250 is defined adjacent the
front panel 130 and extends radially between first and
second boundaries 252, 254, which are imaginary
boundaries schematically represented here for illustra-
tive purposes. The first and second boundaries 252, 254
intersect the viewing plane 236 at the front edge 230 of
each of the first and second windows 220, 224, thus, the
first and second boundaries 252, 254 extend from the
front edge 230 of each of the first and second windows
220, 224 at identical but mirrored angles θ, e.g., 30
degrees, from the viewing plane 236, as illustrated in
the top-downviewofFIG.4.Theangleθ is exemplaryand
corresponds to an approximate range of viewing per-
spective afforded by the windows 220, 224 themselves,
which is a function of various characteristics of the win-
dows 220, 224 that impact VLT and/or opacity, such as,
e.g., surface treatment, material, coatings, abrasions,
and the like. Additionally, the angle θ is limited by a
viewing direction P1 of the first window 220, which is
disposed orthogonally from the surface of the window

220, and a viewing direction P2 of the second window
224, which is disposed orthogonally from the surface of
the second window 224. Accordingly, the viewing direc-
tions P1 and P2 are functions of the angle or curvature of
the first window 220 and the second window 224. As
such, when the viewing directions P1 and P2 change,
e.g., by pivoting or rotating rearwardly or forwardly, the
angle θ of the first and second boundaries 252, 254 also
changes.
[0086] In theactuationviewingzone250, viewingof the
cartridge 120 housed in the interior cavity 142 of the
dispenser 110 is prevented or inhibited by the opaque
front panel 130. Preferably, a user within the actuation
viewing zone 250 is actuating the trigger 198 to cause a
fluid to be dispensed, rather than identifying the refill
status. As a result, the actuation viewing zone 250 is
configured to hide or conceal the cartridge 120 and
interior cavity 142 of the dispenser 110 and, instead, to
limit visibility to the opaque front panel 130.
[0087] Further, an assessment viewing zone is defined
adjacent the body 140 of the dispenser 110. The assess-
ment viewing zone includes a first assessment zone 260
near the firstwindow220anda secondassessment zone
262 near the second window 224. It will be appreciated
that, as previously defined, the back plane 214 extends
parallel with the lateral axis 210 and perpendicularly to
the central plane 204, as illustrated in the top down view
of FIG. 4. The first assessment zone 260 is defined
between the first boundary 252 and a third boundary
266 that extends from the rear edge 232 of the first
window 220 at an angle ϕ, e.g., 30 degrees, from the
backplane214, as illustrated in the top-downviewofFIG.
4. Similarly, the second assessment zone 262 is defined
between the secondboundary254anda fourth boundary
268 that extends from the rear edge 232 of the second
window224at anangle ϕ,e.g., 30 degrees, from theback
plane214,as illustrated in the top-downviewofFIG.4.As
with the first and second boundaries 252, 254, the third
and fourth boundaries 266, 268 are imaginary bound-
aries provided for illustrative purposes and mirror each
other about the central plane 204. In addition, the angles
ϕ are exemplary and correspond to the approximate
range of viewing perspective afforded by the windows
220, 224 and the viewing directions P1 and P2, as
described above.
[0088] Further, when the dispenser 110 is mounted to
an external wall that is coplanar with the back plane 214,
the first and second assessment zones 260, 262 may
extend radially rearward from the first and secondbound-
aries, respectively, to the external wall. However, when
the dispenser 110 is mounted to an external support,
such as, e.g., a free-standingmount, the first and second
assessment zones 260, 262 may extend radially rear-
ward beyond the back plane 214.
[0089] In some aspects, the first and second assess-
ment zones 260, 262 are provided for viewing of the
cartridge 120 and the interior cavity 142 of the dispenser
110 through, at least, the first and second windows 220,
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224, respectively. Asmentioned above, light is permitted
to enter through illuminating portion 244 of the sidewall
146 to illuminate the interior cavity 142 and the cartridge
120, and the transparent viewing portions 240 are pro-
vided to allow a maintenance professional standing or
moving within the first or second assessment zone 260,
262 to see the cartridge 120 and the interior cavity 142. In
the illustrated embodiment, both the illuminating portion
244, e.g., the sidewall 146, and the viewing portion 240,
e.g., the windows 220, 224, are disposed within the first
and second assessment zones 260, 262, such that two
VLT values are disposed within the first and second
assessment zones 260, 262. Preferably, a maintenance
professional within the first or second assessment zone
260, 262 is able to quickly, i.e., with a glance, identify a
refill status of the dispenser 110. Thus, maintenance
professionalswill seekout thefirst or secondassessment
zone260, 262 todeterminewhether to refill the dispenser
110, rather than standing within the actuation viewing
zone 250 or opening the dispenser 110.
[0090] Still referring to FIG. 4, the dispenser 110 is
schematically represented from a top plan view as being
circumscribed by a circumference 274, i.e., 360 degrees,
about the dispenser 110, with the central plane 204
intersecting the circumference 274 at 0 degrees. As
indicated, the first boundary 252 intersects the circum-
ference 274 at 60 degrees and the second boundary 254
intersects the circumference 274 at 300 degrees. Thus,
the actuation viewing zone 250 extends approximately
120 degrees about the dispenser 110. In addition, the
third boundary 266 intersects the circumference 274 at
120 degrees and the fourth boundary 268 intersects the
circumference 274 at 240 degrees. As a result, the first
and second assessment zones 260, 262 each extend
approximately 60 degrees about the dispenser 110.
[0091] It is contemplated that by further narrowing or
tapering the sidewall 146of the body 140 inwardly toward
the rear end 158, the third boundary 266 of the first
window 220 and the fourth boundary 268 of the second
window 224will correspondingly rotate rearward so as to
change the viewing directions P1 and P2, in turn causing
the first and second boundaries 252, 254 to rotate so that
theassociatedangleθdecreases, therebyexpanding the
actuation viewingzone250. Likewise, the third and fourth
boundaries 266, 268 rotate rearward so that the asso-
ciated angle ϕ increases relative to the back plane 214.
Assuch, thefirst andsecondassessment zones260,262
will become rotated in a rearward direction while the
actuation viewing zone 250 grows wider, e.g., greater
than 120 degrees. Alternatively, the sidewall 146maynot
include a taper between the front end 160 and the rear
end 158. Further, the sidewall 146 may be tapered in the
opposite direction. It is further contemplated that the
actuation viewing zone 250 may be widened by extend-
ing the perimeter 184 of the front panel 130 farther out-
wardly, i.e., away from the central plane 204, than the
sidewall 146 to overlap or protrude beyond the sidewall
146.Alternatively, theactuation viewingzone250maybe

increased by offsetting a part of or the entirety of the
windows 220, 224 rearwardly toward the back plane 214,
particularly so that the front edges 230 are spaced apart
from the front end plane 216 and, thus, the viewing plane
236 is spaced rearwardly from the front endplane216.By
doing so, the first and second boundaries 252, 254 are
moved rearwardly, such that the first boundary 252 inter-
sects the circumference 274 at a point greater than 60
degrees and the second boundary 254 intersects the
circumference at a point less than 300 degrees.
[0092] In some embodiments, an interior of the rear
wall 148 and/or the front wall 180may include a reflective
material for reflecting visible light passed through the
sidewall 146. The reflective material may be integrally
providedwith the rearwall 148or the frontwall 180, or, the
reflective material may be applied thereto, such as, e.g.,
by reflective adhesive, reflective coating or paint, or a
reflective panel. The reflective material may reflect the
visible light back into the interior cavity 142 of the dis-
penser 110 to enhance illumination of any cartridge 120
or fluid disposed therein. The reflective material may be
advantageous where the dispenser 110 is placed in en-
vironments having low amounts of visible light, whether
intentionally or not. For example, in washrooms provided
as part of a park or campsite, there may be little to no
artificial light provided and, instead, only ambient light
from the sun or light reflected off of the moon may be
directed into the washroom. In another example, wash-
rooms in various entertainment venues, restaurants,
bars, sports arenas, and the like may be intentionally
provided a low amount of visible light for ambiance,
aesthetics, or energy-conservation purposes. Accord-
ingly, the dispenser 110 is designed to accommodate a
variety of environments having a range of visible light
afforded to them, which may be further enhanced by the
addition of reflective material to the rear wall 148 or the
front wall 180.
[0093] Referring to FIGS. 5‑7, the cartridge 120 in-
cludes an outlet end 280 and a base end 284 that is
opposite theoutlet end280. Thecartridgehasabody288
that includes a front side or front wall 292 opposite a rear
side or rearwall 296, opposing first and second sidewalls
300, 304, and a base 308 from which the front and rear
walls 292, 296 and the first and second side walls 300,
304 extend to a shoulder 312. The base 308 is located at
the baseend284, the shoulder 312 is locatedat the outlet
end 280, and the body 288 extends from the base end
284 to the outlet end 280. Differently said, the body 288
extends between the base 308 at the base end 284 and
the shoulder 312 at the outlet end 280. The first and
secondsidewalls 300, 304maybe referred to collectively
as a pair of side walls. In the illustrated embodiment, the
cartridge 120 is provided as being as being opaque,
having a low VLT value of 5% or less. In other embodi-
ments, the cartridge 120 may be partially or entirely
translucent or transparent, having a VLT value greater
than 5%.
[0094] A generally cylindrical neck 316 extends axially
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from a central location of the shoulder 312 to define an
openmouth 320 into and in communication with an inner
volume 324 of the cartridge 120. An annular collar 328
extends about the neck 316. The base 308 is disposed
opposite the neck 316 of the cartridge 120 and the inner
volume 324 of the cartridge 120 is generally defined
between the front and rear walls 292, 296, the first and
second side walls 300, 304, and between the neck 316
and the base 308. The neck 316 and annular collar 328
are generally rigid and/or thickened relative to the body
288 of the cartridge 120 and, thus, resist deformation
during collapse, provide support when inverted and in-
stalled within the dispenser 110, and afford a secure fit
with the pump assembly 152 that is operably attached to
the neck 316. A vertical axis 332 that defines a vertical
plane 336 extends centrally through the cartridge 120
between the first and second side walls 300, 304 and
intersects the front wall and the rear wall 292, 296. In
other words, the vertical plane bisects the cartridge 120
and the cartridge 120 is structurally symmetrical with
respect to the vertical plane 336. Further, the front and
rear walls 292, 296 bow or curve outwardly relative to the
vertical axis 332 between the first and second side walls
300, 304.
[0095] Still referring to FIGS. 5‑7, the shoulder 312
extends at an angle from the neck 316 to each of the
frontwall, the rearwall 292, 296, and the pair of sidewalls
300, 304. In particular, a front shoulder edge 340 is
formed where the shoulder 312 meets the front wall
292, a rear shoulder edge 344 is formed where the
shoulder 312 meets the rear wall 296, a first shoulder
edge 348 is formed where the shoulder 312 meets the
first side wall 300, and a second shoulder edge 352 is
formed where the shoulder 312 meets the second side
wall 304. A pair of support ribs 356 extend along the
shoulder 312 between the neck 316 and the pair of side
walls 300, 304. In one instance, each support rib 356
extends from the annular collar 328 to each of the pair of
side walls 300, 304. Each support rib 356 protrudes a
varying distance from the shoulder 312, such that each
support rib 356 protrudes a greater distance from the
shoulder 312 near the neck 316 than near the respective
first and secondshoulder edges348, 352. In otherwords,
each support rib 356 grows taller relative to the shoulder
312moving inan inwarddirection relative thevertical axis
332. The support ribs 356 are provided to resist deforma-
tion of the shoulder 312 in the outlet end 280 of the
cartridge 120 while collapsing during use. It is contem-
plated that thesupport ribs356arehollowandopen to the
interior of the cartridge 120, but other configurations are
possible.
[0096] Referring to FIGS. 7 and 10, the base 308
includes a generally planar floor 360 that is surrounded
by a base edge 364. Further, as illustrated in FIGS. 5‑7, a
front base edge 368 is formedwhere the base 308meets
the front wall 292, a rear base edge 372 is formed where
the base 308 meets the rear wall 296, a first base edge
376 is formedwhere thebase308meets the first sidewall

300, and a second base edge 380 is formed where the
base 308 meets the second side wall 304. The floor 360
and the base edge 368 resists deformation when collap-
sing to prevent fluid from becoming trapped in the car-
tridge 120. Further, the floor 360 and the base 308 are
stabilized and/or thickened relative to the body 288 of the
cartridge 120 for additional support and rigidity, such as
when the cartridge 120 is stored upright on the base 308,
or during shipping or transit.
[0097] In the illustrated embodiment, a plurality of flat-
tened corners 384 are disposed in the outlet end 280
betweeneachof the front, rear, first, andsecondshoulder
edges 340, 344, 348, 352 and in the base end 284
between each of the front, rear, first, and second base
edges 368, 372, 376, 380. Preferably, the flattened cor-
ners 384 are provided without a radius of curvature, or
witha large radiusof curvature, relative to thevertical axis
332 to prevent fluid from becoming trapped within the
cartridge 120 and, thus, increase the percentage of fluid
dispensed from the cartridge 120.
[0098] Further, the first side wall 300 and the second
side wall 304 each carry a respective first and second
valley 388, 392. Each of the first valley 388 and the
second valley 392 is bordered by a top peripheral edge
396, a front peripheral edge 400, a rear peripheral edge
404, and a bottom peripheral edge 408. A fore panel 412
extends inwardly from the front peripheral edge 400
toward a vertical fold line 416, an aft panel 420 extends
inwardly from the rear peripheral edge 404 to the vertical
fold line 416, an upper panel 424 extends inwardly from
the top peripheral edge 396 to the vertical fold line 416,
and a lower panel 428 extends inwardly from the bottom
peripheral edge 408 to the vertical fold line 416. The
vertical fold line 416 is located closer to the vertical plane
336 than the top, front, rear, and bottomperipheral edges
396, 400, 404, 408. Further, the vertical fold line 416
extends betweenanupper junction 432 that is connected
to an upper pair of angled fold lines 436 and a lower
junction 440 that is connected to a lower pair of angled
fold lines 444. The upper panel 424 extends between the
upper pair of angled fold lines 436, the lower panel 428
extends between the lower pair of angled fold lines 444,
and the upper panel 424 defines a surface area that is
less than a surface area of the lower panel 428. However,
the fore panel 412 and the aft panel 420 define approxi-
mately equal surface areas. Both the upper panel 424
and the lower panel 428 are generally triangular-shaped,
and both the fore panel 412 and the aft panel 420 are
generally trapezoidal-shaped, although other configura-
tions are possible. The upper junction 432 is located
closer to the top peripheral edge 396 than the lower
junction 440 is located to thebottomperipheral edge408.
[0099] With continued reference to FIGS. 5‑7, the front
wall 292 and the rear wall 296 each include an upper
crease 448 and a lower crease 452 that each extend
laterally between the opposing side walls 300, 304. The
upper crease 448 is positioned closer to the outlet end
280, e.g., an upper distance U1 from the base 308, and
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the lower crease 452 is positioned closer to the base end
284,e.g., a lower distanceU2 from thebase308. Further,
the upper and lower creases 448, 452 are spaced apart
from each other an intermediate distance U3 that is less
than the upper distance U1 and greater than the lower
distanceU2. The lower distanceU2 is less than theupper
distance U1. Further, the upper and lower creases 448,
452correspond to theupper and lower junctions432,440
of the pair of side walls 300, 304. A lower subpanel 456 is
providedbetween thebase308and the lower crease452
on each of the front and rear walls 292, 296. An inter-
mediate subpanel 460 isprovidedbetween theupperand
lower creases448, 452oneachof the front and rearwalls
292, 296.Anuppersubpanel 464 isprovidedbetween the
upper crease 448 and the shoulder 312 on each of the
front and rear walls 292, 296. The upper and lower
subpanels 464, 456 are angled toward the intermediate
subpanel 460 in opposite directions to each other, but the
intermediate subpanel 460 is generally parallel with the
vertical axis 332.
[0100] The upper and lower creases 448, 452 of the
frontwall 292and the rearwall 296, and the fold lines416,
436, 444 of the side walls 300, 304 are arranged in a
pattern that is offset from an even spacing along a height
of the cartridge body 140 in a direction toward the outlet
end 280 and/or the shoulder 312. It will be appreciated
that a representative cartridge 520 is depicted in FIGS.
12‑17, which illustrates this offset distribution of crease
lines along the height of a cartridge body 524 and the
shape in which the cartridge 120 collapses. The offset
crease lines are located toward the outlet end 280 to
prevent fluid frombecoming trapped inside and, thus, not
dispensed. Further, the upper and lower creases 448,
452 and the fold lines 416, 436, 444 of the side walls 300,
304 are configured to prevent twisting or rotation of the
cartridge 120 during collapse.
[0101] As shown in FIG. 10, which schematically de-
picts the cartridge 120 in a collapsed state for illustrative
purposes, a waist 528 is formed where the front wall 292
and the rear wall 296 converge toward each other and, in
some instances, come in contact with one another. The
waist 528 is positioned substantially closer to the base
308 than the shoulder 312, e.g., approximately 1/3 of the
distance between the base 308 and the shoulder 312,
approximately the distance U2 from the base 308. Be-
cause the cartridge 120 is inverted during use in the
dispenser 110, the waist 528 being positioned closer to
the base end 308 allows greater proportions of fluid to be
dispensed, thereby preventing waste and increasing a
total percentage of fluid dispensed from the cartridge
120. Further, it will be appreciated that the base 308,
flattened corners 384, shoulder 312, and neck 316 are
generally undeformed in the collapsed state of the illu-
strated embodiment, thereby preventing fluid from be-
coming trapped inside the cartridge 120. However, as
illustrated in FIG. 10, some amount of deformation, e.g.,
warping or bending, may occur in the base 308 or the
shoulder 312 without departing from the scope of this

disclosure.
[0102] In some embodiments, the cartridge 120 is
composed of a plastic material, although other materials
may be used, such as, e.g., metals, alloys, composites,
biodegradablematerials, recycledmaterials, natural ma-
terials, among others. Further, the cartridge 120 can be
manufacturedbyablow-moldingprocess, althoughother
manufacturing methods are contemplated depending
partly on the material used, such as, e.g., injection mold-
ing, thermoforming, welding, 3D printing and/or additive
manufacturing, among others. Further, in some embodi-
ments a label is affixed to the cartridge 120, preferably on
the front wall 292 or the rear wall 296. The label may
display information regarding thefluidwithin thecartridge
120, branding and/or marketing information, cartridge
types and/or compatibility, and a variety of other suitable
and pertinent information. The label may be coupled to
the cartridge 120 using an adhesive, fasteners, or other
joining techniques. Alternatively, the label or information
may be integrally formed with the cartridge 120.
[0103] With reference to FIGS. 8 and 9, the dispenser
110 includes a support structure 540 including the collar
150 with opposing guide projections 544 that are config-
ured to interact with the neck 316 of the cartridge 120
when installed therein. In the illustrated embodiment, the
cartridge 120 includes corresponding flat portions 548
that correspond to the guide projections 544 of the collar
150, thereby allowing the cartridge 120 to be received
and installed in one or more predetermined orientations.
[0104] FIGS. 12‑17 schematically illustrate a predeter-
mined manner of collapse of the cartridge 520 at various
refill states when viewed in side profile from the viewing
portion240,e.g., thewindow220,as theamountof fluid in
the representative cartridge 520 depletes from 100% full
to 80% full, to 60% full, to 40% full, to 20% full, and to
empty or substantially empty. The cartridge 520 of FIGS.
12‑17 is representative of the cartridge 120 of FIGS. 5‑7,
therefore like elements are labelled as such. Further, the
cartridge 520 shares many of the attributes and features
of the cartridge 120, and the description of the cartridge
520 below is intended to be inclusive of the cartridge 120
for purposes of arrangement and visual indication.
[0105] As illustrated inFIG.12, the interior cavity 142of
the dispenser 110 defines a volume that is at least par-
tially filled by the cartridge 520. In some examples, the
cartridge 520 occupies at least about 60% of the total
volume when the cartridge 520 is full. An unobstructed
headspace 550 of the interior cavity 142 is defined be-
tween the cartridge 520 and the top end 162 of the
sidewall 146 and also between the transition portions
172, as shown in FIG. 12. Therefore, the headspace 550
is exposed to the translucent portions, i.e., the illuminat-
ing portion, of the sidewall 146 when the cartridge 520 is
full. The headspace 550 comprises at least about 5% of
the total volume of the interior cavity 142 when the
cartridge520 is full. Then, as thebase308of thecartridge
520 moves down, away from the top end 162 of the
sidewall 146 due to the collapse of the cartridge 520
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during use, the headspace 550 expands and, thus, more
of the interior cavity 142 becomes unobstructed. As a
result, light entering through the illuminating portion 244
of the sidewall 146 fills more of the unobstructed head-
space 550 to intensify the illumination of the partially or
fully collapsed cartridge 520 and, in some instances, the
fluid level within through the cartridge 520. As the car-
tridge 520 collapses and occupies less of the interior
cavity 142, more light fills the interior cavity 142 above
and around the cartridge 520. In this way, the dispenser
110 is designed for even greater illumination of the car-
tridge 520 as it collapses, with the greatest amount of
illumination provided when it is needed most, i.e., when
the cartridge 520 is nearly empty, as shown in FIG. 17.
[0106] Referring to FIGS. 12‑17, as the amount of fluid
in the cartridge 520 is depleted, a fluid fill level 552moves
progressively toward the neck 316 of the cartridge 520.
When the cartridge 520 is formed of a transparent or
translucent material, the first and second windows, cor-
responding to the viewing portion 240 of the dispenser
110, are configured so that a fluid fill level 552 of the
cartridge 520 is visible therethrough. In particular, the
fluid fill level 552 moves progressively from the top edge
226 of the first window 220 toward the bottom edge 228.
Such a visual indication of the fluid fill level 552 can be
understood universally, without regard to any particular
language.
[0107] In the illustrated embodiment of FIG. 12, when
the fluid fill level 552 is aligned with or proximate the top
edge 226 of the first window 220, this indicates that the
cartridge 520 is 100% full or approximately full. In other
embodiments, this can correspond to the cartridge 120
being in a state of 20% full, 40% full, 60% full, or 80% full.
In the illustrated embodiment, when the fluid fill level 552
is aligned with or proximate the bottom edge 228, this
indicates that the cartridge 520 is empty or near empty.
[0108] Still referring to FIG. 12, when the cartridge 120
is full, the bottom peripheral edge 408 is substantially
aligned with and proximate the top edge 226 of the first
window 220, being partially hidden or concealed behind
the translucent sidewall 146 that surrounds the first win-
dow220.Similarly, the frontwall 292and the rearwall 296
are located farther forward and rearward, respectively,
than the respective front edge 230 and rear edge 232 of
the firstwindow220, thusbeinghiddenandarenot visible
through the window 220.
[0109] In another aspect, a visual cue or indicator is
provided by the relative position of eachwindow220, 224
with respect to thecartridge520andportions thereof, that
are visible.Referring toFIG. 13,when the cartridge520 is
in a state of approximately 80% full, the cartridge 520 has
become partially collapsed and, thus, the bottom periph-
eral edge 408 has moved downwardly and the front and
rear walls 292, 296 have moved toward each other,
inwardly. Such movements are noticeable relative to
the top edge 226, front edge 230, and rear edge 232 of
the first window 220. In this manner, regardless of
whether the cartridge 520 is opaque, translucent, or

transparent, the fill status of the cartridge 520 may be
determined in relation to the deformation of the cartridge
520 compared to portions of the first window 220.
[0110] Referring toFIG. 14,when thecartridge520 is in
a state of being approximately 60% full, the collapse
lowers the bottom peripheral edge 408 substantially
farther as compared to the full state. Accordingly, the
base 308 of the cartridge 520 is now visible through the
first window 220 below the top edge 226 and a gap
representing an upper visual cue 560 is defined between
the top edge 226 and the base 308 of the partially
collapsed cartridge 520. Similarly, the rear wall 296
has moved inwardly toward the front wall 292 to become
visible through the first window 220 and a gap represent-
ing a rear visual cue564 is definedbetween the rear edge
232 and the rear wall 296 of the cartridge 520. In this
state, however, the front wall 292 of the cartridge 520
remains hidden. Accordingly, when approximately 60%
full, the two visual cues 560, 564 are provided by the
relative position of the cartridge 520 and the first window
220. It will be appreciated that as the cartridge 520
collapses from the state of 80% full to 60% full, e.g.,
depicted in FIGS. 13 and 14, respectively, at least one,
but nomore than the two, of the visual cues 560, 564, are
visible through the first window 220. Differently said, as
the cartridge 520 collapses from the full state to a partially
full state, e.g., 60%, at least one, but nomore than two, of
the front wall 292, the rear wall 296, and the base 308 are
visible through the first window 220.
[0111] Referring now to FIG. 15, when the cartridge
520 is in a state of being approximately 40% full, the
cartridge 520 has collapsed substantially, thereby enlar-
ging the upper and rear visual cues 560, 564. In addition,
a front visual cue 568 is provided in the form of a gap
between the front wall 292 of the cartridge 520 and the
front edge 230 of the first window 220, now that the front
wall 292 has become at least partially visible through the
first window 220. Accordingly, when the cartridge 520 is
approximately 40% full, three visual cues 560, 564, 568
are provided by the relative position of the cartridge 520
and the first window 220. Differently said, when the
cartridge 520 collapses to the state of 40% full, the front
wall 292, the rear wall 296, and the base 308 are visible
through the first window 220. For the sake of concise-
ness, it will be appreciated that these three visual cues
560, 564, 568 become increasingly enlarged as the
cartridge 520 collapses to the 20% full state shown in
FIG. 16, and to the empty state shown in FIG. 17.
[0112] Accordingly, the visual cues 560, 564, 568 are
universally recognizedandunderstoodascorresponding
to a refill status, in addition to or in lieu of the fluid fill level
552.Assuch, thevisual cues560,564, 568arenot limited
by language or other communication barriers that may
vary among maintenance professionals. In this way, the
dispenser 110 and the cartridge 120, 520 are adapted to
be compatible in any country or region, worldwide.
[0113] It is further contemplated that the cartridge 120,
520 and/or the dispenser 110 may be provided with
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markings, indicia, colors and/or contrasting colors, and
other visual indicators for facilitating the identification of
the refill status bymaintenance professionals. It is further
contemplated that thewindows 220, 224may be tinted to
filter or interact with a color or texture of the cartridge 120,
520 to enhance or highlight visibility of the refill status
therein.
[0114] In some embodiments, the windows 220, 224,
or portions thereof,maybeprovidedwithmagnification to
improve visibility of the fluid fill level 552, the cartridge
120, 520, and/or any characteristics associated with the
fluid itself, from a longer distance or simply to allow for
easier visualization when standing or moving within the
assessment zones 260, 262. The magnification may be
2x, 3x, 4x, 10x, 50x, or any other suitable magnitude.
[0115] In addition, it is contemplated that the windows
220, 224 and/or the sidewall 146 may be provided with a
texture or pattern on an inside and/or outside surface to
further limit or narrow visibility through the windows 220,
224 from the assessment zones 260, 262. For example,
anticipating that the dispenser 110may bemounted near
a mirror, such as in a washroom, the windows 220, 224
may be textured to prevent visibility of the cartridge 120,
520, fluid fill level 552, and interior cavity 142 through the
reflection in the mirror. In some instances, a coating or
substratemaybeapplied to the viewingportions 240, i.e.,
the windows 220, 224, to diffuse or scatter light propa-
gated toward the viewing portion 240at particular angles.
For example, the coating or substratemay be provided to
narrow the first and second assessment viewing zones
260, 262, or to prevent visibility through the mirror reflec-
tion when the dispenser 110 is positioned adjacent to or
between mirrors.
[0116] In the embodiment described herein, the first
and second windows 220, 224 are substantially identical
and provided at opposite sides of the dispenser. How-
ever, in otherembodiments, thefirst andsecondwindows
220, 224, may be configured differently. Referring to
FIGS. 18‑20, alternative embodiments of the illuminating
portion 244, representative of the sidewall 146 of the
body 140, and the viewing portion 240, representative
of one of the windows 220, 224, are depicted having
varying sizes and shapes and in varying locations and
arrangements.
[0117] Referring to FIG. 18, a schematic representa-
tion of a viewing portion 600 in the form of an array of
window slits 620 is provided vertically along the illuminat-
ing portion 244. Thewindow slits 620 are shown approxi-
mately equally spaced apart from each other and cen-
trally positioned between the front end 160 and the rear
end 158 of the sidewall 146, which constitutes the illu-
minating portion 244. As illustrated, the window slits 620
are each spaced apart from the front panel 130, which
further expands the actuation viewing zone 250 in front of
the dispenser 110 and narrows the assessment zones
260, 262.Further, thewindowslits 620areeachbordered
on all sides by the illuminating portion 244. In addition the
cartridge 120 and/or the fluid fill level 552 may be visible

through all of thewindow slits 620when the cartridge 120
is full, and progressively fewer of the window slits 620 as
the cartridge 120 collapses and the fluid fill level 552
reduces during use. Markings may be provided on the
sidewall 146 and/or the window slits 620 to correspond
with well-known symbols of full and empty.
[0118] Referring to FIG. 19, a schematic representa-
tion of a viewing portion 700 in the form of an array of
windowslits 720 is providedalong the illuminating portion
244. In the illustrated embodiment, window slits 720 are
eachborderedonall sidesby the illuminatingportion244.
The window slits 720 are differently sized and shaped,
increasing in surface area in a downward direction to
providegreater visibilitywhenacartridge120, 520and/or
fluid fill level 552 nears the empty state and less visibility
when the cartridge 120, 520 and/or fluid fill level 552 is
full.
[0119] Referring to FIG. 20, a schematic representa-
tion of a viewing portion 800 in the form of a tapered
window 820 is provided along the illuminating portion
244. Further, the tapered window 820 is bordered on
all sides by the illuminating portion 244. The tapered
window820 is narrower toward the topend162andwider
toward the bottom end 164, allowing for more visibility as
the cartridge 120, 520 and/or fluid fill level 552 nears the
empty state.
[0120] In some environments, a plurality of dispensers
are located along a single wall. The dispenser 110 of the
present disclosure is configured to allow for such a series
of dispensers 110 to share one ormore common assess-
ment zones 260, 262 from which maintenance profes-
sionals can determine an amount of fluid remaining in
multiple dispensers 110 simultaneously, which saves
time and is more efficient.
[0121] With reference to Figure 21, an alternative car-
tridge 900 is shown, which is similar to the cartridge 120
described in relation to Figures 5‑7, so only differences
will bedescribedbelow. In theembodiment ofFIG.21, the
cartridgeneck 904 is providedwith a thread908 such that
it can be screwed onto any suitable dispensing mechan-
ism for dispensing fluid from the cartridge 120. The neck
904 of cartridge 120 is provided with an anti-tamper
feature in the form of a ratchet 912, which prevents
unscrewing of a dispensing mechanism once it is at-
tached to the cartridge 120. The support ribs 916 (oppo-
site rib not shown) are similar to the support ribs 356
described in relation to cartridge 120, however, the sup-
port ribs916of cartridge120are thinner inwidthandhave
a lower profile such that, when more viscous fluids are
used, the support ribs 916 do not trap fluid. It will be
appreciated that in the cartridge 900 the support ribs 916
include ahollow structure that is open to the interior of the
cartridge, although in some embodiments the support
ribs 916 may be solid.
[0122] Although one or more preferred embodiments
have been described, it will be appreciated that various
changesormodificationsmaybemadewithout departing
from the scope defined in the appended claims.
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[0123] The disclosure is further defined by the follow-
ing numbered clauses:

1. A dispenser, comprising:

a front panel that is opaque; and
a body having a translucent wall portion that
includes a transparent window,wherein thewin-
dow is disposed at an angle relative to the front
panel.

2. The dispenser of clause 1, wherein the body
includes a rear wall that is substantially parallel to
a front surface of the front panel and the window is
disposed between the rear wall and the front panel.

3. The dispenser of clause 2, wherein a rear edge of
the window is spaced apart from the rear wall and a
front edge of the window is spaced apart from the
front panel.

4. Thedispenser of clause3,wherein thewall portion
is part of a sidewall and extends from the rear wall of
the body to the front edge,wherein the sidewall has a
top portion and two opposing wall portions con-
nected by the top portion, wherein the front edge
of the top portion of the sidewall extends farther from
the rear wall than the front edge of the wall portions,
and wherein the window is located on at least one of
the wall portions.

5. The dispenser of clause 4, wherein a central plane
bisects the front panel and the rear wall of the dis-
penser, the window extends in a first direction that is
substantially parallel to the central plane, and the
window extends in a second direction that is dis-
posed at an angle relative to the central plane.

6. The dispenser of clause 5, wherein the front edge
of the window is located a first distance from the
central plane, the rear edge of the window is located
a second distance from the central plane, and the
first distance is greater than the second distance.

7. The dispenser of clause 1, wherein the window
comprises a first window and a second window, and
an interior cavity is formed between the first and
second windows.

8. The dispenser of clause 7, wherein the first win-
dow includes a first edge and the second window
includes a second edge, the first edge being dis-
posed at a different angle from the front panel than
the second edge.

9. The dispenser of clause 7, wherein the first win-
dow and the second window are each located be-
tween and spaced apart from a top and a bottom of

the wall portion.

10. A dispenser, comprising:

a front panel having a visible light transmission
(VLT) value of 5% or less; and
abody havingawall portionwith at least twoVLT
values, wherein two of the at least two VLT
values are greater than 5%, and
wherein the two VLT values are different from
each other.

11. The dispenser of clause 10, wherein a ratio of the
at least two VLT values is about 2:1.

12. The dispenser of clause 10, wherein the wall
portion has a viewing portion with a VLT value great-
er than 5%, and wherein the wall portion is part of a
sidewall having a surface area, in which a surface
area of the viewing portion is at least 30% of a total
surface area of the sidewall.

13. The dispenser of clause 12,wherein at least 50%
of a total surface area of the sidewall comprises a
VLT value that is greater than 5% and less than the
VLT value of the viewing portion.

14. The dispenser of clause 10, wherein the wall
portion includes a first VLT value in at least two
portions that are discrete and spaced apart from
each other, the first VLT value being greater than a
second VLT value.

15. The dispenser of clause 10, wherein a viewing
plane is defined at an edge formed between the two
VLT values and a rear plane is defined by a rear wall
of the body.

16. The dispenser of clause 15, wherein a viewing
axis extends through the front panel and perpendi-
cular to the viewing plane, a first viewing boundary
extends from the viewing plane at a first angle, and a
second viewing boundary extends from the viewing
plane at a second angle.

17. The dispenser of clause 16, wherein a first view-
ing zone is formed between the first and second
viewing boundaries, the front panel being disposed
within the first viewing zone, a second viewing zone
is formed between the first viewing boundary and the
rear plane, the two VLT values of the sidewall being
disposed within the second viewing zone.

18. A dispenser, comprising:

a front panel that is opaque; and
a body that includes a sidewall extending from a
rear wall, wherein the front panel is coupled to

5

10

15

20

25

30

35

40

45

50

55



20

37 EP 4 818 062 A2 38

the body and an interior cavity is formed there-
between,
wherein the sidewall includes an illuminating
portion and a viewing portion, wherein the illu-
minating portion is translucent and the viewing
portion is transparent,
wherein the viewing portion is located between
the front panel and the rear wall,
and
wherein the viewing portion and the illuminating
portion are configured to
indicate a refill status.

19. Thedispenser of clause18,wherein a refill status
of the dispenser includes at least two indicators, a
first indicator that is configured to be provided in a
first direction and a second indicator that is config-
ured tobeprovided inaseconddirection, thefirst and
second directions being different from each other.

20. The dispenser of clause 19, wherein the viewing
portion defines a front edge and a rear edge extend-
ing between a top edge and a bottom edge, wherein
the rear edge is disposed proximate to the rear wall
and the front edge is disposed proximate to the front
panel.

21.Thedispenserof clause20,whereinacartridge is
adapted to be received within the interior cavity, the
cartridge including a side extending between a front
side and a rear side, a base, and a neck disposed
opposite the base, wherein the base is configured to
cooperate with the top edge of the viewing portion to
provide the first indicator of the refill status.

22.Thedispenserof clause21,wherein thecartridge
is configured to collapse during use, wherein the
front side and the rear side are configured to move
toward each other as the cartridge collapses, where-
in the base is configured to move toward the neck
when the cartridge collapses, wherein the cartridge
is configured to collapse froma first state to a second
state to a third state, wherein each of the front side,
the rear side, and the base are configured to be
hidden from view through the viewing portion in
the first state, wherein at least one but no more than
two of the front side, the rear side, and the base are
configured tobevisible through theviewingportion in
the second state, and wherein each of the front side,
the rear side, and the base are configured to be
visible through the viewing portion in the third state.

23. The dispenser of clause 18, wherein at least one
of the viewing portion and the illuminating portion
includes a symbol that is configured to communicate
at least one aspect of the refill status.

24. The dispenser of clause 18, wherein the refill

status is configured to be communicated by a con-
trast in color.

25. The dispenser of clause 18, wherein the viewing
portion includes a plurality of transparent regions
that areeachborderedonall sidesby the illuminating
portion.

26. The dispenser of clause 18, wherein the illumi-
nating portion includes an opening and the viewing
portion does not include an opening.

27. A cartridge, comprising:

a front wall, a rear wall, a pair of sidewalls, and a
base that is opposite a neck;
a shoulder section extending at an angle from
the neck to each of the front wall, the rear wall,
and the pair of side walls;
an openmouth extending through the neck to an
inner volume;
a vertical axis extending centrally through the
cartridge; and
a plurality of creases, wherein a first crease and
a second crease each extend along the front
wall perpendicular to the vertical axis and be-
tween the pair of side walls, wherein the first
crease is located a first distance from the
shoulder and the second crease is located a
second distance from the base, wherein the
second distance is greater than the first dis-
tance.

28. The cartridge of clause 27, wherein the cartridge
is at least partially opaque.

29. The cartridge of clause 27, wherein the cartridge
is at least partially translucent.

30. The cartridge of clause 27, wherein a rib extends
along the shoulder between the neck and one of the
pair of side walls.

31. The cartridge of clause 27, wherein the first and
second creases define a collapse pattern and the
cartridge is configured to collapse according to the
collapse pattern.

32. A cartridge for use within a dispenser, the car-
tridge comprising:

an outlet end, a base end opposite the outlet
end, a front wall, a rear wall, and two side walls,
wherein the outlet end has a shoulder and an
annular collar that extends about an axially ex-
tending neck that defines an opening into an
inner volume of the cartridge,
wherein the front, rear and two sidewalls extend
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from the outlet end to the base end,
wherein a vertical plane is disposed centrally
between the two side walls and intersects the
front wall and the rear wall,
wherein the two side walls include a first side
wall and a second side wall each carrying a
respective first and second valley,
wherein each of the first valley and the second
valley is bordered by a top peripheral edge, a
front peripheral edge, a rear peripheral edge,
and a bottom peripheral edge,
wherein a front panel extends from the front
peripheral edge toward a vertical fold line, a rear
panel extends from the rear peripheral edge to
the vertical fold line, an upper panel extends
from the top peripheral edge to the vertical fold
line, and a lower panel extends from the bottom
peripheral edge to the vertical fold line,
wherein the vertical fold line is located closer to
the vertical plane than the top, front, rear, and
bottom peripheral edges,
wherein thevertical fold lineextendsbetweenan
upper junction and a lower junction, the upper
junction being connected to an upper pair of
angled fold lines and the lower junction being
connected to a lower pair of angled fold lines,
wherein the upper panel extends between the
upper pair of angled fold lines, the lower panel
extends between the lower pair of angled fold
lines, and wherein the upper panel defines a
surface area that is less than a surface area of
the lower panel, and
wherein the upper junction is located closer to
the topperipheral edge than the lower junction is
located to the bottom peripheral edge.

33. The cartridge of clause 32, wherein each of the
upper panel and the lower panel is substantially
triangular-shaped and has a substantially planar
surface.

34. The cartridge of clause 32,wherein on collapsing
of the cartridge under a vacuum applied to withdraw
fluid from the opening, the front wall and rear wall are
drawn toward each other, and the first side wall and
the second side wall fold along respective upper and
lower pairs of fold lines and vertical fold lines.

35. A cartridge, comprising:
an inner volume;

a neck extending from a shoulder portion;
a front wall opposite a rear wall and a first wall
opposite a second wall; and
a base,
wherein the neck defines an opening that is in
communication with the inner volume, and
wherein the cartridge is configured to be in-

serted into a dispenser having a front panel that
is opaque and a body that includes at least two
visible light transmission (VLT) values, each of
the VLT values being greater than 5%.

36. The cartridge of clause 35, wherein the cartridge
has a VLT value greater than 5%.

37. The cartridge of clause 35, wherein when the
cartridge is inserted into the dispenser a first portion
of the cartridge is configured to be visible through a
viewing portion having a VLT value greater than 5%
and a second portion of the cartridge is configured to
be hidden from view through the viewing portion.

38. The cartridge of clause 35, wherein a label is
affixed to at least one of the front wall and the rear
wall, the label being configured to be hidden from
view when the cartridge is inserted into the dispen-
ser.

39. The cartridge of clause 35, wherein the cartridge
is configured to be received by the dispenser in an
inverted orientation.

40. The cartridge of clause 35, wherein the cartridge
is configured tocontainafluidwithin the innervolume
and the fluid is configured to be visible when the
cartridge is inserted into the dispenser.

Claims

1. A dispenser, comprising:

a front panel that is opaque; and
a body having a translucent wall portion that
includes a transparent window,wherein thewin-
dow is disposed at an angle relative to the front
panel,
wherein the body includes a rear wall, and the
window is disposed between the rear wall and
the front panel,
wherein a rear edge of the window is spaced
apart from the rear wall and a front edge of the
window is spacedapart from the front panel, and
wherein a central plane bisects the front panel
and the rear wall of the dispenser, and
wherein the front edgeof thewindow is located a
first distance from the central plane, the rear
edge of thewindow is located a second distance
from the central plane, and the first distance is
greater than the second distance.

2. The dispenser of claim 1, wherein the wall portion is
part of asidewall andextends from the rearwall of the
body to the front edge,wherein the sidewall has a top
portion and two opposingwall portions connected by
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the top portion, wherein the front edge of the top
portion of the sidewall extends farther from the rear
wall than the front edge of the wall portions, and
wherein the window is located on at least one of
the wall portions.

3. The dispenser of claim 4, wherein the window ex-
tends in a first direction that is substantially parallel to
the central plane, and the window extends in a
second direction that is disposed at an angle relative
to the central plane.

4. The dispenser of claim 1, wherein the window com-
prises a first window and a second window, and an
interior cavity is formed between the first and second
windows.

5. The dispenser of claim 4, wherein the first window
includesafirst edgeand thesecondwindow includes
a second edge, the first edge being disposed at a
different angle from the front panel than the second
edge.

6. The dispenser of claim 4, wherein the first window
and the second window are each located between
and spaced apart from a top and a bottom of the wall
portion.

7. Thedispenser of claim1,wherein the front panel has
a visible light transmission (VLT) value of 5% or less,

wherein the wall portion has at least two VLT
values, wherein two of the at least two VLT
values are greater than 5%, and
wherein the two VLT values are different from
each other.

8. The dispenser of claim 2, wherein the transparent
window defines a front edge and a rear edge, the
front edge extending along a front end of the side-
wall.

9. The dispenser of claim 7, wherein a ratio of the at
least two VLT values is about 2:1.

10. The dispenser of claim 8, wherein the sidewall has a
surface area, in which a surface area of the trans-
parent window is at least 30% of a total surface area
of the sidewall.

11. The dispenser of claim 10, wherein at least 50% of a
total surface area of the sidewall comprises a VLT
value that is greater than 5% and less than the VLT
value of the transparent window.

12. The dispenser of claim 7, wherein the wall portion
includes a first VLT value in at least two portions that
are discrete and spaced apart from each other, the

first VLT value being greater than a second VLT
value.

13. The dispenser of claim 7, wherein a viewing plane is
defined at an edge formed between the two VLT
values and a rear plane is defined by a rear wall of
the body.

14. The dispenser of claim 13, wherein a viewing axis
extends through the front panel and perpendicular to
the viewing plane, a first viewing boundary extends
from the viewing plane at a first angle, and a second
viewing boundary extends from the viewing plane at
a second angle.

15. The dispenser of claim 14, wherein a first viewing
zone is formed between the first and second viewing
boundaries, the front panel beingdisposedwithin the
first viewing zone, a second viewing zone is formed
between the first viewing boundary and the rear
plane, the two VLT values of the wall portion being
disposed within the second viewing zone.
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